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RCA AND HAZELTINE LICENSED 


A9700. The Knight 6-Tube 
All-Wave A.C. Superhet, com- 
plete with Raytheon tubes. 
Retail Value, $39.95. 
NET PRICE EACH, $19.45, 
YOUR PRICE IN 
LOTS OF 3, EACH 


ELECTRIC EYE 
3 FULL BANDS 
GIANT 5” DIAL 
TONE CONTROL 
3 WATTS OUTPUT 
UNI-COIL SYSTEM 


WORLD 
WIDE 
RANGE 


BROADi 43> : 


= 
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An up-to-the-minute Knight 6-Tube All- 
Wave A.C. Superhet that everyone can afford. 
A splendid answer to the real demand for a 
high grade three band A.C. receiver at a low 
price. Built to match the highest standards 
for radio performance and beauty. Designed 
with features that are truly advantageous 
and practical. Tunes continuously and power- 
fully from 17 to 555 meters. Covers foreign 
and domestic Short Wave between 17 and 52 
meters; police, aviation and amateur ’phone 
between 52 and 175 meters; and long-distance 
American and Canadian standard Broadcast 
stations between 175 and 555 meters. Fea- 
tures the Electric Eye (found only in the 
highest-priced sets) for accurate yisual tun- 
ing; has the latest attractively colored 6-inch 


“ELECTRIC EYE" TUNING 


The use of the new Electric Eye in the 
Knight All-Wave 6 contributes to perfect 
visual station logging. You tune with the 
eye as well as the ear. The Electric Eye is 
actually a cathode ray tube which permits 
you to see when you are tuned in perfectly. 
The eye glows with a soft green light. A 
dark sector, extending downward from the 
dark eye center, narrows as you tune in your 
station; when this sector is narrowest it in- 
dicates that you have tuned the stationin 
perfectly for best tonal reproduction. It’s 
easy to tune the Knight 6 perfectly; the clear, 
practical big 6-inch dial plus the Electric Eye, 
assures you of quick and accurate program 
logging. You can tune all three bands with 
the greatest of ease, bringing in program after 
program with sharp selectivity and enjoyable 
clarity. With a touch of your finger you can 
travel the world. enjoying radio at its best. 


BEAUTIFUL TONE QUALITY 


An outstanding characteristic of Knight 
All-Wave 6 performance is its true, rich tone 
quality. The 42 Pentode output stage de- 
yelops a powerful 3 watts output which is 
adequately handled by the latest type 6142- 
inch electro-dynamic speaker. Continuously 
Variable Tone Control provides for personal 
accentuation of bass or treble as may be de- 
sired. The yitality and realism of the tone 
developed by the Knight 6 has no equal today 
even in sets selling at double the price. Every 
radio listener will get a keen new enjoyment 
from the wide-range tonal fidelity evident in 
every program tuned in by the Knight 6. 
This tonal excellence alone, makes the Knight 
6 easily worth the unusually low price at 
which it is featured. 


SPLENDID STYLING 

A new laydown type table model 
cabinet of striking design has been 
selected for the Knight All-Wave 6. 
The fiuted roll top is a pleasing in- 
novation. The front face is of richly 
striped walnut in a soft hand-rubbed 
finish. Measures 19 long, 11” high, 
744" deep. 


Copyright 1937 
by ALLIED 
RADIO CORP, 


| ea dade! 


illuminated airplane dial, accurately cali- 
brated for easy tuning on all three bands; 
continuously variable Tone Control for ad- 
justment of bass or treble response; a heavy- 
duty 614” electro-dynamic speaker for flaw- 
less tone-handling ability; Uni-Coil System 
providing a pre-built coil assembly for high- 
est operating efficiency; heavy-duty bar-type 
rubber-fioated tuning condenser for full 
stability; full 3 watts output; Automatic 
Volume Control to preyent fading and blast- 
ing; latest multi-purpose tubes for extra tube 
efficiency; separate coils for each band; latest - 
type pie-wound Litz wire I.F. coils; 10 tuned 
circuits; the most advanced R.C.A. and Hazel- 
tine licensed superhet circuit developing 
actual 8-tube efficiency and performance, 


WORLD-WIDE RANGE 


Thrilling world-wide all-wave radio enter- 
tainment is yours with the Knight 6. It 
covers all the popular Short Wave and stand- 
ard Broadcast bands dependably and effec- 
tively. The big 6-inch illuminated airplane 
dial shows three continuous tuning ranges, 
attractively colored and accurately calibrated 
for easy program logging. The upper scale is 
calibrated in kilocycles for Broadcast band 
reception; the lower and inside scales are 
calibrated in megacycles for tuning foreign 
and domestic Short Wave; important Short 
Wave channels are marked in meters. In- 
dividual coils are used for each band to assure 
maximum efficiency; the dependable ware 
band switch allows only the correct coils to 
be switched in on the band being tuned; the 
others are completely cut out of the circuit. 
The uncanny sensitivity of the Knight 6 will 
please you. Its ultra-selective quality leaves 
nothing more to be desired. 


POWERFUL PERFORMANCE 


The yery latest multi-purpose tubes. are 
used in the R.C.A. and Hazeltine licensed 
circuit of the Knight All-Wave 6. 6A7 serves 
as Det.-Osc.; 6D6 as I.F. Amp.; 75 as triple- 
purpose 2nd Det., A.V.C. and Ist Audio; 42 as 
Pentode Power output; 80 as rectifier; 6G5 as 
Electric Eye. This tube combination assures 
actual eight tube power and efficiency. 3 
watts undistorted output is delivered. Full 
Automatic Volume Control prevents blasting 
and maintains constant volume leyel. The 
special bar-type cushioned tuning condenser 
assures accurate tuning. 10 tuned circuits 
contribute to maximum selectivity. The per- 
fected superhet circuit with its pre-built Uni- 
Coil System assures strong and clear re- 
ception always under perfect control. 


6 TUBE ALL-WAVE SET COMPLETE 
The Knight 6 Tube All-Wave Superhet is offered in 
cabinet illustrated complete with Raytheon tubes. 
For operation on 110 volts, 60 cycles A.C. Shipping 
weight 19 lbs. Code: WORLD. 
A9700. Retail Value, $39.95. 
NET PRICE EACH, $19.45. $1 8 45 
YOUR PRICE LOTS OF 3, EACH...... - 


For 110-230 volts, 25-60 cycles, add $2.75. 
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2 BANDS : 75 — 550 METERS 


Housed ina peatiifut bakelite cabinet, this new Knight 
' 5 Tube AC-DC receiver is the ideal “companion” set for 
» Office, house and traveling use—a truly dependable per- 
' former at a record-breaking low price. Tunes two bands: 
75 to 175 meters for Short-Wave Police, Amateur and Air- 
craft signals; and 175 to 550 meters for strong standard 
_ Broadcast American and Canadian reception. Will operate 
- perfectly on any 110 Volt line, AC or DC, on 40 to 60 cycles, 
or may be also used on 220 Volts AC or DC with adapter 
‘listed below. Newly designed circuit, licensed by R.C.A. 
‘and Hazeltine, uses latest tubes and attains remarkably 
high sensitivity and selectivity for so compact a receiver. 
Full five-inch dynamic speaker handles the large Pentode 
output without distortion, bringing you a truly remarkable 
quality of tone. Large illuminated Airplane dial is clearly 
and accurately calibrated for quick, easy tuning. 


PLAYS ANYWHERE 


Conveniently compact, this receiver can be easily carried 
and played wherever 110 Volt current is available. The 
handsome new bakelite cabinet is available in four attrac- 
“tive colors: Black, Red, Ivory and Walnut; will not mar or 
discolor. Measures 834”x634”x5”. Weighs only 9 lbs. 
Sturdy chassis is built around an advanced circuit. Em- 
“ploys Litz-wound coils and the latest Raytheon tubes as 
follows: 1—6D6 as R.F.; 1—6C6 as Det.; 1—43 as Pentode 
‘Output; 1—25Z5 as Rectifier; and 1—L49C as Ballast. 
Each set is equipped with a 20-foot. built-in, high-efficiency 
antenna for extra convenience. Feature this remarkable 
value as a ‘‘leader’’; its sensationally low price, its striking 
| appearance, its portability, versatility and fine tone mean 
more sales and bigger profits for you. 


SET COMPLETE 
The Knight 5 Tube AC-DC in handsome bakelite cabi- 
net complete with Raytheon tubes. For operation on 
110 volts, AC or DC, 40-60 cycles. Shpg. wt., 9 Ibs. 


A9701. Black. A9703. Red. 

A9702, Walnut. A9704, Ivory. 

List, $19.95. List. $22.50. 

NET EACH ...... $9.45 | NET EACH ... $10.75 
(ore oF Lue OFS 
EACH. ....$8.95 | each...’ $10.25 
-A914 5. 220 Voit Adapter. NET............... 73c 
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® Tunes 2 Full Bands. The Knight 5 tunes from 43 to 
150 Meters to bringin Short-Wave Police, Aviation and Am- 
ateur phone, as well as actual thrilling foreign reception on 
the popular 49 meter foreign Short-Wave band. The second 
_band covers from 175 to 550 Meters and tunes the upper 
police channel and the entire range of American and Cana- 
dian standard Broadcast stations. These two bands ac- 
tually give you three band utility because they cover the 
most important Short-Wave and Broadcast channels. A 
-big Value Feature! 


* Big 5\4-Inch Vernier Dial. It's easy to tune the 
Knight 5. The big, fully illuminated 54-inch airplane 
dial is accurately and clearly calibrated. It shows two easy- 
_ to-read scales, the upper calibrated in kilocycles for stand- 
ard Broadcast tuning. All important Short-Wave bands 
are clearly designated in meters. Double-ended pointers 
and vernier action assure quick positive station logging. 
Another big Value Feature! 


* 6-Inch Dynamic Speaker. A full-sized 6-inch Electro- 
dynamic speaker is used in the Knight 5. It faithfully re- 
produces the fine tonal output of the circuit with flawless 
fidelity at either full volume or at a whisper. You'll enjoy 
the life-like re-creation of the whole range of voice and mu- 
sic, the reproduction of each program with stirring realism 
and vitality. Another exclusive Value Feature! 


® Latest Circuit. The Knight 5 assures you of the most 
recent radio improvements beceuse its circuit is licensed by 
R.C.A. and Hazeltine and utilizes the newest developments 
_from these world-famous laboratories. Latest type tubes 
are used throughout as follows: 6A7 as ist Det.-Osc.; 6D6 
as I.F. Amp.; 75 as Diode Det.-A.V.C.-ist Audio; 42 as 
Pentode; 80 as rectifier. Actually achieves 8 tube efficiency, 
Includes rubber-floated tuning condenser for greater sta- 
bility; has 8 tuned circuits for maximum selectivity and 
automatic volume control to prevent blaring and fading. 

* Beautiful “‘Low-Boy”’ Design. The Knight Dual 
Wave 5 is presented in a beautiful laydown type cabinet 
with pleasing rolled top design. The top and front are one 
: panel bent of selected vertically grained walnut. 15147x9”x7”, 

® A $30 Value. The Knight Dual Wave 5—Radio’s 
Sensational Hit—is offered in the beautiful cabinet illus- 
trated above, complete with Raytheon tubes. 


RAD/O BeMry ANO VALUE 


The sated 5 Tube AC- 
DC in black or walnut, com- Py 
plete with Raytheon tubes. 


NER PRICE Dene Oba, © COVERS 2 FULL BANDS 
EACH SS Geen ce St @ WITH BUILT-IN ANTENNA 
® ILLUMINATED DIAL 

© 5” DYNAMIC SPEAKER 

© PENTODE 43 OUTPUT 

® A REMARKABLE VALUE 


RCA AND HAZELTINE LICENSED 


Dual Weve AC SUPERHET 


The Knight Dual Wave 5 is 
offered in the beautiful cabinet WITH 3 BAND UTILITY 
shown below, complete with Here’s the Radio Sensation of the year— 


Raytheon tubes. . For 110 volt, a new Dual-Wave Knight 5 Tube AC Su- 
60 cycle AC operation. Code: perhet that is literally packed with value! 
CHIME. Shipping weight, 15 No other set at this price has so much built- 


Ibs. in quality, such big power and fine tone, 
3 such good looks. Check these features for 
Oe emite Wace saunee yourself—2 full bands with efficient cover- 


age of all that’s important -and entertaining 


on the radio waves—actual 3 band utility! 

—514” illuminated Airplane dial!—6-inch 

dynamic speaker !—lates t Superheterodyne 

circuit !—beautiful ‘‘Low-boy”’ cabinet !— 
CRE 


Proof that only ALLIED can give you Ra- 
dio’s Outstanding Value! 


RCA AND HAZELTINE LICENSED 
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QuickOy Handed... Cheam Stocks .... 


EVERYONE 
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Let this complete ALLIED Catalog be your Buying Guide. 
radio quality and value must be judged. Play safe—do your radio shopping by ALLIED standards—and | 


the thousands of Satisfied Customers who consistently buy with confidence from ALLIED. 


DON’T SPLIT YOUR ORDERS 


We can never be undersold. We consistently meet all com- 
petition for identical merchandise. We further protect you by 
giving you the benefit of the lowest prevailing price at the time 
you place your order. We can also supply all types of special 
radio equipment, not shown in this catalog, at the lowest possible 
prices.. Enter your order with full description and deposit and 
we shall secure the equipment for you. We are able to serve you 
to greater advantage because we are the leading radio specialists. 
It pays to do your radio buying 100% from ALLIED. 

ALL ORDERS FILLED. We place no restriction on the 
amount of your order. Whether it is big or small, we give you 
the benefit of our best service always. It’s wise to buy where 
you know you will consistently be better served. 
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MAKE YOUR RADIO storm 


IN RADIO ENDORSES ALLIED SERVI 


You get what you want right when you want it. Every one of your ord 
handled speedily and carefully by an efficient radio-minded organization ke 
to a single purpose—to bring you the best in radio with the quickest servic 
radio, and at the very lowest prices. 
ALLIED’s speedy service; our new customers will be sure to endorse it. 


ALLIED’S HIGH STANDARDS ARE YOUR PROTECTIO 
ALLIED’s high standards of quality since the earliest days of radio, b 
established an enviable tradition. aYS, 
vigorously maintained by enormous clean stocks of everything in radio, identified 
down to the very smallest item with the finest quality you can buy. This— 
plete catalog lists over 10,000 selected radio items representing the choicest produ 
of the leading manufacturers—your assurance of top-notch quality. Make AI 
LIED—100% Radio Specialists—your one reliable source of radio supply! = 


MORE FOR YOUR MONEY ON EVERY PURCHASE ! 


You get more—you save more—you profit more on every purchase! As Radio’: 
Leading Supply House, we have developed the most economical merchandi 
methods in the field to give you the fullest value for your radio dollar. We: 
every saving on to you—that’s why our prices are consistently lower. 
why we can never be undersold! 
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Our old customers whole-heartedly acc 
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This radio leadership is today, as alw: 
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For you, ALLIED has set the standard by 3 


AN INVITATION TO YOU 


When you come to Chicago, be sure to visit our enlarged 
Radio Headquarters at 833 W. Jackson Bilvd., convenient! 
located on the edge of Chicago’s “Loop.” See our intere: 
displays and take advantage of the many service facilities ¢ 
able. Our new Sound and Receiver Demonstration S' 
with their incomparable demonstrating facilities are po 
features. A visit will repay you with many - profit-making 
money-saving ideas and helps you can use in your own busi 

CHICAGO CUSTOMERS: For convenient, quick coun’ 
service, visit our impressive City Salesroom. Plenty-of 
parking space always. I-R-S-M members, Engineers, : 
licensed Amateurs are always on hand to serve you. 
Phones: HAYmarket 6800. 
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LET ALLIED PERSONAL SERVICE HELP YOU 


Here at ALLIED we have built up a huge 
organization with the idea of ‘‘Service’’ upper- 
most in our minds. We want you to feel that 
ALLIED is more than just a business house; 
write to us about your problems on Radio 
Servicing, Building, Salesmanship, Short Wave, 
Sound, etc. Our extensive past experience en- 
ables us to answer you promptly, in a friendly, 
helpful manner. For thousands of Radio Deal- 
ers, Servicemen, Amateurs and Engineers, 
ALLIED’S Personal Service is a valuable aid, 
day in—day out. 


It’s easy to order from ALLIED. Use our 
convenient order blanks for quick and accurate 
service. Additional blanks will be furnished 
with each shipment and on request. Our terms 
are cash to ajl...We thus eliminate expensive 
accounting systems and are thereby enabled 
to offer our merchandise at lower prices, saving 
money for you in the long run. We make 
C.O.D. shipments to old customers. On first 
orders, please send deposit to establish good 
faith. It is also advisable, though not necessary, 
to remit full payment (including transportation 
charges) for small orders, to avoid extra collec- 
tion costs. Any excess over actual postage 
will be refunded in full. 


2% FREIGHT ALLOWANCE SAVES YOU MONEY 


Make your order $25.00 or more and you may 
deduct 2% from the total as a transportation 
allowance. Whether you desire your shipment 
to go forward by Parcel Post, Express or 
Freight, the same money-saving 2% allowance 
will be made. This applies ta shipments made 
anywhere in the United States on all radio 
merchandise described in this catalog, except 
National Co. equipment. (Foreign orders ex- 
cepted.) It will pay to build up your orders to 
$25.00 or more to take advantage of this extra 
saving. Here is still another way ALLIED 
saves you money on all your Radio needs. 


ALERS, SERVICEMEN, AMATEURS, RADIO BUILDERS & LABORATORIES 


WE CARRY HUGE 
COMPLETE STOCKS 
ON HAND AT ALL 
TIMES—WE SERVE 
YOU BEST ALWAYS 
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For schools, laboratories and other institu- 
tions, we also offer Free Consulting Service. 
We are prepared to quote low estimates on bids 
and advise you as to proper equipment to meet 
your individual requirements. 

We are in constant touch with the leading 
radio manufacturers and can secure special and 
“hard-to-get”’ parts with minimum delay. If 
you require any item not listed in this catalog, 
send order with description and deposit and we 
shall secure it for you. 


EXPORT ORDERS. We enjoy a large 
Foreign Trade and cordially invite Foreign cor- 
respondence and business. Terms: Payment 
in New York or Chicago against documents, or 
50% deposit with each order, balance sight 
draft against bill of lading. On orders of $25.00 
or less, please send full remittance. All catalog 
quotations are net F.O.B. Chicago. Foreign 
Parcel Post Shipments require remittance in 
full, including postage charges. Special care 
in packing and handling is accorded all Foreign 
Orders without extra charge. Competent at- 
tention by Export Specialists is always assured. 


FULL DISCOUNTS. In addition to all 
trade discounts, a FULL 2% CASH DIS- 
COUNT has already been deducted from every 
price in this book. Our net catalog prices are 
the prices you pay. All quotations are F.O.B. 
Chicago. You receive full discounts even if 
you prefer part C.O.D. shipment. You save 
C.O.D. costs, however, by remitting in full. 
(All quotations in this book include the 1932 
Federal Excise Tax. We reserve the right to 
add any Federal or State Taxes which may be 
levied after this book is printed. Prices subject 
to change without notice.) 


RCA AND HAZELTINE 
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BAKELITE CABINET 


Knight 5 TUBE AC-DC 
Litt 2 baud Moi 


* DUAL WAVE TUNING 
* BEAM POWER TUBE ® BUILT-IN AERIAL 
° BEAUTIFUL NEW DIAL © 5” DYNAMIC SPEAKER 


Completely new! From its advanced feature-packed circuit to its ultra- 
modern Bakelite cabinet, this Knight 5 Tube 2-Band compact AC-DC 
set has been designed and built to surpass all previous: conceptions of 
portable radio performance. It is ideal as a personal or ‘‘spare’’ receiver 
tor home, office, or traveling; plays anywhere from 110 Volts AC or D 
40 to 60 cycles. (May also be operated from 220 volts, AC or DC with 
adapter listed below.) Tunes 75 to 175 meters, and 175 to 550 meters on 
two bands for strong reception of short-wave Police and Amateur stations 
as well as standard Broadcast American and Canadian programs. New 
circuit features include a 25L6 Beam Power output tube achieving a high 
output never before possible in AC-DC sets; built-in antenna; novel, 
illuminated dial, easy-to-tune with accurate knob- -pointer. The smart new 
plastics cabinet is especially attractive and practical; it will not scar or 
become discolored; it assures excelient acoustical quality; it can be placed 
anywhere. C abinets are available in choice of the following colors: 
brilliant red, glossy black, warm ivory, or smooth walnut. Features 
pleasing streamline design with rounded corners. 


A POWERFUL PERFORMER 


Whether operated from AC or DC 40 or 60 cycle 110 volt current, the 
Knight 5 performs equally well. New circuit design includes features 
never before offered in AC-DC portables. Tubes used are: 1—6D6; 
1—6C6; 1—25L6; 1—25Z5; 1—L49C. The 25L6 is anew beam power out- 
put tube making possible for the first time in AC-DC sets, full-strength recep- 
tion on both short-wave and Broadcast bands. Bank- wound Litz wire 
coils are employe d to provide sensitive and selective tuning under all con- 
ditions. A full 5 inch electro-dynamic speaker, mounted in front for 
adequate baffle, handles the full output smoothly, clearly, and enjoyably. 
Order several of these sets today—use them as demonstrators! They'll 
sell quickly and profitably. 


SET COMPLETE 


The Knight 5 Tube 2 Band Receiver for 110 volts AC-DC, 40-60 
cycles, complete with “Cea ot tubes. Shpg. wt., 9 lbs. Choice of colors. 


© PLAYS ANYWHERE 


A971] 7. Red. 18. Ivory. $ 
$25.00. NET PRICE thea, $12.25. 
Your PRICE LOTS OF 3, EACH. § Oe oe s 


A9715. Black. 9716. Walnut. 
List, $22.50. NET PRICE EACH, $10.95. 


: : $10.35 
YOUR PRICE LOTS OF 3, EACH). ste a tee s 


CARRYING CASE 


A good-looking convenient carrying 
case for the Knight 5 Tube AC-DC, or 
for any other compact radio. measuring 
not more than 10x7x634”. Made of at- 
tractive Suedette; has practical zipper 


opening and carrying handle. 
A9148. 


List, $2.50. 
YOUR PRICE 


220 VOLT ADAPTER 
Permits the operation of the Knight 
5 Tube AC-DC from 220 voits AC or 


DC. 
A9145,. List, $1.50. nET...73C€ 


RCA AND HAZELTINE 
~UCENSED 


Knight 5 TUBE AC-DC 
IS18EM I IH0 Mlle 


* TUNES 2 BANDS °LATEST TUBES 


© NEW CABINET © AIRPLANE DIAL 
® BUILT-IN AERIAL * DYNAMIC SPEAKER 


Here is an attractive new Knight 5 Tube AC-. 
DC receiver which tunes two bands to offer de« 
pendable Short-Wave and standard Broadcast 
reception. Covers 62.5 to 193 meters for all Police 
calls and many Amateur and Airplane signals, and © 
174 to 555 meters for standard Broadcast American 
and Canadian programs. Quality has not been sacri- 
ficed despite ourlow price. The newest R.C.A. and 
Hazeltine licensed circuit develops full power together with fine sensitivity ~ 
and selectivity. Latest features include: illuminated 4” airplane dial; built- 
in aerial; full-sized 5” dynamic speaker; heavy-duty tuning condenser; © 
Litz-wounda coils, etc. Newest tubes develop high efficiency and reserve 
pow, they are used as follows: 1—6D6 as R.F., 1—6C6 as Det., 
1—25Z5 as rectifier; 1—43 as pentode power output; 1—-L55B as 
voltage regulator. This fine ALLIED value meets any AC-DC com- 
petition, Order one as a demonstrator now and build your small set 
profits 


CARRIES ANYWHERE—PLAYS ANYWHERE — 


The Knight Dual-Wave AC-DC 5 is versatile in operation. It can 4 
be used effectively on 110 volts, 40 or 60 cycle, AC or DC, and will also © 
operate from 210-230 volts AC or DC with the adapter listed below. © 
The set can be carried from room to room and will play instantly wher- © 
ever 110 volt current is available. The built-in aerial affords unusual” 
convenience and high signal pick-up. Both Standard Broadcast and 
Short-Wave programs are faithfully reproduced with full volume and 
fine clarity. The illuminated airplane dial is calibrated in kilocycles 
for direct, easy-reading. A special wave-band switch on the front panel 
assures smooth changing from one band to another. The all-around 
practicability of this set makes it an excellent “‘personal’’ radio; it may ~ 
be used in bedroom, den, office, sun-porch, ete. ALLIED’S low price 
gives you fine profit-making opportunities. are { 


ATTRACTIVE CABINET 


The graceful, compact cabinet illustrated directly above is designed ~ 
with front panel of pleasing striped walnut, with routing line along ae 
and sides; has square dial-opening and circular speaker grille. The > 
beauty of this cabinet makes it appropriate for any setting: bookcase, 
table, or desk. Size: 6144”x12”x8”. Powerful reception; excellent tone, © 
and true beauty make the Knight Dual-Wave 5 an incomparable value. 


SET COMPLETE 


The Knight 5 Tube 2 Band AC-DC receiver for operation from 110 
volts AC-DC, 40-60 cycles, complete with 1—6D6, 1—6C6, 1—43, 
1—25Z5 genuine R.C.A. tubes, and 


1—L55B. Shipping weight, 9 lbs. This & 
fine Knight value beats all AC-DC com- ‘ 
petition—feature it as a leader and cash in 1 
on the trade it will bring you. 2 
A9740. Retail Value, $25.00. ye 


i 
Code: DANCE. 
NET PRICE EACH, $12.65. — 
YOUR PRICE IN LOTS OF 3 EACH, a 
a 
220 VOLT ADAPTER % 
Enables the Knight Dual Wave 5 Tube AC-DC to operate from _ 
226 Volts AC or D 73 
A9145. List, $1. So, NET gee te ee 


7 TUBE AC-DC 
ZL band Superhefl 


® FULL A.V.C. ACTION 
* LARGE AIRPLANE DIAL 
* DYNAMIC SPEAKER 


Anight 


® ELECTRIC EYE 
© NEW SUPERHET 
° BEAM POWER TUBE 


New circuit features combined with practical versatility make this new 
Knight 7 Tube AC-DC Superhet a splendid buy. Dual- and triple- 
purpose tubes offer extra tube efficiency at an unusually low price. 

unes 2.full bands from 75 to 175 and 175 to 550 meters for powerful 
coverage of Amateur, Police, and Aviation calls onShort Wave, and long- 
distance American and Canadian standard Broadcast stations. Notice 
the features! Electric Eye for perfect ease and convenience in tuning; 
full Automatic Volume Control for smooth, distortion-less output; new 
25L6 Beam Power Amplifier tube for extra power; full-vision illuminated 
airplane dial; large 5” electro-dynamic speaker for life-like reproduction of 
every program; latest Superhet circuit and rugged chassis for greater 
stability and performing dependability. 


ELECTRIC EYE TUNING 


The Knight AC-DC 7 Tube Superhet 
incorporates a 6G5 tube as Electric Eye, 
which shows you visually when your station 
is tuned in perfectly; eliminates guess work 
and off-station tuning; saves time in tuning. 
Other features include an advanced R.C.A, 
and Hazeltine licensed Superhet circuit using 
latest Raytheon multi-purpose tubes: 1— 
6A7 as Det.-Osc.; 1—6D6 as I. F. Amp.; 1— 
75 as 2nd Det., A.V.C., ist Audio; 1—25L6 
as Beam Power Amp.; 1—25Z5 Rectifier; 
i—L49C Ballast; and 1—-6G5 Electric Eye. 
Litz-wire I. F. coils provide highest sensitivity 
and selectivity. Built-in aerial adds to con- 
venience and efficient signal pick-up. 


AN OUTSTANDING AC-DC VALUE 


Only ALLIED can bring you values like this. In addition to its new 
features, the Knight Superhet 7 is designed for operation wherever 
electric current is available, and works perfectly from 110 volts AC or 
DC 40 to 60 cycles (or 220 volts AC or DC with special adapter 
offered below). The handsome compact cabinet as illustrated features a 
two-tone front face of select striped walnut with contrasting horizontal 
bands. Sides are gracefully rolled and of one piece with front face. The 
cabinet measures 10x7x6% inches. Dial operates from pointer knob; 
tunes accurately and quickly: 


SET COMPLETE 


The new Knight 7 Tube 2 Band 
Superhet for 110 volts AC-DC, 40-60 A Remarkable Value 
cycles operation, is offered complete with 
1—6A7, 1—6D6, 1—75, 1—25L6, 1— 
25Z5, 1—L49C, 1—6G5 Raytheon tubes. 

Shipping weight, 10 lbs. Code: GRADE. 
An ideal all-around AC-DC performer— 
one of today’s finest radio values. 
A9705. Retail Value, $34.50. 

NET PRICE EACH, $15.95 


YOUR PRICE, LOTS OF 3, EACH 


220 VOLT ADAPTER 


Permits the Eberation of the Knight 7 Tube AC-DC Superhet from 
220 volts AC or DC. 5 73 
Sea ee eee tL 0 aM Nc cS, case o)o% o'ea'e chalovece s Viena she tions e's 2 Cc 


RCA AND HAZELTINE 
LICENSED 


Knight 5 TUBE AC-DC 
2 Bent TEI Mepe0s 


® DUAL WAVE RANGE * BUILT-IN AERIAL 


* BEAM POWER TUBE ¢ DYNAMIC SPEAKER 
* PLAYS ANYWHERE © AIRPLANE DIAL 


Here is a new Knight 5 Tube AC-DC two band receiver you can 
operate almost anywhere. It is carefully built, thoroughly dependable, 
and yet extraordinarily low in price. Gives you powerful reception of 
standard Broadcast programs plus Police and Amateur calls on two full 
bands, from 75 to 550 meters. Develops plenty of power from the new 
Beam Powér output stage and reproduces all programs clearly and faith- 
fully. Has new full-view airplane dial accurately calibrated for easy 
tuning. Features include: full 5” dynamic speaker; built-in antenna, 
R.C.A. and Hazeltine licensed circuit; compact portable cabinet measuring 
only 10x7x6\% inches. The Knight 5 operates from 110 volts AC or DC 
40-60 cycles and can be used with adapter listed below on 220 volts AC 
or DC. Enjoy dependable reception from this versatile inexpensive 
AC-DC receiver on two full bands. Tune 75 to 175 meters for Short- 
Wave Police, Amateur, and Aircraft signals, and 175 to 550 meters for 
strong standard Broadcast American and Canadian reception. The 
Knight 5 is an ideal personal radio, distinguished for easy portability and 
fine performance. 


“BEAM POWER” AMPLIFICATION 


The new 25L6 Beam Power output tube is used to provide surprisingly 
strong amplification never before achieved in AC-DC compact sets. The 
other tubes incorporated are: 1—6D6; 1—6C6; 1—25Z5; 1—L49C—each 
tube contributing effectively to the distance-reach and reserve power of the 
Knight 5. Litz-wire bank-wound coils, rubber-mounted tuning con- 
denser, and thoroughly shielded circuit components make for sharp 
selectivity and sensitivity. The Knight 5 is presented in a handsomely 
designed two-tone cabinet of striped walnut with contrasting dark band. 
You can carry this set anywhere—-use it anywhere; the Knight 5 is com- 
pact and complete—a wonderful value. It will show you the way to more 


sales and to bigger radio profits. 
| 


SET COMPLETE 


The Knight 5 Tune 2 Band AC-DC 
for operation on 110 volts AC-DC, 40-60 
cycles, complete with Raytheon tubes. 
Shipping weight, 9 lbs. Code: HONOR 
A9706. Retail Value, $22.50. 

NET PRICE EACH, $10.75. 
YOUR PRICE LOTS OF 3, EACH 


CARRYING CASE 


A sturdy and convenient carrying case 
for the Knight 5 Tube AC-DC receiver 
or for any set measuring not more than 
10x7x64%”. Made of strong attractive 
Suedette. Has carrying handles and zip- 


per opening. $925 


A : 
List, $2.50. 
NILA, OLA Ig tl hope es Fee a 


220 VOLT ADAPTER 


Enables the Knight 5 Tube AC-DC to 
operate from 220 volts AC or DC, 
A9145,. List, $1.50. 
NET 


RCA AND 
HAZELTINE LICENSED 


wight 5 TUBE 2 BAND AC. SUPERHET 


* 3 Band Utility. Here's the year’s biggest 
Radio Value—a new Dual Wave Knight 5 Tube 
A.C. Superhet that’s months ahead of the 
field. Has features of sets costing twice as much. 
Tunes two full bands—47 to 130 meters for Short 
Wave police, aviation, and amateur ’phone, in 
addition to the fascinating 49 meter foreign Short 
Wave band; and 174-556 meters for upper Police 
channels and amazingly powerful reception of 
American and Canadian standard Broadcast sta- 
tions—actually three-band efficiency! A power- 
ful performer on both bands. 


* New Airplane Dial. Strikingly beautiful. 
* 444” in diameter; rectangular in shape; gold-faced 
and fully illuminated from sides. Upper scale 
is calibrated in kilocycles for Broadcast; lower in 
megacycies for Short Wave; popular channels 
are clearly indicated. 


*4 Watts Output. Efficiently designed 
R.C.A. and Hazeltine licensed circuit develops 


- ; | 1 


ws 
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RCA AND HAZELTINE 
LICENSED 


om 


4 watts output. 
Ja ig 1—6A7 as Mod. 


—80 as Rectifier. 


Latest Eye tubes are used as 

-Osc.; 1—6D6 as ist 
; 1—75 as Det.-A.V.C.; 1—41 as power; and 
Develops actual 7 tube 


floated tuning condenser assures sharper tuning 
eliminating “jamming” and overlapping of sta- 
tions. Power is uniform and constant, tuning is 
always a delight. 


utility and performance! 


* 6” Dynamic Speaker. Heavy-duty 6” elec- 
tro-dynamic speaker assures highest quality of 
reproduction of every program. Its smooth, 
rich tone is a revelation in such 2 low-priced 
receiver. The Knight 5 is outstanding for its 
ability to pick up and reproduce the faintest 
signals with startling realism. 


® Tone Control. Continuously Variable Tone 
Control is incorporated in the advanced circuit 
of the Knight 5, permitting you to emphasize 
bass or treble, according to your own preference. 
Skilful engineering assures the accentuation of 
either range, without cutting off the other. 


* Full A.V.C. Prevents fading and blaring, 
assuring uniform volume on all stations. Rubber- 


® Handsome Cabinet. Designed in the mod- 
ern “‘streamline’’ style with rounded ee 
corners. Body is of lustrous walnut finish, wit! 
top and bottom of beautifully contrasting darker 
woods. Measures 15x9x7”. 


* Set Complete. The Knight 5 Tube 2 Band 
A.C. Superhet in table cabinet complete with 
6” speaker and R.C.A. tubes for 
110 volts, 60 cycles A.C. Shpg: 


YOUR PRICE. 


Special Universal Transformer permitting 
operation on 95-260 Volts, 25-60 cycles may 
be had at $2.25 additional. 


wt., 18 Ibs. Code: VOGUE. | § 65 
A9741. Retail Value, $34.50. patios 


* World-Wide Range. This new Knight 
5 Tube Superhet is a powerful, selective, 
sensitive performer that brings you world- 
wide radio entertainment: foreign and 
domestic Short Wave between 17-52 me- 
ters; police, aviation and Amateur "phone 
between 52-172 meters; and long-distance 
American and Canadian standard Broad- 
cast programs between 172-555 meters. 
Every worth-while program at an unbeat- 
ably low price! 

* A World of Power. The Knight 5 
develops full three watts output from its 
perfected R.C.A. and Hazeltine licensed 
superhet circuit. Latest Raytheon tubes 
aré employed: 1—6A7 as Det.-Osc.; 1— 
6A6 as Int. Amp. I.F.; 1—75 as 2nd Det.- 
A.V.C. and Audio; 1—42 as Power Pentode; 
and i1—-80 as Rectifier. Pentode Power 
Output Tube (42) increases power and 
efficiency; triple-purpcse 75 tube does the 
work of three—develops actual 7 tube 
efficiency ! 

* 6\%4" Dynamic Speaker. Over-sized, 
heavy-duty speaker faithfully handles the 
3 watts output with wide-range tonal 
fidelity. Built of the highest quality ma- 
terials, it is perfectly matched to bring out 
the remarkable tonal qualities of which the 
Knight 5S is capable. Reproduces tone 
flawlessly at any sound level. 


* Tone Control. Continuously Variable 
Tone Control provides for the accentuation 
of either high or low notes, as desired. 
Makes the Knight 5 a more “personal” 
receiver—doubles your radio enjoyment! 


® Full A.V.C. Extremely important when 
tuning both Broadcast and Short Wave 
bands. Maintains a constant volume level; 
prevents blasting on local stations and 


night 5 TUBE 3 BAND AC SUPERHET 


fading on S-W signals. Special rubber- 
cushioned, bar-type tuning condenser as- 
sures smoother, more selective tuning. 

® 6” Airplane Dial. Fully illuminated and 
accurately calibrated on every band, each 
one being distinctly and attractively col- 
ored, for easy logging of stations. Indi- 
vidual coils and special wave-band switch 
make for maximum Sonirie efficiency. A 
sweep of this handsome dia] brings you 
rich, superlative entertainment from the 
four corners of the world—both overseas 
and at home. The Knight 5 strikes a new 
note in uncanny sensitivity, exceptional 
selectivity and unparalleled power. 

* Glorious Tone. The clear, rich tone of 
the Knight 5 puts a new meaning into 
radio listening. Even the most critical 
radio fan will get a new thrill from its 
vitality and realism. Never before has 
such fine tone been available in a radio 
at such a modest price. 

® New Cabinet. Gracefully proportioned, 
the pleasing beauty of this upright table 
cabinet will harmonize with any interior. 
The front panel is of carefully matched 
walnut with a chaste grillework design. 
Hand-rubbed in a soft, sleek finish. Meas- 
ures 17°x13’"x9 4". 
* Set Complete. 
All-Wave Superhet is offered in table 
cabinet 


tion on 116 Volts, 60 cycles, A.C. Shipping 
weight, 20 Ibs. 


The Knight 5 Tube 


illustrated, complete with 634” © 
speaker and Raytheon tubes. For opera-_ 


Code: YOUTH. 5 
A9707. $ 9 : 
Retail Value, $37.50. — 


YOUR PRICE... 4 
For operation on any voltage from 110 to 
230 Volts, 25 to 60 cycles, add $2.25. 


tot Baby #4 ok eee 


Here is a 


6 TUBE ALL-WAVE AC. SUPERHET 


TABLE MODEL 


The Knight All- Wave 6 is 
offered in a splendid new lay- 
down cabinet as shown abeve. 
Has beautiful roll-top effect, 
with top and front face of 
one-piece striped walnut. 
Styled up - to - the - minute. 
Size: 1744” long, 8%” deep, 
944” high. The Knight 6 is 
offered complete in this beau- 
tiful table cabinet with 67’ 
dynamic speaker and R.C.A. 
tubes. For 110 volts, 60 
cycle A.C. ve hye Ship- 
ping weight, 18 lbs. Code: 
HOUSE. 


A9744, $ 85 
Retail 
4 alue, Fa 00 

you 


PRICE. 


CONSOLE MODEL 


The Knight 3 Band 6 is 
also available in the striking 
console cabinet illustrated at 
right. Has front face of 
beautiful matched stump 
walnut, with decorative fluted 
side pilasters. Dimensions: 
38” high, 2344” wide, 12” 
deep. The Knight §& is 
offered complete in this new 
console, with 8 dynamic 
speaker and R.C.A. tubes. 
For 110 Volts, 60 cycle oe 
Operation. ST wt., 

Ibs. Code: FINAL 


A9745. $ 45 
— “tail 
eat? Rid 50 
Yo 
PRICE aoe 


CHASSIS MODEL 


The Knight 6 A.C. Super- 
het is offered in the de luxe 
chassis form as shown at right 
above. Radio at its very 
finest. Measures 10” wide, 
8” deep, 8” high. Supplied 
complete with escutcheon, 
8” dynamic speaker and R. 


C.A. tubes. For operation 
from 110 Volts, 60 herr 
a. Shipping weight, 


Ibs. Code: HABIT. 


A9746. $ 25 
Retail 
Value, A 95 
You 
PRICE sas 


RCA AND HAZELTINE LICENSED 


* World-Wide Tuning. Constantly dependable All-Wave 
operation is an outstanding feature of this new low-priced 
Knight 6 Tube A.C. Superhet. Its range covers everything 
on the air in three bands from 16.6 to 550 meters: 16.6 to 51.7 
meters for fascinating Short-Wave foreign programs; 53.5 to 
175 meters for ali Amateur, Airplane, and Police calls; 175 to 
550 meters for strong coast-to-coast U. S. and Canadian 
standard Broadcast reception. The Knight 6 tunes sharply 
and reliably to give you performance which is always enjoy- 
able whether programs come in from near or far. 

* Oval Airplane Dial. Takes all the guesswork out of world- 
wide tuning. Multi-colored and fully-illuminated; white 
indicator-pointer stands out clearly. With wave-band indi- 
cator. Each band has a separate scale with accurate cali- 
brations in kilocvcles on the Broadcast band and in megacycles 
on the Short-Wave bands. 

® Electric Eye. Another aid to assure simplified tuning. 
Glows with a green light; when dark sector is narrowest your 
station is in tune. The Electric Eye is the modern way for 
accurate, visual tuning. The Knight 6 offers it to you at a 
price you can afford. 

* Powerful Superhet Circuit. The brand new R.C.A. and 
Hazeltine licensed Superhet circuit in the Knight 6 incorpo- 
rates every desirable feature. Has three-gang rubber-floated 
tuning condenser, variable Tone Control, full Automatic 
Volume Control, etc. All vital circuits are fully shielded. 
Genuine R.C.A. tubes are used as follows» 6A7 as Mod.-Osc.; 
6D6 as I.F.; 75 as Det.-A.V.C.; 41 as Audio; 80 as Rectifier; 
6ES as Electric Eye. This advanced, carefully engineered 
circuit is your assurance of greater stability in operation, 
longer distance range, and better all-around performance. 

* Glorious Rich Tone. A full 3 watts output is developed to 
drive the new, matched electro-dynamic speaker. Table 
model has 6” speaker; console and chassis are furnished with 
8” speaker. Whether voice or music, foreign or standard 
Broadcast, each note is rich and full-bodied; every program 
is reproduced with true fidelity and realism. Variable Tone 
Control enables you to emphasize bass or treble as you desire. 
Every radio listener will thrill to the superb tonal quality of the 
new Knight 6. 

* Keen Selectivity and Sensitivity are provided by careful, 
painstaking design and assembly. Quality is evident in every 
component part. Distant stations are picked up easily, sharply 
selected, and pewerfully reproduced. Eve ry spot on the dial is 
alive—to bring you a world of radio entertainment. The new 
Knight 6 is a fine musical instrument priced to give you extra 
value. There is no greater radio profit-builder in radio today. 


NOTE: The Knight 6 Tube All-Wave radios described on this 
page may be had with special universal transformer for 
operation from $5 to 260 Volts, 25 to 60 cycles at $2.35 addi- 
tional. This transformer covers practically all requirements. 


v7 WE Mew Regis! 


typical ALLIED Value! A New 6 Tube All-Wave A.C. Superhet— 
a real Leader—built to exacting standards—incorporating radio’s mewest 
features—offered at an unbelievably low price never before matched in Radio. 


Tune the World 
of radid with the 
Knight. 6! 
Tunes every- 
thing from 16- 
550 meters. 


Now, with the 
new Electric 
Eye, you can 
“see" when your 
station is per- 
fectly tuned jn! 


There’s nothing 
complicated 
about All-Wave 
tuning with the 
full-sized new 
oval dial of the 
Knight 6! 


TABLE MODEL 
COMPLETE 


WITH 
ELECTRIC 
EYE 


RCA 
AND HAZELTINE 
a vt LICENSED 
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‘Kitght 8 TuBE AC-DC SUPERHET 


The Knight All- LTS 8-Tube AC-DC 
Superhet is presented in a beautiful new lay- 
down type table cabinet as illustrated above. 
Has an unusual front face of lovely V-matched 
walnut with novel beaded pilaster roll-side. 
Beautifully hand-rubbed to a soft freee obs Soe 
Size: 19}4x11ix8”. Has large dial 
Knight All- Wave 8 AC-DC comes ada 
with 6 Cacia ereskrs and Raytheon tubes. 
For i1 eg 79 AC 


DC, 40 
Siete a8 ibe. Hees. a 9% 85 
Jeep 5 
A97 
Reet Paine, $47.50. 
YOUR 
PRICE..... AAP caer es 
EXPORT MODEL 


Same as above, but built to tune 17-52, 172-555 
and 750-2100 meters. For 110 volts AC or DC, 


40-60 cycles. Code: MAJOR. 
SOR RICE 8° $24.20 


A9145. 220 Volt Adapter. 
the Knight he Tube AC-DC f 
AC or D 


For o ting 
tom 220 volts 


OT ao. Serer get eset het 73c 


ee 


“ei 


Ce eg 


© WORKS ON 110 VOLTS AC OR DC 
© TUNES .THREE FULL BANDS 

© LATEST DYNAMIC SPEAKER 

¢ WITH UNI-COIL SYSTEM 


* AUTOMATIC VOLUME CONTROL 
® VARIABLE TONE CONTROL 

® WITH THE ELECTRIC EYE 

® NEW BEAM POWER TUBE 


The Knight 8-Tube AC-DC Superhet combines superb beauty of appearance with extreme ver- 
satility, incomparable power, luxurious tone, and keenest selectivity and sensitivity. Sparkling new 


refinements, developed in the world’s erg radio laboratories, have been incorporated 


ceiver of tomorrow, to bring you the 


in this re- 


t in AC-DC reception. Quality is evident in every detail, 


yet the price is so low as to bring this remarkable receiver within the reach of everyone. 


CONTINUOUS ALL-WAVE 
Outstanding radio reception from everywhere 
is yours with the Knight All-Wave AC-DC 8. 
Three complete, continuous bands tune 17 to 52 
and 52 to 172 meters for thrilling foreign and 
domestic Short Wave programs; and 172 to 555 
meters for enjoyable American and Canadian 
standard Broadcast reception. Every band is 
chock-full of interesting, worth-while programs 

—there are no “‘skips’’ or “‘dead”’ spots, 


R.C.A. LICENSED CIRCUIT 
The brilliantly engineered superhet circuit of 
the Knight AC-DC 8 is fully licensed by 
R.C.A. and Hazeltine. It uses the newest 
Raytheon tubes as follows: 1—6A7 as Det. Peres 
1—6D6 as I.F.; 1—76 as 2nd Det.-A.V.C.; 
6K5 as ist. Audio; 1—25L6 as Beam Power 
Output; 1—25Z5 as Rectifier; 1—L40C as 
Ballast; and 1—6G5 as the “Electric’”” Eye. 
Beam Power Amplification (25L6) assures great- 
er power; uni-coil system provides greater uni- 
formity and stability; Other features include: 
A.V.C.; Tone Control; rubber-floated tuning con- 
denser; separate coils 'on each band, etc. 


SPLENDID TONE QUALITY 

Full, rich, life-like tone is assured by the 64” 
concert speaker i in the table model and the over- 
sized 8” speaker in the console. The new 25L6 
Beam Power Output Tube is used in a powerful 
audio circuit to deliver clear, flawless power. 
The matchless tonal beauty of the Knight 8 
reproduces all programs with dynamic clarity. 
Here is large power and outstanding beauty of 
tone never before attainable in AC-DC receivers. 


shown at left. 
Size: 37x23x12 4”. 


Raytheon tubes. 


YOUR PRICE... 


A9145, 220 Volt Adapter for Above Sets. 


CONSOLE MODEL 


The Knight 8 AC-DC is also 
available in the beautiful console 
Front panel is of 
richly matched butt walnut with 
shaped and fluted side pilasters. 
The Knight 
8 AC-DC is offered complete with 
8” dial, 8" dynamic speaker and 
For operation 


EXPORT MODEL 
As above, but tunes 17-52, 172- 


NEW TRI-COLOR DIAL 

An added new feature in the Knight 8 AC-DC 
is the attractively-colored, fully-illuminated air- 
plane dial—6” in the table model and 8” in the 
console. Individual coloring for each wave-band 
and accurate, easy-to-read calibrations mi 
tuning simple, quick and enjoyable. Important 
Short Wave Channels are ey indicated. You 
can tune the new Knight -DC effortlessly, 
knowing it will bring you Pea reception 
from near and far. 


ELECTRIC EYE TUNING 
All guesswork in tuning has been amie 


by the unerring “‘Electric’’ Eye. Wee 
when you are tuned in accurately. o guessing, 
no exploring, no “‘off-station”’ alae, eep the 


volume down while tuning until the dark part — 


of the Eye is at its narrowest—then turn up the 
volume and let the Program roll in—surely, per- 
fectly! You can never be ‘‘off-tone’’ when you 
tune by the visual, accurate Electric Eye method. 


Here is additional proof of extra feature value— 


of refinements added at a low price. 


A VERSATILE PERFORMER 


The Knight AC-DC Superhet is noted for — 
its practical versatility—it will play paeien 
any where. 
volts AC or D 
AC or DC use the foe? cord listed below. Simply 


Le equally well on either 110 — 
o 60 cycles. For 220 volts — 


plug this powerful new receiver into the neaseae 


electric outlet for the finest in AC-DC 
formance. The Knight 8-Tube All-Wave c- 


DC Superhet brings you for the first time, — 


superb performance at a new low price. 


CHASSIS MODEL 


The Knight 8-Tube AC-DC 
is offered in chassis form as illus-— 
trated at left. Full-sized con- 
struction; sturdily built of the 
finest quality materials. Meas- 
ures 1144x7x7%”. Comes com- 
plete with 8” dial, full 8’ dynamic 
speaker and Raytheon tubes. For 
operation from 110 volts AG or 


from 110 volts AC or DC, 40 fn 60 
DC, 40 to 60 cycles. Shpg 
cycles. Shpg. wt. 44 Ibs. Code: 19 ibs. Code: CLICK. A splendid 
A9711 AC-DC chassis. 
Retail Value, $ 85 A9712. Retail $ 75° 
$72.50. Value, $45.00. ——s 
YOUR PRICE... 


EXPORT MODEL < 


Chassis model as above, but™ 


555 and 750-2100 meters. For 110 tunes 17-52, 172-555, 750-2100 
volts AC or DC, 40-60 cycles. meters. For 110 volts AC or DC, 
Code: CLEAR. 40-60 cycles. Code: BORNE 
A9711E. Retail Value, $75.00. A9712E, Retail Value, $47. 50. 
you 6 20 you 

PRICE... = eee 36. PRICE,..2%-oa85 


NET 73c 


$23. 


=“ 


© WITH THE ELECTRIC EYE 

* COVERS 17 TO 555 METERS 

© GIANT AIRPLANE DIAL 

* AUTOMATIC VOLUME CONTROL 


The 3 Band Knight A.C, 7 is pleasingly pre- 
sented in a new and. distinguished table model 
eabinet. Has front and sides of beautifully 
matched walnut in attractive contrasting bands 
—all of one-piece construction. Grille is hand- 
somely shaped. Has 6” colored dial. Size 20’x 
11’x9”. Comes complete with 6” dynamic speaker 
and Raytheon tubes. For 110 Volts, 60 cycles 
A.C. operation. Shipping weight, 23 lbs. 

Code: VALOR. 


A9 


G2 su $2528 


Retail Value, $54.50. 
For operation on voltages from 110 to 220 
Volts, 25 to 60 cycles, A.C., add $2.75. 


A POWERFUL CIRCUIT 

The exceptional power of the Knight 7 Tube 
A.C. Superhet is derived from its advanced 
Superhet circuit, licensed by R.C.A. and Hazel- 
tine. 7 of the latest octal glass and metal Ray- 
theon tubes are used: 1—-6K7 as R.F. (on Broad- 
cast); 1—6A8 as Det.-Osc.; 1—6K7 as I.F.; 1— 
6Q7 as 2nd Det.-A.V.C.-Audio; 1—6F6 as Power 
Output; 1—5Y3 as Rectifier; and 1—6G5 as 
“Electric” Eye. Multi-function tubes mean ex- 
tra-tube efficiency. The new uni-coil system 
provides greater stability. There’s plenty of re- 
serve power in this new Knight 7! That’s what 
gives it plenty of distance reach, full rich volume 
and the most natural tone quality in radio. 


RICH TONAL BEAUTY 


A significant feature of the new Knight 7 is 
its life-like rendition of both voice and music at 
all volume levels. The special dynamic speaker 
(6” in the table model and 8” in the console) pro- 
duces a tone which is consistently brilliant in 
richness and fidelity. Continuously Variable 
Tone control permits individual selection of em- 
phasis on either bass or treble. . Here's musical 
beauty at its peak! 


CHASSIS MODEL COMPLETE 


The Knight 3 Band 7 Tube A.C. Superhet is offered 
in deluxe chassis form—a splendid up;to-the-minute re- 
Has all features described 
above, including Electric Eye; 3 Band Range; Giant Air- 
plane Dial; Automatic Volume Control;- Tone Control; 
Uni-Coil System, 3 Gang Condenser; latest octal glass and 
Size: 1114”x9"x734”. This chassis is sup- 
plied complete with 8” dial, 8” dynamic speaker and Ray- 


placement for obsolete receivers. 


metal tubes, etc. 


theon tubes. Shpg. wt., 13 lbs. 
Code: IDEAL. : 


A9722. Retail Value, $52.50. 


For operation on voltages from 110 to 230 Volts, 25 to 60 


cycles A.C., add $2.75. 


ARE RADIOS 


® VARIABLE TONE CONTROL 
© WITH UNI-COIL SYSTEM 

* FINEST DYNAMIC SPEAKER 
* 3-GANG CONDENSER 


This aristocratic deluxe Knight receiver is the 
finest 7 Tube set in Radio. Its generous power, 
knife-edge selectivity and keen sensitivity make 
it comparable to many 8 and 9 tube sets. Offers 
superb coverage on three full bands without a 
skip: 17 to 52 and 52 to 175 meters for powerful 
foreign and domestic Short-Wave programs, in- 
cluding Police, Amateur and Aircraft signals; 
and 175 to 555 for long distance American and 
Canadian standard Broadcast reception. Beau- 
tiful Airplane dial (6” in table model and 8” in 
the console) is four-colored, fully illuminated and 
clearly calibrated. The new Electric Eye is in- 
corporated for precise visual program adjust- 
ment. Tuning the Knight 7 is easy, accurate— 
effortless! 


PACKED WITH FEATURES 


The Knight 7 is packed with new, advanta- 
geous features: Three full wave bands to cover 
everything broadcast; beautiful, easy-to-read air- 
plane dial; oversized speaker for richer tone; 
Electric Eye for quick, accurate noise-free tuning; 
Automatic Volume Control for noise-free opera- 
tion and uniformity in volume; Tone Control for 
personal accentuation of tone; multi-function 
tubes for extra-performance; 3 gang bar-type 
rubber-floated condenser for smoother, sharper 


- tuning; R.F, on Broadcast Band; Litz-wound 2 


pi I.F. transformers; Uni-Coil System for real 
stability—features making for greater, more 
complete radio enjoyment! 


CONSOLE MODEL 


The Knight 7 Tube All-Wave Superhet is 
available also in a newly styled console cabinet. 
Has magnificent graining, with front face of select 
butt walnut and side pilaster of striped walnut. 
With giant 8” dial. Measures 37”x20”’x10”. The 
Knight 7 comes complete in console with 8” 
dynamic speaker and Raytheon tubes. For 110 


Volts, 60 cycles A.C. operation. 
Shpg. wt., 48 bs. Code: MEDAL. § 85 
A9721.. Retail Value, $77.50. 
Y OUR PRICE mee 


For operation on voltages from 110 to 230 
Volts, 25 to 60 cycles A.C.. add $2.75. 


—_ 


WORLD - WIDE 
ALL-WAVE RANGE 
METAL TUBES 


A9720. TABLE MODEL 
WITH RAYTHEON TUBES 
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RCA AND HAZELTINE 
LICENSED 


“Customer Well Pleased” 

“I received the 6 volt 7 tube 
(KNIGHT) Radio in good condition. 
Customer well pleased: States that it 
is the best radio that he has ever heard 

. can give you several more orders 


_ .?—J. F. Wheat, Blytheville, Ark. 


“More Orders From Me" 

‘I certainly like that last (KNIGHT) 
radio ordered from you and you can 
look for more orders from me.”— 


G. L. Kenison, Mr. Home, Utah. 


“Excellent Results” 

“The 7-Tube AC-DC Console 
KNIGHT Radio ordered from you for 
my customer. . . has been giving ex- 
cellent results and I am very glad ta be 
able to say that I have one more satisfied 
customer.”—R. K. Bosley, Radio- 


trician, Johnstown, Pa. 


“Gets Distance” 

“T like my Knight Radio fine. Have 
located about sixty stations including 
Hawaii. It is plainer than the other 
new ones I have heard.”’—F. Marlowe, 
Atwood, Kansas. 


‘Demonstrations Gives Orders” 
“‘Have recently purchased one of your 
KNIGHT) sets and am greatly satis- 

fied with its performance. Its demon- 
ations have given me many orders.” 
H. G. Sherbondy, Ruffsdale, Pa 


“Best in Neighborhood” 

The (KNIGHT) battery set I’ sent 
r . proved O.K. Customer thinks 
t in neighborhood."-—M. B. Miller. 

land, Ind. 


“A-No. 1 Radios” 

two receivers that | have pur/ 
used from you... have certainly 
been A-No. I Radios.” —W. B. Mar- 


shall, New Cumberland, W. Va. 
19 


“Knight Makes a Hit With AIl’’ 

“.. the KNIGHT 5-Tube Battery 
set... has reached me in_ perfect 
condition, and my customer is well 
pleased with both cabinet design and 
performance of the set. This was my 
first order for a KNIGHT... and 
it seemed to make such a hit with all 
who saw it that I’m hoping to sell 
hie more.’’—R. Price, Fork Union, 
id. 


“Exceeded Expectations” 

“The (KNIGHT) radio I have re- 
ceived from you recently certainly ex 
ceeded the buwyer’s expectations and 


mine, too.”’—W. Horine, Ellwood, Ind. 


“Utmost in Satisfaction” 
“... I have ordered several of your 
(KNIGHT) sets . >. every set has 
given the utmost in satisfaction. I marvel 
that you can sell such a fine radio at so 
low a price.”’—R. J. Yunker, Howe, 


Ind. 


“Customer Satisfied” 
“Received the (KNIGHT) set... 
in excellent condition, and can say that 
I was very much pleased, My cus- 
tomer also was very much surprised and 
satisfied over the performance it gave 
. I have, in the near future, a sale 
for the . . . metal tube radio. . .”— 


M. J. Johnson, San Francisco, Cal. 
“Best Buy In . . . Radio”’ 


“Enclosed , . . find an order for a 
(KNIGHT) Radio. The other two 
. . . I ordered are all sold and giving 
real satisfaction. They are the best buy 
ina radio . . : I have ever found. .. 
I will make several more-sales ... .” 
—R. Babbitt, Long Lane, Mo. 


“A Wonderful Buy” 


. received your... 11 Tube 
chassis and think it is a wonderful buy, 
so I am sending you dnother order.” — 


Kosky’s Radio Lab., Cleveland, Ohio. 


The new 1937 KNIGHT Radios © 
offer you unparalleled money-sav- — 
ing and profit-making opportuni- 
ties. You get more for yourmoney ~ 
in brilliant performance, finer tone, — 
greater beauty and new exclusive 
features. Every KNIGHT Radio — 
is built of the finest materials by — 
expert craftsmen. Every 
KNIGHT Radio is fully covered — 
by ALLIED’s liberal money-back 
guarantee. Study the descrip- 
tions of the new KNIGHT radios — 
in the pages of this catalog— 
compare these sets point-by-point, 
feature-for-feature, with any com- 
parable set on the market, no 
matter at what price—and you'll 
agree with us that these new ~ 


- 


KNIGHT Radios bring you the greatest values in radio history. 
™ No expense has been spared to make the new 1937 KNIGHT 
Radios the finest we have ever offered—their built-in quality is 
apparent at a glance. 
matched, and pre-tested for durability and maximum performance. 
There’s no secret about the phenomenal sales of KNIGHT Radios. 
Performance is the key—reliable, efficient, brilliant performance 
that has made thousands of satisfied customers. 


READ WHAT THEY SAY ABOUT 47Ac RADIOS 


Components have been carefully selected, 


%uig he RADIOS ARE MONTHS AHEAD 


The latest developments of the foremost radio 
engineers have been incorporated in the new 
KNIGHT 1937 models. Each set, as it comes 
off the production line, is given a thorough in- — 
spection for tone quality, sensitivity, selectivity, © 
volume capacity and all-around performance. — 
This careful check-up is your assurance that — 
every KNIGHT Radio will give delightful tonal — 
beauty and long, dependable service. The 
technical perfection of every KNIGHT. Radio is — 
fittingly matched by the latest cabinets dis- — 
tinguished for their graceful, pleasing beauty, 
their sturdy construction and their fine acoustical ~ 
qualities. KNIGHT Radios have been styled 
with an eye toward the future. They demon- ” 
strate again that only ALLIED can offer you the © 
highest quality radios you can buy—at the — 
lowest prices. a if 


‘THESE NEW FEATURES 
GIVE YOU MORE 
FOR YOUR MONEY 


. 

@ Automatic Tuning. Sensational! New! 
A simple movement of the hand—and FLASH 

—you’re tuned in instantly, silently, per- 

fectly! The finest truly automatic tuning 

device known to radio. 


first time at such a low price. “Snaps” your 
program into perfect focus—you can’t tune 

; “off-tone.”? This is one of radio’s very latest 
and finest features. 


@ Automatic Frequency Control. For the 


. @ Electric Eye. Enables you to “‘see’’ when 
your station is perfectly tuned. No more 
guessing—no more noisy tuning. A wonderful 
aid to better radio reception. 


Uni-Coil System. A new pre-built and 
pre-tested assembly—designed for greater 
tuning stability and more sensitivity and 
selectivity. 


Metal Tubes. Perfectly self- shielding, 
quieter in operation—assure more sensitive 
ormance, especially on Short Wave. 


Automatic Tone Control. Provides per- 
fect acoustical matching on all programs; 
boosts bass and still retains treble. Gives a 
full new rich meaning to radio tone. 


New Plastic Cabinets. The latest vogve 
—available in attractive colors; will not mar 
or discolor. The ideal “spare’’ radio. 


(8) ‘New 25L6 Beam Power Tube. Used for 
the first time in Knight AC-DC sets—gives 
power never before possible in AC-DC radios. 


New Speakers. Latest powerful electro- 
dynamics in AC and AC-DC models; new 
special alloy P.M. dynamic types in battery 
models. The finest speakers available. Built 
to handle all volume levels with extraordinary 
fidelity. 


40 World-Wide Range. All KNIGHT 3- 
Band Radios tune all the world—powerfully, 
dependably, and with tuning ease. KNIGHT, 
3 Band Radios bring you a fascinating enjoy- 
able world of radio entertainment. 


R.C.A. & Hazeltine Licensed. Assures 
the full benefit of the newest engineering de- 
velopments from these great laboratories. 


A.C. Radio is available with special trans- 
former equipment for 95-230 Volts, 25-60 
cycles operation at slight additional cost. 
Write for quotations on any particular KNIGHT Radio 
which you desire for any special voltage requirement. 


e/a 


TO HELP YOU SELL Kuight RADIOS 


Sell more KNIGHT Radios with the aid of the attractive and val- 
uable list price booklet we have prepared for you. Write for sample 
copies. Shows illustrations and descriptions of all KNIGHT Radio 
models with list prices only. A real sales-promoter! You can have 
this attractive booklet imprinted with your own business name and a 
address. We will do it for you at insignificant cost. Make bigger 1937 
profits selling the new 1937 dependable KNIGHT Radios. Luight 


NOTE: Practically every KNIGHT | panios 


NOTE: For quick shipment and safe delivery we 
recommend that all radio receivers be ordered shipped 
by express. See page 136 of this catalog for handy table 

Ss, se | of express rates or consult your local express agency. 
(ALLIED packing is careful and safe—every shipment 
reaches you in perfect condition.) 


The unerring ‘Electric 
Eye”’ assures maximum ac- 
curacy in tuning. You tune 
silently with the volume 
turned down until the dark 
sector is narrowest—turn 
the volume up and your 
station is there—clearly, 
perfectly ! 


eof a 

Newest R.C.A. metal 
tubes are employed in the 
most important stages of 
this powerful circuit. They 
assure greater sensitivity 
and stability—and are es- 
pecially effective on the 
Short Wave bands because 
they are perfectly  self- 
shielding and more sensitive 
and powerful. 


Wetol Tu 


The Knight All-Wave 
8 tunes everything on the 
air continuously from 17- 


550 meters covering all 
Short- Wave foreign and Ww Oo R L D 


domestic programs; Ama- 
teur, Ship, and Aviation 
calls; and all American and 


Canadian standard Broad- 5 
cast stations — powerfully A G E 3 


ang dependably. 


$Full ands 


Thrilling life-like reproduction of 
every program is one of the outstand- 
ing features of the new Knight 8. 
onal quality at its finest is provided 
by the new full-sized super-dynamic 
speaker, mighty push-pull 6F6 metal 


tube power output and continuously 
variable Tone Control. Every over 
tone, every subtle nuance is brought 
out faithfully and flawlessly at all 
volume leveis. No expense has been 


spared to make the new Knight Su- 
perhet the finest 8 tube receiver you 


can buy Unsurpassable quality is 
evident in its expert workmanship, 
high-grade materials and careful 


construction. 


is Y - 


The Knight All-Wave 
Tube Superhet is 
superbly presented in a 
new striped walnut table 
cabinet with rolled top and 
contrasting trim strip. 
Measures 2014” wide, 84” 
deep, 11” high, Supplied 
complete with 8” electro- 
dynamic speaker and 8 
genuine R.C.A. tubes. For 
operation from 110 volts, 
60 cycles A.C. Shipping 
weight, 28 lbs. An incom- 
parable value. Code: 
GABLE. 
A9752. 
Retail Value, $62.50. 
YOUR PRICE.......... 


wy A! jad 


For operation on all volt- 
ages from 95 to 260 Volts 
ee ae 60 cycles A.C., add 


8 TUBE 


RCA AND HAZELTINE LICENSED 


* METAL TUBES © WORLD RANGE 
© 5 WATTS OUTPUT ® TONE CONTROL 
© ELECTRIC EYE ® FULL A.V.C. 


Built to exacting standards, incorporating distinctive new 
features, and priced far below its real value—this new Knight 
8 Tube All-Wave A.C. Superhet is a masterpiece of engiheer- 
ing and artistry. Tunes 3 continuous bands with powerful 
World-Wide range: 17-52 meters for reliable foreign and domes- 
tic Short Wave reception; 52-175 meters for Ships-at-Sea, Air- 
planes, Amateurs, and Police; and 175-550 meters for enjoyable 
coast-to-coast standard Broadcast American and Canadian pro- 
grams, Brings you an altogether new concept of radio enter- 
tainment, featuring easy-tuning, world-wide coverage and true 
tonal fidelity. Has every important development to give the 
ultimate in radio refinement. © New Oval Airplane Dial— 
Fully illuminated, multi-colored; each wave band has separate, 
clearly-calibrated scale; band-indicator is built into dial and 
operates automatically from wave-band switch. ® Electric 
Eye—-The quickest visual tuning method ever devised—shows 
instantly when station is perfectly tuned in. © Five Watts 
Output-— Strong audio power always in reserve—developed 
from new push-pull 6F6 metal output tubes. Wonderfully _repro- 
duced through full-sized electro-dynamic speaker, © Full 
Automatic Volume Control— Maintains steady volume level 
on both Short-Wave and Broadcast bands. Prevents fading and 
blasting. © Variable Tone Controt—Permits personal selec- 
tion of bass “or treble accentuation. Emphasizes the natural 
tonal beauty of the receiver. © R.F. Preselection—Assures 
greater sensitivity and stronger signal pickup. © 3 Gang_Con- 
denser—Ruggedly constructed, full rubber-floated, for sharper, 
more selective tuning. © Newest R.C.A. Tubes—Combina- . 
tion of latest metal and glass tubes for utmost performance from 
each stage of the Superhet circuit. (See detailed circuit descrip- 
tion on opposite page). Every one of these features contributes 
to the generous power, keen selectivity, and true-fidelity tone 
which are evident in the splendid performance of the Knight 8. 
A world of radio entertainment awaits you with this new 
Knight model. It is one of today’s finest musical instruments, 
priced unbelievably low to be within the reach of every radio 
buying prospect. 


8 TUBE CHASSIS MODEL 


The new Knight 8 Tube A.C. Superhet is also 
offered in de luxe chassis form. Size: 1144”x8”x9", 
Supplied complete with full 10” electro-dynamic speaker 
and 1—6A7; 1—6K7; 1—75; 1—6C5; 2—-6F6; 1—80; 
and 1—6E5 genuine R.C.A. tubes. Escutcheon and 
dial glass included. For operation from 110 volts, 60 
cycles A.C. Shpg. wt:, 20 Ibs. The ideal chassis for 
every replacement need. Code: HEART. 


A9754. soh® 


Retail Value, $54.50. 
YOUR PRICEN 3.5.45 4. 


For operation on all voltages from 95 to 260 
Volts, 25 to 60 cycles A.C., add $3.25. 


BOGGS 7 eid Be et en ne hg eet Ng Si 


a 7.\Ua44 SUPERHET.... 


WORLD-WIDE RANGE EEE 


_ Tour the World! Travel the air-lanes any time with the new “i 5 a 
1937 Knight 8 Tube All-Wave A.C. Superhet! Its powerful iA - a 
Rt band coverage tunes everything on the air from 17 to 550 : , Lys jo : ~ % 
‘meters. 17-52 meter band covers thrilling Short-Wave foreign 
programs; 52-175 meter band tunes interesting Police, Amateur, 
‘Airplane calls and Ships-at-Sea; 175-550 meter band brings you 
all American and Canadian standard Broadcast stations. Tuning 
is easy and precise with the accurate Electric Eye and new oval 
Airplane dial; each wave-band on the dial has an individual scale 
to simplify station logging. You always know exactly which band 
you're tuning on the Knight 8—visual wave-band indicator oper- 
ates instantly from dependable wave-band switch. Anyone can 
tune the Knight 8 quickly and conveniently. And whether you’re 
' tuned to asymphony from overseas or a popular domestic program, 
_ you'll enjoy the faithful tonal response of the Knight All-Wave 
Superhet. It reproduces the complete range of voice and music 
with amazing fidelity and brilliant clarity. The concert-size 10” 
_ dynamic speaker in the console model and the full 8” speaker in 

the table model have been especially selected and matched to 

assure proper acoustical response. The result is a harmonious 
combination of powerful World-Wide reception, maximum selec- 
tivity, and rich, vital tone. 


POWERFUL NEW CIRCUIT 


A brilliantly engineered R.C.A. and Hazeltine licensed Superhet 
circuit is used in table, console, chassis, and phono-radio models 
_of the Knight All-Wave 8. Exactly the same in all four models, 
this advanced circuit uses the following new R.C.A. tubes: 6A7 
as Mod.-Osc.; 6K7 as I.F. (metal); 75 as Det.-A.V.C.; 6C5 as 

phase-inverter (metal); 2—6F6 as push-pull output (metal); 80 as 
rectifier; 6E5 as Electric Eye. .The 2—6F6 metal tubes are used 
_in a mighty push-pull. circuit to develop a full 5 watts output of 
undistorted power usually found only in much higher-priced re- 
ceivers. Each tube contributes effectively to the outstanding per- 
formance, reserve power, and long distance-reach of the Knight 8. 
_ Other circuit features include R.F. preselection for maximum sig- 
nal pick-up and highest sensitivity; full A.V.C. for uniform level 
of yolume; variable Tone Control for choice of tonal emphasis; 
-rubber-mounted 3-gang tuning condenser for sharper selectivity 
and utmost stability. Every circuit component is fully shielded 
for dependable noise-free operation. Careful selection of highest 
quality materials, painstaking craftsmanship, and laboratory test- 
img assure you of long, trouble-free service, The Knight 8 is 
truly a quality radio—an unsurpassed value at our low price. 


The Knight All- 
Wave 8 is a perfect 
combination of in- 
comparably fine 
performance; rich 
realistic tone; and 
unusually strong 
power. It is un- 
matched for beauty 
—unparalleled for 
value. 


The Knight 8 All-Wave 


Superhet in console above, 
complete with 10” speaker and 
R.C.A. tubes. For 110 Volts 
60 cycles A.C. Shpg. wt., 55 
Ibs. Code: CHORD. ter 
A9753. Retail Value, $87.50. 
YOUR PRICE............ : 


For operation on all voltages from 95 to 260 Volts, 
25 to 60 cycles A.C., add $3.25. 


8 TUBE PHONO COMBINATION 


_. For pens music-lovers, the Knight All-Wave 8 beauty. Has front face of richly striped butt walnut with roll-top effect; set 
is also offered in a new phono-radio combination. This dis- off by fluted pilasters and recessed speaker grille. Hand-rubbed to a smooth, 
tinguished instrument offers the whole world of finest musical . |ystrous finish.. Measures 39 inches high, 26 inches wide, 1014 inches deep. 


entertainment. It employs the de luxe chassis described Will add charm and dignity to any setting. This console is a handsome com- 


The Knight All-Wave 8 is offered in a luxurious console cabinet of striking 


above to provide powerful World-Wide radio reception, rich, plement to the powerful circuit it houses. It has been fully tone-conditioned to 
full-bodied tone, and superb all-around performance. Tunes — enhance the acoustical quality of the full 10” super-dynamic auditorium speaker. 
three full bands from 17 to 550 meters. Features include: The Knight 8 console model furnishes rich, mellow tone to delight every critical 
new oval airplane dial, Electric Eye, new metal tubes, full listener. It combines the last word in beauty of appearance with superlative 
A.V.C., variable Tone Control, 3 gang condenser, R.F. Pre- tone and abundant reserve power for finest reception. To see and hear the 
selection, full 5 watts output, etc. The phonograph equip- Knight 8 is to experience the peak of modern radio enjoyment. Compare 
ment is of the very finest quality throughout, designed to our price with merchandise claiming to be of similar high quality and you will 
give dependable, wide fidelity reproduction. find that the new Knight 8 offers you the utmost in radio receiver value. 


LUXURIOUS ENTERTAINMENT hoe — 


Perfect reproduction of all recordings is assured by the high 
grade pickup and silent, powerful phono-motor. Records are 
played through the radio amplifying circuit—with high fidelity 
never before possible. Plays all 10” and 12” records with lid closed 
to eliminate surface noise. Full 5 watts output provides perfect 
amplification of the most delicate nuances and overtones through 
the concert-grand 10” electro-dynamic speaker. The Knight 8 
Tube Phono-Radio Combination is a musical instrument of 
rare distinction. Supplied complete with 10 speaker and 8 gen- 
uine R.C.A. tubes. For operation from 110 volts, 60 cycles A.C. 
De luxe cabinet measures: 42”x25”x18%"; has 
hinged lid. -Shpg. wt., 132 lbs. Code: VOCAL. $ 5 0 
A9755. Retail Value, $175.00. 

ROU RP RICE ed estes eda v. Bee 


For operation on all voltages from 95 to 260 Volts, 25 to 
60 cycles A.C., add $3.25, 


RCA AND HAZELTINE 
LICENSED 


We're 100% back of this sensa- 
tional new Knight 11 Tube All- 
Wave Superhet. We invite you to 
tryitpersonally to putitthrough 
its astonishing paces, to experi- 
ence for yourself the thrill of 
Automatic Tuning, of world-wide 
reception, of high fidelity tone. 
Treat Feareat to real quality and 
amazing valu 

YOUR RICE. ONLY. 


* WITH METAL TUBES ¢ 3 FULL BANDS 

°9 WATTS OUTPUT * GIANT 8” DIAL 

* 12” DYNAMIC SPEAKER ¢ NOISE SILENCER 

* NEW A.F.C. FEATURE °® PRE-SELECTION 

* AUT. TONE CONTROL *3 GANG CONDENSER 
° DOUBLE P.P. AUDIO © FULL A.V.C. ACTION 


This magnificent new Knight 11 Tube All-Wave 
Superhet with sensational Automatic Dialing 
is the year’s greatest radio, designed for the utmost in 
radio enjoyment. Tune in your favorite domestic 
stations automatically, “quick as a flash.”’ Thrill to 
powerful clear reception of foreign stations. Enjoy 
tone quality such as you have never heard before. 
There is nothing like the Knight 11 on the market 
today, even at double the price. 


* Tunes Three Full Bands. The Knight 11 covers 
the complete range: 16-54 meters and 52-178 meters 
for consistently reliable Short-Wave foreign, amateur, 
aviation, and police calls; 174-560 meters for powerful 
long-distance reception of all standard American and 
Canadian Broadcast. Features every de luxe re- 
finement. 


* Automatic Dialing. Tunes your favorite local 
stations automatically. Call letters appear right on 
the dial: Swing the automatic tuning lever to the 
call letters of the station you want—and flash!— 
you're tuned in instantly, silently and perfectly. (See 
next page for detailed description.) 


*® Giant Color-Band Dial. In addition to auto- 
matic tuning, the Knight 11 has a regular big illumi- 
nated airplane dial. Has unique visual automatic 
wave band indicator; shows you exactly Which band 
is in use. Broadcast channels are calibrated clearly 
in kilocycles. Short-Wave bands are in megacycles. 
Foreign channels are indicated. 


* Metal Tube Efficiency. 10 new metal tubes and 
1 glass type are used effectively in the great new 
Knight 11 Superhet as follows:.6K7 as Pre-tuned 
R.F:; 6A8 as Mod. <Ose.; 6K7 as L.F.; 6J7 as A.F.C.; 
6H6 as Det.-A.V.C 6C5 as ist Audio; 2—6C5 as 
push-pull 2nd Audio; 2—6F6 as push-pull power 


tube-—reflected magnificently in full nine watts un- 
distorted output and wonderful high fidelity tone. 


* Automatic Frequency Control. Found only in 
the most costly radios. AFC shifts the Knight 11 
automatically into hairline tuning for perfect tone. 
You can’t tune in ‘‘off-tone’’—the circuit snaps into 
perfect tune anywhere within the range of the station 
signal you are tuning. 


* Automatic Tone Control. Boosts bass auto- 


five positions permitting perfect acoustical matching 
for any type of program. Has final position for best 


tion. 


or squealing noises. An ingenious automatic device 
that makes tuning a real pleasure. = 


® More Features. Additional features found in the 


Control for steady, uniform volume; rubber-floated 
3 gang tuning condenser for sharp selectivity; pre- 
selector for added sensitivity; double push-pull 
audio for tremendous 9 watts power; giant 12 inch 
auditorium dynamic speaker for broadcast-studio 
tone quality; large oversize chassis construction with 
wide safety margins in every component. 

* Striking New Console. The Knight 11 is fittingly 
presented in a magnificent console built to the highest 


standards. Has richly figured butt walnut front face, 


with roll sides of matched figured striped walnut. Re- 
cessed grille is covered with beautiful dull gold cloth 


fronted by matched walnut posts. Size: 41” high, 


2614” wide, 1414” deep. 
* Conssle Model Complete. The Knight 11 All- 


Wave Superhet is offered complete in console with full 


12” dynamic speaker and genuine R.C.A. tubes. For 
110 Volts 60 cycles A.C. operation.’ Shpg. wt., 79 Ibs. 


Code: FLASH. 5 
A9757. Retail Value, $120.00. $HhA9S 


YouR PRICE.. 


For operation on : all voltages from 95 to 260 
Volts, 25 to 60 cycles A.C., add $3.75. 


matically without cutting out the high notes. Has” 


* Interstation Noise Silencer. You can tune” 
from station to station with no screeching, whistling ~ 


stage; 80 as rectifier. You get the most from each ~ 


possible noise-free distance and Short-Wave recep- © 


Knight Ali-Wave 11 include: Automatic Volume ~ 


Sha soa AUTOMATIC FREQUENCY CONTROL 


ere eS The latest development in radio engineering. Assures 
ch (FOREIGN) cy ang : . perfect tuning—perfect broadcast studio tone quality, 
\ a ate Le, . Known as AFC; used only in the most expensive sets. 
oe?" mie Instantly, automatically shifts the circuit into hairline 
°4 tuning for perfect tone. As you move the dial pointer to 
25 within the effective tuning range of any station furnishing 
7 a strong signal, the receiver’s tuned circuit automatically 
g a - and instantly snaps into perfect tone position. This 
<* POLICE/ ey. p feature cuts tuning time in half and doubly assures 
< . correct tone. You simply can’t tune ‘‘off-tone”’ with the 

Knight 11. 


METAL TUBE EFFICIENCY 


10 genuine metal tubes (several with 
multi-functions) are used effectively 
in the new Knight 11. These ‘‘sealed- 
in-steel’’ tubes are perfectly  self- 
shielding; they are unusually sensi- 
» tive; they reach out further and pro- 
vide reception of even the most dis- 
tant Short Wave stations. 


12” DYNAMIC SPEAKER 


Rich, high fidelity tone is consist- 

) (Gan 4 . ently reproduced by the giant 12” 
\ Pt ad : ; Electro-dynamic speaker used in the 
oooet® ‘ : Knight 11. More sensitive, more 
ig a powerful, more faithful, this speaker is 


the secret of the full rich tone -depth of 
the Knight 11. 


EXCLUSIVE A.F.C. 

This knob controls A.F.C. in one 
position and is used _when automatic 
tuning isin action. “‘Snaps”’ stations 
into tune perfectly without inter-sta- 
tion noise. The second position is for 
long-distance tuning and Short Wave 
and also helps make easy the initial 
adjustment of station tabs on the 
automatic dial. 


AUTOMATIC TONE CONTROL 
- This control has 5 positions: ) 
HOW AUTOMATIC TUNING WORKS pinging tag’ occa” Gl. vooers boos, 
retains treble (for orchestra); (4) 
boosts bass further, retains treble (for 


Flash! There’s your station! Radio’s newest sensation! In addition to. the symphonic programs); (5) normal bass 
‘egular way of tuning, you can now tune your favorite stations automatically by —cuts treble—also 
tall letters. Just swing the automatic tuning lever to the call letters of the station the best position for 
you want—and flash !—you’'re tuned in instantly, silently, perfectly. A child can pace Bae one 
do it! No more guessing—no more numbersto remember. The call letters of 12 of Ee hg ate 
y 4 Q os . eception. The 
your favorite stations show right on the Knight 11 Automatic Dial. They are finest Tone Control 
ndividually and automatically illuminated as these stations are tuned by this new, ever developed. 


simple, quick method. No noise between stations. It’s as easy as pointing a finger!. 
You can tune twelve stations in twelve seconds! Automatic Dialing is easy 
-o adjust in the new Knight11. No tools are needed for the initial adjust- 
ment. Call letters of all stations in the U. S. (and all Canadian and 
Mexican stations) are included in tab form, and any favorites you may 
lesire to tune automatically (these may be replaced by others easily when- 
*ver you wish) can be inserted in the tab holders on the dial in a few 
ninutes. Any one can do it easily—regardless of where he is located. No 
ather radio set today offers true Automatic Dialing at less 
han twice our amazingly low price! Only ALLIED can bring 
rou such outstanding Radio value! 


THE CHASSIS MODEL 


The Knight 11 Tube All-Wave Superhet with Auto- 
matic Dialing is also offered in the de luxe chassis illustrated 
tthe right. A superb radio in every regard. Features: World- 
Vide range; Automatic Tuning; Automatic Frequency ‘Con- 
rol; Automatic Tone Control; Noise Silencer; 9 watts output; 
2” dynamic speaker; metal tubes; A.V.C.; giant airplane dial; 

gang condenser; double push-pull audio; pre-selector; etc. 
txactly as described above. Beautifully built oversize chassis 
—with big safety margins built in throughout. Absolutely the 
ist word in radio design and performance—incorporating the 
ewest and finest features developed to date. This magnificent 
1 tube chassis measures 1634” wide, 1314” 
eep, 11” high. Comes complete with Auto- 
aatic Dialing mechanism, 12” dynamic 


peaker and genuine R.C.A. tubes. vor 
10 Volts, 60 cycles A.C. Shpg. wt., ~ 95 
a2 Code: EPOCH. 


758. Retail Value, $84.50. 
‘Sour PRICE...... 


For operation on all voltages from 95 to 260 Volts, 25 
o 60 cycles A.C., add $3.75. 
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iiight- 7 TUBE PHONO-RADIO COMBINATION 


a~"™ 
TO wuladl THE DEMAND FOR 


‘aie entitle 


SPAM Tet 


ENTERTAINMENT 


The Knight 7 Tube Phono- Radio Combination is a superb new 
instrument designed for discriminating music lovers. It combines 
powerful two-band radio reception with facilities for enjoyable repro- — 
duction of all phonograph records. .The radio is built around a new 
R.C.A, and Hazeltine licensed Superhet circuit covering two full 
bands, from 75 to 550 meters for excellent coverage of Short-Wave — 
Police, Amateur and Aviation calls, together with long-distance stand- 
ard Broadcast stations. Advanced features include: Electric Eye 
for accurate, easy visual tuning; new 25L6 Beam Power Amplifier 
tube for strong output and extra power; Built-in antenna for greater ~ 
convenience; full Automatic Volume Control to maintain steady vol- 
ume level. © Built-In Electric Phonograph—plays all 10 and 12- 
inch records through the radio amplifying circuit; provides true fidelity 
reproduction of all symphonic or popular recordings. Uses high-grade 
phono motor and pick-up. ® Attractive Cabinet—with hinged lid, 
has front face of selected striped walnut and contrasting horizontal 
bands. Measures: 1544”x144%"x144". Full-vision illuminated air- 
plane dial is clearly calibrated and has convenient pointer-knob. 
Newly designed electro-dynamic speaker handles full volume without 
distortion; brings you true-to-life clearness and full-bodied tone. 
® Circuit Features. Newest Raytheon tubes are used: 6A7 as Det.- 
Osc.; 6D6 as I.F.; 75 as 2nd Det.-A.V.C.-Audio; 25L6 as Beam Power 
Amplifier; 25Z5 as Rectifier; 6G5 as Electric Eye; L49C Ballast tube. 
Has Litz-wire I.F. coils, heavy-duty condenser, etc. For operation 
from 110 volts, 60 cycles A.C. (Radio only may also be used on 110 
volts, 60 cycles, A.C. or D.C. Phonois for 110 volts, 60 cycles A.C. only)- 


* Supplied Complete—with Raytheon*tubes and speaker ready to 
operate. Shpg. wt.: 201lbs. An outstanding 


value in a high quality dual-purpose musical 
: peume nt that will A ha utmostin acy: $ 5 
able entertainment bot rom records an 
RCA AND HAZELTINE from the air. Code: CAROL. 


| LICENSED ; A9735. Retail value, $84.50. 
PcoV¥OUR- PRICE? O00) ck a ay 


Knight 4 TUBE PORTABLE BATTERY RADIO 


ALLIED does it again—brings you the first compact portable radio you 
ean actually use anywhere. The Knight 4 Tube Portable Battery Radio 
is a complete radio fully contained in a sturdy cabinet measuring only 914’x 
8%"x44”. © Efficient Circuit. A new R.C.A. and Hazeltine licensed 
Superhet circuit tunes the entire standard Broadcast band from 170 to 555 
meters for strong, enjoyable reception. Has full Automatic Volume Control 
for constant volume level. Uses newest low-drain tubes: 1A4, 1B4, 1A6, 
1F4S. Battery drain is only .30 amps from ‘‘A”’ batteries, 7 M.A. from “B”. 
* Everything Built-In. A full 5” P.M. dynamic speaker is built into the 
set—no headphones are required. Telescoping aerial assures greatest signal 
pickup. All batteries are self-contained; only 2—-1% volt flashlight ‘‘A’s,” 
and 3—45 volt portable ‘‘B’s” are required. Illuminated airplane dial is 
clearly calibrated in kilocycles and easy to tune. © Smart Waterproof 
Cabinet. The Knight 4 Tube Battery Portable is supplied in acom- 
pact carrying case finished in tan, waterproof, air- 
plane luggage material. Has convenient strap for 


carrying by hand or over shoulder. The Knight 4 
is a fine summer-time seller; order one today as a 
demonstrator. Supplied compiete with built-in 
speaker and tubes. Less batteries. Shpg. wt., 7 lbs. 


Code: FETCH. 
A9790._ Retail Value, $26.50. 
YOOR: PRICE oases rite cle. \t sha sek wena 


A9791. Battery Kit for Knight 4. Includes 2—1% volt flashlight “A” 
batteries and 3-45 volt portable “B”’ batteries. Shpg. wt.: 41bs. 4 25 
NET ° 


CARRY THE WORLD WITH YOU 


Whenever you go motoring, fishing, hiking, camping—anywhere 
carry the world with you in the Knight 4 Tube Portable 
Battery Superhet. It’s as easy to carry as a camera. It will _ 
play anywhere. Simply flick the switch and enjoy fine entertain- 
ment from any standard Broadcast station. No need to miss” 
your favorite programs when you’re away from home. The 
Knight 4 can be used in cars, trains, boats—in the parks, on the 
beach. Use it at home as a ‘‘spare”’ receiver. . Take it out on the 
porch, on the lawn, The Knight 4 is the most versatile receiver 


i 


/ } ; \ you've ever seen—and costs almost nothing, to operate. Low 

Hiking — walking — On the beach at Take the Knight drain tubes assure long battery life; inexpensive flashlight “A” 
trips — whenever you picnics—let the Portable along when and portable “B” batteries supply all the power needed to give 
travel, slip the Knight Knight 4 bring you you go canoeing — it’s you strong reception, life-like tone, and dependable operation. 
Portable over your music and song. It an ideal companion any- The Knight 4 is easy to tune at night—it has a fully illuminated, © 
shoulder and enjoy ra- will be the “‘life of the where. Brings you con- clearly calibrated airplane dial, The telescoping self-contained 
dio entertainment while party’ no matter tinuous dependable aerial eliminates all trailing wires. The Knight 4 is radio’s newest 
you're “‘on the go.’ where you take it. radio entertainment. sensation ! “& 
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SOUR PRICE... 
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7-INCH 
WORLD 
GLOBE 


A dandy up-to- 
the-minute globe 
for students, 
Short Wave Fans, 
geographic study, 
ete. Free rotat- 
ing 7 inch globe 
mounted in accu- 
rately marked full 
meridian. Coun- 
tries clearly de- 
fined in color; 
finished in glossy 
moisture - proofed 
enamel; Base and meridian in attractive 
statuary bronze. Indicates location of all 
principal cities, Short-Wave Stations, 
Time Zones, etc. An invaluable aid to 
students in locating countries and major 
points throughout the world; to aid Short- 
Wave Fans in locating foreign SW Broad- 
east stations; for reference work in con- 
nection with current news reports of for- 
eign affairs, etc. Every member of the 
family will find this globe intensely in- 
teresting. Wt. 2 Ibs. 

by A10140. 7” GLOBE. PS 
Ue Bicctesecivcesecsevsuecoce 


AMERICAN BELL 
HEADPHONES 


Unusually sensitive 
and efficient head- 
phones, made by one 
of America’s foremost 
manufacturers. ‘Noted 
for fidelity and clar- 
ity of tone. Alumi- 
num shells and light 
aluminum caps. Highly 
retentive magnets. DX 
fans will be delighted 
with their fine recep- 
tion. 3000 and 2000 ohm types are ayail- 
able. 


A2807. 
3000 Ohm Phones... $4 25 


OURCPRIGE: 2.22.5 coscttase 


A2806. 2000. Ohm. 
NES Re re i ak c 


Single Headphones 


An easy-to-wear, dependable single unit 
*phone with spring steel headband. Light- 


weight. 
A2813. 1000 Ohms. é&& 
YOUR PRICE & 


A2814. 1500 Ohms. 


YOUR PRICE........... cD Sees T9- 


model, bu Complete 


instruction’ at an excePr 


codes t- 
»” each sas code plate mane 5 
er and easy-to attractive base 


KNIGHT UNIVERSAL 
ANTENNA KIT 


ea 


Bae , © EZ 


A complete kit of essential parts. En- 
ables you to erect the most efficient type 
of antenna for your particular set. In- 
cludes sufficient material for an antenna of 
the .‘‘Marconi,’’. ‘‘Doublet,’’ . ‘‘Double- 
Doublet,”” or ‘‘Matched Impedance’’ type, 
whichever you prefer. 


KIT CONSISTS OF: 


100 ft. coil stranded aerial wire; 50 ft. 
coil rubber-covered twisted transmission 
line; Porcelain crossover block; 4 glass 
insulators; 2—6” screw eyes; Doublet type 
lightning arrester; Doublet window strip; 
1 ground clamp; 1 antenna coupler; come 
plete instructions. An unusual value. 
A3380. List, $4.00. 


REY sees siete te as = 


high. . ‘practical 


12B 


TRIMM QUIET RADIO 
Headphone Attachment 


Designed to be attached to the speaker 
voice coil of any radio set. Permits 
operation of either headphones, or 
speaker, or both together, Easily and 
quickly attached. Adapter has built-in 
switch, phone-jack with 4 ft. cord. 
Headphones are extremely compact, light 


d 
lo S 59 
YOURCPRICES ee 


For Hard-of-Hearin 
Model 641. Same adapter ee above 
but fitted with Trimm Oscillator (bone 
conduction unit). 
est List, $20.00 7 


E 

Model 642. Same as Model 641 but 
equipped with famous Trimm Feather- 
pene Receiver adjusted for hard-of- 
earing use. 
A526$. List, $14.00 $ 23 
NET 


Invaluable to the service man. Throws 
a concentrated spot of light into dark 
corners of cabinet and chassis.  Vest- 
pocket size, fountain-pen style. Only 
58,” long, 5” dia. Shpg. wt., 5 oz. 


Al1{60. Complete with 

battery and bulb. NET ¢€ 
Al156. Extra 2 cell 
battery. NET, EACH 7c 


All6!. Extra bulb. 
NET, EACH 7¢ 


BUD AERIAL FILTER 


A highly suc- 
cessful aerial fil- 
ter; absorbs and 
eliminates signals 
of interfering sta- 
tions. Adds real 
selectivity and 
sensitivity to 
your set. Ad- 
justable control 
for utmost selec- 
tivity. May be 
installed in radio cabinet. Housed in 
handsome, durable case, 


A2602. 
List, $1.50. ec 
YOUR PRICE 


Tobe Power Line Filter 


{=o 


A capacity type filter for effectively 
eliminating line noises. May be used 
on the interfering device or on a radio 
set. Requires no ground connection. 
Plugs into standard receptacle. Has 
socket for receiver plug. Simple fo in- 
stall. For 110 volt lines, AC or DC. 


A8406. & 
List, $1.00. 
YOUR PRICE................ & 


U. S. AUTO COMPASS 


Compensator Is Built-In 
A handsome, ef- 
ficient compass; 
tells at a glance 
the direction ing 
which you are@/ 
driving. Invalu-§ 
able when tour-@ 
ing, or on hunt- 
ing or camping 
trips in unfamil- 
iar territory. 
Especially help- 
ful at night. Case 
is of attr j 
black bake , ; 
Built-in compensator assures accurate 
readings. With vacuum-cup and bracket 
for windshield or overhead mounting 


A2948, S 4S 


with chrome fittings. 
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TRANSPORTATION ALLOWANCE ON ON FREIGHT OR AMOUNT FOR GOODS 
ORDERS OF $25.00 OR MORE EXPRESS ORDERS 
Mak d 25.00 nd deduct 2% from the . 
total. She houhaieued Sowanhn This apgltbe rtaranipaants made If your station has an Spit dk ahah aes ala td 
1 anywhere in the United States on all radio merchandise described agent do not_ send (We Refun ery y 

in this catalog, except National Company merchandise. (Foreign money for shipping cate AMOUNT FOR PREPAID 

orders excepted.) Whether you desire your shipment to go forward charges. If no agent, Note FREIGHT OR EXPRESS 

by. Express or Parcel Post or Freight the same 2% allowance will send money to pay a 

be made. This offer makes our low prices even more attractive, 


TOTAL AMOUNT ENCLOSED 
If currency be sure to send by 
Registered Mail. 


assuring you bigger margins of profit on every order. Take the Ge a in ad- 
advantage of our liberal Transportation Allowance. It will pay vance, larges are 
you to make your order come to $25.00 or more. the same either way. 
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_ R.C.A.-Radiotron Tubes are always 
ithe standard for dependable performance 
and superb operating efficiency. They 

njoy a tremendous consumer acceptance 
and are the most widely demanded tubes 
sold today. They represent a good, 

teady source of profit for the dealer who 
istocksthem. All R.C.A.-Radiotron tubes 
are sold in attractive factory-sealed car- 
tons to assure your trade of brand-new 


perfect tubes in original packages, tested 
for quality, just as they left the factory. 
This method of packing builds good-will 
and sales. R.C.A.-Radiotron Tubes 
represent full value. They give longer 
life, heat quicker, and have better tone - 
quality together with unusual uniformity 
and stability of operation. WE CARRY 
THE COMPLETE LINE OF R.C.A. 
TUBES IN STOCK AT ALL TIMES. 


EXTRA QUANTITY DISCOUNTS 


You can earn bigger profits by buying R.C.A. 
tubes in quantities. We give you an additional 
10% discount from the net prices shown below 
when you purchase 25 or more R.C.A.-Radiotron 
Tubes in one order. R.C.A. Tubes are always in 
demand. You can easily select 25 fast-selling types 
from the complete listing on this page, and by 
doing so you benefit doubly—you round out your 
stock, and you increase your profit from every 
tube sale by 10%. 


STANDARD GLASS TYPE TUBES 


Type No. List Net | Type No. List Net 
4A4 ats9 175 .95 |) 35 ats 1.00 .54 
2AG aAis8 1.50 81 | 36 A120 110 .60 
1B4 az260 2.00 1.11 37 A121 .909 .49 
1BS ai7z4125 .68/] 38 A122 110 .60 
a A159 1.75 co 39-44,a123 110 .60 
A135 1.50 . 
1FG A136 2.00 1.11 as pot ae ca 
2AS aiéi 1.20 .GS | 43 # ayo7 120 .65 
(2B7 aise 150-81 | 47 131 1.25.68 
5Z3 ai7i i000 €64.54/ 48 A132 3.00 1.83 
an FO 1.50 foe 49 A133 1.20 .65 
A199 1.50 . 
Barectee as 73 | 35 84 2254.88 
6CG A168 1.20 .65 56 A139 "80 "43 
6G5S_ ai97 150 =-81 | 740 aus 30 .43 
-OOA 100 2.00 1.11 78 A147 1.20 .65 
ets A103 1.10 Ee 79 A148 1.50 .81 
A101 .70. . 

; SO alsa 70) «37 
eee 2-38 | 81 aiso’ 2.00 1.11 
‘212A ato? 90 -49 | 85 isi 110 .60 
15 A196 2.00 1.11 83 Ais2-1.10 "60 
19 __ Alds_ 1.20 -65 | g3y isa 200 1.11 
20 A109 2.00 1.11 84 A153 1.50 Ol 
22 aio i150 .81/] 85 isa 1.20 .65 
24A aii 1.00 .54/ 89 i55 1.50 .81 
26 Aliz 70 .37 | V99 aise 1.50 .81 
27 _Ai3_ 80-43 | X99 ans7 150 .81 
30 A114 .80 .43 | WD1i1a105 2.00 1.11 
31 Alls .909 .49 | WX12a106 2.00 1.11 
32 A116 1.50 -81 874 a207 4.00 2.75 
33 A117 1.25 .68 | 876 a208 6.00 4.25 
34 Allis 150 .81 | 886 a209 8.00 5.75 


ALLIED RADIO CORPORATION, 833 W. 


TUBE TEST STICKERS 


A roll of 2,000 perforated gummed labels, 114”x 
1%”. A valuable sales aid. Imprinted with your 
name, address and city; has space to mark date and 
tube condition. Print your name plainly on your 
order. Really helps you sell R.C.A. Radio Tubes. 


YOURPRICE................... $1.00 


ALL-METAL TYPE TUBES 


Designed by General Electric; de- 
veloped and manufactured by R.C.A.- 
Radiotron. The new metal tubes 
feature unusual sturdiness, _ self- 
shielding, quiet operation, better 
short wave results, new octal base, 
self-aligning plug and key, etc. The 
new metal tubes are not directly 
interchangeable with conventional glass 


tube types. _We carry all metal type 

R.C.A. tubes in stock constantly. 

Type No. List Net 

GAS A175 1.50 .81 

GBS A192. 1.75 .95 

6CS aiz7é 1.25 .68 

6FS ai77 1.25 .68 6X5 ais9 150 .81 
GFG ai7s 1.35 «73 | 

GHG ai79 1.25 .68 | SW4 ais0 100 .54 
6GJ7 aiso 150 .81 5Z4 ais3 2.00 1.11 
GK7 aisi 1.35 .73 25AG Ais6 1.50 81 
GLG aiss 2.235 1.38 2SL6 ais3 2.25 1.38 
GL7Z ais2 1.75 .95 25Z6 Ais7 1.50 81 
A255. METAL TUBE CHARACTERISTICS BOOKLET. Contains 


valuable information, including pin arrangements, covering new 


Wie Pao Oe Sea Roa Pe Sas LES, ere 10c 
OCTAL BASE GLASS TUBES 


Glass tubes with identically the same characteristics as new metal 


metal tubes. NE 


tubes. Interchangeable with metal tubes having same type numbers 

(except that the 5Y3 is a counterpart of the 5Z4). We carry all types 

in stock. 

Type No. List NET Type No. List NET 
1C7G A562 $2.00$1.11 6F5G A287 = 1.25 -68 
1D5G A563 2.00 1.11 6F6G A288 1.35 73 
1D7G A564 = 1.75 -95 6H6G A289 1.25 -68 
1E5G A565 2.00 1.11 6J5G A574 1.20 -65 
1E7G AS66 2.75 1.72 6J7G A290 1.50 «81 
1F 5G AS67 2.00 1.11 6K5G A575 1.35 OW gre 3 
1F7G A568 2.00 1.11 6K6G A576 1.35 73 
1H4G A569 1.00 «54 6K7G A291 1.35 -73 
1H6G A570 1.75 *95 6L6G A577 2.25 1.38 
1J6G A571 1.35 -73 6L7G A292 1.75 -95 
5U4G A572 1.50 -81 6N7G A293 1.75 95 
5V4G A282 2.00 1.11 6Q7G A294 1.35 73 
5X4G A283 1.50 -81 6R7G A295 1.35 «73 
5Y3G A284 1.00 »54 6X5G A296 1.50 -81 
5Y4G A573 1.00 -54 

25A6G A297 1.50 -81 
6A8G A285 1.50 «81 25B6G A578 1.75 95 
6C5G A286 1.25 -68 25Z6G A298 1.50 «81 

: FREE TUBE SALES AIDS 
A202. DUMMY CARTONS. A204, PRICE CARDS. A handy 


Exact replicas of R.C.A. tube car- 


reference card showing list prices 
tons, for display purposes. 25 dum- 


of all R.C.A. tubes. Also shows 


my cartons free with each order interchangeable tube types. Free 
for R.C.A. tubes. with order for R.C.A. tubes. 
A203. DECALCOMANIA. 3 A205. 0. K. TAGS. For com- 


color window sign. Free with your 


pleted repair jobs. 10 tags free with 
order for R.C.A. tubes. 


order for R.C.A. tubes. 


JACKSON BLVD., CHICAGO, ILL. 7 


Raytheon shows you the way to bigger 
tube profits. Handle this money-making 
line which offers you amazingly BIG 
DISCOUNTS and a powerful sales ap- 
peal. Raytheon tubes are noted for 
quality and have an outstanding reputa- 
tion for long life, silent operation and 
brilliant tonal reproduction. For better 
results and for sure customer satisfac- 
tion and good-will, use Raytheon 
tubes as replacements. Backed by ex- 


a 


N RADIO T 


tensive advertising, RAYTHEON Tubes 
enjoy a tremendous consumer demand. 
In addition, they come packed in at- 
tractive factory-sealed cartons to protect 
your customers and to assure you of 
fresh new stock. There isa RAYTHEON 
tube for every set requirement. 
this popular sales- and profit-building 
tube line. 
PLETE LINE OF RAYTHEON 
TUBES IN STOCK AT ALL TIMES, 


Stock 


WE CARRY THE COM- 


SPECIAL DISCOUNTS 


Buy RAYTHEON Tubes in quan- 
tities for big added profits. In lot¢ 
of 25 or more, there is an additiona! 
discount of 10%. It will pay you te 
make up quantity orders for popu: 
lar RAYTHEON tube types. RAY- 
THEON tubes are widely demanded! 
you are always sure of quick turn- 
over; build your orders to 25 or more 
and earn the extra discount. 


ALL STANDARD GLASS TYPE TUBES 


Type No. List Net | Type No. List Net Type No. List Net | Type No. List Net 
OOA a300 2.00 1.05 | GEG aa437 2.00 1.05 35 A319 100 .51 | 7Z1A a343 1.80 .44 
O1A a301 .70 .35 | GFZ = a370 1.75 .90 36 A320 110 .57 75 -a344 110 .57 
1A4 a4 1.75 .90 | 6GS a4iz 150 .77 37 a321 .0 .47 | 76 34s .80 144 
1AG a3s8 150 .77 | GNS ads9 1.75 .90 38 322110 .S7 | 77 346 120 .62 
1B4 a4o2 2.00 1.05 | GZ4 353 150 .77 39 A323 110 .57 | 78 a347 1.20 .62 
mb A436 1.25 ioe 79 = a348 1.50 «77 
G A359 1.75 J 
4F4 aas7 150 77 A2AS a374 2.25 1.31 40 =a324 1.00 .51 
12A7 a398 2.00 1.05 41 a325 110 .57 | 80 # a349 70 6.35 
1FG6 A498 2.00 1.05 12Z3 A372 1.10 57 - . . . 
25Z5 A373 1.20 .62 43 «327 120 .62 | 82 #£a351 110 «1.57 
83 A352 110 .57 
2A3 A360 2.25 1.31 
12A a307 .90 .47 45 84 =a353 1.50 «77 
ZAG A362 1.20 .62 A329 .80 .41 
15 a302 200 1.05 | 4ggé 8S A354 1.20 16 
2ZA7 A363 150 «77 | 49 az0s 1-28 62 A330 1.35 «6.69 | 39 AtSsS. 150 77 
2B7 aA366 1.50 .77 3 47 A331 1.25 .64 : “a 
2E5 a4i1 150 .77 48 A332 3.00 1.74 ; 
=e A309 2.00 ee 49 A333 1.20 .62 Med A356 1.50 “a 
5Z3 A371 1.00 51 A310 1.50 . 99 A357 1.50 s 5 
GAS a4os 2.00 1.05 | S4A A311 1.00 -SL | So assy 205 1.31 | 250 As05 2.25 1.30 
26 A312. .700=Ss 35S 951 a402 2.00 1.05) 
GA4 a364 150 .77 51 A319 1.00 51 ) 
27 A313 —.80 41 WD11 a305 2.00 1.05 
GAG A399 1.50 «77 52 A336 2.00 1.05 | w x42 306 200 1.05 
GAZ a365 1.35 .69 53 A337 1.50 .77 : ee | 
6BS A438 2.25 1.31 30 A314 .80 .41 55 A338. 1.25 G40 oe 
GB7Z a367 1.50 ./47 31 A315 90 .47 56 A339 .80 .41 BA A396 7.50 4.50 
6CG az68 120 .62]| 32 A316 1.50 .@77 57 A340 110 .57 | BH A395 4.65 2.79 
6DG a369 1.20  .62 33 A317 1.25 .64 58 A341 110 .57 BR A397 2.75 1.65 
GES A404 1.50 ay Af 34 A318 1.50 “7 Arf 59 A342 1.50 «17 LA A364 1.50 . 


MERCHANDISING AIDS 
TO INCREASE YOUR 
TUBE PROFITS 


Raytheon offers you, through ALLIED, some 
of the finest merchandising aids ever produced 
to promote the sale of tubes. These consist of 
attractive, new attention-arresting window dis- 
plays, dummy cartons for display purposes, 
booklets containing valuable information, quick 
reference price cards showing interchangeable 
tube types, repair tickets, etc. Get these sales- 
stimulating helps, and put them to work selling 
tubes for you. They were all designed for just 
that purpose. 


RAYTHEON HELPS YOU SELL 


Raytheon’s tremendous national advertising 
will increase the present great demand for Ray- 
theon tubes. The merchandising aids on these 
pages permit you to tie-in for more profit. 
As a further “‘sales stimulator’’ we will put you 
on the Raytheon mailing list. This will bring 
you timely window streamers for important 
events such as football games, holidays, etc. It 
will pay you to “‘push”’ the fast-selling profit- 
building Raytheon line. With your next tube 
order, ask for the helpful Raytheon Sales Aids 
shown on this and the next page. 


NEW WINDOW 
DISPLAYS 


_An_ unusually attrac- 
tive blackboard window 
display ereaceie 2 a full 


2 feet wide b % feet 
high. as ample 
space for your “‘spe- 
cials’’ or messages. 
A great ‘‘attention- 
getter.”’ 

FREE. 540. 
With order for Ray- 
theon tubes. 


A LIVE DISPLAY 


A good-looking window dis- 
play which identifies you as a 
Raytheon dealer. Enables you 
to get your share of profits from 
Raytheon’'s tremendous nation- 
al advertising. Shows Service- 
man testing tubes. Has sign 
reading: ‘‘Dependable Service 
Work.’’ Size, 2 feet wide by 
2% feet high. 

A541 


FREE. with tube order. 


RAYTHEON 
TUBE TALKS 


This book was carefully 
prepared by the Raytheon 
sales engineers to stimulate} 
YOUR tube sales. Contains} 
46 pages which tell you just} 
how to merchandise tubes, 
where to look for business and* | 
how to get it. The book is clearly written on 
high-grade paper and bound in a stiff fibre 
cover with aluminum spiral back. Also con- 
tains the tube complement for practically 
every radio receiver. Really will help you sell | 
Raytheon tubes because it reflects the best 
selling experience of thousands of radio deal- 
ers. A helpful book that will pay for itself 


AS&42, NET.>)...:... 2 50¢ 


DEALER PRICE CARDS 


Latest handy reference dealer price list card 
for all Raytheon tubes. Shows Interchange 
able tube Types. Indicates popular replace 
ment types. Given Free with order for 
Raytheon tubes. 


A40s. FREE. 


igMAKE ALLIED YOUR RADIO SUPPLY HEADQUARTER 


SEALED | 


af 
METAL TYPE TUBES | OCTAL GLASS TUBES 


RAYTHEON offers a complete line of the new all-metal tubes. Identical in electrical characteristics and pin connections to the 
Made entirely of metal; self-shielded and sturdy. With octal base new all-metal tubes, but made in glass. Positively interchangeable 
and special stud which makes insertion of tube into socket very with all metal tubes having corresponding type numbers (except 
easy. Not directly interchangeable with conventional glass tube that the 5Y3 is a counterpart of the 5Z4). We stock all Octal Glass 
types. We stock all types. Tube types constantly. 


a OZ4G a47e 1.50 .77 GHGG a47o 1.25 .64 
Peete te es | ie Me tte SS? | 1c7G asco 200 1.05 | 6J5G as 120.62 
5274 A448 2.00 1.05 G6L7 A447 1.75 .90 1D5G a501 2.00 1.05 G3J7G A471 1.50 sid 
GAS asso 150 .77 GN7Z a429 1.75 .90 | 1D7Ga502 1.75 .90 6GKSG as515 1.35 .69 
eee | LES G A503 2.00. 1.05 GKGG A516 1.35 .69 
GBS = a4sz 1.75 90 GQ7 A491 1.35 -69 | 1E7G as04 2.75 1.65 GK7G A472 1.35 -69 
6CS a441 1.2 .64 GRZ a4s2 1.35  .69 | 1F5G as05 2.00 1.05 GLSG a4gi 2.25 1.31 
GFS a442 125 .64 6X5 a493 1.50 .77 | LF7G aa477 2.00 1.05 GLGG a517 2.25 1.31 
GFG a442 1.35 .69 25AG a4o4 1.50 .77 | 1G5G as529 2.00 1.05 GL7G aa74 1.75 .90 
GHG a444 1.25 .65 25L6 a4s9 2.25 1.31 | 1H4G as06 1.00 .51 


GJ7 aus 150 .77 | 25Z6 ass 150 .77 | 1HGGaso7 1.75 .90 | GSNGG Asis 2.25 1.31 
«ie ees 1JGG asos 135 .69 rls ole 2.50 oe 

A520 1.75. .9 

___ SPECIAL MAJESTIC SHIELDED TUBES eee a a | GPTG Asn 225 24 31. 


Type No. List Net | Type No. List Net | SU4G a47s 150 .77 GQ6G ass2 2.25 1.31 


SV4G as09 2.00 1.05 607 é A 
24S a375 150 .77 2A7S A385 2.30 1.33 | EX4G aso Q7G A522 1.35 69 


1.50 77 R7G A523 1.35 . 
27S a376 110 .57 2B7S as3¢ 2.30 1.33 | Ey3G assy 100 51 ee oe a a 
35S § a377 1.50 «17 GATS A386 2.30 1.33 SY4G as11 1.00 51 5 . 
51S a377 1.50 .77 G6B7S 4387 2.30 1.33 : : GT7G aasa 2.25 1.31 
55S a378 1.725 .90 sc7- Asc oo 1.05 —¢:.-”-™"”’v-n.n"”. 6U7G a4s5 1.35 .69 
5G6AS as35 135 .69 | GD7 390 2.00 1.05 | GASG ascs 150 .77 | GVGG Asse 1.75 .9O 
56S 379 135 .69 | GE7 391 2.00 1.05 | GB4G asiz 2.00 1.05 | GV7G A487 135 .69 
57S a3s0 1.75 .90 | GF7S a3ss 2.00 1.05 | GBGG asi3 1.35 .69 | GXSGas24 150 .77 
S7AS a3s1 1.75 .90 6YS a392 2.00 1.05 | GBSG aa79 1.75 .90 
58S a382 1.75 .9O 2S-4S a430 2.75 1.65 | 6C5G aaes 1.25 .64 25A6G A525 1.50 .77 
S8AS a3s3 1.75 .90 2Z2- GDS8G a4go 2.25 1.31 25A7G A469 2.25 1.31 


75S a435 1.75 .90 G84 a431 2.00 1.05 | GFSG aa473 1.25 .64 25B6G A528 1.75 .9O 

-8SS5AS a334 175 .90 6Z5S a432 2.00 1.05 | GFGG asce 135 .69 25Z6G A526 1.50 .77 
NEW RAYTHEON Fo o.00 ee REPAIR TICKETS TECHNICAL DATA CHART 

TE TESTED Sa Consists of combination repair ticket and Latest edition; invaluable 

TUBE STICKERS > sanarecto TED anne receipt. Contains space for name, address, to every dealer and _ service- 

The new Raytheon tube [U7.VAfi Ze) pacer, phone number, make and model of re- man; contains complete, up- 

stickers for glass tubes, [meena ceiver. Perforated; one end is attached EOa pe saniee Canin) an 


on all Raytheon receiving 
tubes; new base design dia- 
grams, and complete tube 
characteristics. Conveniently 
arranged for quick reference. 
We offer this chart free with 
your order for Raytheon 


have spaces for noting 
“Date Sold,” “‘Date Test- 
ed,” condition of tube, 
“Satisfactory,” or “Un- ==> receipt. 

satisfactory"—and space A545. FREE. 50 Repair Tickets, 


for your name. A pad of 3 : 5 
100 is given free with your order for Raytheon with tube order. 


tubes. (Available in pads of 2000 with Pepe ea ee _ tubes. 

name imprinted at $1.00.) — peo aa GUARANTEE BLANKS A407. FREE, 

A543. Pad of 100 with tube order. FREE. : s : 
Consists of a “90 Day Radio Repair 


and Service Guarantee.’’ Has space for DUMMY CARTONS 


to set or chassis taken in for repairs, and 
detachable end is given to customer as 


METAL TUBE STICKERS — complete description of services performed: For display purposes only. 
sees rhs ede ‘each ec A ld gence condition of tubes, transformers, con- Exact replicas of the standard 
fer igtine fate Sold.” “Date Tested,” condi- densers, cables, connections, wiring, etc.; Raytheon tube cartons. These 
tion of tube—and space for your name. ‘A roll of and charges for parts and labor. A real + dap a op wre Sc be Lie 
100 comes to you free with your order for Ray- business-like service card that instills 1% dis loa we ey roms po ecleira 
theon tubes. eds: of 2000 fae pra rit een confidence in the customer. Gartote, 6s with your order for 
oe Pant youn nate disiniy panics *00 Per | A546. FREE. 50 Guarantee Blanks, | Raytheon tubes. 

A544, Pad of 100 with tube order. FREE. with tube order. A547. FREE. 


ALLIED RADIO CORPORATION, 833 W. JACKSON BLVD., CHICAGO, ILL. 


Ken-Rad 


RADIO TUBES 


Type No. List NET In the radio tube field, the name KEN-RAD is synonymous 
1A4 A798 $1.75 $0.90 with dependable long life, unusual sturdiness, brilliant tone 
1A6 AzZSs 1.50 17 quality and full value. These uniformly dependable tubes are 
(B4 797 2.00 1.03 offered in a complete selection of glass types, metal types and 
fab (2hs Roce ee So ea cane eee Pain every radio tube need. Each KEN- 
ss ul supplied in an 
1F4 A807 1.50 77 attractive facture vented car- EXTRA DISCOUNTS 
1F6 A8os 2.00 1.03 ton to assure your customer of It will pay you to buy KEN- 
brand new merchandise in the RAD tubes in quantities for 
2A3 A760 2.25 1.31 same perfect condition as added profits. In lots of 25 or 
2A5 A761 1.20 .62 when it left the factory. We more, we offer an additional 
2A6 A762 1.20 -62 carry the complete line of discount of 10%. Combine your 
2A7 A763 1.50 «77 KEN-RAD Tubes in stock at orders to make up this quantity 
2B7 A766 1.50 ae all times. and earn bigger profits. oS 
5Z3 A771 1.00 -51 Type No. Li NET Type No. List NET 
6A3 A789 2.00 {1.03 24A A7Iti $1.00 £0.35) 7 A746 $1.20 $0.62 aay ayo4 OOD Men 
6A4 A764 150 [77 | 26 A712 70-35 | 78 747 [20 ~ 762 | 34 A753 150 :7 
6A6 A799 1.50 77 27 A713 -80 4 79 748 1.50 77 85 A754 1.20 .6 
- 6A7 A765 1.35 -69 30 A714 -80 41 30 70 89 A755 1.50 77 
6B5 A790 2.25 1.31 | 31 A715 .90 46 | 3; A749 A -35 : : 
6B7 A767 1.50 ‘77 32 A716 1.50 ‘77 A750 00 1.03 v99 A756 1.50 «77 ; 
6csé «=o A768 i.20's—s "GD | 33 A7i7. (25 ‘4 | % B26 eee X99 A757 1-50 ez 
6C7 A842 2.00 1:03 34 A718 1150 ‘27 83 A752 1.10 57 950 A806 2.25 1.31 z 
6D6 Rzo9 1.20 -62 35/51 nz te 1.00 51 | 
6D7 843 2.00 1.03 36 A720 1.10 87 OCTAL GLASS TYPES METAL TYPES 4 
E 1.50 ‘ 1.10 E Type No. List NET Type No. ist NET ‘ 
bee |= AZOD. 200 «1:05 | 39/44 AZSS lo | 187 | 5¥8. ABTO $i00 $0.51 | 5w4 ABS $1.00 SO.51 
6E7 A844 2.00 1.03 6A8G A8 1 4 1.50 77 5Z4 A783 2.00 ~ 1 .03 
6F7 A770 1.75 ‘90 Al A725 1.10 te 6B8G A83 1.75 .90 6A8 A775 1.50 277. E 
6G5 A809 1.50 ‘77 42 A726 1.20 ‘62 6C5G A8i2 1.25 -64 6B8 A838 1.75 -90 
6N5 A845 1.75 90 | 43 A727 ‘1.20 762 | SFSG ASIZ = 1.25 -64 | 665 A776 -64 
6Y5 A846 2.00 1 .03 45 A729 2% 4 ) 6F6G AS f 4 1.35 69 6F5 A777 1.25 -64 
6Z5 A847 2.00 1.03 46 A730 1.35 -69 6H6G A8I5 1.25 .64 6F6 A778 1.35 “69 
1245 A788. 2.25 1.31 | 48 A732 3.00 1.74 | 7G ASIG 1.50 -77 | 6GHE A779 1.25 -64 
1247, A793 2.00 103 6K7G_ ABIZ7 = 1.35 -69 | 637 A780 1.50 aTT. 
(923 A772" 1. 87. | 50 A734 2.25 1.30) | S68 ARIS 2:25 t-34 | Sk? ~ A781” Shsseee 
2525 A773 1.20 (62 | 53 A737. (50° .77-| 67a = ASIB E29 | 6lS.- AS36225) ine 
OIA A701 -70 .35 55 A738 1.25 .64 6N7G AB2 1.75 ‘30 6L7 A782 1.75 ms) 
IV A703 1.10 157 | 56 A739 _ _.80 ‘41 Ge : 6N7 A839 = 1.75 ; 
10 A704 2.25 1.31 57 a7 49 1.10 .57 6Q7 R734 1.35 : 
12A 707 -90 .46 58 A74 1.10 -57 6Q7G 827 $1.35 $0.69 6R7 837 1.35 .6 
15 705 2.00 {. 59 A742 1.50 77 6R7G 28 {.35 a 3 6X5 A785 1.50 -77 
19 A708 1.20 3 6X5G 2 1.50 é 
: cos |’ R532 ch gt | HR Be) 1 90 | Bes agg eee 
22 R398 1.50 :77 | 76 745 -80 741 | 25266 3i 1.50 [77 | 2526 787 ~=‘1.50 37 


The popular KNIGHT line of radio tubes has been greatly enlarged to offer the most complete selection 
of glass type tubes as well as the latest new metal tubes. You can undersell all competition with this 
popular line of superior quality tubes. They are precision-built for steady, dependable performance. All 
KNIGHT Tubes are packed in factory-sealed cartons assuring perfect merchandise. Attractive, safety+ 
first packaging, dependable quality and low price will give you big volume-building sales. KNIGHT 
Tubes are priced to bring you 10% to 15% BIGGER PROFITS! Put in a stock of popular types and 
build real profits. We carry the compiete line of Knight Tubes in stock at all times. 


bs ae Emrich i th Rad eae ate ny | 


Type No. List NET Type No. List NET Type No. List NET 
{A4 A959 $1.75 S$O.81]24A AQII $1.00 $0.46] 76 A945 $0.80 $0.37 
1A6 A958 1.50 “69 | 26 A912 .70 -31 477 A946 1.20 .56 
1F4 A935 1.50 [69 | 27 A913 80 37 | 78 A947 1.20 "66 
{F6 A936 2.00 .93 79 A948 1.50" -69 
2A3 9 25 ft. 3 “90 4 80 70 
ARE 1B cael Sh Re ee 
¢ - . 82 1.10 = 
2A7 o2 ai oh Sab 318 150 69 | 83 52. 1.10 5 
2B7 966 5 = ae Base ne ni 84. 983 ibe .69 
. 85 : E 
5Z3 A971 1.00 46 | 37 A921 90 42 | 89 Ross 1.50 88 
6A4 A964 1.50 .69 | 38 A922 1.10 51 | v9 A956 1.50 .6 
a7 A965 1.38 “62 39/44 AQZ3 1.10 51} x99 A957 1.50 ‘69 
METAL TYPES 6c6 «A968 1.20 156 
Type No List NET 606, = ROOD eee eee las Ag2e i | BS 
y le * 4 e . 
ui goza sip so.gg | Gee Resa 7m 83/3 Beg? 1g Be TRIAD 
: . 6F7 A970 : : = : 
6A8 A975 1.50 769 1.50 i 46 A930 1.35 -62| POWER TUBES 
ses A976 «125 1B B 624 AD ee kes A93| 12 [68 
a: y 4 a 12a5  AQBB 2.25 1.181 38 Ag33 tt |B No. ASOO. List, 
6H6 A979 1.25 58 12Z3 A972 1.10 51 2B6 $2.50. : 
: 2 2525 A973 1.20 -56 $1.25 + 
ane cao ase fod 50 A934 2.25 11g YOUR PRICE.. ...... 
SK 7a. AOS | le Cee oA AQOL «70 BLS A8SB 2s 188 No. A803. List, 
6L6 A984 2.25 1.18 IV A903 !.10 SIE A939 7) °3716B5 : y 
6L7 AQBZ 1.75 ‘Bl 10 A904) 2.25 1.18] 28 AQa0 OLio— 1B tee $1.18 — 
6N7 AS85175 81 12A A907 -90 -42 | 25 AS41110 "By | YOUR PRICE......... : Ss 
6R7 A986 ‘1.35 "62 15 A906 __ 2.00 -93 | 25 AS42150 "69 5 
6X5 A987 1.50 .69 19 A908 1.20 56 : Z 25B5 No. ASOI. List, — 
2546 AQS 1.50 : 20 09 ~~ 2.00 .93|7IA A943 .80 .37 $2.25. 
oe7e ASSO “88 22 Agi 1.50 "33 75 A944 1.10 [5 f | YOUR PRICE. $1.18 
R H EST SERVICE 


GENUINE G.E. 
-TUNGAR BULBS 


efficient G.E. Tungar 


ares Will 
1 


The well-known, 

z Bulbs. | -Used in many standard chargers. 

{ ey bulbs of the same rating. Shpg. 
- S. ; 


> No Type Fig. NET EACH 
A6440 2 Amp. A 
A644! 2 Amp. B > | SQ 
a (Top eepbectian) 
A6442 me: 
List, Em 4.00. 
/ A6443, 3 te D } 
D. 
agai oe Each, "$6.00. $4.41 
 A6445 15 Amp. D: 


List, Each, $12.00........ $8.82 


NEW AMPERITE VOLTAGE 
REGULATORS 
FOR BATTERY SETS 


Replacement voltage regulator tubes 


for many popular battery Operated ra- 
dio sets. 


senee 


A1O95., Tyne 5E! (1A1*). For 
Bosch 042, Erla 660, Sparton 81, 82. 
A1lO96. Type 6-! (1J1*). For 


Sentinel 7700, Erla 7700. 
NET 


we een see 


EAC 94¢ 
(*tndicates new RMA type” number.) 


We can supply all Amperite voltage regulators 
for battery sets. Specify type number and send 


_ deposit with order. 


Jan! tater bala 


ELKON 16C3B 


Replaces old M16 and 
XB16 rectifiers. For these 
A’? units: Majestic, 
Elkon, Tobe, Brach, 
Phileo, Sentinel, Knapp, 
Greene-Brown, Fada, 
Webster, Metro, etc. 


$ giz 


BL DRY DISC-TYPE B-12 
Standard replacement rectifiers for the follow- 
ing ‘“A’’ units and chargers: Knight 2-rate; 
King; Sterling R-92; Universal; France; Gen’l. 
Inst.; Acme; Galvin; Valley MB; TCA 646; 


Arco, etc. Wt.,.2 Ibs. SBas 


A2350. List, $4.00. 


TYPE B-16 
oar use in Valley ‘‘A’’; dk Maga Tobe, 
Norden-Hauck, ete. Wt., 2 Ibs. 
MOSES MET 4 0c. ..co 520. $2.94 
DURESITE 


VOLTAGE REGU- 
LATOR TUBES 


Ballast type yoltage control tube. 


Efficient and accurate. Original 

equipment on many standard sets. 

A1O6G4. TYPE 110. For use 

with: 

Brunswick S14, S21, S31 (60 cycle), 
14, 21, 31 (25 cycle). 


Bremer-Tully 81, 82 (25 cycle), 83, 
84 (60 cycle). 

Grebe 21950, 270C, 285, 450. 

Hammarlund HiQ 30. 

National. 

A1O65. TYPE 105. Yor use with: 

Brunswick 14, 21, 31 (60 cycle). 

Bremer-Tully 81, 82 fa? cycle). 

List, $3.00. NET EAC 


, We can supply any Duresite made. Write for 
prices. Depend on ALLIED for everything in 
radio. Write us on any special need. 


ALLIED RADIO CORPORATION, 833 W. 


LIGHT BULBS 


_ G.E. licensed light bulbs of supe- 
rior construction. Designed for 6 
Volt storage battery operation. Ideal 
for farm lighting, camps, lodges, 
house-trailers, auto trouble lamps, 
etc. Wind-charger or Knight Rurl- 
power units (pages 140-141) may be 
used to keep battery charged. Makes 
possible efficient and economical lighting systems. » 
These fine bulbs give excellent light and haye 


long life. ; 
6 VOLT LAMPS 


Aros ig 2p am “300 
. mp. Cc 
A796 25 4.2 Amp : 
A820 50 8.5 Amp. 40c 
aes a Phot rae ‘ 
Amp. 30c 
A822 25 2.1 ree 
A823 50 4,2 Amp, 40c 
WRITE FOR QUANTITY PRICES IN STAND- 
ARD CARTON AND CASE LOTS. 


GENUINE SPARTON 
RADIO TUBES 


For use in the older model Spar- 
ton sets using 3 volt tubes, for which 
no other types may-be substituted. 
These type tubes are in popular de- 
mand. Carry a stock of the types 
listed below. There’s rapid’ turnover 
and good profits in them. 


A1o5s5. aaa sie 
Det. Replaces iype 484, $ 437 37 
List, $2.00. NET...... 
TYPE 483 
A { Ree sees eatery ANY: $ 37 
eplaces e f 
List, $2.00. NET... ee Arar Le preerday I 


TYPE 482-B 
A1057. 482-B. Power-Amp. 
Replaces type 182-B 
List, $2.00. NET 


GENUINE KELLOGG 
TYPE 401 A.C. TUBES 


The original Kellogg A.C. detector- 
amplifier tubes, noted for superior 
eonstruction and long. life. Heater 
Volts, 3. Heater Amps., 1. Maximum 
Pete volts, 150. For use as amplifier 
or detector. 


A1O60. 
YobmPRice ......... SMB 
TYPE 403 A.C. TUBES 


For use in the last audio stage, 


yey 


Heater Volts, 3. Heater Amps.,-1.5, Plate 

Volts (Max.), 180. Grid Volts 

(negative), 40. 

AIO6GI. List, $5.00. 

MUERTE fue, els ca a)’. batig. 5: cc ohe Brea ons 
KNIGHT 


RESISTANCE TUBES 
FOR AC-DC SETS 


New. glass tubes for use as fila- 
ment-dropping resistors in A.C.-D.C. 
midget sets. The 185 ohm series is 
for use with two 25 Volt and two 
6.3 Volt tubes; the 162 ohm tubes 
are for two 25 Volt. and three 6.3 
Volt tubes; the 141 ohm series is 
for two 25 Volt and four 6.3 Volt 
tubes. Have standard 4 prong bases, 
Some are tapped for 1 or 2 pilot 
lights. Designed for sets drawing 
0.3 ampere filament current. 


No. Ohms. |Voltage | Pilot NET 
Drop Lights* | Each 

A990 185 54.9 None} 

A991 162 48.6 None} 

A992 141 42.3 Avap 

A993 185 54.9 

A994 162 48.6 i ¢€ 

A995 141 42.3 1 

A996 185 54.9 2 

A997 162 48.6 2 

A998 141 42.3? ANZ 


*Pilot lights must be No. 40 brown bead 
type, 6.3 volts. 


FREE—Knight Glass and Metal Resistance 
Tube General Specifications Chart sent on re- 
quest. Contains complete list of Resistance 
Tubes to help you find the right replacement. 


KENRAD 6 & 12 VOLT | NEON GLOW LAMPS 


JACKSON BLVD., CHICAGO, ILL. 


Genuine G.E. neon gas lamps, 
Useful in many types of test equip- (2 
ment. Serve as short or leakage in- 
dicators, stroboscope illuminators, 
ete.; will fill many other purposes. 
Both electrodes glow on A.C.; only 
negative glows on D.C. These lamps 
are also ideal for use in the home 
for night lights, pilot lights for elec- 
trical cirenits, etc. Very low current drain. For 
105-120 volt operation. 


Standard Edison Base 


AG6G450. 2 WATT. % C.P., .020 Amp. Pear 
shape. 1% in. dia. Split- -disc electrode. 

YOUR PRICE, ¢ 
BAGH i ais ccna pees diecr nee aCe 

A6G451. IWATT. .10C.P., 010 Amp. Round 
1% in, dia. Spiral electrode. y 

A6452. 0.5 WATT. .05 ©.P., .005 Amy. 
Round 1% in, dia. For A.C. only, Split cyl- 


inder_ electrode. 
YOUR PRIGE, S< 
PACH ee. ete ey namienlen Mee a rice. 


\Candelabra Base : 
.25 WATT. Pear shape, clear bulb, 
%e” dia. Split-cone 


wae 36c 


Round bulb. 144 in. dia. 
Split cylinder electrode. 


A6454. 
for tube testers. 
electrode, 

YOUR PRICE, 
EACH (400 sais 
A6455. 5 WATT. 

.05 C.P. For A.C. only. 


AG456. { WATT. Round bulb. 114 in. dia. 
1 C.P. Spiral electrode. 

YOUR PRICE, Ic 

EACH en hs to Seite to. aul avate ocala « 


PORCELAIN SOCKETS 


For neon lamps. Highest quality porcelain 
construction. Screw terminals for easy connec- 
tion. For Edison and Candelabra bases. 
AG459. Edison Base. Cleat 10¢c 
mounting type. NET EACH............ 
AG6460. Edison Base. Sub- 
panel mounting. NET EACH ........-. 16c 
AG461. Candelabra Base. 

Sub-panel mounting. NET EACH...... 28c 
A1877. Candelabra Base Plug. Candelabra 
socket with plug base to fit standard 10¢ 
receptacle. NET EACH...............: 

A1878. Edison to candelabra base reducer. 


Adapts candelabra base bulbs to 
standard sockets. NET EACH.......... 10c 


GENUINE EVEREADY 
MAZDA BULBS 


Genuine Eveready Mazda bulbs for 
radio and flash-light use. All have 
miniature screw base except those 


marked*. All-popular types are listed 
below at attractive quantity prices. 
RADIO PILOT LIGHT BULBS = 
Stock |La IPRICE| PER 
No. amp Volts /Amps.| FACH| 10 
A1250| 41 2.5 | .50 | $0.09 | $0.54 
A1215 43* 2.5 50 210 -60 
A1251 42 3.2 .35 212 272 
A1253 40 6.3 15 .09 «54 
A1216 51* 6-8 1.0 .07 -42 
A1254 | Spec. 20 .06 +20 1.20 
A1217 | Spec.*} 2.0 .06 22 1,32 
A1255 44* 6.3 <25 .09 -54 
A1256 46 6.3 25 .09 54 
*Indicates miniature bayonet base. 
FOR FLASHLIGHTS 

Stock|Lamp| Cell | Volts| Amp.| Price | Box 

No. No. | Each | of 10 
A1220) 223 2 2.2 0.25 | $0.09 | 54c 
A1221| 233 2 2.3 0.27 -09| 54c 
A1222 13 3 3.8 0.30 -09 | 54c 
A1223 14 2 2.5 | 0.30 -09 | 54c 
A1224 31 5 6.2 0.30 -11| 66c 
A1225| 136 1 1.25 0.60 | .10)| 60c 
A1226| 248 2 2.4 0.80 -11)| 66c 


MALLORY BIAS CELL 


Designed to furnish initial bias 
for RF, IF and AVC tubes. Size, 
only 1149x5¢’’ Noiseless; non- 
reactive “at audio frequencies. Pro- 
vides a no-current potential of 
1 Volt + 10%. Cells may be used 
in series for higher bias voltage. S 
These cells greatly eliminate distortion caused 


by conventional bias arrangements. 
ana 18¢ 
VOUR: PRIGE Mao pone: cp ohr on stam ale 
BIAS CELL HOLDERS 
A3387.. For one cell. NET............ 6c 
A3388. For two cells, NET...... 12c 
A3389. For three cells. NET.......... 15c 
A3390. For four cells. NET........ sae re 
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. SUPREME 585 DELUXE DIAGNOMETER 


.@ Complete professional service equipment in @ New double-view Quadrimeters with bi-in: 
_ one compact unit. dicating needles. ; ’ 
‘@ Complete analysis of all metal or glass type @ New exclusive Supreme free reference poin’ 

tubes. system of circuit analysis, -— 


An entirely new and advanced professional service test instrument. Makes all types of service 
tests, quickly and accurately.. Unparalleled for completeness, automatic speed and flexibility. 
Checks all circuits and components, as well as every type_of metal or glass tube. All méasure- 
ments of voltage, current, etc., as well as tube tests are read directly from two sensitive D’Arsonval 
meters with multiple scales, New Quadrimeters have bi-indicating needles and double-view windows 
for quick accurate readings, Multi-gang multi-point switches allow instantaneous selection of any 
desired meter range, Meters are accurately calibrated to read as follows: D.C. volts, 0-7-35-140- 
350-700-1400; A.C. volts, 0-7-35-140-350-700-1490; D.C. current, 0-7-35-140-350-700-1400 M.A. 
and (0-14 Amperes; capacity, 0-.07-.35-1.4-3.5-7.0-14.0 mfds.; resistance, 0-2,000-20,000-200,000- 


A PORTABLE 


Combines in one unit complete service test equip- 


ABORATORY 


base tubes. 


ment. May be used for: Free Reference Point 
of test circuifs. 


Analysis, English-reading tube tester for all metal 
or glass tubes, complete condenser tests and capac- 
ity measurements, and complete yoltage and cur- 
rent measurements in any radio or amplifier cir- 
cuit. The Model 585 Deluxe Diagnometer. may also 
be supplied for any A.C. voltage and current other 


than 110 V. 60 cycles at slight additional cost. A10250. 


570 SIGNAL 
GENERATOR 


@ Complete frequency range, 
90 KC to 60 MC. 

@ Direct-readisa@ full vision 
airplane type dial. 


————SS 
SUPREME 


Operation is simple and per- 
mits accurate alignment of 
modern complex receiver cir- 


cuits. Has complete frequency 
range from 90 KC to 60 MC 
covering all popular~ standard 
Short Wave, Broadcast and 
Intermediate frequencies in 
seven frequency bands. Five 
bands cover 90 KC to 20 MC 
on fundamentals; two addi- 
tional bands extend range to 
60 MC by use of harmonics. LElectron-coupled oscillator and complete 
shielding of major components assure stability under varying line 
yoltage and load conditions, R.F, output is modulated 30% at 400° c.p,s. 
by self-contained modulator; either modulated or unmodulated output may 
be used and provisions are. also made for use of an external modulator if 
desired. Ladder type attenuator with graduated control for gauging ap- 
proximate micro-volt output. 400 cycle audio signa] available for audio 
tests by means of tip-jacks. Completely shielded and filtered, Tip-jacks 
make possible the introduction of a frequency modulated signal from ex- 
ternal source to aid in visual alignment when used with oscilloscope equip- 
ment. Housed in a strong portable metal case with 
leather carrying handle. Size 1012x814x5” overall. S 39 
For 110 Volts, 50/60 cycles A.C, San 
A1lO256. YOUR NET PRICE........... ab sece 
A modern efficient Volt-Ohm-Milliameter 
in complete kit form. Easily assembled and 
indispensable to. the Serviceman, Experi- 
menter or Amateur. The new Supreme 
Quadrimeter included employs a Bi-indicat- 
ing or double pointer, centrally balanced and 
driven by a hi-torque 1 MA movement with 
a sensitivity of 1000 ohms per volt. Dual 
view windows each have an actual scale 
length of 3%4 inches, and may be indirectly 
illuminated by dial lights if desired. Easy- 
to-read scales are evenly spaced and clearly 
marked; sword-point needles permit accurate 
readings even in poor light. Meter measures 
5144x7% inches with removable dustproof 
bakelite cover. 
TWENTY-SEVEN RANGES 
The complete kit contains all essential parts 
for ranges as follows: 0-7-35-140-350-700- 
1400 volts A.C.; 0-7-35-140-350-700-1400 
volts D.C.; 0-7-35-140-350-700-1400, M.A. 
D.C. and 0-2,000-20,000-200,000 ohms. Can 
be built up as a portable Volt-Ohm-Milliameter, or used to supple- 
ment or modernize existing test equipment. The kit consists of 1 New 
Supreme Quadrimeter, 1 Meter adjustment resistor, 9 metallized resistors 
capacitors attached, 1 zero reset potentiometer, 1 
A.C. rectifier and all necessary switches, S$ SF 
Complete with diagram for proper assembly. nat Eo 
At10257.. YOUR NET .PRICE Wo 205.5..csecwen 
Now you can own the latest Supreme Test equipment on a Pay-as-you- 
earn basis. Supreme offers through ALLIED an attractive time payment 
plan which enables you to purchase this fine service equipment with only 
a moderate down payment, Monthly payments can be met by increased 
profit gained through the use of modern servicing instruments. Write for 
complete details. 
22 


Diagnometer is supplied in a handsome oak-finished case with leather 
carrying handle and removable hinged cover. 
Complete accessories, instructions and charts are furnished, 
For 110 Volts, 60 cycles, A.C 
YOUR NET PRICE. 


QUALITY TEST EQUIPMENT FOR EVERY PURPOSE 


2,000,000-20,000,000 ohms, with additional low reading scale of 0-200 ohms;- decibels, —10 to 
+6, 0 to +16, +10 to +26, +20 to +36, +30 to +46. . 


FORTY-TWO FUNCTIONS AND RANGES “8 


All tube tests are made with direct English-reading colored meter sgales; GOOD-BAD scales are 
also. used to indicate electrolytic condenser leakage. 
lytic, or mica condenser, 
mitting extremely accurate readings. Exclusive new Supreme Free Reference Point system of 
analysis is used for testing radio circuits, taking care of the requirements of all octal or standard 
Supreme’s new Uni-Construction permits using a minimum of parts for a maximum 
Tube testing circuits incorporate a balance ratio between tube and circuit resist- 
ance values; meter indications drop in direct proportion to tube depreciation. ‘The new Model: 585 

- 


Capacity scales measure: any paper, electro- 
Measurements of A.C, yoltage are made on evenly-spaced A.C. scales pét- 


Size 2234x18x7” overall. 


eee eee eee eee ee eee ee 


555 DIAGNOMOSCOPE 


This instrument is a combination of the 545 
Cathoray Oscilloscope and the 580 Deluxe Signal 
Generator. Built-in dual-purpose direct reading 
signal generator provides fundamental frequencies 
of from 90 KC to 20MC with harmonics extend- 
ing.up to 60 MC..R.F. output of signal gen- 
erator can be modulated 30% at 400 cycles, or 
used as unmodulated signal if necessary. Car- 
rier can be frequency-modulated with a constant 
band width of 24 KC or amplitude-mcdulated 
for accurate visual alignment of If and auxiliary 
circuits. Wave forms, transients, A.C, voltages, ¥ 
voltage gain, audio and harmonic distortion, per- . £ 
centage modulation, etc., may be measured accurately by means of Pp 


terns projected on the cathode ray screen. Horizontal and vertical 
plifier range of 20 to 90,000 C.P.S, with graduated gain controls, Separate 
controls are provided for centering, focusing, and intensity of image, 
‘‘Saw-Tooth”’ oscillator has a range of 7 to 20,000 C.P,S, Uses 10 tubes, 
as follows: 1—906, 1—885, 1—879, 2—57, 
1—6AT, 1—6F7, 1—76, 1—84, and 1—80, " 
Completely housed in metal cabinet. Size 
16”x24"x24” overall. Supplied with RCA $s Og 
tubes. For 110 V. 60 cycle A.C, —— 
A1O253. YOUR PRICE........ secacues igi 
af 
5 CATHORAY §. 
A new visual servicing instrument of extreme 
value for accurate alignment of all receiver 
circuits. An absolute necessity in servicirig 
modern circuits. with flat-top characteristics, 
for studying transients, wave forms, select 
and audio response. Built-in horizontal d 
vertical amplifiers have a range of from 29 -to 
90,000 C.P.S. with a sensitivity of 2 Ma «8 
inch deflection; graduated gain controls ~ 
comparative tests. ‘‘Saw-tooth” oscillator has 
a range of from 7 to 20,000 C,P.S. Intens} 
of pattern, focus, and centering are all yari- 


<s able by means of separate controls. Either in- 
ternal or external synchronizing voltage may be used. Tubes used are 
1—906, 1—885, 1—879, 2—57, and 1—80. Housed in protective steel 


case providing effective magnetic shielding. For s 4) 
110 yolts, 60 cycles A.C. With B.C.A. tubes. 
A1026 15° YOUR PRICE... iss 0n. cucmeeesee ‘S 


580 DELUXE 
SIGNAL GENERATOR 


This fine instrument has a range of 
from 90 KC to 60-MC. Fundamentals 
cover all standard and Short-Wave fre- 
quencies from 90 KC to 20 MC; addi- 
tional coverage to 60 MC by use of har- 
monics. Has a variable R*F. output 
which may be frequency-modulated at a 
constant band width of 24 KC or ampli- 
tude-modulated, for use in visual align- 
ment of circuits by’ means of an oscillo- 
scope. Built-in beat oscillator is accu- 
rately calibrated from 50 to10,000C:P.S, 
with less than 3%: harmonic content: Provisions are also made for ex- 
ternal amplitude modulation of R.F. carrier. Built-in modulator per- 
mits 30% modulation of the carrier at 400 C.P.S. Tubes used are 1— 
6A7, 1—6F7, 1—76, and 1—84, Smooth contro] of R.F. carrier, cali- 
brated to approximate micro-yolt output. Carrier may be used either 
modulated or unmodulated; 400 cycle audio signal available for test pur- 


poses by means of pin jacks. Size, 14x1054x6%” s5 85 


a 
Sewas MATER 


overall, Complete with tubes, accessories and full 
operating instructions. For 110 volt, 60 cycle A.C, 


A1LO2Z5S2. YOUR PRICE,.....5..-ccececeevase 


 _— 
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550 DELUXE RADIO TESTER = 


@ 29° Meter ranges for all voltage and 
current measurements. 


® 5 accurate DB ranges—5 resistance 
ranges with zero adjustment. 


@ Free reference point analysis of all e Electrostatic leakage test for con- 
radio circuits, densers, with meter indication. 


_ This new Supreme test instrument is a combination set analyzer and point-to-point 

tester. Provides complete circuit analysis of resistance, voltage and current as well 
as tube tests directly from tube sockets in set. Tests all metal and glass tubes. New 
Supreme 544x744” Quadrimeter has dual windows and scales with actual length of 
3%”. Scales are indirectly lighted from rear, making accurate readings possible un- 
der any lighting condition. Multi-contact switches make any of the 29 meter ranges 
instantly available; provides for complete and accurate analysis of the circuit under 
test. Has self-contained power supply for 110 volt 60 cycle operation. 


PROVIDES COMPLETE CIRCUIT ANALYSIS 


All meter ranges including resistance and output measurements are applied through 
the analyzer cable making it unnecessary to remove the chassis from the cabinet. The 
following direct-reading scales are incorporated in the Supreme 550 Deluxe Ana- 
lyzer: 0-7-35-140-350-700-1400 V. A.C. and D.C.—at 1000 ohms per volt; 0-7-35- 
140-350-700-1400 M.A. D.C.; 0-14 Amperes (external only); 0-2000-20,000-200,000 
ohms and 0-2-20 megohms; —10 to +6, 0 to +16, +10 to +26, +20 to +35 and 

_ +30 to +46 DB. Leakage of electrolytic condensers reads directly on meter dial; 
makes electrostatic leakage test; all electrolytic condensers can be tested at rated 
working voltage. Supreme’s famous Free Reference Point method of analysis enables 
complete checking of all circuit components. The Supreme Model 550 Deluxe Ana- 

- lyzer is supplied in a handsome oak case with removable hinged cover. Size 185¢x 
14%x7%” overall. Complete with test prods, cable and plugs, adapters, charts, and 
complete instructions, For 110 Volt 50/60 cycle A.C. 


CANNOT BECOME OBSOLETE 


A10254 


Your ERR 0s. 27 ASAT oo bs oy ge os $B 483 


505 STANDARD 
TUBE TESTER 


Here is a high quality tube tester 
which combines low cost with maxi- 
mum flexibility and accuracy. Com- 
pletely tests all metal or glass 
tubes in 6 sockets without adapters, 
All tubes tested under RMA rated 
loads. New Supreme - Quadrimeter 
with Bi-indicating needles are indi- 
rectly illuminated through dual- 
view windows. Top meter scale has 
three sectors. ‘‘Good’’ ‘‘?’’ ‘‘Bad’” 
for quality test to indicate emis- 
sion doss; bottom scale divided into 

uF 100 divisions for close comparison 
checks between tubes of similar types. Built-in power supply has com- 
pléte adjustment for varying line voltages. 

Accurately indicates exact condition of any tube by testing under actual 
operating conditions, with load conditions conforming to RMA ratings. 
Full neon test for inter-element leakage quickly separates good tubes 
from bad. ‘Tests all sections of multi-purpose tubes and both plates of 
full-wave rectifiers. Housed in attractive hardwood case with carrying 
handle and detachable lid. Ideal for either counter S$ 
or portable use. Size 19x1434x6%” overall. For 99 
98-125 Volt, 60 cycle 7 o& <a 
A16259. YOUR PRICE 


450 RADIO. TESTER 


A complete radio tester: using the 
exclusive Supreme Free Reference Point 
system of circuit analysis. Permits ac- 
curate measurement of voltage, current, 
and resistance directly from tube socket 
through analyzer cable and plug. Lab- 
oratory type 5” meter has sensitive 
D’Arsonval movement. Evenly spaced 
meter scales are easy to read on all 
ranges with maximum accuracy. Meter 
ranges are: 0-7-35-140-350-700-1400 volts 
A.C. or D.C.; 0-7-35-140-350-700-1400 
Pe 2 MA. D.C.; 0-4,000-40,000-400,000 ohms, 
D.C. voltage ranges have a sensitivity of 1000 ohms per volt. All A.C. 
yoltage ranges are available for output measurements without adapters. 
Circuit, selector switch for rapid selection of desired meter range; zero 
teset provided.for ohmmeter ranges. The Supreme Model 450 Tester rep- 
resents an unusual value in high quality test equipment at a price that 
Housed in attractive hardwood carrying 


i ne YL 
Alo26l. — 
YOUR_NET PRICE...:..................--..... 

400 TUBE TESTER 


A moderately priced tube tester that 
can be used for counter or portable appli- 
cations. Tests all metal or glass tubes. 
English reading scale indicates whether 
tube is ‘*‘Good’’ — ‘‘Questionable’’ — or 
“Bad.’’ Complete test is also provided 
for inter-element shorts and for tube leak- 
age by the use of a circuit employing a 
sensitive neon glow lamp. A filament re- 
turn selector switch and five sockets make 
all tests simply and with minimum of 
effort and time. Provision is made for 
matching tester to line voltage to insure 
proper potential at all times. The infallible ‘‘point to point’’ system of 
testing is also made available by the use of tip jacks and multi scale 5” 
meter. Meter ranges available are: 0-7-35-140-350-700-1400 Volts D.C. at 
1000 ohms per volt; 0-7-35-140-350-700-1400 MA. D.C.; ohmmeter scales 
of 0-4,000-40,000-400,000 ohms. In hardwood car- $ 
aecessories, For 110 VY. 60 cycles A.C, Wt., 16 lbs. S17 
ALO2ZG22 GNET } .. sssseccen ses 


rying case with removable cover. Complete with 
ALLIED RADIO CORPORATIO 


600606600 | 


eee meee eee neee 


All current, voltage and resistance tests made with the Su- 
preme Model 550 Deluxe Analyzer are fundamental and may 
be applied to any radio circuit: cannot become obsolete. 


500 DELUXE 
TUBE TESTER 


Designed to meet every require- 
ment of present day tube testing. 
Not only will this versatile instru- 
ment test all types of metal or 
glass tubes, but also tests all types 
of condensers and provides a multi- 
purpose meter for additional circuit 
analysis. Meter ranges available are: 
0-7-140-700-1400 yolts A.C, and 
D.C.; 0-7-140-700-1400 MA. D.C.; 
0-2,000-20,000-200,000 and 0-2-20 
megohms; —6 to +6, 0 to +16 and 
+10 to +26 DB. The heart of the Su- 
preme 500 Deluxe Tube Tester is the 
new Quadrimeter with indirectly illuminated dual view windows. Tubes 
are tested for quality under rated operating conditions; English-reading 
meter scale reads ‘“‘Good’’ ‘“?”? or ‘‘Bad.” Six sockets test all tubes, 
One octal socket tests all metal tubes regardless of. filament. connections 
by means of exclusive filament return selector switch. Neon test. for 
internal leakage; also checks leakage of electrolytic condensers. Built-in 
power supply has simple accurate line yoltage adjustment, Multi-meter 
ranges may be used for Free Reference Point Analysis by means of test 
leads supplied, Housed in attractive golden oak carrying case with slip- 


hinged cover. Size 20%x15x6%” overall. Furnished 
with all necessary accessories, “instructions and S$ 60 
tube charts. For 98-125 Volt, 60 cycle A. C. ——— 
ATGO2Z6Os SYOURNPRICE is so ivacen scence 


MODEL 540 
STANDARD 
ANALYZER 


Designed for — complete 
and accurate analysis of. all 
radio receivers, including 
those using the new metal 
tubes. A remarkable test 
instrument that combines 
highest quality workman- 
ship with features usually 
found only in more expen- 
sive equipment. The very 
latest in test instruments, 
the new Supreme Quad- 
rimeter with double view 
windows and bi-indicating 
needles, prevents crowding 
a number of scales on one 
dial‘as in the past. Permits all tests by the Free Reference Point sys- 
tem as well as by the conventional analysis method. All meter r es 
are selected by means of a single.12 point rotary switch in connection 
with a DPDT toggle switch. Tests all voltage, current or resistance in 
any radio circuit. Meter ranges are: 0-7-35-140-350-700-1400 volts A.C. 
and D.C.; 0-7-35-140 MA, D.C.; 0-2,000-20,000-200,000 ohms. Low 
ohmmeter reading is 1 ohm with 35 ohm reading at center of scale. 


Analyzer is equipped with cable, plug and adapters for making conven- 
Temoving chassis from cabinet. Instrument panel finished in antique 
bronze. The Supreme 540 Standard Analyzer is housed in an attractive 
is 165¢x1156x5” overall. Complete with cable, 

adapters, test leads, instruction manual and $3620 
A1O0255. YOUR NET PRICE.............. 

earn” plan. A small.down payment brings you any Supreme equipment 
you want and you pay for it in convenient monthly installments. Good 
bigger profits because of greater customer confidence and satisfaction, 
Write for complete details today. 


tional tube socket tests. Complete receiver analysis can be made without 
golden oak case with removable hinged cover and carrying handle, Size 
Free Reference Point Analysis chart. 
ALLIED offers you the new Supreme instruments on a “‘Pay-as-you- 
service equipment means faster, more efficient servicing of each job and 
ACKSON BLVD., CHICAGO, ILL. 
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NEW LOW-PRICED 
CLOUGH-BRENGLE 
105 OSCILLOGRAPH 


A. new portable oscilloscope designed and 
built around the type 913 cathode ray tube. 
Has every electrical feature of its big 
brother, the Model ‘CRA listed below, but 
is built up for the Serviceman, Amateur 
or Experimenter who does not require a 
laboratory size instrument, Will permit ac- 
curate alignment: of all-wave receivers, study 
5 of all complex radio set circuits, wave- 
ay “ay forms, modulation and distortion measure- 
ST Lt @ments, Has a host of other applications. Has 
— dual amplifiers for vertical and horizontal 
ane sweep circuits, Input sensitivity is .68 R.M.S. 

volts for full screen deflection. Amplified linear sweep has range from 
15*'to 30,000 CPS, 


For 110 yolt, 60 cycle A.C, 
Wt., 16 Ibs, Measures 8%” high x 84” x 934", 3 92 
NBTw dacs se chade — 


A10O370. Complete with 5 tubes, 


CLOUGH-BRENGLE 
= CRA OSCILLOGRAPH 


A precision instrument for visual 
checking of voltage and current prob- 
lems, Laboratories, schools, etc., will 
find it invaluable for voltage ‘measure- 
ments, modulation percentage, audio 
distortion, «ete, When used with the 
model OM-A signal generator it pro- 
vides actual selectivity measurements: at 
all R.F, and I.F. freauencies. Both 
horizontal and vertical. amplifiers’ have 
a sensitivity of .4 R.M.S, volts per inch 
of deflection. Horizontal sweep rate ad- 
justable from 15 to 29:000 C.P.S, 
Type Housed in a black crystalline finished 
CRA steel carrying case measuring 14%4” 

high, 17%” deep and 8” wide. With 


calibrated screen and all necessary tubes. For 110 Y. 
60 cycle A.C. Shpg. wt., 


Ibs, 6 
MODEL CRA, YOUR NET PRICE.....+++2 >> 


A3409. 


CLOUGH-BRENGLE 
ALL-WAVE SIGNAL 
GENERATORS 


MODEL OC-A 
A complete, self-contained laboratory 
type signal generator which provides every 
intermediate, broadcast and short-wave 
frequency for practically any alignment 
purpose, Six bands cover all frequencies 
from 100 KC to 60 megacycles; hand-cali- 
bration assures readings accurate to % of 
1%. New type dial has effective scale ; 
length of 25”, Output is continuously variable from 2 minimum to a 
very strong signal; modulation may be switched off for unmodulated 
signal, 400 cycle signal also available for audio tests, Uses 1—6C5, 1— 
6N7. and 1—84 tubes. For 110 V. 60 cycle A.C, operation, Housed in 
rugged, durable metal case, with black crackle finish, 1 
A3400 with, babes. $3RS1 
400. a sia eiawais’clmretsentsrateld BARON Oe aCmorie 
MODEL OC-B 
A34O1. Identical with Model OC-A above, but for Universal operation 
from any 110 Volt source. Ae be used wherever A.C, or D.C. power is 
encountered, Complete with tubes 
NEE ccoccricceceecstan cs Ee ee SSL 
MODEL OD-A 
A3402. Also similar to above models, but for battery operation, Has 
self-contained 8-volt filament and 90 volt plate batteries, Uses two Bur- 
gess type Z30P and one Burgess 4F2H, Complete with low-drain tubes, 
but less batteries. 
Ni hrce ikvcta her hice Se ecseesssaacerses SMBS 
MODEL OM-A_ 
A3398. Similar to OC Models above, but with the addition of :a beat- 
note frequency modulation circuit, necessary for producing | selectivity- 
sensitivity curves when used with Cathode-ray Oscillographs. . Frequency 
swings plus and minus 15 K.C. Complete with tubes, $ 21 
321 


cords and instructions, For 110 yolt 60 cycle A.C. 

YOURUNETAPRICES. conc ct Wewceenes Airc ge waee nema 
CLOUGH-BRENGLE TIME PAYMENT PLAN 
The complete line of C-B equipment including the ‘Service Labora- 

tories’? is available on the C-B time payment plan. Write for details, 

C-B catalog sent Free on request. 


TACO RESONANCE INDICATOR 


A highly sensitive resonance indicator built 
around the 6E5 Cathode Ray tube,’ May be 
used as output meter, interference locator, con- 
denser checker, tuning meter, bridge indicator 
in place of galvanometer, and for numerous 
other applications, Uses two type 6H6 tubes, 
one as voltage doubler, and the other as a 
linear diode detector for. rectifying the signal 
before applying it to the 6E5 tube, In’ brown 


Wor 110 V, 60 ovale A.C. $@76 
— 
$2.17 


A7955, YOUR PRICE, less tubes.......csccsseceseccees 
A7956. Kit of R.C.A. tubes for above consisting of 
one 6E5 and two 6H6 tubes ....... Sata 


SOHCH HOHE H eee ers erane 


ACCURATE SOLAR _ 
CAPACITY ANALYZER 


A sensational new instrument for quickly ; 
and accurately determining the worth and ca- E HI 
pacity of any condenser between .00001 and \ : 
70 mfd. <A 6E5 tube is used as a bridge-bal- 
ance indicator; capacity of condenser under 
test. is shown directly on accurately calibrated 
color-coded scale. Also measures power fac- 
tor, and detects defective condensers. Two 
large resistance scales give readings up to Y 
megohms, for checking insulation resistance, or 
for measuring resistors. Checks all types of 
condensers. No headphones, meters, etc., are 
required; compactly built in sturdy, attractive 
cabinet, with handle for carrying. Measures 
9%x744x6%", Requires 1—1V and 1—6E5 
cot Pye aa 5 res 9 Ibs, S$ G82 

ode «1-60. 
RV. ool be NOP SE I aR 
& ode -2-U, or 110-220 V. 25-60 cycle. $23 r : 
52 
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MILLION TUBE TESTER 
AND MULTIMETER 


MODEL TV. ‘Truly a complete ‘‘Labora- 
tory’* in one compact portable unit. An 
ingenious instrument combining tube tester 
features together with analyzer scales and 
functions, Some of its many features are: 
Illuminated meter; tests emission of all 
tubes; Neon test for shorts and leaks while 
tube is ‘“‘HOT’’; Continuous line voltage 
adjustment; Rotary filament voltage selector 
switch; By-pass condenser scale, .01 to 38 
mfds,, direct-reading; Electrolytic condenser 
and leakage tester; Voltage scales as fol- 
lows: 0-30-300-900 yolts D.C, (5000 ohms 
per volt); 0-3-300-600 milliamperes; 0-300 
microamperes, 0-9 amps, ; 0-15 megohm ohm- 
meter without batteries; Large 3” Square D’Arsonval meter with “GOOD- 


BAD” scale; Power circuit fused for meter protection, 
etc. For 110 V, 60 cycle A.C. Wt, 8 Ibs. $2795 


A1O375, NET 
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MODEL T™ 


A tube tester designed to test all tubes including metal, metal-giass 
and glass tubes. A large English reading ‘“GOOD-BAD” scale indicatés 
the exact condition of the tubes under test, Contains all other features 
of the Model TV above except the voltage, current and resistance features, 


A10376. NEV vestestsvvsssseurtassesstsssssseees SLOOQS 
MILLION TUBE AND 
CONDENSER TESTER 


MODEL CN. A _ newly developed ‘tester 
packed full of appealing features, Calibrated 
neon indicator shows emission; checks tubes 
“Good’’ or “‘Bad.’’ Shorts and leakages as 
high as six megohms may be checked between 
any elements. May be also used as a resist- 
ance indicator, or will check shorted or 
leaky by-pass and electrolytic condensers. 
Neon lamp may be used as resonance in- 
dicator for receiver alignment, Accurately 
tests all existing tube types. Complete with 
cade, teanitng, Termeni” eight-foot power cord, in sturdy welded s' el] 


Wor lio -¥ 60 cede Ae see ae S$g9s 


AO2GG. Model CN. CNET So. ccccrs'ss-anccemalcemmeenan 


PORTABLE STANDARD 
VOLT-OHMMETER 


A practical and convenient pocket-size Volt-Ohmmeter. 
Scale calibrated 0-10,000 ohms, and 0-800 yolts D.C. 
Mounted in sturdy metal case 3 inches in diameter: 1% 
inches deep. Equipped with 82 inch test leads. Includes 
self-contained flash-light cells. Switch is provided for 
rapid changeover from yolts to ohms 


or vic rsa. 1] 
A2900. VOURSRRIGE ioe eels cela ‘ $Q30 


PORTABLE SIMPLEX 
VOLT-OHMMETER 


An exceptionally compact, pocket-size test unit. Scale Wii 
marked 0-3, 0-30, 0-300 volts D.C., and 0-10,000 ohms. !'Iii 
Walnut finished bakelite case measures 15¢x274x3%4". 
Has pin jacks for quick selection. of desired scale. Self- 
contained batteries included, Supplied with 30 inch 


polarized test-leads, 7 
and instructions, 5 $ 23 
A2892, - YOUR. PRICE... 0... cece recs nce — 


PORTABLE PRECISION VOLT-OHMMETER 


An exceptionally fine precision type pocket size volt-ohmmeter with an 
accuracy of 2%. Voltage ranges, 0-5, 0-50, and 0-500 D.C. Resistance 
range, 0-500,000 ohms, . Moving coil-type meter, 1,000 ohms per volt. 
Ohmmeter has zero adjustment. Beautiful black bakelite case 37%x2%x154" 
with necessary dry-cells included, Equipped with scale-selector $ 
pin-jacks; has 30. inch polarized test leads. With instructions, 78 
A2ZB93,- YOUR PRICE ccvcccenccccvcanveste : — 


WESTON SUPER-SENSITIVE 


ANALYZER MODEL 772 
20,000 OHMS PER VOLT 


The most sensitive ‘‘All-Purpose’’. test in- 
strument on the market today, Has 444” multi- 
scale meter with 100 division scale and sensitive 
D’Arsonval movement; knife edge pointer; micro- 
ampere scales for ‘current readings, .etec,. Can be 
used to check all types of radio sets, and trans- 
mitters; has high sensitivity ranges for analysis 
of television circuits, D.C, voltage ranges of 
0-2.5, 0-10, 0-50, 0-250, 0-1000 volts at 20,000 
ohms per volt. A.C, voltage ranges 0-2.5, 0-10, 
0-50, 0-250, 0-1000 volts at 1000 ohms per volt, 
Has six current ranges: 0-1, 0-10, 0-50, 0-250 
D.C. M.A., plus 0-50 and 0-250 microamperes. 
Resistance scales: 0-3000, 0-30,000 ohms, 0-3 
and 0-30 Megohms. High range ohmmeter may 
be used for condenser leakage tests. Housed in 
sturdy fabrikoid carrying case, size 1514”x514” 
38%”. Attractive etched black panel trimmed in red Ss 


ee MUWOUMERRICE (60 ict ok. 
Ee 


; A10350. 
WESTON CHECKMASTER 
. MODEL 771-2 


A new tube and circuit analyzer. Checks 
all receiver tubes; measures receiver circuit 
voltages; locates condenser leakage; and 
makes resistance analyses. Provides. sep- 
arate tests for diode type tubes; checks for 
shorts under actual operating conditions. 
Quick reading, easily understandable scale 
reads ‘‘Good-Bad’’ for tube tests, also reads 
6-10-100-1000 volts and 0-2,000,000 ohms. 
In attractive carrying case. 

Wt., 17 lbs. For 110 yolt 


60 cycle A.C. y 

ee $4500 
YOUR PRICE .cc3. snk 

WRITE FOR DETAILS OF OUR TIME PAYMENT PLAN. 


DEPENDABLE MODEL 305 
, TUBE TESTER 


A new inexpensive tube tester de- 
signed to completely test every type of 
tube used today, including new metal 
tubes. Has spare switching capacity 
for many more types. *Does not re- 
quire adapters. . New 5 inch bakelite 
fan-type test meter has English-read- 
ing ‘‘GOOD-POOR”’ - scale. Neon 
lamp indicates shorts and leakage be- 
tween any tube elements; also checks 
condensers. Measures resistances from 
10 ohms to 1 -megohm without use of 
batteries. Has separate line voltage 
meter with line voltage control. Tester 
is attractively contained in sloping 
panel case. Has etched panel. .-Op- 
erates on 105-135 volts; 50-60 cycles. 
Simple to operate; low in price. 


sm # 


pelt MODEL ronan Acta 

T FORM 

A9200., 305KC. All parts in- A9202. 305KP wi parts, in- 
cluding ease and panel, for build- cluding panel, and portable case 
ing 305 Tube Tester. with hinged cover, for building 


.$17.29 


3 COMPLETELY WIRED 
A9201. 305C. Completely as- 
sembled and wired Counter Tube 


‘YOUR: PRICE 305 Tube Tester, 

YOUR PRICE .... 9L945 
COMPLETELY WIRED 

A9203. 305P. Completely as- 


Tester. As illustrated. 1344x9%4x sembled and wired Portable. Tube 

vaun Shpg. wt., 10 Ibs. ee 14x114%4x744”. Shpg. wt., 
Ss. 

PRICED wees esses $21.51 YOUR PRICE . $24.01 


: 


SIMPSON ROTO-RANGER 
ANALYZER 


A new advanced analyzer with many 
exclusive features. Provides complete 
receiver analysis by the point-to-point 
method or socket’ analysis through 
connecting cable without removing set 
chassis from cabinet. Ingeniously de- 
signed new Roto-Dial meter has 12 
independent seales yet maintains sin- 


gle scale clarity of reading, ‘Selector 
switch makes any of the ranges in- 
stantly available. Ranges are: 0-8- 
130-1000 volts A.C. or D.C.; 0-1-8- 
130 MA D.C.; 0-100 ohms with center 
scale reading of 5 ohms; 0-50,000 
ohms (center seale 1,400); and 0-2 


megohms (center scale 21, 000). 
flash into view in synchronism with the range selector. Separate scales 
for each of the 12 ranges. Accuracy of reading is extremely high due 
to lack of crowding multiple scales on one dial, All A.C. voltage ranges 
are available for output circuit measurements, Supplied with a complete 
set of adapters, analyzer cable and plug, test leads and full instructions. 
Housed in leatherette covered carrying case with de- 

tachable Wd) Size 12”x12%"x6". Wt.» 22 Ibs, S$ oz 
A92732° YOUR \PRICE®... 0.0 tee 


Scales 


* focus, 


BENDIX-DAYRAD TEST EQUIPMENT 
MODEL 3710 
‘OSCILLOSCOPE 


Here is the answer to the demand for 
a highly efficient portable oscilloscope hav- 
ing every desirable feature. So flexible 
that every type of circuit analysis can be 
made and visually checked. Provides ac- 
curate visual measurements of voltage, 
wave-forms, percentaze modulation, distor- 
tion, RF and IF alignment; has many 
other valuable applications. Uses new 913 
Cathode Ray tube with 1” screen. All 
controls are mounted on front panel for 
easy rapid adjustment. Separate controls 
provided for synchronization, intensity, 
vertical and horizontal sweep cir- 
cuits, vertical sweep lock, etc. Horizontal and vertical emiplifiers both 
have frequency range of from 15 to 100,000. cycles. Sweep frequency. is 
continuously variable from. 15 cycles to 20,000 cycles. Built° into a 
sturdy, attractive steel cabinet. Size, 1024”x8%4"x614". Complete with 


tubes. For 110 volt 50/60 cycles. 
Wt., 15 Ibs. § 482¢ 


A10360. 


MODEL 64 OSCILLOSCOPE 


A laboratory type oscilloscope which permits 
the highest. degree. of. accuracy in. study. of 
transients, wave-forms;>~ voltage and current 
measurements, radio receiver RF and IF cir- 
cuit alignment, machine and motor vibration, 
etc, Ideal for complete analysis of receiver, 
amplifier, and modulator circuits. Uses type 
906 cathode ray tube with 3” screen, mounted 
on an angle for easy reference. Built-in hori- 
zontal and vertical amplifiers have extended 
frequency range to cover all requirements. 
Sweep frequency range is graduated in steps 
and equipped with synchronization control and 
frequency-locking circuit, Complete flexibility 
provided by perfect control of each circuit. 
Housed in. rugged steel carrying case, satin 
black panel with etched markings. Complete 


Fee BOreO eviclea. Bee $§ 33° 
MODEL 65 OSCILLOSCOPE 


AIO3GIi.° NET....... 

The finest laboratory oscilloscope available. Similar to Model 64 above, 
but contains built-in 1000 KC oscillator and frequency modulator. Will 
permit. accurate alignment of receiver circuits without the use of addi- 
tional equipment.’ Frequency modulator can be-used@ on external service 
oscillator by means of output terminals. Complete with tubes. Wt., 75 Ibs. 
For 110 V. 50/60 cycles 


AlO3G62. YOUR PRICE..............00c0cccccceee. $132.50 
ALL-WAVE SIGNAL GENERATOR 


A new direct-reading signal generator 
which fully covers all frequencies from 60 
to 60,000 KC, on a large, easy-to-read ac- 
curately calibrated dial, 615 output indi- 
eator built in; no other output meter is 
necessary. Three section attenuator con- 
trols ‘‘High’’ and ‘*‘Low’’ outputs; 400 
cycle modulation may be switched off for 
unmodulated signal, Fully shielded inter- 
nally and. externally; housed’ in black 
crystal finished case measuring 10x7x4%”. 
Complete with tubes. Shpg. wt., 12 lbs.§ 
For 110 V. 60 cycle A:C 
Model 36-A 


A9270. NET........ : Sauces 


PORTABLE TUBE TESTER 
MODEL 20C 


Completely checks all types of metal, 
metal-glass and glass tubes; also checks 
25 different types of transmitting tubes. 
Operation is fast and simple; no reference 
charts needed, Only three controls. Sim- 
ple indexing shows correct: tests at the 
turn of the index-wheel. Tests for shorts 
and leakage; indicates quality of tube di- 
rectly on ‘‘Good-Bad’’ meter scale. Meter 
is. D’Arsonval type with high-torque jewel- 
bearing movement. Has ohmmeter and 
voltage scales with external tip jacks, D.C. 
voltage range from 0-100-1000 volts; ohm- 
meter range’ to 400,000 ohms. For opera- 
tion from 110 volts 50/60 cycles. Housed 
in walnut carrying case 11144”x12"x5”. 


3 $3Q1S 


MODEL 22C—COUNTER MODEL 


Similar to Model 20C above’ but in counter model. Will help to sell 
more tubes by reason of its simple, fast, and accurate analysis of tubes. 
Size, 13”x1334"x4”, Wt., 14 Ibs 


PBR METIS, Cebit ac fobs eae $39.15 


BENDIX TIME PAYMENT PLAN 


ALLIED offers you an opportunity to purchase Bendix-Dayrad equip- 
ment on a new time payment plan, A nominal down payment brings you 
the instruments you need. Monthly payments can be made from your 
increased earnings. Write for complete details. Catalogs showing the 
complete Bendix-Dayrad line are available upon request. 


ALLIED RADIO CORPORATION, 833 W. JACKSON BLVD., CHICAGO, ILL. . 25 


VOLT-OHM- VACUUM TUBE 
MILLIAMMETER VOLTMETER 


MODEL 1200-A MODEL 1250 
nese myer, unitersal vor c A new laboratory type instrument of 


Ham ah = special design and wen. accuracy, Wil 
Milliamm — ——_ teat give a precise reading of A.F., low A.C. 
> separate AC. and Dc. | 224 D.C. voltages. Useful for determin- 
“s ‘D. C. meter reads: 9-10- ing Signal -Voltages in IF Amplifier 
5 volts at o) ohms | “2888; sSienal-gain per stage; automatic 
=n-250 2 + Q-1509 | Yolume control voltazes, etc. New_bridze 
a additional circuit design using 1—6C6, 1—i6 and 
sana geale of. 5-500 i—S$4; eliminates etrors due to changes in 
Ghee Scuaber weal Jead- | ‘ube characteristics; calibration is always 
meter reads: 0-10-50-250- ee ane inpat araws 
_ ar ited and tesd at | Besligible current from circuit under test. 
me. . 2 = = ee one at | Meter is of the Triplett tiltine type twin 
lolidhdens odkiert eects ame r, combining a sensitive Galyanom- 
oF ania a Son > ileal snd a three range voltmeter reading 
‘thy hes prods, ‘anil -10-50 Volts. For 110 Volts 60 cycle A.C. operation. Supplied with 
leads, P = al low-capecity shielded test Jead. with prod, test lead and 
23 for low potential side rc and test lead with clip for sround-chassis, 
connecti = Measures 736” x65 5 Complete with tubes, Shp. 
52 wt, 13 I : 


_ MODEL 1200- p-E—2098 OHMS PER VOLT A9321. $32°7 
to 1: x mo pe = _* So ge ah List, $50.68. YOUR PRIGE, .«jo0<5 sinc. A coccpenee one — 


A9346. . List, = 00. hs ope Mogi Bae ee 0. $26.14 | CONDENSER TESTER 
MODEL oy Bay, Sing: OHMS beens VOLT ; MODEL 1240 


s © as the ode] 130 
ob agg M A precision instrument for the Service 
elt vc Engineer. Accurately tests for 0 

. opens, and high resistance leakaz 
pacities of unmarked condensers 
easily and quickly determined. 
yoltage ad- 
condition 
urate Tri- 
voltages for 
up to 1000 


TUBE TESTER 
rR co 1210-A 


10 mfd. For 110 volts 60 crcle 
0 $ measures 776°x65%"x456". 
— with “tube. : 
322. List, $37. 


"Suk Ee ‘sce | AUDIO FREQUENCY 
Asssz. , SQCO OSCILLATOR 
5 zat: A COUNTER ‘TUBE TESTER CASE ; MODEL eae 


A934 


FREE-POINT 
TESTER 
MODEL 1220-A 


r switch i: is cali- 
v2 0- 3000-4000- 
giving adequate frequency range for full teat 
ractire metal case measuring 7%" 1635" xi%".. For 
cle A.C, operation, Complete with tubes, 


’ 


ALL-WAVE 
SIGNAL GENERATOR 
+? Samana 6 Honea 


isbed durable metal case. 


A9326. Master All-Wave Direct- 
Reading Signal Generator for bat- 


tery operation. Compiete with two 
3 : Shr 
= — and batteries. Z Sppse 
List, $25.00. YOUR PRICE..... 
MODEL 1232 


A9327—Same as Model 123) above, but fer operation from 110 volts 
60 cycle A.C. lines. Sturdy 


mu ha a “St ‘ ewe, 1 Ios _ $2,45° 
List, $37.50. OEE >--< + esvedany a ee eves ee 


Co ith tubes nuch rd usage and service. 
Ao23?. "Us , $23.00. | : 
SEE ‘NEXT PAGE FOR COMPLETE MASTER TEST SETS AND MASTER UNIT CASES. 


26 LOWEST PRICES—HIGHEST QUALITY—BEST SERVICE 


Model 1181-A PORTABLE LABORATORY TESTER 


An absolutely modern tester which combines three imstruments in one case for complete circuit 
analysis. Includes: (1) the precision Model 1151 All-Wave Oscillator for aligning all sets and for 
tube testing; (2) the Model 1125 Universal Volt-Ohm-Milliammeter for point-to-point analysis and 
as output meter: (3) the Model 1166A Free-Point Auriliary Set Tester for free-point and standard 
analysis tests. These three high quality instruments enable te you to make point-to-point tests, stand- 
ard circuit analysis and oyerall performance tests on all circuits, 


THREE GREAT TESTING SYSTEMS IN ONE 


The new 1181-A Portable Laboratory Tester makes point-to-point analysis without removing the 
chassis from the cabinet. Quickly and accurately measures voltages, resistances and currents between 
any two circuit points. For conventional analysis both Auxiliary Tester and Volt-Ohm-Milliammeter 
ate employed. ~ Quickly localizes circuit troubles. Overall performance of any set is easily checked by 
the All-Wave Guiltier aud output meter portion of the Volt-Ohm-Milliammeter. Permits accurate 
circuit alignment and definitely locates causes of intermittent reception. arts are supplied for 
direct. capacity measurement. 


FOR ALL CIRCUITS 
The 1181-A Tester is ultra-modern; it will 
handle all metal tube as well as glass tube cir- 


COMPLETE MODEL 1181-A 


The 1181-A Tester comstitutes a compact com- 
plete radio service test laboratory. Size 16 


cuits. Meter scales read as follows: 0-15-150- 4%31744". Furnished complete with batt 
750 Volts A.C. or D.C. at 1000 ohms per volt; adapters, accessories, and instructions. Shpe 
0-1.5-15-150 M.A., D.C.; 0-15-150 M.A, A.C.; wt., 20 Ibs. 

© 0-1500-15 meg.-3 megohms. Oscillator has four 
ranges fron 110 KC, to 18 M.C. Auxiliary set A9330. s 24 
tester has 4, 5, 6, 7 Ls aed and 8 prong octal List, $57.00. ae EB 
sockets with jacks for all analyses. YOUR PRICE ....c.c2-0s 


PERPETUAL UNIVERSAL 


1151 


TESTER 
MODEL 1180 


A professional instrument de- 
: Signed 1 to meet precision service 


hand-ca 


SELECTING 
ANALYZER 
MODEL 1167-A 


Ideal for making com 


All-Ware Oscillat 

ed 113 Universal “Yolt- on: 
Milliammeter in 2 single oak 
The os¢illator generates a modulated or unmodulated sig- 


carrying case. 
nal for complete alignment of all receivers. 


ALL-WAVE OSCILLATOR—VOLT-OHM- 
MILLIAMMETER COMBINED IN ONE CASE 


.The 1180 Perpetual Tester will check the overall performance of any 
receiver. Universal Meter reads: 0-15- 150-7 50 Volts A.C. or D.C.; 0-L5 
15-150 M.A. D.C.; 0-15-150 M.A. A.C.; 0-1,500 ohms—1.5-3 megohms. 

ector switch on ” panel chooses range quic y- A zero adjustment knob 

the oummeter, an A.C.-D.C. switch and four tip jacks are also a ae 
vided. The All-Wave Oscillator has four bands covering 110- K.C. 
500-3,000 K.C.; 2,000-6.000 K.C.; and 6,000-18,000 KC. mplete 
shielding eliminates’ all radiation except throu igh = itput jacks on tan Hlator. 
Completely operated from self-contained 2212 
battery and 2—1145 VY. flashlight cells. << 


Ss poled 
pe i gge prods, €. wi $s 40 
‘An invaluable all- ee test inst rument. 


leads and instructions. 
9329. List, $45.00. 


AUXILIARY 


MODEL 1166-A 


G Less 
A9324. 


case. 


List, 


ons. 


MODEL 1205- x 


Consists of: Medel 1200-A, 
Model {210-A, Model 1220-A, but 
and Model 1230 Master units instrume 
in leatherette case, | es #”. With test leads, 
adapters, instructions. etc. Shope. wt, 36 Ibs. $7154 A9323. 

A9338. List. $*09.50. WET Be eet ee UNIVERS 4 I AC-DC 
MODEL 1206 MODEL 1207 VOLT-OHM- 
Pog re eet as mere Similar ag eres 7 fp MILL TER 
123i Master - Wave Signal Gen- with new ode IAMME 

erator imstead of Model 1230. Com- A.C. Master _All- Wave Sigual 
plete with instructions. Generator. Wi i i 
AS93411. 7 A9344. 

List, $121.50. ) Gas List, $124.00, $§10°z 
YOUR PRICE..... —- YOUR PRICE. 


MASTER UNIT CASES 


rpe of combination Po rtable Test 


the 


You can make up any ty 
using these handsome ca 
struments shown on Paze 26. 


Laboratory br 
In 


Ss to house any of 
Designed for 
ered; with extra compartment for test leads, 


9. 


adapters, cic. 


90600006 


RW 


| 690000000 


LJ 


FREE-POINT 
SET TESTER 


8 


‘ 


) 
UJ 
ar 


oy 


8 
8 


° 


(] 


200000 
onegeonen 


ead 


4 


A0332. FOR SINGLE UNIT. A9340.. FOR THREE UNITS. = Tester to 28 : 
MET. Spare ks $3.92 MET oo. 3S eo. $5.22 134x7 %4xi%% inches. 
A9339. FOR TWO UNITS. A9333. FOR FOUR UNITS tire pric wt £15 aS Mf. _ $19 
“Ta ee $4.57 | nex... $5.88 Aas20,, Ls ss. Ne ER ie aera 


ALLIED RADIO CORPORATION, 833 


TRIPLETT TESTERS 


MODEL 1503 
MULTI-PURPOSE 
TUBE TESTER 


@ Nine Instruments in One 

@ Checks All Metal or Glass 
Type Tubes Accurately 

@-Tests Paper and Electrolytic 
Condensers 

@ Provides Full and Adequate 
Circuit Analysis 

A remarkable, new Multi-Purpose 

instrument of extraordinary design 

and construction. Tests all. metal 

and glass tubes quickly and ac- 

curately, and also provides for ade- 

quate circuit analysis. Checks tubes 

for gain and power output under 

actual operating conditions, 


NINE INSTRUMENTS IN ONE 


The 1503 Tester provides an ideal combination of nine separate instru- 
ment functions: Shows condition of all tube types plainly on large 
**GOOD-BAD’’ scale; gives Neon short tests, Neon paper condenser tests, 
tests for electrolytic condenser leakage. ‘The meter is also calibrated 
to give the following Volt-Ohm-Milliampere readings: 0-10-50-250-500- 
1000. Volts. D.C.; 1,000-10,000-100,000 ohms—1-10 megohms; —10 to 
+15 Decibels; 0-10-50-250-500-1000 Volts A.C.; 10-50-250 M.A.-D.C. 
Meter sensitivity is 1000 Ohms per Volt on D.C. and 400 Ohms per Volt 
on A.C. Housed in a handsome 3-ply two-tone* walnut case. With 
sloping panel and remoyable cover. Suitable for 


counter or portable use. Measures 1534”x114¢"x745” ‘§ 

Shpg. wt., 26 Ibs. For 110 V. 50-60 Cycles A.C. 714 

A9343. 

Fat $70,002 NG Ton ovis ea ech stoblisces eect as ciapiae 

MODEL 1504 MULTI-PURPOSE TUBE TESTER 
A new. addition to the 1500 series. Identically the same as Model 

1503 above but with added. provisions for circuit analysis. Combines 

in one instrument the equivalent of 10 separate test units. Checks any 


type tube by power output method. Equipped with free- -point tester, 
sockets and jacks in place of the etched metal side panel carrying tube 


réadings as-on the 1503. For 110 V. 50-60 cycles A.C. 
Wt., 26 lbs. $6554 
AOQGOS. List, $85.00. NET.............. Mevah en omen’ 


MODEL 1562 POWER OUTPUT TUBE TESTER 


A deluxe tube tester of superior design and construction, similar to 
Model 1503 above, but without the. Volt-Ohm-Milliammeter features, 
Intended for tube tests only. Tests all metal and glass tubes quickly and 
accurately. Makes Neon short and leakage test. between all tube elements, 
Checks gain and power output of tubes under actual operating conditions, 
English-reading meter scale reads ‘GOOD’ or ‘“‘BAD.’’ Simple to op- 
erate. Housed in attractive walnut case, with inclined panel and re- 
movable cover. Case measures 1534x1144x746”, For 110 Volt 50-60 cycle 


A.C. Operation, Shpg. wt., 26 Ibs. 
A9342. List, $55.00. $3594 
YOUR PRICE ...... Gein «eres e 4 dv Celele See ewes moms ww eipie 


MODEL 666 VOLT-OHM- 
MILLIAMMETER 


A new and improved service instru- 
ment of precise design and‘superior con- 
struction. Built around a_ sensitive 
Microammeter movement, it will accu- 
tately indicate values for Volts, Ohms 
and Milliamperes. Compensated copper- 
oxide rectifier provides measurement of 
A.C. Voltages. Meter scale reads: 0-10- 
50-250-500-1000 Volts D.C.; 0-10-50- 
250-500-1000 Volts A.C.; 0-1-10-50-250 
M.A. D.C.; 0-300-250,000 Ohms. Higher 
resistance readings may be obtained 
with external battery. Meter sensitivity 
for both D.C. and A.C. voltages is 1000 
Ohms per Volt. Panel carries three controls: A.C.-D.C. toggle switch, 
rotary meter-range switch, and zero ohms adjuster. 


Complete with battery, leads, alligator clips and in- $ 
structions. Size BY oXB 6x2 16". Wt., 4 Ibs. 10 
List, $22.5 


A9G6O1. 
YOUR PRICE 


MODEL 1200-A VOLT-OHM- 
MILLIAMMETER KIT 


A complete kit of parts for Service 
Engineers who wish to ‘‘build their own’’ 
‘riplett Model 1200-A Master Universal 
A.C.-D.C. Volt-Ohm-Milliammeter. Kit 
includes: the new Twin meter with sep- 
arate A.C. and D.C. movements, of 2% 
accuracy, marked panel plate, all neces- 
sary series and shunt resistors, switches, 
ohms-adjuster rheostats, and complete 
instructions and blue prints. Meter 
0-10-50-250-500-1000 Volts D.C. at 2000 Ohms per Volt; 0-10-50- 
’.; 0-1-10-50-250 M.A.; .5-500 low ohms by ‘‘back- 

0-1500 ohms—1,.5-3 megohms, ‘Dual meter measures 476x 
outfit for the serviceman 


flange measures 3%”x55¢”. An ideal 
A7950. Complete kit of all necessary parts as $ 33 
described above. Shpg. wt., ™ Ibs, 


YOUR PRIGE®. ccc cs tias ses Oe aseccasseevecce 


28 


reads: 
250-500-1000 Volts A.¢ 


up’”’ ‘circuit, 
27%%x1% inches; 


NEW RANGER INSTRUMENTS 


/ A new pre- 
4) cision ty pe 
Volt - Ohm- 
Milliam- 
=== meter. Uses 

a Triplett 

model 326 square type precision 
meter with an accuracy of 2% on 


D.C. and 5% on A.C. at 41000 
ohms per volt. A.C. scale reads 


10-50-250-500-1000 at 1000 ohms 
per volt. D;C. scale reads 10-50- 
250-500-1000 volts at 1000 ohms 
per yolt. -D.C, milliampere scale 
readings are 0-1-10-50-250. Resist- 
ance scale has a low range of 0- 
300 with mid-scale reading of 25 
ohms. Back-up scale is used with- 
out appreciable contact error. High 
ohms reading of 250,000 ohms at 
1.5 volts. Special provisions are 
made for reading up to 2.5 meg- 
ohms. Case has compartment for 
test leads, ete. Size 6”’x7%%"x 
4%”. Complete with test . leads 
and oo 


A96 
ne 8 00 
NET 


io. S$ Qz3 


DIRECT-READING 
sees GENERATOR 
MODEL 

540 


Supplies 
signals on 5 
frequency 
bands from 
110 to 20,- 
000 kilo- 
cycles, 
funda- 
mentals, 
Each plug- 
in coil is accurately calibrated at 
the factory and set so that fre- 
quency will not be disturbed. 
Much greater accuracy is also at- 
tained with plug-in coils instead 
of a coil and tap arrangement with 
its inherent contact losses. Guar- 
anteed accuracy is. less than 1% 
on broadcast frequencies; less than 
2% on short waves. Provides either 
modulated or unmodulated signal. 
Stability of operation is assured 
by rigid mechanical construction 
and carefully designed circuit. 
Completely shielded against static 
or magnetic fields. Equipped with 
necessary graphs, batteries and ac- 
cessories. Fully-shielded; mounted 
in metal case 414x7%4x6”. 


A262 F 00. $4 823 
N E all 


er 


4 MODEL | MODEL 


TESTER 


Will check 
all tube f ae 
types speedily # 
and accu- 
ra ke ly. re 
single unit ; 
tube tester using a 2” bakelite 
cased Triplett meter accurate to 
2%. Has a “‘Good-Bad’’ tube-test 
scale in. colors. Embodies all. of 
the latest improvements. Built to 
stand large overloads, All of the 
R.M.A, standards for proper test- 
ing of tubes.included in the 440. 
Some of the many salient features 
are: Direct-reading scale; Tests 
metal, metal-glass, and glass tubes; 
Tests for leakage and shorts; Me- 
ter adequately protected against 
damage; Uses A.C. meter for line 
voltage adjustments; Requires only 
four simple operations in making 
complete tube tests. Mounted in 
metal case 6x77x444”. Complete 
with tube data charts, 


AQ9621. 
List, $30.00, 
NET 


This new 
Ranger model 
640 Free- 
Point Tester, 
when used 
together with 
the 740 volt- 
ohm - mil- 
liammeter, 
makes an 4 
ideal service 
unit, Permits rapid analysis of 
circuits without disturbing circuit 
wiring. Equipped with 5 sockets 
with standard R.M.A. markings 
for servicing all sets with new or 
old types of metal, metal-glass or 
glass tubes. 8 automatic and 10 
single action jacks, for use in set 
analyzing and testing various volt- 
ages in radio gets, are mounted on 
the panel. Extra connections can 
be added later if they become nec- 
essary. 4%x7%%x6” black enamel 
finished case.| Complete with in- 
structions. Convenient handie 
makes it easily portable. A highly 
dependable testing instrument. 


$Q7° 


A9623. 
List, $16.50. 
NET s ikotaaelems na pinty 


COMBINATION RANGER INSTRUMENTS 


The Ranger units in the combinations shown below give you the in+ 


struments most necessary to your 
offered to you at a substantial saving. 
equipment line and as portable laboratories on service Calls. 
Furnished in portable electro-black 


in combinations only as shown. 


general servicing needs. They are 
Use them to complete your test 
Available 


enameled metal cases 11%46"x7 74" x4%”.. 


No. Combinations NET 
A9625. Model 440-740. Tube Tester and Multimeter...... $34.40 
A96GO2. Model 640-740. Free Point Tester and Multimeter. 26.46 
A9624, Model 440-540. Tube Tester and Signal Generator 34.40 
A9605. Model 540-740. Signal Generator and Multimeter. 34.99 


MODEL 735 VOLT-OHM- 
MILLIAMMETER 


handy Volt-Ohm-Milliammeter 
easily car- 


A complete, 
of convenient small size; may be 


ried in a coat pocket or in the tool kit. 
is a Triplett D’Arsonval type instrument with 
reading 0-15- 
M.A.; .5- 
Housed in a sturdy 
molded black case, measuring only 3146”x5%7"x 
Supplied 


scales for 
0-1.5-15-150 


2% accuracy, with 
150-750 Volts D.C.; 
1000-100,000 ohms. 


2%”. Has black and silver 
poh Bree leads and test clips, 


MAKE ALLIED YOUR RADIO POR eEY HEADQUARTERS 


panel. 


Meter 


READRITE 
POINT-TO-POINT 


ANALYZER 
MODEL 720-A 


A'new Readrite Analyzer up-to-the-minute in 
all respects. Designed to test all parts of all 
radio circuits including modern metal as well 
as glass tube types. Measures voltages and cur- 
rents accurately in any tube circuit, and makes 
point-to-point tests between all tube socket ter- 
minals. _ Resistances, continuities, ¢ d capacities 
are also quickly measured. Break-in jacks in 
all tube circuits provide a means: of obtaining 
all current and voltage measurements,. Equipped 
with 8-conductor cable and plug with necessary 
adapters for plugging into any type tube socket. 
Extremely flexible in operation. ‘Has separate 
A.C. and D.C. meters, 


TESTS METAL AND 
‘GLASS TUBE CIRCUITS 


All meter ranges are available through a 

29e- single pair of wring Balgctor ewe quickly 

-. The Readrite Model 720-A Analyzer is housed | chooses proper scale on or > meters. 

ina sturdy leatherette case, 11x4%,x8”’, With | DC scales are: 0-15-150-300-600 Volts, 0-15- 

removable hinged cover, Shipping, weight, 10 150 M,A.; AC scales. are: 0-10-25-150-750 

: Volts. Complete point-to-point analysis as well 

— as atencare auslyne may be pede Se haat ee 

¢ moying the receiver chassis from cabinet. 

NEW MODEL 730-A Quickly and accurately locates circuit trou- 
es. 


“Same as the Readrite 720-A but with Trip- 
lett 1,000 ohms per volt DC ‘Voltmeter, A9276., Complete with adapters, charts, and 


A9277. Complete in case with instructions, | ‘structions. ce "710 
f Be 2851-00, List, $25.00. | 4 
Et : : $18.23 NET . eons 


ir an 
“ts 


ee es weld bee web oe vebined 


READRITE ALL-WAVE 
SIGNAL GENERATOR 


MODEL 554-A. 


A completely shielded All-Wave Oscillator. ‘Tube-modu- 
lated and battery-operated. Plug-in .coils are used to 
give complete coverage on five over-lapping fundamental 
bands, from 100-20000 K.C.- Designed to meet all present 
and future requirements. For additional frequency bands 
to meet future requirements, it is only necessary to add 
new coils. The extra-large scale permits accurate fre- 
quency settings. 


5 BANDS: 100-20000 K.C. 


- ~ Calibration curves. are supplied for each of the five 
is MODEL 557 bands: 100-860 K.C.; 350-1050 K.C.; 940-3700 K.C.; 


sur é “> 


$300-10800 K.C.; 8800-20000 K.C.. Two type 30 tubes are 
DIRECT-READING used—one as R.F, oscillator and one as audio-oscillator, 


‘tS A modulation ‘fon’ and ‘‘off’’ switch is provided. A 
» Similar to Model 554-A above but | variable attenuator on front panel varies oscillator output 
with direct-reading dial, Accuracy | over entire range. Circuits are thoroughly’ stabilized for 
of calibration is less than 1% on | dependable operation. Permits complete alignment of all 
‘broadcast band and 3% on high fre- | types of radio receivers, furnishing all Short Wave, Broad- 
quency ranges. Completely shielded. | cast, and Intermediate frequencies. Housed in a sturdy 
‘Leatherette case, 12 x 6% x 5%". | leatherette carrying case. with removable hinged cover. 
Wt., 12 lbs, With tubes and bat- | size, 12x614x5%”. Batteries are self-contained. 

téries. A9286. Complete with coils, 


AS603. 
er 917.04) Sie oc SAU 


READRITE ANALYZER 


‘ee 


MODEL 710-A 


A new Readrite Standard Analyzer which 
completely and accurately tests all parts of all 
metal and glass tube: receiver circuits. Meters 
may be connected into various parts of the 
circuit for testing plate, filament, grid, screen 
and line voltages and currents. A 4% volt 
battery is required for testing continuity and 
resistance of all resistors, chokes, transform- 
ers, etc., without removing the radio chassis 
2 Charts are provided for use 
in testing condensers! and for measuring re- 
sistances up to 100,000 ohms. Meters are ac- 


from the cabinet. 


curate to within 5%. 


wt., 10 Ibs, 


A reliable low-priced test 
instrument for the small service shop, Will 
check voltage, current, 
in any set and for any of the tubes in the set, 
whether A.C. or battery type. 


FOR ALL OCTAL AND 
GLASS TUBE CIRCUITS 


Four sockets are provided to accommodate 
all metal and glass tubes, The analyzer cable 
is equipped with a small-size latch-type plug 
and adapters to fit all sets. The three meters 
provide the following readings: 0-20-60-300-600 
Volts DC; 0-10-140-700 Volts AC; 0-15-150 
M.A. DC. External jacks are provided for 
using these nine scales separately. 12 position 
Selector switch connects the meters into various 
parts of circuit under test. Housed in a sturdy, 
attractive leatherette case, 11’x84”x4”, Shpg. 


capacity and continuity 


A9275. Complete with plug, cable, and in- 


structions. 
List, $27.50. 
YOUR 


PRIGES Saapessaecececue 


$162 


MODEL 712-A 


Same as 710-A described above, but with 
Triplett d’Arsonval DC 


1000 ohms per ~ volt 


meter. Voltmeter reads: 
Shipping wt., 11 Ibs. 


A9280. Complete with plug, cable, adapters 


In leatherette case. 


and instructions. 
List, $37.00. 
NET 


0-15-60-300-600 Volts. 


70. SPITE 


Blass type. Shows condition of tube as 


MODEL 431 


60 cycle AC operation. 


WOORSRRICE™ tech. cts ns 


tubes, Up-to-date in design and performance, 
Positively and efficiently indicates the presence of the slightest leakages and all shorts. 


TESTS NEW METAL & ALL GLASS TUBES 


The new Readrite 430 Tube Tester checks all Octal base metal tubes as well as every existing 
GOOD” or “BAD” on English-reading meter. Tests 
for shorts and leakage are read directly on meter. Meter is protected against damage. Con- 
trols are provided for adjusting proper line voltage, filament voltage and tube load. An addi- 
tional control selects proper tube socket connections. 
single button. The Readrite 430 Tube Tester is attractively 
with removable coyer and sloping all-metal lithographed panel. 
counter use. Shpg. wt., 17 Ibs. Increase your tube sales business with the new Readrite 430 
Tube Tester which completely. checks the condition of all metal and glass tubes. A highly de- 
pendable tube tester built to efficient standards and offered at an attractive low price. 


As described above, but with accurate Read- 
rite ‘“‘“GOOD-BAD” English-reading meter in 
place of Triplett. meter. Complete with cord 
and plug and instructions. . For. 110 — volt, 


£9784 ‘00. Ss] 4i: 


NEW READRITE 430 TUBE TESTER 


A brand new, inéxpensive direct-reading Tube Tester, 
condition of all metal’ and glass type tubes. 


Quickly and accurately determines 


Two meters are provided; one is a Triplett 


Model 221 meter with ‘“‘GOOD-BAD” scale; the other is shadow-type AC meter for adjusting 
line voltage. Simple to operate for accurate tube condition tests. 


Applies actual load values 


to tube under test.. Has-five sockets which handle all 4, 5, 6,.7 and the new 8 prong Octal 


Checks all tube types completely and accurately. 


Actual tube test is made by pressing’ a 
housed in a quartered oak case 


Ideal for either portable or 


MODEL 430 


The Readrite 430 direct-reading Tube Tester 


exactly as described 


Model 221 Meter, 
full instructions, 
operation, 


A9288. 
ie. RF 00 
YOUR PRICE 


above, with Triplett 


Complete in oak case with 
For 110 volt, 60 cycle AC 


eee y ks 
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Standard Type 


READRITE PANEL METERS 
MODEL 55 D. C._ 


The popular and economical Readrite line used 
extensively in radio and electrical work where an 
efficient low-priced meter is required, 


assured within 5%. 


No. 65A Flange ring. 


needle, 


D. C. VOLTMETERS 


Without Zero With Zero 
Adjustment Adjustment. 
Net | Resist Net 
No. | Each | Ohms| Volts | No. | Each_ 
Arse 173| 08 lazsre 
A7352 59c 550] 3-0-3 tes 73¢ 
7353 410} 0-5 
A7335 | 320 0-8 aTT3 
A7356 1475| 0-10 j|A7381 
ATS57 59¢ 2914| 0-15 |A7382 73¢ 
A7358 1625| 0-25 |A7383 
A7359 | $1.62 7720| 0-25 |A7384 | $1.76 
A7360 59 3250} 0-50 |A7385 .13 
A7361 1.91 | 15440} 0-50 |A7386 2.06 
A7362 »88 6500 | 0-100 |A7387 1.03 
A7363 1.9% | 30888} 0-100 |A7388 2.06 
A7364 1.03 9750} 0-150 |A7389 1.18 
A7365 1.91 | 46320} 0-150 |A7390 2.06 
A7366 1.91 | 92640; 0-300 |A7391 2.06 
A7367 2.65 |154400} 0-500 |A7392 2.79 
A7368 3.23 |231600| 0-750 |A7393 3.38 
A7369 1.32 | 16200 |0-8-160 |A7394 1.47 
A7370 2.65 | 92640 |0-60-300/A7395 2.79 
A7371 3.23 |180000 uate A7396 3.38 


MODEL 55 A. C. METERS 


Double vane repulsion type. 


Accurate within 


10%. Voltmeters have resistance up to 100 ohms 
per volt. Used for checking line voltage, set cur- 
rent drain, etc. Flush mounting clamp-on type. 
Voltmeters Milliammeters 
No. { Volts | Each] No. |M. A. Each _ 
A7450 0-4 $1.62 | A74620- 33 
A7451 0-6 1.62 | A7463/0 
AT452| 0-10 | 1.62] A74640- 100 $1.62 
A7453 0-15 1.62 | A7465\0-250 
AT454 0-150) 2.65 | A74660-500) 
A7455|  0-300| 3.23 Ammeters 
A7456 0-600) 3.82 
A7457| 0-750, 4.56] No- |Amps| Each 
A7458'0-10-140' 2.65 | A7468 ia } 

AT7469) 0- 
Plug In Line Type | 4.7479 0-5 $1.62 
A7459| 0-150 | $1.91 | 47471) 0-10) 

A7472| 0-50 $2.20 


No. 6S5A FLANGE RING 


Wil 


dia. 


Easy 


55 Readrite meter, 
for flange mounting. 
In. black finish. 
with mounting screws and nuts. 
to mount, 


fit over any type Model 
converting it 
254” flange 

Complete 


READRITE RESISTANCE 
METER—MODEL 501 


and 


with 


with 


and circuits generally. 


diameter. 
small flashlight 


ured, 


tinuity 
resistances 


Direct-reading Volt-ohm- ‘ 
meter. 


Reads 0-10,000 ohms, 
0-4.5 volts. 234”: flange 
Calls for three 
cells, which 
resistance to be meas- 
are connected in series 
the meter. Ideal for con- 
tests and for testing 
in receiving sets, 


NE Te t.c6 bros $1.62 


A7341.. List, $2.75. 
RESISTORS 
No. 503 Resistor. 1150 ohms resistance to in- 
crease No, 501 ohmmeter reading to 60,000 ohms 


when used with a 22% 
A7343.. List, $1.00. 

504 Resistor. 2,300 
use with 45 V. ‘‘B”’ to 
500, 501, 
A7344. 
List,” $2.25. NET.......), 


Volt battery. 

NETS on aext 59¢ 
ohms, center-tapped, for 
increase reading of Nos, 


502 ohmmeters to 100,000 ohms, 
With tip jacks. 


D.C. meters are polarized 
vane, solenoid type. Require 
Have easy reading white dial, black lettering and 
full nickel-finish metal shell. 
hold meter tight against panel. 
with binding nuts on rear, 
convertible for outside flange mounting with use of 
. Zero adjustment type has 
screw on meter face to control idle position of 


Accuracy 


25/ 


2564” mounting hole. 


Clamp included to 
Screw connections 
2144” diameter. Readily 


Zero Adjustment 


D. C. MILLIAMMETERS 


Without Zero With Zero 
Adjustment Adjustment 
Net | Resist Net 
No. | Each | Ohms | M.A. | No. | Each 
A7400 | $1.32 | 2160 0-5 A7414 | $1.47 
A7401 1.18 | 700 0-10 |A7415 1.32 
A7402 59 295 0-15 »|A7416 73 
A7403 59 85 0-25 |A7417 13 
Aré0s 735] 0-100 |AT419 
A7406 | DYE) 3:3] o-120 |azazo|| @ De 
A7407 1.9} 0-200 |A7421 
A7408 | $0.59 -8| 0-300 |A7422 | $0.73 
A7409 -59 .5| 0-400 |A7423 -73 
A7410 1.18 175 |0-20-100|A7424 1.32 
A7411 1.18 305 |0-15-150|A7425 1.32 
D. C. AMMETERS , 
N A N 
No. Pet Type | Amps No. PaaS 
as rh Alas 
A7430 || SOC 0-5 |A7440|| 4 De 
A7431 0-10 j|A7441 
A7427 | $0.88 0-25 |A7437 | $1.03 
A7426 1.47 0-50 |A7449 1.62 
Ml eel an | aos Ale 
| Fate 
A7434 6-0-6 |A7444 
A7435 59c¢ 10-0-10 |A7445 73¢ 
A7436 20-0-20 |A7446 
A7448 |) $1.18 30-0-30 |A7447 | $1.32 
READRITE 
OUTPUT 
METER 
MODEL 575 


Will reliably indicate § 
output voltage of set for 
accurate alignment of RF 
and IF stages. Has in- 
ternal full-wave copper 
oxide rectifier.’ Shows two 
ranges: 0-5 and 0-50 volts, 
Provided’ with tip-jacks for connecting test leads. 
Metal case, 4%” in diameter; baked black en- 


amel finish. Wt., 4 lbs. 
A348. List, $8.25. Sqss 
E. Frigid goats Gieatterelararatete. © Graleie beats 


MODEL 515 GCUTPUT METER 
Same as Model 575 above but with Triplett 
meter. Has range of 2.5-5 volts. 750 ohms re- 


es ee 


Individually calibrated to 
scales for increasing their ranges. Capacity of 


sistance per volt, 

$9.70 
an accuracy of +1%. Ideal 
for use with milliammeters 
each unit about 1 watt. Negligible temperature 
coefficient.. Size 254x34” diameter. 


A7349. List, $16.50. NET.... 
RADIO CITY SHUNTS 
is 
such as those having 0-1 
27 OHMS METER RESISTANCE 


No. Milliamp, No. Milliamp. 
A2355 5 A2359 100 
A2356 10 A2360 250 
A2357 25 A2361 500 
A2358 50 A2362 1000 

30 OHMS METER RESISTANCE 
A2364 5 A2368 100 
A2365 10 A2369 250 
A2366 25 A2370 500 
A2367 50 A2371 1000 

50 OHMS METER RESISTANCE 
A2373 5 A2377 100 
A2374 10 A2378 250 
A2375 25 A2379 500 
A2376 50 A2380 1000 
List, Each, $1.40. 

NET, A BACHE «ns ucsetty set cables einesoraie 82c 


See page 48 for Precision and Semi-Precision Meter Multiplier Resistors. 


“SEE PAGES 
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METERS. me 


For accurate visual tuning. of 
modern AVC sets. High resist- 
ance milliammeters in neat;* 
easy-to-mount cases. These meters indicate exact 
tuning resonance when needle swings to its — 
farthest point. Assure correct, easy tuning. 
Four types are available, each with full scale ~ 
deflections as listed. Model 121 is shadow tun- 
ing type. Supplied less escutcheons, 


TM-103 TM-108 “ 
Front or bottom il- Needle shadow | in- 


dicator type with 
Laminate dot y he guna translucent dial. 


opaque dial. \ asa 
No. M.A. No. M.A. | 
A7475 0-5 | AZ485 o0. 
A7476 0-7 | AZ486 Age 
A7477 j-10 | AZ487 0- p 
A7478 0-15 | A7488 0-15 
TM-121 => 
asthe ee van Sd graph tye, 
with translucent dial. Nippon Pointe: x 
No. M.A. 0. AS 
A7480 0-5 A7490 05° 
A7481 0-7 A749 1 Ongies 
A7482 0-10 A7492 0-10. 
A7483 0-15 | A7493 0-15 
TUNING METER PRICES 


Choice of any type above, less 


Se 


escutcheon. List, $1.50. 

NET, “EACH: 2yece riage: 
ESCUTCHEONS © aa 

A7495. For TM-108, 121. ae tae. 


A7496. For TM-102, 103 


List, 30c. NET EACH... ue Katageiye ree 18¢ < 
INDUCTION AMMETER 


Measures automobile 
starter current without re- 
moving starter cable. Sim- 
ply place meter over starter 
cable to indicate amount of 
eurrent flowing in cable. 
Meter back has groove to 
locate cable position. Scale 
reads 400-0-400 D.C. am- 
peres. Invaluable for de- = 
tecting shorted or defective 
starter motors or to locate battery troubles, ae 
tractive black case with nickeled rim. 

A7499. Model 444. 


List, $3.00.) NET.c cook eee $1.76 


FULL WAVE COPPER OXIDE 
RECTIFIERS—S§5 M. A. pease | 


Miniature type. Converts D.C. 
meters drawing less i 5 M.A. 
to A.C. instruments, 34,” square. 


A2285. 

NET OL hore $2.15 
20 M.A. Capacity 
746” round. %4” long. Con- 

verts D.C. meters drawing not 

weooueny to A.C. types. 

NET CAE Gee ee $1.88 


50 M.A. Capacity 
%” dia.; 1%” long. Heavy 
duty type for use in circuits where 
current does not exceed 50 M.A. 
A2287. 
NET 


CRS COPPER OXIDE 
RECTIFIERS 


Exceptionally small full-wave 
rectifier for converting D.C. meters 
for-A.C. use. Input 10 volts RMS; 
output 20M.A. Ideal for analyzers, e 
test panels, etc. 


A2280. NET EACH..... step Ae 
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en 


Model 32§ D.C. 
Model 33! A.C. 


Model 32!—3'2” Flush mounting; Scale 234” 
long. Bakelite ease. 
moet, loreal te Lith mounting; Scale 
0! 
Model 223*—2" Flush: Scale 12345” long, Metal 
‘case, 


TRIPLETT 
PRECISION 
METERS 


Dependable superior instruments in a 
variety of styles and sizes, Rugged D’Ar- 
sonval movements assure accuracy within 
2%. An extra-light moving coil is used, 
with sapphire jewel bearings and special 
chrome steel magnets. 
curately mounted on a bakelite plate 
and enclosed in a dustproof case. 
anced aluminum indicating pointer per- 
mits use of the meter in any position, 
Equipped with zero adjustment. 
meters are movable iron repulsion type. 


METER DIMENSIONS 


All parts are ac- 


Model 233 A.C. 
Model 223 D.C. 


Dependable 
Triplett 
Instruments 


Bal- 


A.C, 


Model S31 -Vat Flush; Scale 2%4” long. 
Bakelite ¢ 


Model 334-—31/,"" Projection; Scale 2%” long. 


Bakelite case. 
Model 233*—2” Flush; Scale 12345” long. 


Metal case. 


-' ¥ Can be supplied in bakelite cases when specified on special order. 


. D. C. MILLIAMMETERS 


31, Inch 2 Inch 
CaMiedelanl =..t i. a+) Modell... 4.7 
321) 324 | Net |M.A.| 223 | Net _ 
As650| As6G4 0-1 | Age78 
Asesi| asees |94-55) o-1.5| aseys }$3.75 
A8652| A8666 | 0-5 | Asso 
Asesa| asec? | 3075) 0-10 Asso) » 94 2.94 
paced geen) | | ume 
Asé6se| As670 | BedS| 0-50 | asess | 094 
A8657| A&67. 100! Ag685 
pues aera] | S| sae 
Asceo| Asc74 | 3e79| 0-500| Ascss | 294 
A8662| A8676 0-750| A8690 


D. C. VOLTMETERS 
(125 Ohms Per Volt) 


321 324 | -Net Volts) 223 h Net 
fe LS a pe SO eS 
eae nave Vg 2 | SE 
A&E93| A&702 (P3079 D| 0-25 | As713 (294 
A8694|-A8703 0-50 | A8714 
A8695| A8704| $3.75 | 0-100) A8715| $2.94 
A8696| A8705| 3.75 | 0-150] A8716| 2.94 
A8697| A8706| 5.39 | 0-300| A8717| 4.24 
A8698| A&707| 6.94 | 0-500| A8718| 5.06 
A8699| A8708| 7.18 | 0-750| A8719| 6.04 

A8709| 9.31 |0-1000| A8720| 8.33 


f D. C. VOLTMETERS 
: (1000 Ohms Per Volt) 


to Aug 
$5.39) 6-25 | asi4s | 4.24 
0-50 | A8745 
A8736) $5.71 0-100) A8746| $5.06 
5.71 0-150) A8747| 5.06 
6.53 0-300) A8748| 5.71 
7.18 0-500) A8749| 6.53 
8.98 0-750) A8750| 7.84 
A8741| 10.45 ('0-1000! A8751| 9.31 
MODEL 321 
O-1 D.C. M.A 
Accuracy assured within 2%. 
D’Arsonval ty pe design, with 
sapphire bearings. Calibrated 


0-1 with 50 accurate equal grad- 
Z uations. Resistance, 381 ohms, 

Has zero adjustment. $14" dia., 
with 234” scale, and 14%” deep back of flange. 
Flush type mounting. Ideal for use with ex- 
ternal resistors for conversion to multi-purpose 
ohmmeter, voltmeter, and milliammeter. Build 
your own test instruments around this high qual- 


AS650. List, $7.00 
ig ist, «UU. 
WOU Fir iet Ghote oct casos Cowrecs seve $4.55 


VOLT-OHM-MILLIAMMETER 
MODEL 321 


A 0-1 Milliammeter (100 ohms resistance) 
with scales reading 0-10-50-250-500 volts; 0-10- 
50-250-500 M.A.; and 0Q-100,000 ohms. For 
multi-scale testing instruments, Meter Only, 
A8946. List, $7.50 


VOUH PIICE 5 0 aoi Ts. $4.90 


We can supply resistors and shunts for all 
types of meters. Order with deposit, or write for 
prices. 


D. C. AMMETERS 


32 Inch 2 Inch 
Model) Model 
“324. S24 |- Net lamps.| "S23" | Net 
AE AME gol Eh [AE] ce 
Agrsa| AsTes| 23075] 0 0-19 A8775 $2.94 
A8755| A8766 A8776 
A8759| A8770 20-0-| A8780 
As760| A8771; 3075 30-0- as7si{ 294 


A. C. MILLIAMMETERS 


331) 334) Net _|M. A, 233) Net 
Ass0E| ASSIA | O15 | Age22 
A8807| A881s (> d07S| o-25 | Ass23 (2294 
A8808| AS816 0-50 | A8824 
A8809| A8817 0-100] A882 
A8810| A8813 0-250| A8826 
A8811 Asis | 3.75 0-500 Asse | 2.94 
A. C. VOLTMETERS 
331] 334_| Net |Volts| 233 | Net 
ASS31| ASe4s O10 | asses 
A8855 
A8832| A844 (P3e75\0-15 | assse (9294 
A8833| A8845 0-25 | A8857 
Ass34| A8846 |$3.75 \0-50 | A&858 |52.94 
A8835| A8847 | 3.75 |0-100 | A8859 | 2.94 
A8836| A8848 | 4.55 (0-150 | A8s60 | 3.75 
A8837| A8849 | 5.39 0-300 | A8861.| 4.73 
A8838| A8850 |$7.18 0-500 | A8862 $6.53 
A8839| A8851 | 8.33 (0-750 | A8863 | 751 
A8840| A8852 |10.45 |0-1000| Agse4.| 9.63 
A. C. AMMETERS 
331] 334 | Net Amps. 233) Net 
ney AnTE| | | Ri 
-2 | A8881 
A8868| A8875 \S 0-3 | agss2 \$ 
A8869 oe 3.75 0-5 Assess | 2.94 
A8870| A8877 0-10 | A8884 
$3.75 


A8895| A8897 | 5.88 a 
A8896| A8898 | 8.15 


TRIPLETT 
MODEL 326 D.C. 
MILLIAMMETERS 


Precision built meters in 
a new mo dern style. 
re molded _ bakelite 
flush mounting type. 
Require 24%”" diam. mount- 
ing hole. Qverall size, 3% x 25g’. Scale length 
234”, Precision construction ; genuine’ sapphire 
jewel bearings. 'D’Arsonval movement, extra 
light moving coil, ete. Accuracy within 2%. 

No. M. A. Approx. Res. NET 


A8785 0-1 33 $4.55 


A8871)| A8878 "sas 0-25 sce 


Asis? | O10 3 

A8788 | 0-25 1. $3.75 
A8789 | 0-50 

patel ani 

A8792 | 0-200 3.75 
A8793 | 0-250 

A8794 | 0-300 

A8795 | 0-400 

A8796 | 0-500 3.75 


ALLIED RADIO CORPORATION, 833 W. JACKSON BLVD., CHICAGO, ILL. 


BEEDE METERS 


FOUNDATION 
METER 
FAN TYPE 


You can build.an effi- 
cient Volt-Ohmmeter 
tester around this. high 
quality Beede Founda- 
tion Meter. It features 
a new large scale fan- 
type dial, knife-edge pointer, 
coll, fatigueless type. spring, 
read scales. 


laterally wound 
and long, easily- 
An unusually accurate and sturdy 
instrument that will give you long and continuous 


service. The meter mounts in 2144,” diameter 
round hole. It has a sensitive 0-1 °M. A. move- 
ment, 50 ohms internal resistance, Scales are: 
0-10-25-50-100-250-500 volts D.C.; 0-1000 ohms- 
| megohm. These scales provide quick and accu- 
rate testing. Resistor kit for use with this meter 
is listed below. 


A2330. $A41 
YOUR PRICE ............0- eat 44 


MULTIPLIER RESISTOR KIT 


Consists of high quality semi-precision resistors 
for use with the above meter to secure the indi- 
cated scale readings. Resistors are accurate to 
within 5%. A complete schematic diagram for 


construction is supplied. NET... $1.65 


A2331. Resistor Kit. 


SHUNT RESISTORS 
A2374. To obtain reading of 0-10 M.A, on 
above meter. 

A2377. To obtain reading of 0-100 M.A. on 


above meter. 82c 


NET, EACH 


BEEDE 


MILLIAMMETERS 
MODEL 701 


Highly accurate and com- 
pact D’Arsonval type meters. 
Moving coil design. Com- 
bine ruggedness with accu- 
racy within 2%. Have zero 
adjustment, sapphire. bear- 
ings, aluminum pointers. 
Flush. mounting, 3%” dia, in metal case, 


D. C. MILLIAMMETERS 


No. M. A. List NET 
A2300 0-1 $6.00 $3.53 
A2301 0-10 4.75 2.79 
A2302 0-100 4.75 2.79 
A2303 0-200 4.75 2.79 
A2304 1-0-1 6.00 3.53 


VOLT-OHM-MILLIAMMETERS 


Multi-scale meters for use as foundation units 
in ‘‘Build-your-own’’ Volt-ohm-milliammeters. 
Provide scale ranges most generally used in serv- 
ice and test instruments. 

Meter only. Reads 0-1 M.A.; 0-50,000 ohms; 


0-15-30-300 D.C. volts, $3.53 


A2315. MODEL 701. 
Meter ge Per 0-1 M.A.; 0-2000 ohms; 
-5-250- .C. volts. 
A2317. MODEL 701. NET...... $3.53 


Write for prices for other Beede meters. 


METER REPAIR 
SERVICE 


Whether your meter is burned out or damaged 
mechanically we put it back in good condition. 
We also. restore. accuracy to erratic movements. 
Our. special meter service will repair any type 
of D.C. or A.C. meter. Prices below are repre- 
sentative. Send.cash with order. For quotations 
on services not shown, send meter prepaid. 


SERVICE A. Repairs to burned out or open 
armatures of 301 type 344” meters, including 
polishing of jewels, three point calibration, and 
correction of needle position 


YOUR.COST .........25+5 a eshte $3.75 


SERVICE B. Repair and correction of sluggish 
or erratic movement, if armature is not damaged, 
Cleaned and calibrated 


YOUR COST ......... REEF a see $2.95 


SERVICE C. If glass is cracked, scratched or 
broken, we will replace for an 


additional OU BPOOCOR ics <.ccaisul delaat oo 4 5-8, Oe 90c 


Prices above cover only replacement parts speci- 
fied in each service. - Additional parts, such as 
pointers, springs, zero adjustors, case, ete., will 
be supplied at the lowest prices. 
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9-WIRE OCTAL 
ANALYZER PLUG 
AND ADAPTERS 


This new plug and 
adapter kit makes it pos- 
sible for you to bring 
your present analyzer up 
to date, permitting you to 
handle new metal tubes, 
as well as the latest glass 
types. Complete kit con- 
tains: 1—8 prong lock-in 
adapter plug, with 5 ft. of 
9 wire cable and dual 
grid stud; 1—8 prong cable 
plug and socket, and 5 
adapters. Will complete- 
ly modernize your an- 
alyzer. 


A1659. ANALYZER 
KIT COMPLETE. 


A1i650. ANALYZER 
PLUG ONLY. Small 8- 
prong octal base plug 
which plugs into adapters. 
Has dual grid studs for 
saat S75. ne grid clips. 

ist, 106 
NET sere hale $1.03 
Plug with 5 ft. 9 wire cable attached 
plug. with grid plug lead. 


AI651. 
and 8 prong panel 
For use with test panels in the shop. 


Clat, $5200) NETS. fc sete $2.94 


ADAPTERS ONLY 


The adapters listed below will handle all tubes. 
Have 8 hole octal tops, to take 8 prong plug such 
as listed above. Each adapter uses the RMA 
numbering system for point-to-point analysis. 


No, PRONGS ag Each, $1.00. 
A1I653 8 to 4 NET EACH 
Ai654 8 to 5 
A1l655 8 to 6 
A1656 8 to 7M r 4 
A1l657 8 to 7S 

SPECIAL ADAPTERS 

Well-made adapters for use in blocked octal 

sockets. Absolutely essential for testing many 


metal tube sets. Each adapter uses the new 
RMA numbering system for point-to-point an- 


alysis. For use with above kit. 

A1627. 8 to 5 Prong Plug; tests 5Z4, 5Y3, 
5W4 tube circuits. 

A1628. 8 to 5 Prong Plug; tests 6F5 tube 
circuits 

A1626. 8 to 6 Prong Plug; tests 6C5 tube 
circuits. 

A\l625. 8 to 7 Prong Plug; tests 6F6, 6H6, 
6)7, 67 and 6L7 tube circuits. 

List, Each. $1.00. e 
NET ABAGH CME a2) bse Sot bere rele ete 


7 PRONG LOCKING TYPE 
ANALYZER KIT 


‘A. new moulded bakelite small pin radius 
7 prong plug with detachable handle. Two grid 
studs, large and small, are supplied, so plug can 
be used in either metal or glass tube sets. Lock- 
on feature makes sure, firm contact between plug 
and adapters. Very small plug base for entering 
sockets with close shields. Complete kit con- 
tains: {—lock-on 7S prong plug and handle, 
with 5 ft. of 8 wire cable, 8 prong cable plug, 
8 prong panel socket, and 5 adapters. 


A1665. COMPLETE KIT. 
List, $6.35 $373 
YOUR PRICE. vets ee age = 


AI666. Kit similar to above but supplied 
without 8 prong cable plug and 8 prong socket 
for cable, connection. 


List, $5.75. YOUR PRICE......... $3.25 
ADAPTERS ONLY 


Adapters designed especially for use with above 
plug kits. “May also be used in connection with 
any plug of similar characteristics, having lock- 
on feature, with 7S prong base. 


A1660. 7S to 4 Prong Plug. 

AI661. 7S to 5 Prong Plug. 

At662. 7S to 6 Prong Plug. 

A1663. 7S te 7M Prong Plug. ¢c 
List, $0.75 fe hl coed . Seca yatee 

AI1669. 0 etal Prong. 

List $100, “NETico.. Go - e eetaee 59¢ 


OCTAL SOCKET ADAPTERS 


Adapters for octal sockets to be used with the 
above analyzer plugs. For testing all metal tube 
circuits. Have small 7 prong latch-lock tops, 
with the following bases: 


A1620. 7 Prong Octal. 
A1IG2t. 6 Prong Octal. 
Aie33: 5 Ge Sut 
i ctal. 
List; *$1,00.;--NET GACH i 0.6 cake eit cies §9c 


PLUG AND CABLE ONLY 


Small 7 prong plug handle and 8 wire cable, 
with latch-lock feature, same as supplied with 


above kits, NETc ore $1.45 


Atl624. List, $2.50. 


TEST ADAPTERS FOR METAL TUBES 


ANALYZER ADAPTERS 
FOR METAL TUBES 


Extend the tests possible with 


your present analyzer by using 
these new metal tube adapters. 
For use with 7S latch plug. 


A1669. For testing in all metal 
tube sockets except 5Z4. 7S latch- 


lock top, octal base. 

YOUR PRIGCEQ Sco. aoe. 59c 
A1622. For testing in socket of 524, 5Y3, or 
5W4. 7S latch-lock plug, octal base, 


YOURPPRIGE MN Oe ccc wee cueans .59¢ 


A1676. For all octal base 
tubes except 5Z4, 5Y3 and 5W4. 
8 hole octal top. 


YOUR PRICE. 


A1677. For testing 524, 5Y3 
or 5W4 metal tube circuits. 8 hole 


octal top, 4 Prong base, 
YVOURSPRICE. Soup 2.0 cece 44c 


DUAL GRID STUD 


Attaches to control grid lead of 
analyzer plug. For metal and glass 
tube grid clips. 


A1l684. YOUR PRICE..... 6c 
OCTAL SCREW STUD 


Easily replaces one of the large studs on old 
analyzer plugs having two. 
grid clips. 

A\G685. YOUR PRICE..............00: 6c 


For new metal tube 


TUBE CHECKER 
ADAPTERS FOR 
NEW METAL TUBES 


These new metal tube adapters 
make it possible for you to check 
the popular hew metal and 
nietal-glass. tube types in your 
present tube checker. Not nec- 
essary tO make any change in 
wiring of checker, 


Cat. No. To Test .| In Socket | Adapter 
Base 
6A8 
A1781_ | 617 _ GAT is 
A1686 6F5 75 or 85 6 
A1687 6H6 75 or 85 6 
A1682 6C5 37 or 76 5 
5Z4 ; 
5w4 
A1677 5Y3 80 4 
A1683 25Z6 25Z5 6 
A1689 6X5 84 or 6Z4 5 
637 77 or 6C6 
6K7 78 or 6D6 
6F6 41 or 42 
A1680 6L6 41 or 42 6 
6Q7 75 
6R7 85 
25A6 43 
6D5 41 or 42 


YOUR PRICE, 
rear 4ac 
ADAPTERS. <ctraae ten cst bis te oeea 


ANALYZER 
MODERNIZING 
KIT 


A new low-priced an- 
alyzer modernizing kit 
with turn-stud lock to 
bring your present an- 
alyzer up to date. Con- 
sists of: l—small 7 
Prong analyzer plug 
with 5 foot 8 wire cable 
attached; plug is 
equipped with dual grid 
cap for both metal and 
glass tubes; 5—adapters 
for 4, 5, 6, 7M, and 
new octal 8 hole sock- 
ets. The analyzer plug 
is small in diameter 
for insertion in closely 
shielded sockets. With 
this kit and your pres- 
ent analyzer you can 
service all circuits in- 
cluding those with the 
new octal metal tubes. 


A1l667. COMPLETE KIT. 


prong analyzer plug, 5 ft. 8 


Includes: 7 
wire cable, and 
5 adapters, as described 
List, $5.35 
NE 


SPECIAL OCTAL ADAPTERS 


Additional adapters for blocked octal sockets. 
For use with aboye modernizing kit. Have small 
7 prong sockets, 


At61O. For 7 Prong octal socket. 
AItGtt. For 6 Prong octal socket. 
At6G1i2. For 5 (524) octal socket. 
At613.. For 5 (6F5) octal socket. 


List, Each, $1.00. 
NET’ EACH 3.37 vein ete ae ir HQC 


ALDEN METAL TUBE 
TESTING ADAPTER | 


Type 950 G-E-M 


Checks all types of 
metal and metal-glass 
tubes when used in any 
tube checker. Plugs into 
36 socket for all tests. 
3 octal sockets on 
adapter accommodate 
all metal tube types, 2 
toggle switches are pro- 
vided for thorough tests 
including both plates of | zx 
the 524, 6H6 and 6N7 double-plate tubes 
Etehed instruction plate on face, 


A1674. ALDEN 950-G-E- M METAL TUBE 
NOE AER: 3%” dia.; 
24%” high 


List; $6.50, NET. cus ene ce igus 


ALDEN TUBE LEAKAGE | 
AND SHORT TESTER 


A new device which 
tests for leakage and 
shorts between ele- 
ments in all 4, 5, 6 
and 7 prong tubes. 
Leakage as high as 1 
megohm is indicated 
by the special neon 
lamp incorporated in 
this tester. Operates 
directly from A.C. 
line. Contains jacks 
for using as a continuity tester. Compass with 
neon lamp, grid lead, cord and plug, 


SC. ALDEN 
BOER: Cet, $3.50. S$QZoe 
YOUR PRIGE....... ss: ee 
ANALYZER 
CABLE 


8 and 9 conductor cables of stranded tinned 
covper wire, each rubber-covered, and with color- 
coded braid, Cotton braid overall. 

A1670. 8 CONDUCTOR. 2 No. 16 
and 6 No, 20 wire. PER FOOT.......... 9 


A1671. 9 CONDUCTOR. 2 No. 16 
and 7 No. 20 wire. PER FOOT........ loc 


OUR PRICES ARE ALWAYS LOWE 


—WE WILL NOT BE UNDERSOLD 


-HEADPHONE 
oo we G ADAPTERS 


- €onnects “headphones to set; has 
bie arranged to cut off speaker 
when phones are used. Adapters 
_ fit under power tubes. Ideal for DX 
br Aint) or When speaker is not 
_ desired, 

Single Output 


A5537.. .4-Prong Adapter. 
-biased power tube, 
55 ti ‘5-Prong Adapter. 
aan -6-Prong Adapter. 
54 


For 


_ For. 19 Tube. 
| 8-Prong Adapter for 


he tt eee PLAS 


© Push-Pull Output 


1. 4-Prong Adapter. 
2. 5-Prong Adapter. 
3. 6-Prong Adapter. 
4, 8-Prong Adapter. 


EXTRA SPEAKER 
ADAPTERS 
Type 116 
To connect additional speakers 


to any set using Push-Pull 4 
prong output tubes, without wir- 


ing change, 
PER PAIR.. 31c 


A2608. 
Type 111 


To. connect additional speakers 
to any set using two 5 prong Pen- 
tode power tubes, without wiring 

PER PAIR. 


change. , 37¢c 
Type 199 


A2609. 

To connect additional speakers 
to any set using one 5 prong Pen- 
tode tube, without wiring change. 


A2610. 3§¢ 


NET occas sas se acigese 


-. MIKE & PHONO 
ADAPTER 


Connects phono- 
\ graph or micro- 
phone to set. Has 
) split-cathode con- 
nection. 


A5505. 5 Prong. 
A5506. 6 Prong. 
508. 7 small. 


AS 
A5509. 8 Prong. 
NET EACH ......-........ 94 


2 VOLT TUBES 

For modernizing 

old type battery sets 

with the new 2 volt 
tubes, 

A1755. 419X. Re- 

places large UV20IA hbase with 


eescr... 2ic 


List, 35c. 


EARPHONE 
ADAPTERS 
To connect 
headphones to any 
set. Ideal for 
DX and _ persons 
hard of hearing. 
May also be used 
as additional 
speaker adapter for sets with one 
power tube. 
A261 1. 5 Prong. 


A2612. 6 Prong. 

NET. EACH) jsacsi ae ces 44c 
UNIVERSAL 
ADAPTER 
All tube termi- 
nals are _ brought 
out for quick easy 
connection. 
A5510.° 4 
A55If. 5. prong. 
A5512. 6 prong. 


A5513. 7S prong. 
A5514. 8 prong. ......... 


prong, 


EACH. 12¢ 


A er dt 


NA-ALD MULTI-DAPTER 


TYPE 950XYLA 


A complete new adapter which enables you to 
test oyer 120 types of tubes with your 
no wires, no jacks. 
Has 4 sockets for all 


tester. Has no leads, 
toggle switch makes all tests. 
tubes and a 5 prong plug at bottom 
tester. 
resistance network. 


AI756. 950XYLA. List, $5.00. 


Se ee 


use with 950XYLA if your tube 


A1l757. 954SGL. For t 
tester has no filament yoltage switch, 
bottom, with grid lead. 

List 75c. 


All meters and tubes are protected by @ 


MME Rorare ats: cXe 3.56 2114 s'sie-c.0 3's 6 


present 
A single 


to fit your 


$po4 


5 hole top, 4 prong 


TEST ADAPTER FORMS 
MAKE YOUR OWN ADAPTERS 


style tube or test adapter 
quickly. The top~is a standard high guality molded socket. 
The bottom is a standard tube base plug. 
tions from top to base can be made quickly and easily. In- 
equipment or for 
Screw supplied to hold top and 


Permits you to construct any 


dispensable for modernizing 
phono, mike, etc., to sets, 
bottom together, Easy to assemble, 


SOCKET {TOP} 


Vilteeo. ok) NET EACH 
Rise, 3 | EBec. 
Rises mw | 
AI885 . 8 OCTAL.....18c¢ 


Desired connec- 


connecting 


PLUG [BOTTOM] 
Prongs 


No. 

iene ae NET EACH 
AI887. 5 

Al8ss 6 Sc 
Alss9 7s 

A1890_—- 8 OCTAL.....12¢ 


DUAL GRID CAP 


Double clip permits 
grid cap connections to 
be made on both the 
} Tegular glass style or 

ae the new metal tubes. 
‘Completely insulated 
“in molded housing, 


wan 
fen. :1AZC 


GRID CAP ADAPTER 
Special adapter for 
use with any standard 
single control grid cap 
to permit contact with 
new small metal tube 
cap. 
A1673. 
NET... 1ee.s--.. QE 


Na chy ie iw OS hag dase Lo, tiny 


DAPTERS TESTERS | 


it O'R Bae * aa MOTEN ORE? 


MODERNIZER ADAPTERS ~— 


_ BRING ANY SET UP-TO-DATE BY 
INSTALLING NEW TYPE TUBES 


Installation of new type: tubes in old sets offers new 
profit- making opportunities for servicemen. 


sockets or wiring necessary. 
socket, 


seconds with, these new adapters. 
increase sensitivity ahd power. 


Merely insert adapter in tube 
and-place new type tube in adapter. 
glass tube types listed below can be modernized in a few 
Latest type glass tubes 
Greater stability and bet- 


No change in 


All sets using 


ter selectivity are made possible by the new metal tubes. 


For all circuits. 
your customers. 


First modernize your own set; then sell 
These adapters are real money-makers. 


ADAPTERS FOR NEW METAL TUBES 


Replace 25Z5§ 
with Metal Tube 25Z6 
For using the new metal 25Z6 

tube in place of glass type 2525 
tube in A.C.-D.C. radio cir- 
cuits. Better results can be ob- 
tained by this change. 


A1728. YOUR PRICE.44C 


Replace 75 Triode 
with Metal Tube 6oF5 
For using the metal 6F5 tube 

in place of the triode section only 
of. the glass 75 tube. 


A1735. YOUR PRICE. 44 


Replace 84 or 6Z4 
with Metal Tube 6X5 
Use the new 6X5 metal rectifier 

tube in place of the old 84 or 
6Z4 tubes. Made especially for 
use in auto radios. The added 
mechanical strength of the metal 
tubes, as well as the complete 
shielding, make them particularly 
suitable for auto radios. 


A1727. YOUR PRICE.44C 


Replace 37, 76 
with Metal Tube 6C5 
Use the new metal 6C5 or 6J5 

tube in place of the type 76 or 37 
tube. You can obtain better re- 
sults with metal tubes in any cir- 
cuit, Modernize now. 


A1733. YOUR PRICE. 44 


Replace 77, 6C6, 6D6, 4& 
etc., with 637, 6K7, etc. 
Take advantage of the higher gair 

and stability of the new metal tube 

types 6J7 and 6K7. Replace 77 

and 6C6 glass tubes with 6J7; 78 

and 6D6 with 6K7. This adapter 

also makes possible the use of the 
6F6, 6L6 or 6K6 metal pentode in 
place of type 41 and 42 glass tubes, 
or 25A6 in place of a 43. 44e 
A1l730. YOUR PRICE... 
Replace 6A7 
with Metal Tube 6A8 
For using the metal 6A8 tube in 
place of the glass 6A7 type 


A173. YOUR price.. 44e 


Replace 80 

with Metal Tube 5Z4 
This adapter allows you to re- 
place type 80 tubes with the new 
5Z4. Better heat dissipation results 
from the use of the metal tube as 
a rectifier. 


A1737. 


Small Grid Cap Adapter 


agen \ Sicepray bd clip for use 
wi small metal tu cap. 9c 


A1673. YOUR PRICE... 


NET ea. 


ADAPTERS FOR NEW GLASS TUBES 


Replace 224 
with 573 or 35, 
51 with 58 

For using 57 in 
place of 24; 58 in 
place of 35 or 51; 77 
in place of 37; or 78 
in place of 39/44. 


A1739. 
YOUR PRICE 


Replace 45 with 47 
For using 47 in place of 45 tube. 
5 hole top, 4 prong base, Plate 
and screen connected together, 


YOUR PRICE... 29¢ 


YOUR PRICE 
Replace V-199 with 
X199 or 230 
For ueins 7 prong Ute or 30 
tube in UV-199 socket. 
A174. YOUR PRICE. 4G 


ES) 
Replace 80 with 82 
For using M.V. 82 in place of 
80 tube. 4 hole top; 4 prong base, 
Has suitable resistance connected 
in series with filament for re- 
quired 2.5 volts, 


A1742. YOUR price. 44 


Replace 45 with 59 
For using 59 seven prong power 
tube in place of 45. Less hum; 
more power, 


A1743. YOUR PRICE.44© 


Replace 45 with New 
2zA5 Tube 
For using 6 prong 2A5 Pentode 
in place of 45. Has special re- 
sistor built in. 


A1744. YOUR price. 446 


Replace 47 with 
New 2A5 
For using 6 prong 
2A5 Pentode in 
place of 47. Has 
filament. resistor. 


Al746 


NET...... 44 


Replace 47 with 59 


For using 59 Pentode power tube 
in place of 47. More power; less 


Als your price.. 44¢ 


A1745. 

Replace Kellogg 
401 with 27 
For using 27 tube in 

place of expensive over- 

head heater type. 5 

hole top; 4 prong base. 


Contains resistance to 

cut filament to re- 

quired 2.5 volts. 

A747. NET........-... 59 


Replace Kellogg 401 
with 56 


For using 56 tube 
Kellogg 401 overhead heaters, 
creases sensitivity at lower cost, 
A1748. 
YOUR PRICE 


in place of 
TIn- 


Replace Kellogg 403 
with 2A5 


For using 2A5 Pentode in place 
of Kellogg 403 overhead heater type. 


A749. 
YOUR PRICE ......--0. ,§8¢e¢ 


lp ar ns a 


ra 


NEW VOLUME NO. 6 


New 1936 edition of the famous Official Radio 
Service Manual. An excellent investment for the 
Service Man who wants to keep up with the 
atest in Service Data. Has 1200 pages packed 
with the information you need. 2500 illustra- 
tions. Arranged for ready reference. 


COMPLETE 1935 TO 1937 SET LISTING 


Covers all available diagrams of sets built dur- 
and 1936, plus many advance 1937 
Miscellaneous diagrams cover speaker, 
and IF and RF coil connections. 
p-by-step alignment procedure on 
newer complex all-wave and high- 
tition of data appearing in any pre- 
Trade Name’ index, and a tube -chart 
r receivers. Quick reference cumulative 


x Fol umes including all sets built from 
atheroid looseleaf binder. $695 
A5206. “YOUR PRICE. VOLUME 6, POSTPAID........ Alii 2 28 
ilo eae 5 
e data. Has over 3000 illustra- 


cific service data for all re- 
Inchade es data on IF’s; re- 


, Be ae a layouts, $@50 


A5210. YOUR PRICE. VOLUME 5. POSTPAID....... 
VOLUME 4—1934 EDITION 


ial Manual up to 183 Over 400 invaluable paces and 

charts i" all commercial receivers. Speci- 
ayouts as well as schematics; 
ms. Has sections on AC-DC. 


Qu on and $300 


Shpg. wt., 4 Ibs. 


VOLUME 3—1933 al al 8 


Cont eins complete service data oa psactically 2-13 133 receivers. 


VOLUME a Fed gr EDITION 
rectory 193 932 _receiyers. 1000 pages of valuable 
10 ° 


al .& the _Superh et 


VOLUME 172 1931 


. Covers all receivers made be- 
and illustrations on more than 


GERNSBACK’S OFFICIAL MANUALS 


CONSOLIDATED 1, 2, 3, 4 
OFFICIAL MANUAL 


Combines Vols. 1, 2, 3, and 4 into a single 
indexed 2700 page loose-leaf volume with heavy 
cover. A complete radio service course. Covers 
all standard receiver circuits from 1923 to 
1934. Over 7500 illustrations. Size 9$x12x5% 
inches. Shpg. wt., 16 lbs. A complete and in- 
valuable radio service encyclopedia that will 


quickly pay for itself. 

See PRICE, rostraiv. > OPS 

OFFICIAL RADIO SERVICE 
HANDIBOOK 


Every Serviceman should have a copy of this book. 
1000 pages of Circuit theory and analysis. Short Cuts 
of Trouble Shooting and Repairing, Modernization and 
Installation Data, Service Notes and Field Data, etc. 
Contains valuable data covering 1,000 Radio Set models. 


Size 6x9”. 750 illustrations. Cloth * $ZBIS 


A5215. 
YOUR PRICE, POSTPAID. 


tener tase eeeee 


——-REFRIGERATION MANUALS 


VOLUME 1 
Centains Giastams for every 
standard refrigerator, describing 


trouble-shooting, refrigerants, auto- 
matic equipment, valves, etc. 450 
pages. 1200 illustrations. 9x12. 


Wt., 4 Ibs. $4.75 


A5S218. NET.... 


VOLUME 2 


Shows diasrams of every known 
commercial refrigeration machine. 
Data on trouble-shooting and re- 
pairs, 9x12” flexible covers, 450 


pages. 1200 diagrams. 
$4.75 


OFFICIAL AUTO 
RADIO MANUALS 


Two loose-leaf flexible covered 
volumes covering practically all 
standard auto radio circuits. Data 
on trouble-shooting, noise suppres- 

installations, “‘turret-top’’ 
suppressorless sets, ete. Vol. 
i has 200 pages and 500 illustra- 
tions; with service notes for sets 
to 1934. Vol. 2 has 240 pages and 
500 illustrations covering models 
from 1934 to 1935. Wt., 3 Ibs. 


A5208. VOLUME |. 
A5209. VOLUME 2. 


Wt., 4 Ibs, 
A5217,. NET... 
RCA — VICTOR 

These six complete volumes cover 
the entire line of RCA-Victor re- 
eeivers from 1923 to 1936. Com- 
plete diagrams, parts lists, service 
notes, ete.; conveniently arranged 
for instant reference. Attractive 


stiff fabric covers. Shpg. wt, 5 
Ibs. each. 

A7602. 1923-28 Service Notes. 
A7603. 1929-30 Service Notes. 
A7591. 1931-32 Service Notes. 
A7590, 1933 Service Notes. 
A7604. 1934 Service Notes. 
A76E16. 1935 Service Notes. 


YOUR PRICE 


a om service technique $4so 
a 


EAGH-i-><tes ais $2.00 | oye 


$1.25 


of radio’s leading textbook. A remarkably 
;. Explains in easy-to-understand language 
fundamentals to the most intri- 
eginner, Student, Serviceman, Set- 
nter. ding technical schools. 
972 PAGES—sos. ILLUSTRATIONS 
0 ad, 7u s 12 Short Ware, 
Battery Radio, 
Handy appendixes 
: The most complete 
ractively printed and bound 


A 

T Ai P 

€ Is, Ww wire tables, radio formulae, etc. 

c in t eory ~ak practice of radio. Att 

it -» v iDS. 

A7077. “ RADIO PHYSICS COURSE.” (2nd Edit $qgoo 
YOUR SPECIAL PRICE POSTPAID IN U. S. A. so 


MODERN RADIO 


SERVICING 
N ; 


YOUR PRICE, “POSTPAID U.S.A. 


POCKET TROUBLE SHOOTER 

A clever device ingeniously ar- 
ranged to tell ¢t i 
where to find the def 


method. Shows at a Bhat 275 

ible troubles that may occur 

in a receiver and where their 
are whether in the Power 
Receiver Circu 
Speaker, etc. 


ice Engineer will find this ““cadget”” 
handy. 25¢ 
A7624. NET, EACH.............. 
MALLORY-YAXLEY 
RADIO SERVICE 
ENCYCLOPEDIA 
The most amazing Service 
Manual ever printed. In one 
book, on one page, on one 
li the correct answer to 


2 problem—com- 
is on over 12,000 


DOSS. 


h 


Jaane Heid SAE ara 


A7068. SPECIAL COMBINATION OFFER. tubes 
MODERN SERVICING and tfc natty sh 
FIELD SERVICE DATA BOOK— 00 | fue sun’ oe 
Both for only... .-.~ eres re ceseces ==! A3396. NET. 


LOWEST PRICES—HIGHEST 


RADIO CRAFT SERIES 


You can form an inex- 
pensive but up-to-the-min- 
ute library with the Radio- 
Craft Series. Carefully com- 
piled, authentic informa- 
tion. Each book has 64 
pages, 6x9", with from 
50 to 120 illustrations. 
Bound in stiff paper covers. 
Gives you reliable and vyal- 
uable radio information at 
small cost. Make up a com- 
plete set and build up your 
radio knowledge. : 


A5236. ROCKET RADIO GUIDE.” 

A5219. UBLIC ADDRESS INSTALLA- 
TION A SERVICE.” 

A5220. PRRDIO SET ANALYZERS AND 
HOW TO USE THEM 

A5221. “MODERN VACUUM TUBES AND 
HOW THEY WORK.’ 

A5222. “THE SUPERHETERODYNE BOOK 
—All about Superheterodynes.’” 

A5223. “HOW TO BECOME A RADIO 
SERVICE MAN.” 

A5224. “RADIO KINKS AND WRINKLES 
=e SERVICE MEN AND EXPERIMENT- 

A5225. “RADIO QUESTIONS AND AN- 
SWERS.” 

A5226., ‘AUTOMOBILE RADIO AND SERV- 

A5227- Home RECORDING AND ALL 

A5228. “BRINGING ELECTRIC SETS UP. 
TO-DATE.’ ; 

A5229. “MODERN RADIO HOOK-UPS.” 

A5230. “POINT TO POINT RESISTANCE 
MEASUREMENT.’ 

A5231. “THE ABC OF AIR CONDITION- 


ING.’ 


YOUR PRICE, 0 
ANY BOOK ........c0e.e0e0es 4 S 


ALITY—-BEST SERVICE 


VOLUME 7 


The newest addition to the famous Rider’s 
series of reference manuals. 1600 pages of the 
latest set models for 1935 and 1936. Contains 
more complete service data, more changes in 
former models, more new listings, than ever 
before. Information is complete and arranged 


richly illustrated. _Aecurate and complete, with Ree 
“point-to-point resistance data for quick og tes ing. 

tion on trouble-shooting, noise suppression, installation, and service 
data. Contains over 400 pages of schematic diagrams, socket. layouts, 


_ RIDER’S PERPETUAL TROUBLE-SHOOTERS MANUALS 


COMBINATION VOLUMES 


Rider’s Manuals are available in two verry 
convenient combination volumes, One combina- 
tion consists of Manuals 1, 2 and 3 in a 
Single volume of about 2500 pages. The other 
includes manuals 4, 5 and 6 in a single 3000 
page volume. These combinations give you the 
most complete directory of radio circuits you 
could desire. Profusely illustrated. Each vol- 
ume has a cumulative index covering contents 


of each manmnal; entire volume is loose-leaf 

bound in tage patented binder. Fabrikoid 

covered. Shpg. wt., 25 Ibs 

VOLS. {, 2, 3. VOLS. 4, 5, 6, 

seed => SPPOT| Ws" s_p_os 
YOUR PRICE. YOUR PRICE.... —~ 


POSTPAID ANYWHERE IN U.S.A. 


“AN HOUR A DAY WITH RIDER” 

A VALUABLE FOUR VOLUME SERIES 
A7639. VOLUME [. “A.C. CURRENTS IN RECEIVERS.” De- 
scribes basic functions of the various parts of a receiver and how they 
work, Fully explains resonance, uupling, inductance, reactance, im- 
pedance, etc. 80 pages; fully illustrated. 

A7640. VOLUME 2. “‘RESONANCE AND ALIGNMENT.” A com- 
plete concise explanation of all types of Resonance and Alignment oper- 


ations. This book shows you correct methods of ob taining maximum 
efficiency. 64 valuable pag 

A7641. VOLUME 3. “D.C. VOLTAGE DISTRIBUTION.” Tells 
you the how and why of D.C. distribution to all tube elements, Clearly 
explains all steps from QOhm’s Law to the most elaborate d.c. networks. 
64 pages. 

A7642. VOLUME 4. “AUTOMATIC = haga CONTROL.” Here 


and understand all types 
pression systems, time 


59 


THE CATHODE-RAY 
TUBE AT WORK 
; ey. a F. tage 


is the book which shows you how to 
of A.V.C.. systems. Includes data on 
delay circuits, eic. 64 . 
aed ol = PRICE, EACH 


SERVICING 
SUPERHETERODYNES 
By John F. ~ are 


Ibs. : 


645. 


‘ 


for easy reference to help you service new set 

models quickly and profitably. Has a completely 

revised index covering all seven Rider Man- 

A7636. YOUR PRICE, $gso 

POSTPAID IN U. S. A. ..eeeeee ae 
VOLUME 6 

Over 1250 pages covering receiver models from late 1934 to early 1936. 

Packed with essential data for complete servicing of more than 940 

. Schematic diagrams, complete voltage data, socket 
layouts, LF. peaks, etc., all arranged for rapid reference. Also in- 
cludes ee oH page index covering be sets in Rider’s 
5 and 6. Shpg. wt.. 9 Ibs. Ss 25 
Your. PRICE, POSTPAID IN U. Su Aveseces — 
VOLUME § 

Absolutely essential for servicing 1934 sets. 1200 pages contain com- 
Plete service data. schemafic diagrams, voltage data, electrical values, 
ete., for 940 different set models, Arranged for ready 
reference; no duplications. Ss aS 
A7633. YOUR PRICE, POSTPAID IN U.S. A — 

- . VOLUME 4 

A complete directory of all sets from June, 1933, to March, 1934. Com- 
plete data covered by 1060 pages is invaluable for quick ‘$735 
ing. Over 100 manufacturers = trade names. No dupli- 
cations. Loose-leaf binding ith stiff cover. 35 
A7632. YOUR PRICE, POSTPAID INU. SA 

VOLUME 3 

Covers sets from June, 1932, to June, 1933. Includes chronological 
eataloz and index of more than 8000 sets made between 
1921 and 1933. Contains point-to-point resistance data. $ 35 
A7625. YOUR PRICE, POSTPAID IN JU. S, A...... — 

VOLUME 2 

Includes sets from about March, 1931, to June, 193 Over 750° pages 

A7626. YOUR PRICE, POSTPAID IN U.S.A 637 7 
: VOLUME 1 

Covers all early receivers between 1919 and early 1931. Ss 35 
Gives data for many models not obtainable elsewhere. 

A7627. YOUR PRICE, POSTPAID IN U. S.A 
SPECIALIZED AUTO RADIO MANUAL 
By John F. Rider 

A loose-leaf flexible covered reference manual covering prac tically all 
Standard auto radio circuits. Contains a wealth of essential informa- 
yoltage and alignment data, and other pertinent information. An in- 
valuable oy! = every Serviceman, 

Shpg. wt., $343 
A7623. YOUR mmICe.....- PET ERE AF ERE en none 

CAMERON'S SERVICING 

SOUND EQUIPMENT 

New 3rd edition. Gives valuable 

“‘trouble-shooting’’ charts, 

and information for servicin, 

projection, and electrical e: 


Covers in detail soun 
lamps, screens, amplifiers, e 
projectors, etc, Shpg. wt.. 3 


questions about i 
never- before 
Amateur, 

Written by 
6"x9”. Appr 
A5240. 
PAID IN U, 


RADIO ENGINEERING 
HANDBOOK 


An authoritative handbook, each 
section prepared by an expert. New 
2nd edition. Has technical data on 
all fields and aspects of 
tubes, circuits, 
tems, receiving 
tems,.ete. 850 
hew illustrations, 
A5245. 

YOUR PRICE........ 


Dages; 


Latest e on. Contains 3 
valuable sections: one on Sound 
Amplifiers, one on Transmit- 
ters, one on Service Problems. 
Packed with diagrams, service 


ELECTRONIC 
‘pellets 


NET, Post. 
Ss. 


ua 
to-cells and Public Ad 
illust 
Heavy 


hints, parts lists, ete. Tells an stk hens ~ 
hy how to build test equipment, ae jeer ep pis 
# amplifiers, and transmitters. ea Ree 


Ai 1ooo. ing. 
YOUR y J © | avost. 
¢ictasuae YOUR PRICE .... 


RADIO & ELECTRONICS 
DICTIONARY—Manly 


8 VOL VO MOL EP OLE 


his modern text 


Wt, 6 lb 
A5248. NET. 
AIR CONDITIONING 
By E. W. Riesbeck 


KNIGHT | 


BURGESS catrenies 


BURGESS BATTERIES 


COMBINATION PLUG-IN 
and CLIP TYPE ‘‘A”’ 
“B”’ and “C** BATTERIES 


A world-famous line of batteries 
carried by all major expeditions in 
recent years. Proved to be absolutely mois- 
ture- and climate-proof. Built to rigid 
specifications. Meets all industrial and 
government laboratory requirements. Now 
available with plug-in connector as well as 
Fahnestock clips. Connectors are 5c extra. 
Specify connector Al175 for all 45 volt bat- 
teries; AI176 for 222 volt battery; Al!77 
for 4% volt battery. Unusually large cur- 
Tent storage capacity enables Burgess bat- 
teries to give at least 1000 hours of normal 
service. 


Single a 
Price | Net Price|Net Price 


SUPER “‘B’”? BATTERIES 


ATtO!l. | 21308 45. | 16 | 6 | $2.95 | $2.17 | $1.97 
Atlo2 | 22308 45 | 10% | 6 | 0:95) 1.441 1.31 
STANDARD “B’? BATTERIES 

4B Slr i4 | 6 | $2.25 | $1.66 | $1.51 
45 -h- 8% 1° 6 +: f7bl- 7.30 1 LAS 
{: 45 |e -4 [8 -f<6.30 | 2 hbGe 76.00 
CPST a isa oe Ge De Go TS ee a ee 
PL as Ee 75 | .55 | .50 


STANDARD ‘‘C’? BATTERIES 


Standard small-size batteries designed primarily 
to meet bias application requirements. The 221% 
Volt unit is also ideal as ‘‘B’’ supply for portable 
receivers, hearing-aids, or other devices that may 
require this yoltage. 4% and 7% volt units are use- 
ful for supplying voltage to microphones, and as 
filament supply for battery type tubes. Available 
with plug-in connector—see paragraph above. 


|). 22% |..2 | | $0.85 | $0.63 | $0.57 

| 4% |.1% | i | .40 | 30 | «27 

pan a ee - | [465-4 -48 | 44 

Ast it~ f *5360-1 224% 01 | | .40 | .30 | Fy 4 


* Not available with Plug-in oe 
————— aan anIEnIInTnEnnnnnEn an 


PLUG-IN ‘“‘B’? AND ‘‘C’? PACKS 
FOR PHILCO 38 AND 386A 


Att27 | G90-D68 | 135 | 44% | 1 |$8.95 | $6.26 | S6. 26 
FOR PHILCO 34, 34A, 39, 39A 

Ait2B | Gs0-ps | 135 | 44 | 1 | $895 | $6.26 | $6.26 
FOR GRUNOW 502 AND 503 

Att29 | 10908 | 185 | 40 1_| $7.50 | $5.25 | $5.25 


DRY CELL ‘‘A’? BATTERIES 


Two new 114 volt batteries for radio use. Ideal for usé 

as filament or microphone supplies. No. 4FA is a smaller, 
igkter unit than the old No. 6 dry cell, but equal to it in 
both performance and capacity. No. 44 is a small, com- 
pact battery similar to a No. 6 dry cell, but much smaller, 
with slightly less current capacity. Either type is suitable 
for replacing No. 6 cells. With screw type terminals. 


Catalog | Factory | Volts Shpg. Unit List Single Unit Pkg. 

No. No. ONS | Wat, Pkg. | Price| Net Price | Net Price 
Atlig | 4FA | 1% 2 Ib. 20 400 | 30c 27¢ 
Alli3 | 44. 1 1% 11 oz. 1 35¢ 24c 24¢c 

agate ope: FLASHLIGHT UNI-CELLS 

146. No. f. A1117, No. 2. 1%] List, 10c. Ie 
ty, Size 1%x1 i volts. Size 2544x154, | NET, - 
Baby type. inches. Standard type. } EACH ....... 2 


BURGESS 3 VOLT 
DRY ‘‘A’? BATTERY 


A new 100% dry “‘A” hattery de- 
veloped especially for 2 yolt battery 
sets. Does not require recharging or 
filling with water; ready for immediate 
use. Provides 400 hours service at 
% ampere discharge 3 hours daily. 


SCREW TERMINALS 


Ideal for use in trailers, boats, ete., 
where an easily replaced source of 


“‘A’”’ voltage is required. Convenient, compact and easy to handle. At- 

tractive mahogany finish. Size, 1144’x4"x4%%”. Weight, 

14 lbs. NOTE: Reducing resistor is necessary when used Bi: 21 

with 2 yolt set having no voltage regulating device. 

A1OO20. List, $3.30. YOUR PRICE............... 

At.177: . Tapped. reduoing. .Resistors.> NET ssaicy 3+ oa eee ena Soles s 25c 
36° FOR COMPLETE INDEX 


KNIGHT BATTERIES | 


NEW PLUG-IN TYPES — 4 

A first quality line of batteries sold exclusively under the Knight 
name, how supplied with the new convenient plug-in connector. 
is 5c extra. Specify A1175 connector for all 45 volt batteries. Made of 
highest quality materials, well-designed and adequately protected against 

internal shorts. Our quick turnover assures you Of constantly fresh stocks. 


tig 
eer tin 


45 VOLT 
HEAVY-DUTY TYPE 


A powerful battéry built for heavy~ 
duty service, especially for sets us- 
ing power output tubes. Current 
capacity is high, assuring long, de- 
pendable noiseless service. Well- 
designed, and of very sturdy con- 
struction, Supplied with new han- 


STANDARD 
45 VOLT ‘“‘B”’ 


A very popular ‘‘B’’ battery of 
standard. 45 volt design, with tap 
at 22% volts. Sturdy and: depend- 
able; will give long life and noise- 
less operation. Size, 734/’x6”x3’’. 
Supplied with plug-in receptacle. 
Designed for sets using up to 6 


tubes. A big value that will bring | dy plug-in type terminal receptacle. 

_— repeat business. Shpg. wt., 10} Size, pe eae wt., 12 Ibs. 
S. Alt a. 5 Less plug 

At152. Less plug. NET. 89c NET. i .cc<ubernee eee $1.19 

Ali 75.- Plug. NET: ..2: 32 -- 5c iAl 198: Plug. . NET.:..<.. 


45 VOLT EXTRA HEAVY-DUTY TYPE 


A large, over-sized battery designed to give the maximum obtainable 
service; recommended for use with battery sets having more than 6 tubes. » 
The exceptionally long life of this battery will result in actual savings 


in battery replacement cost. Size, 8144x45¢x744””, 

Shpe. wt.» 16 Ibs | 74 
57. Less plug. YOUR SPECIAL PRICE.......-+. — 

Altes. PUA NEV is jer codsck.sd Re eee aJocbacnreeeteen a 


221, VOLT “B” AND “Cc” 

A high quality 22% volt ‘B’? and “C’’ battery © 
attractively priced. Tapped to supply 224%, 16% 
and 3 yolts. With plug-in receptacle. For use as 
tapped ‘‘C’”’ battery or as “*B’’ battery in portabie 

sets. Size, 4x214x2%”. Shpg. wt., 2 Ibs. Plug is , 


5c extra. c 
Ati54. Less plug. NET.........- 
AA 1:76. Plug. NET... 2208 


LOW-COST 41, VOLT ‘Cc’ ie 
A compact ‘‘C’”’ battery designed for long life and lasting service. 
Tapped at 3 volts. Ideal for microphone supply, filament voltages, etc. 
Supplied with new plug-in receptacle. Plug ALI77 at 2ic 


——— 


5e additional. Size 4x3x14”. She. wt., 1 Ib. 


Al 153. YOUR SPECIAL PRICE......... ocbecesecssce : 
APUPTo Pines NET. is wc ete eens sete eteeee tees essere BG | 
FLASHLIGHT CELLS NO. 6 DRY CELL - 
Long-lived, high quality A high grade all-purpose stand- 

cells forall tubular flash- | ard 144 volt dry cell, for use on™ 

lights, buzzers, door-bells, ignition sys- ~ 

<P) NO. 1 UNIT CELL | tems. etc. Recovers quickly to nor-— 


mal voltage even after heavy drain. 
Al BB ee ~ a With brass binding pests and_nuts. 
x 1%” long. ; fee one a +4 we 2% Ibs. 
NO. 2 UNIT CELL | 4“, ¢2¢ellent, value in a _power- 
AL159. Regular size for ace oe ten auick-mpriie "bat= 
ptarigard yeapehis. 1/6” | teries. 
ia. x 2%” long. 
List, 10c. EACH... © four? 19° 
10° FO Rees. 6h see 35c ' PRICE... vestevescce 


GENERAL MIDGET PORTABLE 
“A” & “B” BATTERIES 


Extremely small, light-weight portable bat- 
teries. For use in portable radio receivers and 
transmitters, transceivers, monitors, hearing” 
aids, weather balloons, pocket radio sets, ete. 
The approximate rating of A1165 is 190 MA 


hours; Al166 is 400 MA hours; A1167 is he 
MA hours: A1169 is 8 ampere hours; Al168 is 
15 ampere hours. A1166 and A1167 are tapped 
at 2242 volts. All others are untapped. 

NO Volts ae Width Ht, Wt. List NET 
AII65 45 x14” x3%” 11 oz. $1.75 $t.1 
AIlI66 45 354” x24%4” x3% 22 oz. 2.00 1.2 
A1167 45 44%” x2¥e” x54” 50 oz. 1.75 1.1 
A1168 3 34%” 1%” x4%” 28 oz. .80 5 
Al169 3 2%, 6% x16” x41%6”. 1602. -50 .32 

SEE 135-136 


PAGES 


EVEREADY 
AIR CELL 
“A” BATTERY 


Especially de- 
signed and intended 
only for use with 2 
yolt ‘‘Air-cell’’ bat- 

. tery sets. Operates 
> on a new principle 
| oe using air as a de- 
polarizer to feo haticatn constant yoltage and to 
give long life. A600 has new plug-in feature. 


ECONOGMICAL—CONVENIENT 


Costs less to operate than any other ‘‘A”’ bat- 
tery. Now offered at a reduced price. Both Air 
Cell batteries listed below are rated at 600 am- 
_pere hours and have a useful life of approx- 
imately 1000 hours. The A-600 type is for sets 
with a maximum current drain of 660 M.A. The 
SA-850 is for sets haying a maximum drain of 
750 at. ig Bl pene cases, 107x65¢x97%"’ 
Wt. 24 Ibs. (Not mailable.) 

A10025. No. A-600. $ goo 


NEF S426 7s Less 2%.....250- 


A1O00O26. SA-850. asearyadaty (750 M.A.); 
for multi-tube sets. Wt. 29 Ss. 
NET, $5.25. Less 2%........... $5.15 


“A”, “B’’ and AIR CELL 
BATTERY TESTERS 


; Inexpensive, portable type bat- 
Migtery testers. . Will test ‘‘B” 
"ge Batteries, Dry Cells, Storage 
4a Batteries, etc. Air Cell tester 
/ indicates condition of Air Cell 
Batteries as ‘‘Good’’ or ‘““Bad’’; 
aiso aids in determining future 

: life ef battery. Unusual values. 
A6260. STORAGE BATTERY 59c 


TESTER. YOUR NET PRICE...... 

dry cells: YOUR PRIGE..--.0ss- ..18¢ 
Batteries. YOUR PRICE..............5R€ 
and 0-80 Volts. NET....-.-.-....... 08 


A7340. Air Cell Batt Tester. 
YOUR NET PRICE.............. 91061 


32 VOLT SUPER‘‘A’”’ 
ELIMINATORS 


Designed for use with 
sets using 2 Volt, 
Volt, or 6 Volt tubes. 
Eliminates ‘‘A’’ bat - 
teries; provides proper 
filament voltage from 32 
Volt Light System. Cor- 
rect voltage is always 
assured by means of 
built-in regulator dial 
and yolt-meter. Two models are available: one 
for 2 or 4 Volt tubes; the other for 6 Volt tubes. 
Not suited for sets with built-in ‘“‘B’’ elimina- 
tors, or from 110 Y. line. For 32 Volts D.C. 
only. Wt. 2 Ibs. 


yr d 4 yolt 
fesse om st Soya | 


A226. For 6 volt tubes. 
List, $6. 50. NET -EACH..... . 


KING COLE 
RESISTANCE COILS 


6-VOLT ‘‘A’? SUPPLY FROM 
32-VOLT SYSTEMS 
Delivers 6 Volt ‘‘A’’ current supply directly 
from 32 Volt D.C. systems. For all types of 
battery sets.. When pilot light is used in your 
set, consider it as one 201A tube. Wt. 1 Ib. 


2. For 5—'% amp. tubes. NET 
Aooes. For oe amp, tubes. EACH 


a F _ mp. tubes. 
Asses. For gai pease tubes. $1.18 


A2266. For charging 6 volt batteries from 
32 volt systems. 
List, $2.50. NET EACH....-......-9L0Q] 


NEW WINDCHARGER 
AND RURAL POWER 


See Pages (40-14! 
for Complete Listing 
of America’s Most 
Dependable 6 Volt 
Plants and Win d- 
charger. The new per- 
fected Rurl-Power 
Windcharger is fully 
described on page {41. 
Packed with exclu- 
sive new features that 
assure dependable op- 
eration. 


New Standard and 
DeLuxe Rurl-Power 6 
Voit Plants Are De- 
scribed in Detail on 
Page 140. More de- 
pendable;s lower- 
priced—these are the 
world’s finest 6 Volt 
Plants. Also see our 
complete line of profit- 
building battery sets 
on Pages 137 to 143. 


NEW HOMCHARGER 
5-3 AMP. BOOSTER 


A new booster type bat- 
tery charger for auto or 
home use at a low price. 
Has battery connector 
bracket for steering post 
mounting. Easy to hook up. 
Operates automatically with 
taper charge from 5 to < 
amperes. Filtered against 
radio interference. For 11! 
V. 60 cycles A.C. Shpzg. wt. 8 lbs. § 41 
A10040. List, $7.50. 4+ 
RAG ET ei 4 SE gS Eee an ere 


LARGE 6 AMP. 
HOMCHARGER 


A new vibrator type 
charger for all 6-volt stor- 
age batteries. Ruggedly 
made; self-polarizing ; en- 
tirely automatic in oper- 

=— ation. Charges quickly at 
6 ampere rate. Works from 110 volt, 60 cycle A.C. 
current. With cord, plug, car clamp, and cables. 


Shpg. wt., 11 Ibs. wg EE 


A1oo4l. 
List, $12.50. NET. .....2.--.s25e 


NEW HI-RATE 
HOMCHARGER 


A new heavy-duty charger de- 
signed especially to provide a fast, 
high-rate charge. Automatic ta- 
pering feature assures safety at 
fast charge. Uses no more total 
current than smaller chargers. 
Ideal for charging large batteries, 
as used in boats, trucks, busses, 
etc. Fast charging rate provides 109 Amps. Com- 
plete with Ammeter, 10 ft. approved cables, De- 
Luxe dash receptacle. Works from 


iy vel 60 cycle A.C. Shpg. wt. 
5 1h (Sqqe 


A10037. NEF ed 2. vay 


ADD-A-CHARGER 
HOMCHARGER 


A revolutionary new charger 
of compact, high-quality con- © 
struction. One unit will handle 
2 to 3 batteries per 24 hour pe- 
riod; additional units may be } 
easily added if greater capacity = 
is desired. Ideal for garages, | 
battery service stations, etc. 
Built-in filter eliminates 
interference ; self- polari ~ 
ture prevents ‘“‘Treyerse’ charging. For 110. Volt, 
60 cycle A.C. operation. With A.C. cord, cables, 


clips, instructions, etc, 
A10038. $424? 


SERV-A-CHARGER HOMCHARGER 


A1tOO39. Similar to the Add-A-Charger aboye, 
but with longer charging cable, and with charging 
plug instead of clips. A neat receptacle provided 
mounts on car dash, for charging car battery with- 


NET ees tcces scents, PLF47 


ALLIED RADIO CORPORATION, 833 W. JACKSON BLVD., CHICAGO, ILL: 


VESTA 
6 VOLT 
STORAGE 
BATTERIES 


Heavy-duty, solidly 
constructed, leak - 
proof batteries that 
deliver maximum 
power. Thick plates, 
carefully sealed cells; 
built for. long, en- 
during, trouble - free 
service. With radio type terminals. (Not mail- 
able; shipped express or freight.) 


39 PLATE 
A1OOI3. Shpg. wt., 40 Ibs. 
YOUR SPECIAL PRICE......... $5.10 
45 PLATE BATTERY 

A1OO15. Shog. wt., 42 lbs. 

YOUR SPECIAL PRICE......... $6.25 

HEAVY-DUTY 51 PLATE 

A1OOI7. Less handle. 


Shpg. wt., 44 lbs. 
YOUR SPECIAL PRICE 33 Seoc. $7.40 


These batteries may be had with auto tere 
minals at prices quoted. Send cash with or- 
der, and specify ‘‘with Auto Terminals.”’ 


SPECIAL 
6 VOLT 
HEAVY: 
DUTY 
BATTERIES 


Particularly de- 
signed for lighting 
service. Superior de- 
sign and quality 
construction provide 
long, trouble-free service. Ideal for use with 
a Windcharger or Rurl Power unit; offers 
lighting service as convenient as that from 
power lines. Not mailable. 

ALOO2!I. 5! PLATE. For radio and not 
more than i—25 watt lamp or 2—1!5 watt 


lamps. Shpg. wt., 55 Ibs. 

WOURTPRICE 6250. ove. 2ce6 - $10.45 
Altoo22. 63 PLATE. Medium duty. For 
radio and 2—25 or 4—I5 watt lamps. Shope. 


oun, PRIGE. Rok er $14.45 


A1O0023. 75 PLATE. Heavy-duty. For 
radio and up te 3—25 or 6—I5 watt lamps. 


Vou PAIGE i ee $18.95 


GLASS 
BATTERY 
A deluxe battery in glass cases. 39 heavy- 


duty, extra-thick plates. Non-leaking ; ideal for 
use as radio or lighting service battery. Built 


for a maximum of service; heat dissipation of 
glass case permits much heavier drain without 
case damage. Complete with charge hydrom- 


eter. Shpg. wt., 125 Ibs. 
Ship express or freight only. $s E EES 
A1toO24. YOUR PRICE.. — 


VESTA 2 VOLT RADIO 
STORAGE 
BATTERY 


A 2-Volt, 19 plate 
storage battery giving 
300 operating hours 
at 14 ampere, without 
recharging. In hard 
rubber. container. 
Size, 7144x4114 5x914” 
Easy to charge. Cost 
f operation per hour 
is extremely low. De- 
livers proper, safe 
voltage for.any bat- e 
tery set using 2 Volt type tubes. Rubber nut 
and bolt terminals. Has heavy 342” plates. 


(Not nae sp Pe ee $395 


0 


AI1OOI2. Shpg. wi., 23 
WOUR) PRIGES cesoe4 dons Sek one 


CARTER HEAVY-DUTY GENEMOTORS 
ELIMINATE ALL “‘B’? BATTERIES 


Do away with ‘‘B” battery expense. The Carter 
Genemotor operates directly from your ‘‘A’’ storage 


battery (or 32 Volt plant) and supplies all ‘B” 
voltages necessary for the operation of any battery 
radio, It is a small precision-built unit with an 


efficient self-contained filter system. 
D.C, inexpensively. 
Tapped at 22, 45, 67, 90, 135, 180 Volts 
Ideal for home type battery sets. Voltage tap block 
provides 22, 45, 67, 90, 135, and 180 Volts for opera- 
tion of any battery radio. Quiet in operation; does 


Delivers smooth 


not require. oiling or attention. Easy to install: 
compact, only 4%x5%x3” high. Will give years of 
good service. Wt., Ibs. 


FOR 6 VOLT OPERATION 


A9Q2I1. 6280F. Delivers 180 volts D.C, max., at 
¥ M.A, from 6 Volt storage battery. Drain 2.2 
Amps. 


A9215. 62205. Delivers 200 volts D.C. max., at 
40 M.A. from 6 volt storage battery. Drain 3 Amps, 


FOR 32 VOLT OPERATION 


FOR 2 VOLT OPERATION A92 10. poz0F. Delivers 180 volts D.C. max., at 
: -A., from any volt source, Draws 15 watts. 

BOZ08- Monel 26. Datwine tener A921 4. 3280H. Delivers 180 volts D.C. max., at 

#408 MAL” Drawa: Ouly-3.5-ADOE from 50 M.A, from any 32 volt light 

battery. 


List, $23.50, 


YOUR PRICE..... _ $q3sz 


Above Four Models............. 


PIONEER GEN-E-MOTORS 


Compact, efficient Gen-E-Motors of. superior design, built to 
give long, trouble-free service. Having built-in filters, these 
units provide smooth, quiet *B’’ power for radio or ampiifer 
applications, Bearings are sealed in grease, requiring no re- 
lubrication; entire unit is floated on rubber mountings, elim- 
inating all vibration. May be quickly and easily installed by 


source. Draws only 18 watts. 
List Each, $22.50, S$ 23 
NET EACH for Any One of Se 


j iy 


any one, Each unit measures only 2%6”x5%4_"x5%4_"; neat ap- 

pearing, rugged dust-proof metal case protects the unit from 

damage. Tapped for only one intermediate voltage. For use 

with 6 volt storage battery. Shpg. wt., 9 Ibs. 

A1O0220. 5135AT. Delivers 135 volts D.C. at 30 M.A.3 

tapped at 67/2 volts. 

AIO221i. 5!80AT. Delivers 180 volts D.C. at 30 M.A.>$ 

tapped at 90 volts. 5 

A10222, 5200AT. Delivers: 200 volts D.C. at 40 M.A.: 

tapped at 90 volts. : . 

ATOR eS. ett. Delivers 250 volts D.C. at 50 M.A.: 

apped a volts, Fil 
List Each, $18.50. $4. Qss Large _ 
WEDGRAGHE. .. 5 oe eink tat. —— Intermediate Tap 


HEAVY DUTY MODELS : : 
A1lO224. A larger unit than the above, built especially for heavy-duty use with amplifiers, 
P.A. systems, portable transmitters, or any similar application, which require a high ).C. 
voltage at high current levels. Built for long, trouble-free service, with a minimum of attention. 
Extremely compact; measures only 534”x5%”x35¢”; entire unit is completely enclosed in neat- 
appearing, rugged heavy metal case, giving full protection against damage. Operates from 6 volt 
storage battery; delivers 300 Volts D.C. at 100 M.A.; draws 9.5 Amp. from $19 98 
battery? Shipg: ‘wit. 1) Vhs eS NET os oan gee oy. een eee bg 
A10O225. Same as above, but with special filter for high gain amplifiers, to $21 75 
eliminate all possibilities of noise pick-up from the Gen-E-Motor. NET........- Ad 


JANETTE ROTARY CONVERTERS 


Efficiently converts D.C. current to constant 110 volt, 60 
cycles A.C. Permits the operation of A.C, radio sets, 
sound systems, und other devices and appliances from 32 
volt light plants or 110 volt D.C, lines. Compact, dynam- 
ically balanced, ruggedly designed, and built for long life. 
Very quiet in operation; practically no attention is re- 
quired. The armature employs the superior dynamotor type 
(double-wound) construction. The field frames are of high 
quality rolled steel and the field poles are laminated for 
the very highest efficiency. The easily removable grid covers 
protect the commutator slip rings and brushes. Quality 
construction throughout assures freedom from trouble. 


WITH BUILT-IN FILTER 

The Janette Rotary Converters listed below are equipped 
with special All-Wave interference filters, for all types of 
radio receivers. Assure exceptionally quiet reception results 
on all bands from 500 to 30,000 K.C. (10 to 547 meters). 
We can also supply converters for special voltages, fre- 
quencies or both. Please describe your 
we shall quote promptly. 


32 VOLTS D.C. to 110 VOLTS 60 CYCLE A.C. 


requirements and 


WE CAN 


Stock Output Input Mfrs. YOUR 

Ps Rode Watts Amps. Type % On SUPPLY 
80 5.4 CA-25-F $29. 

Al1O201 110 6.5 CA-20-F St-31 Psanetes canvertoa teens 
Al0202 150 8.5 CA-18-P 34.71 driven and gas-engine 
A10203 zon 15.0 C-13-F 48.67 generators, ate at “the 
Al0204 “ 18.0 CE-14-¥ 64.14 | jowest wholesale prices. 
110-115 VOLTS D.C. to 110 VOLTS, 60 CycleA.¢. | 20s, products are 

Stock Output Input Mfrs. YOUR sizes for A.C. radios, 

No. Watts Amps. Type PRICE sound systems, neon signs 
A10205 80 i ER CA-25-F $29.05 | and other special applica- 
A1to206 110 1.9 CA-20-F 31.31 | tions. Tell us about your 
A1i10207 150 2.4 CA-18-F 34.71 | needs and we will. quote 
A1lo208 300 4.0 C-13-F 48.67 | promptly on equipment 
A1O209 500 6.4 CE-14-F 64.14 I best suited for them. 

D 


10 SUPPLY HEADQUARTERS 


PIONEER GAS ENGINE 
a: j 


= © 
ee - 


PROVIDES 110 VOLTS A. C. 


Light, sturdy, dependable generators for sup- 
plying 110 Volts A.C. for all purposes, at mini- 
mum expense. Ideal for operating radios, sound 
systems, amateur stations, lighting systems, 
electrical appliances, ete, Also supplies low 
voltage D.C. for charging 6 yolt storage battery. 
The 4 cycle type air cooled gasoline engine is 
made by a leading manufacturer. Special muf- 
fler reduces noise to a minimum. Built-in gov- 
ernor maintains constant 60 eyele current. Spe- 


DRIVEN GENERATORS 


cial brush construction assures long life with © 


no commutator wear. SBearings are grease- 
Sealed; require no attention. A.C. and D.C. 
leads are brought out to a connecting bor. 


300 WATT MODEL 
A1O215. The ideal unit for supplying cur- 
rent to small radio units, ete., where the power 
demand does not exceed 300 watts. Also sup- 
plies 50 watts D.C. for battery charging. 
pedal starter. Will operate 3 hours on one 
quart of gas. Extremely compact, measuring 


NET neste ee $5995 


300 WATT Remote Control MODEL 


AlO212. 300 Watt Gas Engine as above 
With remote control starting, 
NET 20.2 224 peace ee a $82.45 


: 600 WATT MODEL 
Alo2i6. 
will supply current up to a 600 watt 
Measures 37” long, 18” wide and 18” high. 


Hand-crank. starter. 
We.,'280 .Ibs.. NET...cetanees $123.75 
1000 WATT MODEL 

AtO217. Will supply sufficient A.C, 
practically any purpose. Ideal for large sound 
trucks, radio transmitters, house lighting sys- 
tems, etc. Measures 37”’x18”x 

18”. Wt., 280 Ibs, 


Foot-. 


ize '*"= $180,00° 


A large, directly driven generator; © 
load. | 


for — 


AltO218. RADIO FILTER., Special filter 
for the ibaa oe i pe: bef it is used | 
to supply power for radio or pub- 

lic address. YOUR PRICE......: 9HeOB < 
a bride Filter as above but with Ignition 
shielding, 

NET) 53 saa’ POPE a a Gace $7.50 
RS 


Easy to 
Install 


Built-in 
Filter 


ZS — t 


CARTER COMPACT GENEMOTORS > 


The smallest complete auto ‘‘B’ eliminator 


made. 


Completely shielded. Has built-in filter. ” 


Ball bearings eliminate oiling and adjustments. - 


Easily installed; will deliver full efficiency from 
a 6 volt battery. May be mounted in any posi- 
tion, Measures only 2%”x4”x5”". Wt., 6% Ibs. 


135 VOLT MODEL 


A92I3. Operates from 6 Volt battery and ~ 
delivers 135 Volts at 30 M.A, tapped at 67 V. 


Draws 2.2 amps. Replaces 3 ‘‘B”’ batteriés, 


180 VOLT MODEL 
A921{2, 
at 90V. Works from 6 V. battery at drain of 
2.6 amps. . Replaces 4 ‘‘B”’ 
batteries. 
List. Each, $16.50. 

NET, EITHER MODEL......... 


Delivers 180 volts at 30 MA, tapped 


sgz 


NEW SPRAGUE 
INTERFERENCE ANALYZER 


A compact, portable instrument for the serv- 
ceman; quickly and simply tells you what filter 
inits are required for interference suppression. 
“onnects directly into circuit from which the 
nterference originates. Supplied complete with 
‘ables, alligator clips, line cord, chart and in- 
structions. Operates either on 110 or 220 volts, 
. or D.C. In bakelite case, 4144x7x3 inches. 


AL ie plata db Lads $gss 


OUR PRICE 


SPRAGUE INTERFERENCE 
ELIMINATION CONDENSERS 
AND CHOKES 


Especially designed for eliminating radio in- 
terference in the manner indicated by the new 
Sprague analyzer. 


Type IF-11. Dual condenser, For large mo- 
ors, as in refrigerators, oil burners, etc. 


11455. List, $2.50. 7 
MM eek... SAG 

Type IF-50. Individual Units.  Oil-filled 
type. For small motors requiring high capac- 


ity units 
List, $1.75. $1.03 


11456. 

IN EP nipcewasewcsccsccescovcs 

Type IF-21, 1F-33. Tubular Condensers. For 
fractional horsepower motors used in mixers, 
fans, 


ete, 
Ai1457. IF-33. List, 75c. 44¢ 


INET sce ccc cece enone 
Al1458. iF-2i. List, $i.o0. 
OS8 Seo 0A OB a eee > 


Type CH-i Choke. Specially designed; will 
carry up to 10 amps. Metal can; self mount- 
ing. Can be used on { HP. motor. 
A1i1459. List, $1.35. 


op: ( as cccseeseeeee GE 


SPRAGUE CUT-OUT BOX 


A compact metal box, with hinged cover and 
knock-out holes. Ideal for mounting practically 
any combination of the above interference units. 
Measures oe 67x6”x346", 

ALI451. 

YOUR PRICE fee jf 125.) S8c 


REPLACEMENT 
LINE BALLASTS 


Original ballasts to replace similar 
units in sets designed for their use. 
Thése fine Line Ballasts maintain the 
normal voltage across the primary of 
the power transformer within limits 
for efficient operation in spite of line 
fluctuations over a range of from 95 
to 135 Volts. We can supply replace- 
ment line ballasts for all sets not 
mentioned below. Order with deposit, 
giving make, model and year of set and num- 
of tubes, 

Set 


Type 
Bremer-Tully. 


zy 


EP>pppD PEPDPD PP 2 
2OWOWWWW WWWWWW WW2- 
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2160 


2179 Brunswick, Hi-Q30, Scott, Sil- 
yer, Sonora. 

1516 Majestic 70, 71. 

2408 Clarion, Hi-Q31. 

1508 Majestic 72, 70B. 

1012 Majestic 80, 180, 181, 

Majestic 90, 91, 92, 100. 

6310 United Reproducers, Peerless, 

Grebe. 


Starck Piano, Belmont, 
Simplex, Baldwin. 
Stewart-Warner 900-61816, 
Stewart-Warner 950-62152. 
Stewart-Warner R100-66756. 


vet EE 
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MILLER 

ALL-WAVE 
LINE NOISE 
FILTER 


Incorporates both in- 
ductive and capacitative 
filters for positive results. 
Condensers are oil-impreg- 
mated; chokes are duo- 
lateral wound. May be 
used directly at the source 
of noise on small motors, 
etc., or at the line con- 
nection of the radio set. 
just plug filter cord into 


Simple to install; 
110 volt outlet and plug radio or appliance cord 


into filter receptacle; requires _no adjustment. 
Line cord and plug attached. For 110 volt line 


at not more than 200 watts drain. SQ35 
— 


S610, List, $4.00. 
OURS PRICERR Sige. ysiee ooes 


RCA UNIVERSAL 
WAVE TRAP 


Traps out interfer- 
ence which ruins re- 
ception of your fa- 
vorite programs. 
Eliminates annoying 
code and long-wave 
signals, cross-modu- 
lation, blanketing, 
and broad tuning. 
Will not hamper SW 
performance, Easily 
and quickly attached 
Fully adjustable from 430 
Completely shielded. Universal 


RGA No. 13167, $59 
MILLER LINE CHOKES 


Duo-lateral wound coils 
designed especially for line 
filters. Low distributed ca- 
pacity and D.C. resistance. 
Effectively eliminate line dis- 

_turbanees produced by vari- 
ous electrical devices. Espe- 
cially recommended for filters 
in transmitter power supply 
circuits. Use chokes of the 
correct current carrying Cca- 
pacity. Supplied with mount- 
ing brackets. 

0. Microh. Amps. 

bcos Be 
50 1.47 

m4 350 10 i 

4 200 20 


radio. set. 
to 1700 KC. 
mounting, 
A7599. 
List, $2.65. 


to any 


UNIVERSAL 
RESISTOVOLT 


Automatic yoltage regula- 
tor. Maintains a constant 
potential of 110 Volts, pre- 
venting tube burnouts. Oper- 
ates automatically and re- 
quires no attention. Shpg. 
wt., 1 Ib. each. 

A5500. Light Duty for 


sets up to 6 tubes, 


Heavy Duty for sets over 6 tubes. 
List, each, $1.25. 


YOUR. PRICE ...:ccrdas02s0ge- ......56C¢ 


CLAROSTAT A.C. LINE 
VOLTAGE REGULATOR 


Automatically adjusts line voltage for all ra- 


AS501. 


dio sets. Compact and durable. Ideal for safe 
operation on fluctuating voltages. Easy to in- 
stall. For 110 Volt A, C. 
sets consuming DOoWer_as 
specified. 1 Ib. each. 
No. Tyne Watts 
A3260 0. Upto 60 
A3261 A. 60 to 100 
A3262 B. 100 to 150 
A3263 Cc. 150 to 20( 
A3264 D. 200 to 250 
List, $1.75. YOUR 
PRICE, EACH - 49C 


TACO H-F 
ALL-WAVE 
LINE FILTER 


Contains three 
complete filter  cir- 
cuits covering short- 
wave and ultra-short- 
Wave as well as all 
broadcast bands. 
May be used on any 
set or interfering de- 
vice, AC or DC, 
drawing not more 
than 200 watts at 110 volts. Measures only 
4x4x5 inches. Easily installed without _ tools, 
Equipped with bakelite receptacle and attach- 
ment cord with unbreakable rubber plug. Brown- 
finished metal case. 


A7903. List, $7.50. 
YOU BsPBIG ES ces ike Sicsine as oe ; — 
AEROVOX INTERFERENC 


ELIMINATOR 


Eliminates power line 
noises and man-made 
static from electric mo- 
tors, vacuum cleaners, 
elevators and other elec- 
trical devices that cause 
more than 75% of radio 
disturbances. Aerovox In- 
terference eliminator fur- 
nishes a real noise-free 
background for increased 
radio enjoyment. No tools 
needed — just plug in. 
Complete with cord and 
plug. Shpg. wt., 3 Ibs, 


A1300. List, $4.75. 
NET PRICE 


$79 
BUD INTERFERENCE FILTER 


A highly serviceable filter 


that does away with ‘‘man- 
made interference’” such as 
that caused by bells, refriger- 
ators, ete, Easily and quickly 
attached by means of cord and 
plug supplied. 

As a capacity filter, there is 
no danger of burnouts. Built 
into a neatly finished, all bake- 
lite box. Shipping weight, 1 


lb. * 
A2600. 
YOUR PRICE Be sqazS 


FILTERNOYS 
INTERFERENCE 
ELIMINATORS 


Free your radio reception from annoying in- 
terference caused by electrical appliances. Effi- 
cient Filternoys listed are inexpensive and 
quickly installed. All are for use on {10-120 
Volts AC or DC. ; 

A7868. ROIDH. Plug-in type for use be-~ 
tween radio and power outlet. cole alee noise 
pickup through power lines. vi 

carry 5 amperes, NET..........- §9c 
A7865. ROIH. Rejection 
neutral power wire is grounded. 
wa.l outlet. 
NET 
A7867. | 
from motors using less than ai tbebsia Plug-in 
type for use between power outlet an 

TVIDUO ERIN Ea Di teccharaitls wialela ere Reel erisa's,0 ¢ 0% OF 59c 
A7866. FOIH. 300 watt capacity. For sup- 
pressing noise from high-speed sewing machine, 
electric razor and food mixer motors. For use 
between motor and pover outlet. 


OIL BURNER IGNITION 
INTERFERENCE SUPPRESSOR 
Effectively stops. radio interference from oil 

burners. Two required, one in each high ten- 

sion lead. With fittings which permit use with 
all ‘standard ignition transformers, 


A7869. NET EACH..........0.s03- 88c 


PROTEX TUBE VOLTAGE REGULATOR 


An air cooled, dependable voltage regulator. 
socket or outlet and will deliver correct voltage to any set. 
yenient small size. 
A3970. Lots of 10, $2.85. 
NET EACH ... 


Fits any standard 
Con- 


Will give lasting service. Shpg. wt., 1 Ib. 


se ee eeeeee von yrauh eis 9 SOC 


ALLIED .RADIO CORPORATION, 833 W. JACKSON BLVD., CHICAGO, ILL. 


UTAH-CARTER 
VOLUME CONTROL 


irene Dependable 


Low Cost Units 


A well-known attractively priced se- 
lection of high quality volume con- 
trols. Insulated shaft type. C— 
Clockwise; CC—Counter Clockwise. 
All others with uniform taper. 1% 
inch shafts. %4 inch bushing, May 
be had with or without switch. 


LESS SWITCH WITH SWITCH 


No. Ohms | No, Ohms No. Ohms | No. Ohms 
A6950 600 |A6959 20000C A6968 600 |A6977 20000C 
A695! 1000 | A6960 25000 A6969 1000 |A6978 25000 
A6952 2000 | A6961 50000 A6970 2000 | A6979 50000 
A6953 3000 | A6962  75000CC | A6971 3000 | A6980 75000CG 
A6954 5000 | AG963 100000C A6972 5000 |A698I 100000C 
A6955 6000 | A6964 200000 A6973 6000 |A6982 200000 
A6956 10000C | A6965 250000C A6974 10000C | A6983 250000C 
A6957 10000 |A6966 500000C A6975 10000 |A6984 500000C 
A6958 15000C | A6967 1 Meg.C A6976 15000C | A6985.. 1 Meg 


A6987. A.C. SWITCH only for Carter Replacement Controls. 17¢c 
YOUR: PRICE; HEACH cscs cetaceans AG CEO Mee re ee ey 
UTAH-CARTER MIDGET CONTROLS 
Extremely POTENTIOMETERS 
compact. Pre hese Ohms pitt ona 
ision - built 6 
vive - wound, |. Ago2l 20 A9026 500 
Only1%4,”dia., | A9022 15 A9027 1000 
4% Geen |- A9023 20 A9028 1500 
one ie os | ABOzA. 200 
ack of panel. Pw 
Dissipates 1 ; petit rk oon 
Fnob. Single | 49030 A9037 2 
hole Be | A903! 4 A9038 25 
ole mounting A9032 2 A9039 30 
type. May be used for all radio A9033 3 A9040 40 
requirements. Ideal where space A9034 6 A9041 50 
is at a. premium. Large lugs A9035 10 A9042 75 
make soldering easy. Save money 1 


by using these dependable low- | (9036 5 
>: PHA: ene Sahin Sey Cc 
UTAH-CARTER “BABY” CONTROLS 


A new type volume and tone con- 
trol, measuring only 1” in diame- 


ter. Supplied only less _ switch. 
Ideal for replacement purposes and 
for midget set building. 4x14” 
a ; %” bushing. Dissipates 1 
BS watt, 
No. Ohms} No. Ohms | No. Ohms] No. Ohms 
A8975 1000 | A898t 6000 | A8988 25000 | A8993 *100000 
A8976 2000 | A8984 *10000 | A8989 *25000 | Ag9o4 200000 
A8977 3000 | A8985 10000 | A8990 *30000 | A8995 *250000 
A8978 4000 | A8986 *15000 | A899t 50000 | A8996 *500000 
A8979 5000 | A8987 *20000 | A8992 +75000 | Ag997 *1 Meg 
A8980 *5000 
List, Each, 660. SOc 
YOUR PRICE, EACH........ PPETTTTT TTT 


+ Counterclockwise taper. Balance are Uniform taper. 


METALLIZED 
VOLUME 


I R IC CONTROLS 


A new volume control with superior fea- 
tures. Operates quietly. Only 14%” diam. 
In bakelite housing. Uses: A—Potentiometer 
or rheostat with uniform resistance change ; 
C—Audio grid or antenna shunt; D—Antenna and ‘‘C’ 
bias for one tube; F—Antenna and ‘‘C” bias for 


* Clockwise taper. 


= two tubes. 

No. Use Ohms No. Use Ohms 
A1li900 A 500 AILI9I8 Cc 50000 
Ai1901 A 1000 AILIg9I9 Cc 75000 
Ali902 A 2000 All ose D 75000 
AItt903 A 3000 Ati92 A 100000 
Al 13 4 A 4000 A1li922 Cc 100000 
Al 305 A 5000 A {1923 A 200000 
Al 906 Cc 5000 11924 D 200000* 
Ai!1907 ¥ 10000* Ali925 Cc 250000 
Ati9o08s A 10000* Al(926 Cc 500000 
Ati909 D 10000* At(927 A 500000 
Ai!9I10 Cc 10000 A1ti928 Cc 500000T 
AII9it D 15000* A1l!929 Cc 1 Meg. 
ALI912 F 15000* A1t!930 C 1 Meg.T 
ALI9!l3 F 20000* AIIig93i Cc 2 Meg. 
AtI9Il4 D 25000* A1tl932 UM 3 Meg. 
AII9I15 A 25000 (T controls tapped for tone 
al 916 F 25000 control circuits.) « 

{ A 50000 fs 
Ker PAGH. Without Switch. Plain cover.........sseesess 
A1l1937. Single-pole single-throw switch. EACH..... seeeveees 29C 
Aiit936. Single-pole double-throw switch ? Cc 
Ati935. Double-pole single-throw switchS EACH .......... 35 


*These controls supplied with 300 ohm '% watt resistor, For replacing 
controls in grid bias circuits which require fixed minimum resistance. 


VOLUME CONTROLS 


KNIGHT UNIVERSAL 
VOLUME CONTROLS 


_A dependable 
line of efficient 
volume controls. 
Durable; very quiet in 
operation; moisture-proof. 
Incorporates special re- 
: sistance element on bake- 
lite base. Smooth contact action 
assures quiet operation. Rated 
at one watt. Case 15% in. di- 
ameter; 44 in. shaft extends 1% in. Code: A=Antennai 
control. U=Antenna and “C” bias. W=“C’’ bias. 
P=Potentiometer. T=Tone control or audio . shunt.! 


WITHOUT SWITCH WITH SWITCH 


No. No Ohms 
A5960 A597 1000 A 
A5961 597 2000 A. 
A5958 A598 3000 PI 
A5962 A597 5000 Ul 
A5963 A597 10000 Ui 
A5959 A598 15000 Pi 
A5964 A597 20000W:' 
A565. A597 25000 Pi 
A5966. A597 50000 I 
A5967 A598 75000W: 
A5968 A598 100000 1 
A5969 598 250000 'T 
Abort ABoS nee 

meg. 
LESS WiTH i 
SWITCH SWITCH. Oc 
PRICE PRICE EACH ....... 


ELECTRAD BN ATTENUATORS 


A new attenuator of advanced design; ac- 
complishes greater attenuation of true loga- 
rithmic character, with much lower noise level 
than in older types. Ideal for all amplifier 
requirements which demand smooth, linear at- 
tenuation with constant load. 


No. Ohms No. Ohms |.~_ No. 
A4500 15 | A4504 250 | A4508 a 
A4sos 100 | Aasog 3000 / AaStO 1000 SoTe: 
A4503 200 A4507 4000 NET EACH. 17°: 


OHMITE VITREOUS 
ENAMELED RHEOSTATS 


A new line of heavy-duty power-type rheo- 
stats, All-porcelain construction. Resistance 
wire is wound on porcelain core and covered 
with vitreous enamel, except for contact sur- 
face; assures extreme rigidity. Large contact 


tions. Complete 
air circulation 
assures maximum 
dissipation. As 
bestos insulation. 


Advanced con- 
denser type Octave 


shoe, Shaft is insulated for use on metal f 
panels, Requires 3g” mounting hole. ‘ ©) 
DEL H—25 WATT MODEL J—50 WATT 
A “Pa Ohms BACH § 6s Perey. one EACH 
6405 eS org s : 
A6406 2 Ae421 6 ltr | $2.94 
A6407 6 AG423 A 
A6408 10 A6424 8 . 
AS41925 Ae425 23 gOS 
Asai} | Spas] Aeaee | SES 
Aedl2 7 A6428 80 . 
A6G413 100 AG429 150 
RG64ia = 250 A6430 —- 300 . 
A6415 500 06431 500 
A6416 750 A6432 1000 $2.79 
AG417 1000 .........$2.65] A6G433 2500 
AG418 2500 22..3555.° 3565 | AG434 5000 $2 94 
AG419 5000 ......... 2:79 1 A6435_ 10000 ig @ 
For 100, 150, 300 and 500 watt sizes order with deposit or ask for prices. 
FILTERMATIC fae: CRL POWER 
TONE lh RHEOSTATS 
~~) For many com- 
CONTROLS wees) iy) mercial applica- 
) WH 


Tone Control. Op- 
erates smoothly and 
noiselessly. Mica 
dielectric construc- 


tion, in bakelite case; thoroughly No. Ohms 
moisture-proofed. Measures 15%’ A3000 2 
dia.; 1%5” deep. 1%” shaft; %” | AZQ01 6 
bushing. Be aloe PEPE. My 
WITHOUT ITC 
No. ee Cap. EACH | A3004 150 
AS NET EACH ....... 
A5 WATT 
AS ig Ones i 
A3017 50 
AS {1 60] AZ0I8 150 
12 150] AZ019 300 
{3 500 | A3020 500 
AS 14 1000 | A302{ 1000 
A5 1.47 YOUR 
A5 NET -S@ 76 
A5 15 5000 | PRICE 
A5 ---$1.62' EA 


NEW YAXLEY 
tALOG & VOLUME 
“CONTROL GUIDE 


‘Shows exact replacement volume con- 
roils for hundreds of sets; gives num- 
yers and specifications. Also contains 
yertinent data covering condensers, 
heostats, etc. Get this valuable guide. 
it will help you find the proper Yax- 
ey Volume Control replacement for 


FREE 


This valuable 
catalog is free 
with any order 
} for a Yaxley con- 
} trol, or it can be 
/ secured by send- 
i ing 5¢e to cover 
| cost of handling. 


UNIVERSAL REPLACEMENT CONTROLS 


A1t1soo 
On Ohms | Type 

A8565 2 Q 
A8566 R 
A8567 10 i) 
A8568 20 fk 
A8&569 30 U 
A8570 60 Vv 
A8571 100 Ww 
A8572 200 x 
A8538 400 A400P 
A8573 500 
A8539 550 A550P 
A8540 1M A1IMP 
A8574 1M 
A8603 1M TUCS500 
A8541 2M *A2MP 
A&8576 2M *C12 
A8575 2M *C 
A8542 3M *A3MP 
A8579 3M *D12 
A8577 3M. *D 
A8578 3M *D7 
A8543 5M *45MP 
A8544 5M Y5MP 
A8582 5M E12 
A8580 5M ih 
A858 5M *E7 
A8585 7500 F12 
A8583 | 7 *F 
A8584 7500 «ET 
A8545 10M *AIOMP 
A8546 10M Y10MP 
A8588 10M G12 
A8586 10M *G 
A8604 10M UC501 
A8587 10M t*G7 


*Adjustable Bias Feature. 
+Slotted Shaft for auto sets. 

_ 7tExtra long shaft for autos, etc. 
tWire Wound Element. 


| CONTROLS 


Balance Carbon. 


= — 


These new Yaxley Universal Controls make it possible for the 


serviceman to replace defective controls, regardless of size, 


today. 
ments, 


New Yaxley Universal Controls feature: 
bias adjustment on all bias controls. 


tached separate Underwriters’ Approved 
adapter—not necessary to file shaft. 
use of control through 54” panel. 


Taper No. Ohms Type 
IV A8591 15M Hi2 
IV A8589 15M *H 
IV A8590 15M *H7 
IV A8547 20M t*A20MP 
IV A8592 20M ¥ 
IV A8548 25M Y25MP 
IV A8593 25M J 
IV A8549 50M. Y50MP 
IV A8595 50M. K12 
5 ee A8594 50 
IV A8597 75M ZZ 
IV A8596 75M 
I A8550 100M Y100MP 
II A8598 100M L 
IV A8613 100M UC510 
I A8605 150M UC502 
II A8551 200M Y200MP 
IV A8552 250M Y250MP 
I A8599 250M uf 
Il A8614 | / 250M tUC511 
Vil A8612 250M UC509 
IV A8553 600M Y500MP 
IV A8600 500M N 
I A8615 500M {User 
II A8616 500M 7TUC515 
VII A8617 500M UC513 
I A8606 750M UC503 
II A8554 1 Meg Y1000MP 
Vil A8601 1 Meg 
IV A8618 1 Meg. yUC514 
IV A8602 2 Meg 
I A8607 3 Meg UC504 
IL A8608 4 Meg UC505 
II A8609 5 Meg UC506 
VIL A8610 5 Meg UC507 

A8611 9 Meg. UC508 


List, $1.00. 
NET 


ATTACHABLE VOLUME CONTROL SWITCHES 


Available in five types, these easily attached 
snap-on power switches fit any of the Yaxley 
Underwriters’ Approved. 
A8620. Tyne 6-9. S.P.S.T. Special thin de- 


controls on this page, 


sign. ‘‘On-off’* switch. List, 50c. 


AS621. Type 7, D.P.S.T. Thin design, sim- 
NE 35c 


ilar to Type 6. List, 60c. 


seeeeee 


A8G22. Tyne 8. 


than Types 6 and 7. 


S.P.D.T. 
List, 60c. 


e 3 inch sha 
desired length—just notch with cutters and break off. © 


Cloth bound, 8 
=1L”,  Wt., 2 Ibs. 
e bee | get minimum 
t, easily cut to A3396 
Easily at- NET 
ower switch. © Knob 


e Extension bushing—allows 


Taper 


qr 


et 
= 


< 


(ees Lan len elon 


Ase | $Mee | woes | 1 
Ee es 


Slightly larger 
NET 35c 


es0C 


A1180O5. Type 13. 3 P.S.T. Shorting. 

NET...29¢ List, G00. NET... ..cccccessvererrcese 
Attso6. Type 14. 4 P.S.T. Shorting, 

sees List, 606. NET... ..ccccecsenccdince 


ee ee 
YAXLEY VOLUME CONTROL TAPERS 


The graphs shown here illustrate the various tapers of Yaxley volume controls. To simplify the 
reading of these tapers, the following explanations are given: 


1. A modified logarithmic left-hand taper in the carbon un 


wound units. 


- : it; semi-logarithmic taper in the wire 
For use in shunt circuits, such as antenna and audio circuits. 


Vey right hand logarithmic taper in the carbon controls, semi-logarithmic in the wire- wound 


VE OUNO TAPERS | on 
ql son rast aaa Herma 
pera ele| titi 
BENNER 
GEANNEE Ae 
pS) 


types. For series 
circuits, such as 
cathode voltage con- 
trols. 


Hil. Combination 
right and left hand 
taper. For antenna 
and ‘‘C’’ bias cone 
trol. 

IV. Linear taper. 
Used where the volt- 
age changes pro- 
portionate to the 
degree of rotation. 


Vil. A left hand 
taper found only in 
wire-wound Cone 
trols. Useful in 
combined antenna 
and bias control 


ind | 0 10 20 3 
circuits. 


% ROTATION LEFT TO RIGHT 


shape, or 
electrical characteristics in over 90% of all the radio receivers in use 
) With a comparatively small stock, you can now meet all 
service requirements which call for volume or tone control replace- 


MANY DESIRABLE FEATURES 


ROLS 

NEW 
MALLORY-YAXLEY 

ENCYCLOPEDIA 


$75,000 worth of valuable infortha- 
tion for only $1.47. The most athazing 
service manual eyer printed. Contains ~ 
complete service data on over 12,000 
-sets: circuits, I.F, peaks, circult_com- 
ponents, replacement parts, etc, Elim- 
{nates guesswork from servicing. Here 
in one book, on f 
one page, on one 
line is the correct 
answer to every 
servicing problem, 
Over 200 pages, 


$1.47 


SPECIAL REPLACEMENT 
CONTROLS 


These controls are especially made for receivers 
whose volume control requirements are so special 
that they cannot be met by the universal type 
controls, ‘These controls have special electrical 
or mechanical features, or a combination of 
both which makes therm suitable fot special re- 
placement purposes. Consult your Yaxley Voluthe 
Control Guide for correct selections. 


No. Ohms Type Usé 
A11810 2 SRP133 | Vol. 
A11811 4500 SRP134 | Vol. Sen. 
A11812 450 SRP138 | Vol. 
A11813 550 SRP139 | Vol. 
A11814 1200 SRP141 Vol. 
A11815 2400 SRP142 | Vol. 
A11816 2M SRP144 | Vol. 
A11817 2M SRP145. | Vol. 
A11818 50M SRP150 | Vol. 
A11819 60 SRP152 Phono. Vol. 
A11820 13M SRP163 | Vol. 
A11821 50M SRP164. | Vol. 
A11822 2500 SRP1g0 | Eaual 
A11823 75M SRP170 | Vol. 
A11824 | 125M SRP179 | Vol. 
A11825 1500 SRP185 | Vol. 
A11826 32M SRP188 | Vol. 
Ai1827 | 250M SRP213 | Vol. 
A11828 | 500M SRP216 | Vol. 
A11829 1M SRP223 | Vol. 
A11830 | 250M SRP226 | Vol., Tone 
A11833 32M SRP245 | Vol. 
A11834 20M. SRP249 
A11835 | 250M SRP251 Vol. 
A11836 | 500M SRP252 | Vol. 
A11837 400 SRP253 | Hum 
A11838 3500 SRP254 | Vol. 
A11839 15M SRP255 | Vol. 
A11840 10M SRP256 | Vol. 
A11841 3M. SRP257 | Vol. 
A11842 15M SRP258 | Vol. 
A11843 50M SRP259 | Photo 
A11844 1M SRP260 | Vol. 
Ai1845 | 100M SRP261 Vol. 
A11846 1500 SRP262 | Vol. ° 
A11847 32M SRP263 | Vol., Tone 
A11848 650 SRP264 | Vol. 
A11849 200 SRP265 | Hum 
A11850 600 SRP266 | Hum 
A11851 8M SRP267 | Tone Beam 
A11852 15 SRP268 | Vol 
A11853 10M SRP269 | Vol 
A11854 15M SRP270 | Vol 
A11855 150 SRP271 | Vol 
A11856 300 BRP272 | Vol. 
A11858 10M SRP274 | Vol 
A11859 | 500M SRP275 | Vol. 
A11860 3M SRP276 | Regen. 
A11861 2M. SRP277 | Vol. 
A11862 | 500M SRP278 | Vol. 
A11863 50M SRP279 | Vol. 
Ai1864 | 500M SRP280 | Vol. 
Ai1865 | 350M SRP281 Vol. 
A11866 | 350M SRP282 | Vol 
A11867 2500 SRP283 | Vol. 
A11868 20M SRP900 | Vol. 
A11869 10M SRP901 Vol 
A11870 800 SRP960 | Vol 
A11871 10M RP961 Vol 

phe $1.50. 
Et Se 
EACH oo -o+ pesos epee € 

No. Ohms Type Use 
A11831 450 SRP239 Vol. 

eae 6000 SRP241 Vol, 

T 

EACH ee ERD a oi 
A11857 500,000 SRP273_ Vol. 
NET ccccncctvccccccavvess vvsteseers . $1.18 


Long aluminum shaft 
easily sawed or filed to 
desired length, Saves 
time and labor. 


Carbon resistance ele- 
ment permanentty fused 
to the flat outer rim of 
a strong Bakelite ring. 2) 


COE 


Molded Bakelite case 
protects mechanism 


\ 
and resistance ele- (C 
ment from dust and | te 


. Mechanism provides 
|, 300-degrees of con- 
tinuous rotation in a 
straight path. 


moisture. 


(Long bronze tension 
‘spring. Special-alloy 
aw floating contact trav- 
- els end-wise without 
‘chattering, 


Body of control extends 
only !," back-panel, 
when mounted. Case 
only 1 7/16” wides- ~ 


Standard mietevcares 
held by one screw. In- 
stantly interchange- 
able with power 


switch assembly (ap- 
proved by under- 
writers) interchange- 
ble with standard cover 


LATEST ELECTRAD LINE OF STANDARD VOLUME CONTROLS 


Smooth, quiet, and.long-lived. Unaffected by moisture. Contact shoe is self-wiping type increasing 
Smoothness and quietness ‘with use. Housed in molded bakelite case, 14’" thick, W416” dia., with 
metal end cover and long 4%,” dia. aluminum shaft. 
below) may be easily added. All controls marked ‘‘W’’ are wire-wound, 


CAT. MFG. TAPER: TOTAL CAT. MFG. TAPER TOTAL 
NO. NO. CURVE RES. No. No. CURVE RES. 
A4200 204W D 10 £7299 995W D 10000 
A4201 269W D 20 4241 996 F 10000 
A4202 270W D 30 A4217 240 Cc 10000 
A4203 271W D 50 A4218 573 A 12000 
A4204 272W D 100 | A4935 875 H 12500 
A4205 273W D 200 Aa4219 201 Cc 15000 
A4206 274W D 400 A4248 899 i 20000 
A4236 991W D 500 A4220 279 D 25000 
A4207 282W D 600 4221 280 H 25000 
A4208 275W D 800 A4222 241 K 30000 
n4299 276W D 1000 A4242 997 A 40000 
4237 992W D 1500 A4223 205 D 50000 
A4210 232W D 2000 A4224 202 A 75000 
A42ii 233W D 3000 A4225 242 E 100000 
A4212 277W D 4000 | A4226 281 D 200000 
A4213 234W D 5000 | 44243 998 A 250000 
A4214 27 £ 5000 | A4227 208 E 250000 
A4238 Seay, 4 6000 | a42o8 203 E 500000 
A4239 994W D 7500 208 1 Mee 
A4215 560 E 7500 | A4229 206 - ares 
A4216 283 D 10000 | A4246 999 i 2 Meg. 
List, Each Standard Volume Control, $1.00. 
YOUR: NET! PRICH, EACH (5.2. ) donee ah eee nace. ae ye Pee eee et ¢ 
FADER CONTROLS Cyt Control Tap) CONTROLS (WITH TONE TAP 
A4160 E 30,000 A4244 E 500,000 
A416! 301 E 250,000 A4245 305 E 1 Meg 
A4162 892 E 500,000 A4247 898 E 2 Meg. 
» List, Each, $1.50, 88 
NET, (EACH? 0. 50 hc niteneme tinh be avis cc ae opis tee tenis SNe tee teal Cats ens Omen ea RP & 
DUAL CONTROLS FOR PUSH-PULL GRIDS FOR AUDIO ae ee USE 
A4165 893 BH §500,000 } A4166 S961 250,000 
2500,000 250.000 
List, Each, $2.50. 
NETS EACH Ooi 200 (iis wn taeiemer nae yl, Patt bate Se nla Inti ate noha oem pa By eae $1.47 
POWER SWITCHES FOR ELECTRAD CONTROLS 
A4231.' S.P.S.T. Type. A4233. S.P.D.T. Type. A4234. D.P.S.T. Type. 
Standard “On-Off? Switch Phono-Radio Switch. Has 3 Breaks 2 circuits. Used in 
with 2 terminals, terminals. battery radios. 
Fit ‘soe NETL ae List, 600. \NET...... DDC | Lisicoe “NEP Re oe 
@OSiTION OF ARM WITH REFERENCE TO RESISTANCE ELEMENT ELECTRAD NEW 
@ start % ' % END TAPER ELECTRAD 
A earner serene ET CHART Mb elder scp 
ws Zameen CONTROL || "1m 
Shows you how GUIDE Mish oft 


to select proper 


N CEASE ana ret 

ACN Vv standard control. A The 1937 te 
== Cathode bias con- | .G Ui d eis — 
trol. B = Cathode] l2tger and 


ELECTRAD. tra 
pean oe 


SU GHEEEE ata 
Hey 


ne series control. © = plete than 
NEE Ant. Shunt or Ant. | gny previous 
[Ty and bias control. D ] edition. Over 
= Voltage divider. | 100 pages of valuable data 
= Ant. and “C’” | with a complete list of manu- 
bias, Audio Shunt | facturers’ and set models. 
and tone control. F 


“ELECTRAD CONTACT” 


= Audio Shunt and 


tone control. G— A real Service man’s maga- 
Audio Shunt. H — | Zine written by technical men. 
Antenna Cathode Issued every 60 days. BOTH 
heavy current FREE. One ELECTRAD car- 
trol... Refer t, con- | ton entitles you to a. copy of 

4 efer to this | the Guide, “‘Contact’* 


or the 
for one year, Two cartons en- 
title you to both. Send car- 
tons direct to ELECTRAD. 


chart when ordering 
standard volume 
“0% controls. 


New type convertible power switches (described 


Early 704 


Cat. 
Manufacturer and Model No. 
Allied Radio (See Knight) ane 
American Bosch Magneto 
Model 5 . PEPE tan 


46DC, 27 “Ambrola, 16 Ambro. 

35 Cruisers, 57, 87, 66, 76... A42 200 
10 Essex, 96, DC- 96, 146, ‘166, 
ae 46AC, 126, 107, 116 GA 


28, 2 A4250 
5A, rey or 205, 206, 310, we pape 
586240, 62DC aan ve eee A425 


4 Essex, 7, 7C, 7A, 20, 203. 20K, 

20L,° 31, -32, 37, 36....00....A4254* 
SO; S4 eee cnet siela ole: bin fale Ree One 
60, 61, 63 Ee ras Me a's igs elo.e.y auatgen COO 
100 (Auto Radiojye soa coer A4257* 
48AC,. 49, 54DC.. cos ce es er Pl 
58 (Tone Control)...........- A4228 


250, 812 (Tone Control)........A4225 


F, A. D’Andrea Fada) 
41, 42, ae 


RA, RG, REL ee AS 
45, 45KU, ee 53, 57, KX61....A4216 
SF-50/80, A420! 
TAC, 45/72, at 11, 31, 102Z, “T1 

72, 475UA, 475CA 
RP62CA, RP62UA, 

RPO5UA, 26204, 

aro errs 


wiih eens ate -A4259* 


RP65CA, 
26204, 


ORDERS eine 
475-A. 
48, 49, 51KO, 86KB...... +++ .A4228 
48KW, 49K W, Flashograf.......A4215 
KO, KG, RG, 55, 58 
43, -762, KG, K 
RC Chassis Used in 78, 79 Re- 

ceivers ey eae RUA eR aE 


Atwater Kent 
eB 76, Series D, FP, L-1, 


55, 


, o7, 60, 
balan A4278* 


Mod aolsye ie bolle als Gtehele te eee 4269* 
H Series, 70, 72, 74, 75, 76... .A4270* 
82, 82F 85, SOR ve Serer 4271 
80, 80F, 83, 83F, 90, 90F...... A4272* 
Sa Late)) Cou ae eerie epi MA273S 
86; All. Types . Sa 'e).c5 0 cons alee a A4274* 
BIDC Tes 5 a) © thee ate eaetal a ee .A4275* 
82Q oss eles oh Pe A4276* 


Q 
37, 38, 40, 40F, 41, 42, 42F, 43, 
44, 46, 47, 51, 53, 52 (Strip). eee 


424, 534, 816, 9386.0,o, S90 see A4228 
Early 84, 84F, 84D, 84Q..... . A4356* 
Brunswick Balke Collender Co. 
Pa OE OSL saat ic nee ae eee A4357* 
PR 17-8, BUT ids 0 de eg Be A4282* 
R-1, 2KR, 2KRO, 3KR3, 3KRO, 

3KR6, 3KR8, 5KR, 5KRO, 

BERG Ss 5. avail Reales see 4283* 
3NC8, 3NW8, 5NO, 5NC8.....'. A4284* 
17, 24, 25. 4PA, 4A, Dill, D12, 

D16, D138, D33 Airs Ae A4228 
S14, S21, S31, S81, S82... ...... A4285* 
DC-14, DC-21, DC-8i5 eee 42137 
Below joerial No. 25000:11, 12, 

16, i: B8rh 5. De ole hrs 5: ete eee 4286* 
Si, +821 cs. 3 sires own 4224 
Panatrope (Phono Control) A4287* 

Are Nee ee sree 4200 
BA ay Satin dee bce Sheltie a ate A4210¢ 


Columbia Kadio (See Knight) 
Crosley Radio Corp. 


XJ, 3RS, 4-29; 6-60, 6-85, 
REL 90, 4014, 20 Bat., 21 Bat., 
22 ‘Bat., 5-88, 6-75 
400, ALO) 420 ic ate peas eee A 
608, 609 (111446 inch Shaft).... 
804 Jewel Box (Long Shaft) ,... 
Buddy Chum 
3038, 318, 338, 348, 27, 30, Late 
Models—40S, 418, 42S, 458..A4294* 
ACHT VAC TE go ca eae A4207 
71A, “Karly Models—408S, 418, 
438, AOS Set cole siete a way 
92; 121, 121-1, Series B, 127, 91, 
Auto Roamio, 56, 7 
54, 57, 58, 55D... 


A42 
56D.C.. ee 
4298* 


53, 


* Exact Duplicate Control. 


REPLACEMENT | 
VOLUME CONTROLS > 


$0.59 


hie, 


. 
rN 


ft Requires ‘‘On-Off’’ Switch, A4231. 
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bes LATEST REPLACEMENT VOLUME CONTROLS 


yon : Cat. YOUR Cat. YOUR Cat. YOUR 
Manufacturer and Model No. PRICE Manufacturer and Model No. PRICE Manufacturer and Model No. PRICE 
rosley Radio Corp.— (Cont'd) Montgomery Ward & Co. Sears, Roebuck & Co.— (Cont’d) 
BE er E CDSE re Brie toed p 04:5 % .....A4296* $4.18 | 2822 Balboa, 2827, 2895 DeSoto, 1708; 1709, 1720, 1725, 7065.. gehts t $1.47 
Darly Models—41A, 42, 61, Fe- SOT UNA N4, miseadeta Waa aie ent A4206 $0.59 | 7091, 7092, 7093, 7094.......... A4404 1.18 


male Shaft—608, 610 Gem’ Box, 1111, 811, 1111X, 811X, WG24, 1708, 1709, 1712, 1713, 1714, 


602 Band Box, 704 Jewel Box, First Type 62-020, First Type 1722, 1732 (Tone Control), 

_ 105 Show Box, 706 ies Box. 42995 388 UD BOL REP etre co sea Boe cd A4218 .59 TOA Gein td oe iale's 8 beta daaien b* .88 

farly 706 (Long Sa) a ad .88 | 3035, -3037, 3068, 3067, 1522, 1108 1706, 1707, 7070, 7071, 

.88 1562, 20W, 62-520, Model 49, Aly CE a sivas «evade ne AG400"=. 1.48 
.08 26P, IOP Xo ss adaheinere we 1A4217 .59 |} 1703, 7064 Goiaga pial ¥ distor dnd ain sA44022 > 4.27083 
70 1855, 1955, Recital............- A4229 6D P 1T102 \. oer ee ero tees aeeeeeee -A4408* .88 

tte: “ing Shaft) eee PCs LUT OMe cticte ccewicnas sate p at A4207 .59 | 1705 Tone, 1714.. ee cegeecee A4409* 88 
Short Shaft—692, 181, AST ee eiee ee A ee Tae s A4214 SO PATTY A T0OD Siaide tb oes sje crn's bist A4410* .88 

RED pte arh maak ies Se vive ae epee .88 | 27W Chassis (Tone Control) : . A4223 59 | 1725, 17650 (Tone Control)......A441i* 1.18 
Super Buddy 122, Johnay Fantasy & Solo (Tone).......:. A4229 .59 Simplex 
GSmoker, 181 s...4.-. 0.65 «+ A4210 .59 | Commander & Cavalier (Tone Pp 

. Control), 62-21, 62-22, Second Picket cotivewen te hee SRE MAIAE A4351* .88 
General Motors Radio Corp. eee 62- cag * a -30, 1982 Auto. aaa 52 2 Batt., P-32 Volt...... era faa 
ommodore overeign......+> 6wO LR. sec Ba iets Kiet sate srinans cc's P 
By 6-61, 6B, 5050, 5053, 00 59 Sore i & Recital (Tone er tion aa Ths VA. tsi PAUes cee event '. He 
Roepe niale ls Ai* tee 8e,'5 552 + +,00 09 . tro wUisierentealpelp aie wislbe's plaid a Vive Ses ve debecswebte sev aes ‘ 
pear kiaey pane 5003, 5091, AAD19 59 Grenadier ....... Sieicistaancrevaisets« A4213 BOT -AutOraan ones bcceacuvicn’ Servis ig 
HE age SIB, 216, BE ia 9s % 1g | Phileo Radio paler Radio 

Chassis S24, ‘S2B," Models 261, he eh Yin en ey Ses no, AL A207 GO Pope eee a 1B Ree BUekn es a 

952, 258, 254, 355, 256, 257, 82, 5, 86, 87, BLL, al, 531, 541, 10 iit 

OER MEG doko cece. retains -A4316* 1,18 551, 551A, 561, 571, 581....A4363* -88 | i5 : 
Chassis" “Sd, “S2B,°S3A, S3B, LB csteclesctala dn ip cue Masesiest ajo +\essia'» A4228 -59 25, ES . its 

Model 251 (Tone Control)... .A4317* 688 | 71 Seriep... esses sseerensees A4399* .88 Nea 0, 101, 90% 9980) 931, r 
(Chassis S4A, S4B...\.......... A43i8* {,18] 70 Early, 70A Early, 90 (2— 794 591, 593, ween  AS419* 8s 
Chassis S4A, S4B, Models 262, 45’s), 270, 270A, 90A, Lazy 570, +40. pind 564, abe. » “iG, 820, H 

253, 254, 255, 256, 257, 258 py. 370, 370A, 470, 470A, 570, 787 or, 870, 111A, 89A, 589, 

(Late Model Tone Controls) ..A4319* TBST BOA eee aot e vie wit aeee 0 A4364* 1.47 tase eaean ie camCRr a Ahr ee A4420* 88 
Chassis S9A, S9B, Model 211...A4320* 1.18 Mout Ob Greater eect osha es © A4365 .88 410, 420, “600A, 620A, 610A, 430, 3 
Chassis MA, MB, Models 180, Models 112, TIZA,- 1128, 212, 750 OD attest eee ee eos  A4421* i 76 

190 Tone Controls............ A4321* .88 912A, 2128, 30 Batt., 96, 96A, a ACT, 235, “935DCG 62, 63........A4224 a3) 
Chassis S10A, S10B, Model 220.A4322* {.18 111, }TLLA, 296, 296A...4 0. ons . -A4366 .88 BA CA seen tee Re ate, SNR a 8 A4422* ‘838 
120 Chassis A, 120 Chassis B, Models 20, 204, 220, 21, 41DC, ‘ PLT SE yy . ; 

130 chasis A, 200 Chassis B, eon! ab wif 220A......66% rie 142 Stewart Warnee Corp. 

ssis r i epee TRS A) fh) LORRES RY g OUR eos o's 0959 8 oe . 
1001 Early See Sesame Vrrn 1.47 yaa 51, 614, Ze00, 52. A4412* ‘38 ete ae 980, Battery: 24p 4424* 1.47 
110-8-MG, 5053, 6065, 5066, 62 . Male (FB | 200. Bint B06, LTT kage ‘59 
BE ceevesecensesenes AQIS BQ] 93 - Reeee 2 Pe 000: PML MRO tee. can seperate 44i4* 1118 
Peauhte ese dees, eAdeo3 259 BT ee *A4371* ki: is 95040, R100A, R100B, "RI100H. weaarat .88 
Grigsby-Grunow Co. (Majestic) 19 (Gotle 128) ..2.0 2c c eee: aggre 188 | Bao, is aa, 188 
BOs weet es ccenceesecseeenesrers Ye PASS Po LOEM EB yr Ioct vecde55 ooh oens A4426* ‘88 
i We nee BS: Mil See BWAUO ines vices oetecivice cares AGas4 .88 R-106A A4427* 1.18 
30° na py ‘BR. eo 28, OO pace eias 6 m.a)4 nie, sie'dios nye, ot otwiate’s.> A4375* 1.18 R-1108, R110, ‘Series 109. A4428* 1:18 
3 aaieetetetwess :59 | R. C. A. Victor Co. Se Mage, B.A? OBB 
saseetenees 1.47 | Radiola 16, 20...........+..-..A4376*  .88 pri ; 
HB? Chassis AS sSe nits Peapee 1.18 Radiola 17, 50, 41D.C., 7-25, pote x Stromberg-Carlson y 
Betis ce ee: icts S. ates vals g 2, a te 0 « 

158, 154, 155, + 1.18] Radiola 18, 33, 51D.C., 7-11, 638, tee (sheet eye ie 3 Adag 33 

B5 Chassis ..s-sesseeeeeeeeeees .59 FEDGSAT SEDC. en Se ee chee A4283* 88 | 635" 636, 638A (Double Shaft) .A4432* “38 

ete teeeeeteeeeees 1.18] Radiola 44, 46, 47.............A4377* [88 ] 46, 848° (Double Shaft)......§A4433* 188 

tees eeeetseeeeeee 1.47 | Radiola 60, 62................-A4284* 188 (Long Shaft) .......:......2A4434* [88 

“83 Radiola 64, BU Vener was cane MASTS “88 | cdl. 642, 652, 904 (Long Shatt} Adda 188 

Majestic 25° Models 9-18. 9-54. 9-06... .....-..+-,A4379* 88 (Doubie Shaft) ........+++. aor 68 

prenewopd. Cheltenwood and Ad33a* J. 1g | BAticle 88 eee e sparse A4380* .88]| United Air Cleaner (Sentinel) 

Oe ee ry j § 3 P 3 P 

Majestic 90, 908, 91, 92, "180; Regd) RALES Hoi... A4310* 98 | 198B- JOB. 6860, 666, 104, dat, 

181, 321, 90B, 100, 100B - Radiola’ B-6;,RSX<sscgugeur sate A412" 188 | gerigs 20, Sentinel ‘114, “118 ; 
Pt th ae sgprenent? A4334° 1°38 Radiola Superette, R7A, R4, RE, Berles” a cssenennereas os ees A4228 .59 
OS. 2 ae agsson 1.42 | 7. SO eek Yaa t 103" 108-4, A ne NL Ae tee 
Majestic 50 cary 51, 52 A4337°* +47 | Radiola R-11, Superette Model SUB comaspionancan anes n cs 74° a4 A4218 at 
200, 201, 208, 204....... A4338* .88 B, R8, R12, R10, REIS, R21, 106, Ti 12,15) i6 smivieie ee 2R.200 wt) ‘4217 "BO 
BLO» vie rdesgeccscssryeres A4339° 68 RAE26, RWISA, RE19, RO23.A4313* .88 de a Be td aT Rl EN : 
200 (Tone Control)....... . .A4340 PebSs Ge Battary Sebi). tleccsdenss A4223 -59]0U. S. Radio & Television Corp. 

210 Chassis (Tone Control).....A4341* 1.18] Radiola 46DC ...............-. Aaaeo* :88 

BO (PONGM@OMLTOL) 3.60 feces eee A4342* 88s Radiola RAE-59, RAE-79, R50, 36, 37, 50, 60, DOME Gio ae aiehlaid A4219 .59 
180, 181 (Phono Control)....... A4222 -59 | R55, RB-28, RE2Q0........... Aa3ii* gg | Abex 31, DC Model 33, Model 30 

25B (Tone. Control)........-s00+ A4397* -88 | 67 (Phono, Control), 80 (Phono. Auto, Apex 49, Gloriette 20, 99 

150 Chassis (Tone Control) ....A4223 .59 Gontroly 2 weenie neu cae A4383* .88 ek DR ee Our A4217 59 
OQ eT RUERMIEENS covice csc cece A4343* 1.47 ] 30, Remote Control Models 82, Gloriatone Early 27............ A4209 59 
BU MOREE Ce hac kg cles ccc c ee es A4219 59 Ge rpmeeer se Tiame maee ener iintne Ss eaee 0C ORe A4384* .88 Gloriatone 28, 29, Apex 41, 43, 
Bieeemeeee, 260, 461, 468, ; 57, Remote Control Models R-85, S674 So. 44, 48, 48A....... A4206 -59 

666, 776, 886, Master Six....A4344* — 88] 39 00... eee ceceeeee ees 385* 1.47 | No.8 Series Super Heterodyne, 

44, 49, 194 (Chassis Model 440).A4345* 1:18] Radioia 42, Radiola 48; Rid, No. 10 Series Superhet........ A4229 -59 
55, 59, 75, 85, 86, 195, 560, BINS hctad eek Shoes sas) Adsn6* 2. O64: bores.. Eentode 59 

566 (Chassis Model 500), 998 MGdal SHAM Meet deca tae nite A4204 "59 | Gloriatone 26P .... . -88 

(Kein): Ei) ee eee A4346* 1.18] R-32, RE45, RES2, RE75, RE154, Gloriatone late 27.. 1.18 
hae 498 (Chassis Model 490) . oe petite "38 RELBG tI abe A4387* {1.47 28, 31 (Tone Control).......... A4228 .59 

OL ee : 34, E-35, 39, E-57, : 
370, B71, 373, 400, 411A, 418A/1A4349" 1118 | pre ne ee Ad300" 1.47 | Zenith Radio Corp. 
BE: 59 (Phono, Control)........ A4391* i. { 8 Early 91, Early bp ey yee ee A4457* es 1 3 
Knight (Allied Radio Corp.) Se vsbible «Aaais dveltie® Mises OASSO2® "88 | 14,15, 16, 17, 39, 33, 34, 385, 
6/1, 8/9, 9 Tube Super....... A42it Sige [HAMEL vy Lasioce cy itegnas sspage Ajso3, 88 S5A, 342, (352, S524, 362, 41, 44454" 1.76 
i le ne ST TEE ST NAB5O* 1 1B | RO-98 cee ence ee eee ee eee eee e e A4894 1.18 2. 522, 6 P09 <del . 
BOs, eu ho See fi ee A4224 "BQ | RC-104 co sseseeeeeeeeeeeeeeeee A4396* 1.18 M ae dz, ot2, 7 har he 7 tg 
vi Tube Super (LORS eens Poecesee A4215 59 S R b k & C 67 ‘ ” A4458* i 138 
9 Tube Super (114)............ A4228 AT Msc tet Maat ry 70 aia 72, 78, 77, 712, 722, 732, ; 
7 oe aun ene! c a A ed Pi oo 59 BS 501, Oe as afae e ois eisialeaials Maas (38 ‘= x 56* 1.76 
per ‘one Contro! 4 entor, Model H....-....-..+: 7 Gil ion. tWenarnictrén. BH. Zenetts: 
i RR sicacees A4351* "BB | 1650, 1652, 1654; 1899, "1824, 80) Hypetiicinon, "Bit “dance A4203 59 
P (Batt.) P (32 Vi): A4352* 1.18 1880, ABBE" viv wadetes ve'cesee 229 -59 | wH 7 Zenette. "A4218t "59 
RM | Re TET 1.18 | 1370, 2400 ...0.. se MoON Oe us a A4218 Si cmaahnizanetten Colle kha ak, A42I7 "29 
ET pe) SRA Wao Ss'0 es 0 sie serves A4354* oh Ss PLT 21 T2218 kas sie oes « vie'sye oes A4401* 1.47 | 970-5 210-5, 211-5.....- ve A421 8F ‘59 
BE Wien sitsts otha! ore «ste 2/e'slv's AASS5e AEN DS Py TTOS ites i caw in menle slow cepicid cc's ss A4402* 1.76 Late 91 (serial above 873, 334), . 
Cee ee ne aS ni Lariat eceees cs com’ a can gh? Satie ate (Serial above 301, 
* Exact Duplicate Control. + Requires ‘‘On-Off’’ Switch, A4231. AGA) Deel icsie eel as damares ser « A4453* 1.18 
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CENTRAL RAvio RE LABORATORIES 


-Centralab [7 


—— 


REPLACEMENT VOLUME CONTRO 


A very thorough listing of the latest line of Centralab Replacement Volume Coatreies 
of = 


signed to replace original units effectively. Controls marked (*) are EXACT Du 
If_the control you require Is not listed, write te us stating the name and model 
with-tube lineup, or send in the old control, and -we will supply correct replacement, 


EE if 
Manufacturer and Medel Cat. No. NET | Manufacturer and Model Cat. No. NET! 


Allied Radio (See Knight) General Motors Radio (Day-Fan) 
Atwater Kent ¢ 5066, 5065, 5057, 6DC, 110- . 
409Q, 5580, 424, 534.....,,.A8082 $0.59 6-MG -. -o- 2a -seeseeenes AZNSS 
STANDARD RADIOHM 37, 38, 40, 42, 59, 41, 43, 40, SAC, 5077, 5080. °2 21.222. A3042 2 
45, 53, 47. oc ee ec eee e ee AZIO6® 8B | A5005, 5020, 216. 217, 219. A3043 -53 
VOLUME CONTROLS mi Sees FH SERS ITITTAGIONS RR | 10. 100, AM beeen iaglare Wag 
The new small size CRL Standard Control. Listing | 79 & 76 CEPR trea . ee 3035 z 
below covers practically all requirements. Only 1%” oe 83, 90. owe eae eas -A3122* 1.18 or coe Eres “is0. Aszie* 1:47 
dia.> less than %,” deep without switch. With 2%"x og Ps 246, 275, 310, 667, 211-S9A, S98, S38," 200, as 
14” shaft which may be cut to fit, Carbon type, See a 708. 82D, 188, S-1-A-216, 217, 319, ae 8 
chart below for taper. Supplied with or without a 260, 467 ee 612, 627» a8? 0 3 1147 
No. A3095 snap-on switch described below. B08; $12, =e 93, .- +0040 AROS? “88 | s- df = 
Less Max, With Sling cic ae Ae 759 | 220, -A3071 8 
Switch CRL Res. Curve Switch ORL | 567, 567R 102022! A3075 "38 s- 2-B, S-3-A, 8-3-B, 25178: A3067 8& 
No, No. Ohms No. No. No, O14 2 ht Met. ee A3073 "83 Grunow 2 Semin Household Uti.) = 
A3025 72-118 500 1 A3O60 62-118 Brunswick ere -§ 
A3026 72-107 1000 1 A3OGI 62-107 | 10 Midget ............ aa ASli2ee 5. FS “1A 3055 5 
A3027 72-101 2000 1 A3062 62-10! 14, 21, 31 Panatrope........ A3076 +88 | Chassis. 64, 60. A3l46* 411 
A3O28 72-108 3000 : A3063 62-108 | Crosley Radio 750 A re TITA3I49* ff 
F028 ile feet B8OS3 S-i08 | 60, Gl, G28, 74, 56..........A9M3 59] 4-8, 4x £0 Chemin eae 
A3030 72-110 5000 1 A3Z0G65 62-110 | 414° 42 61, 602, 60S, 610. 3 6D, SD Chassis. 313093 18 
A3O3I 70-204 5000 6 A3066 52-204 609, 704- 705 “and 706 "A3113* ss Ho ae Radio ee eer <a 
A3024 72-139) 7500 1 A3075 62-139 | ac7, Ruddy, Chum........1A3025 °59| sca. sco... A3148* 1.47 
A3O32 72-114 10000 1 A3O67 62-I[14 408, 41S, 428, 828 71A.....A3114* 1.47 so Ber SAC. 40... .2177A3034 1.4 a 
A3033 72-113 10000 3 AZ3068 62-113 | 97° "29 Bar : ----A3046 “59 | SGB.H.O., 35AC, 40..... a “a 
A3034 70-205 10000 4 A3069 52-205 | 53° 35, 31, 33, 34, 3i5/71T7A31I3* “BB | X27 X38, XS. 24-2 . 8 
A3035 72-100 10000 6 A3070 62-100 | jaz “56° : uaare "59 | Kennedy, Colin B., Corp. é 
A3O36 72-115 15000 3 A3B071. 62-115 53, 54, 57, 58, 605, 615... A3039 at) Royal 60, 80 wagtecerecs se +2 A352 5 
A3037 79-006 15000 2 A3072 9393-006 400 £10, Oe Se A3026 "59 128G, 7 26, 220. sae e ees ee AZI52 1.47 
A3038 72-119 20000 3 A3073 62-119 | 55,91, $2 Auto.............A3047 "Bo | 24, 30, 32, 50, 52, 56...... - -A3032 “BS 
A3039 000 i A3O74 G2-110 | 77-1) S90 - 20. s.acccs- 12.0 sA3037 "59 | oP ad ase eegeteseenjae eres 
A304! 4  A3076 52-206 | 199 ‘super Smoker 21.1222... A3027 1B O | 28-528, 826, 36, 38, 40... A329" 1147 
A3042 3 A3O77" G2-10P boas sess: Ce > ARS A3070 "33 | Knight (Allied Radio Corp.) | 
A3043 7 1 A3SO78 © 62-1085 926 9195 02 F eats eee A3215* 1.18] 8/7, 8/9, 9 Tube Super.....A3028 -59 
A3044 600 6 A3079 62-117 95, 96, 98, 99 Anto Sets... .A3091 "88 SGR. 255 Perri .88 
A3045 72-123 75000 6 ASOSO 62-623. f 933 Fis siegaesce ne A3036 "5S ESOS. 2b Sance ns eva geese eae 
A3046 70-202 75000 4 A3O8I 52-202 | 341, [47, 155. 163, 166, 176. a SGIO |<... . 50% Saas ----A3155 1.18 
A3047 72-104 100000 1 A3082 62-104 148, 159, 167, M5-3....... A3065 gg | ACS. --..-----.-7.-- osece +s -AS046 .59 
A3O48 72-122 100000 6 A3083 62-122 cL. ED 5 9 CS, A3III* |.1g] 7% Tube Super (108) w<dcaseee A3069 _ 88 
A3040 6 A3O94 . 62-136 Fagg See to ea A3087 "gg | 9 Tube Super (114)......... A3087 88 
A3049 1 A3084 62-120 | 334 “{3i-70i75771272222227! A3052 59 | 7 Tube Super (108), 9 Tube : 
A3050 Q A3085 62-13! 46, 157, 158, 164, ni 171, - Super (114), (Tone Cont.).A3044 .59 
A3O5I 6 A3086 62-121 168- RD a a Tt Bs A3056 59 | Kolster — (cobain Phono) 
A3052 6 A3087 62-105 166, 169, "3720 47 rh 176... .A3068 "S38 |.K21, 23, °24....5. ceweeeeee A3044 -59 
A3053 i A3O088 62-106 Viicon” Ine z aall Splitdorf : K20 to ao sige Bis, Bl6, : 
A3054 2 A3089 52-203 R200 * 5 A3046 59 902, 961 Peretti - A304. 59S 
A3022 6 A3096 62-140 | Cr Co Ri RE SECS Reara3li7® “BH | Cl, C3. C2, C4 C5, C6, C7, 
230s° 6 = A399O 62-116 | Cy’ Co’ RI” R2 SRC3’Front_A3II8* 18g] _40-60-TK, 902, 930........A3055. BG 
A3023 6 A3O97 62-137 Re RS c4 RE R7, R12, Ab- - K42, K43, K44, H45........ A3157* 4 
A3056 6 A309 I 62-132 “> - 7 = pl = A3119* 1.47 30 Phono Comb... «t<a0 << cece 1.76 
A3059 5 A3098 62-138 5 ‘43027 “5g | 950 ----->- 266 bas 5eaee - + +++ -A3035 .59 
A3057 Tapped 1 AZO92 62-134 . 100 Series |... . cece Sota "88 
A3058 ez. \audioerldf A3O93 62-135 tarred (National aay cee gg | 0 Series. 31-33.--..-.- -----A3065 88 
LESS SWITCH nett SWITCH | 30, 40 Series 22220000IITago26 15g | Jptgg"” 90 Settessss0-2--rae= peter 
ee ee ee ie A3046 59 | woetecttsn (Ee ° a 
EACH a EACH - S8c 50 Series <....c2.02cgscs-00 Aziss* 1137 Majestic ‘Geis Seen) ie 
CONTROL... CONTROL. Fada (F.A.D. Andrea) 180, det eee "TIITABIb2" Tae 
NS eee . A, wR A Re Ee ee oak ee eee Ts A3045 90 Tl 8.5.0. 5225: Soiled of eee eee "5¢ 
on 3 f) - 4 
RADIOHM SWITCH COVER Oy TM, “eMZ. eI IIITABNOs® BS [30 BL BB aoe aye ceca ASIST Nae 
d. akelite insulated switch 122 TMZ... yet tek A3039 “59 izer) — $21 (Eau A3134* Be 
tyD ¢. Remove back cover 41, 42, 44, 46, 47 .-.-A3055 .59 1/90 Series 23 an. ee eer A3135* :t: 
snap” switch cover on, 29¢ 43, 4: a +t 30, 31, 230A-....s.2+.+sseneAaiaae eee 
eee accccecccccecsececes 29, = Ds Dh esccevecsseees = 304, 130, 131, 18%... jo asa .BE 
> aPuaniianaste’aan ap Gale Saeeieralennaaeoeic emo 25, Early id 253, 254....-A3139* 1.18 
SPECIAL SWITCH COVERS CS er ey or Agios 4-47 | 15, 158, 1i0.---neergeeaees A3i40% 11s 
210. Single pole, double throw switch; 31, H5 TES. Sib ened 2 . 120, 121 ..... teeter eee eeee « 
a tewieds NET 36 3 a 35¢c 12 -eee cee c ener ee eeeee woes -59 60 Series, Ae soteccceene rope _ .88 
A3211.. Double pole, single throw switch; —p peg | oO : -59." 210, 211, 294) 2157 sooseedee 3*—_.88 
4 terminals. “RET. 32 "sr se 35¢ Exact Duplicate Control. 
= VOLUME 
pee onan eee Pant Sere ae The taper curves illustrated on the left CONTROL 
will help you select the proper Centralab GUIDE 
Volume Control for use in any type of The new completely re- 
radio circuit. The numbers shown on each vised CRL yolume control 
curve correspond to the curve numbers guide. Packed with yalu- 
n in the Standard CRL Control list- able information every 
ve, Standard applications of each Serviceman should heave, 


are as follows: (1) Voltage divider ao ho ag png. Eile 

4 ‘ ne. ry, ; s t— * 
. Uniform resistance change, (Pot.)- | ininute information. Some 
(2) “C” bias rheostat (L.H.). (3) An- of the features are: 400 
tenna and “‘C” bias of one tube (R.H.). individual types of radio 


1927 EDITION 
Allied Radio 


(4) Antenna and ‘C’” bias of two tubes set listings—7000 different 

(L.H.). (6) Audio grid, antenna shunt, models; set model numbers are listed in nu: 
or tone control (R.H.). Curves shown are merical order; new tone and ware-band switch 
altanged to indicate minimum yolume at listing; new Midget Radiohm_ listigg; 


economy P.A. controls; control information ES 
late 1936 and early 1937 sets. gpa on re- 
curves indicate percentage of resistance | “est with every order for CRIs volume coms 


change; figures at top indicate percentage =py . 
of clockwise rotation. Refer to this chart A3099. 10 
when ordering volume controls, IF ORDERED SEPARATELY...... 


the left and maximum volume at the 
right. The figures at the left of the 


LRT 
“REPLA CEMENT 


Olume Controls 


"REPLACEMENT VOLUME CONTROLS POPULAR CRL 


Manufacturer and Medel -Cat. No. NET {| Manufacturer and Medel Cat. No. NET 


Simplex ~ EXACT DUPLICATE 
1.18 K B above serial 320001... ‘88 REPLACEMENTS 
.8 ee . 
"8g | P Batt. “=. =... .0+--<52 Se .59 EXACT DUPLICATE Re- 
“gg }U- Y- CAC DO ci noms ne cies -88 | placement Volume Controls 
88 Sparton for a number of the most 
1.18 | 61. 62, 71, 71B, 72, 7 88 popular standard radio re- 
Pee 8 Sip eeae ee eee 30 59 | Ceiver models. Each con- 
1.18] 894, 111A, 564, 570, 574, trol listed is designed to 
+38 660, 610, 620, 737, 740, 870..A3217* -88 | fit and perform exactly like 
.88 | 69. 794 101, 109, 110AC, the original used in the set. 
.88 are 589, 591, 593, 93 2, ae -A3218* .88 Splendid replacements which 
7.9 8 a ere .A3056 .59 will give accurate and de- 
1:18 | 235, a5 Te eet ao . 2 1A3041 59 | bendable service. (RCA- 
1-73 410, 420, 480 (Dual) .. »-A31748 1.26 dana aie is illus- 
- GS apet Oat sis: 28685 ~ oe . trated, 
-88 | Stewart-Warner Cor 
-88 | 900 - Series Pr. .ABI76* 838 
An28 R100 Series, 950, 935......-A3I77*  °88 RCA-VICTOR 
11S | SLL, cess cece eee ee ee erro ens A3046 .59 Cat. Mfg. Set 
. OU. Pee A ee A3129* 47 No. No Model NET 
: ; -88 = 315, Er ee ee ae at: A3125 62940 RC2 R15 REI7 R42 
scary Wed (airiine) Se oe ee ees aie wp as é Rig asta oi Se 47 
1522-62, 3025-37-65-€7, 811, La? vag I A3170 10450 R32 REIS, RES2, REZ, 
111AC and DC, 109 REI 4 
NUPER AURE one cna 35s. « 1A3037 59 Series, Rlli, R115, R116, 2 RE145 ...... eneesrese 147 
wo-2i, Es. © 62- et. neve a ot tae: ees Ca ee ee A sg | Asi7! 62895 a + ee 2; 42, 57, 73 ee 
62-9, 62-104........A j 0G - ; RO2A? (B14 s ts : 
62-22, 62-30, ea 21, Auto, it. A3052 *59 age sot Sete! “BS A3172 GOD 31, 98", tag dh tates .88 
63-38, 62-40, 62-56, 101, 102-A-B-E "59 | AS2I9 3092 RS, R10, Ril, R12, R2i, 
mS BOS soeresereetereeees: A3055 -59 po See eee 159 R26, RE18,; REI9..... 8s 
Jee ee . Temple 
13, 15, 16, 16X, 17, 18, 18X. A303 -59 | Batt. Set 59 PHILCO 
OO LES eon eeriee A3248* -88 | 8-60. 8-80, 8-90 Cas se ‘59 
87, 62, 101, 101X....-...... A3087 -88 | 8-61, 38-81, 5-55, % 1:47 | A3163 4093 96, 296, 30, 111, 211, 112 
CR ae aes AZ24S* 1-18 Lacks s225>. oe. zp “59 "912,'96A, 296A, 111A. 
- 150? Tid 1197.2... hp “88 TIGA SISA se oss 2 ee 8 
Nig post pg) lO pe ‘S88 | AZIG2 5039 70, 90 (2—45's), 470, 70A. Mite i: 
Se Sa = 340) pee . 3076 YF Pe ee ee -- 
$6, 87, Si cn Azisit [8g | Transformer Corp. rep pe Or at ee “ 
, 2, 8, Transitone No. 7 Auto. A3052 -59 | 2) 3? 55, 60, Jr ‘88 | A3164 5839 51. 1A. 52. 48DG....... 88 
as 21, 41DC, 42DC, 70, 704A, ’ GE Ski Soe eaewee cece .59 - sy ‘: 7! SE =e - 
77, 90 (2-45’s), 470.......A3162* 1.47 Pa ita ee eee A3112* {.1g | A3I65 6499 71, 47DC .........-.--.. 6s 
111, ‘121A, 112, 1124, 30, 96°A3163" 188 | 9° Se Series, 94, 25-94 38 A3ZIG2 4094 ‘ay 
or ai Gf D.C., 51d. -....--A3164 BS G39, 160. 25-180... 12." LASOBl ‘88 | A3225 23-5067 iis 
igen tamer SS | Azi6s* 1.18] | 241, 240, 25-240, 360, 260, A3167 33-5022 1.18 
Ng > = ap ae ee oe A3i66* .88] > rg AC-230, eta A3168 33-5011 1.18 
Be emcee cts =- 2° “6 1.18 oe Tansee “ rome “5 A3222 33-5006 1.18 
ED 7 ta. Ck (| en : 35 ..--. , A3224 3879 .88 
50, . eee ase” 148 | SCO = BS A31G9 5317 35, 36 (Batt.)............ 1.47 
Jes ie ee nae “26 ata, 328, 185, 4c “3073 "38 A3196 $3-5002 7 OR a tees eae ‘88 
Beene wee eee ewe eenes - S ~ > : : 3! -5007 at 4" 
35) eee alles, 1°42 | U. S. Radlo,& Television (Apex) "| A199 cH (an. 33 
So eee . ery oo eet : WT 5 a) ee ee ee 
sf Co eee, Se 3S oe 31, Series a Re A3069 .88s A3200 eee ‘ 
wee ee wwe wwe eee ee te ee ee eee . anatrope * a Ra iotrope, 
“Figo - 28 CPS 9 Oo. Bee rb case s- 80, Heritage ...... A2035 -59 MAJESTIC 
en PS ork ae a 36 Se ace OS TM 5 S J 4 
90 (1-47), "490... -88 | Midget 27 ‘Series.212121271. 7 A313! 105 Sg! ee eee 88 
“fh eT) eS ee +38 25 Series, f. 42, 43, roe a E reap te a ; 51, 131-2°3. 230A... 1.76 
ees eee eee ee ee eee : 7 ye he tee } 9 nod peres, eww wen nnne . 
R.C.A. Vietor 49,° Midget 22°. ..5.....5.... A3036 "59 | A3I39 5316 Series -....+-----++- - 1.18 
RG MME ba... ss aanan- A3033 .59 | A3142 4098 60 Series, 160 .......... .88 
Sage “A 53 wie bee ot BO & ae A3055 .59 | A3I35 559 90, 208, 91, 92, 93...... .88 
Ay BEAS, 52.1 oe, R48......- aaa 1-43 FORD Ceeresve oa co abanxe sehe = A3087 .88 | A3138 89 .88 
RE35, RE39, RE57, RE73. re Wells-Gardner (Gulbransen) et Pty pote a oh 
Rid, 2 eel A3I71* 1.47 | WG24, 291, CG, 9-in-line, sich aig et vigil seeks : 
LE ln eee A3029 :59 | _ Club Late ......eeese seen. A3147* 1.47 | A3231 ose AUTO wn serene ee eees 68 
46DC. RAS, M30, 142-B, 241-B a3 we g2 Arcadia Sb g67 A3148* | 42 ZENITH 
“4. ) Re Se is ~ Se OF eee 7 ‘ 
21. 22 Lo: ae A3i72* “88 404, 23 Series, 062 Auto. ; .A3052 -59 | asio{ 63-226 70 Series, 50, 60, 70, 71 
‘_y  . See A é 5, 5 tube AC, 054, O5AA, plo legates ees ee aeD. 
60 86 aa A125 5BO | OBA nite cnn As07| BB se ease 
RI7M, RISW ae A3085 "8S | 06%. OGW, Y6Z............. : Re ee Sete a ae 
RE20, R72, R71, R74, R76. 17A, Tone Control.......... A3248* .88 A3Z192 63-227 102, 112, — it, 12, 52, 
ae ~ SOSA A3044 59 | 064, SE Sbribg A aSSeda set: ae ie Bae ee ea ee a 
. 10, Rll, Ri2, R21, OT. ea ae ere > = tx ae. < 
nen REIS, REIS fap A3219% 88 092 (1938) Pat i eee dae 3052 “89 
TOA, HABRSS ...5......2-- .& O5A, SB ..cccccccdecccenccs a 
R37, RIP, 120, 124, 223, 10, 13 Series... -2.-ce.eeee a2 «= :59 | DUAL VOLUME CONTROL 
v1 om 
op Oo  aeleaeehian AS200"  -§3] Zenith Radio Corp. General ‘purpose twin 
RC70 ee A3024 "59 1928 All Models, 60. 61, 62, controls with man 
ec neeREICA......-.... 3 64, 67, 602, 613, 642, 672. .A3082 .88 | plications. Num 
RC4. RG, REIGA ........... A3030 -504 . xX 
R22, 112-220AC-DC, 114....A3065 88 St Ra See ee eee A3078 .88 
RE40-P, R28-P, 110, 73 Rey ° 70 Series, 50, 60, 70, 71, 72, 
115, 210, a0 . , : A3063 .88 Ae 77. 12, 122, 132, 772,-A3i91* 1.76 
RESO’. : A3034 ost eres Oe. es, a SA, 
100, 101 7 fe Re Pt Po Po oe A3069 .88 
300 i a noes xt: 102, 112, 212, 11, 12, 52, 53, r 
Mi43, M242, 4f243. M226...A3202* ‘38 54, 57, 522. 532, 542...... "A3192* {1.18 the screen grid cnease. 
NYS. | MEraekss.. 5 eee Va 6 e- 9 eeeeee eee A3070 688 | Cases. back case is wired in like 
- Cay Sie ier sone A3043 yp Pec t= Bl eonpe and shaft case is 
Sears-Roebuck 930, 240, 245, 474........... A3087 "gg | shunted from antenna to ground. 
1390, 1400, 1402, 1404, 1406 2021, 2022, 2024, 2047, 2018, A3148._74-80i. BACK CASE, 25.000 OHMS FO 
1580, 1583. 1584, 1590, 1599" A3072 .8ss BO 2 Sab ondecrscesance A3069 .8s “Cc BIAS; SHAFT CASE, 10,000 GHMS FOR AN- 
1704, ¥s: “it 070- “1-2 23-4. sites. ‘ ‘. Tighe et I SS AS Ass 88 TENN r% 
iy. » T091-2 3087 8 BOY . cnn nen Whee butwhegnes 319 .76 nike: 74-602. BACK CASE, 50,000 OHMS 
vitae has | Oe ee ea A3052 ty) oT WERE SreReee gyre Bae. A392. «1.18 | TAPERED AS S. G. POT.: SHAFT CASE, 10.600 


= : ~ — — OHMS FOR ANTENNA, 
Special Control Duplicating Original. List, Each, $2.50. NET EACH.......... $1.47 
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KNIGHT EZ LE 


HIGHEST STANDARD 
OF QUALITY 


ASSURED ACCURACY | 


SOLID MOLDED; PERMANENTLY BONDED, 
TOLERANCE AVERAGE CLOSE TO 5%, 
ABSOLUTELY QUIET IN OPERATION. 
COMPLETELY MOISTURE-PROOF. 
NON-INDUCTIVE—NO CAPACITY EFFECT. 
MAINTAIN RESISTANCE VALUES OVER 
WIDE TEMPERATURE RANGE. 
OXYGEN-WELDED TINNED LEADS. - 


The finest carbon resistors you can buy at any 
price. Use these highest quality units with con- 
fidence, in any R.F. or Audio circuit. No other 
resistor is so universally used. Knight Carbon 
Resistors are of solid molded construction, per- 
manently bonded, with solid cross-section. Imper- 
vious to moisture, quiet in operation, non-induc- 
tive; have low temperature coefficient; are mechani- 
cally strong. They will carry 100% overload with- 


4. oye 2 eae 
* a 


é 


HANDY KNIGHT _ 
RESISTOR KITS — 


These resistor kits are a handy 
— in the shop or on service calls, 

Each -kit is a carefully selected as~ 
sortment of the most popular values 
of Knight quality Carbon Resistors, 
all RMA color-coded, and neatly 
mounted on a convenient sturdy 
strip. Each strip has a hole in one 
end for hanging on a nail or hook. 


12 Popular Values 
In Each Strip 

12 certified high quality Knight 
resistors of the types most frequently 
used in service work are included in 
the Knight handy Resistor Kit as- 
sortments listed below. You can re- 
place individual resistors as you use 
them by ordering single units from 
our regular Knight stock listed at 


EACH KIT CONTAINS 24 POPULAR VALUES—SAVES YOU MONEY 


Certified out being permanently affected. Each resistor is | left. This assures you of a complete cnigaco 
Standard RMA Color Coded. ‘The tolerance of each and | Tange Of values at all times. ree 
Quality every Knight Carbon Resistor is held within | RMA color-code chart is included ¢ 
10% inarars close to 5%), by unerring automatic | With each kit, , 
esting machines, Save and profit by using Knight 
highest _ Standard Carbon Resistors — the resistor “, WATT KITS 
units with the outstanding features, A5160. Consists of one each of the following! 
L 2 14 1/2 i 2 Y. watt resistors: 200; 400; 500; 700; 1,000; 
Resist.| WATT | WATT | waTT | WATT || Resist. WATT | WATT | WATT | WATT reat teehee tee es 6,000; (0,000; 12,800;" and 
oO. " oO. ms o. No. oO. Oo. 

Pdeeahath Ho oh —_——— — A5!6G1. Consists of one each of the following 
100 A4850 A4914 A4978 A5042 17500 | A4882 A4946 A5010 A5074 Yo watt resistors: 20,000; 25,000; 30,000; 40, 000; 
150 | A4851 | A4915 | a4979 | AS043 20000 | A4883 | A4947 | A5011 | AS5075 50,000; 60,000; 75,000; 100,000; 

200 | A4852 | A4916 | Aa4gso | A5044 22500 | A4884 | A4948 | a5012 | A5076 250,000; 500,000 ohms; 1 and 2 
250 | A4853 | A4917 | 498i | A5045 25000 |~a4se5 | A4g49 | A5013 | A5077 | meg. Cc 
300 | A4854 | A4918 | A4982 | A5046 30000 | A4886 | A4950 | A5014 | A5078 YOUR PRICE, EITHER KIT....... 
350 | A4855 | A4919 | A4983 | A5047 40000 | A4887 | A4951 | A5015 | A5079 —— 
400 A4856 | A4920 | A4984 | A5048 50000 | A4888 | A4952 | A5016 | A5080 1 WATT KITS 
450 | A4857 | A4921 | A4985 | A5049 60000 | A4889 | A4953 | A5017 | A5081 

AS 162. Conalpts of bat eo bet eeln ts 
500 | A4s58 | A4922 | Aagse | A5050 75000 | A4s90 | A4954 | A5018 | A5082 watt resistors: ,000; 
600 | A4859 | A4923 | A4987 | A5051 100000 | A4891 | A4955 | A5919 | AS5083 >, 000; 3,000;.4,000; 6,000; 10,000; 12,500; and 
700 A4860 A4924 | A4988 A5052 ip0oce Adee2 A956 A5020 ASOs4 15,000 ohms. 
8 A4861 | A4925 | A4989 2 A5085 Howin 
900 | A4s62 | A4926 | Aaggo | A5054 250000 | a4so4 | aggss | aso22 | asose | A5S!63., Consists of one each of the following 
1000 | A4863 | A4927 | A4991 | A5055 300000 | A4895 | A4959 | A5023 | A5087 50.000: 60,000: 75,000; 100,000; 
1250 | A4864 | A4928 | A4992 | A5056 400000 | A4896 | A4960 | A5024 | A5088 250,000: 500,000 ohms: | and 2 
1500 | A4865 | A4929 | A4993 | A5057 500000 | A4897 | A4961 | A5025 | A5089 megt ke : y 60c 
1750 A4866 | A4930 | A4994 | A5058 600000 | A4898 | A4962 | A5026 | A5090 YOUR PRICE, ELTHER RIE Gaema 
2000 | A4867 | A4931 | a4995 | AS5059 750000 | A4899 | A4963 | A5027 | A5091 
2250 | A4868 | A4932 | A4996 | A5060 900000 A4900 A4964 | A5028 | A5092 3 
2500 | A4869 | A4933 | A4997 | A5061 i meg.| A49 A4965 | A5029 | A5093 : 
3000 | A4870 | A4934 | A4998 | A5062 1.5 meg.| A4902 | A4966 | A5030 | A5094 4 
3500 | A4871 | A4935 | A4999 | A5063 2 meg.| A4903 | A4967 | A5031 | A5095 F 
4000 | A4872 | A4936 | A5000 | A5064 2.5 meg.| A4904 | A4968 | A5032 | A5096 
4500 | A4873 | A4937 | A5001 | A5065 3 meg.| A4905 | A4969 | A5033 | A5097 
5000 | A4874 | A4938 | A5002 | A5066 3.5 meg.| A4906 | A4970 | A5034 | AS5098 p 
6000 | A4875 | A4939 | A5003 | A5067 4 meg.) A4907 | A4971 | A5035 | A5099 ; 
6; Se Re Es ss | AS 8 | MANDY Raa coLoR 
80! A A50 meg A503 A5101 ; 
mon. | Aieee | Acute | Anes | At 12 a ere nae S| aut peter 

10000 meg A5103 ro- 

12500 | A480 | A4944 | AS008 | A5072 9 meg.| A4912 | ads7e | asoao | asi0g | 4, handy pocket-size celluloid. guide Wi TOs 

15000 | A4881_| A4945 | A5009 | A5073 10 meg.|_A4913 | A4977 | A5041 | A5105_ | oF “resistors. according to standard RMA color 

1/4 WATT 1/2 WATT 1 WATT 2 WATT code. Gives resistance value quickly and easily; 

Net Net a Net & Net 10 eliminates figuring. } 

Each........ Ac Each....... € Each........: c Each...... c A5109. YOUR PRICE....... ie 

Per Doz........43c | Per Doz........50c | Per Doz........60c | Per Doz.....$1.00 FREE with order for resistor hit 

Per 100..... .$3.55]|Per100..... -$4.00]| Peri100...... $4.85 1 Per 50.......$4.05 or 24 assorted resistors. 

3 
KNIGHT CARBON RESISTOR KITS—BUY THEM?! 
| 


A handy celluloid ALLIED RMA 
is included FREE 
with every Knight Carbon Resistor Kit. 


WE ARE HEADQUARTERS FOR 


Color-Code Guide 


@ HIGHEST QUALITY CARBON RESISTORS 
® MOST POPULAR VALUES IN EACH KIT 


These handy kits each containing 24 Knight Carbon 
Resistors of the most popularly used values will save 
time and money. 
quickly obtained by combining 2 or more units. 
of these kits in your tool box will enable you to re- 


you 


place any defective carbon resistor, regardless of 
value. All resistors are of the highest quality, and 
are color-coded to conform with RMA standards. 


Consists of one each of the 
above resistors in {| watt size. 


a 


NET 


Values not listed may be 
One 


® SAVES YOU TIME AND MONEY 
® CONVENIENT—FOR TOOL KIT OR BENCH 


The high certified quality of these Knight carbon re- 
sistorg assures long, 
kit is packed in a handy, durable container, of a 
convenient size to fit in your tool kit, or for handy 
use on your service bench. 
values as you use them by ordering individual Knight 
units listed above. 
and adequate assortment. 


dependable performance. Each 


You can replace resistor 


This assures you of & complete 


EACH KIT CONSISTS OF THE FOLLOWING VALUES: 


OHMS OHMS OHMS 
200 1,000 6,000 
400 2,000 10,000 
500 8,000 12,500 
700 4,000 15,000 
1 WATT KIT 


A5108 
YOUR 
RDRICE welewecces 


OHMS 
20,000 
25,000 
30,000 
40,000 


Vy WATT KIT 


Consists of one each of the 
above resistors in '/2 watt size. 


NETOPRICES auc. 


OHMS OHMS 
50,000 250,000 
60,000 500,000 
75,000 1 meg. 
100,000 2 meg. 


\, WATT KIT 


Consists of one each of above 
ETO in “4 watt size. 


07 4 
gu 88c 
NET PRICE.......2. ¢c 


ALL REPLACEMENT PARTS 


TYPE “F” RESISTORS 


Quiet, metallized type resistors for use in 
critical circuits. Absolutely dependable famous 
IRC quality. Standard with leading manufac- 
turers and radio servicemen. Order resistors 
wanted from list below, specifying resistance and 
giving stock number shown tnder each type. 


STANDARD RANGES 


OHMS OHMS OHMS OHMS 
50 2000 12500 200000 
100 250 15000 250000 
200 2500 17500 300000 
250 3000 20000 400000 
300 3500 25000 500000 
350 4000 30000 750000 
400 5000 40000 1 Meg. 
500 6000 50000 1.5 Meg 
600 7000 60000 2 Meg 
750 7500 65000 3 Meg 
800 8000 70000 5 Meg. 
1000 9000 75000 6 Meg 
1250. 10000 100000 7 Meg 
1500 11000 150000 10 Meg 
4 WATT. 


A5700. F-'. Pigtail type, 50 
OHMS to 5 MEG. 


List, Each, 17c. Oc 
NE IEEPAGH Gt). o..-.ocls echoes 
SPECIFY VALUE WHEN ORDERING 


I WATT. 


AS7O1. F-1. 11%6” long. Pigtail type. 100 
OHMS TO 10 MEG. 
ey 20c. I ce 


CH 
SPECIFY VALUE WHEN ORDERING 


2 WATTS. 
A5702. F-2. 1139” long. 


1442” long. 


Pigtail type. 50 


TRC eee eee er eee 


SRM 


‘ss " 


METALLIZED RESISTOR KITS 


Handy kits containing an assortment of the 
most popular values of the BT type insulated 
metallized resistors. Packed in neat, compact 
container, of durable construction. 


STANDARD 1 WATT KIT 
A5715. Ten of the most used values of the 
popular type BT-1 fully insulated IRC resistors, 
in a handy container which can easily be carried 
in your pocket. Resistor values not included may 
be easily obtained by using two or more of the 


units in this kit. $1.18 


METRO i675 655 cies coveee. 
STANDARD |, WATT KIT 


A5716. An especially handy assortment of ten 
type BT-% resistors, consisting of the most pop- 
ular values, Ideal for midget 


receiver’ servicing. NET............ $1.00 
DELUXE 1 WATT KIT 


A5717. A larger assortment of the most pop- 
ular values of the type BT-1 resistors. Consists 
of 20 resistors of practical, most often used 
values, packed in a permanent container, with a 
definite space marking for each unit 


Ideal for the service kit. .NET..... $2.35 


ALLIED RADIO CORPORATION, 83 


NEW IRC 
INSULATED TYPE “BT” | 


METALLIZED 
RESISTORS 


Av improved new resistor design makes these 
units outstanding and desirable in every way. 
The metallized resistor element is sealed in com- 
pletely by a special high voltage insulating ma- 
terial which absolutely eliminates danger of 
grounding. New small size gives unusual con- 
venience. Wire leads of handy effective length 
are provided. The heavy casing of insulating 


material makes these new units crack-proof and 
trouble-free. Accurate, durable and safe. The 
quiet performance of these new type resistors 
renders them ideal for use in AVC Circuits, high 
gain amplifiers, ete. The resistance element is 
sealed in against moisture. Leads are effectively 
bonded to the resistance element. Each unit is 
color-coded and marked with resistance value. 


STANDARD STOCK RANGES 


OHMS OHMS OHMS OHMS OHMS OHMS OHMS OHMS 
50 450 2000 7000 15000 50000 200000 1.5 Meg. 
100 500 2250 7500 17500 60000 250000 2 Meg 
150 600 2500 8000 20000 65000 300000 3 Meg 
200 750 3000 9000 22500 70000 400000 4 Meg 
250 800 3500 10000 25000 75000 500000 5 Meg 
300 1000 4000 11000 30000 100000 600000 6 Meg 
350 1250 5000 12000 35000 125000 750000 7 Meg. 
400 1500 6000 12500 40000 150000 1 Meg. 10 Meg. 
Type BT-1,—1, Watt Type BT-1—1 Watt Type BT-2—2 Watt 
A5705. Available in all ranges A5706. A fine resistor for all | A5707. 1%” long, 54,4” 
above from 50 OHMS to 10 radio applications. Small; ac- diameter; 144” tinned 
MEGOHMS. Only % inch long, curate; sealed against moisture. leads. Available in all 
34¢ inch diameter, with 1% inch Only 1%” long, %’ diameter. above resistance values 
leads. Ideal for use in midget Available in all values above, from 750 OHMS to 10 
receivers. Specify values desired from 50 OHMS to 10 MEG. MEG. Specify values. 
when ordering. Specify values, List, 30c. 
List, Each, 7c. J Oc List, Each, 20c. 1Zc NET - 
NE REACH faeie  < AG NET. EACH suc... c 0 EAGH..:<.«- 


— 
RESISTANCE 
‘Un 


IRC RESISTAN CE 
INDICATOR 


A ¢alibrated adjustable resistor, protected 
by fuse against overload. Indicates the proper 
resistance value to use in any circuit. Fuse is 
readily accessible. Two scales are provided 
which give accurate readings from 100 to 
100,000 ohms. SBall-bearing slider is perma- 
nently attached and stays set when adjusted. 
This valuable instrument will determine proper 
replacement values of defective resistors; meas- 
ure unknown values by the substitution method: 
may also be used as a calibrated potentiometer 
or yoltage divider, or as a temporary standard 
resistor. Complete with leads, al- 
ligator clips and instructions 


A5712. List, $4.50. 64 
YOURSNET PRICES 32. ¢ cisc.. cae 


FREE—NEW IRC 
RESISTO-CHEST 


With Purchase of 
56 Resistors 


By ordering 56 of the 
new Type BT-1 1 watt re- 
sistors, any values listed 
above, you get this handy 
chest. Just the thing for 
your service bench. Chest 
measures 8%” high, 
43%4/" wide, 54%” deep; 
large drawer. 


A5714. RESISTO-CHEST and 
Nec! { watt resistors, 


has 7 


small drawers, 1 
Will hold several hundred resistors. 


$@59 


RESISTO-CHEST ONLY 


The above handy drawer-chest by itself, no 
ner i3 included. A real value at this price, 
YOUBsAPRIGHE C206 6.2 ch. . caerevienete 90c 


IRC POWER 


WIRE-WOUND RESISTORS 


construction, 
Wound of the finest resistance wire, evenly spaced on non- 
Coated with a new durable cement 
which assures long efficient service even under conditions of 
Actual tests prove these units 
load capacity, 
Ideal for Service and Amateur work. 
standards and are 


High quality wire-wound units of sturdy 


hygroscopic ceramic core. 


extreme heat and humidity. 
superior for mechanical strength, 
face temperature, etc. 
IRC Power Resistors conform to N.E.M.A. 
accurate to within 5%. With wire leads. 


AB—10 WATTS 


Popular size_ resistors 


4 F cated, below. 
available in all ranges up 


in, diameter, 


lower sur- 


DG~—20 WATTS 


Available in ranges indi- 
2 in. long; %e6 
1-15,000 Ohm 


to 25,000 ohms. 1% in. Units. 
long; %q in. diameter. NET EACH ....... 38c 
List, Each, 40c. 20,000-50,000 
Oh Units. 
err BGc | ste. 4ae 
ae aT R t WATT Wart Resist. WATT wart 
i AT ist. esist. 
Sims Wio. . Who. OHMS NO. NO. OHMS NO. NO 
100 | A5S761 | A5931 3000 | A5772 | A5942 
5 AB729 Theda) 200 Agz2e3 A5932 4000 A5773 A5943 
BS ABTS lake 300 | A5763 | A5933 || 5000 | A5774 | A5944 
5 | A5753 | A5926 400 | A5764 | A5934 7500 | A5775 | A5945 
Wwe AB POS |e... ke 500 | A5765 | A5935 || 10000 | A5776 | A5946 
10 | A5755 | A5927 750 | A5766 | A5936 || 15000 | A5777 | A5947 
15 AG 256 leek «0s 2 3 1000 | A5767 | A5937 || 20000 | A5778 | A5948 
20:75 Pe Poe ksh ve WN 1250 | A5768 | A5938 || 25000 | A5779 | A5949 
A ae Ase 
73 A2528 5930 || 2500 | A5771 | A5941 || 50000 |...) 2. | A5952 


. JACKSON 


LVD., CHICAGO, ILL. 


ADJUSTABLE 
R E § S T 0 R-S 
VARIOHM RESISTORS ant — 


Wire wound on sturdy porcelain tube, covered 
with vitreous enamel. Exposes a narrow track 
which makes contact with slider. Monel metal 
jugs assure permanent connection. Wattage rating 
conforms to N. E. M, A. standards. Mounting 
brackets are adjustable. One adjustable lug is 
furnished; additional lugs may be added. 160 WATT 


VITREOUS ENAMELED WITH TRUVOLT RESISTORS 
ADJUSTABLE LUGS Wire-wound replacement resistors with 1000 


All Variohm units are 5§ inches in diameter. Volt insulation. Easily adjusted to required re- 
The adjustable lug is carefully designed to assure sistance by means of convenient sliding clip. 


a 
FULL-LENGTH 
FIBRE GUARD 


Iong life without undue wear on the wire. These Features space-wound construction, heat-con- 
units are ideal replacements for tapped yoltage ducting copper core, and asbestos insulation for 
dividers. May be used in receiving sets, amateur cooler operation. Has proces fibre insulating” 
transmitters, ete, Accurate to within 5% of the sleeve. Accuracy is within 5% of specified value. 
specified value, Listing below covers popular values, 36” dia., 1%” long; with sliding clip. 7 
‘S¥ix2/E-25 WATS You can depend on these well-made resistor units, OF os ae eo 
No. Type Ohms M.A. | Volts 
peaiaiena se Le TURE Me ey Tube ea 
” ” 4" x ”" TUBE 8 f es 
54" x 244” TUBE Cat. | Reaint esCureant Cat. Resist. / Current A4461 | A-.02 2 | 2200 4.5 
Cat. Resist. Current No. Ohms | M.A. No. Ohms ’ M.A. A4462 A-.025 2.5} 2000 5 
No. | Ohms M.A. AATAL 5 3300 A4773 10 2730 A4463 A-.03 3 1800 , 5.5. 
= A4AT74 15 2230 A4464 A-.05 5 1400 7.9 
AATOS i 5480” | Aras Ey 2340 | A4775 OB 1730 A4465 | A-.075 7.51 1150 | °8.5 
A4712 5 2450 A4744 50 1000 A4776 50 1220 A4466 A-.1 10 1000 10. 4 
A4713 10 1730 A4745 75 850 A4777 100 865 A4467 | A-.15 15 815 12.9 
At | de | ae | Meee | 100 20 eae eee | Ans | kos | ae and ae 
A4715 25 1090 A4AT47 150 600 A4779 300 500 * 
A4716 50 77 ASTAS aoe 520 A4780 500 387 pore A-.3 30 570 1% § 
A4717 75 630 | Aaz4s 350 465 | A4781 750 316 a AM Ax6 50_ | 450 | 22 : 
ae | i |e | Ate | foo | go) Are eo | 
A4720 200 385 A4752 501 2 A4784 2000 190 “s : 
A4721 250 345 | Aazs3 ae got | A47385 2500 173 perite! Riee: 300 180 | 55 
A4722 500 245° | A47sa 1500 190 | A4786 3500 146 Aaari | Ans 500 | in| 7 
A4723 750 200 A4755 2000 165 A4T87 5000 122 Hy 
A4724 800 193 A4756 2500 148 List Price, $1.75 A4478 A-8 800 112 89 
nies Ao ie --|YOURPRICE, $f 03 A4479 | A-10 1000. | 100 | 100 
A4157 3000 135 |EACH me 44 P 
A4726 1500 141 AAT53 4000 117, |EACH.......- Sees aeaee A-12:5 1250 89 111 
A4727 | 2000 | 122 AAT59 5000 104 A4789 7500 100 A4481 | A-15 1500 81} 122 
sas ee ——_-_ 1,7 - ‘A790 10000 86 A4482 | A-20 2000 70'|. 14g 
esd 2500 — eetaniCd. A4791 15000 7 A4483 A-25 2500 63 158 
pares ceoe 92 EACH? 2222 4 my oS Cc A4792 20000 61 A4484 A-30 3000 56 173 
A4731 4000 86 _ A4793 25000 55 A4485 A-40 4000 50 200 
7 «| A4761 7500 85 7 ; A4486 | A-50 5000 45 | 222 
A4732 5000 77 25> List Price, $2.00 f 
A4762 8000 ~ Y R PRICE s 18 A4487 A-75 7500 36 274 
List Price, 85c A4764 10000 74 vores PRICE, qs A4488 ‘A-100 10000 31 316 
YOUR PRICE, ©} aszes 12000 67 seat Ee ose A4489 |  A-150 15000 26 | 388 
EACH es ee koe A4766 15000 60 A4794 30000 50 A4490 A-200 20000 20 395 
Ad732)” 000 1) dA 4767 20000 50 A4795 35000 47 A4491 A-250 25000 16 400 
A4733 6000 70 > - 
A4734 7500 63 A4768 25000 45 A4796 40000 43 List Price,.50c.... - =, a ae ’ 
A4736 10000 54 |List Price, $1.50 A4797 45000 41 VOURDP RICE: ; 
Aa7T37.| 12000 25 |YOUR PRICE, SB) 24728! 50000 39 your , Cc 
A4738 15000 Ad eH as eee ope List oaee foe @s3¢ 00 os: 
List Price, 95¢ Ades | 30000 | rg BEES ah eg ADJUSTABLE CLIP 
EACH... .-3-. xe a 56c A4771 50000 34 A4799 60000 35 Permits easy additional adjustment 
A4739 2000 7 g List Price, $1.70 A4800 80000 31 of Electrad 10 Watt Truvolts to inter- 
Aavae | 2e000 | 3° | YOUR PRICE, $700; a4zoi | 100000 27 mediate value by sliding to proper po- 
List Prt or aa EACH............ — List Per $447 ‘all sition. Easy to mount. 5¢ 
is rice, . , - 
YOUR PRICE, 65¢e| Air et | ah EACH. senses es — A4620. List, 0c. NET..... 
ai nO A4711 | 100000 12 Extra Adjustable Lug We can supply the complete line of Truvolt 
Variohms are also avail-| List Price, $2.00 A403. Adiustable Resistors in 25, 50, and 75 watt sizes. 
able in 100 and 200 watt} YOUR PRICE, $718 List, 10c. e Available in all standard values. Please order 
sizes. Write for prices. EACH Sreccire G4 =——|NET EACH........... with remittance or write for quotations. 


ELECTRAD PRECISION RESIS 


Accurate, dependable resistors, non-inductively 
wound in layers on isolantite. Extremely low 
distributed ‘capacity. Thoroughly impregnated 


: Xe) re) 
ELECTRAD ADJUSTABLE against moisture. Ideal for use as multipliers, 


TORS 


ce) AS) 


\ L (AY 
VOLTAGE DIVIDERS ee ee cae ‘p= 
eee ereeoaviders (with 4 sliding taps | below may be edded. ra 
th, when adjusted, ct voltages de- . 
sired for any application. Can be used to re- Cat. Resist. Curr. NET Cat. Resist. | Curr. | | NET 
place burned-out or defective voltage dividers < No. Obms | M.A. List EACH No. Obms M.A. List EACH — 
in many radio sets or amplifiers. Wt., 1 Ib, A405 1 | 1225 $0.85 pane goers oa ce a2 
HMS— A4806 5 548 s 5000 . - 38 
PF Sct sh pe 50 WATTS A4807 10 387 85 A4832 | 175000 | 2.9 2.35 
List Price, $1.65. ; 76c A4808 | 25 / 245 «85 A4833 | 200000 2.7 2.35 1.38 
YOUR PRICE........ AYE tts eee AASO9 50 373 -85 s5oc A4834 ) 225000 2.5 | 2.60 1.53 
SO A4810 100 | 122 -85 A4835 | 250000 2.4 2.60 1.53 
25000 OHMS—so WATTS AASit tos ge! = A4836 | 300000 2:2] 2.85 | “ates 
A4623. Type C-250S, A4812 a -85 / A4837 | 400000*} 1.9 | 3:00 1:76 
YOUR PRICE... 70C |e ee Soe) caecee | MASSE) Soc ee 
Yo PRICE< ves os SL oe A48 1000 3 96. | > $8.5. A48 750000 *| ' H 
TES RR SSS aa SA A4815 2500 24 .90 «53 A4840 | 1 meg. *| ix 5.25" } S69 
25000 OHMS—75 WATTS A4804 4500 18 1.00 -58 *These resistors are wound on 8 section forms 
A4624. Type D-250S. A4816 5000 17 1.00 58 ; Oe ; 
S 2 “ A4817 7500) 14 1/00 58 to provide the higher dielectric strength neces- 
List Price, $2.30. $1.24 AABIB 10000 oe 100 | “38 sary for 144 watt or 1000 volt rating in these 
YOUR PRICE................., 99> nasie Ll) 12kOn 1 410 : “ea values. Overall length for these types is 14 
41000 OHMS—75 WATTS A4820 | 15000 10 £:40% |). 264 sete é 
Designed for use in the power supply of a ann FERRULE TERMINALS { 
10 or ’50 type tube receiver or transmitter. aes uy ae oad Designed for use with the Precision Resisto 
Ideal for use in high power amplifiers and re- A4823 30000 7. 1.35 described above. Easily screwed into the re- 
ceivers. Equipped with 6 sliding taps to give A424 35000 6.5 1.35 79¢ sistor ends to convert them to ferrule types. 
all desired wee: A4825 40000 Sid 1.35 A4842. 
f4625. Type D-s108. S1I.3Z | 24826 | 50000! 5:5! 135 | Per Pair ..... ae 
$$$ — A4827 | 60000 5. 1.60 $0.94 Electrad Precision Resistors are available in 
WE CAN SUPPLY ALL ELECTRAD PROD- A4828 75000 4.4 1.60 | -94 other values not listed, on special order with re: 
UCTS. WRITE FOR PRICES. A4829 | 100000 3.8 1.85 1.09 mittance, at the price of the next higher unit. 


FOR COMPLETE INDEX SEE PAGES 135-136 


a. 


7” 


Ves 


and fully pro- 


Conyeniently small, compact, 
Center tap 


tected with a coating of enamel. 


-accurate to within 1%. 
: No. 


Ohms| No. | Ohms EACH 
a4610 | 10 | A4614|. 50 
A46il | 15 | A4615 75 15§¢c 
A4612| 20 | A4616} 100 
A4613 | 30 | A4617 | 200 


EAGLE PLUNGER LEAKS 


Adjustable grid leaks with a range from 0 
“to 50 megohms. 


. Standard mounting. 
adjustment. 


A3974. 


BROWN DEVIL RESISTORS 


A high quality line of wire-wound resistors for all radio 


Screw 


and many industrial requirements. Accurately rated; 
wound on high grade porcelain core. These resistors have 
a vitreous enamel coating for complete protection. Espe- 
cially recommended for applications where abnormal. mois- 
ture is present. Size, 194’’x%¢’’; with heavy tinned wire 
leads, 14%2’’ long. 
' 10 WATT 20 WATT 
No. Ohms No. Obms No. Ohms No. Ohms 
~A8000 }: A8032 1000 A8065 5 A80386 1500 
A8001 2 A8033 1100 A8066 10 A8087 1750 
A8002 3 A8034 1200 A8067 25 A8088 1850 
A8003 4 A8035 1250 A8068 50 A8089 2000 
A8004 — 5 A8036 1500 A8069 75 A8090 2250 
A8005 — “75 A8037 1750 A8070 100 A8091 2400 
———__—_ —_—_——_ A8071 150 A8092 2500 
A8006 10 A8038 2000 A8072 200 A8093 2750 
A8007.. 12 A8039 2250 A8073 250 A8094 3000 
A8008 15 A8040 2500 A8074 300 A8095 3500 
A8009 20 A8041 3000 A8075 350 A8096 4000 
A8010 25 A8042 3500 A8076 400 A8097 4500 
A8011 30 A8043 4000 A8077 500 A8098 5000 
A8012 35 A8044 4500 A8078 650 A8099 6000 
A8013 40 A8045 5000 A8079 700 A8100 7000 
A8014 50 A8046 6000 A8080 750 A8101 7500 
A9015 75 A8047 7000 AGosi 800 ate o2 : atl 
a= S| A 850 
A8016 100 A8048 7500 A8083 1000 A8104 12500 
A8017. 125 A8049 8000 A8084 1200 A8105 15000 
A8018- 150 A8050 8500 A8085 1250 
A8019 200 _ A8051 10000 List, Each, 65c. 38c 
A8020 225 A8052 11000 YOUR PRICE, EACH....:.... A SA 
mess | vor | anse|~iasoo | aeiey | ogee | aaa | soap 
P 25) 5 
ot acral mates tae Agios | 30000 | A8112 50000 
A8024 400 A8056 14300 Aetee clad 
A8025 450 A8057 15000 List, Each, 75c. 
Ag026 | 500 As0ss | 16000 | YoUR PRICE, EACH.................44@€ 
A8027 600 A8059 17500 A8113 55000 A8118 80000 
A9028 700 A8060 18000 A8114 60000 A8119 85000 
A80: 750 A8061 20000 A8115 65000 A8120 90000 
A8030 800 A8062 22500 A8116 * 70000 A8121 95000 
A8031 900 A8063 25000 A8117 75000 A8122 100000 
List, Each, 40c. List, Each, -$1.00. c 
YOUR PRICE, 24c YOUR PRICE, EACH...........- 59 
PURE RAP Rel prtlors cake eels ole lele's weaves 
ie oa ; aie " 
| " Om WIREWATT" (© 
WIRE-WOUND RESISTORS LTT WIREWATT li 
Wire-wound on flat fibre strips. Low in- SLRESISTOR ‘= 
ductance. 3 
Ag07s 1. A9082 15 c “SWIRE-WATT’’ RESISTORS 
A : 7 An excellent wire-wound resistor for use in 
A9077 7 atone 25 all types of radio circuits, Noiseless; non-in- 
A9078 > |A9086 = 10 FOR ductive. High dielectric core, covered with in- 
pee : A9087. Fi 63¢ eulating. ° gees eee olan, Canad. : a 
tinne eads are Taze on to ermina ugs. 
A9081 10 |A9088 100 Accuracy of rating is within 5%. Compact in 
A9089; 200 |A9093) 700 )\ NET size. Convenient to use. 
A9090} 400 |A9094| 900 EACH 8C 
A9091| 500 |A9095} 1000 No. Ohms No. Ohms 
—_ SBE | Asizs | 100 | Asiae | 2250 
, aaa) 
CENTER-TAPPED A8126 125 A8147 2500 
A8127 150 A8148 3000 
RESISTORS A8128 200 A8149 3500 
May be used in any fila- A8129 250 A8150 4000 
ment or hum balancing cir- A8130 300 A8151 4500 
cuit. Wire-wound on flex- A8131 350 A8152 5000 
ible fibre. strip. Lugs are A8132 400 A8153 6000 
well-fastened, and tinned, A8133 500 A8154 7000 
No. | Ohms] No. | Ohms A8134 600 A8155 7500 
a NET EACH A8135 700 A8156 8000 
A9096 | 6 |A9101 60 A8136 750 A8157 9000 
A9097; 10 |A9102/ 100 t 4 A8137 | - 800 A8158 10000 
A9098 15 |A9103 200 A8138 900 A8159 12500 
A9099 20 |A9104 400 10 FOR 73c A8i39 1000 A8160 15000 
A9100 40 | A8140 1100 A8161 16000 
ass | | Agee | aa 
A814 1250 é 
Electrad A8143 1500 A8164 20000 
Center-Tapped -/A8144 1750 A8165 22500 
Resistors A8145 2000 A8166 25000 


List, Each, 25c. 
YOUR PRICE, 
EACH 


15° 
CENTER-TAPPED “WIRE-WATTS” 
{_watt center-tapped resistors, Wire-wound. 


Accurately adjusted: 


_ No. Ohms No. Ohms 
A8170 10 A8175 40 
A8171 15 A8176 50 
A8172 20 A8177 75 
A8173 25 A8178 100 
A8174 30 A8179 200 

List, Each, 35c. 

COUR PRICE TEACH (kee eee 


“RED DEVIL} 

co Pe eee) eee 

10 WATT “RED DEVIL” 
| RESISTORS 


For all radio requirements. Wire-wound on 
low-loss porcelain core; coated with refractory 
cement which protects wire even at red heat. 
Will not, deteriorate or change value with age. 
Efficiency is 100% at rated wattage; will stand 
temporary overloads of up to 50 watts. Size, 
1% x5¢’’. With firmly anchored 1%” tinned 


leads. 

No. Ohms No. Ohms 
A8180 1 A8212 1000 
A8181 2 A8213 1100 
A8182 3 A8214 1200 
A8183 4 A8215 1250 
A8184 5 A8216 1500 
A8185 7.5 A8217 1750 
A8186 10 A8218 2000 
A8187 12 A8219 2250 
A8188 ; 15 A8&220 2500 
A8189 20 A8221 3000 
A8190 25 A8222 3500 
A8191 30 A8223 4000 
A8192 35 A8224 4500 
A8193 40 A8225 5000 
A8194 50 A8226 6000 
A8195 75 A8227 7000 
A8196 100 A8228 7500 
A8197 125 A8229 8000 
A8198 150 A8230 8500 
A8199 200 A8231 10000 
A8200 225 A8232 11000 
A8201 250 A8233 12000 
A8202 300 A8234 12500 
A8203 350 A8235 13500 
A8204 400 A8236 14300 
A8205 450 A8237 15000 
A8206 500 A8238 16000 
A8207 600 A8239 17500 
A8208 700 A8240 18000 
A8209 750 A8241 20000 
A8210 800 A8242 22500 
A8211 900 A8243 25000 

List, Each, 40c. 
YOUR PRICE, y e 
EAGH iss Macks otelc crs dtedsies 

20 WATT 


‘RED DEVIL’’ RESISTORS 


A heavy-duty ‘‘Red Devil’ for use -in all 
voltage dividing and voltage dropping circuits. 
Especially suitable for use in replacing burned- 
out sections of yoltage dividers. Will stand 


up under ‘severe overloads. Size, 2x4"; 

14%” tinned leads. 

A8265 30000 A8268 | 45000 
A8266 | 35000 A8269 | 50000 
A8267 40000 | 

List, Each, 75c. 

YOUR PRICE, EACH............. ...44¢e 
A8270 55000 A8276 85000 
A8271 60000 A8277 90000 
A8272 65000 A8278 | 95000 
A8273 70000 A8279 100000 
A8274 | 75000 | 
A8275 | 80000 { 

List, Each, $1.00. 

NET; EACH ¢......02% S dettdle ets vac 59c 


a 


D 
10 WATT “‘RED DEVIL”’ 
High quality accurately center-tapped re- 
sistors for all requirements. For use in fila- 


ment or electrical circuits which are not pro- 
Lu 


vided with an electrical center tap. Have 1% 
tinned wire leads. 


No. | Ohms No. | Ohms 
A8250 10 A8255 | 40 
A8251 15 A8256 50 
A8252 20 A8257 75 
A8253 25 A8258 | 100 
A8254 30 A8259 | 200 


List, S0c. 
YOUR PRICE, 29 
PROP ccigectick tietiatitake Cc 


‘e Exactly duplicate the original unit. 

@ Resistance remains unchanged indefinitely. 
® The choice of leading set manufacturers. 
@ Over 10,000,000 in use today. 


Cat. Fact. Total 

No. No. Ohms NET 
Clarion (Trans. Corp.) 

A6551 1819 15100 $0.59 

A6552. 4268 15580 -68 

A6553 4269 19200 68 

A6592 4267 19665 «68 

A6593 4305 19600 -59 

A6594 4512 19085 259 
Columbia (Knight) 

AG6526 AC-5 8200 «54 
A6527 AU-5 100 234 
Crosley 
A6529 20452B 4295 -68 
A6530 20909 10000 49 
A6531 21955 6500 «49 
A6532 21956 3160 +29 
A6534 225744 5205 -59 
A6536 28471 33500 -39 
A6537 28755A 274 .78 
A6535 20176B 900 249 
Emerson 
A6538 HR-38 1500 «20 
A65393 HR-36 310 278 
Majestl 
A6543 10145 21702 «68 
A6544 10252 10000 .29 
A6547 12047 21513 1.12 
A6545 10535 2300 41 
AG6546 10636 41750 «82 
International 
A6549 | R-303 310 I .78 


. EXACT DUPLICATES 


These resistors are EXACT DUPLI- 
CATES of the original units listed 
below. Of extra high quality; used as 
original equipment by leading set man- 
ufacturers. To order replacements not listed 
below, mention number stamped on shell of 
original unit; if no number is shown, send in 
original resistor, giving name and model of Bele 
and we will supply proper unit. 


Cat. | Fact. | Total | 
No. No. Ohms NET 
International (cont’d.) 
A6550 R-304 135 $ .20 
A6548 R-30: 1500 =20 
AG542 R-329 4600 . 
Si 
A6518 7705 20490 49 
A6519 7726 33000 241 
A6520 7725 1100.41 e 
U. S. Radio & Tel. 
A6555 1752 22600 1.56 
A6556 1959 23800 1.56 
A6557 2303 3640 239 
A6558 2303A 3640 249 
A6559 2715 5055 49 
A6561 2811A 4450 el 
A6562 3111 6825 78 
A6563 3360 24300 4 
A6565 3621 3315 18 
A6566 3622 4300 . 
A6567 4145 20900 . 
A6569 5463 70 259 
A6570 2381 16000 = 
A6571 27416 32272 271 
Wells-Gardner 
A6597 8002 39050 e71 
A6598 98020 41000 259 
A6590 90974C 15738 1.10 
A6591 ; 98037 100 259 
Zenith 

A6595 | 63-351 | 17035 ! 59 


EATER en, aa ma 


TCC a 


CANDOHMETER. 
RESISTANCE INDICATOR 


An accurately calibrated dual-range resistance 


indicator. Consists of two Candohm resistor 
units in a single mounting, insulated from and 
enclosed in neat metal casing. Slid test 
prod moves freely in exposed slot. Quickly and 
accurately determines value necessary for replac- 
ing any burned-out or defective resistor.’ 


0-10,000; 0-100,000 OHMS 


Two scales, reading 0-10,000 and 0-100,000 
ohms, are accurately stamped into the metal 
housing of the Candohmeter—the upper scale 
for determining approximate values, and the 
lower to permit of more accurate reading within 


its range. Excellent for experimental or service 
work. Complete with test leads, insulated 
Daas gir and alligator clips. 

shpg. Ww 

AG599. List, $2.00. sqis 
YOUR PRICERZA 2, Rc occas — 


0-100; 0-1,000 OHMS 


The same design and quality construction as 
the Candohmeter listed above, but intended for 
determining lower values of resistance with 
greater accuracy. Scales read: 0-100 and 


0-1000 ohms. Shpg. wt., 1 Ib. 
$403 


OS5o6:. List, $1.75. 
YOUR PRICE ...... asWins amt tnaalele 


MUTER ‘ ‘ZIPOHM" * RESISTORS 


Wire - wound 
type, 5 watt 
rating. Flat 
and compact; 
most units only 
1144x%”; those 
prefixed with 
* are 2” long. 
Impregnated with protective 
Tinned leads 


Accuracy is 5%. 
high temperature electric cement. 


1%” long. 

No. |Ohms] No. |Ohms] No. | Ohms 
A6700 | 100 | A6714 | 1000 | A6728 6000 
A6701 125 A6715 | 1100 }| A6729 7000 
A6702 150 A6716 | 1200 | A6730 7500 
A6703 | 200 | A6717 | 1250 | A6731 8000 
A6704 | 250 | A6718 | 1500 | A6732 9000 
A6705 | 300 | A6719 | 1750 | A6733/ 10000 
A6706 350 A6720 | 2000 | A6734 |*12500 
A6707 400 A6721 | 2250 | A6735 |*15000 
A6708 500 A6722 | 2500 | A6736 |*16000 
A6709 600 A6723 | 3000 | A6737 |*17500 
A6710 700 A6724 | 3500 | A6738 |*18000 
A6711 750 A6725 | 4000 | A6739 |*20000 
A6712 | 800 }| A6726 | 4500 | A6740 |*22500 
A6713 | 900 | A6727 | 5000 { A6741 |*25000 


List: Price, 25c, 
YOUR PRICE 
EAC 


Line cord with 
built-in resistor 
to supply proper 
filament voltage. 
: The filament drop 
tubes connected in series. 


listed is for apne 


Shpg. wt., 

No Ohms Filament Drop 
A2398 360 10.0 to 17.0 V. 
A2397 33 18.0 to 24.0 V. 
A2400 290 25.2 to 31.5 V. 
A2399 250 32.0 to 44.5 V. 
A2395 220 45.0 to 52.0 V. 
A2396 180 3.0 to 61.0 V. 
A2401 160 56.5 to 68.9 V. 
A2402 ICE 135 68.9 to 75.2 V. 
YOUR PR 
EACH Ora Gale hae 30c 


"220- 110 VOLT 
AC-DC LINE CORD 


A special cord with built-in resistor which 
permits the operation of any .3 ampere 110 Volt 
A.C.-D.C, receiver from a 220 Volt line. With 


plug and receptacle 


AQI45. List, $1.50, NET.........9 pe 


‘*SZIPOHM”’ RESISTOR KIT 


Contains 57 Zipohm resistors in 27 different 
values. These units were carefully selected from 
frequency charts and will cover 80% of replace- 
ments for wire-wound resistors. Contains the 
following 5 watt units, { each: 150 ohm, 250; 
400, 600, 1250, 4000, 6000, 7500, 15000, 20000 
and 25000 ohm. 2 each, 100 ohm, 200, 300, 
3500 and 10000 ohm. 8—1500 ohm. 4 each, 
500 ohm, 750, 2000, 2500, 5000 ohm and 5— 
1000 ohm. Also contains 2 each of the follow- 


le bt units: 10000 ohm, 15000, 20000 and 
ohm, 

A6745. S® I 
YOUR SPECIAL PRICE.......... ot 


AEROVOX UNIVERSAL RE- 
PLACEMENT CONDENSERS 


These electrolytics are identical 
to the units originally used in a 


wide vyariety of standard sets. 
Each unit ~has color-coded wire 
leads 8” long. Cardboard units 
have mounting flanges, 


TUBULAR TYPE 


Wkg. 

No. Mfd. Volts Size NET 
A1450 8-8 450 134x414 $0.88 
A1451 12-16 200 1% x4 4 91 
A1452 2-4-8 450 134x444 1,15 
A1453) 14-8x10-10)150x25 14x44 1.21 
A1454) 16-8x10~-10)150x25 13x44 1.21 
A1455|16-12x10-10)150x25) 13gx4\% 1.26 

RECTANGULAR TYPE 

A1460 5-5 25 [| 1Y44xl'4x2%% 44 
A1461 10-10 25. | 1U44x1 4ex2 % 44 
A1462) 4-16-8* 150 | 14x1%%x4%} 1.06 
A1463| 8-8-16 200 | 14xl%x4% | 1.23 
A1464 16-8 200 | 154x1'%¢x2%%) «85 
A1465 4-4-4 450 | 14%x1%%qx4%| 1.06 
A1466) 12-12x5-5* |150x25) 1 xil%x2% | 1.15 
A1467/16-16-8x5-5*,150x25) 1'4x1*54x3 - 1.44 

* Two negatives. All other cardboard units 


have common negative. 


EXACT DUPLICATE 
REPLACEMENT 
CONDENSERS 


These condensers. are the same in electrical 


‘and. physical characteristics as the originals 


which they replace. Have same size, appear- 
ance, mounting holes, color-coded leads and 
capacity ratings. All our condensers are care- 
fully chosen from such well-known lines as: 
Aeroyox, Cornell-Dubilier, Sprague, Solar, Tobe, 
Concourse, etc. We can also supply exact dupli- 
cate condensers not listed here. Send us your 
old unit with deposit indicating the name and 
model number of the receiver and we will dupli- 
cate it at an attractive low price. 


St?’k| Part Cap. { 
No. No. Model Mfd. NET 
BELMONT (Freshman) j 
A585|C-525-C [.....4.... «-| &25 {$0.59 — 
CROSL 
A590/W23801 124, 125 6-8 «85 
A591) W25857B 95, 163 8-8 . 
A596\W27488A| 148, 167 8-6 42 
A597/W27677A 147 8-8 2 
A600|/W29150B/169, 7V2, 5M3) 6-7-8 «94 
AG01/.W29264Ai 166, 172 16-16-8 | 1.08 
DETROLA y 
AG12|-, 1460 3. ] 03 sree | 48-20 | 1.06 
c MERS 
A617\|GGC-137| 32 | 8-16-5-5 | 1.21 
GRUNOW 
A621| 27151 | 501, 550, 5B | 4-8-20-4 | 1.29 
GENERAL ELECTRIC—RCA-VICTOR 
A627; 66143 K52, R28 4-4 | ,57 © 
A629} 66155 K60, R37 4-4-10-4 | 1.08 
A633) 66189-1| K64, 121 8-4-4 94 
A634) 66189-2 K66, 220 8-4-4-4 10 
INTERNATIONAL 
AG35. ASOT fc eee 44 50 
A636) A408 Standard 5-5 244 
A638) A421 40, 41,42 | 3.5-3.53.5| .70 
AG42) A427) be a eiorme blaitis bk 3.5-3.5-3.5 | 266 
“MAS ESTIC 
A643| 4713 211 Series 8 56 
A649) 7278 291 Series 7-10 68 
A652) 7824 311 Serles 8-16 97 
A656} 8385 /15, 150 Series 8-8 . 
A658} 8755 381 4-8 -70 
A662) 9661 411, 413 8-10-16 .03 
A663) 997 66X 8-8 fz 
A665} 10536 40, 49, 440 10-4-6 1.00 — 
A666} 10827 55, 59, 500 10-8-8 98 
MONTGOMERY-WARD 
A686} 80944A | 62-96, 62-98 | 4-12-16 | 1.09 
MOTOROLA 
A668| 1388 | 100 | 8-8-25 | 1.18 
A670) 1668 75 Late 6-4-6 «82 
STEWART-WARNER ; 
A679| 81959 R115, R116 4-13-7 97 
A680) 83111 R112 8-8-5-5 1.15 
WELLS-GARDNER 
A686} 80944-E) 05-A, OSB-A{ 4-12-16 | 1.09 


LOWEST PRICES—HIGHEST QUALITY—-BEST SERVICE 


| M 


Ideal replace- 
ment condensers; 
small and compact. 
Internal metal seal 
protects units 
against damage 
from, excess heat or 
humidity. With 

mounting flanges. 
All units have 8” color-coded leads. 


C-S SINGLE SECTION 
525 V. Peak, 450 V. D.C. Working 


No. |} Mfd.| Type Size NET 
A2772 2 CS 130 | 4x 324x274" | $0.38 
A2773 4 CS 131 | 54x x21" 244 
A2774 6 CS 132 | 54xl x27" +53 
A2775 8 CS 133. | %xl x24" -56 
A2776| 10 | CS 134 | 4x1 fox, -68 
A2777 12 CS 135 | 4x1 4x2% »76 
azzas | 16 | C8 136 [1 "134324" ae 
‘ 300 V. Peak, 250 V. D.C. Working 
A2778 4 CS 121 | %x hark 38 
A2779 8 CS 123 | 54x Wx2% 47 
A27380 10 CS 124 | 54x1 x24" 56 
A2781 12 CS 125 | 5x1 x27%" 259 
A2782 16 CS 126 | '14x114x2‘4”” 265 
} SS 
CN—MULTIPLE SECTION 
COMMON NEGATIVE 
525 V. Peak, 450 V. D.C. Working 
A2783 | 4-4 | CN 150] 34x134x254” 71 
A2784| 4-8 | CN 151 7x1 Yyx2 >” 79 
A2785 | 8-8 | CN 152| 14x114x25%’” .88 
A2786 | 8-8-8 | CN 155 [1x1 Y% x3” 1.29 
300 V. Peak, 250 V. D.C. Working 
A2787) 4-4 | CN 140] %xl x2%” 53 
A2788 | 4-8 | CN 141] 5¢xl_ x2 4" -68 
A2789 | 8-8 | CN 142 74 x144x2 54” 76 
A2790 | 8-8-8 | CN 145 4x1! 4x2 5g” 1.15 
\ cM_MULTIPLE SECTION 
} SEPARATE NEGATIVES 
525 V. Peak, 450 V. D.C. Working 
A2791 ) 4-4 |} OM 170] 2%x114x25%" «71 
A2792| 4-8 |CM 171] %x14x2%" 79 
A2793 8-8 |CM172]1\%xl x254” 88 
A2747 | 4-44] CM 173 |134x1%4x3” 1.06 
A2794 | 8-8-8 | CM 175 |114x114x3” 1.29 
300 V. Peak, 250 V. D.C. Working 
A2795 | 4-4 |CM 160) {x1 1¢x254” .53 
A2796} 4-8 |CM 161] 34x1'x25%”" 68 
A2797 | 8-8 | CM 162 4x1 4x2 24" -76 
A2799 | 16-16 | CM 164|1%%x1 x25” 1.06 
A2798 | 8-8-8 | CM 165 1%x1 xor -15 


TUBULAR TYPE 
DRY 
ELECTROLYTICS 


Especially designed 
for by-pass _ use 


With 3” tinned leads, 
TS—SINGLE SECTION 
No. | Mfd. | Volts| Type Size NET 
A3362 10 25 TS 101 |134x %4”| 29¢ 
A3364 20 25 TS 102 21x Td 35¢ 
A3404 25 25 TS 103 | 24x | 38c¢ 
A3405 50 25 TS 104 |234x1 7] 56c 
A3363 5 50 TS 105 |134x 34”) 29¢ 
A3365 10 50 TS 106 |214x %"| 38c 
A3406 25 50 TS 107 | 23x11” 47c 
A3407 50 50 TS 108 3bexl 4 71c 
TN—DUAL—COMMON NEGATIVE 
A3366) 5-5 25 TN 110 : 24 x14" NET 
rete ree & fe Pe 4x ie" “| Each 
A3368) 5— i y 4x14" 
asses) a5 | 28 | TN 113 | 2x1 Gaec 
MOTOR-STARTING 
CONDENSERS , 
aS 7 TYPE MS 


These special condensers are designed 
to give added starting torque to in- 
2 ductive type A.C. motors. For use 
with refrigerators, etc. For momen- 
tary use only; must be disconnected 
when motor comes up to speed. May 
be used as replacements for defective 
original units or may be applied to speed up 
motors which are slow-starting under load. 
Each unit is supplied with protective metal 
cap to cover terminals and clamping ring for 
110 volts A.C, 


mounting, Working voltage, 


No. Mfd.] Type Diam. ‘NET 
A3266 60 MS.540 2” $2.18 
A3267 70 MS 541 2” 2.32 
A3268 80 MS 542 2” 2.47 
A3269 | 100 MS 543 2” 2.76 
A3270 | 115 MS 544 es 3.06 
A3271 | 135 MS 545 214" 3.53 
A3272 | 150 MS 546 2%” 3.88 


ALLIED- RADIO CORPORATION, 833 W.: 


IN METAL CANS 


High in efficiency. New internal 
construction insures against surge 
voltage failure; sealed against humid- 
ity and temperature damage. Have 
8” color-coded leads; mounting nut 
and washer. Metal can is insulated. 
Remarkably all but highly efficient, 
Ideal units for all requirements. 


RS—SINGLE SECTION 
525 V. Peak, 450 V. D.C. Working 


No. Mfd. Type Size NET 
A2752 4 RS 211 234x1" $0.50 
A2753 8 RS 213 234x1” 62 
A2754 12 RS 215 234x1" 82 
A2751 16 RS 216 3x1" 91 


300 V. Peak, 250 V. D.C. Working 


A2755 4 RS 201 234x1” 44 
A2756 |~ 8 RS 203 234x1” 56 
A2757 12 RS 205 234x1” -65 

RN—MULTIPLE SECTION 

COMMON NEGATIVE 

525 V. Peak, 450 V. D.C. Working 
A2758 | 4-8 | RN 241 3) {x17 $0.85 
A2759 | 8-8 | RN 242 3 x1’ 94 
A2760 | 8-8-8 | RN 245 334x1 ag” 1.35 

300 V. Peak, 250 V.. D.C. Working 
A2761 | 4-8 | RN 231 3x1" 76 
A2762 | 8-8 | RN 232 3x1” | 85 
A2763 | 8-8-8 | RN 235 3x14” 1.23 

RM—MULTIPLE SECTION 

SEPARATE NEGATIVES 

525 V. Peak, 450 V. D.C. Working 
A2764} 48 | RM 261 3x134” $0.85 
A2765 | 8-8 | RM 262 3x1 54” 294 
A2766 | 8-8-8 | RM 265 4x14” 1.35 

300 V. Peak, 250 V. D.C. Working 
A2767 | 4-8 | RM 251 3° x13” = 
A2768 | 8-8. | RM 252 3 x1%%’” +85 
A2769 | 8-8-8 | RM 255 314x134" 2.23 
A2770 |8-8-16| RM 257 314x134” 1.38 
A2771 Soe RM 259 344x134" 1.53 

REPLACEMENT 
MULTIPLE SECTIONS 

TYPE MN 


Dry electrolytics in large round 
metal cans. Designed primarily for 
replacement of similar sized units. 
Exceptional filtering efficiency per- 
mits four types listed below to re- 
place all multiple units, 


525 V. Peak, 450 V. D. Re jWorkins 


No. Mftd. Type NET 
A3370 | 8-8 | MN 272 sc a? $1.06 
A3371 | 5-15 | MN 273 2} Yexdig" 1.35 
A3372.| 8-8-8 | MN 275 x414” 1.59 
A3373 |8-8-8-8| MN 277 3 x46" 2.12} 

MN 278 3 x4ig” 3.09, 


A3408 |9-9-18 
18 


WET ELECTROLYTICS 
TYPE WE 


A new improved type of wet electrolytic 
condenser. Self-regulating type. Low 
leakage current and ability to withstand 
overload make this the ideal unit for all 
heavy-duty filter requirements, Can is 
negative; lug is positive terminal. All 
units rated at 475 D.C. working voltage 
except type WE3540 which is 400 V. 

No. Mid. Type Size 


A2508 4 | WE 447 
A2509 8 | WE 847 
A2510 WE 1247 
A2511 WE 1647 
A2512 WE 1847 
A2513 35 (WE 3540 


. Mallory-Yaxley 
Radio Service 


Encyclopedia 
$75,000 worth of valuable 
information for only $1.47! 
HERE AT LAST! The 
most amazing Service Man- 
ual ever printed. Contains 
complete Service Data on 


over 12,000 sets;~ Circuits, 

LF. Peaks, Circuit compo- 

nents, Replacement parts, - 

etc, Every bit of essential data is listed, Elim- 
inates guesswork and ‘“‘cut and try” methods 
from Servicing. Here in one book, on one 
page, on one line, is the correct answer to 


every Serviae Problem. Cloth 


pond ae Over 200 pages. $447 


A3396. YOUR BRIG Egen'ege asi 


JACKSON BLVD., GHICAGO, iLL. 


ALLORY CONDENSERS | 


TUBULAR 
BY-PASS 
UNITS 
PAPER DIELECTRIC—T¥PE TP 


Non-inductive paper by-pass condensers of 
superior quality. Conservatively rated, - Thor- 
oughly impregnated against moisture, Metal end 
discs prevent leads from pulling out. 


600 V. D.C. Beenins 


No. Mfd. 
A2207.- .0001_—s«13%4x = 
A2208 100025 184x144” NET 
Gan | Soe | 
s 34x 
A2211 002 14x04" 
A2212 1005 14x04" 
A2213 006 18 4x"4 c 
A2214 01 126x°y” 
A2215 02 a 4X04" 
A2216..05 gx 54" 
A2217 06 isxur } Ize 
A2218..1 Digxisg? ise 
A2219. 25 2 ax le? 21c 
A2220 15 23 4x11" 29¢ 
400 V. D.c. WORK 
A2221. 01 134x44" a 
A2222 02 134x4" 9c 
A2223 _.05 184x564" 
A2224 atk 1°4x 5%” 12c 
A2225 -25 2Uxlbe 15c 
A2226 5 23 4x1" 2ic 
. D.C. K 
a2227 05." “ieee, a 9c 
A2228 1 154x134" 
A2229 25 15x” 15¢ 
A2230 15 2° °xisgr 2ic 
A2231 1. 234x114" 29¢ 


‘SPECIAL UNIVERSAL’? 
DRY ELECTROLYTICS 


Special units designed to fill those 
applications which cannot be taken 
care of with Standard Mallory Units. 
Exact duplicate replacements of orig- 
inals in the sets listed. 


IN METAL CANS 


3-2-1-1 Mfd., 450 Wkg. Volts 
A3355. Type _ UR-181. For 
Philco 16, 17, 18, 116, 118, 200, 201, 


640, 650, pe Pf Si 
13324". NET..... n.. 91.23 
8-8 Ma Hi Wkg. Volts 


2733. Type SR-605, For At- 
water Kent 135Z, 215Z, 237Q, 305Z, 
467Q, 565Z, 666, 766. Size 1%x3%”. 


CARDBOARD CASED 
8-8 Mfd., 250-300 a 


Wkg. Volts 
A3354. Type UR-180. 
For Crosley 95, 96, 98, 99, 
102, 129-1, 130, 130-1, 132, 
132-1, 134, 136-1, 146-1, 
148, 154,. 157, 158, 160, 
163. 167, it 176 Size 


5-25-10 Mfd., 150 Wkg. Volts — 
A3356. Type UR-182, For Belmont 53, 425, 
440, 525, 530, 540, 625, 650; Echophone 7114; 
Emerson H5, 30AW, 33AW, 250, 250AW, 
321AW, 350AW, 30LW, 33LW, 250LW, 32I1LW, 
rea sie 2 elas Pe yh 550; Zenith 701, 702, 
801; ells-Gardner O5A, 5B, 

Size 1849x134x25%%”. NET......... $1.15 

4-4-4 Mfd., 150 Wkg. Volts 
A3357. Type UR-183. For Kadette 
40 Jewell, 90. Size 54x14x2%4”, 


Fei jets 


8-8-8-5-5 Mfd., 200-25 Wkg. Volts 
A2734. Type UR-189, For Allied Radio 
F9515, F9525, F9527; Belmont 430; G.E. J100, 
K43, L52, L52A, M41, M42, M49; RCA T4-8, 
T4 9, 100, 101, 


- ’ 103, 112, 304. 
Size 1%x1%x3”. ee ARC: $1.47 


8-8-25 Mfd., 350-300-25 Wkg. Volts 


A2735. Type SR-611. For Atwater Kent 
816; a 7M9IS, 7M9ID (Chassis 5706). 
Size 2x2x219”, 

“earns, bx of Panes ean Me p $1.09 


8, 8-8, 12-12 Mfd., 450-250-25 Wkg. Volts 
A2736. Type SR-614, For Grunow 6D (670, 


671), 6F (690, 691). Size $1.71 


1% x2%x213%44”. . NET... 


KN 


KNIGHT MOLDED 
BAKELITE MICA 
CONDENSERS 


Insulated Hole Type 


Genuine bakelite molded units 
with insulated mounting holes. Metal 


terminals provided 
for mounting. 


may also be used 


Highest quality mica 


construction. 134x242” body. 
AT810 b0005 NET 
A781 .000! EACH 
A7812 0002 

A7813 — .00025 Sc 
A7814 —.0004 
A7815 — .0005 PER DOZ. 
A7816 —.0008 5e 
A7817 __ .00! 

A7818 0015 

A789 00 les 
A7820 .0025 er Doz. 
A782! :003 $1.30 
A7822 

A7823 

A7824 

A7825 


GHT 


+> eter apaamnatieatiadadl a 


‘BY-PASS AND REPLACEMENT 


KNIGHT CARTRIDGE 
CONDENSERS 


Dependable tubular paper condensers. 
Compact in size. Encased in double- 
impregnated moisture-proof cardboard 


<NIGHT : 


KNIGHT BATHTUB | 


centainers with self-supporting 2¢- = 
inch tinned wire leads. Non-induc- r 
tively wound. Unaffected by temperature or humidity. These are rug- CONDENSERS 


gedly built, high quality, inexpensive units, exceptionally fine for re- 
placement use. Dual units have common connection to strap lug. 


400 VOLTS 600 VOLTS nape all by-pass require. ° 
ang, | Mis: ‘ ages, Mid molstire ; root. Paper Gielectic 
4 . construetion in meé case. 
AZS is oon] EAN | AZG32 tmz) S| Stan: Tisgaxizag inches 
A7918 : A7934  :004 Tc BY-PASS—STYLE A _ 
A7919 1005 A7935 1005 No. Mfd. Volts NET 
A7920 700 7936 ~=-.006 A7773 ef 200 c 
A7921 01 A7937_ «0! A7774 +25 200 c 
AZ7922 02 A7938 02 A7775 23 200 24c 
A7923 .03 A7939 —-.03 A7777 +f 300 c 
arose GS | ares we) Ge | ee Bm aes 
; 105 ; 
A7926 206 As345 .06 R3527 
A798 "35 its A7943. «1 10c A77383 
Av929 5 i5c¢ A7944_ 25. .........:.15¢ | A7784 
A7930 1.0 30¢ A79456. >. Bisa eee Loc 
ee — cr 
co VOLTS STYLE B 
: No. aa Mt : NET DUAL UNITS . Com pact; 
792 : No. Mfd. Volts NE ermetically 
A7911 +2 1 ie 7¢ A7946 1—J 200. sealed. Thor- 
agsig fau'| Reege ote: ae ae | een 
A79I4 10° 22220 286 A7949 11 —t 600 lug connec- 


tions. In dual units, center lug is 
common; in triple and quadruple 
units can is common. Single unit 


CONDENSERS | 


Non-inductive compact con-_ 


PIGTAIL & LUG TYPE 
Highest quality mica units. Two 
types; one with 144” tinned copper 


leads, %” uare body; other with 
lugs, %x1%,” body. 


Pigtail Lug Cap. 

No. No. Mfd. 
A7827 A7844 .000025 NET 
‘7828 A7845 .00004 Lit, 
A7829 A7846 00005 
A7830 A7847 .000! 
A7831 A7848 .00015 Sc 
Ayesa A7830 00025 

Per D 

A7834 A7851 .0004 a eels 
A7835 A7852 .0005 85c 
A7836 A7853 .0008 
A7837_A7854_.001 
A7838 A7855 .0015 
A7839 A7856 .002 1I2e 
7840 A7857 .0025 EACH 
A7841 A7858 1003 Per Doz, 
A7842 A7859 .004 $1.30 


KNIGHT WAXED 
UNCASED 
REPAIR SECTIONS 


Wax-dipped; designed for replace- 
Ment use in filter block repair work. 
Compact; high dielectric resistance. 


6” color coded leads are of heat- 
proof push-back wire. 

200 VOLTS 400 VOLTS 

Mfd. NO. NET NO. NET 

-25 -|_A7741 {0c A7746 {7c 

a) A7742 {2c A7747 19c 

1.0 A7743 18c A7748 29¢ 

2.0 A7744 | 29c A7749 54¢ 

600 VOLTS 1000 VOLTS 

-25 | A7750 | 26¢ A7754 38c 

oD A7751 28¢ A7755 | 45¢ 

1.0 A7752 | 36c A7756 75¢ 
SPARTON 
TUBULAR 

REPLACEMENT 

Exact duplicate 400 

It units for Sparton 

s. Slotted mounting 

Mfd NET 

25 26c 

aS 29¢ 

1.0 3ic 


HANDY CONDENSER ASSORTMENT 


Complete handy assortments of the most popular cartridge by- 
pass condensers used in replacement work. Durable; inexpen- 


sive; conservatively rated. 


every service need. 


Quality condensers to meet your 
Conveniently mounted on neat strips for 


hanging on the wall or for carrying in your kit. An incom- 


parable value. 


A7760. Consists of: 

Mfd. Volts Mfd. Volts 
001 400 -004 600 
003 400 -006 600 
-005 400 01 600 
.006 400 :03 600 
001 600 -05 600 
:002 600 | 600 

YOUR & 

NET 

PRIGE ..3.% amas 5c 


A7761. 

Mfd. Volts 
+l 200 
25 200 
5 200 

1.0 200 
Of 400 
03 400 

YOUR 

NET 


PRICE ,...0... 


12 condensers to a strip, one of each value. 
Consists of: 


size: 11844x2x%’’, Multiple units, 
2x2%x%". 
Single Section 

No. Mfd. Volts NET 
A7786 1.0 200 3ic 
A7787 2.0 200 49¢ 
A7789 1.0 300 3fc 
A7791 1.0 400 g2¢ 
A7792 «25 400 A 
A7793 5 400 33c 

Multiple Section 

A7794 .t-.1-.f-.1 200 52c 
A7795  .25-.25 300 Sie 
A7796 25-5 300- 38c 
A7797  .t-.t-.1 400 38¢ 
A7798 25-.25 400 326 
A7799 5-25 400 39c 


EXACT DUPLICATE CONDENSERS 


Highest quality exact duplicate replacement condensers and condenser blocks. 
These units are of standard make and have the exact capacities and ratings 
Accurately constructed to precise original specifications, 
with identical mounting holes, capacities, voltages and color coding. 
densers fit exactly; no rewiring or redrilling is necessary. 


of the original models. 


signed with wide margins of safety. 


use for lasting service. 


. These are the replacement condensers to 
When ordering, it is best to state the name and model 


number of the set; wherever possible, send in the old condenser. 


ATWATER KENT 


No. Model 
A71\0O5 37 


A7106 


(A.K, 14902) 


A7107 40, 42, 46, 52, 


A7108 
A7116 


Con- 
densers only 
(no chokes). §{.55 
55, 55c, Herly 
& late types. 3.10 
43, 46, 47-53, 
Condensers 


A717 
A712! 


A7t28 52,. .56, 57, 
Condensers 
only 

BRUNSWICK 
14, 21, 82...06 


CLARION 


3.85 


GENERAL MOTORS 


No. 
A7099 


-----o 


NN NNNNNN 


DS>DD PP YPDDDS 
WNOO OM AWN—-OO 


NO NNNN 
-& NNN 


> 
o 


A7134 


NET 


Model 

1200473 
(.1—1—.1)..$0.59 
KNIGHT 

Reet vee 

SG8 (212). 

SG8 (213)....+. 

SG8 (214)..... 

ACSI TED. 550.0 

AC5 (.5-.5)..6 
MAJESTIC 


70, 7P6, TBPS6. 
90, 9P6; IBP6 
(With Re- 


50 

Series 20 (Choke 
and Input).. 

90B, 100B..... 


KOLSTER 

K20, 22,- 25, 
27, 42 cecves 
RCA-VICTOR 


RE45, 52 


SPARTON 
AC7, 62, 63... 
930 


NN 
NN NOW 


These con- 
Each unit is de- 


SPARTON (Cont’d) 
, 79 $ 


7265 89, 19 ..-.0. : 
A2388 SOA t.cbeseoe 4-38 
AoS8e sont 704K, 80, 72° 
“ISA. .i. cree F4S2B 
TEMPLE 
A7129 8-60, 8-30, 8-90 3:60 
U. S. RADIO-APEX 
A72527 26 ....:.24.8. 1.55 
A7258 28°:.2..0c% 1:95 
APTS ¢ 24h ee ae 1:88 
A7259 42. o....ccsc8 "20 © 
A7(32 4. 4 ...... ‘ 12 
A7 133 80. 8l’'...2.0 ‘6 
A7269 37 -.c..s:108s 2-60 
A7270 ‘ 
A727) 4814) .00ee "30 - 


ATWATER KENT 
POWER PACK 


For Models 40, 42, etc. 
An exact duplicate. For A.K, 40, 


aor 42, 42F, 44, 44F, 45, 52, 56, 


A71tO2. NET 
We can supply replacement con- 


denser units for any standard radio — 


receiver. Send in your old con- 
denser block with deposit. We will 
duplicate | 
price. Please state whether you wish 
old block returned, 


it at an attractive low — 


—— -. 


ee | 


: Ruggodly-smade efficient electrolytic condensers designed for use in every 
service application. These units are of the best standard design and 
manufacture. They are thoroughly impregnated against moisture and are 
built to last. Ratings are conservative, assuring you of maximum de- 
_pendable performance and long life. Units are available in both cardboard 

Multiple section units are listed in the 


containers and metal can types. 


matched, 


DRY SS ee CONDENSERS 


IN CARDBOARD 
CONTAINERS 


Popular yalues in single 
and multiple section con- 
densers. Adaptable to prac- 
tically any repair job or for 
all original requirements. 
Heavily impregnated card- 
board containers for max- 
imum durability. Entirely 
wax-filled. Conservatively 
rated at 550 volts D.C. a 
A450 volts D.C. working 

Compact and sturdy units. Equipped with long 
“flexible insulated wire leads. 


Single Section—550 Volts 


- No, rt» Size NET 
rete 4344x133x 2 26c 
fas 4 FA Agxl sex te 30c 

See bs (6 4¥ex13ex % 34c 
A3826 8 4%exlogx % 38c 
A3827 10 4%x1 25x17 a 44c 
A3828 12 4igx13gxllg 48c 
A38II 16 44,x1 5x1, 52c 

Multiple Section—550 Volts 

No. Mfd. Size NET 
A3829 4-4 444x134x1% 48c 
A3830 4-8 4igx15gx1¥¢ 56c 
A3831 6-6 444x15¢x14 58c 
A3832 8-8 41gx13¢x1lg 60c 
A3833 4-4-4 4461 96x1 54 72c 
A3834 8-8-8 44gx156x1% 89c 


BANTAM SIZE 


Will fit in the smallest space. Ideal 


replacement units. In impregnated 
cardboard containers with six inch 
NG] color-coded insulated wire leads. Tabs 

} provided: for ease in mounting. 

. PEAK VOLTS—550 

WORKING VOLTS—450 

No. Mfd. Size NET 
Bees 2 244x1 x% 24c 
3814 4 2% x1K x % 30c 
A3815 6 2% x1% x % 34¢ 
A3816 8s 23% x14 x % 38c 
A3817 12 2% x15 x1% 52c 
A38 i 8 4-4 5it° eX? 4ex1 48c 
A3819 8-8 2, x1% x1% 60c 


VOLTAGE DOUBLING 
DUAL SECTIONS 


Especially designed for A.C.-D.C. 
sets which have voltage doubling cir- 
cuits using type 25Z5 tube. With 4 
colored flexible 6 inch insulated wire 
leads—2 black and 2 red. Each ¢a- 
pacity is a separate condenser. 


175 VOLT D.C. PEAK 


Mfd. Size NET 
10-10 214x13ex1% 54¢c 
12-12 214x1 %x14¢ 58c 
16-16 316x144x1, 72c 
20-20 3exl4xl& 8O0c 
ALUMINUM-COATED 
CARDBOARD CONTAINERS 
Popular replacements for A.C.-D.C. 
and midget A.C. receivers. Containers 
are of aluminum-coated cardboard. 


Spade lugs are provided for easy 
mounting. Flexible insulated wire 
leads emerge from bottom of units. 
Ratings are conservative, assuring good 
life and efficient operation. Containers 
are 4% inches high. These inexpen- 


sive units will build up your service profits 
No. Mfd. Volts Dia. NET 

A2738 8-16 500 pe 90c 
A2739 4-8 500 1% 54c 
A2740 8-8 500 114 5 60c 
A274 1 16 ©=6 B00s«s:«a YP 54c 
LOW VOLTAGE ELECTROLYTICS 
A2742 8-8-8 200 14%4"" 7Oc 
A2743 eit me 

10-10 35 1134 4"" 90c 
A2744 = 12-16 200 

10-10 35 146” 90c 


IN METAL CONTAINERS 
INSULATED TYPE 


Dry electrolytics mounted in round 
aluminum insulated containers. Stand- 
ard stud and nut mounting. With in- 
sulated- wire leads. Peak voltage, 550 
D.C.; working volts, 450 D.C. 


No. Mfd. Size NET 
A3850 2 236x138 30c 
A385! 4 238x15¢ 36c 
A3852 6 432x13, 40c 
A3853 8 45,x1 4% 42c 
A3854 10 45x15 48c 
A3855 12 43gx11 56c 
A3856 4-4 4%xl% 52c 
A3857 6-6 4x14 60c 
A3858 8-8 4%xll¢ 72c 
MULTIPLE SECTIONS 


Popular replacements. A bs o- 
lutely dry and in moisture-proof 
round aluminum containers. Each 
section is separately wrapped and 
entirely insulated from the others. 
All negative terminals are grounded 
to the can. Positive leads are 
brought out to soldering lugs at 
top. Upright mounting. Working 
voltage, 450; peak voltage, 550. 


212 INCH CONTAINERS 


No. Mid. Length 
A3860 8-8 43” 
A386I 4-4-4 43,” 
A3862 5-15 4%” 

3 INCH CONTAINERS 
A3863 8-8-8 oi; a6” 
A3864 8-8-8-8 
A3865 9-9-18 a4 8 ag 

31, INCH cue kien 
A3866 9-9-18-18 43%” 
DRAWN ALUMINUM 
RECTANGULAR 
CONTAINERS 


Multiple section dry electrolytics 
in seamless drawn aluminum con- 
tainers. Wax-filled and moisture- 
proofed. All sections are com- 
pletely insulated from each other 
and from the container. Two ter- 
minal lugs are provided for each 
section so that they may be used in 
series or parallel if desired. 
450 D.C.; peak yoltage 550 D.C. 


a“ ~ : _ 
most popular combinations to fit practically every replacement condenser 
requirement. For low price, long life, compactness, low power factor and 
reliability, these Knight electrolytic condensers are values that can’t be 
Use them in your radio service and building work. Knight 
electrolytic condensers will bring you satisfied customers, bigger profits and 
larger savings, 


Our complete selection listed below will fill ali needs. 


$1.94 


Working voltage 


550 V. DC PEAK VOLTAGE 


No. Mfd. Size 
A3873 4-4 4%xltexl%& 
A3874 4-6 45, x1'846x1) 16 
A3875 4-8 43¢x11% 5x14, 
A3876 6-6 43¢x11346x1%46 
A3877 6-8 43¢x11346x1%&5 
A3878 8-8 436x113 6x1%%5 
A3879 4-4-4 43% x1'%6xl%e 
A3880 6-6-6 4% x1l%x1l% 
A388i 8-8-8 4%xl%x1% 


KNIGHT WET 
ELECTROLYTICS 


Increasingly popular with Service men 
and Experimenters for heavy-duty work 
in. amplifiers, etc. Self-healing properties 
and ability to withstand voltage over- 
loads make these units dependable in 
operation. Low leakage current and ex- 
cellent power factor assure long life even 
under excessive operating voltages. 
Housed in round aluminium containers, 
14%” diameter and 434” high. Inverted 


duane 
wheter 


stud mounting Tequires only one mounting hole. 


Can is negative. 


These highly efficient unit 


S are 


ideal for use in circuits where dry electrolytics 


break down under load. 
Peak 
No Mfd. Volts 
A2712 8 600 
A2713 ~4 500 
A2714 8 500 
A2715 10 500 
A2716 12 500 


ALLIED RADIO CORPORATION, 833 W. JACKSON BLVD., CHICAGO, ILL. 


KNIGHT CARTRIDGE 
DRY ELECTROLYTICS 


Eneased in impregnated moisture-proof card- 
board, with 2 2” bare wire leads. Length 2% in, 


diameter %« to 1 in. High capacity at small 
cost. Efficient units. 

No. Mfd. Peak Volts NET 
A3776 1 500 20¢ 
A3777 2 500 24c¢ 
A3779 4 500 30c 
A3799 8 500 33c 
A3785 t 300 26c 
A3786 8 300 30c 
A3783 4 200 25c 
A3784 8 200 27c 
A3797 12 200 34c 
A3798 16 200 38c 
A37S95 4-4 200 32c 
A37S6 8-8 200 48c 
A3787 5 7d 20c 
A3788 10 75 24c 
A3789 25 75 30c 
A3790 5 35 {6c 
A3791 10 35 20c 
A3792 25 35 28c 
A3793 5-5 35 25c 
A3794 10-10 35 28c 
A3800 60 15 24c 


SPECIAL VALUES 


QUALITY DRY @&S 
ELECTROLYTIC 
CONDENSERS 


Good quality dry electro- 
lytic condensers at extremely 
low prices. Supplied in both 
aluminum containers and in 
waxed cardboard cartons. 
Conservatively rated at 450 
yolts D.C. working voltage, 
550 volt peak. Stock up for 
speedy and better service 
work and sales. All card- 
board and metal can uniis 
have flexible Teads except 
5 and A3&846 which 
have ‘lng terminals. 


550 VOLTS D.C. PEAK 
SINGLE CARDBOARD UNITS 
A3836. 


2 mfd.. 136x%x3""....s.cs ec en 

A3837. 

4nd. 1X %x2H".. ee. 23¢ 
838. 

Serbia. sy 056x164 ee se arn mee 26c 


SINGLE METAL CAN UNIT 
A3842. 


8 mfd. 1%x3%” 


a ee) 


J MULTIPLE UNITS 


Bach section 
unit sisa 
trolytic 
same high qua 
listed above 
signed to fill 


Especi ily de- 

the need for 
several high capacity con- 
densers for use in a small 
space. 


550 VOLTS D.c. PEAK 


CARDBOARD 
rig ety 1% x16 E3". ooo sco 40c 
De ratd 1 xt MeN. cee 49¢ 
Pea ata: SrEAe x3: Soi lekew 77¢ 

METAL CAN 
Dd WR Se ets ke, 4z¢ 
a mid: 14x Pls ER 7 58¢c 
at Gare aise ea eee” 88c 
BIB wid, SKx8"..<!.<cee2.00 72¢ 


Ea AER OVOY TTT 


AEROVOX CARTRIDGE 


in insulating tubes; with wire leads. High grade 


units, conservatively rated. Dual section units 
have a common lug which may be used for 
mounting. 
400 Volt Cap. 600 Volt 
A 185 net | Mid. Iq S68 NET 
Aleet|cach| 20) |A{ B88 EAGH 
A1552 003 |AI570 
Al 553 004 |AI5S7I gc 
A 554 905 |AI572 
1555 c 006 |AI573 
Riggs) "| cits (Algae 
<1 
Al558 ‘2 |AI576; ZOc 
A1i559 03 A1577 
A1560 .05 A\i578 {2c 
A156! {26} 3 At579 {5c 
A1I562 15c|. .25 Ai580 2Zic 
AI563 2ic| .5 Ales) 29c¢ 
AI564 27c} .1-.1 1582 30c 
AI565 41ci .25-.25 |AI583 50c 
z000 Volt Tubular Units 
No. Mfd. List NET 
AI586....... 006% Peale 20 
AVBS7.5:-. <0 0d? Pde bas 200} ocsunae {2c 
AI588....... 1B Rove 2 20¢ 
Ai589....... OS aon ga 2AGs. ade 14c 
A1590 ee -08 Steksis 270 Sis BR 46¢ 
S)s ore okey Py fe big arth Caisse <i erecane 
Aiso2....... J ee 400. ct 546 
AEROVOX 
BAKELITE 
MICA 
CONDENSERS 
A compact ‘‘post- 


age stamp type’’ con- 
denser. May be used 
in any radio by-pass 
circuit, Made of se- 
lected Ruby mica and 
especially adapted to 
high-frequency cir- 
cuits in all-wave re- 
ceivers. Sealed in a 
molded bakelite case; 
thoroughly impregnated; moisture-proof.  Abso- 
.lutely impervious to temperature changes. 


TYPE 1460 


No. No. No. 
Cap. Type Type Type NET 
Mfd. 1467 1468 1460 | EACH 
700004 | A1391 | Ai488 | Ai404 
00005 | A1392 | A1489 | A1405 
"000075 | A1393 | A1490 | A1406 c 
:0001 A1394 | A1491 | A1407 
“00015 | A1395 | Ai492 | Ai408 
-0002 A1396 | A1493 | A1409 
00025 | A1397 | A1494 | A1410 12¢ 
"00037 | A1398 | A1495 | A1411 
-0005 A1399 | A1496 | A1412 
001 A400; 1.25... Ai4i3 | ise 
70015 A401 ot acne: A1414 | 18¢ 
002 ALA02 |e en A1415 | 18c 
OO25.4.. [Cus piseties gene. Ai4i6 | 21ic 
2003). | (Sree sae hen Here A14i7''! 21c 
TYPE 1450 
CONDENSERS 


Accurate mica - tinfoil 
condensers in bakelite cases. 
Handy soldering lugs. 
Working voltage up to 500 


volts D.C. Tested at 1000 volts. Thoroughly 
sealed against changes in humidity. Capacity 
of units is clearly marked on case, 

No. Mfd. No. Mfd. NET 
A1i420 .00005 |A1425 .0002 EACH 
AIS2) cinro A129 aur 

i 000075) .00037 f 
A1423 .0001 |A1428 .0005 15¢ 

No. Mfd. List NET 
WW Beaks Beane O01 V5 Seas: $06.3 << aes 18c 
Al430...... ,00 LA. lees BOG v asne se 8c 
BAS Bivens wstees 002 KweissmecBO0s wo tennis 2ic 
ye hp eae .0025, Ss cons 2Zic 
AIAS3 io Su Bedulok se 4OCinti sien 24c 
RPA S4 ostete O04. ae HAOO Nantes 26c 
Pe ES Boe ode « 100 aly ns cen SOO sr aries 26c 
BEASG. ts aes 1006) .85....525005- cues 32¢ 
ARS 7 5 ii2e5; 0062.5. 25. 600: Sees 35c 
PES AS thick sc & 1.0L. weicciaaecrOOancemeire 4ic 
ry FT Re er eye re 50c 
ATAGO.5 655 is 502 6 eo. Kee OBO. sshins 556 


y 


Oo 


AEROVOX ELECTROLYTIC CONDENSERS 


ROUND METAL CAN 
DRY ELECTROLYTICS 


Adapted to all radio filter circuits, 
Absolutely dependable, hermetically 
sealed. Type E5 is 525 Volt Surge, 
450 Volt DC working; E6 is 600 Volt 
Surge, 475 Volt working. Provided 
with clamping rings for easy mount- 
ing. Conservative yoltage ratings as- 
sure you of long trouble-free life, 
Will handle filter requirements of 
practically all radio receivers. 


TYPE E-5 UPRIGHT 
525 Volt D. C. Max. Surge 


Steck Cap. Size NET 
No, Mfd. ia. é EACH 
A1l302 4 1% x 2 $0.50 
Ai 304 8 & = it ‘61 
A1i343 12 15 x 4% -82 
Al305 5-15 2% x 4% 1.35 
A1306 8-8 2% x 4% 1.06 
A1i344 8-16 2% x 4% 1.38 
A1i308 8-8-8 3 x 4% 1.59 
Al 392 9-9-18 3 x 4% 2.20 
Alsi 8-8-8-8 Sarexaew 201.2 
TYPE E-6 UPRIGHT 
600 Volt D. C. Max. Surge 

Stock Cap. Size NET 
0. Mfd. Dia. Ht. EACH 
4 1% x 2% $0.73 
8 153 x 4% .88 
5-15 2% x 4% 1.97 
8-8 2% x 4% 1.62 
8-8-8 3 x 44% 2.35 


TYPE G INVERTED 


Standard size, single section in- 


verted mounting condensers, with 
negative lead grounded to can. 525 
Vv. D.C. surge and 600 V. D.C. 
surge listed below. Can dia. 1%”. 

No, Mfd. Volts NET 
A1317 4 525 50c 
AIi319 8 525 6ic 
A1i345 12 525 82¢ 
Ai320 4 600 73C 
Al322 8 600 88c 


TYPE 2G INVERTED 
Double section inverted mounting condensers. 
Negatives grounded to can. 6525 volts surge, 
450 volts D.C. working. 


No Mfd. Dia. Ht NET 
A1330 4-4 1% x 3% 76c 
AIl331 8-8 1% x 5% 94¢ 


TYPE I-—INVERTED 


Similar to type G abeve, but with 
negative terminal insulated from can. 
Maximum permissible surge voltage is 
indicated below. Diameter of alumi- 
num can, 1% inches, 


No. Mfd. Volts NET 
A1324 4 525 $0.50 
A1326 8 525 61 
A1346 12 525 .82 
A(347 16 525 Ol 
A1327 4 600 ws 
A1l329 8 600 88 

ULTRA-COMPACT 


TYPE GLSS5 INVERTED 


An ultra-compact metal can elec- 
trolytic for general replacement pur- 
poses or for use where space is at a 
premium, Sections are insulated from 
ean, Equipped with long flexible leads. 
Has threaded hard-rubber stem for 
inverted mounting. Particularly 
adapted to replacement work. 


525 Volt Max. Surge 


No. Mfd. Size NET 
Al228 4 1x25 5” 50c 
Ail229. 8 1x211f 9” 6ic 
A1230 12 1x8%, 9” 82c 
Al23I 1x4%” 9ic 


250 Volt Max. Surge 
Mfd. Size 
1x28 6” 
1x211f _” 
12 1x21, _” 
1x34 4” 


z 
™ 


NOs 
ONO 


COMPACT CARDBOARD 
DRY ELECTROLYTICS @ 


Extremely small électrolytic 
units. May be used wherever 
mounting space is limited, either 
for replacements or for original in- 
stallations. Non-leaking; non-cor- 
vosive; absolutely dry. Wax impreg- 
nation assures dependable long life 
even through wide range of atmos- 
pheric conditions, Flexible leads 
are provided for varying circuit re- 
quirements. 


TYPE PBS-5§ 
§25 Volt D. C. Max. Surge 
No. Mfd. si NET 
Al236 2 x %x2;, $0.38 
Al237 4 Hox x26 ‘4 
Al238 8 14) xl 4xIthe 86 
Al239 12 MagxliexsHg : 
Riga, ke Wee 28 
- x s 
Al242 8-8-8 i4's14x3'° © BS 
1 
TYPE PBS-2 ' 
250 Volt D. C. Max. Surge | 
atsas wx Son $0.3 ] 
x . 
Al244 8 xis gxaV} a5 
A1i245 12 Tj 6x1 x26 +56 > 
Al246 16  1Agxiig x2tf6 762 
Rigae oh stage tgs 
é ze ; 
AlS49 8-8-8 1% xp xahe ite { 
TYPE “P’? ELECTROLYTICS _ 
Sturdy, wax-filled units; compact, and con- : 


servatively rated.- Flexible leads are securely \ 


anchored. Unaffected by moisture. : 
525 Volt Max, Surge ; 
aAlsso ‘2 % x1%'52% © $OL3 
x1% x . 
Al38i 4 8 31% x4%% "33 
A1383 8 154 6x15@ x4 BS 
A1i358 {2 146 x1% 4x4 i J 
Ai359 16 gxl%gx4 88 
A138e 0 ft ei te ere 
° “16x x . 
Al360. 816 144°x2 1:12 
600 Volt Max. Surge 
No, Mfd. Size NET 
A1386 2 3% x159x256 $o. ; 
A1l387 4 % xligxdtg . 8 3 
Al389 8 154 _x13gx41¢ ness M 
ras PEROVOK™ \) 
Sea? TI : ij 3 
ves & = a 
TUBULAR ELECTROLYTICS — 
Light and compact; will serve for many by- + 
pass and filter requirements. In cardboard © 
tube containers completely sealed. Wire leads q 
are securely riveted to condenser tabs. Excel- 
lent for replacement use, or to fit small mount- i 
ing space in original construction work, 
No. Mfd. Wke. V. Si : 
Ai2si 2 450 4x2% 380 
Al2s3 8 450 1544x234 6c 
Al284 4 200 4x24 see 
AI285 8 200 ’x2% 86-476 
Al286 25 100 154 x2%4 6c 
A1l287 5 50 34 X214 886 4 
Ai288 10 5 44x2% 38¢ 
Ai289 25 5 Wex24 47c 
Ai290 50 50 143x2% ioe 
AI291 5 25 56x2 256 
Al292 10 25 x2 ce 
A1l293 25 25 x2 23° : 
Ai294 50 25 14%4x2% 56c 
METAL CAN — 


WET ELECTROLYTICS 


Popular, compact electrolytics. with 
standard stud and nut inverted 
mounting. Positively non-leaking. 
Self-healing for unusually long-life, 
even with excessive voltage surges. 
500 Volts DC peak, 450 yolts D.C. 


working, 
Size NE 


Stock 


Cap. 
Mfd. 
4 


2 


KKRKKKAK 
Hie ee oe oo He 
MRR 


HAH HH HH 


<¥ 


bind 


iat _ “DWARF” TUBULAR 
- PAPER CONDENSERS 
TYPE DT 


Reliable non-inductive all-purpose condensers. 
Wax-impregnated and _ triple-sealed against 
moisture. All are wound on wooden cores with 
paper dielectric. Low power factor and high DC 
series resistance make these units ideal for every 
job requiring the best. Securely fastened 234” 
tinned leads make connections easy, 


400 Volt 


No. Mfd. Size NET 
A Of 134 @x74 4!” 
AS30102 1shexta” 9c 
A3302 05 114 eX 6” 
A3303 «lt / 14 6x%6” 2c 
A3304 25 2x14!” 5c 
A3305 5 2x13) 6’? 2ic 
naeae 1.0 25¢x1”” 29c¢ 
A3307 let 24x53" 32c 
A3308 _ .25-.25 2x1" 5Oc 
600 Volt 
No. Mfd Size NET 
A3309 0001 134 @x74 4” 
A33 1 oO -00025 1 6X4 6” 
A331! -9005 134 4X14 6” 
ie we Bl ge 
é vA 5X4 ” 
A3314 005 ists, 
AS31501 13) 6x'4q” 
A3316 —-.02 17) xt) 9" 12c 
A3317 05 14 gx% 5, {2c 
A3318 | 2xll4 6 15c 
As3 19 25 2x 7m f 2ic 
A3320 5 2x1 > 29c 
A332! al-.f 2x1 38c 
w 


MOLDED BAKELITE 
MICA CONDENSERS 


Ideal by-pass and coupling condensers for all 
RF and HF circuits. Excellently constructed 
of the finest materials available. Conservative 
working voltage rating of 500 V. D.C. is based 
Seryice Engineers, Amateurs, and Set-builders 
on test voltage of 1000 V. D.C. Discriminating 
will find innumerable uses for these’ fine mica 
condensers. TYPE W, to .00025 are 1x5gx349” ; 
balance, %4x5%4x34,”. TYPE L, 1x156x%4,”. 


Cap. No. No. ‘NET EACH 
d. Type W Type L Either Type 
00003 A3641 A3652 
00005 =A3642 A3653 9C¢ 
ous «=«ASeda)6 ASRS 
0005 «= A3645 «= AB 656 12¢ 
001 | A3646 A3657 15c 
.002 A3647 A3658 2c 
.003 A3648 A3659 24c 
004 A3649 A3660 26c 
005 A3650 A3661 32c 
006 A3651 A3662 35c 


VIBRATOR REPLACEMENT 
CONDENSERS 


Oil-filled, completely sealed units for use in 
auto radio vibrator power supplies. Will serve 
better than the original condensers. Three types: 
FLAT =in small flat metal container with in- 
sulated leads; TUB — in tubular cardboard con- 
tainer with tinned leads; RECT. — in flat rec- 


tangular metal container with insulated leads. 
No. Type Mfd. Size NET 
A3g LAT 1015 SAM OE 
1 56 x%e x%e 
A324 «FLAY 02 xe x1 (ROC 
A3725 FLAT 3 1% x% x% 
A3726 TUB. 01 15e x5. dia. {8c 
A3728 TUB. 02 156 x%__ dia 24c 
A3729 TUB. 03 218 xis dia, 29c 
A3730 = —- RECT. ol 334 gX27/40x56 35c 


ALLIED RADIO CORP 


ORATION, 833 W. JACKSO 


DRY 
CARDBOARD CASED 


DWARF MIDGETS 
TYPE JR 


Dependable and inexpensive com- 
pact dry electrolytic condensers. _Ade- 
quately protected against humidity. 
In small silvered cardboard contain- 
ers fitted with color-coded flexible 
wire leads and mounting feet. For 
use in limited space and ideal] for 
every type of radio enriee job. Work- 
ing voltage, 450 V. D.C. 


525 Volts D.C. Peak 


ASSO able Size NET 
2iAgx %x 4" 0.38 
A3326 4 Zi gxl xg!" sae 
A3327 8 27) gxltexil} "56 
A3328 10 2A gx lex me” .68 
A3329 12 274 gx11gx1” .76 
A3330 4—4 3 xlikx %" nl 
A3331 4-8 3 xlix1%” ‘79 
A3332 8-8 3 xl%x1\” .88 
A3324 8-16 24% x2  x146” 1.26 
TYPE EH 


Build up your service profits with 4 
these high quality electrolytic con- 
densers. In impregnated cardboard 
cases with punched flanges to fa- 
cilitate mounting. Multiple units 
have common negative leads. Work- 
ing voltage, 450 V. D.C., Surge 
voltage, 525 V. D.C. All units have 
long flexible insulated wire leads. 
Carefully built for long service. 


525 Volts D.C. Peak 


. Size 
A360! 4 41,5134 x %/ 
A3603 8 416x136 x1” 
A3605 444 432x194 x13) 6/” 
A3606 4-8 4%6x19% 9x13 4” 
A3609 8-8 414x19% gx11o” 
A3610 4-4-4 446x194 gx1l4"" 
A3Gi 1 8-8-8 444x2 x 


“HANDY MIKE’’ TYPE JHM 


Especially developed for use in AC-DC sets 
or in other circuits where the working voltage 
does not exceed 250 volts. Conservatively rated 
at 300 volts D.C. peak. Extremely small in size. 
Equipped with color-coded flexible insulated wire 


leads. A compact condenser at a low price. 
300 Volts D.C. Peak ‘ 
es No. Mfd. i NET 
3343 4 38c 
A3344 8 50c 
A3345 10 56c 
A3346 12 62c 
A3347 16 68c 
A3348 20 216x11¢x114"" 73c 
A3349 25 24ox1tgxle” 82c 


TUBULAR ELECTROLYTICS 
TYPE ED 


Compact dry electrolytic condensers for use 
where high capacity low leakage units are re- 


quired. Well-made; double-sealed in durable 
cardboard containers. With tinned wire leads. 
No. Mfd. Peak V NET 
A3617 5 35 
A3618 10 35 29¢ 
A3619 20 35 35c 
A3620 25 35 38c 
A3622 5 75 29c¢ 
A3623 10 75 38c 
A3624 25 75 47c 
A3625 5 150 32c 
A3626 19 150 4ic 
A3S664 4 300 38c 
A3665 8 300 50c 
A3666 10 300 56c¢ 
A3667 12 300 62c 
A36638 16 300 68c 
A3628 U 525 32c 
A3629 2 §25 38c 
A3630 4 525 44c 
A3627 8 525 56c 


ELECTROLYTIC CONDENSERS 


IN METAL CANS 


DWARF MIDGETS 
‘TYPE KR 


These units fill every requirement 
for a small, high quality inverted type 
electrolytic condenser. Convenient to 
use, and available in either 250 V. or 
450 V. D.C. working yoltage. Dual 
units have separate sections, no com- 
mon leads. Metal container is un- 
usually small; equipped with 8” flexi- 
ble insulated wire leads. Has patented 
etched foil assembly for long life and 
high efficiency. Ideal replacements for 


all sets. Attractively low in price. 
525 Volts D.C. Peak 
No. ~* — Size NET- 
A3670 1 x2%" $0.50 
A367! 3 y x2%" -62 
A3672 12 t Les 3 -82 
A3673 4-8 13x34" .85 
A3674 8-8 13gx3%"" :94 
A3675 8-1 114x453" {32 
A3676 8-8-8 142x433" 1.35 

300 Volts D.C. Peak 
No. mtd. NET 
A3680 1 $0.44 
A368! 3 1 .56 
A3682 12 1 :65 
A3683 4-8 1 76 
A3684 8-8 Ls -85 
A3685 8-16 1363 to's 
A3686 8-8-8 1 1.23 
TYPE EB 


High grade inverted type dry elec- 
trolytic condensers. Interna] sections 
are completely insulated from metal 
container. Ideal for all replacement 
purposes and particularly suited for 
circuits where can is above ground 
potential. Exceptional stability, min- 
imum leakage current. High in oper- 
ating efficiency. Single mounting type, 
133” diam.; with insulated wire leads. 
Working voltage, 450 V. D.C. 


525 Volts D.C. Peak 


No. Mfd. Size (fit. ) NET 
A38990 2 2 rel $0.44 
A38s9gi 4 212 :50 
A3892 & 4%37 -62 
A3893 10 49%” AF fs: 
A3894 12 457 82 
A3895 4-4 437" -46 
A3896 8-8 4% -94 

TYPE EA 


Single and multiple capacity 
electrolytics in aluminum con- 
tainers. Mount in any position 
by means of clamping rings. 
Have exceptionally low power 
factor and leakage current. Can 
is common negative on all types. 
Especially suited to replacement 
work in older type radio sets 
using multiple section filters. 
Working yoltage, 450 V. D.C, 
Mounting rings supplied, 


525 Volts D.C. Peak 


No. Mfd. Size NET 
A3631 4 136x212" $0.50 
A3632 6 154x434” .59 
A3633 8 136x435" .62 
A3635 5-15 236x456" 1.35 
A3636 8-8 212x455” 1.06 
A3637 8-8-8 3 x456" i.59 
A3638 8-8-8-8 3. x43" PAS 
A3639 9-9-18 3 xi” 2.20 
A3640 8-8-18-18 3 x436" 2.85 
WET ELECTROLYTICS 

TYPE EY 


Ideal for all heavy-duty work where 


dry units give trouble. Absolutely de- 
pendable in operation. Low power fac- 
tor and leakage current. In round 
aluminum container with stud and nut 
mounting. These wet electrolytic units 
are rated at. a maximum peak D.C. 


voltage of 500. Can be effectively used 
for replacements in older sets using 
‘‘brute foree’’ filter circuits, 


BLVD., CHICAGO, ILL. 


SPRAGUE “ior 


AGUE 


LINE 


inden SERS 


= —_ — —— 
CARDBOARD CASED : 
ELECTROLYTICS—TYPE DC 
Housed in aluminized containers; with handy 
mounting flanges. Have long push- -back leads. 
Extremely low power factor. 600 Volts peak; 475 
Volts D.C, working. 
4 Peak Volts 600—Wkg. Volts 475 
Stock Cap. 


n 
N 
eo 
ms 
m 
+ 


1300 my di Wi % wt 
x %x 5 
Rii38? °° 2 7S $0.28 
Al 392 6 4'exligx % 76 
Al 303 8 4tex1Sexll4, »79 
Al1l304 4-4 4x13ex14 ,06 
Al1305 4-8 44ex15ex1% 18 
AlL{(306 8-8 444x154x1% 1.29 
Al [307 8-8 (4 Leads) {.29 


TYPE Ec 
600 Volts Peak 


Ideal replacements 
/\¥ Where space is lim- 
4 ited, Aluminized 
cardboard containers, 
4g Moisture- and heat- 
: proof. Insulated pig- 
peak? 475 V. D.C. working. 


FLectROL yrie 


SS Te aI 


tail leads. 600 V. 


Mfd. Size NET 
1 24x %x % $0.50 
2 24x kx % \ 

4 24ex1 xl -68 
8 24%x1%xl\% .79 
SPRAGUE MIDGETS 


TYPE MC 
Ideal condensers for all by-pass 
and coupling use. Non-inductive; 
extremely compact. Excellent for 
midget and other compact sets with 
limited space. Absolutely sealed 
against moisture. 


Test Voltage—1000 Volts 


1315 Hoo Al 1320 my 
ALVS13 coos Al1321 "005 
AII317 .0004 A1lt322 .006 
Al1318. 0005 Al1323 01 

a 
Ltn Qian. NET: EACH: o.cccksucnee sw 15¢c 
A1l1324 .02). List 
Ali3S6 05} 300 ..........EACH LOC 
ALiI326 .06 85c .. NET 2Qic 
AIl1327 .1 35 NET 2c 


CARDBOARD CASED 
DRY ELECTROLYTICS 


=== TYPE LD 
Gem |450VULT ey on} = 
} 


conadle 4 Exceptionally high 

quality dry electro- 
lytic condensers, 
Absolutely mois- 
ture-proof; sturdily 
constructed; com- 
pact in size. Con- 
servatively rated at 
450 D.C. continuous working volts, 


Peak Volts 525—Wkg. Volts 450 


No, Mfd. Size NET 
Al1400 2 2%x1%—x1%, $0.38 
All 4oi 4 atexl% x % 44 
11402 6 4igxli x1 ‘53 
All403.— 8 416 x1% ‘56 
Ail4oa 12 4x19 21% 76 
Al(405 16 4xl%qx1% '85 
Al1406 4-4 $751 3 xl a A 
Al1407 4-8 Aix19;6x154. ‘79 
Al1408 3-3  diaxl%oxi%i4 ‘88 
Ail!4o9 8-8 Leads) 88 
AlI410 8-8-8 se 1/29 


iN 
b 
gee 


FREE MOUNTING STRAPS 


One supplied FREE with purchase of Sprague 
condensers. 
AIl1348. 
AlL1349. 


For mounting single units, 
For mousse two or more units. 


ALUMINUM CAN 
ELECTROLYTICS 


Exceptionally durable filter condensers. New 
design eliminates possibility of open contact and 
short circuit trouble, Housed in heavy alumi- 
num cans; supplied with mounting brackets for 
easy mounting in any position. Not affected by 


heat or moisture; very stable in operation. 600 
Volts D.C. peak; 475 Volts D.C. working. 
UPRIGHT MOUNTING 
TYPE AC—FIGURE A 
No. Mfd. Size List NET 
A1t1330 2 1 x34” $1 (0 $0.65 
Ali331 8 14x44” 1,50 -88 
All332 12 1%x47 6” -05 1.21 
A11333 16 14x44" 2,30 1.35 
Weare 2.40 1.41 
A1l1334 8-8 1344x4749" 2. . 
AI1335 8-8-8 x4%” 4.00 2.35 
A1lt336 5-15 24px4%"” 3,35 1.96 
Al(337 9-9-18 38 x4%” 5.80 3.41 
AV1338 Sei, fe oa Fg 
—8—18- x ‘ ; 
Ali340 18-18 24%x4%” 4.90 2.88 


INVERTED STUD MOUNTING 
TYPE SC—FIGURE C 
Dry electrolytics in aluminum cans with screw 
thread mounting. Supplied with insulated 


washers, Working voltage 475; surge 600 Volts. 
No. By ten Dia. x Ht. List NET 
H 1341 1x3% $1.25 $0.73 
Al1342 3 134x474 4 1.50 .88 
Al eas 8-8 1Bxdihe 2.40 1.41 
Al1!344 8-8 (4 Leads) 2.40 1.41 
$6590°? WET ELECTROLYTICS 


TYPE WC—FIGURE D 
High quality, self-heating condensers. Du- 
rable construction assures long life. Chromium- 
plated case will not corrode. Has special hid- 


den vent. 500 volts peak; 400 volts D.C. work- 
ing, 
Peak Voltage—-500 Volts 
No, i's Dia NET 

A1I350 se $0.47 
AlI351 : Be -56 
All352 10 154” 62 
A11353 12 1%” 68 
A1l1354 16 1%” 79 
‘AL1355 18 Lee 88 


SPRAGUE 
“TIN Y- MIKES" 
TYPE TM 

Compact, high 
quality electrolytic 
condensers. Ideal 


for replacement 
work; will fit almost any space, 


Sealed against 


moisture; will not overheat. Conservatively 
rated at 450 D.C, working voltage. 

No. Mfd. Size NET 
AIt{t4is 1 134 ¢x134 x24 $0.32 
Ali4a4i4 13/4 ¢x13/ gx246 328 
AI (415 4 BxBx2% 244 
AII416 6 14 6x11 6x2% 53 
ALI417 8 1444x114 532% .56 
Alia4is 10 14%x14%x2% .68 
AI1419 4-4 (4 Leads) ey A 
Al142o0 8-8 (4 Leads) 88 
PINHEAD TINY-MIKES TYPE PTM 
All467 4 x hx2% $0.44 
All46s 8 Hx14x2% 56 
Al 8-8 14x %x2% .88 


OIL-IMPREGNATED SHORT WA 


Compact non-induc- 
tive cartridge type con- 
densers. Ideal for high 
frequency use, Metal 
case; oil impregnated. 
With sturdy leads, 


600 VOL 

TUBULAR 
BY-PASS 

CONDENSERS 


TYPE TC 
Neat and compact iapalay toon dunsete one condensers, 
inductively wound, 
rior service. 
circuits. 


Non- 
Oil-impregnated. for supe- 
Suitable for all R.F, and Audio 
Long, sturdy pigtail leads permit easy 
mounting and connection. 


Test Volts 1200—Wkg. Volts 600 


No. Mfd Size 
A1l1360 0001 134 gx 
AIlI36!  .0002 134 9x34 
Aiiges stuns str | gage 
16x . 
Allsea ‘001 15) ax NET 
A1l1365 002 154 5x5 
AI!366 — .003 x3 Cc 
AI(367 © .004 ix% 
Alj3e8 tte ae 
: 7ABX'1 6 
Ali370 -01 14 6xAn 
Ati371 02 114 6x 6- 8c. 
Al{(372 05 144°xt} 4 186 
Al1373  .06 154 6X16 2ic 
AUis74. ef 134°x9/6 2ic 
Al1375 25 1% x% 27¢ 
AII376 5 1% x% 350 
Al1i377 1.0 21% xi, c 


TUBULAR ELECTROLYTICS 


Specially designed for compact sets. Excep- 
tionally heat-proof. With ample pig-tail leads 
of covered push-back wire. 


No. Mfd. alts Size NET 
A1138so0 450 256x154, $0.38 
Al1381 i 450 2%xl%4~ 144 
AII382 8 450 25xlit, “BS 
Al (383 8-8 450 BY4xl 16 8 
AII384 4 200 2%x% ‘38 
AII385 8 200 2%x% "47 
AII386 16 200 2%x1 ‘62 
ALI387 25 200 2%xl "73 
A1I388 .8-8 200 2%xl 73 
A1l1389 8-16 200 2%xl .85 
AI1I390 8 100 2%x7 35 
AII391 12 100 2%x% 44 
A11470 25 100 2%xl ~ 386 
A1{392 10 50 Bpxiie 38 
Al {393 25 50 25ex1 16 A 
AII394 5 25 Pet 129 
Aig8e 8 8 ies ae 
4 x16 . 
Ail3o? 10-10 25 241 23 


Rectangular Units 


4-4 150 25% xl%xl . 
TAL388 5-5 50 Piast 39 


ALUMINUM CAN TYPE 
DRY ELECTROLYTICS 


Durable condensers cased in 
heavy aluminum containers. 
Supplied with handy mount- 
ing brackets for easy mount- 
ing in any position. Hermeti- 
cally sealed against moisture; 
not affected by heat. Ex- 
tremely low power factor as-~ 
sures best results. Excellent 
for all filter uses. \ Special 
slotted hioles in elongated 
mounting clamps to fit any 
mounting holes. ‘ 
Peak Volts 525—Wkg. Volts 450. 
Inverted pelea LS—Fig. B 

Mfd Size 
Ds 1x3% : 
4 1x3% | 
8 1th § 
12 1%x4i4 E 
16 13¢x47he E 
8-8 liexthe AG s 
8-8 (4: Leads) 7 
y Mikes—Type PLS—Fig. A 
ae % $e; 


NDENSERS—TYPE 
Mfd. Wis. Volts Size 
gory 6 
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ND BY-PASS 


‘TOBE SURGPROOF 
TUBULAR CONDENSERS 


* Compact non-inductive condensers. Sealed 
against moisture by double impregnation. Open 
connections are prevented by metal end pieces 
which radiate solder iron heat. Conservatively 
rated, With heavy tinned leads, 
able units, priced for savings and profits, 


600 VOLTS 
NO. MFD. SIZE NET 
A8466 -001 Tex ol EACH 
AB467 1002 texto 
-A8468 -004 Wx 6"? 
A 69 005 exo" ¢ 
A 490 006 exh 6", 
aS 71 -008 134 6x 6" 
A8472 01 Ispaxth 0” 
Asse gh AF 
° x A 
ASs7q asst 26c 
400 VOLTS 
A8474 04 134 ¢x% 6!” {3c 
A8475 = 05 1jaxihe” 13 
A8476 506 14) nxt! {4c 
Aeage 3. lathe oie 
. x 
Asada? ‘5 reat 39c 
3600 VOLTS 
“a 1144x% 6!" {3c 
AB489 25 1x9hen 18c 
A8492 _—s.=s. 1g 6x4" 26c 
A8493 1.0 1134 4x1” 4ic 


TOBE SURGPROOF 
REPAIR CONDENSERS 


High quality repair condensers built for hard 
service, Compact; moisture proof. Tested at four 
times their rated working voltage. With long in- 
sulated flexible leads. Ideal for service work. 
Assure good performance and long life. 


400 VOLT CONDENSERS 


No. Mfd. Size List NET 
AB478 1 1K" x%" x6" = =$0.35 2ic 
A8479_ 25 1%" xe" x16" 45 2g¢ 
A8480 5 2467x1544" x"” 55 32c 
A848i 1. 7x1" x56" 75 44c¢ 
AB482 2. 2%" x2"x%" 1.15 68c 

600 VOLT CONDENSERS 
B 1 2%"x%"xiho" $0.45 26c 
Aged 25 2’ ari x0" 55 32c 
eee FN, Gwe 
. Ny Z hy “, 
A8487 2  3%7x2%4"x%" 135-79 


KIT NO. 1 


Consists of the following Tobe 
Tubular condensers in a steel 
cabinet: 600 Volt types: 3— 
-001, 2—.002; 3—.005; 5—.01; 


These are reli- 


FREE 


KIT NO. 2 


Consists of the following Dry 
Electrolytic condensers in a steel 
cabinet: 500 Volts: 2—8 mfd, in 
metal containers; 5—8 mfd. and 


SERS 


TOBE 
STANDARD 
FLEXIDONS 


Something new in condenser 
construction. Compact high-volt- 
age electrolytic condensers featur- 
ing patented asphalt casing, tinned 
mounting eyelets, conservative 
rating, etc. Each section of mul- 
tiple units has individual positive 
and negative leads; may be easily 
removed and replaced in case of 
failure, without bothering undam- 
aged sections, Wax plug end seal 
is provided for each section thus 
sealing condenser ends against 
moisture. Flexible, insulated, 
color-coded leads are firmly fas- 
tened to sections; cannot pull out. 
Operating voltage 475. 


35 Volt pc Peak 


aAsaz9 ™ au x1" x1" 0.32 
dd ai fo 
A8430 2 24," x1/" x1” $ 238 
AS43143 x19) 972%" 44 
AS84338 34x18, 9" x7" :56 
A8536 4-4 334.7 x15) 915% 9" By | 
A8437 4-8 3%4x1%/"x1546” 279 
A8438 8-8 374 7X14 7” x10 @!? .88 
AS84389 4-4-4 34"x1%" x10) 4" 1:06 
A8440 8-8-8 3147x256" x1d56" 1.29 


‘REPLACEMENT UNIDONS 


Single unit type condensers for replacing sec- 
tions in the Flexidon cases, Non-corrosive. de- 
sign assures perfect contact and prevents electro- 


lytic action between leads and foils. 475 volts 

D.C. working potential, 

A83Z9 4Mfd. 3147x154 _"x54" 38c 
A8371 8Mfd. 34/x15{4"x%" 5Oc 


COMPACT FLEXIDON 
ELECTROLYTICS 


Ultra-compact condensers of latest de- 
sign.~ May be fitted into practically any 


chassis. Have tinned eyelets for either 
bolt or soldered mounting. Conserva- 
tively rated, 
200 V. D.C. Working 
No. Mfd. Size NET 
A8362 4-4 Ia! xe S241 $0.53 
A8363 8-8 1” x9" x24" Zl 
A8364 8-16 144 x1" x24" 79 
475 wv: D.C. Working 
A8380 21% ” x1" x¥" 7l 
A838! . 3 216/"x LG site 88 
A8382 4-4-4 242/"x146"x1" 1.18 
COMPACT REPLACEMENT 
UNIDONS 


Extremely small single unit condensers to re- 
place sections in compact Flexidon cases listed 


above. 
200 V. RB c- Working 
A8385 4 x 546”xX7” $0.26 
A8&386 rst 16” x1% 6” 239 
A8387 16 2” x114 6” x154 6” .56 
475 Vv. D. Cc. Working 
A8388 244"x% Mx .38 
A8389 8 214? x1lh eg x1" "50 


HANDY TOBE CONDENSER 


SERVICE KITS 
FREE METAL CABINETS 


Save money and obtain a handy steel cabinet 
FREE by buying these popular fast-moving Tobe 
replacement condensers. IJits contain an assort- 
ment of the most needed capacities for replacement 
purposes, Offered in three handy assortments con- 
tained in convenient and attractive olive-green high 
grade steel cabinets, 99¢x44%6x2%4’’. Cabinets may 
be fastened together as new kits are purchased and 
added. These cabinets are-yery handy and may be 
used for a yariety of storage and filing purposes, 
One handy metal cabinet is also given 
FREE with every order of Tobe con- 
densers of your choice amounting to $5.00 net. 


KIT NO. 3 


Consists of the following Tobe 
Tubidons, in a steel cabinet: 
5—8 mfd. 525 volt sections; 5— 
8 mfd. 200 volt sections; 2—16 


5.02; ae, Volt types: Seca “acted units in cardboard mfd, 200 yolt sections, 
A8523. WITH A8524. WITH 


WITH 
PRee CABINET, S$ 


ee ee 


84 


ALLIED RADIO CORPORATION, 


coer CABINET, 


ah $42 


eet eeeeee 


FREE CABINET, 
NET 


833 W. 


TOBE 
TUBIDON 
ELECTROLYTICS 


New compact, well-built 
condensers of latest design, 
utilizing a new asphalt seal- 
ing compound, Triple- 
sealed construction makes 
these condensers especially 
ideal for use in damp or 
humid localities; excellent 
for receivers and transmitters for use on. boats, 
at the sea shore, in the tropics, etc. Extremely 
small size, Buy several. Have the right con- 
denser on hand at the Bere time, 


Stock g. Size NET: 
No. Mfd. Voits Lgth, Dia, EAC 
A8350 4 475 2% x % 35 
A835! 8 475 2%x1 44 
A8397 2 200 2% =x % 26c 
A8448 4 200 2% x % 29c 
A844! 8 200 2%4x2% ' 32c 
A8354 12 200 2%x% °'38c 
A8417 16 200 2%x1 44¢c 
A8455 5 50 24%4x % 26c 
A&8456 10 50 2% x %&% 38c 
A8457 25 50 24x % 4ic 
A8394 50 50 2% x1 56c 
A8395 5-5 50 2% x % 4ic 
A8396 10-10 50 2% x % 44c¢ 
A8459 5 35 2% x % 24c 
A8460 10 35 2% x %& 24c 
A846! 25 35 2% x% 29c 
A8392 50 85 2% x1 47c 
A8464 5-5 8 2% x 5% 38c 
A8393 10-10 35 24x % 4ic 
TOBE METAL CAN 
ELECTROLYTICS = Famous 
Excellent for replacement or Sturdy 
construction work, Single sec- Quality 


tions have threaded stud and 
nut for inverted mounting 
with tapped hole for 845 screw 
for upright mounting; flexible 
leads, Multiple sections have 
screw terminals and clamping 
rings for mounting, Attrac- 


tively priced high quality 
units, 
500 Volt DC Peak 
No. Mfd, Dia. Hght. NET 
A84is8 PMs 34%” $0.50 
A8420 8 196! 414" -62 
A8422 5-15 24%" 33g /7 1.35 
A8423 8-8 24%" o3g/* 1.06 
A8424 8-8-8 3” 3587 1.59 
A8425 -8-8-8 af 355"" 2.12 
A8426 9-9-18 ed 3596/7 2.20 
A8427 9-9-18-18 3%” 3%” 3:09 
TOBE 
MICRANOL 
TRANSMITTING 
CONDENSERS 
These condensers are posi- 


tively sealed against moisture 
and are processed in Mi- 
cranol, Will withstand peak 
surges of thousands of volts 
and will give long faithful 
service under hard working 
conditions. Housed in neat 
meta] containers with porce- 
jain insulator supported ter- 
minals, Metal ears for easy mounting. 
yery economically. 


Priced 
Used by amateurs everywhere 
because they give continuous dependable service, 


Working Volts 2000 D. C. 
Tested at 6000 Volts D.C. 


enact, toca oad ade $1.67 
~ u D, 
De aee ers a nee 2.45 
AUTO VIBRATOR (=== 
CONDENSERS pr 


1600 Volt replacement condensers for vibrators. 


A8517. For Model 44 Ahk he T35 Elk- 
onode, as illustrated. .01 mf 


A8518. Tubular Ot, 1%x' a For Motorola 
Models 44, 77A, 66, 160. 

A8519. Tubular .02, 1%x14_". 

A8520. Tubular .05, te ee aS, 

YOUR PRICE, EACH..........0- . £9C 


JACKSON BLVD., CHICAGO, ILL. 


Precision-built transformers which conform ex- 
actly in every respect to original manufacturers’ 
spec ifications of physical and electrical character- 
istics. Current ratings are conservative and assure 
eorrect operation. Easily and quickly installed. 
No refitting or redrilling is necessary. Through 
close contact with Stancor, we can supply Exact 
Duplicate Power Transformers for practically any 
set. Many of these exact duplicate transformers 
may also be used in old model sets for which no 


THESE LOW PRICES MEAN BIGGER PROFITS 


Send for your FREE copy of the Stancor Exact = 
Duplicate Power Transformer listings. Refer to “it ~~ 
often and it will save you time, money and trou- 
ble. You will find it extremely valuable in your 
service work. Will enable you to quickly and ac- 
ecurately choose the correct transformer for all re- 
placements. Contains a very complete listing of ex- 
act duplicate power transformers for hundreds of 
standard radio sets—duplicates which fit perfectly 
in every detail. Ask for the Stancor Exact Dupli- 
cate Power Transformer Guide with your next order. ~ 


Models . La N KENNEDY ( fcont’a) No. NET Models No. 
ALL-AMERICAN MOHAW r ont’ PHILCO (Cont'd 
a RR alg FR Alts0O  $4:061'."36. . fo. Al1545 $3.79 50, 51, or S21... -Alises $2.47 
«9 ae Oy Bee AI1t501 2.79 KOLSTER CBs oc see oe AILIs569 3.20 
ATWATER KENT Bib), BiGia. ck Soe Al1546 4.00 70,270, 370, 470, 
SPST ES, Oi » sss she A1it502 3.15 K20, K21, K22; K23, B70. 22-2 lee Altt570 3.12 
55, 55C-(late)..... A1l1t503 3.76 K25,  K27, K28 76.77 ae eee Ati571 3.56 
60 and 60C (early).AI 1504 3.56 REC Fev cee panteereas A1l1547 3.59 6. ORNS eee ALI572 3.12, 
60 and 60C (late)..A11505 2.82 K24, K36 222.2257. All548 4.70 SRS ex, tase Be oaree Al1573 3.53 
Bo wriate ews see Alt506 3.67 | MAJESTIC < 90, 490 (1-47)..... A1L1l574 3.88 
Li, L2, HI, H2, P, 21, 22, 23, (un- 90, 490 (2-47) .. 2... ALI1575 3.97 
10 BETIOR | ww )c se 11507 3.41 mounted) |...... Altt550 2.82 90 (2-45) A\l(576 3.97 
1S ES ite ag Se 11508 3.41 51, 52 (unmounted).AII551 3.20 tt er Pe Sale ALI577 4.06 
ST a eae 11509 3.41 70 chassis (Plate)..AII1552 2.88 95, 96, 296 All578 3.82 
TE OO Se eee AIt510 3.41 70 & 70B chassis 111, 2i2. 112 ¢ 11579 4.26 
87.39. BOP aes = Alisil 3.70 (Filament) ..... Ali553 2.73 111, 2123 (2-47) 11580 3.88 
BRUNSWICK 70B chassis (Plate). AI1554 2.97 eh gy ae ee aacrs 1158 3.35 
14-2%..31, 81, 82, 90B & 100B chassis -AII1555 2.73 PSY Sd . cde see 11582 3.59 
S1 $21, S81 90 & 100 chassis...Al1 1556 4.06 | RCA-RADIOLA-VICTOR 
Busy SOL ts ovae AILI5i2 4.03 130, 131, 132, 233..A11557 4.26 AP736. AZ774B, 10- 
«4 | a ae eo ALI5i3 2.62 151, 153, 154,. 155, . 51, 10-69 10-70 
5 TPA ES 1 156 (unmounted).AI1558 2.09 Toe a “ALI583 5.53 
16, 16A, 18, 184, 180, 181 (Plate)...AI1559 4.38 AP736B. DFE ee Al1584 5:50 
SeSSAL KE AlISi4 3.53] 180. 1EM (Fil) -AL1860 3.06 | Rei” Rez, 9.18%, : 
Semies ul. s..cee s : 210, 211, 214, 215, ery 
SNCS SNCS 111... AII16 3.20] | _(anmounted) “---AIIS61 3.23 wa. 54, AP-T77C «. Babs 13) a 
ARION 25 & 25 chassis pert md : 
OENCLO ee FRR AII513 2.62 (unmounted) ..-AIL1562 3.29 B135, ts pias * 
ACOA GSS... gare BEC ALI518 3.65] 290, 291,293,294. -AII563 4.12 RBIS6 Al1586 4.00 
AOCGT YTOF. ct > ek AILIt519 3.47 S20 SSE 2 Ya A1l1564 4.62 Ra ROctcka oe A11587 2:82 
AC80, 81, 84, 85, 340, 340B, 344....A11565 4.94 RS “REX tee oe Al1588 2.38 
ee eu oe Al1520 2.50 360,S0RS. ta eee. Al1566 4.70 ay RD ae ae Aiiss9 2.85 
AC90, 90A, 91..... ALI52! 3.79 ; RA. 2 eee Al1590 2.97 
AGIOO = eee Al1522 2.29 3.41 RS. R10. R12. RE19.ALI591 2:94 
ACI60 ........--. - hess se Rll, R21. RAE26, . 
Aesso (2212111701525 3189 STANCOR Rit AY, REISA. Al (622 a ae 
ee 2 ee Al 1526 3-65 REPLACEMENT RBL? -2:, 3. oeeres ‘\ALI1593 3.88. 
AG340 1 11LLLLIIALIB28 2:70 TRANSFORMER eee eee ; 
MCIGO os 25 Ree Al!1529 2.68 COILS 11, 7-25, 7-26%. .AVIBSIS — alte 
AC470, AC472 -AL1530 2.18 Repair those hard- R44, R46AC, “R47, -ALI594 3.50 
RCRSO Oe oe. Sas AL1531 3.82 to-get power trans- R60, “BOS sete AILI516 3.20 
COLUMBIA RADIO : formers with the ex- R66) Sc. te. oe A1Lt595 3.82 
ACS . 222-2 e esses AlI532 2.59 act duplicate coils | R80, R82, R86..... Al(596 3.47 
1 ee Alt533 2.73 | listed below. Save time and money and | spaRTON 
SGS Sock hee a ha a a hoe th make the old transformer as good as new. AGT. 269.03. eee A1lt600 2.47 
Toy a ot CEA A oi _ 9A, 410, 420..:.., ALI60i 3.76 
eg SP $t. 35, 101, 110, 111, 
3, ALS, | te 1114, 870-0088 Al1602 4.44 
45-S,. 82-S-..-.<.:5 AlL1I536 3.18 - 
41, 41A, 42, 7048, 804 236 vee Al1603 3.18 
706, Showbox....Al1537 3.18 103, 301, 301A, 56 nS Gaon 
EDISON = Abt 
C4, R4, R5, JR, 8P..A11538 4.53 Bade ei ail 11605 4.79 
EVEREADY | 1539 2.88 | HOWARD, B89 |... .... 125. OG! 3.85 
ye hee . Green Diamonc o9il 7 6e3, 93-2 
GENERAL MOTORS ° (45's)... oe oF Ati625 1.76 ‘ys RADIO & TEL AlI697 ae 
110, 180, 200.) Aan Ati540 2.23 Green Diamond 8 (series) s AL16i0 3.18 
Baa ay hace Me (71A'S) ...-++-- AlI626 1.62 9, 19 25.0) US 
a MAJESTIC 10° (sefies} anaes i 5 
ES ce gabe Se a eese. So | 210, 211 214,915: AL 1G27 Em s.76 | 36, a7. (Apes} ce Aligl3 4:04 
S69 Foie... e- - AINS35 92460 44, 49, 194. 440... AL1628 -73 7 (series)... eee AlI614 3.09 
Superhet 7922/21: All542 2:68] 460, 461, 463..... All629 = 1-38 | 20 series (Gloriette) ALIGI5 2.53 
Superhet 9 ....... Ali543 6.47 Treasure Chest Al1630 -94 26 series Gloritone. .AII1616 2.29 
KENNEDY STEWART-WARNER zoe series Gloritone. ALI617 2.29 
se fo hg ae eh 11544 3.65 1024: SOUZA Se ALI GSt cn S342 E ES eee. oe oe ee Ali6!18s 2.97 


replacements have et ie 


2 | 
= 
| 


POWER TRANSFORMERS REBUILT LIKE NEW 


SERVICE YOU WILL LIKE 


SHIPPING INSTRUCTIONS 


We will rebuild for you any defective Se = ———_——__- — _____, For speedy and efficient service, please follow 
power transformer, to exact original speci- | SETS | POW ER | YOU R these suggestions. 
fications. Rewinding is expertly done, call P TO Fee S| BES _PRIC ae | 1. Send in the old transformer by prepaid ex- 
quickly and economically. We use the ~ §& Tubes | 1—71A $2.95 ! press or parcel post. Be sure your name and 
original case and laminations. You will 8 Tubes | 2—71A : 3.95 ) address appear clearly on the package. 
find this service invaluable where exact 8 Tubes 1—45, or 47 |} 3.95 Send your order in at the same time by 
duplicate transformers are no longer ob- 9 Tubes | 2—45, or 47 4.65 first class mail in the usual way, either paid 
tainable or hard to get. See the table at 10 Tubes | 1—50, or '10} 5.25 in full or with a 20% deposit. At the same 
right for attractive prices. If your type 10 Tubes 2—50, or “10 | 6.50 || time, you may include your order for other 


items as desired. 


a 


“ che Taras iSerintoe Bee Hated. wie FOR SETS EQUIPPED WITH 3. Be sure to specify on your order the make 
or au =< pe ee anol a raed CARDON OR KELLOGG TUBES and model number of the set, giving the exact 
SE ete eed ey: Bia UP Up to 9 Tubes. 2—82B Power Tubes..$4,35 | tube line-up. Also, be sure to state line yolts, 
other available _ AR es YON | Up to 11 Tubes. 2—50 Power Tubes... 7.10] and whether 25 or 60 cycle. 
ean eae! a ork tan Saat ee : Prices quoted above are for rebuilding trans- We return rebuilt transformers postpaid any- - 
; Cie ans Yr. repar jobs, foreens not mount ted in wax or pitch. Add where in. the Gaited States. Take advantage of 3 
5 to price if in wax or pitch. this additional big savings which will mean more 
WE PAY RETURN POSTAGE For 25 cycle transformers, add $1.50. profit for you. 
538 WRITE US FOR ‘‘HARD-TO-GET’’ PARTS 


service. 


KNIGHT QUALITY 
POWER TRANSFORMERS 


Splendid values in carefully designed and well-constructed 
compact power transformers. 
used throughout. 


Oniy fine quality materials are 
Conservatively rated for long-lived efficient 


Several types insure selection of proper transformer 
for practically all set requirements, 


A TRANSFORMER FOR EVERY PURPOSE 

AT UNBEATABLE LOW PRICES 
, Terminal arrangement provides for sub-panel wiring. 
not necessary to bring leads through chassis base. 


stalled as corner bolts furnish positive, solid mounting. 
for use in limited space. 


It is 
Easily in- 
Ideal 
These transformers are a boon to 


the serviceman, providing low-cost, high-grade units for re- 


placement purposes, 


2.5 VOLT TRANSFORMERS 


Popular transformers for Midget receivers and 
sets using the 2.5 volt series of tubes. All have 
“115 Volt, 50-60 Cycle primaries. 


4 OR 5 TUBE SETS 
For: 2—24, 27, or 3—56, we i—45, 47; 1—80. 


650 V. at 40 M.A.-C,T 


2.5 V. at 5.0 Amps.-C.T. 

BA y, at 2. 0 7 se 

exe Wt 
75. YOUR PRICE. 
5 TO 7 TUBE SETS 

For: 3—24, 27, or 5—56, 57; I—45, 47; 
Sec,: 650 V. at 50 MA.-C.T. 

2.5 V. at 7.0 Amps.-C.T. 

5.0 V. 


Mtg rae AN fe. 2% Ib isc 
tg., bey ' S. 
Ali676. YOUR PRICE......... 


7 TO 10 TUBE SETS 
For: 4—27, 24, or 7—56, 57, 58; 
2A5; 


i—80, 
See. 700 ¥. at 70 M.A.—C.T. 


SV at 35 Ac. 
Miz? big asin” We., 4 Ibs. Sz os 


Ati677. YOUR PRICE......... 


Ore. 


1—80. 


2—45, 47, 


TUBE TESTER PLATE AND 
FILAMENT TRANSFORMER 


Furnishes conventional filament voltages for 
tube testers: 1.5, 2.0, 2.5, 3.3, 5.0, 6.3, 7.5, 15, 
25 and 30 Volts at 2.0 Amps. Also has high 
voltage winding to supply 250 Volts A.C. at 40 
M.A., for plate voltage of tube under test. Size 
2% @ "H. x Ww. x 2%” D., with 3%65” 
mounting centers. 


A11704. List, $3.50. NET...... $2.06 


Use them regularly for bigger profits. 


6.3 VOLT TRANSFORMERS 


A really unusual buy in high- quality midget 
set transformers for the 6.3 volt series of tubes. 
All have 115 Volt, 50-60 Cycle primaries. 


4 OR 5 TUBE SETS 


For: 2 or 3—76, 78, 6D6, 6F7; I—4I, 42, 
6F6; I—80, 524. 
Primary: 115 V. at 50/60 cycles. 
Sec.: 650 V. at 40 M.A.—C.T, 

6.3 V. at 1.6 A. 

5 V. at 2 A, 
Mtg., 2467x2"_ Wt., 5c 
A1{678. YOUR PRICE ep eeaeee 


6 OR 7 TUBE SETS 

For: 4 or 5—77, 78, 6D6; I—4l, 
i—80, 524. ; 
Primary: LID NS at 50/60 cycles, 
Sec.: 700 V. at 50 M.A.—C,T, 

6.3 ee at 2 A.—C.T, 

5..V. at 2 A. 
Mtg., ot fe, Wt., 3-1 SI 
AL (679. YOUR PRICE, So ads ae —— 


42, 6FE; 


7 TO 11 TUBE SETS 


For: 5 to 8—77, 6D6, GA7, 6F7; | or 241, 
42, GFE; I—80, 524, 523. 
Primary: 115 V. at 50/60 cycles, 
Sec.: 700 V. at 75 M.A.—C.T. 

6.3 V. at 3.2 A.—C.T. 

5 Viste A; 
Mtg., 34%x2%6"". Wt., 6 Ibs, 
Al {680. YOUR PRICE Spins Ai 


FOR AUTO RADIOS 


A newly developed compact transformer, 
signed to deliver 250 volts at 50 M.A. 
junction with any standard vibrator. 
3%” high; mtg. centers, 2’°x1%’". 


I de- 
in con- 
Upright: 


EXACT DUPLICATE 
PHILCO POWER 
TRANSFORMERS 

FINE VALUES 


A newly developed line of 
high-quality exact duplicate 
Philco Replacement power 
transformers, These units are 
exactly identical to the orig- 
inals in every electrical and 
physical characteristic. They 
were produced only after 
thorough examination of 
burned-out .and otherwise i 
defective original transformers. The use of these 
units results in permanent efcient installations. 


NO. Models NET 
A1tlt6és4 18 $2.70 
A1l168s5 20, 220 2.70 
A1l1686 50, ab pr 551 2.35 
A1l1687 2.50 
Ali68ss 70, 270, a, eo 570 2.45 
A1t1l16é8s9 76, 2.70 
Ai1690 6 2.60 
AILI691 87 2.35 
A1l1692 $0 (1—47) 2.75 
A11693 90 (2—47) 2.95 
Al1i694 90 (2—45) 2.60 
A1L1695 91 2.60 
A11696 95, 96, 296 2.85 
A1l1697 111, 112, 212, (45’s) 3.10 
A1i1698 112, 212, (47’s) 3.10 
A11699 511 2.25 
A1l1700 16, 17 (Code 122) 3.10 
AL1701 14, 91 (Code 221-3) 2.70 
A1l1702 16, 17 (Code 121) 2.70 
A1lt703 21 2.85 


Additional Exact Duplicate transformers 
for all sets are listed on Page 58. 


KNIGHT FIELD EXCITER 
POWER TRANSFORMER 


This power transformer 
is designed to deliver 160 
volts at 200 M.A. out of 
filter, with an 83 or 5Z3 
rectifier tube. Will fur- * 
nish full excitation for 
either one or two 1000 
ohm speaker fields in par- 
allel connection. Primary 


115 volts 50/60 cycles. 

Sec. 200 volts at 225 

M.A.—C.T. and 5 volts at 4 A. Size, only 
244x3%x3% inches. 

AGOGG. YOUR PRICE.......... $1.75 


STAN COR P931 POWER 


TRANSFORMER 

For 7-27, 24, or 12-56, 57, 
58; 2—45, 47, 2A5; 1—80, 83, 
5Z3. Pri.-110 Volts, 60 cycles. 
Delivers 700 V. at 110 M.A.- 


C.T.; ; 
V. at 3.5 A.-C.T.5 


All i ge Ws $° 03 


KNIGHT—COLUMBIA 
: TRANSFORMER 
} POWER PACKS 


Exact duplicates, of 
original power pack in 
every detail of size, 
mounting and yoltages 
supplied. By using 
mithese exact replace- 
= ment units, you are as- 
sured of proper per- 
formance. 


SCREEN GRID 8 


Supplies all of ag proper voltage for the popu- 
lar Sereen-Grid 8, which uses 3—24, 2—27, 2— 
45 and I—80 tubes. Sturdily built; easy to in- 
tall Complete power pack. 


SCREEN GRID § 


Complete power pack for S.G. 9. 
~ A e e  ee $4.50 
Power Transformer for A. C. 5. 

$2.59 


+4_4 
a 

bea 
w 


ALLIED RADIO CORPORATION, 833 W. 


First quality low cost 


type transformers. May be used either for’ re- 
placement purposes or for custom-built sets. 
May be mounted horizontally, vertically, or flush 


with chassis base. 
with cadmium-plated half-shell, 
and 4 vertical mounting brackets. 
clearly marked for quick 
Easy to install because of universal 
stant operation and maximum life. 
below are the most popularly demanded. 


FOR 5 TO 7 TUBE SETS 


For: 3—24, 27 or 5—56, 57; I—45, 47, 2A5; 
i—80, 
Mtg.: 2134,x2%,". Shpg. wt., 4 Ibs, 
Primary is V., 50/60 cycles, 
Sec.: 650 V. at 45 MA.-C.T, 

2.5 V. at 5.25 Amps.-C.T»s 

2-3 ue at 1.75 Amps.-C.T, 

5. . at 3.0 Amps. 

A3255. List, $2.90. ${ 71 
YOUR-PRIG Briiist cs doses resi ces ass - — 
FOR 9 TUBE SETS 

For: 5—26; !—27; 2—71A; !—80. 
Mtg.: 3347x244”. Shpg. wt., 5 Ibs. 
Primary: 115 V., 50/60 cycles. 
Sec.: 500 V. at 60 MA.-C.T, 
1.5 V. at 5.25 Amps. 
2.5 V. at 1.75 Amps, 
5.0 V. at 0.5 Amps. 
5.0 V. at 3.0 Amps. 
A3257. List, $3.50. $9 06 
YOURSPRIGE ..css cccccsctaccovts — 


universal replacement 


Each transformer is provided 
4 horizontal 
Terminals are 
accurate connection. 
design. 
Carefully engineered and honestly rated for con- 
Units listed 


FOR 7 TO 10 TUBE SETS 


4—24, 27 or 7—56, 
i—s0, 83. 

K SR". Shpg. wt., 
Primary: 115 V., 50/60 cycles. 
Sec. : 700 V. at 65 MA.-C.T, 
V. at 7.0 Amps.-C.T. 

Vv. at 3.5 Amps.-C.T, 

V. at 3.0 Amps. 
5 


6. oo $3.30. 
PRICE 


57; 2—45, 47, 2A5; 
5 lbs, 


FOR 9 TO 13 TUBE SETS 
goth 27 oF 10—56, 57; 2—45, 47, 2A5; 


5 Ibs. 


For: 
i—80, 


Mto.: es 4’'x2%". Shpg. wt., 


Primary: 115 V., 50/60 cycles. 
Sec.: 700 V. at 75 MA.-C.T. 

2.5 V. at 10.5 Amps.-C.T. 

2.5 V. at 3.5 Amps.-C.T. 

5.0 V. at 3.0 Amps 

A3258. List, $3.85. SQze 
ett PRICE hee ued rye ee 5 


JACKSON BLVD., CHICAGO, ILL. 


FOR UNIVERSAL REPLACEMENTS LATEST THORDARSON TYPES 


A complete line of power transformers for every replacement purpose. | _ The 
The carefully selected group of Thordarson units listed on this page Every 


transformers shown on this page are the latest Thordarson 
practical engineering development has been» incorporated to pro- 


will provide the correct, transformer for practically every repair job or vide maximum _ efficiency of operation. Ayailable in Halt-shell, - 
original installation. Electrically and mechanically sturdy in construc- shielded, and Universal mounting type. The 6.3 volt types are for use 


tion, every detail of manufacture has been handled with 
painstaking care, All ratings are exact, and correct choice 
of windings will assure original performance, All Thor- 
darson Power Transformers 
listed below operate from 
110-115 Volts, 50-60 Cycles. 


FREE THORDARSON 
REPLACEMENT GUIDE 


Write for the FREE Thor- 
darson Replacement Power 
Transformer Guide, It will 
save you time and money for 
it shows, at a glance, the 
proper replacement trans- 
former units for hundreds of 


with either the glass or metal tubes. Mounting features 
are universally adaptable for easy installation. @ par- 
ticularly the new universal type UO mounting power trans- 
formers which can be adapted 
to practically all types of re- 
ceivers. 

SPECIAL TRANSFORMERS 

ARE AVAILABLE 


We can supply all Thor- 
darson Universal, Transform- 
ers with 110-115 volt, 25 
eyele primariés at 60% net 
additional, and with 220 volt, 
60 cycle primaries at 30% 
net additional. Please send 


miciio gern! deposit with order. 2U 
2H - HALF-SHELL 2G - FULLY SHIELDED 2U - UNIVERSAL MOUNTING 
DIMENSIONS MTG DIMENSIONS | MTG Supplied with special universal mounting 
3 : . brackets shown above for mounting in any de- 
Transf | Hy We | CO. | HOLES | Transf. | | w. | D. HOLES | sired position. 8 ¥ 
T6049 | 2347 .| 3" | 234" 28K" T7078 | 456" | 334" | 334" |25 . DINERS 
T5002 | 3°" 334" | 3° 1289" T7061 |; 454" | 33z- | aig |: Transf. |i. w. D. | HOLES 
T4900 | 334” 316” 3144” |31gx234" T5602 | 45," 334" | 33¢* |s aS Sra See Fr S| 
T7020 3” 344” 3” j236" T5601 454° 334” 334” 12: T7537 216" 2%” 3” |2x214" 
T5003 354” 37%" 4" 13lex2e" T5604 5* 334" 334" | T7538 213” 213” = |2x214" 
T7021 | 334" 3147 314" 13 \ex2ls” z7eee 5” 334" 3%" aeons ) Ms; 2" 3%" j2\4¢x2%4" 
5* 334" 3%" 7543 34” 314” 334” . j|2% ix, 
4 TUBES—2z.5 VOLTS 3 : T7541 | 3135" Bier 33," Biseaie 
Ano ge ep ae Srac eer Ena in) aks! A ed ore. eee te Ty tie 6k 17562" _ 36" (3 
pS at 3 707 r r ° ° 
2.5 V. at 3.5°A-C.T. K7, 6F5; |—42, 6F6; 180, 524. 4 OR 5 TUBES-2.5 VOLTS 


6 
5.0 V. at 2. 0 t abee: wt., 3 lbs. $s 18 SEC.: 682 °V., C.T. at 55 M.A. 
NET 'V. at 1.5 A.-C.T. 


Type 17537. For 2—24, 27 or 3—56, 57; 


6.3 $s i—47, 2A5; {—80, 523. 
5.0 V. at 2.0 A. Shpe. wt, 6 Ibs, q7e SEC.: 650 V., C.T. at 40 M.A. 


i 2.5 V. at 5.25 A.-C.T. 
4 TO 5 TUBES—2.5 VOLTS Al lO16._ List, $3.00._ NET. 5.0 V. at 3.0 A. Sh $438 8 
fo RE LE tata oa sm alee Se a xe 2 - Shpg. wt., 3 Th 
se aravahperie-a0e feces ee ik pant T Se Ti0st a hae Te eke ccs, | 4! 1023 SS ee 2 
SECU: 1620 Ni» GT: at 40 MAA. 6K7, GF5; 142, FG: 180, 824. 4 OR § TUBES—6.3 VOLTS 
2.5 wv: at 50 st. ats, SH OB | SEC.: 700 V., C.T. at 70 M.A. Type 177538. For 2 or 3—77, 78, 6K7, 6F5; 
5.0 V. a -0 A. Shpg. YNET Ss. pod 6.3 V. at 2.5 A.-C.T. $ 1—42, 6F6; I—80, 5Z3, 5Z4. 
AURO$46:- List) $2:75-0 NETAO.- 5.0V. at2.0A. Shpz. wt., 624 Ibs, SEC.: 650'V., C.T. at 40 M.A. 
Al Ke) 17. List, $4. 00. NET 6.3 V. at 2.0 A.-C.T. s 
_§ TO 9 TUBES—2.5 VOLTS fects eee Nets 5.0 Vi at 3.0 A. Shoe. wt. 3% Ibs. 3s 38 
Type 14900. For 4—24, 27, or 7—56, 57; . 7 xix as TURES—2-5 see * Al 1024. List, $2.35. NET...... 
i—47, 2A5; i—so. ype 15602. or 5—27, 24, or : 4 Zs 
SEC: 700 V., C.T. at.70 M.A. i—47, 2A5; 1—80. 5 TO 7 TUBES eee VOLTS 


2.5 V. at 8.5 A.-C.T. $ SEC.: 700 V., C.T. at 70 M.A. 
5.0 V. at 2.0 A. Shp. wt., 5 Ibs. 90 2.5 V. at 9.0 A.-6.T. 


Type 17540. For 3—24, 27 or 5—56, 57: 
i—47, 2A5; 1—80, 5Z3. 
SEC.: 700 V., C.T. at 50 M.A. 


List, $3.25. NET..... — 2.5 V. at 1.5 A.-C.T. 
Ae 5.0 V. at 2.0 A. Shpg. wt, 7 Ibs SQso phe 5.28 yee 
4 OR 5 TUBES—6.3 VOLTS A11018._List, $4.25. eee 5.0 V. at 3.0 A. Shpz. wt., 4 Ibs. S76 
DP ae ee ee 10 TUBES—1.5 ae Al 1025. List, $3.00. NET...... — 
Sec:' 600 V., C.t. at'50 M.A. Bel ti oh Roll ry hg ITA; rye 10,8 TUBES—6.3 VOLTS 
3 V. at 2.0 A.-C.T. ype 17543. For 5.or 6—76, 77, 78, 6C5, 
£0 V. at 2.0.A. Shps. wt., 4 Ibs. $762 Bee Pee. dc igen 6K7, 6F5; |—42, 6F6; I—80, 523, 524. 
AI1O13. List, $2.75. NET..... — 5 Vat 4.0 A. SEC.: 700 V., C.T. at 70 M.A. 
8 TO 12 TUBES-—2.5 VOLTS 25 V. at 3.0 A.-C.T, 8.0 Vi at 3.0 Ay Sipe. wt., 5 Ibs $490 
—Z. 5.0 V. at 0.5 A.-C.T. : - wt s- 
Type 75003. For 5—27, 24, or 9—56, 57; 5.0 V. at 2.0 A.-C.T. Wt., 7 Ibs. SQos A11026. List, $3.25. NET...... — 
Cre ee ori WA. AL1O19. List, $4.50. NET..-. es rye ao? TUBES—2.5 VOLTS 
a . XR ae e T7541. For 4—24, 27 or Pea! 
2.5 V. at 12.0 A.-C.T. $420 8 TO 12 TUBES-—2.5 VOLTS | 47, AS: 1-80, a or 7—56, 57; I 
5.0 V. at 2.0 A. Shpg. wt., 6 Ibs. y Type T5604. For 5—24, 27, or 9—56, 57; | SEC.: 700 V., C.T. at 70 M.A. 
AL1Oi4.° List, $3.75, NET..... m— | 237, 245: 


0. 
a RS ES SEC. 700 Vv. CG. at 105 M. A 
6 TO 9 TUBES—6.3 and 2.5 VOLTS 2.5 Vv. at {2.0 A.-C.T. 


2.5 V. at 9. 0 A.-C.T. 
5.0 V. at 3.0 A. Shnpg. sf 7. oe $497 


= Al 1027. List, $3.35. Sec 
Type T7021. For 5 or 6—76, 77, 78, 6C5, 5.0 V. at 2.0 A. Shpg. wt, 8 Ibs. _SB09 Z._List, $3.35. NET----.- 
6K7 6F5: 2-47, 2A5, 45; I—80, 523, 5Z4. Ait 1020. List, $5.25. NET. 7 TO 10 TUBES—2.5 VOLTS 
SEC: 700 V., C.T. at 70 M.A. Se ae Type 17542. For 4—27, 24, or 7—56, 57; 
6.3.V. at 3.0 A.-C.T. 11 TO 13 TUBES—6.3 VOLTS 2—47, 2A5; 1—80, 5Z3. 
2.5 V. at 4.0 A.-C.T. $ Type T7062. For 8 to 10—76, 6C6, 6D6, | SEC.: 700 Me C.T. at 70 M.A. 
5.0 V. at 2.0 A. Shpg. wt., 5 Ibs. O06 | 6c5, 6K7. 6F7; 2—42, GFE; 180, 5Z3, 5Z4. 2.5 V. at 7.0 A. C.-T. é. 
ALOIS. List, $3.50. NET..... —— | SEC.: 745 V., C.T. at 145 M.A 2.5 V. at 3.5 A.-C.T = 


6.3 V. at 4.5 A.-C.T. 
5.0 V. at3.0 A. Shpg. wt., 81 


SPECIAL FREE OFFER | Ai io2!. ist. $5.50. NET. 


Type T5605. For 7—24, 27, 
PROBING LIGHT 2—A7, 2A; |—80. < 
An invaluable new trouble ss 700 0 C.T. at 110 M. 


light for probing into dark 
corners can be yours FREE. 
Gives you plenty of light 
where you need it. In handy 


ideal for use in the shop or 
on service calls. Cannot 
ground or short-circuit. Con- 
sists of a 6 volt pilot lamp 
and socket in a 5 inch fibre 
tube with 6 ft. cord and rub- 
ber plug. An extremely use- 
ful and practical tool, 


AI!O0O3. Given FREE yoice coil, ranging from 1/10 to 
with order for Thordarson mary impedance may be varied 
units totalling $5.00 net or 14,000 ohms. With instruc- 

more, or 
separately 


sold tions. Wt., 2 Ibs. 
ai -88s Al 006. List, $2.00. 
$1.50): at net. & 


LOWEST PRICES__HIGHEST Qu 


namic speaker 


tubes, single 


THORDARSON 10 TO 15 TUBES—2.5 VOLTS THORDARSON 


.-C.T. 
o> para S down transformers. 
eee Set ot 38 May be used to oper- 


fountain-pen size, Operates st, ate eae sede 

on any 110 Volt line, A.C. or sets, amplifiers, ele 

D.C No batteries rec juired. TS701 trical app sliances and 
toys from 220-250 volt 


; es UNIVERSAL OUTPUT lines. Available in 


Designed to operate any dy- 
bination of standard power 


Has 14 secondary impedances 
for accurately matching to any 


5.0 V. at 3.0 A. Shpeg. wt., 5 Ibs. 12 
he ». $B23 AllO28. List, $3.60. NET...... — 


or 12—56, 57; VOLTAGE 
CHANGER 


High efficiency, 
trouble-free step - 


four capacity ratings 
to serve practically 
every requirement for a unit of this type. Pri- 
mary is equipped with cord and plug; secondary 4 
has standard receptacle for conveniently attach- 
ing device to be operated. 


29 ohms. | Pri- ‘No. | Type Watts NET 
from 4,000. to Re SOAS ETS bs 


with any com- 


or push-pull. 


A11270 | 12604 80 $2.65 
A11271 | 15010 125 ’ 
$gis A11272 14015 175 3.82 
awe A11273_ | 15011 250 4.41 


ALITY—BEST SERVICE 


placements. 


struction. 


tubes. 


4. OR 5 TUBES—2.5 VOLTS 


Type P2770. For 2 or 3—57, 58, 56; I—47, 
Sec.: * 650 V. at 40 M.A.-C.7. 


Ma V. at Daprig 2.5 V. at 4.5 A.-C.T, 

ie area 236” 3 

AL235. List, $2.25. $132 
ee paw 


-§ TO 7 TUBES—2.5 VOLTS 


Type P2869. For 3—24, 27 or 5—56, 57, 58; 
i—47, pak i—80, 5Z3. 
Sec.: 700 V. . at 50 M.A,-C.T. 


6 V. at 2 A.; 2.5 V. at 1.75 A.-C.T. 


2.5 V. at, § 5.36, A. 
Mt 36”, 8 
ATi23s6— ther ss.is. NET... $qss 


7 TO 10 TUBES—2.5 VOLTS 


Type P2859. For 4—24, 35, 27 or 7—66, 57, 
58° 2—45, 47, 2A5: 1—80, 5Z3. 

See.: * at 70 M.A. -C.T, 
6 V.-at 3 A.; 2.5 V. at 3.5 A.-C.7, 


2.5.¥. at,18, A. 
Mt 338," :) 
Me ree tes 45 NET... $293 3 
8 TO 12 TUBES—2.§ VOLTS 
Type P2860. For 5—24, 825, or 9—56, 57, 58; 


2—45, 47, 2A5; 1—80 
Sec.: 700 V. et 90 M.A.-C,T 
De tes g's ; 2.5 V. at 3.5 A.-C.7. 


2.5 V. at 
1 Sha SB35 | 4 
AL i238. ont Gso0. Net... 


page P2751. 


STANCOR HALF-SHELL 
REPLACEMENT TRANSFORMERS 


A new group of high-grade compact power transformers, de- 
signed to meet all requirements for superior flush-mounting re- 
Ideal for feplacement purposes in fhidget and 
mantle type receivers; 


also useful in amplifier and receiver con- 


Made of the best quality materials; supefior design 
and neat, workmanlike appearance make them unusual values, 
Uniformly wound coils and generous 
trouble-free performance, 
high peak-current drains without seriously taxing transformer. 
Available in eight popular sizes, 


insulation assure long, 
Ample safety factor allows momentary 


for use with 2.5 or 6.3 yolt 


For, 110 Volt 60 cycle A.C. operation. 


4 TUBES—6.3 VOLTS 


For vee 76, 77, 78, 6C6, 6D6, 
47, 6K7; i—41, 42, 6F6; I—80, 524. % 
Sec.: 650 V. at 40 ar -O.T. 

V. at 2 A.; 6.3 V. at 1.6 A.-C.T. 


Ati 239 bat om $1.95. $s 
4 OR § TUBES—6.3 VOLTS 


ee 


Type P2771. For 2 or 3—77, 78, 6C6, 6D6, 
647, 6K7; I—41, 42, 6F6; 1—80, 524, 
ees Se ne at of a -C,T, 
a at 2 A.-C.T, 4 
ae area, ae $132 
1241. _List,'$2.25. NET... Cape 


5 OR 6 TUBES—6,.3 VOLTS 


Type -P948. For 3 or 4—77, 6C6, 6D6, 6A8, 
oe 6K7, 605; I—41, 42, 6F6; I—80, 5Z3, 
Sec.: 


oe af at 70 M.A.-C.T, 
5 V. 3 A.; 


6.3 -V> oat 9.5 A. -C.T. 
AY area 3144”x 


242. ee s $3. 60. NET... SQiz 
7 TO 10 TUBES—6,.3 VOLTS 


Type P949. For 4 to 7—6C6, 6D6, 637, 6K7, 
6C5; 2—41, 42, 6F6; I1—80, 523, 524. 
Sec.: 700 V. at 120 M.A.-C.T. 


5 V. at 3A. bier aht 8 Aare 
Mite. area 37/4” 
i! 243. tis, $3. 90. 


Ci i ee ey 


FULLY SHIELDED 
POWER 
TRANSFORMERS 


A new fully shielded 
line of replacement power 
transformers designed for 
use in servicing all pop- 
ular sets employing 2.5 
yolt tubes. Easy to in- 
stall. All leads come 
through the bottom of the 
shell to accommodate 
connection of leads_be- 
low chassis. Each shell, 

however, is made with 

a knockout to provide 

for connection of any 

or all leads above chas- 
sis if desired. For 110-120 volts, 50-60 cycles. 


5 TO 7 TUBES—2.5 VOLTS 
Type Pa0dl. For 3—24, 27 or 5—56, 57, 583 
po 47, 2A5; 180, 523. 
Sec.: ov V. at 50 M.A.-C.T. 


1.75 A.-C.T. 
Mtg, area 3’x3 
Al 


18 
1288. List, $3.70. NET.... SZis 
7 TO 10 TUBES—2.5 VOLTS 


2.5 V. at 


Type P4042. For 4—24, 35, 27 or 7—56, 57, 
58: 2—45, 47, 2A5; |—80, 5Z3. 
Sec.: 700 Vv. at 70 M.A,-C.T, 
6 at ie V. at 3.5 A.-C.7. 
.6 V. vat 7.5 
Me area 3%4”x3%"”  SBss 
i289. 4 it “$4.05. NET.; — 


8 TO 12 TUBES-—2.5 VOLTS 
Type P4043. For 5—-24, 27, 35 or 9—56, 57, 58; 
2—45, 47, 2A5; I—80, 5Z3. 
Sec.: 700 V. at 90 M.A.-C.T. 
5 V. at 3 A.;.2.5°V. at 3.5 A.-C,7. 


2.5 V. at 9 A, 

Mig. area 39/9’x356”, $Z70 

A11290. List, $4.60. NET.... eraser 
11 TO 17 TUBES—2.5 VOLTS 

Type P4044. For 824, 27, 35 or 14—56, 57, 
58; 2—45, 47, 2A5; 0, 523. 


Sec.: 700 V. at 110 MLAS “0.7, 
5 V. at 3 A.; 2.5 V. at 3.5 A,-C.T. 
2.5 V. at 14 A, 


Mtg. area 376”x35¢” 
A1L1291t. List, ‘$6.10. 


$359 


NET . 


ALLIED RADIO CORPORATION, 833 W. 


$329 
STANCOR TUBE 
CHECKER TRANSFORMER 


For replacement in 
standard tube testers 
or for use in modern- 
izing older units. 
256" x2” x 4144” 
mary tapped’ for 105, 
115, 125 volts, 60 cy- 
cles. Secondary is 
tapped at 1.1, 1.5, 2.0, 
2.5, 3.0, 8.3, 5.0, 6.3, 
7.5, 12, 25 and 30 
volts, Supplies the cor- 
rect filament voltage for all types of 
Strap mounting type with long flexible 
Wt., 3 lbs. 


Al 1256. 
YOUR PRIC 


tubes. 
leads. 


sqss 


ree $3.20, 


ACME STEP-DOWN 
TRANSFORMER 


Will reduce line 
voltages of 220-240 
volts, 50/60 eycle te 
110-120 volts for oper- 
ation of radio sets, 
amplifiers and appli- 
ances. Will safely 
> handle devices con- 
suming up to 200 watts, Supplied with at foot 
cord, plug, and receptacle, Wt., Ibs. 


Al1t265. List, $10.00. 
YOUR 
PRICE .......00% Bie bie shine slelviale a ¥re\c 


ACME VARIABLE VOLTAGE 
ADJUSTER 


A unique, efficient device for 
maintaining proper operating 
voltages where line fluctuation 
is a source of annoyance. Ad- 
justment allows step-up 
or step-down action. 
Primary voltage range, 
85 - 100 - 115 - 130 - 

: 145, volts; secondary 
output, 115 yolts, 50-60 cycles, 37”x41544"x 
3%”: with voltmeter and 8 ft, cord and 


For 60 cycle A.C, lines. 
$72 


plug. 


Al 1266. 
YOUR PRICE ........ bsaserdcnss 


NEW UNIVERSAL 
HALF-SHELL POWER 
ie Sapiaa alle panied tal 


A newly devel- 
oped line of half- 
shell power trans- 
formers. Adapt- 
able for use in 
sets employing 
either 2.5 volt or 
6.3 volt tubes. 
The ideal trans- 
former line for 
the serviceman; 
permits servicing 
the greatest num- 
ber of sets with 
a minimum stock 
of transformers. 


Universal mounting brackets 
included with each transformer provide for any 
type of mounting; flush with chassis, horizon- 
tal, vertical, or any position desired. All trans- 


formers have accurate voltage ratings; secondary 
windings conservatively rated. For 110-120 volt, 
50-60 cycle A.C. use. 
COMBINATION FILAMENT 
FOR 6.3 OR 2.5 VOLT TUBES 


4 OR § TUBES 


Type P4070. Sec.: 650 V. at 40 M.A,-C.T. 
5 VY. at 2 Amps. 
ht FBS 2am forty i 
or at mps 
rea area 216”x $293 
1280. it $3.45, NET.... — 


5 OR'’6 TUBES 
7 opR P4071, Sec.: 700 V. at 50 M.A,+C.T. 
5 V.. at 2 _Amps. 
2: v4 yet ne ay aye eA iA 
or at mps. 

Mtg. area 21346”x3%%”. , SBis 
AILI2st. List, $3.70. NET.. —— 
6 OR 7 TUBES 
Tyne P4072, Séc.: 700 V. at 70 M.A.-C.T. 

5 ¥. at 3 Amps. 
ae \ tg Ai L Bsa be 
or a mops. 

AY area 344”x , SBs3 
A1l1282., List” "$4. 30. NET.. ates 
8 OR 9 TUBES 
Type P4073. Sec.: 700 V. at 90 M,A.-C.T. 

5 V. at 3 Amps. 
13-55 ere 8. pms. C.T. 
or at mps. 

Mtg. area 374 9”’x444” § 12 
A1l1283. Cist, $5. 30.. NET.. ponies 
10 TO 12 TUBES 
Type P4074. Sec.: 700 V. at 110 M.A.-C.T. 

at 3 Amps. 

2. 5. a ay 5 Ami C.T. 

or at mps, , 
Mtg. area 3547x442” _§$ 35 
A1l1284. List, $5.70. NET.. os 

11 TO 14 TUBES 

Type P4075. Sec.: 800 V. at 160 M.A.-C,T. 
5.V. at 3 Amps. 


2 3 fh at a ape. C.T. 

or V. at mps. 
Mtg. area 334x416”. _ $Bsz 
A1{285. List, $6.50. NET.. — 


GENERAL PURPOSE 
CHOKES 


A reliable listing of high 
quality choke units which 
may be used for either fil- 
ter or plate coupling use. 
Accurately rated and gen- 
erously insulated, Strap 
mounting type 
Al L357. 30 HENRY at 


resistance, 
550 ohms, 15¢x 3549" 


yank area. 
List, $1.25. NET....... 73¢ 


Wt., 2 lbs. 

Al 1256, 30 aheaks ahve MA. D.C, re- 
sistance, 400 ohms. WX ” mtg. 

area. Wt., 2 lbs. List, $1.55. NET. 9Gic 
A1l1259. ee HENRY at 110 MA. D.C. ag 
sistance, 200 ohins. 2x4%4¢” mtg. area. 


3 Ibs. List, $1.85. 


YOUR PRICE .........+. Fo eaee $1.09 


A1.1260. 50 HENRY at {5 MA. D.C. re- 
sistance, 750 ohms 


. 146x21346”. 
Wt., 1% lbs. List, $1.00. NET..... 59c 


JACKSON BLVD., CHICAGO, ILL. 


HORDARSON AMPLIFIER <3:/2%4 TRANSFORMERS 


MER TRANSFORMERS Ss 
mile gdah SEE E NG TRANSFOR & FOR NEW 6Lé TUBES 


A100. 18460. Plate Transformer. Fig. E. 
Specially designed to supply plate and screen volt- — 
ages to 6L6’s. Primary,-115 volts, 60 cycle; sec- 
ondary 400 volts, 250 M.A., and 300 olts, 50 
M.A. With bias tap at 25 volts, 5x3%x4%’". 


NET cee sieserieoereieieeaee et 


A1l1tO73. 18458. Output Transformer. Fig. E. 
For coupling push-pull Class AB 6L6’s to 4, 8 or 
15 ohm voice coil or 500 ohm line. Measures 


FIG.A _FIG.B FIG. C Figg | yep ene”: She we SIN $3.53 


The fatest Thordarson high quality transformers, designed for practically every in- 
put, output, mixer or line purpose. A transformer for almost any need will be found in the Al ! Ota eps EM Nor eee es : 
isting below. All units have been carefully designed, and are precision-built. Class. AB. Raito. of primary, + I secondary is 


TUBE TO LINE (LOW LEVEL) — v4 5 to 1. Split secondary type. Measures, 3x2%x 


——————— la 
Cat. No.| Type | Fig. | Primary | Secondary List NET oa: Shpg, wt., 3 Ibs. $2.20 
A11041 | T5515 D | 56, 37, 27, 864, 30, etc.....] 200 or 50 Ohms....| $2.75] $1.62 oe oe ih Gnoliveet ts een a ont 
A11042 | T6226 D | 56, 37, 27, 864, 30, etc..... 500 or 125 Ohms..} 2.75 1.62 Al 1103. 18470. — Modulation Transformer. 
- A11043 | T7211 D P. P. 56, 37, 27, 864, etc...} 500 or 125 Ohms..} 3.00 1.76 Fig. B. For coupling PP 6L6’s Class AB to 2500 
A11044 | .T7573 D P. P. 56, 37, 27, 864, ete...| 200 or 50 Ohms....| 3.00 1.76 ohm modulation load at 250 M.A., 5000 ohms at 
200 M.A. or 7500 ohms at 150 M.A. Measures 64x 
MIXER OR LINE TO TUBE 436x514". Shpg. wt., 15 lbs. S 8s 
pisuds Peony + rite fhe eae pale p28 ty Grids. wet $)-$2 NET tice ear wanes Pe te: es SH soon 5. 
5 or ms. ingle Grid....... a 5 4 
-a11047 | T6371 | D_ | 200, 400, 600 or 800 Ohms.| Single Grid. |||‘! 4.00| 2:35 ee Mba are laa cI Hoh 
A11048 | T6194 D 500 or 125 Ohms.. ....| Single or PP Grids.| 3.75 2.20 has. secondaries for.6.3. Volts,.3. Amp. oGitse 5 
MIXER OR LINE TO LINE ‘ Volts, 3 LES and 2'% Volts, 3% Amp. C.T. 
A11050 | T6196 D 500 or 125 Ohms.. ...| 200 or 50 Ohms.. hoe es a $2.35 456x39ex314 Shpg. wt., 6 Ibs. $2.79 
A11051 | T6374 BD H. I. Phono Pickup.. Be gee yh 200 or 50 Ohms.. 1.76 
MICROPHONE COUPLING TRANSFORMERS ‘ 
A11052 | T6373 D D.B. Mike 200-0-200 Ohms} 200 cr50 Ohms $2.2 
A11053 | T6197 D_ | Ribbon or Velocity Mike..} 200 or 50 Ohms y RAE 
A11054 | T7083 D Crystal Mike.. 200 or 50 Ohms 2.3 
A11055 | T6573 D D.B. Mike 200-0-200 Ohms Single Grid... 1.90 
A11056 | T5837 D D.B. Mike 200-0-200 Ohms] Single Grid... 1.32 
A11057 | T3020 A D.B. Mike 200-0-200 Ohms} Single Grid 2.05 
A11058 | T2357 A Single Button Microphone : 
200 Ohms nti ccs seniuee Single Grid....... 1.32 
A11059 | T6123 D Ribbon or Velocity Mike..! Single Grid....... 3.00 1.76 
OUTPUT COUPLING TRANSFORMERS 
A11060 |} T6125 c Universal, 2A3, 2A5, 45, 47, 
BO MOCO ee we hen wie 500 Ohms.........] $3.50] $2,05 
Ai1061 | T6126 c Universal, PP2A3, 2A5, 45, 
A7),50, CtCa cence 500 Ohms.........] 3.50 2.05 
A11062 | T5701 c Universal, Single or PP * 
output ‘tubes... -1 to 29 Ohms.....| 2.00 1.18 
A11063 | T6754 D PP2A3 or 45 Class “AB” 4,8,150r500 Ohms} 4.00 2.35 
A11064 | T6748 D PP45 woe “A” or 1-53 
Class ‘ 4,8,150r500 Ohms} 3.50 2.05 
A11065 | T6752 D 2-53 PP parallel ‘Class “B”, 
or 2-46 or 59 Class “‘B” or 
2-6F6 Class ‘‘AB’’...... 4, 8,150r500 Ohms} 4.00 2.35 : | 
A11066 | T6792 D 4-2A3 PP parallel Class ‘ Build your own high-quality high-gain amplifier 
Sg. S Nahe ENR DAT yal Cs 4,8,150r500 Ohms} 4.00 2.35 around this new, superior Thordarson 18 Watt — 
A11067 | T6753 E aes or 59 PP parallel Class Class AB circuit. Complete kit offered below has 
Notas neg ie beaiedauy el ela 4,8,150r500 Ohms] 6.50 3.82 all components matched. Easy to build, superior — 
Ai1070 | T6751 D es Pantodes! 79 Class “B,”’ in operation. Universal input for any microphone; 
or 2-10 Class ‘‘A’’.. 4,8,150r500 Ohms} 3.50 2.05 field supply for 1 to 4 speakers; built-in pre-am- 
A11071 | T6594 D PP50 Class ‘A,’ 2A5 or 42 plifier; built-in microphone current supply, etc. 
Class ‘‘AB,’” or 2-79 Uses 2-6C6, 2-76, 2-42 Ciass AB, 1-82 and 1-83. — 
Class “B". .| 4,8,150r500 Ohms} 4.00 2.35 Begin with the foundation unit; add units as you 
Auge | Ts |B | Beger das hohe.) 451307999 Ohms) eae] Bogs | morse 
8458 ‘lass “ mw Danna , 8, 15 0r 5 ms MI 2 ; 
A11074 | T6760 | D_ | 1-19 or PP30, 49 Class “B’! 4) § or 2000 Ohms.| 3.75! 3°20 Bib CONDON ne Som 
LINE TO SPEAKER ply bases, with sockets mounted and all other nec- — 
“A11075_| T6048 | © | 500 Ohms................ Universal Voice essary holes drilled; also includes |-sub-assembly — 
i Coils. . .| $3.00| $1.76 base; 4-resistor mounting strips; input and 53 
A11076 | T5381 B | 500 or 250 Ohms.. 4, 8 or 15 Ohms. 4.50| 2.65 terminal strips, and complete § 
A11077 | 17674 © | 500 Ohms (Auto-transf.)...| 500, 250, 166, 125, diagrams and instructions. 
100 or 84 Ohms.| 3.00 1.76 AltttO. YOUR PRICE............ 
6699 ‘“ ” No. Type Description NET 
Besa ee 1 CLASS BY” AND “AB” INPUTS | Ah iS $ 17428 Power Transf. $3.82 
A11078 | T6750 D 1-89 Class “‘A’’.. 2.2... 1-79 or 53 Class ““B’’| $2.75 | $1.62 Alttt2 17429 Power Choke 2.79 
A11079 | T6789 D 1-89 Class VA ed jan anes parallel Class ee 2.05 Attit3 17430 Filter Choke .88 
SAS ‘ T7431 - Input Impedance ‘ . 
A11080 | T6747 D | 1-53 (plates in parallel)....| 1-53 Class ‘*B’”. 2.75 1.62 At / ' fe 17432 Pe. ‘input 3-98 ; 
A11081 | 16778 D | 1-46 or 59 Class “A”’....... 2-46 or 59 Class “B’| 3.50 2.05 ALLtt6 T1892 Choke 1.03 
A11082 | T6698 E 2-46 or 59 PP Class “*A’’...| 4-46 or 59 push-pull A1ItO3Sti 15319 Choke .79 
i parallelClass““B”| 5.25 3.09 Altitt7 17549 Choke 79 
A11083 | T6578 D 1-2A5 or 42 Triode........ . Fomenee 42’s ; ALLO7Z71t 16594 Output Transf. 2.35. 
ass “AB? oo. 50 “| 
A11os4 | 17201 | D | PP 56's, etc.............. PP 45's Class “AB”| 3.75 3-88 COMPLETE ESSENTIAL KIT 
A11085 | T8142 D | 6F6 Triode.. ...+.-| PP 6F6 Class “‘AB”| 3.75 2.20 Altttit8. Consists of all necessary transformers 
_Al10s6 | 18459 D PP 6C5, 37, 76, etc....... PP 6L6 Class “AB” | 3.75 2.20 and chokes (as listed above) for building the 
Rar RA MODULATION TRANSFORMERS © G7 ee Gain Anpiie your pnice, ... $L0-70 
4? 6 or 59 Class “B’’......} 5,000 or 10,000 
i Obms (100 MA).| $6.00} $3.53 COMPLETE PARTS KIT 
A11088 | T6425 B 2-210 Class **B’ ic... darts 5,000 or 10,000 At tt9. All resistors, volume and tone con-— 
Obms (200 Fins 9.00 5.29 trols, condensers, switches, tube shields, hardware, 
A11089 | T6759 1-53, 6A6 or 79 Class “B’’. shew? Ohms (100 ete., required for completing the Thordarson 18 
A) See stitial. 3.00 1.76 Watt Ll i aoeer nO ee ene neccta 
WW L TC aN Te et Vg tials Kit, Foundation Unit, es or Speaker. — 
TRANSCEIVER AUDIOs ~~ — SEND FOR DETAILED FREE PARTS LIST AND. 
A11090 | T5463 D 1-30 or 49 Class “‘A’’......| 1-19 or 2-49’s DESCRIPTION. $12 25 
Class “‘B”’. 2.50 Ae VOUR PRICES auto ee eee e ; 
Altos. | T6769 | D | 1-19 Class “BM... 2,7000hnms (60M AS] "2578 | ° 168 wOUR PRICES ee 
7 or lass “B”,..| 4, 8 or 2000 Ohms.| 3.7 : 
A11093 | T6806 D | Single Pentode.........:. 1) or 2000 Ohms. .| 2:50 7:49 THORDARSON SOUND MANUAL — 
A11094 | T7258 c Single Pentode........... High or Low Im- Full of nae data on pa Py build a nea : 
edance Phones.| 1.65 4 type amplifiers; covers preamplifiers, input an 
A11095 | T7259 c Single Plate and Single > ee output circuits, etc. i 
Button Microphone..... Single Grid.......| 1.65 97 ALIOO!. NET 9c 


were rs 


62 FOR COMPLETE: INDEX SEE PAGES 135-136 


FIG. 


A FIG. B FIG. Cc 


THORDARSON eek usonsns 


Dependable audio units assuring good reproduction at attractive low 
prices. Universally adaptable for service replacement work. 


AUDIO COUPLING TRANSFORMERS 


Cat. No. Type Fig. |jRatio Size . List NET 
A1l1121 R106 A 1-3 23% x154x2” $1.75 i 
Al 121 | Tiss | B | 13 | isna xa | “age [94:88 
A1l1123 T5736 D 1-3 2 x2 i x2ig" 2.00 1.18 
A11124 | 15737 B 1-3 214x24x3” 3.00 1.75 
Aiiige | nue] 2 | is | gauge | 35 | 4:88 

Et x xo . . 
A1l1127 | 17574 D 1-2 254x2 x2" 2.50 1.47 
PUSH-PULL INPUTS 

Cat. No. Type Fig. | Ratio Size List NET 
A11128| R101 A 1-3 1x2 x2%" | $2.25 |$1. 
ALL135| Tes | B | 13 | tks xaos | S200 (84°72 
Al 1 129° T5739 D 1-3 Zi XD XD96". 2.25 132 
A1113 T5740 B 1-3 2144%2 4x3” 3.25 1.90 
A1113 T5741 D 1-3 244x2 44x3” 3.50 2.05 
A1113 T5742*| B 1-3 234x2 4x3” Ht 1.90 
A1113 T5743*| D | 1-3 | 234x234x3” 3.50 | 2.05 
ALL Se aero SB a STS 20. 

*Specially designed primary for power detector, 
PUSH-PULL INTERSTAGE 

Cat. No. Type Fig. |.Ratio Size List NET 
A111 3S T6434 B 1-1.3 2 2 3” $3.50 e 
All 132 T5870* D 1-1.5 3 ibn ta, 3.75 $3-98 
A11138 T6791 B 1-1.5 214x2 4x3” 3.50 2.05 


*May be used in Class ‘‘A’’ Prime peeniiers where some grid 
current flows. Not designed for Class ‘‘B’’ us 


OUTPUT TRANSFORMERS 
FOR .1 TO 29 OHM VOICE COILS 


Cat. No. | Type | Fig. Primary Size List NET 
Al 1062 T5701; B |Universalforsingle 
or P.P. tubes 236x2x2” $2.00 |$1.18 
FOR 6 TO 12 OHM VOICE COILS 
All 11401 T3399| B |PP465, etc........ | 234x2x2” | $1.60 |$0.94 
FOR 4, 8, 15 OHM:VOICE COILS, and 500 OHM LINE 


A11064| 16748) D |PP45, Class “A,” 


A11063) T6754) D |PP2A3,Class“AB"| 344x2 
83 T6752; D /2-53's PP parallel rac 


A110 


Cat. No. 
A1l1144 


Cat. No. 


or 1-53 Class ‘*B” rds saa $3.50 |$2.05 
x 4.00| 2.35) 


Class ‘‘B,”’ or 2-46 
or 59 Class “B”. .| 34)x2%x3" | 4.00! 2.35 


PUSH-PULL OUTPUT CHOKES 


Type ' Fig. 4 Al rtenies| Size List NET 
R102 20 265 114 x2x2 3%" $2.00 |$1.18 


PLATE COUPLING CHOKES 


Type | Fig. | MA| Henries Size List NET 


5222210 


1145) 72927| B |" .5%/ 1080 | 27x14x2%7 | $1.50 |$0.83 
Meaeiaszss| Db.) be]. doce, | aresteeceeee | args [Oe 3 
1147) T3736] D | 5. 510 QUH%x2 x23" = as 1 y 

1148) T6746) B | 5. 510 | 274x1%x2%" | 2.00 1-38 


or use as plate inductance with S. G. tubes. Max. cap. 8 MA. 


* 
f 
2 
° 


PPPPPP?| 0 
ea cd sal ell eh ek |) 
al ck cl eh a ed ed 
a cd aed ee ee ad 
Qanuch— 
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FILTER CHOKES 


Type | Fig.| Henries| MA| Ohms Size List|; NET 
T1892, B 22 35) 405 |254x25 gx2)4"|S1. 78 $1. 03 
T4707|' B 12 75| 290 |25¢x2% 1.75 1.03 
T6807| B 15 85| 375 |8 ohio? 2:00 ree 

T5753| B 110| 200 |3 x2%x2” | 2.00 1:18 
T5754| D 9.5 }110| 200 |3 x2%4x2%”| 2.25) 1.32 
17008} D 12 130| 231 |3%4x274x3"” | 3.25 1-29 
T1700! c 12 130| 231 |334x27%x3” | 3.50] 2.0 


KNIGHT AC-DC CHOKES 


May be used in any 4 or 5 tube midget set. Semi- 
shielded type with black enameled channel frame. 
Horizontal mounting, 6” insulated leads. Size, 156” 
high, 21344” ,long, 144% deep. Mtg. centers, 2546’. 


Ohms NET 


SHIELDED MICROPHONE TRANSFORMERS 
AGOS5O. Single button coupling transformer. Turn 
ratio, 1 to 64; impedance ratio, 1 to 4000, For single 
button carbon mike to,tube input. Fully shielded. 

A6GO5!1. Two button type. To couple any double but- 
le dayne Sola 144s to so tid grid.. Turn ratio, 1 

; impedance ratio, 1 to 0. 
NET EACH . $1.15 


ALLIED RADIO CORPORATION, 833 W. 


KNIGHT 
TRANSFORMERS 
UNIVERSAL AUDIO 


A-compact audio transformer suitable for use 
in any AC‘or DC set or amplifier. Supplied 
with. Universal mounting bracket. Size, 2x 


214 6”x25%6”. Shpg. wt., 2 ig 
LES Sea 715¢ 
UNIVERSAL OUTPUT 


Couples practically any power tubes, either single or push- 
pull to any dynamic or magnetic speaker, With viata ak 
mounting bracket. Size, 2”x2146”x2%,_”. Shpg. wt., 2 lbs. Cc 
EOS Bie OURLPRICE coe ata toot or cade ut neice aae asic 
UNIVERSAL PUSH-PULL INPUT 


May be used to couple any single plate to any combination of single or. 
push-pull tubes. Universal mounting bracket. Size, 2” en wee 
2544”. Shpg. wt, 2 lbs. Al1646. YOUR PRICE.......... Z 
ea 


STANDARD AUDIOS 

Tdeally suited for replacement purposes. Open type 
construction as illustrated. 3%4x1%x1%". Mtg. 
centers, 2%4/’, Shpg. wts., 2 lbs. each. 
A11647. 3-1. Straight audio. 1 plate to 1 grid. 
Areas. 3-1. Push-pull input. 1 plate to 2 
gri 
A11649. 3-1. Push-pull interstage. "7 e 
2 plates to 2 grids. NET EACH............ 5 


UNIVERSAL OUTPUT TRANSFORMER 


A heavy-duty, unshielded output transformer for universal application. 
Will accurately match any single or push-pull output stage to any 
speaker yoice coil. Strap mounting. Size, 2%x2%x1’’. 95¢c 
ALIOO5. YOUR PRICE.......ccc cece eee e ee eene vs ed oes ene 


FILTER CHOKES 


avis type construction, with leads. Size 1%/x2’x2%", 

A11650. 25 henries at 25 MA. 850 ohms DC resistance, 79¢ 
VOURGP RICE 622 holies sna ven ce ite shale te ekisiiss osteo She mete 
Ali651. 25 henries at 60 MA. 325 ohms DC resistance, 65¢ 


VOUR) PRICE iio ci bs Be cece rece cetecs a clesepeccsesvevcowes aot 
A1l1652. 20 henries at 80 MA. 250 ohms DC resistance, 85c 
YOUR (PRICE Cis ie recs ccc tees ep niece ne coicees Ge ovine essence A 


A1t1i653. 20 henries at 150 MA. 200 ohms DC resistance. 
VOUR U PRICE i vspins co calewn tipkse. cb iiee +. op old obs ce ab'oae.e 2's 00,8 9d4c 


A11654.. 750 henries at 5 MA. 3500 ohms DC resistance. Plate 
coupling choke for screen grid detector tube. Has high impedance 94c 


at audio frequencies. YOUR PRICE............ccceeeeetererees 


cid LIL SS 1th: Le A it aA! 
MICROPHONE TRANSFORMER 
Suitable for single or double button microphone. Tapped primary. 
Open frame type. 13¢”x1%"x3. Mtg. cent., 2%”. 68e 
AUIGBS.. YOUR PRICE... ete ere peseeres 


pdb RSs 
SPECIAL AUDIO TRANSFORMERS 
Real buys. Well-built and substantial. Open frames. 
A11656. 3 to i audio. 116”x1%"x3". Mtg. Cent. 24%”. 62¢c 
VC ROELR ICE acc ci's se cals deve siseain cp oele 6 6/6 Opis Wd v8.0 epee cures brat 
A1l1657. Push-puli input. Open frame type. 6 e 
114x1%"x2%". Mtg. Centers 2%”. YOUR PRICE........... “ g 


Ppectisedtidok Bealls Sih at oat olan 
OUTPUT TRANSFORMERS 
To feed into 8 to 15 ohm voice coil. Open frame. 

A11658. Single 45, 43, 48, 59, 71A. aa Wee hi NET. §9c 
Alt!6é59. Single 47, 2A5, 49, 42, 33. Size, 136’ X27, 6 x1546”. ‘6 ec 
VOU RR RICE 6 oe ca cr cinte teres ei sic mevicce ee ota nieiusguninie Galena ele 5 
A11660. Push-pull 45, 43, 48, 59, 71A. Size, 2/7x15¢x2%”’. & 
MOUS PRIDE S © caked PE RE es SOs ie whee panies BOB 9c 
A1L1G61. Push-pull 47, 2A5, 49, 42, 33. Size, 1%" x20" & Cc 
PEP IMO OUR TERICE eine oe ect a ts ete nkmataeepeive ) 


OUTPUT 
TRANSFORMERS 


Well-designed and _ substan- 
tially built. For operation di- 
rectly from plates of power 
tubes into 6 to 10 ohm voice 
colls of dynamic speakers, For 
single and p.p. power tubes, 


SINGLE PUSH-PULL 
A11663. A2203. 43, 45, 48, Al1667. A2220. PP43, 45, 48, 
59, 7ZIA tubes. Size 2x15%x2% A 59, 7IA tubes. Size 2x19¢x2%”. 


coer eeces 


A11664, A2200. 43, 45, 48, A1L1668. A220!1. PP43, 45, 48, 


Mtg. centers 2”. 1 lb, Mtg. centers 2’. 1 Ib. 
List, $1.10. NET......-.. 65¢ List, $1.20. NET Vic 


ar 7IA See at? 2x156x354 4’’. oP AEN lag Size 2x156x35, 4’. 
tg. centers 16 g. © rs 21% 6/". 

Diet, $1.40. NETiccscerss SZC | List, siso. ner......... 8Sc 
A11665. A2227. 31, 41, 12 A11669. A223!. PP3I, 41, 10, 
ha Tey and mtg. as ake ie Mike TN tet hee mounting as 
Wt., above. Jt. 2 Ibs. 

List, $1.40.. NET......  82C Let, °S1.6025 NET vccs ccs 88c 


A11666. A2313. 33, 42, 47, | AI1670. A2312. PP33, 42, 47, 
49, 2A5 tubes. Size and mtg. as 49, 2A5 tubes. Size ry mount- 


above. Wt., 2 Ibs. ing as above. Wt. 21 
List, $1.40. NET 82Zc¢ List, $1.50. NET ' 88¢c 


cocevence 8 BES, PioUMe IWEE .ccoseveors 


JACKSON BLVD., CHICAGO, ILL. 


UNIVERSAL AUDIO 
REPLACEMENT 
TRANSFORMER 


A small, compact audio unit for use 
in any AC or DC set. Core of high grade 
silicon steel with accurate machine-wound 
coil. True Jefferson quality. . Furnished 
with two sets of brackets for horizontal or 
vertical mounting.. Low height makes it 
suitable for sub-base mounting. Ratio, 


2 to 1. : Popular _ for set-building and replacement purposes. Size, 
13g”x23¢”"x2%%”. With flexible leads. Shpg. wt., 2 Ibs. 
AGO25. Type 467-164. List, $1.25. 6 73c 


YGUR-PRICE*.. tos. Siesta 


ee ee eee eee ee ees 


NEW STAR SEALED 
TRANSFORMERS 


Outstanding values in high quality transformers 


for use in any set or amplifier, A.C. or D.C. Ma- 
chine-wound coils for accuracy and uniformity. 
Laminated core of high silicon steel. Assembled 


in black enameled sheet steel cases with nickéled 
binding posts. Windings completely. shielded and 
clearly marked. Size, 2%”x2%”x2%%” high. Mtg. 
centers 234”. Shpg. wt., 2 lbs. each. 


AGO30. 467-113. 3tof. A6032. 467-117. Push-pull 
AGOS3I. 467-116. 5tol. input. (Lugs side.) 3-I. 
List, $2.00. hia Lf Fiabe 6 eas i ty 
sqis 3-1. List, $2.10. $423 
ae fee NET EACH ..... eccce Sand 
MICROPHONE 
TRANSFORMERS 


Microphone to grid, Single-but- 
ton types have turn ratio of 1 to 
64; double-button type 1 to 45, 
Flat response, 30-7000 cycles. 
These are low-cost high quality 


units. 
A6036. 467 - 413. 6037. 467-414.] A6 
Single Button; strap ouble Button; strap] Si Ms 
mounting. 2x3%X mounting. 2x3%x] Shielde 
nee ppnpe- wt., 1144 Lass Bie. wt., 14%] 2% x2 
S. ist, Ibs. ist, $1.90 
$1.30. NET..7O© | giao. net..S2C| nev 


LINE TO VOICE COIL 
OUTPUT TRANSFORMER 


A high-quality heavy-duty transformer capable of handling up to 
12 watts continuously; ideal for P.A. installations. Several of these 
transformers may be connected in various series or parallel arrange- 
ments for coupling a number of speakers to a 500 ohm line. Primary 
impedance is 1000, ohms, with taps at 500 and 250 ohms, for match- 
ing almost any line. Secondary is 3, 6, 9 and 15 ohms, 
Size, 4x244x214”.. Wt., 3 Ibs. 

AG6G135. Type 467-438. List, $2.95. 
YOUR PRICE 


NEW JEFFERSON 
PLASTIC-SEALED 
TRANSFORMERS 


A completely new line of transformers, hermeti- 
cally sealed with a plastic coating. This coating 
has a high melting point, is moisture-proof, per- 
manently adheres to and seals all exposed surfaces 
and assures positive protection from adverse cli- 
matic conditions. The very last word in trans- 
former design construction. Absolutely de- 
pendable units, 


ABSOLUTELY MOISTURE-PROOF 


The delicate windings are completely protected against electrolysis or 
deterioration, assuring peak performance from the transformers at all 
times. Each unit is carefully made to meet the highest standards of 
transformer construction. The coils are precision-made, machine-wound, 
yacuum-dried and impregnated; cores of laminated silicon steel, annealed 


and 


after stamping. The ideal transformer where consistently dependable 
performance is desired. 
AUDIO TRANSFORMERS 

No. Type Ratio Size NET 
A6I155 467-501 1 to 2 274x156"x1 7%” 73c 
AGI56 467-503 1to3 344"X15"x244"” 88c 

P. P. INPUT TRANSFORMERS 

AGI57 467-502 1 to2 2%"x154"x136" 76c 
A6158 467-504 1to3 314”x176"x24” 94c 


OUTPUT TRANSFORMERS 


For single or P. P. 71A, 45, 33, 42, 47, etc. Have 7000 ohm primaries. 


No. Type Watts Secondary Size 
A6159 467-509 2 4 to 6 ohms 2%"x156"x1%" 7Zic 
AGIGO 467-510 3%  6toSohms 3%”"x1%"x2i%" 79c 
CHOKES 
AGIGI 466-590 20H. at 50M.A. 425 Ohms 3%’x1%"’x2%”" 88c¢ 
AG!IG2 466-540 250 H. at 10 M.A. 5000 Ohms 2%”x2"x24” 76c 


THORDARSON TRU-FIDELITY — 
TRANSFORMERS : Re 


The sensational new design of these transformers fj 
makes possible the realization of really true fidelity, - 
Completely shielded from external fields and electro- 
statically shielded between primary and secondary. . 
Single hole mounting does away with brackets, and 
permits over or under chassis mounting. 


3144"x4". Wt., 4% Ibs. 


mission line.) 


Line or Mike 

to Single Grid 

Type T-9000. 
line, microphone or mixer into the 
grid of any tube. Primary im- 
pedances, 500*-333-250-200*-125 
and 50 ohms. Secondary imped- 
ances, 75,000 and 18,750 ohms, 


Altt70. $8.53 


Line or Mike to P. P. Grids 

Type T-9011. For coupling a 
line or microphone to the grids of 
push-pull tubes. Primary imped- 
ances, 500*-200*-125 and 50 ohms, 
Secondary imp. 150,000 and 37,500 


Allivt. NET... $10.88 


Line or Mike to Line 

Type T-9010. Primary impedance 
500*-333-250-200*-125 and 50 
ohms. Secondary impedance, 500*- 
333-250-200*-125 and 50 ohms. 


neta $7.35 


Crystal Mike or Photo 
Cell to Line 
Type T-9006. Special high im- 
pedance primary; Secondary im- 
pedances, 500* - 333 - 250 - 200*-125 
and 50 ohms. 


ALLI73. NET..... 99eAL 


Audio Reactor 
Type T-9009. For parallel feed 
cireuits, etc. Has inductance of 
300 Henries at 8 M.A. D.C., or 75 
Henries at 16 M.A, D.C. 


MET oonetessnae ale. $5.88 


—— 
P. P. Plates to P. P. Grids 

Type T-9005. For applications 
which call for coupling push-pull 
triode type tubes into push-pull 
output tubes. Primary impedances, 
20,000 and 5,000 ohms. Secondary, 
45,000 and 11,250 ohms. 


AYN 8s: SSD 


(*Indicates capacitive and in- 
ductive balance to center tap, for use on balanced trans- 


For coupling. a. 


Be os 


“JORDARSON 


Size, 254”x 


es 


Single Plate to 
Single Grid 

Type T-9003. Intended for cou- 

pling a single triode type tube to 

another single tube in cascade. or- 

der. Primary impedances are 

10,000 and 2,500 ohms. Sec., 40,< 


000 and 10,000 ohms. 
A1lii76. NET.... $5.88 
Single Plateto P. P. Grids 


Type T-9004, As above, but with 
Sec. of 160,000 and 40,000 ohms, 


NET reese ese. $0076 


Line to Voice Coil 
Type T-9012. Line to vwoice coil 
of dynamic speakers, Prinvary im- 
pedances, 500*-333-250-200*-125 
and 50 ohms, Sec., 1.25-3.75-5-7.5- 


10 and 15 ohms. _ $8.53 


ALtist, NET 


P. P. Power Tubes to Line 

Type T-9007. Primary 5,000- 
8,000-1,250 and 750 ohms. Secon- 
dary 500*-333-250-200*-125 and 50 
ohms, 


AL1179. NET ... 99053 


P. P. Tubes to V. Coil 
Type T-9008. Similar to T-9007, 
but has secondary 1.25-3.75-5-7.5- 


10 and 15 ohms. $8.53 


A1l1i180. NET 


Single Tube to Line 
Type T-9002. For coupling single 
triodes 864, 6C6, 6J7, etc., to a 
line or mixer. Primary impedances, 
20,000 and 5,000 ohms. Secondary 
impedances, 500*-333-250-200*-125 


and 50 ohms, 
Alt174, NET... 99-53 
P. P. Tubes to Line 
Type T-9001. P.P. triodes to 
line. Primary impedances, 20,000 


and 5,000 ohms. Secondary im- 
pedances, 500*-333-250-200*-125 


ALII75. NET.....9805> 


JEFFERSON METAL 
TUBE 18 WATT HIGH 
GAIN AMPLIFIERKIT 


Powerful 18 watt amplifier us- 
ing metal tubes: 2—6C5, 3—6F6’s, 
1—6J37 and 1—5Z4. Push-pull 
6F6’s used in Class “AB” have a 
flat frequency response from 60 to 
10,000 cycles, with a variation 
of approximately +1 D.B. Simple 
to assemble and very easy to wire, 
Very flexible. Can also be used 
as speech amplifier in amateur 
transmitters. 


CHASSIS BASE 
AGG6G16. Type 469-108. Black 
erackle chassis base complete with 


gery Measures 11”x17"x345". 
NET wieesesecsesese PML S 


POWER TRANSFORMER 
AGI31. Type 463-501. Primary 
120 yolts, 50-60 cycle, 110 volt tap. 
Plate yoltage 400 volts D.C. at 100 
MA. Also has filament windings. 


Coded leads out of 
hase, NE Bao eweecee $2.94 
INPUT DRIVER 

AG132. Type 467-461. Couples 
6F6 to PP 6F6’s. Compound fill- 
ing makes transformer impervious 
to moisture. With 

eoded leads. NET... $1.76 
OUTPUT TRANSFORMER 


AG6G133. Type 467-460. Tapped 
at 3, 6, 9 and 15 ohms with sepa- 
rate winding for 500 ohm line. 
nde shielded. Leads out of 
ase. 

I ONET acetes- soos ctos $2.35 


AUDIO TRANSFORMER 


4. Type 467-454. 
AG te tee winding 4 to L 


ratio, 
leads. 


FILTER CHOKES 
AG137. Type 466-300. No. 1. 
Low resistance filter choke. Cap. 
150 M.A. Inductance 8 H. Shielded 
and compound filled. 

List, $2.50. 


NET * con sce .... $1.47 


AG138. Type 466-430. No. 2. 
Cap. 150 M.A. ‘Inductance 10 
Henries. Resistance 200 ohms. 


Shielded and compound 
filled, NET $1.3 


A6617. Complete 18 Watt 6F6 
Metal Tube High Gain Amplifier 
Kit. Includes all transformers and 
chassis base listed above and all 
necessary resistors, 
condensers, instruc- 


tions, etc., (mo tubes 
or speakers). SBq4s 
YOUR PRICE.. F — 


MAKE ALLIED YOUR -RADIO SUPPLY HEADQUARTERS 


“Hum-_ 


NNET nese. PROG 


Output Indicator. 
xclusive in Knight Am- 
ifiers. Has calibrated 
atput level meter which 
srmits accurate main- 
mance of an = eeeired 
olume level. 

ith chart for olor 
ig calibration to corre- 
»onding level in watts. 


Universal input. All 
night High-Gain Am- 
lifiers have universal in- 
ut permitting the use of 
ay t high-impedance 
icrophone. All Knight 
ound Systems offer a 
aoice of either Crystal 
can el static-veloc- 

elotron, Velocity or 
bind Cell Microphones. 


Metal Tubes. The lat- 

it ae Sd tubes are 
sed any of the 
night Amalitiors. 
ube complements are 
trefully chosen to pro- 
de maximum power 
atput with highest fidel- 
y of reproduction. 


Modern Design. The 
ew Knight Sound Am- 
lifiers are distinguished 
»r their attractive 
iodern design. They are 
nished in brown-crinkle 
ith harmonizing chro- 
ium and brown control 
anels, output. indicator 
rip, etc. America’s most 
ttractive P. A. line. 


Other Value _ Fea- 
ures. Built-In Mixer; 
‘niversal Output; Polar- 
ed Plugs and Recep- 
icles; Phonograph In- 
ut; Tone Control; Full 
ated Output; Economi- 
al Operation: Universal 
daptability, etc. 


HEY SAY ABOUT Kusyhd 


*UBLIC ADDRESS EQUIPMENT 


Knight Sound Equip- 


rent is Dependable’’ 
* made my first ag 
tase from ALLIED 


? att KNIGHT Sound 
ystem ... after a year's hard 
reice—after seeing most of 
¢ others working in compe- 
tion—I wouldn't trade my 
‘NIGHT equipment for any 
have seen. Mine is de- 
endable and always makes 
wod while some of the others 

. create a lot of ‘griefs’."”” 
ee I. Morriscn, Elmire, 


“Pleases Everyone 
Who Hears It’’ 

“Received the (KNIGHT) 
)-watt Sound System ... 
euk you for your co-opera- 

ne who has 
poi it ‘says that it is the 
lainest P. A. system they 
we ever listened to.” —W. 
. Ryan, E. Detroit. Mich, 


“Crowd in Stadium 
Hears Every Word”’ 


. because the new San- 
dusky High School stadium 
was not entirely completed, I 
was asked to instali tempo- 
rarily the KNIGHT 50-watt 
amplifier system which you 
recommended, for the dedi- 
catory exercises . this 
makeshift set-up gave ideal 
results in spite of being 
called upon for more coverage 
than was planned for the 
permanent installation ...a 
crowd of about 10,000 people 
heard every word of the cere- 
montes clearly and distinctly. 
The opinion was voiced by 


“many fans that it was the 


best P. A. system they had 
ever heard.’’— 
L. Winkler, Sandusky, Ohio 


OUND 


EQUIPMENT 


estgned FOR MAXIMUM EFFICIENCY 
Cucf- 10 EXACTING STANDARDS 
Diced 10 BRING YOU PROFITS 


Every Knight Sound System represents maximum value for 
your dollar—in constant dependability, higher quality and finer 


performance and tone. 


On the following pages you will find new 


Knight Sound Equipment to cover practically every Sound need; 
our answer to the constantly-growing demand for the high quality 


Knight line of Public Addréss Equipment. 


New features, per- 


fected in the World’s greatest Sound Laboratories, give you extra 


value. 


bring you greater savings. 


New low prices, the result of large volume production, 


Honest, conservative ratings, and care- 


ful assembling and testing before shipment afford fullest pro- 
tection; our Helpful Consulting Service saves you time, trouble 
and money by recommending dependable and proper equipment 


for every requirement. 
consistent satisfaction. 


Our liberal guarantee is your assurance of 
For these reasons it will pay you to do 


your Sound buying at ALLIED—Sound Headquarters. 


NOW YOU CAN BUY 


ght 


ie 


more. 


“School System Operates 
Perfectly’’ 


“We have a good P. A. 
system at an almost unbe- 
lievably low cost . . . Our 
(KNIGHT) system has op- 
erated perfectly since the first 
lime we used it, and has given 
no trouble at all... we 
have had a lot of very fine 
comment on the clear, high 
fidelity, and the noiseless 
Henig which is practically 
free of hum. We never 
have to tune our set. The 
controls are set, and it repro- 
duces tn a clear, natural 
tone, day in and day out. It 
would be too long «a story to 


Don’t lose big profits 
in P. A. for lack of cash! 
You can get any of the 
profit-building Knight 
equipment you 
need—NOW— and make 
it earn for you while it 
pays for itseif. You can 
buy Knight Public Ad- 
dress Equipment easily 
and conveniently on our 
attractive new Monthly 
Payment Terms, if your order comes to $75 or more. You can 
buy the smaller systems, too, on Easy Terms, by including 
additional equipment which will build your order up to $75 or 
You can have your choice of six months or nine months 
to pay. You pay approximately 20% down, and the balance 
in convenient monthly payments. 
liberal time payment terms and attractive low carrying charges. 
Select the Knight Public Address Equipment you want now, 
¢ and write to us for full details of our liberal and convenient 
Time Payment Plan. 


P.A. EQUIPMENT ON 


TABLE OF TERMS 


6 MONTHS 9 MONTHS 
Amt.of| Amt. Amt. of 


Con- Per Con- 
|Month tract )Mons tract 


$ 60| $10.70 $64.20) $ 7.31|$65.79 

70| 12.42 74.52, 8.46) 76.14 

80 14.15) 84.90 9.61) 86.49 
15.87, 95.22) 10.77 96.93 
17.59 105.54) 11.92 107.28 
21.03126.18| 14.23| 128.07 
24.47 146.82) 16.53|148.77 
160 27.91/167.46 18.84) 169.56 
180 31.36188.16 21.14/190.26 
200) 34.80/208.90 23.45| 211.05 


Write us for Terms on Orders of over $200. 


Un- | 
paid | 
Bal- | 
ance, 


90 
100 
120 


140 


See table above for our 


explain in detail the num- “Knight P. A. 


a a in which our Can’t Be Beat’’ 
Sree F, System has proven “My father. .. purchased 


a (KNIGHT) P. A. System 
from you some time ago, and 
sold it to the merchants of 
our town. It sure can't be 
beat.”"—G. W. Cornish, c/o 
George’s Service, South Ha- 
ven, Kansas. 


W. F. Currington, City Pub- 
lic Schools, Jackson, Ohio. 


“Creates Sales 
On Sight Alone’’ 


“Received 35-watt 
(KNIGHT) amplifier... 
and the man who ordered it 
through me is very much 
pleased with tt. I had it out 
on two demonstrations . . . 
both places intend to buy 


“Proud of Knight 
P. A. System’’ 


“The (KNIGHT) equip- 
ment works beautifully and 
= are very proud of #.’— 


they are also pleased with V. A. Vaughn, 
the set." 7 Kinder Tribune, 65 
Huntingdon, Pa. Kinder, La, 


Permanent 

For schools, churches, 
theaters, auditoriums, etc. 
—wherever the demand re- 
quires high fidelity of tone, 
dependability in operation 
and ease of installation— 
there is a quality Knight 
P. A. System to meet the 
requirements of the most 
discriminating purchaser of 
high quality equipment. 


of 
THERE 1S n kught P. A. SYSTEM FOR 


Se. 


Be 
.. 


— I 
Be 
PN RAS aN 


Portable 

Featuring exceptional pow- 
er, wide-range fidelity _and. 
compact* completeness, the 
new Knight Portable Sys- 
tems are designed especially 
for use by orchestras, lectur- 
ers, funeral parlors, skating 
rinks, sideshows, carnivals, 
and for demonstration pur- 
poses. These portable systems 
offer versatility at low cost. 


SLY? 


Mobile 

The new Knight Mobile 
Sound Systems are ideal for 
use in sound trucks and cars. 
Compact and portable, they 
operate both from a single 
storage battery or 110 Volts 
A. C., powerfully and depend- 
ably. Invaluable for street 
demonstrations, ballyhoo and 
outdoor advertising. Built for 
dependable, powerful service. 


BEHIND EVERY X2cz Az P.A. UN 
ENGINEERIN 
“Lnecson BUILDING! 


Careful TESTING! 


Call Systems 

These efficient units are 
becoming more popular every 
day through their hundreds of 
practical, invaluable uses; 
they are suitable for paging, 
for announcement purposes, 
and for direct communication 
in factories, stores, offices, 
camps and institutions. 
Knight Intercom Systems 
are exceptionally low-priced. 


—— 


Centralized Systen 
To meet the need_ 


Knight Centralize 
Sound Systems whi 
are distinguished for con 
pleteness, flexibility ai 
outstanding quality 42 
low cost. Ss 


Sound experts supervise the assembling, testing 
shipping of every Sound System. Our Sound Engin 
have collaborated with industrial organizations, architects 
and educators in designing specialized sound equipment 
for schools, industry, hospitals, prisons, etc. Final, ex 
haustive tests for maximum safety and operating per 
formance are given each Knight Sound System in 
modern laboratories before shipment. Only | 
Specialists can assure you of such care and skill in meeting 
your Sound requirements. That is why Public Addre 
purchasers everywhere depend on ALLIED for th 

- finest in Sound Equipment. 


FREE CONSULTING SERVICE 


We invite you to submit your Public Address problem 
to our Sound Engineers for authoritative aid and propel 
recommendations, without any obligation on your 
Our vast experience in selecting Sound Equipment 
individual requirements is reflected in the many hig 
successful instailations made by thousands of our cus 
tomers in all parts of the world. Whether you make you 
inquiry by mail or whether you visit our Sound Studie 
pecereny, the experience and knowledge of our Soune 

ngineers are always at your disposal. It will pay yor 
to take advantage of our Consulting Service when modern 
izing old systems or planning new installations. ; = 


HOW TO ORDER P. A. EQUIPMENT 


We can supply Sound Equipment for every conceivabl 
need and purpose. The standard Knight Systems li 
on the following pages will cover most requirements. 
however, you are unable to decide upon the exact 


of cquipment you will need, our Engineers will be 
to advise you. -We ask only that you supply us with the foll 
information: (1) Tell us the purpose for which you requig th 
equipment; for example, whether for church, school, yhoo. 
orchestra use, etc.; 3 State whether you desire permanent o1 
portable equipment; (3) Advise what current you have available} 
(4) If ible, supply us with a rough sketch indicating all impor. 
tant mene of area to be covered, (institutions may su 

blueprints which will be safely returned); (5) Indicate any special 
preferences you may have in regard to microphones, speakers, etc 
State your requirements as clearly and completely as possible s¢ 
that we can help you select the proper equipment promptly. ot 


SEE PREVIOUS PAGE FOR TIME PAYMENT PLAN 3 


Sound. Spiciakests 


ALLIED’s recognized position as Sound Head- 
quarters is based on a wide range of actual practical 
experience in the Public Address field. Every day our 
trained expert staff of Sound Specialists solves the 
Sound problems of scores of customers—recommend- 
ing the proper installations for individual requirements. 


All Knight Sound Systems are man- 
ufactured under license arrangements 
with Electrical Research Products, Inc., 
subsidiary of Western Electric Co., Inc., 
Radio Corporation of America. 


Every Knight Amplifier is honestly 
and conservatively rated at its normal 
continuous output. Every Knight Am- 
plifier is designed so that its tubes oper- 
ate at proper working voltages. Every 
component used in Knight Sound Sys- 
tems is perfectly matched, and of the 
finest quality available for P. A. service, 
to assure maximum power, finest fidelity 
and steadiest performance, 


Every Knight Sound System conforms, 
further, to the standards of the Radio 
Manufacturers’ Association and _ will 
perform in the manner intended for 
such apparatus. Any merchandise that 
does not so operate, if returned at once, 
will be promptly adjusted by exchange, 
repair or refund. 


—ALLIED RADIO CORPORATION 


IDEAL FOR: 


® SMALL HALLS 
© CHURCHES 
* STORE DEMONSTRA- 
TIONS 
-® CLUBS AND LODGES 
® AUCTION ROOMS 
© TAVERNS 
© GARAGES 
* SIDE-SHOW BALLYHOO 
© CALL SYSTEMS 
© WEIGHMASTERS 
® BUS TERMINALS 
® BROKERAGE OFFICES 
® ELOCUTION SCHOOLS 
* PARKING LOTS 
’ @ WINDOW DISPLAYS, ETC. 


The amazing new 6L6 
Electron Beam Metal 
Power Output Tube is 
used in the efficient Stan- 
dard ‘‘Little Giant’’ 
Knight 8 Watt Sound 
System. Assures full 8 
watts output with mini- 
mum distortion. 


STANDARD 
“Little Giant” 


ATT 


FULL 8 WATTS OUTPUT 


A newly designed low-cost sound system ideally suited for small installations 
where limited coverage is desired. Comes complete, ready to set up quickly and 
easily. Has many distinct advantages in compactness and completeness; no 
external batteries or mixers are required; microphone transformer and current 
supply are built-in. Output is full eight watts with remarkably true tonal fidelity. 
The complete Knight 8 Watt System has essentially uniform frequency re- 
sponse from 80 to 5000 cycles. A variable Tone Control is provided to accentuate 
bass or treble as desired and to compensate for varying acoustical conditions. 
Each system is carefully tested in our laboratory before shipment. Complete 
easy-to-fol'ow instructions make installation and operation extremely simple. 


METAL TUBES BUILT-IN MIXER 


The newest type metal tubes are The Knight 8 Watt Sound Sys- 
used to the fullest advantage in the tem is supplied with a high-grade 
Knight 8 Watt System. A 6J7 volt- double-button carbon microphone. 


age amplifier tube and a 616 Beam 
Power Output tube provide a gain of 
69 db., with full 8 watts power output. 
A 5Z4 metal tube is used as rectifier. 
The use of the new 6L6 Beam Power 
Amplifier tube keeps distortion at a 
minimum assuring ample output with 
fine fidelity. Hum level is exception- 
ally low. Draws only 56 watts from 
110 Volt A.C. line. Field current for 
the dynamic speaker is supplied by the 
amplifier. 


aie 


Individual volume controls are 
provided for mixing or blending 


twin tip-jack is provided for plugging-in 
high impedance phono pickup. Separate 
volume controls for both miciophone 
and phonograph permit effective blend- 
ing and fading action. MICROPHONE 
CURRENT IS AUTOMATICALLY 
SUPPLIED BY THE AMPLIFIER. 
No external batteries or mixers are 
required. Microphone and_ speaker 
receptacles are polarized and clearly 
marked for rapid convenient connec- 
tion. Has tip jack for extra speaker 
or headphones, 


microphone and phonograph. 


~— a wus a 

Has plug-in input for use with 
phonograph pickup. See page 81 for 
suitable portable phono. 


COMPLETELY ASSEMBLED SYSTEM 


The Knight 8 Watt Sound System comes complete with the following: 
“Little Giant’? 8 Watt Amplifier, a high-grade full 8% inch dynamic speaker 
with 25 foot 4 conductor cable and polarized plug attached, a good quality double- 
button carbon microphone with 25 foot 3 conductor cable and polarized plug, 
attractive 9 inch microphone desk stand, a kit of Raytheon metal tubes, and com- 
plete operating instructions. This high quality low-cost 8 Watt System has 
hundreds of useful applications wherever 110 Volt, 60 cycle A.C. is available, 
Shpg. wt., 36 lbs. (For portable case, see Page 82.) 


A12009, Complete Knight 8 Watt System. $9395 
List Price, $49.95. 
YOUR PRICE.......... Sh A Se RETR, pe Ie pat 


The pen a 8 Watt Amplifier is offered separately as an ideal replace- 
ment for old amplifiers or for use as the heart of practically any low-powered 
sound system. Has built-in microphone transformer and current supply; 
equipped with microphone and phonograph mixer. Has Tone Control. 
Develops full eight watts using 1—6J7 and 1—6L6 metal tubes and 5Z4 
metal rectifier. Has an excellent gain of 69 db., with essentially flat fre- 
quency response from 80 to 10,000 cycles. Supplies field current for 1— 


or double-button carbon merophane and high impedance 


1000 ohm dynamic speaker; output is from plate of 6L6. Input is for single 
magnetic pickup. For 110 Volts, 60 cycles, A.C. Shpg. 
wt., 16 lbs. 
$36e9%: 8 Watt Amplifier Only. List, $25.00. 
A ES RAS a eer 
A12070, Kit of Raytheon Metal Tubes. NET............$3.13 


SOUND SYSTEM 


A12009. COMPLETE 
KNIGHT 8 WATT STAND- 
ARD SOUNDSYSTEM.... 


23° 


FEATURES: 
® Built-In Mixer 
* Metal Tubes 
® Mike and Phono Input 
* Built-In Mike Current 
® Full Tone Control 
*® 6L6 Beam Power 
® Full Dynamic Speaker 
® Polarized Connections 
* Compact—Complete 


The Knight 8 Watt 
Sound System is manufac- 
tured under license ar- 
rangements with Electrical 
Research Products, Inc., 
subsidiary of Western Elec- 
tric Co., Inc., Radio Cor- 
poration of America. 


The Knight 8 Watt Am- 
plifier is compactly and pleas- 
ingly designed. Measures only 
12”x6"x7%"”. In modern 
brown wrinkle-finish metal 
case, Has attractive new con- 
trol panel finished in striking 
chrome and brown enamel. 
Equipped with harmoniously 
designed con- 
trol knobs of 
brown bake- 
lite. Hasa 
really profes- 
sional appear- 
ance. 
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The efficient new 6L6 Elec- 
tron-Beam Metal Power Out- 
put Tute is used to its fullest 
advantage in the High-Gain 
Knight 3 Watt Systems. 


IDEAL FOR: 


* SMALL ORCHESTRAS 

STORE DEMONSTRA- 
TIONS 

WINDOW DISPLAYS 

SMALL HALLS 

CHURCHES 

AUCTION ROOMS 

SIDE-SHOWS 

GARAGES 

BUS TERMINALS 

PARKING LOTS 

BROKERAGE OFFICES 

DRAMA SCHOOLS 

WEIGHMASTERS 

TAVERNS 

CALL SYSTEMS 

HEARING AIDS, ETC. 


The Knight 8 Watt High- 
Gain Sound System is 
manufactured under li- 
cense arrangements with 
Electrical Research Pro- 
ducts, Inc., subsidiary of 
Western Electric Co., Inc., 
Radio Corporation of 
America. 
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THE KNIGHT 8 WATT 
HIGH-GAIN CRYSTAL 
SOUND SYSTEM ........ 
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FEATURES: 


Universal Input For 
Crystal 
Velotron 
Velocity Microphones 
* Built-in Microphone 
Pre-Amplifier 
Electronic Mixer 
Metal Tubes 
Mike and Phono Input 
Tone Control 
6L6 Beam Power Tube 
Polarized Connections 
Full Dynamic Speaker 
Compact—Complete 
Each Knight 8 Watt 
Sound System is complete- 
ly tested before shipment so 
that it measures fully up to 
the high standards of tonal 
and power performance of 
which it is capable. Every 
component has been carefully 
matched to assure 
outstanding results 


68 and long life. 


Has universal input for any high- 
impedance microphone. Available with 
the latest Crystal, Velotron, or Velo- 
city microphones. Your choice of 
microphone equipment is offered below. 


Individual volume controls are pro- 
vided for electronically mixing micro- 
phone and phonograph. Tone Control 
is also included. All controls are easily 
accessible on front panel. 


8 WATT CRYSTAL MICROPHONE SOUND SYSTEM 


For the first time at so low a price—a new high quality modern full 8 watt High-Gain Sound System with 
latest dual-diaphragm Crystal Microphone, using all of the advantages of the latest metal tubes for superb — 


reproduction. 


Ideal for smaller installations where limited sound coverage or effective reinforcement is de- 


sired. The new high-gain amplifier permits the direct use of the latest type of Crystal Microphone for un- 


usually fine fidelity. 


A high-grade full 84% inch electro-dynamic speaker capably handles full output. 


The 


new Knight 8 Watt High-Gain Sound System is distinguished for its modern design and appearance. It 


is versatile in operation, giving continuous, dependable performance. h sy: E t i 
Polarized connections and complete operating instructions permit quick and 


laboratory before shipment. 
proper installation and operation. 


WITH NEW CRYSTAL MIKE 


The Knight 8 Watt High-Gain Sound Sys- 
tem uses the new Astatic Dual-diaphragm non- 
directional Crystal Microphone. The built-in pre- 
amplifier stage makes its direct use possible without 
additional external amplification. The Astatic Crys- 
tal Microphone features exceptionally fine frequency 
response; will pick up sound from any angle; re- 
duces “‘feed-back”’ to a minimum. All voice and 
musical frequencies are faithfully handled. The 
compact, watch-case size of the microphone makes 
it convenient to use. The Knight 8 Watt High- 
Gain Sound System has been skillfully engineered 
to utilize to the fullest the decided advantages of 
crystal microphone performance. 


LATEST METAL TUBES 


The Knight 8 Watt high-gain amplifier used in 
the system employs a powerful three stage circuit 
utilizing the newest metal tubes to the fullest advan- 
tage as follows: 1—6J7 as crystal mike preamplifier; 
1—6N7 as electronic mixer and driver; 1—6L6 Elec- 
tron Beam Power tube as power output; 1—5Z4 as 
rectifier. This modern tube line-up assures absolute 
rated output and minimum distortion. The Knight 8 
Watt High-Gain Sound System comes to you complete 
with all cables and plugs attached. It can te set up 
instantly and is unusually simple to operate. For per- 
formance, for reliability and for value, the Knight 8 
Watt High-Gain System is without ‘competition. 


Each system is carefully tested in our 


NEW HIGH-GAIN CIRCUIT— 


The new high-gain circuit used in the Knight 8 


Watt ‘‘Little Giant’’ Amplifier employs the latest 
metal tubes. Input is arranged for a high-impedance 
magnetic phonograph pickup as well as for the crystal 
microphone supplied. Separate volume controls are 
provided for microphone and phonograph permitting 
blending and mixing action. Tone Control is also in- 
cluded to accentuate bass or treble as desired. The 
amplifier develops an essentially flat frequency response 
from 80 to 10,000 cycles. Gain is 110 db. for crystal 
microphone and 58 db. for phonograph. Field current 
for the dynamic speaker is supplied — the amplifier 

an extra speaker jack permits the use of an additional 
speaker if desired. The versatile design of the Knight 
8 Watt System makes it suitable for many sound ap- 
plications. 


SYSTEM COMPLETE 


The Knight 8 Watt High-Gain Sound System 
includes the Little Giant Amplifier described on a 
page, a high grade full 84 inch dynamic speaker with 
25 foot 4 conductor cable and plug attached, an Astatic 
Dual-diaphragm Crystal microphone with 25 foot cable 
and plug, attractive microphone banquet stand, a 
of Raytheon metal tubes, and complete operating 
structions. Draws only 64 ores from 110 Volt, 60 ordi 


A.C. line. Shpg. wt., 391 
$39.95 


Cc 
(For Portable Phonograph, see Page 81.) 


ou 


Polarized receptacles for mi- 
crophone and speaker assure 
proper, instant hookup. Im- 
possible to make incorrect con- 
nections, Saves time; prevents 
trouble. 


“A full 84% inch electro-dynamic 
speaker of superior quality is coupled 
with the 8 Watt System for rich, wide 
fidelity tone with negligible distortion. 


VELOTRON SYSTEM 


This new Knight 8 Watt High- 
Gain Sound System is essentially 
the same as that described on the pre- 
vious page, but it is furnished with the 
fine new Velotron microphone. Has 
somewhat more sensitivity and better 
frequency range than the Crystal sys- 
tem. This complete 8 Watt System 
includes: 1—Knight “‘Little Giant"’ & 
Watt High-Gain amplifier; 1—Velo- 
tron static-velocity microphone with 
25 foot cable and polarized plug; 1— 
de luxe adjustable banquet stand; 1— 
= . Baek 8% — oynamic Spraeet 

: z with foot cable and polarized plug; 

The new Velotron static-ve- kit of Raytheon metal tubes apd com- 

locity microphone—noted for plete operating instructions. For 110 
extreme sensitivity, wide fre- Volts, 60 cycles, A.C. 

quency response, imperviousness Shpg. wt., 39 Ibs. 
to atmospheric conditions, etc. A1201 3. Pst price, $3 62 
(See page 86.) $73.50. YOUR PRICE. meere 
VELOCITY SYSTEM 
The Knight 8 Watt High-Gain 
Sound System is also available with 


a high-grade Velocity microphone. 
Ideal for use by musicians, orchestras, 
singers, dramatic artists, churchés, or- 
ators, etc. Complete system: 1— 
Knight “Little Giant” 8 Watt High- 
Gain Amplifier; i—Magnetic-Velocity 
microphone with 20 foot cable and 
Polarized plug; 1—de luxe adjustable 
banquet stand; i—Knight 8% inch 
dynamic speaker with 25 foot cable 
and polarized plug; kit of Raytheon 
metal tubes and complete operating 
instructions. For 110 Volts, 60 cycles, 
A.C. Shpg. wt., 39 Ibs. $ 45 
A12014, List Price, 
$89.50 YOUR PRICE... — 
(See page 82 for portable carry- 
ing case.) 


— es 


both voice and music. 


8 WATI 4474-Gccsxe PORTABLE SOUND SYSTEM 


The Knight 8 Watt High-Gain Sound System with Crystal 
Microphone is also offered in a modern low-cost portable system. 


Designed for coverage of small audiences. Ideal for musical organi- 
zations, lecturers, demonstrators, side-shows, etc. Uses the new 
Astatic Dual-Diaphragm Crystal Microphone for quiet performance 
and clear reproduction of both voice and music. Input is provided 
for the crystal microphone supplied and for a high impedance phono- 
graph. Individual volume controls are provided for microphone and 
phonograph, for mixing and blending voice and music. Tone control 
permits compensation for varying acoustical conditions. The use of 
the latest powerful metal tubes in the high-gain circuit of the amplifier 
assures full 8 watts output practically free from distortion. The new 
6L6 Electron Beam-Power Tube plays an important part in develop- 
ing this flawless power. A large 84% inch Knight Dynamic speaker 
handles full volume without blasting. All components are housed in 
a single compact carrying case, 844”x123{"x1634”._ Weight complete 
is only 42 Ibs. The new Knight 8 Watt High-Gain Sound System 
is one of the most versatile portable systems ever designed. For 
value, completeness, ready portability, ease of operation and highest 
tonal fidelity, it is absolutely unrivalled even by 8 watt systems at 
much higher prices. 


COMPLETE 8 WATT HIGH-GAIN SYSTEM 

The complete Knight 8 Watt High-Gain Portable System in- 
cludes: 1—Knight 8 Watt high-gain amplifier; 1—Astatic Dual- 
diaphragm crystal microphone mounted on an attractive banquet 
stand with 25 foot cable and polarized plug; 1—814 inch Knight dy- 
namic speaker with 25 foot cable and polarized plug. Entirely self- 
contained in a single sturdy carrying case. Complete with tubes and 
instructions. For operation on 110 volts, 60 cycles, A.C. A wonder- 
ful value in a complete, compact full 8 watt portable 
system. 
A12015. List, $91.50. 
YOUR PRICE COMPLETE...................... 


(The above system can also be had with a Knight floor 
stand instead of banquet stand at no extra cost. For suitable 
corrabte Phonograph, see our attractive selection on page 81. 

ake Peed total order come to,$75 or more and you can buy 
your Knight Sound Equipment on Easy Terms. See page 65 
for details.) 
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The Knight 8 Watt High-Gain Amplifier 
is available separately either as an ideal re- 
placement for old type amplifiers or for use as 
the heart of practically any low-powered sound 
system. Compactly designed; measures 6’x 
734"x12". Weighs only 8% Ibs. Has built-in 
mike and phono mixer. Develops full eight 
watts using 1—6J7, 1—6N7 and 1—6L6 tubes 
with 5Z4 rectifier. Has an excellent gain of 
110 db. for microphone, and 58 db. for phono 
with essentially flat frequency response from 
80 to 10,000 cycles. Supplies field current for 
one 1000 ohm dynamic speaker; output is from 
plate of 6L6. Has universal input for crystal, 
Velotron or high-impedance velocity micro- 
Phgnes and high impedance magnetic pickup. 
For 110 volts, 60 cycles, A.C. Draws only 64 
watts. Shpg. wt., 18 Ibs. 

A12011. 8 Watt High-Gain Amplifier 


only. List, $30.00. $ 14 95 


MOU REECE iS ete as 


A12071. Kit of Raytheon Metal 
Tubes..... .. $4.03 


A 


The new Knight 8 
Watt Amplifier is up- 
to - the - minute in ap- 
pearance as well as de- 
sign. Built into a beau- 
tiful new brown wrinkle 
finished metal case.Has 
striking chrome and 
brown control panel 
with attractive brown 
bakelite pointer knobs 
to match. 


‘icke 1B WATT shen SOUND 
WEVER BEFORE 50 MUCH PA. VALUE, 
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SUITABLE FOR: 
ORCHESTRAS 
DANCE HALLS 
NIGHT CLUBS 
TAVERNS 
BUS TERMINALS 
AUDITION STUDIOS 
POLITICAL RALLIES 
SCHOOLS 
CHURCHES 
HALLS AND AUDITO- 

RIUMS 
AUCTION ROOMS 
SIDE SHOWS 
CARNIVALS 
EXHIBIT HALLS 
CLUBS AND LODGES 
NEWSPAPERS 
MORTICIANS 
CALL SYSTEMS 


The Knight 18 Watt 
High-Gain Sound Sys- 
tems are manufactured 
under license arrange- 
ments with Electrical 
Research Products, Inc., 
subsidiary of Western 
Electric Co., Inc., Radio 
Corporation of America. 
Each system is set up 

and tested before 
shipment. 
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Has universal input for any high-im- Individual volume controls are provided 
pedance microphone. Available with the for electronically mixing mike and phono. 
latest Crystal, Velotron, Velocity, or Sound Tone Control is also included. All controls 
Cell microphones. Offers wide choice. are easily accessible on front base. 


18 WATT CRYSTAL MIKE SYSTEM 


An exceptional value in a new low-cost complete Knight 18 Watt Sound System 
using the latest dual-diaphragm type crystal microphone. This new type of crystal 
microphone has an exceptionally fine frequency response; greatly reduces feed-back 
and will pick up sound from any angle. In addition, it has the advantage of being ex- 
tremely compact and inconspicuous—actually the size of an ordinary watch. (An 
additional high-impedance microphone may be added, if desired, for special effects.) 
The high-gain amplifier of this 18 Watt System develops full 18 watts output using the 
crystal microphone. Four high-gain stages are employed using the latest type tubes: 
1—6C6, 2—6A6, 2—6B5, 1—5 The two 6B5 tubes used as push-pull power ampli- 
fiers assure greater gain (115 db.) with less distortion than any other equivalent tubes. 
Frequency response is essentially flat from 80 to 10,000 C.P.S. Hum level is minus 25 
db. These splendid characteristics assure high output coupled with excellent fidelity. 


BUILT-IN ELECTRONIC MIXER CIRCUIT 


Input is provided in the Knight 18 Watt System for a high-impedance phonograph 
pickup. Individual volume controls for microphone and phonograph permit blending 
and fading as desired. ‘‘Mixing’’ action is electronically controlled. Tone Control is 
provided to give bass or treble emphasis and to compensate for varying acoustical con- 
ditions. All controls are readily accessible on the modern chrome and brown operating 
panel. The giant Knight full 12 inch Auditorium electro-dynamic speakers are sup- 
plied with the Knight 18 Watt Sound af Aodnt They adequately handle the full 
output of the amplifier, giving wide-range faithful reproduction. The amplifier sup- 
plies all field current for operation of these speakers. (See next page for further details.) 


COMPLETE 18 WATT CRYSTAL MIKE SYSTEM 


The complete Knight 18 Watt Crystal Mike Sound System includes: 1—Knight 
18 Watt High-Gain Amplifier; 1—Astatic dual diaphragm Crystal microphone; 25 feet 
of special crystal microphone cable and polarized plug; 1—standard Knight micro- 
phone floor stand with sure-grip clutch (adjustable from 46 to 70 inches); 2—12 inch 
Knight dynamic speakers with 30 foot cables and polarized plugs; complete Raytheon 
tube kit, and full instructions. For operation on 110 Volts, 60 cycles A.C. Shpg. wt., 
55 Ibs: 

A12019. List, $127.50. $ 
GASH PRICE.)...s. .i0. so houeeiedieaek onk eeee 63.75 

(Note: See page 81 for Portable Phonograph. See page 82 for Portable Case and 

Baffles. Make your order come to $75 or more and buy on our Easy Terms Plan.) 


e 
Two giant 12 inch electro” 
dynamic speakers are couplec 
with the 18 Watt System for 
rich, wide fidelity range. 
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A12019. 
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18 WATT CRYSTAL MIKE 
SYSTEM COMPLETE.... 
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EASY TERMS 


You can now buy the 
Knight 18 Watt Crystal 
Mike Sound System on our 
attractive Time Payment 
Plan by say oe your P.A, 
order up to $75 total or more. 

Page 65 for details,) You 
may add a suitable portable 
phonograph such as A10080 
or A10081 on page 81; or 
speaker baffles such as A10282 
on page 82, or an additional 
crystal microphone and stand. 
This will bring your total P.A. 
order up to or over the mini- 
mum time payment require- 
ments. Take advantage of the 
new ALLIED Time bh) =: 
ment Plan—use the Knight 
Sound Equipment you need 
now, and pay for it conven- 
iently. - a: 
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FEATURES / 


® Universal Input for Crystal, Velotron, Velocity 
and Sound Cell Microphones 
© Built-In Pre-Amp. ® Electronic Mixer 
® Phono Input ® Universal Output 
® Tone Control ® Polarized Connections 
~ ® Dual Mike Switch © Full 18 Watts 
© 12” Speakers ® Modern Design 


EXTENDED FREQUENCY RANGE 


Brilliant engineering has made the Knight 18 Watt 
Sound Systems marvels of efficiency, resulting in ex- 
ceptional high gain and remarkable wide-range cgay 
Frequency response is essentially flat from 80 to 10, 
C.P.S. The four stages utilized in the amplifier develop 
the exceptionally high gain of 115 db. At full rated out- 

ut, distortion is only 7%. Hum level is minus 25 db. 

hese splendid characteristics assure high output coupled 
with excellent fidelity. The Knight 18 Watt Sound 
Systems are ideal both for sound reinforcement as weli 
as for powerful public address coverage. 


GIANT 12” SPEAKERS 


The Knight 18 Watt High-Gain Sound Systems 
use 2 giant Knight full 12 inch Auditorium Dynamic 
Speakers which adequately handle the output of the am- 
plifier, givi wide-range faithful reproduction. These 
popular speakers feature heavy pressed-steel construction 
and rugged design for heavy-duty use. Equipped with 
carrying handles. The amplifier supplies all field current 
for the operation of these speakers. Each speaker is 
equipped with 30 foot cable and plug attached. (For 
suitable speaker baffies, which will give even wider cover- 
age, see our complete listing on page 82.) 


The Knight 18 Watt System has provision for the 
use of an additional microphone. Has switch arrange- 
ment which allows either microphone to be cut in at will. 
Both microphones need not be alike. 


POWERFUL HIGH-GAIN CIRCUIT 


The High-Gain Amplifier incorporated in the Knight 
18 Watt Sound Systems develops a full 18 watts out- 
ut, with admirable fidelity, free from distortion. Feur 
ope bo stages are employed, using the latest type tubes 
as follows: 1—-6C6 as crystal mike preamplifier; 1—6A6 
as electronic mixer and voltage amplifier; 1—6A6 as phase 
inverter and driver; 2—6B5 as push-pull power amplifiers; 
with 5Z3 as rectifier. The two 6BS tubes used as push- 
pull power amplifiers assure greater gain with less distor- 
tion than any other equivalent tubes. High grade com- 
ments, advanced design and skillful building assure 
ighest quality and full value. These new Knight 18 
Watt Sound Systems should not be confused with sys- 
tems claiming the same performance but which are ac- 
tually of inferior and shoddy character. 


BUILT-IN ELECTRONIC MIXER 


Individual volume controls are provided for both micro- 
phone and phonograph, permitting blending or fading as 
desired. ‘‘Mixing”’ action is electronically controlled in 
the 6A6 tube. Provision is also made to permit the use 
of an additional microphone, with a special selector switch 
arrangement which allows either microphone to be cut 
in at will. This feature adds real versatility to the sys- 
tem, making it possible to achieve special effects such as 
off-stage announcements, solo work with or withoyt or- 
chestration, etc. Tone Control is provided to give bass 
or treble emphasis and to compensate for varying acous- 
tical conditions. All controls are conveniently located 
on front base of amplifier. Polarized receptacles are pro- 
vided for microphone and speakers. Twin-jack accom- 
modates phonograph input. Note the modern attractive 
design of the new Knight 18 Watt Amplifier. The 
metal case is finished in attractive brown-wrinkle. Con- 
trol panel is chrome and brown with harmonizing brown 
bar-knobs. 


PRACTICAL NEW 


VELOTRON 
SYSTEM 


The Knight 18 Watt 
High-Gain Sound Sys- 
tem, exactly as described, 
but with new static-veloc- 
ity Velotron Microphone 
as illustrated above. Com- 
plete system includes: 
Knight 18 Watt High-Gain 
Amplifier; Velotron micro- 
phone with 25 foot cable 
and plug; Knight Floor 
stand; 2—12 inch Knight 
dynamic speakers with 30 
foot cables and plugs; Ray- 
theon tubes and complete 
instructions. For 110 Volts, 
60 cycles A.C. 


A12020. 
List, $120.00. 


. YOUR CASH PRICE.... 
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VELOCITY 
SYSTEM 


The Knight 18 Watt 
High-Gain Sound Sys- 
tem is offered with a high 
grade Velocity Microphone 
to meet the growing de- 
mand for ultra high quality 
wide - range amplification. 
Suitable for use by musi- 
cians, singers, dramatic art- 
ists, churches, orators, etc. 
The system comes complete 
with all components as de- 
scribed at left but with new 
Velocity Microphone as il- 
lustrated above. For 110 
Volts, 60 cycles A.C. 


A12021. 
List, $137.50. 
YOUR CASH PRICE.... 


68° 


SOUND CELL 
SYSTEM 


The Knight 18 Watt 
High - Gain Sound Sys- 
tem is also available with a 
genuine Brush Sound Cell 
Microphone (illustrated im- 
mediately above). This mi- 
crophone features 360° pick- 
up, exceptionally small size 
and unusually wide frequen- 
cy response. Especially 
suited for orchestra pickup 
and choral work. System 
comes complete with all 
components as shown under 
Velotron System at left, but 
with Brush Sound Cell Mi- 
crophone. 


A12022, 
List, $152.50. 
YOUR CASH PRICE.... 
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(To take advantage of our Time Liha dete Plan, bring your P.A. order up to $75 


or more by add 
complete 


- 


Has plug-in input for high impedance mag- 


netic phono pickup. 
stantly. 
phonograph. 


for sound systems using low level microphones. 


ing portable phono, 


See page 81 for suitable portable 


etails, see Page 65.) 


Knig 


affles or additional mike and stand. 


For 


For suitable baffles and projectors, which 
May be hooked up in- will ave even wider coverage to the 
t 18 Watt Sound Systems, see our 


listing on page 82. 


18 WATT HIGH-GAIN AMPLIFIER ONLY 


The Knight 18 Watt High-Gain Amplifier is available separately as an ideal nucleus 


Has universal input for any high impedance 


microphone and phono. 4 high gain stages develop a remarkable gain of 115 db. permitting 
the direct use of high impedance microphones without requiring the use of a pre-amplifier. 


The frequency response is essentially flat from 80 to 10,000 cycles. 


The Knight 18 Watt 


High-Gain Amplifier has individual volume controls for both microphone and phono- 
graph, pei mitting them to be ‘‘faded’’ or ‘“‘mixed”’ as desired. Provision is made for the use 
of two microphones, either of which may be used at will. 


or treble emphasis. 


Controls are conveniently located on front base of amplifier. 

rized receptacles for mike and speakers and twin jack for phono 

input. Has built-in field excitation for 2—4000 ohm dynamic speak- 

ers; output is universal, tapped at 4, i 

173 BP ois I Shpg. wt., 25 Ibs. 
nig 


8, 16 and 560 ohms. 
For 110 Volts, 60 cycles A.C. 
A 2018. ht 18 Watt High-Gain Amplifier, less tubes. 
List, $57.50. CASH PRICE 

A12072. Raytheon Tube Kit. 


Tone Control is built in for bass 


Has pola- 


27° 


Size: 


At 15 WATT 


You can now buy the new 
Knight 25 Watt High-Gain 
Sound Systems on our con- 
venient Time Payment Plan. 
For complete details = 
Easy Terms, read eee 
it will pay you to buy eioht 
Sound Equipment because 
you can earn and profit while 
you are paying for it. You 
will find our Time Payment 
Terms extremely attractive. 


The Knight 25 Watt 
High-Gain Sound Sys- 
tems are manufactured 
under license arrange- 
ments with Electrical 
Research Products, Inc., 
Subsidiary of Western 
Electric Co., Inc., Radio 
Corporation of America. 


AMPLIFIER ONLY 
The high-gain amplifier used 
in theKnight 25 Watt System 
is offered separately. Features: 
* Output Indicator; Universal 
Mike Input; Phono Input; 4 
High-Gain Stages; 3 Channel 
Mixer; Metal Tubes, Polarized 
Receptacles, ete. Size: 17"x12’x 
8%”. Shpg. wt., 31 lbs. Hac ino 
Volts, 60 cycles A.C. 
Tubes 


A12025. NET.$36. 45 


A12073. _ Raytheon 
72 tube Kit. NET.$8.20 


be 
Gain 


SOUND SYSTEM 


UNIVERSAL MICROPHONE INPUT 


An entirely new High-Gain Sound System of intermediate power, styled 


along the most modern lines. 


Includes many exclusive new features. 


Uni- 


versal input is Ke hse for the use of two of any type high-impedance micro- 
phones. We offer below a choice of systems using either dual-diaphragm 


Crystal, Velotron, Velocity or Sound Cell Microphones. 
ranged for a high- impedance magnetic phono pickup. 
may be used simultaneously and “mixed” or blended as desired. 


Input is also ar- 
Both microphones 
An ex-. 


clusive new feature is the output indicator which shows visually the output 
level at which the system is operating. The use of the new 6L6 Electron 
Beam Power tubes assures full 25 watts output with absolute minimum of 


distortion. 


The new Knight 25 Watt High-Gain Sound System is suit- 


able forjuse by orchestras, churches, morticians, schools, clubs and lodges, 
night clubs and carnivals or_w herever intermediate power is desired. 


4 HIGH-GAIN STAGES—3 CHANNEL MIXER 


The amplifier used in the Knight 25 Watt System features four high- 
gain stages using the following metal tubes: 2—6J7 
2—6N7 as voltage amplifiers and Electronic mixers; 1—6N7 as driver; 2— 
6L6 as push-pull Beam Power output stage; 1—6X5 as output meter tube. 


An 83 tube is rectifier. 


phone and 65 db. for phono. 


as mike preamplifiers; 


This powerful circuit has a gain of 118 db. on micro- 
Frequency response is essentially flat from 80 


to 10,000 C.P.S. A three-channel mixer is incorporated, which includes a 


separate volume control for each microphone and for phonograph. 


“*Mixing”’ 


is electronically controlled, permitting any degree of blending as desired. 
Each control functions independently and has no effect on the others. Tone 


Control is provided to compensate for varying acoustical conditions. 


Two of 


the latest 12 inch Knight Auditorium Electro-dynamic speakers handle the 
full output without distortion and with excellent tonal fidelity. All recep- 
tacles for microphones and speakers are polarized. Amplifier is fused 


COMPLETE 25 WATT HIGH-GAIN SYSTEMS 


The Knight 25 Watt High-Gain Sound System is offered complete as 
illustrated above with two Astatic Dual-diaphragm Crystal Microphones. 
Includes: 1—Knight 25 Watt High-Gain Amplifier; 2—Knight 12 inch dy- 
namic speakers with 30 foot cables and polarized plugs; 2—Astatic Crystal 
Microphones with 25 foot cables and polarized plugs; 2—Kni ght microphone 


floor stands; Complete Kaytee tube kit and full instructions. 


pS 60 cycles, A.C. Shpg 
O26. List, $187. 50. 


at ets 
of Crystal Microphones. 


List, $172.50. CASH PRICE 


A12028. 


71 Ibs. 


GASH PRICES iedonccs 


Same as above but with 2—Velotron Microphones instead 
re ane 25 Watt System. 


city Microphones. List, $207.50. CASH PRICE.. 


A12029. 
Cell Micro 
SEE PA 


The new static-velocity 
Velotron Microphone — 
noted for wide range fidel- 
ity and exceptional sensi- 
tivity. 


Latest Velocity Micro- 
phone — especially suited 
for high quality orchestral 
and choral work. Noted 
for real fidelity. 


Same as above but complete with 2—Velo- “$ 1 02. 85 


For 110 


$93.85 
$86.75 


Same as above but with 2—Brush: Sound 
hones. List, $237.50. CASH PRICE 1 18.50 
E65 FOR EASY PAYMENT PLAN. 


Brush Sound Cell Mi- 
crophone—full 360° pick- 
up—develops the finest 
broadcast studio quality 
tone. 


ir 
EXCLUSIVE — 
MEW FEATURES 


New Output Indicator. Ex- 
clusive in Knight Amplifiers. 
Has easy-to-read calibrated scale 
which indicates power output 
and makes it possible to, main- 
tain readily any power level de- 
sired. Reference chart shows 
calibrated output in watts. 


The Knight'25 Watt Sys- 
tem provides for the simulta- 
neous use of any two high-im- 
pedance microphones. We o: 

a choice of systems using Crys- 
tal, Velotron, Velocity or Sound 
Ceil Microphones. 


3 Channel Mixer—haé sepa- 
rate volume controls for each 
microphone and for , Phono— 
Permitting electronic “‘mixing” 
of all three. Each control func- 
tions independently. 


Efficient new metal tiibes are 
used to the fullest advan in 
the new Knight 25 Watt H pe 
Gain Sound Systems. 
two of the powerful new 6L6 
Electron Beam Power tubes for 
full output without distortion. 


Baffles and Projectors. For 
even better sound coverage, in- 
door or outdoors (when speak- 
ers are not mounted on large 
flat baffles) we recommend the 
use of the projectors and direc- 
tional baffles shown on page = 
Weatherproof outdoor ty 
well as suitable indoor affies 
and projectors are presented at 
very attractive prices. ALLIED 
Sound components assure 
cere & reproduction- and de- 
pendable consistant perform- 
ance. 


> Wan et AS a. ™ » = = 


New Universal 
the simultaneous use of 2 high impedance microphones such as: 
diaphragm type Crystal, static-velocity Velotron, Velocity, or Sound Cell crystal 
types, as well as a high impedance magnetic phonograph. Complete Giant 
Sound Systems are listed below using these high-quality microphones. The Knight 60 Watt High-Gain 
Amplifier used develops full output with any of the microphones listed. 4 high gain stages employ: 2—6J7 as 
microphone preamplifiers, 2—6N7 as electronic mixers and voltage amplifiers, 2—6C5 as drivers, 2—6L6 as 
Election Beam-power output tubes, 1—5Z4 as fixed bias tube, 1—6X5 as Volume Indicator tube, 1—83 as 
rectifier. This modern tube combination assures a gain of 122 db. for microphones and 65 db. for phonograph. 
Frequency response is essentially flat from 80 to 10,000 cycles. Separate volume controls are incorporated for 
each microphone as well as for phono, permitting any desired degree of ‘‘blending’’; mixing is accomplished 
electronically. A tone control is provided to compensate for varying acoustical conditions. All controls, in- 


cludi 
Watt 


“on-off” switch are conveniently grouped on the front panel for ready accessibility. T 
igh-Gain Amplifier is attractively modern in design; built into a ventilated steel cabinet finished in 


The Knight 60 


brown wrinkle, with harmonious chromium and brown trim. Knobs are of matching brown bakelite. 


WITH OUTPUT METER 


_ An exclusive feature of Knight 60 Watt Giant 
Sound Systems is the calibrated output meter, 
which permits accurate maintenance of any desired 
volume level. This is a practical necessity where the 
amplifier is located at a distance from the microphones 
or speakers. Four new type permanent magnet dy- 
namic Sarg are supplied with each Knight 60 
Watt Giant Sound System. They employ the 
new magnetic alloy in their field structures to assure 
excellent power handling ability with true tonal fidel- 
ity. (Additional speakers may be added as desired.) 
Each speaker is equipped with a line transformer to 
properly match the 500 ohm output of the amplifier, 
and with 50 feet of connecting cable, with polarized 
plug attached. Polarized receptacles are provided 
on the amplifier to assure proper and instantaneous 
connection of microphones and speakers, 


COMPLETELY ASSEMBLED 


Knight 60 Watt Giant Sound Systems are com- 
pletely assembled and tested in our laboratories be- 
fore shipment. This assures absolute trouble-free 
installation and operation. All components are care- 
fully matched to assure dependable operation and 
superb reproduction, With all these features, Knight 
60 Watt Giant Sound Systems are still low in cost 
and economical in operation. They draw only 275 
watis from a 110 volt 60 cycle A.C. line. The com- 
plete systems as listed below include: 1—Knight 60 
watt High Gain Amplifier; choice of any 2—Astatic 
(diego de mar Crystal, Velotron, Velocity or Brush 
Sound Cell microphones, each equipped with 25 ft. 
of cable and polarized plugs; 2—Knight adjustable 
microphone stands; 4—new P.M. dynamic speakers 
with line matching transformers and 50 ft. cables and 
plugs; Raytheon tube kit and complete operating in- 
structions. For 110 volt 60 cycle A.C. operation. 


SARE as C5 


Knight 60 Watt Giant Sound Systemis are available in a choice of several of the most popular types 
The Astatic dual-diaphragm Crystal microphone is widely used for general 


of high quality microphones. 


public-address work; features non-directional pickup and good quality. The new Velotron microphone has 
a high degree of sensitivity, coupled with excellent frequency response; may be used up to 500 ft. from 
amplifier. The Velocity microphone is particularly suited for studio and orchestral work. The Brush Sound 
Cell crystal microphone features 360° pickup with truly excellent fidelity; fine for choral work, plays, etc, 


COMPLETE 60 WATT SOUND SYSTEMS 


The powerful Knight 60 Watt Giant Sound 
System is offered complete, with 2—-Astatic dual- 
diaphragm Crystal microphones with 25 ft. cables 
and polarized plugs; 2— Knight Microphone Floor 
stands; 1—Knight 60 watt High Gain Amplifier; 
4—-new type P.M. Dynamic Speakers, each with 
50 ft. cable and polarized plug; Raytheon tube kit 
and complete instructions. For 110 volts, 60 cycles 
A.C. Shpeg. wt., 100 Ibs. 


._ List, $270.60. 
easnerice $134.50 
A12062. Complete system as above, but 
with 2—Velotron static-velocity micraphones. 


List, $250.00. $1 25.00 


CASH RICE So ee, hia 


64. Complete system as above, but 
at. ya Sound Cell microphones. 


CASH PRICE. 200.022.0002... $157.50 


A12063. 
Sound System as described at left, but with 
2—high grade Velscity microphones. 


GASH PRICE...........0...0.. $142.50 


A12060. ‘ 
Giant Amplijier, less all accessories, for use as re- 
placement in high grade sound systems, or as the 
nucleus for a Giant Power sound system using other 
accessories. 


indoor and outdoor use are available. 
for complete description and listing. 


Complete Knight 60 Watt Giant 
List, 
Amplifier only. Knight 60 Watt 


For use on 110 volts, 60 cycles A.C. 


Less tubes. List, $100.00. 
CASH PRICE”.* Deh e some a stejetere-s 49.95 
A12075. Raytheon Tube Kit. NET.$9.61 


Suitable baffles and sound projectors, for both 
See page 82 


SEE PAGE 65 FOR CONVENIENT TIME 


PAYMENT PLAN. 


ele 60 WATT SOUND SYSTEMS 
jor the Largest Vnstallalions 


aii 


Complete Knight 60 
Watt Crystal Microphone Sound 


A12061. 


System. Your Cash Price....... 5 


1940 


You can now buy the new Knight 60 
Watt Sound System on our convenient 
Time Payment Plan. See Page 65 for 
complete details and Easy Terms 
chart. Put Knight Sound Equipment 
to work earning money for you—and 
pay for it while it brings you fine 
performance big profits. 


FEATURES: 

UNIVERSAL MIKE INPUT 
NEW OUTPUT INDICATOR 
3 CHANNEL MIXER 
6L6 BEAM POWER TUBES 

© PHONOGRAPH INPUT 

© WITH TONE CONTROL 

© POLARIZED CONNECTIONS 

® MODERN DESIGN 

The Knight 60 Watt Sound Systems 
are manufactured under license ar- 
rangements with Electrical Research 
Preducts, Inc., Subsidiary of Western 


Electric €o., Inc., Radio Corporation 
of America. 


LIs scar | 


BT Oe ie, 


FEATURES: 
2 Universal Mike Inputs 
Output Indicator 
Electronic Mixer 
Phono input 
6L6 Beam Power 
Universal Output 
Metal Tubes 
Polarized Connections 
Tone Control 
Full 35 Watts 
Modern Design 


COMPLETE 35 WATT 
CRYSTAL SYSTEM....... 


$9920 


Price 


SEE PAGE 65 FOR TIME 
PAYMENT PLAN. 


DUAL CRYSTAL MIKES 


The built-in dual channel pre-amp- 
lifier incorporated in the Knight 35 
Watt High-Gain Amplifier permits 
the direct use of two of the new dual- 
diaphragm type Astatic Crystal micro- 
phones. The three-channel electronic 
mixer allows blending or fading of both 
microphones as desired. The use of 
the two crystal microphones permits 
high quality wider-range pickup; also 
allows versatile pickup of voice or 
music, strengthening and reinforcing 
the softer musical passages and instru- 
ments. The two Astatic Crystal Mi- 
crophones supplied with the system 
are of the finest quality available. They 
are non-directional and pick up sound 
from any angle with unusually fine 
sensitivity. 
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USES 2 MIKES AT ONCE 


_. The Knight 35 Watt Ampli- 
fier permits the simultaneous use 
of any two high-impedance micro- 
phones such as diaphragm-type 
Crystal, Velotron, Velocity or 
Sound Cell types. All of these 
types are offered below on this 
page and the next in complete 
high-grade 35 Watt Sound Sys- 
tems. You can have your choice 
of any of this fine mike equipment 


At 35 WATT 4% 


OUTPUT INDICATOR 


An exclusive new Knight fea- 
ture! Has easy-to-read calibrated 
scale which indicates 
put and makes it possible to read- 
ily maintain any power level de- 
sired. No more guessing; you al- 
ways know at what volume level 
the amplifier is operating. Refer- 
ence chart furnished shows cali- 
brated output in watts. 
usual new extra value feature! 


3 CHANNEL MIXER 


Separate volume co: 
for each microphone and f 
ower out- 


Mixing of all three 
mikes and one phono) is a 

complished electronically 
within the “‘mixing" 
Each control functions i 
An un- 
fect on the others. 


35 WATT SYSTEM WITH 2 CRYSTAL MICROPHONES 


A powerful new 35 Watt High-Gain Sound System delivering a giant output of 35 watts with wide-— 


range fidelity at a remarkably low price. 
tal Microphones. 


Phono are provided in the 
Knight 35 Watt t Se 
pe 
" tubes. 


dependently and has no ef- 


eo ee 


Uses two high-grade new type dual-diaphragm Astatic Crys- 
Especially developed for excellent service where large coverage and fine tone quality 


are desired. Suitable for use by orchestras, for church and school, for auditorium and hall platform 
use; for theatre stage presentation; for outdoor pageants, field days, etc. Also recommended for dance” 


halls, convention halls, skating rinks, athletic fields, etc. 
with two Crystal Microphones develops full 35 watts output. 


2—6N7, 1—6C5. 2—6L6, and 1—6X5 metal tubes, and 1—83. The frequency response is essentially 
from 50 to 10,000 C.P.S. Hum level is minus 25 db. These fine characteristics assure wide range tonal fidel- ~ 


ity and large output without distortion. 
as for the two Crystal Microphones. 


Input is provided for a high impedance phono pickup as well 
Individual volume controls permit fading and blending at will. 


Mixing action is electronically controlled. Tone Controlis provided to compensate for varying acoustic- 
al conditions. The two giant 12 inch Knight Electro-dynamic speakers supplied with the system handle ~ 
full output, rendering wide-range tonal fidelity. The amplifier supplies all field current for the speakers. 


WITH OUTPUT INDICATOR 


The exclusive new Output Indicator used in the 
Knight 35 Watt High-Gain System enables you 
to see visually at all times the exact volume level at 
which the system is operating. Giant 35 watts out- 
put is consistently assured by the powerful circuit 
using 2—6L6’s as push-pull Beam Power Output 
Stage. The Knight 35 Watt High-Gain System 
is built along entirely modern lines, incorporating 
exclusive new features in both design and construc- 
tion. The amplifier is entirely housed in a brown 
wrinkle-finished steel case with distinctive roll-top; 
attractively set off by curved grill-work, handsome 
chromium and brown dial plates and output indicator 
strip. Truly professional in appearance and per- 
formance. (For further descriptive details, see next 
page.) 


COMPLETE CRYSTAL SYSTEM 


The Knight High-Gain Sound System 
Has four high gain stages using 2—6J7, 


The complete Knight 35 Watt High-Gain Crys- 
tal Microphone System includes: 1—Knight 35 


Watt Amplifier; 2—Astatic Crystal Micro 


with 25 foot cables and polarized plugs; Knight ; 


Adjustable Microphone Floor Stands; 2—12 inch 
Knight Dynamic Speakers with 30 foot cables and 
polarized plugs; complete Raytheon tube kit and in- 


structions. Shpg. wt., 73 lbs. For 110 volts, 60 
cycles, AC. 
A12036. Complete 35 Watt High-Gain Crys- 


tal Microphone System. 

List, $200.00. CASH PRICE......... 
(See Page 82 for Portable Cases. 
PLETE DETAILS OF OU 
TIME PAYMENT PLAN, SEE PAGE 65.) 


$99.50 


FOR COM- 


R ATTRACTIVE P.A. 


EASY TO CONNECT 


Note the ready accessibility of 
connections in the Knight 35 


all 
Watt Amplifier. 
Polarized 


* taneous hook-up always. 


VELOTRON 
SYSTEM 
The Knight 35 Watt 

Sound System is offered 

complete as described with 

2 new-type static-velocity 

Velotron Microphones as 

illustrated immediately 

above. These microphones 
are noted for their excellent 
fidelity range for both voice 
and music. System comes 
complete as described on 
page 74 but with 2 Velotron 
Microphones instead of 


Arse: Microphones. BD 
- List, .00. 
aza } RICE. G2 .>. 


$9950 


It can be set 
up for operation in a few minutes. 
receptacles and plugs 
are provided for microphones, 
phonograph and speakers—assur- 
. ing absolutely proper and ee ant 
e 
Knight 35 Watt Amplifier is 
the last word in P. A. convenience. 


CHOICE OF MIKES 


The Knight 35 Watt High-Gain 
Amplifier will operate with any type 
high-impedance microphones. We of- 
fer a choice of dual-diaphragm Crystal, 
static-velocity Velotron, Velocity, and 
Brush Sound Cell Microphones. See 
below for complete system listings 
Each Knight 35 
Watt System offers you maximum 
performance and maximum quality. 
You get more value at ALLIED. 


offering choice. 


VELOCITY 


SYSTEM 
The Knight 35 Watt 


System is offered also 
with two high-grade 
Velocity Microphones. 
Developed especially for 
applications demanding 
exceptionally faithful and 
true reproduction of both 
voice and music. System 
comes complete as de- 
scribed on page 74 but 
with 2-Velocity Micro- 
phones instead of Crystal 
Microphones. 

A12038. List, $215.00. 
CASH PRICE.......... 


$1072 


. response. 


SOUND CELL 


SYSTEM 

The Knight 35 Watt 
Sound System is further 
available with 2 genuine 
Brush Sound Cell Micro- 
phones. They feature 360° 
pickup, very small size and 
unusually wide frequency 
Excellent for 
high quality orchestral and 
choral reinforcement. Sys- 
tem comes complete with 
everything necessary for 
immediate operation. 


Al 2939. List, $250.00. 
CASH PRICE.......... 


$1450 


You can now buy any of the above Knight 35 Watt Sound Systems on our con- 


venient Time Payment Plan. 


Knight P. A. equipment as you use it! 


See Page 65 for complete details. 


Pay for your 


PHONO INPUT 


Provision is made for plugging in 
high-impedance phonograph pickup. 
Separate volume control for phono- 
graph permits its use individually or 
with microphones, as desired. For 
suitable moderately-priced high qual- 
ity Portable Phonographs, see our se- 
lection offered on Page 81. 
35 Watt Systems with matched com- 
ponents assure the very finest in high 
quality wide-range sound performance. 


Zk SOUND SYSTEMS 


GIANT 35 WATTS OUTPUT 


The newly-designed circuit of the am- 
plifier used in the Knight 35 Watt Sound 
Systems has 4 high gain stages, using the 
latest metal tubes as follows: 2—6J7’s as pre- 
amplifier tubes (one for each microphone); 
2—6N7’s as voltage amplifiers and elec- 
tronic mixers; 1—6C5 as driver, with 2— 
6L6’s as push-pull Beam Power output 
stage; an 83 tube is rectifier; 1—6X5 is out- 
put indicator tube. This powerful circuit 
develops a = of 121 db. permitting the 
direct use of the two crystal microphones 
without external pre-amplification. Fre- 

uency response is exceptionally flat from 
to 10,000 cycles. Distortion is less than 
7% at full 35 watt output. 


3 CHANNEL MIXER 


A unique circuit is provided for complete 
easy control of the Knight 3 channel 35 
Watt Amplifier. A separate volume control 
is provided for each crystal microphone and 
for phonograph. This arrangement permits 
full control of any degree of blending or 
““mixing’’ as desired. One or both micro- 
phones may be used for singing or speech 
against a soft musical background from 
phono or orchestra. Tone Control is also 
provided to accentuate bass or treble and to 
compensate for unfavorable acoustical con- 
ditions. This adequate control design makes 
the operation of the Knight 35 Watt Sys- 
tems extremely simple and efficient, and 
adapts them for versatile application. 


KNIGHT 35 WATT AMPLIFIER ONLY 


The Knight 35 Watt High Gain Amplifier is available separately for replacement in high 


grade sound systems or as initial equipment. 


Has input for two high impedance microphones, 


and phonograph. Four high pein: stages develop a gain of 121 db. permitting the ditect use 


of low-level microphones wit 
2—6L6, 


full 35 watt output. 


out external pre-amplification. Uses 
1i—6X5 metal tubes, 1—83 rectifier. 
frequency response essentially flat from 50 to 10,000 cycles. 
Hum level is minus 25 db. Field supply for 2—4000 ohm dynamic 
speakers is built in. Output is universal, tapped at 4, 8, 16 and 500 ohms. 


, 2—6N7, 1—6C5, 
The amplifier has an exceptionally wide 
Distortion is less than 7% at 


Polarized recep- 


tacles for microphones and speakers are provided. Equipped with individual volume controls 
for each microphone and for phonograph. A tone control is also ent to attenuate the 


higher frequencies where “‘feedback’’ may be encountered. The A 
Modern case measures 17x12x814 inches. 
and brown control plates and output achiee strip. 


front panel. 
For 110 volts, 60 cycles AC. Shpg. wt., 331 


A12035, 35 Watt AS pumer, less tubes. 


List, $87.50. CASH PRI 


switch is located on the 
Brown wrinkle finish, with chromium 


$4380 


ee ee 


A12074, Raytheon Tube Kit. NET $7.94. (For Portable Amplifier Case, see Page 82.) 


BAFFLES AND PROJECTORS 


_ For even better sound coverage, 
indoors or outdoors (where speak- 
ers are not mounted on large, flat 
baffles) we suggest the use of the 
projectors and directional baffles 
shown on Page 82. Weatherproof 
outdoor types as well as indoor 
baffles and projectors are shown 
at attractive prices. Use Knight 
qualitysound componentsthrough- 
out for dependability. 


Knight 


UNIVERSAL MIKE INPUT 


The Knight 35 Watt High-Gain Amplifier will give 
splendid results with any type high-impedance micro- 
phones. We have selected and offered on these pages a fine 
choice of associated microphone equipment in four complete 
35 Watt High-Gain Sound Systems. You have your choice 
of a system equipped with two of the latest dual-diaphragm 
Crystal Microphones, offering splendid quality at a very 
moderate price; a system with two of the new static- 
velocity Velotron Microphones for somwehat wider fre- 
quency range; a system with two high-grade Velocity 
Microphones for high quality voice and music work; and a 
system with two Brush Sound Cell Microphones for applica- 
tions demanding the very finest studio quality sound per- 
formance. This large choice of microphone equipment 
permits Knight 35 Watt High-Gain Sound Systems to 
meet practically any Public Address or Sound application 
where giant coverage and excellent tonal fidelity are re- 


quired. 
LARGE POWER—LOW COST 


For installations requiring giant output with good tonal 
quality, at a reasonable price, the Knight 35 Watt High- 
Gain Dual Microphone Systems are the logical answer. 
They are remarkable for their simplicity and completeness, 
and for ease of installation and operation. Anyone can set 
these systems up for operation in just a few minutes. 
They have a multitude of applications, including use for 
large political meetings, for skating rinks, for dramatic 
performances, for large orchestras, for athletic fields, etc. 
Ideal large power, low cost sound systems which offer 
versatile high fidelity microphone reproduction and 
brilliant phonograph performance. 


The new Knight 35 Watt High-Gain Sound 
Systems are manufactured under license ar- 
rangements with Electrical Research Products, 
Inc., subsidiary of Western Electric Co., Inc., 
Radio Corporation of America. 


20 WATT 


MOBILE SYSTEM 


An entirely new powerful Public Address System designed for versatile performance. 


Operates 


directly and entirely from a single 6 volt storage battery wherever AC current is not available; or 
may be used on 110 Volts AC current simply by adding the inexpensive power pack listed above. 
Has truly universal application for mobile or temporary installations both indoors and outdoors, 


no matter what the current limitations may be. 


excellent fidelity. Compact and portable. 
car to car or from one place to another. 
available. 


Will cover large crowds with wonderful power and 
May be simply and quickly installed or changed from 
The finest and most efficient mobile-portable sound system 
Features a powerful 20 watt new high-gain circuit for direct operation of a high quality 


Astatic Dual-diaphragm Crystal Hand Microphone as well as phonograph. Built of the finest 


components and designed for the utmost simplicity in installation and operation. 


Beautifully built 


into a modern brown-wrinkle finished steel case with rounded corners, chromium and brown enamel 


trim, and heavy chromium carrying handles. 
Mobile System easily and properly. 


COMPACT—POWERFUL 


The complete Knight 20 Watt Mobile-Port- 
able System consists of: 1—powerful 20 Watt High- 
Gain Amplifier, high grade dynamotor, single-speed 
electric phono motor, good quality magnetic pickup 
and control panel all self-contained in a single 
compact modein steel cabinet with carrying 
handles; 2—new type 12 inch Permanent Magnet 
Dynamic Speakers with 10 fcot cables and polarized 
plugs; 1i—new type Astatic Dual-diaphragm 
Crystal Hand Microphone with 6 foot cableand polar- 
ized plug. Designed to operate directly from a single 
6 volt storage battery, but equipped with receptacle 
for quick connection to special 110 Volt AC power 
pack described below, to permit efficient opera- 
tion from any 110 Volt 60 cycle AC line. The 
powerful 20 Watt High-Gain Amplifier uses six 
new type tubes in an efficient 4 stage circuit with 
a gain of 115 db. Tubes used are: 1—6C6, 2—76, 
and 3—6A6. The amplifier has an essentially flat 
frequency response from 80 to 10,000 C.P.S. 


above shows 


Illustration 4 
typical sound car speaker in- 


stallation using directional above. 
aluminum baffles. See page 
82 for complete description. 
These baffles make an effec- 
tive, sturdy and attractive 

installation, and may 

easily be taken down 
76 for use indoors. 


am _ - . 
Flat speaker baffles built into the 
side of the sound car are illustrated 
These baffles may be easily 
and inexpensively constructed out 
of heavy ply-wood or any other 
soft wood. May be painted to har- 
monize with finish of sound car. 
This type of baffle gives excellent 
side coverage at low cost. 
makes possible a very neat and at- 
tractive sound car installation. 


Anyone can install and operate the Knight 20 Watt 
It is the last word in versatile P.A. performance. 


COMPLETE 20 WATT SYSTEM 


The Knight 20 Watt High-Gain Mobile-Port- 
able System is offered for operation from a 6 Volt 
storage battery only (110 Volts, 60 cycles AC power 
pack is listed below), complete as follows: 1—20 
Watt High-Gain Amplifier, mixing panel, and 
phonograph in steel cabinet, with 2—12 inch Per- 
manent Magnet Dynamic Speakers with cables and 
plugs, Astatic Crystal Hand Microphone with cable 
and plug, and complete operating instructions. 
Cabinet measures 1134"x14"x16". Shpg. wt., 85 lbs. 


A12030. Complete 6 Volt 20 Watt System. 
List Price, $215.00. 
CASH PRICE, 


with tubes 205s. ion ccrecaustoreoe eee ie $1079 


A12031. SPECIAL PLUG-IN 110 VOLT 60 
CYCLES AC POWER PACK. Permits complete 
operation of above system from any 110 Volt, 60 
cycle AC line. Complete with tube. 

List, $25.00. YOUR PRICE......... 1 1 95 


Another method of 
speakers on sound car. Here, 
weatherproof directional baffles are 
used. These baffles are described 
on page 82. They are low-priced, 
effective units, built of weatherproof 
-material, attractively finished in 
aluminum. These baffles distribute 
sound over a wide area. Very at- 
tractive in appearance and un- 
usually well designed. 


mounting 


Also 


KNIGHT 20 WATT 
MOBILE SYSTEM 
COMPLETE 
CASH PRICE 


‘1072 


SEE PAGE 65 FOR COMPLET 
DETAILS OF OUR NEW 
VENIENT TIME PAYMENT 
EARN WITH THIS K 
EQUIPMENT WHILE 


BUILT-IN MIXER 


The built-in control panel conven- 
iently located on the top face of the steel 
amplifier cabinet carries separate vol- 
ume controls for the microphone and 
phono pickup, permitting blending and 
“‘mixing’’ of voice or music as desired. 
Also includes tone control as well as 
“on-off"’ switch and _ bull’s-eye and 
“stand-by” switch. Polarized recep- 
tacles are provided for plugging in 
microphone, speakers, ‘“‘A"’ cable and 
110 Volt AC power pack. May be in- 
stalled completely, disconnected, or 
changed from 6 volts to 110 volts source, 
quickly and easily. 


NEW CRYSTAL MIKE 


The built-in preamplifier incorporated ~ 
in the Knight 20 Watt High-Gain 
Portable-Mobile amplifier permits the 
direct use of a new type Astatic Dual- 
diaphragm Watch-case Crystal Hand 
Microphone. The use of this new mi- 
crophone assures exceptional fidelity of 
voice reproduction and an outstanding 
quality of tone never before possible in 
a mobile sound installatiog,’;;The con- 
venient compact size of the Astatic 
Crystal Hand Microphone permits its 
use practically anywhere. It has the 
Tuggedness and quality essential es- 
pecially for mobile work. 


The Knight 20 Watt Mobile 
Sound System is manufac-. 
tured under license arrange- 
ments with Electrical e- 
inc., Sub- 
Western Electric 
Radio Corporation 


search Products, 
sidiary of 
Co., Inc., 
of America. 


lines. 

nto ampliser auick’y, 

il ken OF ciplt- 
ft and 15 Watt one 
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15 WATT 


A new attractively-priced 15 Watt All-Purpose 
sound System. Operates entirely and directly from a 
ingle 6 Volt storage battery wherever AC current is 
1ot available, or may be operated from 110 Volts AC 
urrent simply by adding the plug-in Power Pack 
isted below. Delivers full 15 watts power output 
vith good coverage. Ideal for all public address 
ipplications that require universal use in both city and 
ural areas. The 15. Watt Amplifier has universal 
nput permitting the use of any high-impedance micro- 
yhone. We offer below a choice of systems using 
liaphragm type Crystal, Velotron, Velocity, or Sound 
Sell Microphones. Input is also provided for a high- 
mpedance magnetic phono pickup. polarized 
eceptacle on the amplifier permits its use with the 
pecial portable phonograph listed below on either 6 
Jolts DC or 110 Volts AC. 


LATEST HIGH-GAIN CIRCUIT 


The 15 Watt Amplifier incorporates the most recent 
ligh-gain circuit. Four high-gain stages are employed 
ising: 1—6C6 as mike pre-amplifier; 1—-6A6 as Elec- 
ronic Mixer and voltage amplifier; 1—6A6 as phase 
nverter and driver; 2—6B5 as push-pull power am- 
lifiers. This modern tube combination assures full 
5 watts output with a gain of 113-db. for microphone 
ind 65 db. for phono. The frequency response is 
ssentially flat from 80 to 10,600 cycles. Current 
lrain from a 6 volt storage battery is about 14 amperes; 
irain using AC pack is approximately 100 watts. A 
yuilt-in sturdy genemotor furnishes ‘‘B’’ current 
lependably for 6 volt operation. A ‘‘stand-by” 
witch is provided; saves current by keeping the 
ubes warm for immediate operation while the amplifier 
tself is turned off. A snap of this switch puts the 
mplifier into operation without waiting, 


The new static- 


Latest Ve- Brush Sound 
elocity Velotron locity Micro- Cell Micro- 
Aicrophone— phone — espe- phone—fea- 
eatures excep- cially suited for tures 360 de- 
ional sensitivity, orchestral and grees pickup— 
fide range fidel- solo work. Has compact size— 
-y, attractive de- exceptionally has broadcast 
ign and compact fine quality on studio quality 
ize. Has un- both voice and —-ideal for 
sually fine tonal music. A fine group and 
ensitivity. new mike. choral work. 


se SYSTEM 


The Knight 15 Watt Amplifier is styled along 
modern lines. It is housed in a metal case, finished in 
a warm brown-wrinkle. Has attractive chromium and 
brown control piate with matching brown bakelite 
bar knobs. Separate volume controls are provided 
for microphone and phonograph so that they may be 
blended or mixed at will; ‘‘mixing’’ is electronically 
controlled. Tone Control is included for emphasis 
of bass or treble as desired and to compensate for 
varying acoustical conditions, Input is provided for 
plugging in two high impedance microphones; a switch 
cuts either one in at will. Two giant 12 inch new type 
permanent magnet dynamic speakers using new special 
alloy magnets handle full output adequately with wide 
tonal response. Polarized receptacles are provided 
for microphones, speakers and phonograph motor, to 
assure easy, rapid hook-up of the complete system. 


15 WATT CRYSTAL SYSTEM 


The Knight 15 Watt All-Purpose High-Gain 
System is offered complete for 6 Volt operation, with 
dual-diaphragm Crystal Microphone as _ illustrated 
above.. Includes: 1—Knight- 15 Watt All-Purpose 
Amplifier; 2—Knight 12” P.M. Dynamic Speakers 
complete with 30 foot cables and polarized plugs; 
1—Astatic dual-diaphragm Crystal Microphone with 
25 foot special microphone cable and polarized plug; 
1—Knight Floor Stand; complete kit of Raytheon 
tubes, and full operating instructions. ~For 6 Volt 
operation only. Shpg. wt., 60 Ibs. 

A12040. List, $175.00. 


eaea PA tl oe Some chelate ae ae Mee a a $8 78 


A12031. Special Plug-in AC Power Pack. Per- 
mits complete operation of above system from 110 
Volts, 60 cycle AC line. Complete with 

tube. List, $25.00. NET | 1 95 
A12044., Special Portable Seedte hd die Operates 
with Knight 15 Watt Amplifier on 6 Volts DC or 110 
Volts AC. (Must not be used directly on 110 Volts 
AG.) | EASE; $59 GO pas NEW con 5 ste eae salons $27.50 


COMPLETE VELOTRON SYSTEM 


The Knight 15 Watt 6 Volt All-Purpose Sound 
System complete as described above but with new 
Velotron Microphone instead of Crystal Micro- 
phone. Less Plug-in 110 Volt Power Pack. 


CASH ERIC ees ek es $83.50 
COMPLETE VELOCITY SYSTEM 


The Knight 15 Watt 6 Volt All-Purpose Sound 
System complete exactly as described above but with 
high grade Velocity Microphone. Less Plug-in 110 
Volt Power Pack. 

12042. List, $185.00. 


CASR PRICE $92.25 
COMPLETE SOUND CELL SYSTEM 


The Knight 15 Watt 6 Volt All-Purpose Sound 
System, complete as described but furnished with 


Brush Sound Cell Microphone. Less 110 Volt 
A12043. Li $200.00 

i. ist, -00, 
CASH PRICE 3307 sore ons $99 .50 


FEATURES: 


Universal Mike Input 
Electronic Mixer 
Stand-by Switch 

For 6 V. DC or 110 V. AC 
Built-in Preamplifier 


eoeee 


Phonograph Input 
Polarized Receptacles 
New P.M. Speakers 
Full 15 Watts Output 


The Knight 15 Watt All- 
Purpose System is manu- 
factured under license ar- 
rangements with etry 
nc., 


Research Products, 
Subsidiary of Western Elec- 


tric Co., Inc., Radio Cor- 
poration of America. 


Knight 15 Watt 
Crystal Sound System 
Complete 


CASH PRICE 


$7 


You can now buy your Public 
Address Equipment on our con- 
venient and attractive new 
Time Payment Plan. See page 
65 for full details. Put the ver- 
satile new Knight 15 Watt AlIl- 
Purpose System to work earning 
eis for you while you pay 
or it. 


Two giant new 12 inch Perma- 
nent Magnet Dynamic Speakers 
using special magnetic alloys in 
their fields, are provided with the 
new Knight 15 Watt Systems. 
They are amazingly efficient, 
handling full:output without over- 
loading and with absolute tonal 
fidelity. . These speakers are the 


very latest developed for P. A. work. 


The Knight 15 Watt All-Pur- 
pose Amplifier has plug-in input 
for high.impedance magnetic phono 
pickup. May be hooked up in- 
stantly by means of convenient pin 
tip leads. See our listing 

of new special portable 

phonograph above at left. 71 
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_INTERCOMMUNICATION SYSTEMS 


COMPLETE 2 WAY SYSTEM 


Here is an entirely new Knight Intercommunication Sound System with distinct advan- 
i tages. Permits instant automatic direct communication between two (or more) points with ex- 
4 cellent volume and clarity. Essential to modern businesses, homes and institutions. Saves time 
and effort. May be used between offices or between rooms and floors in homes and offices; suitable 
for paging and calling in factories, schools and hospitals, or for conversation between store 
stockroom, house and garage, etc. The complete standard system as illustrated consists of two 
compact station units (74"x/%"x54"), a compact amplifier unit complete with tubes, and 50 
feet of transmission cable with plugs at each end. Each station unit is made up of a high rade 
permanent magnet combination speaker-microphone housed in an attractive walnut cabinet © 
with ‘‘Talk-Listen"’ switch. The amplifier unit uses 1—6C6, 1—43 and 1-—-25Z5 tubes and 
operates on 110 Volts, either A.C. or D.C. This unit may be installed in any convenient 
place. Installation can be made in a few minutes by simply plugging in. Easy to operate. 
You merely press the switch to talk and release it to listen. No need to shout—just speak 
normally. Tone quality is perfectly natural. Additional station units may be added as 
desired up to a total of five for ‘“‘common talk” operation (all stations working simulta 
neously). Stations may be any distance apart. This new Knight Intercom System is a 


IDEAL FOR: 


* OFFICES remarkable value at our low price. - 
A12080. Complete Knight Intercom System including 2-Station 
® HOMES arg 1—Amplifier Unit with tubes, 50 feet of cable and. polarized con- 45 
T peas Plugs and instructions. 
e t. 
STORES Youk ao) ee are neh. eee eee 


° FACTORIES 
* HOSPITALS 
* SCHOOLS, Etc. 


New SELECTIVE Wocsfoe_Seatbooe 
INTERCOMMUNICATION SYSTEM 


This new Knight Master Station System is composed of a Master Station, centrally 
located, and from one to four outlying Sub-Stations. These Sub-Stations may "be placed 
anywhere, at any distance from the Master Station. A switch is provided on the Master 
Station for every Sub-Station in the system. Merely pressing the switch permits instan- 
taneous contact with the Sub-Station corresponding to that switch. For example, in a 
typical business, the Master Station may be located on the General Manager's desk. There 
may be Sub-Stations in the Sales Department, Stock Room, Shipping Room and Receiving 
Room. The General Manager then has at his instantaneous command, immediate com- 
munication with each of the Sub-Stations in his various departments. The Knight Master 
Station Intercommunication System is so arranged that the Master Station can call 
and talk to any Sub-Station and any Sub-Station can call and talk to the Master Station, 
but the Sub-Stations cannot call and talk among each other. This arrangement is ideal for 
centralized control of intercommunication in offices, factories, stores, institutions, etc. 

The complete basic Knight Master Station System, as illustrated, consists of the 
Master Station Unit (large cabinet in illustration), and two Sub-Stations (small cabinet) 
each with 50 feet of connecting plug-in cable. Additional Sub-Stations, up to a total of four, 
may be added. (See below for price.) Sub-Stations may be connected quickly and easily 
by plugging cords directly into receptacles provided on the Master Station Unit. The 
Master Station contains the amplifying unit which operates on 110 volts, either A:C. or 
D.C. An ‘on-off’? switch and jeweled bull’s-eye are provided, as well as “‘talk-listen”’ 
switches for control of each Sub-Station. The amplifier uses 3 of the latest type tubes in a 
hum-free sensitive circuit: 1—6C6, 1—25L6 Beam Power Tube,. 1—25Z5. The Master 
Station is built into an attractive walnut wood case of compact proportions. Measures only 
10’x8 44"x6%%4”". The newest permanent-magnet type combination speakers-microphones 
are used in both Master Station and Sub-Stations for unusually natural voice reproduction. 
Each Sub-Station has “‘talk-listen’’ switch for contacting Master Station, and is equipped 
with 50 foot connecting cable and plugs. Walnut Sub-Station cabinets 


measure only 734”x7%"x5\%". Installation can be made in a few minutes. 
A12083. Complete basic salen Selective Master Station Sys- 30 
$ tem including 1— Master Station t with tubes; 2—Sub-Stations with 


50 foot cables and polarized connecting plugs. With complete instructions. 
roe $75.00.— YOUR. PRICE. | 055.62. a. See eee 

$388: Additional Sub-Station with 50 foot she and plugs...... NET. ‘$8.48 28 
"Spe 2 8. Additional 50 foot cable and plugs. NET...................- 


Yew SUPER-SELECTIVE SYSTEM 
Io I Stedttons May bz Used, 


his is a new private Intercommunication System bles i desirable for use in executive 
offices, institutions, etc. Permits direct two-way private communication between any two 
stations. Any group of two stations may converse privately while another group of two 
stations is also in private conversation at the same time, without any interference or over- 
hearing between these groups. The Knight Super-Selective System assures absolute 
privacy. Any station in the system~may converse instantaneously and at will with any 
other station, with no interference or eaves-dropping from any of the other units. The basic 
complete Super- Selective System consists of 3—self-powered Station units as illustrated, 
with 50 foot inter-connecting cables and plugs. (Additional stations may be added up to a 
total of 5. See below for price.) Each Station consists of a combination | P.M. Speaker- 
Microphone, a universal amplifier operating on 110 volts, A.C. or D.C., an “on-off” switch 
with indicating bull’s-eye, and four “press-to-talk” station control switches. Built into 
attractive walnut case; size: 10’x84”x6%". Polarized receptacles are provided. With 50 
foot cable and connecting plugs. Amplifier uses 1—6C6, 1—25L6 Beam Power Tube, 1— 
25Z5. Installation of the Super-Selective System is easily and quickly accomplished. 


A12085, Complete basic Knight Super-Selective Station mnecting 
including 3—Station Units, each with tubes and 50 foot interconnecting 


cables and plugs. With instructions. 
Liat, $130.00) Y OUR: PRICE, Fivnvars aco s deed eaetecine en  alo ss ono eter 


A12086, Additional Station Unit with 50 foot cable and pl . NET... 
Al 208S- Additional 50 foot cable ae plugs. NET.. = ; - Me aye oe ee $23.85 88 


ORTABLE SOUND SYSTEM 


An entirely new, completely portable full 18 watt public address 
ystem of exceptional power and wide-range fidelity. Uses the new 
ype dual-diaphragm Astatic Crystal Microphone. Designed 
specially for use by orchestras and lecturers, for demonstration 
yurposes, funeral parlors, churches, ‘political meetings, etc. Com- 
jlete in every detail. Unusually portable, compact and convenient. 
entirely self-contained in a single carrying case, 914”x1814"x1814". 
Veighs only 45 Ibs. complete. The Knight 18 Watt Portable 
bound System is also arranged- for phonograph input... (See page 
41 for suitable portable phonographs.) It is provided with indi- 
ridual volume controls for phonograph and microphone permitting 
lending or fading in any degree desired. Tone control for bass or 
treble emphasis is also incorporated. For value, completeness, Ta Nt 
eady portability, ease of operation and highest tonal fidelity, the } 
<night 18 Watt Portable Sound System is unrivalled. \« 


‘WITH DUAL-DIAPHRAGM CRYSTAL MIKE 


The new dual-diaphragm Astatic Crystal Microphone is used in the 
{night 18 Watt Sound System. This high quality microphone is non- 
irectional, picking up sound from any angle. It has an exceptionally 
ine frequency response from 20 to 10,600 C.P.S._ The four-stage amplifier 
levelops a remarkable high gain of 115 db. to utilize the crystal microphone 
© fullest advantage. Frequency response is essentially flat from 50 to 
0,000 C.P.S. The full 18 watt output from the circuit is assured by the 
ise of the following tubes: 1—-6C6, 2—6A6, 2—6B5, 1—5Z3. The powerful 
(night 12 inch Electro-dynamic speaker handles output adequately 
vith splendid tonal response. The Knight 18 Watt Portable Sound 
yystem is as much distinguished for its attractive appearance as for its 
erformance. The new 18 Watt amplifier is in a pleasing brown wrinkle- 
inished metal case with harmonious chromium and brown control panel 
nd transformer case trim. Really modern in design. 


COMPLETE 18 WATT SYSTEM 


The complete Knight 18 Watt Portable Sound System in- 
ludes: 1—18 watt high-gain amplifier; 1—dual diaphragm crystal 
nicrophone mounted on 10 inch banquet stand with 25 foot Li 
able and polarized plug; 1—12 inch Knight dynamic speaker vane 
fith 30 foot cable and plug. Entirely self-contained in a single 


turdy carrying case. Complete with tubes and in- 

tructions, For operation on 110 Volts, 60 cycles Ac.§$ 50 
hpg. wt., 51 Ibs. 

13 23. List, $130.00. 


“ASH PRICE COMPLETE 


Extra speaker in portable case is available at $9.75. 

‘he above system can also be had with a a floor stand instead of 
anquet stand at no extra cost). wee OUR P. . ORDER 
‘-OTAL UP TO $75 OR MORE AND BUY YOUR KNIGHT SOUND 
‘QUIPMENT ON THE CONVENIENT NEW ALLIE IME PAY- 
AENT PLAN. SEE PAGE 65 FOR COMPLETE DETAILS. 


height ® WATT STANDARD SOUND SYSTEM 


A compact new portable sound system of modern design. Delivers 
full output of 8 watts for dependable inexpensive performance. 
ery suitable for use in store demonstrations, small halls, churches, 
ub-rooms, sales talks, side-shows, etc. Has real advantages in 
ympactness and completeness. The entire system is completely 
yntained in a single leatherette-covered carrying case, 816"x12%%"x 
534”. Weighs only 24 lbs. Includes the following: 1—Knight 
Little Giant’’ Standard Amplifier; high quality carbon microphone 
| desk stand with 25 foot cable and polarized plug; 1—8}4” electro- 
ynamic speaker mounted in case, with 25 foot cable and polarized 
lug. Uses the latest new metal tubes throughout for complete 
ability and for space economy. No external batteries or mixers 
‘e required; microphone transformer and current supply are built 
. ‘Has input for phonograph as well as for microphone. 


COMPACT—PORTABLE— INEXPENSIVE 


The Knight 8 Watt Standard Portable System is an unusual 

alue in a high quality small portable public address system. Has 
nusual modern features. Provided with individual volume controls 
microphone and phonograph to permit ‘‘mixing’’ action. Tone 
trol allows accentuation of bass or treble as desired and compen- 
ites for varying acoustical conditions. All controls are conveniently 
‘ouped on the modern attractive front panel which is strikingly 
nished in chromium with harmonious brown enamel trim. Full 8 
atts output and a minimum of distortion are assured by the use of 
le powerful new Electron Beam Power 6L6 metal output tube. 
6J7 is used as voltage amplifier; with 5Z4 as rectifier. The finest 
lality double-button carbon microphone is used for good fidelity 
ickup; mounted in a 9 inch desk stand for convenient use. The 
ill 8% inch Knight electro-dynamic speaker handles volume 
lequately with exceptionally fine tone quality. 


COMPLETE 8 WATT STANDARD SYSTEM 


The Knight 8 Watt Standard Sound System comes complete 
| the sturdy attractive carrying case illustrated. Includes: 1— 
night 8 watt Metal Tube Amplifier; 1—high quality carbon 
icrophone in desk stand with 25 foot cable and polarized plug; 
—Knight 814 inch electro-dynamic speaker with 25 foot cable and 
jlarized plug—all in a single unit carrying case. For operation on 
[6 volts, 60 cycles, AC. Shipping weight, 40 Ibs. . This high quality 


w-cost Knight 8 Watt Portable Sound System 
as hundreds of useful applications. $ 715 
12010. Complete with tubes. 


ist, $60.00. YOUR PRICE.................... 


LICENSED 


Aah : te oe 
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oad ie EFFECTIVE SOUND DISTRIBUTION 
= FOR SCHOOLS, HOSPITALS, HOTELS, ETC. 


ALLIED now makes available a complete line of custom-built Sound Sys- 
tems designed to meet the sound distribution needs of schools, hospitals, 
hotels, department stores, etc. This equipment is the product of considerable 
experience in filling the special sound needs of innumerable institutions, both 
large and small. The new Knight Institutional Sound Systems are dis- 
wm tinguished for their completeness, their adaptability for future expansion, 
their outstanding quality and their low cost. Every conceivable Institutional 
sound need can be covered by this type of Knight system. In schools, it is 
invaluable in supplementing the regular educational program by means of 
radio and record distribution. It has further advantages for assembly work, 
for individual class room contact, for alarms, etc. In hospitals, hotels, etc., 
perfect radio and record distribution is available for patients and guests. 
Each Knight System is hand-built to meet the requirements of the institu- 
tion for which it is intended. It is built into an attractive wood cabinet of 
harmonious design to blend with any setting. While the size of the system 
may vary, basic built-in equipment includes a powerful high quality amplifier, 
all-wave radio tuner, 2 speed phonograph, program selector panels, speaker 
selection and distribution controls, volume level indicator, and monitor speak- 
er. A high quality Crystal Microphone is included and Jensen wall type peri- 
dynamic speakers are supplied. Knight Institutional Sound Systems 
are available with single or dual channel input, to operate practically any 
number of speakers. ‘‘Talk-back’’ or*‘monitor” feature may also be included 
if desired. There isa Knight Sound Distribution System for every need 
and requirement. 


KNIGHT DE LUXE 10 SPEAKER SYSTEM 


A typical Knight Institutional Sound System is illustrated at the left. 
It is available in basic form for sound distribution to 10 rooms. (Additional 
channels and speakers may be added.) The complete system includes: All- 
Wave radio tuner; dual-speed phonograph; program selector panel; ten speak- 
er control panel; high quality 18 watt high-gain amplifier; monitor speaker— 
all built into a massive cabinet of selected wood, hand-rubbed to a splendid 
walnut finish. An Astatic Dual-diaphragm Crystal Microphone with banquet 
stand and 25 foot cable is included together with 10—Jensen Permanent Mag- 
net wall-type inclined-baffle room speakers. Supplied complete with tubes. 
For 110 volts, 60 cycles A.C. Less speaker cables. $ 00 
A12051. Complete 10 Speaker System as described. 

YOUR PRICE. aa ee oe se 

We are prepared to make complete recommendations and to supply 
suitable equipment at lowest prices to meet any institutional sound 
' requirement, regardless of size. Please furnish complete specifica- 
- tions. No obligation will be incurred for our consulting service. 


fe STANDARD SYSTEM 


FOR SMALLER SCHOOLS AND INSTITUTIONS 


A complete line of budget-minded sound systems developed particularly 
for smaller schools upon the recommendations and suggestions of leading 
authorities on education by radio. Entirely practical in both design and ap- 
plication. Simple to operate. Extremely versatile; may be adapted to any 
school sound distribution problem. These Knight low-cost standard systems 
are ideal for individual or group class room addresses to supplement the regu- 
lar educational program, and for school dramatic and athletic activities as 
well as for emergency alarms. These systems bring within the reach of even 
the smallest school the splendid educational radio broadcasts and transcrip- 
tions that are now available. Rugged economical design incorporates the 
use of an atiractive black-crackled steel cabinet into which is incorporated 
various combinations of equipment to meet individual needs. Basic system 
consists of: high quality amplifier, speaker selector and distribution panel 
and monitor speaker, together with microphone, and required wall-type room 
speakers. Sectional design allows for future expansion and addition. Any 
radio tuner may be used externally or built in. External portable phono- 
graph may also be used for reproduction of transcriptions. 


STANDARD 10 ROOM SCHOOL SYSTEM 


A typical Knight School Scund System is illustrated at the left. It is 
available in basic form for sound distribution to 10 rooms. (Additional 
speakers up to a total of 30 may be added. Other systems are available to 
handle up to 90 speakers.) Complete system includes: 1—Knight 25 Watt 
amplifier, 1—Speaker control panel for 10 speakers, monitor speaker—all 
built into attractive steel enclosed cabinet. With Astatic dual-diaphragm 
crystal microphone and floor stand with 25 foot cable, and 10 spe- 
cial wall-type high quality magnetic speakers. Complete With 
tubes. Less speaker connecting cables. (Portable 

phonograph and radio receiver may be selected from 


this catalog.) 
Lees $4 6500 
oa. - YOUR PRICE: 33.2 tae ae = 
; Knight Standard School Systems are available for every 
requirement. We invite schools to write for helpful recom- 
mendations and attractive quotations to cover their special 
needs. Complete specifications will be welcomed. 


KNIGHT. A.C. 
PREAMPLIFIER 


A new broadcast-station- 
quality A.C. operated pre-am- 
plifier. Completely built into 
one compact steel case. De- 
signed to amplify the output of 
crystal, velocity, dynamic or 
other low-level microphones to 
a point where they can be fed 
into mixing circuits, telephone 
lines or any low-gain main am- 
plifier. Input is arranged for 
$0, 200 or 500,000 ohms to 
match the output of any type 
of microphone. A volume con- 
trol is itfcorporated for con- 
venient operation. Output is to 

00 ohm line. Uses 1—6C6 
as S.G. Amp.; 1-—6C6 as Tri- 
ode-Amp.; uses 84 as rectifier. 
Amplifier component parts are 
carefully shielded and mounted 
on sponge-rubber brackets. Has 
a gain of 60 db. and a flat re- 
sponse from 30 to 12,000 cycles. 
Hum is negligible. Case size, 
634"x814"x1134”. Shpg. wt., 33 
Ibs. For 110 Volts, 60 cycles 
A.C. Complete 
with tubes. 
A12056. 
YOUR 
PRICE..... cies 
7% 


ELECTRIC PORTABLE P 


PRE-AMPLIFIERS 
pee 


KNIGHT 2 CHANNEL 
A.C. PREAMPLIFIER 


Modernize your carbon mike 
amplifier—use the latest Crystal 
or high-impedance Velocity Mi- 
crophones for better reproduction, 
This Knight 2 Channel A.C. 
Preamplifier is designed to pre- 
amplify and mix 2 low-level high 
impedance microphones. Each 
microphone has a separate- two 
stage channel with volume con- 
trol. Especially adaptable for 
crystal or high impedance veloc- 
ity microphones. Permits you 
to use these high quality low level 
microphones with your present 
low-gain amplifier. Each channel 
uses 1—6C6 tube as S.G. Am- 
plifier, and 1—6C6 as Triode 
Amplifier; with 84 rectifier, Gain 
is 64 db.; hum is negligible. Out- 
put is 200 and 500 ohms. Has 
essentially flat frequency response 
from 40 to 10,000 cycles. Com- 
plete with tubes. For 110 Volts, 
60 cycles. Steel case size, 12”x 
616"x314”. Shpg. 
wt., 21 Ibs. 
A12057,. 
YOUR 
PRICE.......... 


LOW-COST SINGLE-SPEED MODEL 


A dependable portable electric phonograph, suitable for use with 
any amplifier or radio set having a high-impedance phono input 


circuit. 


Incorporates a high-grade single-speed 78 R.P.M. motor, 


self-starting synchronous type; maintains constant speed regardless 


of line voltage variations. 


Equipped with 12 inch turntable. 


Uses 


flat type magnetic pickup which has excellent frequency response. 
Pickup cord is equipped with convenient phone tip ends. Includes 


built-in volume control. 


Has needle cup. The entire assembly is 


housed in a compact, sturdy leatherette-covered case which measures 


1534"x1334"x434” open; 1534”x1334"x7” closed. 


Leather carrying 


handle is securely riveted on top. Entire unit is light in weight; 


compactly built for easy portability. 
cord and plug. For operation on 110 Volts, 
60 cycles, A.C. Shpg. wt.,29 lbs. 


YOUR PRICE... ; 
THESE PORTABLE ELECTRIC PHONOGRAPHS ARE UNUSUALLY SUITABLE FOR USE WITH AL 


A1ooso, 


Includes approved 6 foot 


$1388 


RACKS « PANELS 


RELAY RACKS 


Designed for Transmitters or Public 
Address Systems. (A complete as- 
sembly is illustrated, incorporating 
Phonograph, Radio, Monitor, Mixing 
and Control panels, with 3 output 
channels.) Heavy wrought steel base 
is drilled for floor mounting. Black 
crystalline-finish. Accurately drilled 
for mounting screws every 134 inches. 
Steel crystalline-finished panels are 
available in sizes listed below. 


FOR STANDARD 
19 INCH PANELS 


Heavy channel iron construction assures 
maximum rigidity and keeps all units in 
alignment. Standard size to accommodate 
19 inch panels with holes spaced 183% 
inches. Shipped in knocked-down form. 
Easy to assemble. Nuts and bolts are fur- 
nished. Exceptionally sturdy construction 
for rigid permanent assembly. Will make 
professional appearing Transmitter and 
Public Address Installations. 


38'% INCH RACK 
A9938. 38% Inches High. Rack only. 


ne ee 32 Ibs. $370 


NET PRICES oy cern dae ree 


734 INCH RACK 
A9939. 73% Inches High. Rack only. 


Se PS 45 ibs. 2 | Q70 


BLANK PANELS . 


Black crystalline finish. 
relay racks, 


Fit standard 


3 $0.56 
3 44"x19" -61 


15 %4%"x19" 


PHONOGRAPH PANEL 


A9937, For mounting standard phono- 
graph -motor and pickup in relay rack. 
Black crystalline finish. Design as illus- 


youn $665 


RACK MOUNTING 

BRACKETS 
All Knight amplifiers 
can be adapted to 
standard relay rack 
mounting if desired. 
Special brackets are 
available separately er 
can be obtained with 
amplifier at slight ad- 
ditional cost. Brackets 
finished to match am- 
plifier case. Write for 
prices. 


HONOGRAPHS 


HIGH GRADE DUAL-SPEED MODEL 


Essential equipment for sound systems. 


Also suitable for use with 


any radio set arranged to accommodate a high impedance phono- 


graph. 


Equipped with the finest self-starting dual-speed (78 and 


3314 R.P.M.) heavy-duty phonograph motor with weighted, balanced 


12 inch turntable. 


levers. 


Motor has speed-regulating and speed-shift 
Incorporates the latest Webster high-fidelity magnetic pick- 


up with built-in volume control. Has pickup cord with convenient 
phone tip ends. Comes in handsome black leatherette-covered case 


with metal corners and rubber feet. 
allow cover to be removed. 


Has slip-type hinges which 
Measures 1744”x1334"x9". 


Equipped 


with leather carrying handle which will not loosen or pull off. Fills 
every requirement for high quality, pottable phono equipment. In- 


cludes approved 6 foot cord and plug. 
on 110 Volts, 50-60 cycles, A.C. 


A10081, YOUR PRICE... 


For operation 
Shpg. wt., 36 Ibs. 


$2985 
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PORTABLE CASES FOR KNIGHT SOUND AMPLIFIERS 


FOR KNIGHT 8 WATT 


SOUND SYSTEMS 


A ruggedly-built carrying case, Par- 
ticularly designed for easily carrying 
either of the two Knight 8 watt Sound 
Systems. May also be used for other 
small amplifiers or similar equipment. 
Laminated plywood construction with 
metal reinforced corners. Attractive 
black leatherette covering. Has shield- 
ed grille for 8” speaker. Metal plate 
and adjustable web strap for holding 
microphone and desk stand. Non-tar- 
nishing corners How cover clasps. 
Measures 17” 


et wide and ge. $H95 
A9525. NET...... 


FOR KNIGHT 18 
WATT AMPLIFIER 


An unusually fine portable am- 
plifier case. Designed for use with 
the Knight 18 watt High Gain Am- 
plifier for portable work. It can 
also be used to carry other equip- 
ment of similar type and size. 
Leatherette - covered. Comfortable, 
securely fastened carrying handle; 
bottom fitted with rubber feet. Has 
shielded grille for 12” speaker, pro- 
tected by roll-down cover with snap 


FOR KNIGHT 25, 35 & 
60 WATT AMPLIFIER 


ATTRACTIVE— 
DURABLE 


An exceptionally rugged carrying case for use 
With the Knight 25, 35 or 60 watt Amplifiers. 
Strong and rigidly constructed; laminated ply- 
wood used to combine strength with light weight. 
Durable black leatherette covering, non-tarnish- 
ing gun-metal corners and positive-lock clasps. 
Case covers amplifier and fastens at bottom. 
Has rubber feet and 
leather carrying handle. 


AOR 27.0 NEM spcsnscse rst 


SINGLE SPEAKER CASE 


An attractive 
portable case that 
fits any 12 or 12%” 
dynamic speaker. 
Ideal for use in 
portable sound sys- 
tems, or for tem- 
porary speaker in- 
stallations in the 
field. Speaker 
opening protected 
by grille cloth with 
protective steel - 
wire screen back- 
ing. Snap-on back 
fitted with easy- , 
acting trunk clasps. Non-tiring carrying handle 
on top. Measures 1314” high, 

13144” wide, 9” deep. 


SPEAKER CASE ADAPTER 


A cleverly designed bracket which provides for 
mounting single speaker case above on the ad- 
justable stand described directly below. Holds 


recs soo oT 


Aio294. 


fasteners. Web straps provided for 
Ware. Measures 
DUAL SPEAKER CASE 


holding desk type mike stand. Gun- 
184% "x1744"x9% 
Permits easy trans- 


metal finished hard- $795 
A9526. NET oe 
portation of two 12 or 


12% inch dynamic 
speakers. Case divides 
diagonally into two 


separate units, each 
equipped with rubber 
feet. Clamp-tite clasps 
hold units together 
firmly. Heavy plywood 
construction with neat 
black leatherette cover- 
ing; carrying handle is 
provided at one end. 


WEATHERPROOF BAFFLES 
BER SS ONAL DReuATs BLE 


Ideal for use 
with any stand- 
ard dynamic 
speaker; will 
greatly increase 
tonal fidelity 
and _ enlarge 
sound coverage. 


22”x23” 


BELL, Will materially 

” improve large 

25” Deep. indoor speaker 
installations. Weather-proof. Finished in alu- 
minum. Speaker housing measures 155%,.x15%4x 


Type A is for speakers with 10 to 12 
Type B is for 7 to 9 inch cones. 


11 inches 
inch cones. 
Wt., 15 Ibs. 


LESS SPEAKER HOUSING 
$510 
WITH SPEAKER HOUSING 


A1O272. TYPE A. $8.10 


Ai0O273. TYPE B. 


FLARE TYPE—DEMOUNTABLE 


Semi-directional, 
weatherproof baffle 
horns. Finished in 
brilliant aluminum. 
Will improve the 
frequency response, 
increase the effi- 
ciency, and direct 
the sound distribu- 
tion of any dynamic 
or magnetic speak. 
er. Easily demount- 


EACH... 


30”x18” 


able. Supplied BELL, 

with or without 4” Deep. 

speaker housing 

case. Housing case aids in directing sound for- 

ward for large area coverage. Type A is for 

speakers with 10 to 12 inch cones, Type B is 

for 7 to 9 inch cones, Wt., 10 Ibs. 

A LESS SPEAKER HOUSING 
10276. TYPE A. 

A1O277. TYPE B. S395 

YOUR -PRICE,- EACH iwi. os ercks s 


WITH SPEAKER HOUSING 
278. TYPE A, 


pen TYPE B. EACH ICs $6.80 
OUR PRICES 


ARE ALWAYS LOWER 


STANDS AND MOUNTINGS 
FOR ALUMINUM BAFFLES 


The ideal sound 
accessory combination 
for all portable speak- 
er requirements, Con- 2 : 
sists of the Deluxef” / 


at 
mounted on adjusta- 
ble stand. Stand is 
fully adjustable from 
46 to 78”; has lock- 
ing clutch, and tripod legs 
with 36” spread. This sturdy 
stand will safely hold 250 
lbs.; folds up into a compact 
unit 214” diam., 39” long for 
easy portability. Swivel top 
with saddle permits adjusting 
haffle to any desired position. 
Entire stand finished in non- 
tarnishing chrome. Baffle is 
Deluxe ty pe with snap - on 
weatherproof cover; acoustic 
felt padding in dome to pre- 
vent reverberation. Both stand 
and swivel top are 

available nahn be) as 


listed below. Shpg. 
wt., 20 Ibs. yy, 
B1iO0290. Complete 


Unit as described; De- 
luxe Baffle, Stand, and 
Swivel unit 


ner... $20.90 | 


A1t1O291. STAND ONLY. 

11 Ibs. YOUR PRICE.............. $9.78 
A1O292. SWIVEL AND SAD- 

DLE ONLY. 2 Ibs. YOUR PRICE. .SaeDO 


AUTO TOP AND 
WALL MOUNTING 
WITH SWIVEL 


a” For easy mounting of aluminum baf- 
== flies on top of Auto or on the wall. 
Sturdily constructed with 7%” cast 
base. Finished in aluminum. Swivel 
permits pointing baffle for best sound 
distribution. Stand is 12” high. Wt., 


SS AO NET ORES $2.88 


A10293. 


-A10280. 


Speakers mount inside; 
ered with grille. cloth. 
eperation, Extremely compact and easily port- 
Knight Auditorium speakers or PS 
595 
HEAVY GAUGE 
unit of 18 gauge spun 
and extremely porta- 
Maximum sound dis- 
Bell housing 


cones are protected by 
Sections specially de- 
able when closed, measuring 214%” high, 13%” 
for portable sound systems. 
ALUMINUM BAFFLE 
DELUXE 
aluminum. Weather- 
ble. Design is acous- 
tribution. Flare is 
; 
10” deep, is lined 


steel. wire screen cov- 
signed to serve as baffle for speakers while in 
wide, 8%” deep. Wt., 7 Ibs. Ideal for use with 
eeece 
WEATHERPROOF MODEL 
A ruggedly built 
proof; light - weight 
tically correct for 
16%” in diam., 9%” 
with heavy felt to eliminate all reverberation. 


Supplied with weatherproof snap-on cover and ~ 
protective metal screen for cone opening. Forg 
diam. use reducer 


speakers smaller ae 12” ; 

‘aes OBS. below. Shpg. wt., 6 Ibs, 

Alo $ 82 
STANDARD MODEL 4 

A10283. Same sturdy baffle as aboye, but” 

less weatherproof cover and ab- f 


$628 


A1ilO284. TRUMPET FLARE only. For 
mounting on front of portable cases, etc. 1614" 


dia. x 9%” long. Wt., 3 Ibs. 
NET ooo ne $4.26 
A1O285. Weatherproof Cover. 
YOUR PRICE 


REDUCER RINGS. For reducing 
State speaker size 


EACH... co eee 44c 


WALL SPEAKER 
HOUSING 


An attractive spun - alu- 
minum housing for mount- 
ing speaker on wall. Metal 
streen and grille cloth pro- 
tect speaker cone. Easy to 
mount and install. 


sorbent felt lining in dome. 
NET 


size of opening. 
when ordering. 


ee a ee ee 


Aloz 73 ‘= speakers of not more ‘than 8”"a 
overa ameter. 
YOUR:-PRICE occ ote $2.35 
Al0275. Eg speakers of not more than 10” © 
overa iameter. 
YOUR. PRICE .-:..2., 4252.0 eens $2.94 


WE WILL NOT BE UNDERSOLI 


“a 


i 


ws 
@ 


PA. SPEAKEI 


KNIGHT AUDITORIUM DYNAMIC SPEAKERS 


_ Ruggedly built, powerful 12 inch Auditorium Dynamie Speakers designed to reproduce large audio power 
with absolute fidelity. Will easily handle 10 to 15 watts of power without distortion. Heavy, pressed 
Steel dreadnaught construction assures long life. Satin-black enamel finish. Has one piece pressed cone 
With new 3 point spider suspension. Heavy-duty well-made voice coil has large inside diameter of 114 
inches. Large field coil dissipates from 10 to 15 watts safely. Overall height, 12%4 inches. Depth, 7 
inches. Easy to mount on baffie board or in carrying case. Supplied in D.C. excited types of various field 
Tesistances or in an A.C. operated type using an 80 rectifier. Voice coil has 16 ohms impedance, All 
Speakers are supplied less output transformers. Special Knight Universal Output Transformer tapped to 
match any power tube combination is listed below. 


EXCELLENT QUALITY 


Ideal for use with all types of Public Address 
Systems. All models have heavy fields and over- 
sized housings giving higher field strength, enabling 
the speaker to handle large power without danger 
of overloading. Cone and voice coil are designed 
to give high quality wide range frequency response 
when overated at any audio level up to 15 watts. 


FOR ALL P. A. SYSTEMS 


Especially designed for heavy-duty use. They 
feature excellent sensitivity, delivering both yoice 
and music brilliantly. Heavy design and construc- 
tion permit the use of these Knight speakers either 
indoors or outdoors. Use Knight Auditorium Dy- 
namic Speakers for replacement purposes, for new 
P.A. Systems, for extra speaker installations, ete. 


ae 2 Nemne tol” Ohm.) Battery Excitation..... s 
. 3 SOME SONNEI ee es aea oc Sewanee aah ka eh 
346 Mem@mee tidd ......2260. NET EACH 
epee ON PIONS... so ass. ods cca ceee racouen 
At 1005. Knight Universal Output Transformer. NET........ 95c 
‘If or with speaker specify output tubes and how connected. 
A9464. 12-inch Auditorium Dynamic for {10 Volts, 60 Cycles, A.C. 
ESM TURNRERE FEN BRS Sa Baser oo cig oe wasn acd OF oo Os oe as esa Fhe a Oe oe $8.7 


Portable cases for Knight Auditorium Dynamic 


Speakers are listed to the left on page 82. 


ordered together, speakers and cases will be assembled at no extra charge. 


““Magic Magnet’’ Speakers hay 
tion for unexcelled performance. 


assembly. 


require no external excitation. 


ing size. Frequency response is 


“‘Woofer-Tweeter’’ combinations. 


ducers available. Supplied less 


SAA) 

MODEL MA 6-8—6 INCH 
Will handle 4 to 8 watts. Overall diam. 654”; 

depth 2746”. Voice coil %” diam.; 6 ohms. 


Res. freq, 120-150 CPS. 2 Ibs. 
A10410. List, $5.25. NET...... 93eO9 
MODEL EZ 8-7—8 INCH 


Normal input 5 to 8 watts. Overall diam. 
846”; depth 33%”. Voice coil 1”: 6 ohms. 
Res. freq. 110-150 CPS. 3 Ibs. 


A1O411. List, $7.50. NET...... $4.41 
MODEL EZ 8-10—8 INCH 


Normal input 5-8 watts. Size as above, but 
with larger, stronger magnet; has added sensitiv- 


ity. Depth 4%”. Wt. 5 lbs. 

AlO4i2. List, $10.50. NET..... $6.17 
MODEL NZ 10-7—10 INCH 
Handles 8 to 10 watts continuously. Overall 


diam. 10144”; depth 4”. Voice coil 1” diam.; 
6 ohms. Resonant frequency 80-110 CPS. Wt., 


3 lbs. 
A1O413. List, $9.00. NET...... $5.29 
MODEL NZ 10-10—10 INCH 


, = above on yi ern Handles 8 
0 watts. ept. x. (a f 
A1O0414. List, $12.25. NET..... $7.20 


CINAUDAGRAPH “Magic Magnet” SPEAKERS 


sign and construction; cone and voice coil are one integral 
Polyfibrous cone eliminates resonant peaks and 
Tattles. Voice coil cannot become off-center. 
field density is provided by “‘Nipermag’’ permanent magnets; 
sensitivity are much hgher than other speakers of correspond- 
audible range; permits the use of one speaker only instead of 


public address installations which require the finest repro- 


e gained an enviable reputa- 
Have unique compact de- 


Extremely high 
Power handling ability and 
unusually flat across entire 


Ideal for all radio sets or 


output transformer. ‘ 
MODEL FY 12-12—12 INCH 


For large radios and public address use. Over- 
all diameter 1214,”;-depth 5%”. Voice coil 
1%”; 6 ohms. Will handle 15 to 18 watts con- 
tinuously. Resonant frequency 60-80 CPS. Capable 
of high efficiency with extremely brilliant repro- 


ibe Wt., 10 we a transformer. 
0415. List, $27.50. 
Hep, eee $16.17 


MODEL HW 13-13—12}), INCH 


A true high fidelity speaker for the finest radio 
sets and sound systems. Will handle 20 to 30 
watts continuously. Overall size 125”; depth 
6”. Voice coil diam. 246”; 6 ohms. Resonant 
frequency 30-50 CPS. Less transformer. Wt., 


ios List, $61.00. ner. 935-87 


A10416. 
MODEL SU 18-12—18 INCH 


The finest reproducer available for all types of 
high-fidelity Public Address, Theatre Sound Sys- 


tems, Radio Broadcast, or Studio installations. 
Easily handles 30 to 35 watts. Overall size 
18%”; depth 7%”. 6 ohm voice coil, 3%” 
diam. Less nt ag ae 78 Ibs. 
AtO41i7. List, $115.00. 

“i eggs tents Sas $67.62 


When 


GIANT 
12 INCH 
TYPE 
NOTE: 
Write for 
prices for 
Knight Auditorium Dynamics equipped with any 


field you specify, and with special output trans- 
former for Class ‘‘B’’ or Class ‘“‘AB’’ operation. 


OXFORD 
SPEAKERS 


HORNS AND UNITS 


A new exponential type of indoor or portable 


Heavy-gauge, spun-aluminum 
construction. Aluminum is acoustically treated 
to avoid any metallic sound. Ideal where vol- 
ume, directional effect and appearance are of 
great importance. Impervious to all weather 
and atmospheric changes. Light-weight; only 
7% Ibs.: readily suitable to mobile sound sys- 
tems. Permanently fastened support is pro- 
vided for use on standard horn stands. Bell di- 
ameter, 20”; horn length, 20”; overall length, 
approximately 36”. Acoustically matched; 
weatherproof horn; diaphragm will handle power 
surges up to 15 watts safely. Will handle 10 
watts pean realy aS aa Ibs. 

0438. Equipped wi r ‘§ 
horn unit. List, $40.50. NET.... 23.81 
A1O435. With 6 volt horn unit. 


36. With 1000 ohm unit. 
Aloasy. With 2500 ohm unit S212 
List, $36.00. NET EACH........ 
A10440. Horn only less unit. 

Lista G25. Ole NES a0 socio terse $14.70 
A1O0441. Heavy-duty chromium-plated col- 
lapsible floor stand with folding base. Maximum 
height, 78”. Minimum height, 


46”: List, $21.00. NET.........- $11.80 


outdoor horn. 


AIR COLUMN HORNS 
AND UNITS 


A brandnew efficient line. of air column horns and 
units. Utilizes the famous ‘‘Cinaudagraph’’ permanent 
magnet field structure which does away completely with 
separate field supplies. Air column units are so con- 
structed as to withstand the damaging influence involved 
ir. outdoor applications. Wing nuts are provided for easy 
removal or attachment of unit to horn. Standard handle- 


OXFORD 
DYNAMIC 
SPEAKERS 


For many years the 
choice of leading set 
manufacturers; now 


type supporting bracKet permits permanent ceiling or a es : att 

portable stand mounting. Horns are of spun aluminum. per beni Amer 
—_ : € 

AIR COLUMN UNITS ONLY Servicemen. I nc or- 


porate many features 
of design evolyed from 


HORNS ONLY MODEL FYA—s INCH 


MODEL HU. 24” Bell, 20” Air Capable of handling steady power input of 15 watts and years of. research in 
pea use with HWA or ae ~ gets up to 20 watts ae an 8” Sapbragn ae ‘speaker field 
units. with 6 ohm 4” voice coil. Binding post connectors. Ideal sal for acing speakers of limited f = 
AlO425. NET $14.41 for use with FX horn listed at left or with similar horns. aoe A bysauet yeti = "Tor ‘cubic inet 
MODEL FX. 24” Bell, 28”. Air | Less transformer. Shpg. wt., 11 Ibs. $18 23 stallations. Have new curvelinear cones with 8 
Column. For use with FYA unit. A10O420. List, $31.00. NET.............. e ohm 1% inch voice coil. Will handle 12 watts 
A10426. $18.82 MODEL HWA—10 INCH continuously, 15 watts peak. Overall height, 
+ SLURS - Will handle surges of 30- watts but rated for 25 watts 144%4”; depth, 8”. Shpg. wt., 19 lbs. Less out- 
MODEL SW. 32” Bell, 30” Air continuous duty. 10 inch diaphragm. 6 ohm 2% inch voice put transformer. 
Column. For use with HWA or coil. Will operate with either the HU or SW horns listed A9537. With’6 volt 4 ohm field. 
SUA units. $31 16 at left. Less transformer. Shpg. wt., 35 Ibs. 1 16 A9538. With 1000 ohm field. s 94 
A1lO0427. NET.. : A1IO421. List, $70.00. NET............. $4 ° A9539. With 2500 ohm field. a 


List, $16.90. NET-EACH............ 
A9540. A.C. Type. Ideal as extension speak- 


MODEL SUA—10 INCH 


Rated at 30 watts continuous duty, 40 watts peak. 


SUPPORTING BRACKETS 


Dual purpose handle type mount- Rec- 


bracket. Shpg. wt., 6 Ibs. ommended for large installations such as stadiums, out- er in P.A. and call systems. For use on 110 

0430. For FYA unit.. .$2.06 door fields, large auditoriums, etc. 6 ohm 3% inch voice volts 60 cycle current. Less 80 tube and out- 
at 431. For HWA uwnit.. 2.65 coil. Less transformer. Shpg. wt., 42 Ibs. s 80 put transformer. S1 

10432: For SUA unit... 3.38 | A1O422. List, $91.50. NET............. 53 List, $25400 NET scr. cc. 4.94 


-- CHICAGO, I 


LLIED RADIO CORPORATION, 833 W. JACKSON B 


ggaLOWEST PRICES — HIGHEST QUALITY — 


NEW PERMANENT 
MAGNET MODELS 


An entirely new line of speakers of excep- 
tional design and construction. The fidelity 
and power-handling capacity of these speak- 
ers is equal to any conventional electro-dy- 
hamie type; sensitivity and efficiency are ex- 
tremely high. 
due to the use of a newly developed heavily 
permanently 

speakers 
battery receivers, as well as for general radio 
and public address work. 
plied with voice coil impedance of 6 ohms 
at 400 cycles and adjustable output trans- 
former. 


JENSEN DYNAMIC SPEAKERS 


and 
These 


6-INCH MODEL PM6-C 


Especially designed for use where 
extreme sensitivity and high qual- 
ity reproduciion are desired, as in 


ee io sound systems. Depth 
only 3746”. 

A9675. 59 
YOUR PRICE ........ — 


10-IN. MODEL PM10-C 


Particularly recommended for su- 
perlative performance in conneciion 
with receivers and small public ad- 
dress installations. 


os $°750 


A9677. 
YOUR PRICE 


A9678. 
YOUR PRICE 


No field energy is required, 


Magnetized metal 
are 


alloy. 
ideal for modernizing 


All speakers sup- 


For all tubes. 
8-INCH MODEL PMS8-C 


A popular size for use in console 
type radios, or for call systems, etc. 
Extremely sensitive, reproduces with 
exceptional fidelity. 

Only 3134,” deep. 


$ 
V8GR Price.......... §§s 
12-IN. MODEL PM12z-C 


For use with large console re- 
ceivers, or medium-powered public 
address systems; will provide ex- 
ceptionally fine reproduction. 


$26 


HEAVY DUTY 12-INCH MODEL PM1i2-B 
A superior speaker for use- with high-quality, large sound “systems, or 
wherever high fidelity reproduction at high Jevels of volume is desired. 


Equal to expensive electro-dynamic speakers, 
YOUR PRICE... 5. 


A9679. 


$4 gss 


JENSEN 


ELECTRO-DYNAMICS 
HEAVY-DUTY MODEL B12-X 


highly - efficient 

design. 
wherever true high-fidelity per- 
Especially suited to Public 
New curvilinear cone results in 
Will 
Equipped with 
transformer, 
, 14 Ibs. 


A particularly high-quality, 
dynamic speaker of advanced 
mended for use 
formance is required. 
Address Systems, 
extended high-frequency 
Watts continuously, 
coil and adjustable output 
tubes. 8 ohm voice coil. 


range. 


A9668. 1250 OHM FIELD. 
A9S669. 2500 OHM FIELD. 
List, $17.25. YOUR PRICE EACH 


MODEL ‘‘R’’ DYNAMICS 


Famous Jensen dynamic speakers in a new compact 
Features very rugged construction and unusually 
With built-in hum-buck- 
transformer supplied for 


aeee $2.35 


A9673. MODEL E6-R 6 INCH DYNAMIC. 


He $3.18 


style. 
fine fidelity of reproduction. 


ing coil. Adjustable output 
all tubes. 
A96G72. 5 INCH DYNAMIC. 


3000 chm field. List, $4.00. 


2500 ohm field. 
List, $5.40. 


Shpg. wt. 


NET.. 


SUS BR ee epee 


19” 


Recom- 


handle 10 
hum-bucking 
for all 


A9674. MODEL D8-R 8 INCH DYNAMIC. 


2500 ohm field. 
List, $6.65. 


RCA No. 


capacity. 


Overall diameter is 6144”; 


NET evs ete neta aoa 


Genuine RCA-Victor quality. 
for use with battery radios and midget sets. 
built for excellent fidelity and full volume-carrying 
Requires 
type cobalt steel magnet design. 
depth is 2%”, 


transformer not supplied. $327 


VICTOR 


PERMANENT-MAGNET 
DYNAMIC SPEAKERS 


9453—6 INCH MODEL 
Midget type, ideal 
Heavily 
no field Uses new 
Has 5-inch cone. 
Voice coil imped- 


excitation. 


RCA NO. 9538—71,” MODEL 


"i" 


Magnet. 744” diameter, 4” 


transformer. 


ance, 6 ohms. Output 
Shpg. wt., 5 Ibs. 
A9450. YOUR PRICE ......... 
Has corrugated 6 inch cone and oversize 
deep, 8 ohm voice coil. Less output 
Shpg. wt., 10 lbs. 


A9468. YOUR PRICE 


RCA NO. 9455—10” MODEL 


Heavy-duty type. 
5” deep. 6 ohm yoice coil. 
Wt. 12 Ibs. 


A9469. YOUR PRICE.......... 


Ideal for multiple sound systems. 
Less output transformer. 


1014” 


diameter, 


‘height 124%”, 


UTAH DYNAMIC SPEAKERS 


MODEL G12 

New Utah Gi2 Heavy-Duty Dynamic repro- 
ducer. Designed especially for heavy-duty 
operation in the Public Address field. Has 
completely enclosed cone suspension. Oversize 
field requires 18 watts excitation >; equipped 
with hum-buck coil and heavy 114” pole piece, 
Massive, solid construction that insures ample 
power handling ability. Response is unusually 
fine over entire audible range. Will handle 
18 watts continuously, 25 watts peak. Overall 
“, overall depth 64%”. Voice coil 
8 ohms at 400 cycles. Less transformer, Avail- 
able with either 2500 or 1000 ohm field. Wt., 


20 Ibs. 

A9470. 2500 ohm field. 

A9471_ 1000 ohm field. 5 
NET: EAGH <2 ci os een Ree: = 


UTAH MODEL F12 SPEAKERS 
== HEAVY-DUTY TYPES 


Anew, popular auditorium-type dynamic 
speaker. Designed especially to afford high- 
quality reproduction at high volume levels. 
Will handle 15 watts maximum input, Par- 
ticularly suited for Public Address work. 
Voice coil diameter is 114”; 16 ohms imped- 
ance. Heavy-duty universal output transformer 
is included. D.C. models require 12 watts field 
power for full output handling ability. Shpg. 
wt., 14 lbs. When ordering, of 
power tubes to be used with and how con- 
nected. Shipping weight, 14 Ibs, 


A. C. SPEAKER 


Self-excited field type for opera- 
tion from 105-120 V. 50/60 cycles 
eh a 1—80 tube (not sup- 
plied). 


43439. 6 Volt Field, Includes output trans- 
A9431. 1000 Ohms, former, either universal or 500 
A9432. 2500 Ohms. Specify transformer desired. 


A9434. 
List, Rio. 


A9433. 4000 Ohms. 

he ae S@76 | OsiFhn = S17 
UTAH HIGH FIDELITY — 
REPLACEMENT SPEAKERS 


A new line-of high fidelity speakers for either replacement or original 
installations. Workmanship and materials of the highest quality com- 
bined with new features of design make these ths finest reproducers- 
available at moderate cost. Solid yibration-proof construction with con- 
servative power handling ratings provide maximum performance far supe- 
rior to that obtainable from inferior types of speakers, 


614-IN. | 8-INCH 
MODEL | MODEL 
A9472 A9473 


$qze 


For use in console receivers and 
small Public Address systems, Has 
excellent tone quality and will 
handle full 8 watts normally, 12 
watts peak. Sturdy rattle-proof 
cone assembly with 8 ohm voice 
coil. Supplied with universal out- 
put transformer; field coil 2500 
ohms. Wt., 6 Ibs. 


A rugged tru-toned small speaker 
suitable for all replacement pur- 
poses. Especially suited for use in 
A.C.-D.C. and midget type re- 
ceivers. Handles power input of 6 
watts, peak 9 watts. Requires 6% 
watts fleld excitation. Voice coil 
6 ohms. With universal output 
transformer; 2500 ohm field. Wt., 
4% Ibs. 


g YZ 
A = Zi, 
12-INCH MODEL 
The ideal reproducer for large 
console sets. Has ample power 
handling ability coupled with the 


brilliant, faithful reproduction ex- 
pected only from more expensive 


10-INCH MODEL 


For use wherever exceptionally 
true reproduction is desired in a 
medium size speaker. Suitable for 
consdle type receivers and smail 
sound systems. Will deliyer bril- 
liant reproduction without distor- 
tion at full yolume. Normal input 


speakers. Normal input 10 watts 
with 15 watts peak. Voice coi] 8 
ohms. Requires 9 watts field exci- 


9 watts, 13 watt peaks. Voice coil tati 
§ hms; feld coil 2500 ohma. | transformer. Wh iy Te Output 


With universal transformer. An ex- 

cellent value. Wt., 10 $ ° A9475. 1000 ohm s 

Ibs 47 A9476. 2500 ohm 5ss 
Reid, “NET.2..522sse0 


AS474. NET...... 
BEST SERVIC 


‘ 


Seta Ie 


A high grade line of new type 
erystal microphones. Noted for high 
quality sound reproduction. Exten- 
sively used for all types of P-.A. 
work requiring exceptionally fine 
quality. No mike current required. 


SURE Sp 


ICROPHONES - 


MICROPHONES | AS 


CRYSTAL 


Newly developed, exceptionally well-built 
crystal microphones. Feature excellent fre- 
quency response characteristics and relatively 
high output level. Ideal for all high quality 
public address work. The complete listing be- 


TATIC 
-S 


ust B37. List S226. Ws & 
L $2295 | 9323 “Ge 
. MODEL 74C MODEL 70H 
“SPHEROID’: DIAPHRAGM TYPE 


Radically new, absolutely non- 
lirectional wide-range crystal mi- 
rophone of striking appearance. 
pecially shaped small dural dia- 

drives a new type ‘‘Gra- 
oil’ bimorph crystal unit. Sound 
eaches the diaphragm uniformly 
rom any angle through 360°. Ex- 
elient frequency response is flat 
within 5 db. from 40 to 10,000 
yeles. Output level, —55 db. 
Weighs only 7% oz. 214 inches 
liameter. With locking plug and 
tand adapter having 5-27 thread. 


75B ‘‘SPHEROID”’ 


Wide-range response is assured 
n this new non-directional crystal 
nicrophone.. Acoustically stream- 
ined, with curvilinear diaphragm. 
dlement is genuine Rimorph crys- 
a “. and with 56-27 

‘ imilar appearance to 
Model 74C. pont 
Jutput —60 db. 


A superior crystal microphone of 
the diaphragm pressure-actuated 
type. Special cantilever principle 
employed aids in effectively han- 
dling musie and speech. Output, 
—60 db. Beautiful cast ‘chro- 
mium-plated case. Mounts directly 
on mike stands having %-27 
threaded shaft, or may be spring- 
mounted by means of hooks sup- 
plied. 3 in. diameter; 1% in. 
thick. Supplied complete with 7 
ft. shielded rubber-covered cable. 
Model 70H is ideally suited for 
stage or theatre sound systems be- 
cause of its extreme sensitivity. 


WITH 25 FT. CABLE 
A7690. The same high quality 
microphone as the Model 70H 
listed above, but with 25 ft. of 
special rubber-covered shielded 


microphone cable 
trans 1 SAB S2 | gest siached SI ze 
Ultra Wide-Range Crystal Mikes 


New Shure microphones providing re- Tye New Suur 
production from 40 to 10,000 cycles, ULTRAwce muce 
with amazing response fidelity. New type Srsta.microphones 
‘rystal mounting provides the highest 
Jutput level consistent with good fidelity; 
single curvilinear diaphragm is of high- 
efficiency, acoustically correct design. 
Diaphragm is prétected even when case 
is opened, by internal screen, Crystal 
is moisture-sealed; scientifically designed 
acoustic network provides full barometric 
compensation. All models have standard 
%”-27 thread for stand mounting; have 
j ft. shielded rubber-covered cable. rae 
702A. Spherical semi-nondirectional type, 244” overall diam- 


47717. 
ter. Rubber-biack finish with chromium trim. Shpg. wt., 1 Ib. _ 
47715. 700A. Semi-directional type. Swivel arrangement for tilting 


lead. Chromium finish. 234” diameter. Shpg. wt., 2 lbs. 
A7716. 701A. Grill type case; rubber black screen $ 
covers with chromium trim. 316”x2%4”x1%”. Shpg. wt., I 70 
i Ib. List Each, $25.00. NET EACH...........:...... oe 


47729. 60C. Crystal Contact Mike. For special sound and yibra- 
ion pickup, such as Musical instrument and Machine noise reproduc- 


ion. Size 1%"x1"x%”, § ; 2 
Sieeme Ner ee §135.23 


_A STAND MICROPHONE STANDS 
dead SHURE MODEL S54B 


An inexpensively-priced, high grade floor 
stand. Made in three sections, adjustable 
from 25% to 6214 inches. Automatic friction 
lock holds sections firmly when extended. 
Modernistic base is 1034” in diameter. Tub- 
ing is finished in attractive rubber-black with 
chromium trim; base is finished in black 
“wrinkle’’ enamel. Top of stem is threaded 
5&-27 to accommodate all crystal and velocity 


S54B 


microphones. A very popular unit for use with 
portable P.A. systems because of its small 
eg when extensions are lowered. Wt., 8% 
DS. 

A7739. List, $10.00, Sess 
WOU RR FRIC Bites snes coe ices aes ——— 


MODEL $32C 
Modernistic desk stand. Adjust- 
ble from 7” to 11”; automatic 
riction lock. Black finish; chrome 
ase trim. Threaded %-27. 
A7734. List, $6.50, $ 
2 st, $6.50. 
_ Sa eeeeee 382 
—_—__-OOo 
MODEL S41A 


A high quality 10” hanquet 
tand finished in polished nickel 


MODEL M S56A 


Highest quality, attractive floor 
stand. Height is adjustable from 
43 to 69 inches. Extension sec- 
tion is gripped firmly by the ex- 
clusive Shure Automatic Friction 
Clutch. Lock tension is adjusted 
by rotating chromium collar at 
top of barrel. The professional ap- 
pearance of the black Japan rub- 
ber finish blends into any setting. 
Round 10%” base. Stem has 


pate. wae ee mae standard %-27 thread for all crys- 

hreaded stem. Wt., 1% Ibs. zo — velocity mikes. Weight, 

bem. Wt 1% Ibs. 06 % Abs. 94 
s 7735. 

ist, $3.50. NET..... — A $13.50. NET..... —_ 


LLIED RADIO CORPORATION, 833 W. JACKSON BLVD., CHICAGO, ILL. 


low coyers practically all P.A. requirements. 
A2190. 
List, $22.50. if? 30. 
NET NET . 
$4373 | s1q7° 
MODEL D-104 MODEL D-2 


STANDARD TYPE 


A new improved crystal micro- 
phone of rugged construction. 
Uses a Piezo Crystal element. 
Practically indestructible. Re- 
sponds equally well in any posi- 
tion. No hiss or background noise. 
Has excellent frequency response 
essentially flat from about 40 to 
10,000 cycles; output level —65 db. 
High impedance; may be con- 
nected directly to tube grid. No 
field or button current. required. 
Can be coupled directly into grid 
of amplifier input, or capacity- 
coupled by means of conventional 
condenser and grid load resistor. 
Housed in an attractive chromium 
case, 3 in. diameter; 1 in. thick. 
Supplied with 8 ft. rubber covered 
shielded cable and handy mount- 
ing hooks. Threaded for %-27 
stands. 


WATCH CASE TYPE 


A small, light crystal micro- 
phone of exceptionally good fre- 
quency response characteristics. 
Uses a newly perfected Grafoil 
Bimorph Crystal and new dual 
diaphragm design. Non-direc- 
tional; feedback tendency is re- 
duced to a minimum, Remarkable 
frequency response is flat from 50 
to 6000, with rising characteris- 
tics to 10,000 cycles. Output level 
—60 db. Very attractively finished 
in beautiful chromium. Sturdy, 
rugged construction. Case is ex- 
tremely compact; only 2% inches 
in diameter, % inch thick. 
Threaded for %-27 stands. Shpg. 
wt., 2 Ibs. With 8 ft. cable. 


A2193. D-2 Microphone as 
above, but with 25 


tard. NET... SL5e76 


LAPEL CRYSTAL MICROPHONE 


eter, %&” thick. 
—68 db. with 
6000 cycles. 
back tendency. 
erystal. 
braid-covered 


A2188. 


cable 


model listed at top right of page. 


handle, finished in bright chromium. 

principle, with the newly perfected Grafoil-Bimorph crystal unit, 

providing excellent response from 50 to 6000 cycles. 
mobile sound systems, $s 

With 6 ft, shielded rubber-covered cable. I 17 

— 


YOUR PRICE-2 -.c3-. 


NEPe sco ae $16.46 


portable transmitters, 
ete. 
A2183. 
A2184. MODEL D-2-HS. 

Same as above but with switch. 


clusive of cable, and is fitted with spring clip. 
a frequency 
Non-directional; with greatly reduced feed- 
Element is 
Supplied with 25 ft. 


List, $25.00. 
D-2-H HAND MICROPHONE 


A utility hand microphone built around the D-2 Watch Case 
Has handsome, rugged metal 


A new dual-diaphragm, lapel type crystal microphone. 
Bronze case is finished in dull black; only 14%” in diam- 
Microphone weighs only one ounce, 


ex- 
Output, 
response flat from 50 to 


genuine Grafoil Bimorph 
shielded, 


YOUR PRICE. Sq qze 


Utilizes dual-diaphragm 


Ideal for 


pact, 


eter. 


nector. 


A2187. 


BRUSH BR2S SOUND CELL 
CRYSTAL MICROPHONE 


A high-quality, low-priced spherical microphone of com- 
light-weight design. 
consists of two distinct piezo-electric sound cells connected 
in a balanced series circuit. 
sponse, with output of —66 db. 
cast, police, amateur and commercial use. 
Finished in beautiful dull chromium plate. 


YOUR PRICE. is .02si ns. -e « 52733 


The special generating agent 


Has excellent frequency re- 
Ideal for P.A., broad- 
Only 2144” diam- 
Furnished 


with locking type plug and socket con- 
No cable is supplied. 


UNIVERSAL MICROPHONES 


MODEL “‘Xx’? TWO 
6 BUTTON TYPE 


A7550. 
List, $10.00. 
NET 


Develops truly 
faithful, natural 
Has good frequency range. 
dia- 
Rug- 
gedly built. 200 ohms per button. 


MODEL ‘‘*x” 
A7551. Similar in design to 
above but of single button type. 
A high quality unit, 


NET cob cat sae $4.41 


MODEL ‘‘BB’’ 
Double button microphone with 
protected stretched diaphragm. 
Frequency range, 50 to 5,000 
eycles. 200 ohms per button. 3 
inch diameter. 


A7552. NET. $14.70 


tone. f 
Equipped with Duralumin 
phragm, pure gold contacts. 


MODEL ‘‘W’’ LAPEL 
MICROPHONE 


A7555. 
List, $3.00. 
NET 


$q7e 


Very com- 
pact, sensitive 
lapel microphone. 
button. Gold spot center dia- 
phragm, Size, 1%x84 inches. 


2 BUTTON HAND 
MICROPHONE 


Equipped with ‘‘on- 
off’’ switch in handle. 
Excellent for portable 
work, Sound Trucks, 
ete. Standard two-but- 
ton type. Output, —55 


200 ohm single 


db. With 6 ft. cable. 
A7 299 

ist, 
$15.00 82 
ae — 


85 


+ 


VELOCITY 


CARBON 


A rugged, well-constructed micro- 
phone at a surprisingly low price. 
Frequency range is from 40 to 3500 
cycles resulting in natural tonal re- 
production of voice. Diaphragm is 
of selected Duralumin stretched at 
correct tension between the two halves 
of the heavy cast metal case. 
Standard 200 ohms per button, 


floor stands. 


inches. Ideal for all 
4 Heavy cast base weighs 


ean be run through hollow stem if desired. Top 
Less mike. 


stem threaded 5% -27. 
STANDARD MODEL 


An unusual value in 
a high quality stand. 
Sturdily made, has 
smooth sure-grip ad- 
justable clutch. Stem 
attractively finished in 
chrome; has step-type 
modern base finished 
in black crystalline. 


A9991. $3.95 


MICROPHONE RING 

Carbon microphone ring 
for use with either of the 
floor stands listed above. 
Chrome finish. Ring is 
6%” in diam., threaded 
58-27 to fit all standard 
floor stands. Complete 


with 8 suspension springs. 85c 


A9984. NET 


Attractive modernistic 
J able for studios, P.A. 
f sound systems. Base 
crackle finish, 
bon, crystal, or velocity 


CARBON 
MIKE STAND 
Has octagonal 5%” ring for sus- 
pension of carbon microphone. 
Height overall is 9 inches. Com- 


plete with 8 springs. $1 18 
® 


A9158. NET 


Quality constructed 


feed-back. Ribbon 
proof mounting. 

former is included. 
pedance, or high 


MODEL V-2 


excellent velocity 


An 
with basically flat frequency response 


microphone 


up to 14,000 C.P.S. Cradle support 


threaded %”-27. Output —68 db. 

A2195. STANDARD IMPED- 

ANCE. 200 OHMS. 

A2197. HIGH IMPEDANCE. 

50,000 ohms at 1,000 cycles. 

List, Each, 

$35.00. @s5s 
Et EACH c=. — 


MODEL V-4 


The finest velocity microphone 
available. Developed for the exact- 
ing requirements of Broadcast and 
tecording service. Cradle mount- 
ing; output 62 db. 
A2235. STANDARD 
ANCE. 200 OHMS. 


A2236. HIGH IMPEDANCE. 
To feed directly into grid. 
List, Each, 
$75.00. 

NET EACH 


OuUR 


IMPED- 


Knight Microphone Stands 


Attractive professional type two-piece telescoping 
Sure-grip 
quick, easy adjustment of height from 47% to 72 


Knight Desk Stands 


finished 
Two types; will handle all ecar- 


ELECTRO-VOICE 
VELOCITY MICROPHONES 
SERIES V 


high-fidelity sound work. 
teristics are ideal for 
is suspended’ internally on a shock- 
Genuine 

Supplied in either 200 ohm output im- 


Supplied with 20 ft. shielded cable. 


impedance for direct coupling to grid. fect acoustic conditions. May be used with eable lengths u 
to 500 feet without affecting opera hapa | mies 
not subject to hum or high frequency pickup. nclose: 

MODEL V-3 handsome gunmetal finish grill. Equipped with 56-27 thr 


PR iC £ 


A complete liné of high-quality ribbon-velocity micro- 
phones. Compact streamline construction incorporates the 
latest features of acoustic design. Unexcelled for fidelity 
of reproduction; designed to minimize feedback, hum pick- 


up and extraneous noises. fas swivel mounting brackets 
with built-in rubber shock absorber; threaded 54-27. 


A2272. MODEL RB-Mn. For high quality speech and 
musie reproduction. Frequency range from 40-11000 CPS, 
Output 200 ohms; —64 DB. Has built-in switch and lock- 
ing type cable connector. With 25 ft. cable. 

A2273. MODEL RB-Hn. Same as Model RB-Mn above 
but high impedance output of 2000 ohms to feed directly 
into tube grid. 

A2274. MODEL RB-Bn. 


ES ‘Stands 


Outstanding in value, this is one 
of the finest low-priced double but- 
ton microphones available. Has es- 
sentially flat frequency response from 
45 to 7000 C.P.S. Impedance is 200 
ohms per button. High quality 
stretched duralumin diaphragm with 
gold-spotted centers. Case is 3” in 
diam. ; %” thick. Satin-nick 


A2278. MODEL RB-Din. 


friction clutch permits 


Dual impedance velocity microphone. 


He 

I both 200 ohm and high impedance outputs to match any 
types of Sound Systems. amplifier. May be used with eable lengths up to 2000 Ss ( 
10 Ibs. Microphone cable ft.>-st,:$45.00. NEV icsccs ate ae ee - _ 


Shpg. wt., 17 Ibs. 


A2270. MODEL RB-Sn. For all-around speech and music reproduc 


tion, Frequency range 60-7000 CPS. Output 200 ohms; —68 DB. Wit 
tate ciel pede 12 ft. cable and built-in switch. 
chrome finished stem A2271. MODEL RS-Hn. As above, but with high 81 
and base. Has ‘‘one- impedance output of 2000 ohms. § i 
hand” adjustment with List, $32.00.>:. NET: EACH Sis sae sce ee eee ate lerae. 


non-slip friction clutch. 
Especially suited to 
those installations which 


A2268. MODEL RAL. A high quality moderately priced 
ribbon velocity microphone of typical high quality Amperite 


require a sturdy sery- construction. Has unusually fine frequency response for both 
iceable stand. voice and music. Output 200 ohms, —68 db. 8 ft. of cable. 
A9990. S 5 A2269. MODEL RAH. As above but high impedance to 
NET“: e —— connect directly to tube grid. Output 


Y 


— Ss) 


: 2,000 ohms, 12 ft. of cable. 
“‘Mike’’ Stand Adapters 


YOUR PRICE, EACH $1294 


A9948. Adapts old ee: 

Brush and Turner mikes to Knight 

floor stands. 5-27 female to 14” : JUNIOR (LAPEL) VELOCITY 
male pipe thread. Chrome- Small in size but capable of really high quality per 
plated, .NET 25¢C formance. Reproduction is lifelike and clear. Flat re 
A9949.. For’ ‘Amperite. SR-80 sponse from 60 to 7500 CPS for all yoice work. Outpu 
RCA Velocity, Universal Dynamic, aos db. Size only 2%x1%x% in. 25 ft. cable. 

ete. %-27 to %” pipe. ASS7o. High Tapes Mode, § 64 
Chrome-plated._NET_---.. 30¢ List, $30.00. NET EACH........... I 


EXTERNAL INPUT TRANSFORMER 


New line coupling transformer. Permits use of 
low impedance velocity microphones with amplifiers 
having high impedance input circuits. Has balanced 


style desk stands suit- 
systems, and portable 
neat black 


in 


microphones. hum bucking windings. $2.94 
2279. List, $5.50. 

CRYSTAL NET. pee : eee, Pee ee eae 

F 8] vata! » nik 

‘or all crystal or velocity mikes. REPL ACEMENT RIBBONS 
Has chrome-plated st threaded : 
5-27 at. ‘top. Overall height 8”. | A2233. STANDARD. A2234, SUPERSENSITIV 
Heavy cast base. 1 Package of 2 ribbons. Package 2 ribbons. 
A9983. NET........ 8 25 List,- $1.25... NET..c22. 73¢ List, $1.75. NET...... 


Bruno Velotron Microphone | 


A new high fidelity microphone built on the static-veloci 
principle. Combines the high fidelity reproduction of t 
ribbon velocity microphone with the high sensitivity of : 
condenser type. May be used successfully with any amplifi 
of either the high or low gain type. Requires approxima’ 
250 volts for polarizing voltage; leakage drain is less than o 
milliampere. Output is —50 DB. Frequency response 30 
14000 CPS normally, but ean be altered to favor either h 
or low end of response curve by changing polarizing-yolta:; 
Highly directional; ideal for Sound installations with im 


ribbon-velocity type microphones for 
Advantageous directional charac- 
eliminating background noises and 


cobalt magnets used. Trans- 


socket mounting, ball swivel, built-in rubber shock absor 


and locking type cable connector. Complete > & & 


Nigh quality velocity ,microphone 
for ultra-faithful sound work. 
Equipped with cradle, swivel, cable, 


with 8 ft. cable. 


and plug. Excellent frequency re- A2225. List, $20.00. YOUR PRICE.... 

gins at 14.000 CES. Guenat 36 oh. “Bullet”? Dynamic Mikes | 

ANG E esq OHMS pg tet: peas rane sod naakce anit Hike ae 
2198. HIGH IMPEDANCE. a = 


Standard model. Output —40 DB. 
, 3%” diam. With %-27 coupling a 
15 ft. cable. » 2% Ibs. 


A 

50,000 chms at 
List, Each, 
$50.00. 
NET EACH 


1,000 eyeles. 


‘2 


A2161. 50,000 ohm. 
MODEL V-15 List, $39/50. NET, EACH...... 

“Communication Special.”’ For MODEL TR-3 MODEL TR-4 
high-quality voice transmission. Re- Has essentially the same charac- For use in Recording and Broad 
sponse, 40—12000 C.P.S.; output teristics as Model TR-2 above, but | casting studios. Response essen: 
—64 db. High impedance (direct differs in size. Only 5” long, 3” | tially flat from 20 to 10,000 CPS. 
to grid). Complete with modernistie diam. Output —45 DB. %-2716%” long, 3%” diam. Output —38) 
desk stand and 10 ft. cable. Has mounting. 10 ft. cable. Wt., 2 Ibs. | DB. 5-27 mtg. 25 ft. cable, 216 Ibs 
locking cradle design, A2162. 200 ohm. A2164. 200 ohm. 

A2238 7 A2163. 50,000 ohm. A2'65. 50,000 ohm. 
List, $37.50 05 List, $24.50. $1 41 List, $90.00 2 
NEVE oe NET..EACH 0.5. e NET..EACH is at . 


cS 


ad 


NS ISTENTLY 


LOW ER! 


Cee OS 


ished in 


Aats 181. Model D5. 40 ohm. NET 
182. Model D57. 2000 ohm. 
connect direct to grid. NET....... 


performance with 


MODEL RL 

With built-in transformer for 
matching 200 ohm line—will work 
into regular single button micro- 
phone channel. Shpg. wt., 4 Ibs. 
A a ao microphone. 


‘14* 


rege $24.25, 
YOUR PRICE .... 


NEW AMERICAN 
DYNAMIC MICROPHONES 


An all-purpose dynamic type microphone espe6- 
cially suited to 
acoustic conditions. Output impedance, 40 ohms 
(—60 DB); may be used with cable lengths up to 
150 feet. Semi-directional; housing sealed against 
pressure and temperature ‘changes. 
voltage required; excitation supplied by new high- 
flux permanent magnet. 
bracket to fit 5-27 thread. Streamlined case fin- 
: baked black enamel. 
5 diam. Complete with 25 ft. cord and plug at micro- 


stage or in the studio. 
to 10,000 C.P.S. Output, 
amel and chrome plate, 
With lock type polarized stand plug; has 54”-27 thread. 


installations having abnormal 
No polarizing 
Equipped with tilting 
Size, 3%” long, 


$76” 


NEW UNIVERSAL 
VELOCITY MICROPHONES 


A new line of yelocity microphones combining superlative 
striking appearance; 


ideal for use on 
Frequency response is flat from 40 
—63 db, Finished in black en- 

Measures only 2%x55¢x1%4”. 


MODEL RH 


High impedance type. Works di- 
rect to grid of first tube without 
matching transformer. For use 
with all amplifiers having a gain 


of 85 db. and over. 
af 4% 


A7559. 
List, $24.25. 
YOUR PRICE ..-. 


RCA TWO BUTTON |} ORCHESTRA 


your PRICE 


$ 4> 

Genuine RCA 
quality 2 button 
microphone. Same 
as used in RCA Transmitters, P.A. 
and home-recording equipment, etc. 
Ideal for the amateur transmitter. 
Impedance is 200 ohms per button. 
Case is 6x344x2 inches, and is 
handsomely finished in dark brown 
crackle. With flexible cord, A 

lendid microphone value. 

761 NET 


MICROPHONE ayes STAND 


A7561. 
YOUR” PRICE 


*5= 

Three section 
collapsible stand 
with maximum 
height of 66” and 
minimum of 25”. 
Can be used as 
either floor or 
banquet micr o- 
phone stand. Finished in chrome 
and cadmium. %-27 standard 
thread at top. Packs in space 
only 3”x3”x20”". Wt., 4 rT 
AZ {. NET 


CRYSTAL MICROPHONE. 


control. 


Coupling type. 
Complete with 25 ft. 


shielded cable. 
A77\1 


56-27 
hole at bottom and %-27 stud, 
single 
conductor rubber-jacketed 


$12.50. NED 2 $7.35 


A7713. Model Vi2A. Same 
as above except complete 


VOLUME CONTROLS 


For smooth, noiseless control of crystal microphone yolume. 
Uses new capacity attenuator method of control. 
rubber black with chrome and black ‘*Volume’’ escutcheon. 
Has convenient On-Off toggle switch in addition to volume 
Measures only 
stand that has %”-27 threaded stem. 


MODEL VIIA 


Has 


Finished in 


4x2x2”, Fits any standard mike 


MODEL V21A 


Demountable type. With 
receptacles for Shure micro- 
phones of the 74C and 70H- 
T9AC type. With 25 ft. S.C. 
rubber-jacketed cable. 
A7712. List, 


$12.50. NET...... $7.35 


A7714. Model V22A. Same 
as above except complete with 


ail 50 - one conductor | 50 a aes papas rubber- 

Tu r-jackete jacketed cable. 

cable. NET....... $8.82 MER tyee ees $8.82 
SHURE CRYSTAL 


STAND SWITCH 


Stand-mounting switch 
for use with any micro- 
phone, In black aluminum 
case 232” high. Has %” 
27 thread. Model A80A, 


A7695. 


youn price... SLA] 


WEATHERPROOF 
one nONe CABLE 


rubber jacket over tinned 
Ideal for ‘outdoor 


Heavy 
copper v Shielding. 
and heavy duty service. 

NET 


NET 
ABBi4 “eset hes $2.70 
3 2c ¥ 
Assis 3 40°°- 3:75 


ALLIED RADIO CORPORATION, 833 


MICROPHONE CABLE 


Shielded, rubber-jacketed cable. 
Conductor is of eee pirended cop- 
per; rine flexi 

NGLE CONDUCTOR 
A2499. J00SFte=5. 5. $3.45 


DOUBLE CONDUCTOR 
nzeos. 100 Ft. 


Microphone Springs 
High grade tempered spring steel. 
Loop ends. Cadmiuni-plated finish. 


ner oer OF 684555: 15¢c 


Coupling 
Transformer 


A6O50O. SIN- 
GLE BUTTON 
TYPE, Has pri- 
mary for stand- 
ard 200 ohm sin- 
gle button micro- 
phone; secondary 
for coupling to 
tube grid. Completely shielded. 


AGO5!. TWO BUTTON TYPE. 
For all two button type micro- 
phones. Primary impedance, 200- 
200 ohms; secondary to tube grid. 


Turn ratio, 1 to 45. 
NET $qis 
EAGH osc cece: —= 
MIKE RECEPTACLES 
Wall- type po- 
larized recep- 
tacles for use 
with A7579 plug 
(shown at right 
bottom). Ideal for 
permanent sound 
installations in 
Schools, Theatres, Auditoriums, 
etc. Two types are available: One 
is a small receptacle only; the 
other is a receptacle with 4” round 


cover for standard conduit junc- 
tion boxes. 


A5485. R tach 
only. NET ..............79@ 
A5486. With 4 
inch Cover. NET Sone ate $1.15 


MIKE RECEPTACLE 
AND PLATE 


A polarized micro- 
phone receptacle 
mounted on a bake- 
lite single-gang plate 
for flush wall mount - 
,, Measures 234” 


“A5487. 


3 Way Microphone 
Plug and Jacks 


High grade 3 circuit plug with 
bakelite handle. Long jack with 
phosphor-bronze spring to accom- 
modate plug. 36 inch mounting. 


A8957. PLUG. 
NETi2. Rs stss. 5 i2kts 40c 
A8958. JACK. 
NET 


MIDGET JACK 


Three contact jack for 


Recaisatnn microphone plugs. 
Well-made. 
Al6o5. Net... 2O0C 


PORTABLE JACK 
Accurately made to receive 
any standard 3 way micro- 
phone plug. Black molded 
bakelite barrel. Fully in- 


sulated. ages? 38c 


A5G65. 


SHIELDED PLUGS 
AND JACKS 


Standard 2 and 8 circuit plugs 


nickel- 
with 


and jacks. supplied with 
plated brass shielded barrels; 
rubber insulating bushings. 


2 CIRCUIT 
Asees. JACK: 
YOUR PRICE, EAcH..... 99C 


3 CIRCUIT 
A5668. PLUG. 
A5669. JACK. 

YOUR PRICE, EACH.... 


73¢ 


MICROPHONE epeintidsh pepe 


CONNECTORS 


Ideal for quick, sure connection 
of microphones to any sound equip- 


Polished chrome - finished 
heavy brass shells, fitted with 
sturdy plugs and receptacles. Male 
and female threads are %”-27. 


CABLE TYPE PLUGS 


ment, 


AI965. 
ercees NETisiecns cite 59c¢ 
66. 
4 PRONG. NET.......... 65c¢ 
RECEPTACLES 
A1967 


3 CONTACT. NEV. ees §9c 


A1968. 
4 CONTACT. NET...... _.65¢ 


STAND TYPE 


For use with cable types above; 
has %”-27 female thread for 
mounting on microphone stand. 

RECEPTACLES 


A1969. 
3 CONTACT. NET........ 59Cc 


1970. 
COgnTAGE NEVsteee 65¢ 


CHASSIS 


Mounts in 1%.” 
chassis hole; for 
use With above ca- 
ble connectors when 
connection is made 
at amplifier. With 
knurled ring, lock 
washer and hex 
locking nut. 
A1I971. 3 CONTACT 
RECEPTACLE. NET...... 29c 


A1972. 4 PRONG PLUG. 
73. 4 CONTACT 

TU OEPTACLE. NET..... 32¢c¢ 

CONNECTOR ee 

AND CAP 


Fits cable and 
chassis type . con- 
nectors above; ¥ 
protects plugs and 
receptacles from 
dirt and tampering. 


A1974. NET 


Microphone 
Shock Absorber 


Prevents floor vibration 
from reaching microphone. 
Substantial ; sturdy ; made 
of heavy brass, in pol- 
ished chrome finish. With 
liye gum rubber cushions. 
56-27 threads, male and 


Ato75s. NET..59C 


ARMORED MIKE 
CONNECTORS 


Heavy, sturdily con - 
structed connectors for 
microphone cables. Po- 


larized type; connections 
cannot be reversed when 
joining cable lengths. 
Have adjustable cable 
clamps. Knife blade type 
contacts make positive connection 
and will handle up to 10 Amps. 
at 250 volts. The most rugged and 
efficient connectors made. 


A7578. 3 Prong 
Socket. NET 


A7579. 3 Prong 
Plug. NET 


CARBON 
GRANULES 


quality 


Laboratory - made 


carbon granules, No. 100 @ 
size. Sufficient to recarbon | 
two double-button micro- 
phones. 

A7556. 
your price... §§C 


W. JACKSON BLVD., CHICAGO, ILL.,, 


Pee Sweaee AA 


°CH 


KNIGHT HIGH IMPEDANCE PICKUP 


An outstanding value in high quality phonograph pickups. Has ex- 


Clear Brilliant 
Reproduction 
at Low Cost 


A2295 
YOUR PRICE 


$3ss_ 


NEW WEBSTER 
CRYSTAL PICKUPS 


A new crystal pickup of 
greatly advanced design. Has 
exceptionally fine response 
characteristics and unusual 
freedom from needle 
noise. Sturdy arm is 
very light in weight. 


MODEL 


An excellent crys- 
tal pickup featuring 
new principles of de- 
sign and construction. 
Frequency response, 
40 to 8,000 C.P.S., 
and will play bril- 
liantly all 3344 and 
78 R.P.M. records. Voltage output, 
Imp., 180,000 ohms at 1000 cycles. 
A2296. Less volume control. 
List, $11.00. NET 


1.5 volts. 


2297. With volume control. 


Da Bion Your PRICE... $706 
HIGH FIDELITY MODEL 


Similar to the standard*model described above, 
but with response flat within 2 db. from 40 to 
5000 cycles, with a constantly rising output from 
5000 to 8000 cycles. 

12298. Less volume control. 
List, $12.75. YOUR PRICE..... 
A2299. With volume control. 
List, $13.75. NET 


A real “‘high-fidelity’’ pickup using a genuine 
bimorph crystal element for brilliant reproduc- 
tion. “Frequency response is exceptionally flat 
and without objectionable peaks. Carefully 
counter-balanced to exert only 2% ounces of 
pressure on needle point. - May be connected 
Avge3” ype: or ira ocaier paanied to line. 

2 arm for 10” or { $688 
A7694. 12” arm for 10” to 16” 
records. List, $12.50. 


List, $10.00. 

YOUR NET PRICE............. 

YOUR NET PRICE...:........... $7.35 
A ASSL De at 


New Professional High-Fidelity Crystal pickup 
for use wherever the finest reproduction ig de- 
sired. New offset head holds needle true to 
tangent through entire record Playing surface; 
has reversible action so needle can be replaced 
from top. Arm rotates on double row ball-bear- 
ing. Absolutely free from resonance, For 10” 


or 12’ records. 

A7687. 10 

List, $17.50... NET....55<4222+ $ 29 
ASTATIC SCRATCH FILTER 

A7688. For crystal pickups.. Tuned to resonate 

at scratch frequency. Sealed in metal 

Cay Teese; * NET 3.5. che ae 


ceptionally fine frequency response characteristics and high output. 
Will reproduce with high fidelity all standard phonograph records. 
Needle scratch is reduced to an absolute minimum. This is an ideal 
pickup for use in sound systems, phonograph combinations, and for 
modernizing older type phonographs. 
balanced for correct needle pressure. 


Simple to mount. Accurately 
Has unusually attractive finish. 


EXCELLENT QUALITY 


A Hi-Fidelity magnetic type pickup of highest 
standards. Uses high percentage cobalt magnet 
for superior performance. Features extremely flat 


‘frequency response over a wide range. Reproduc- - 


tion is brilliant and clear. Excellent for all 
phonograph requirements. For use with 50,000 
ohm volume control for uniform response. With 
10,000 ohm control, bass will be accentuated. 
High impedance type, high level of output. 
Ruggedly built, yet extremely light in weight. 
Length overall 8% in. Supplied with 18” con- 
necting cord. 


295. Knight High 38s 


NER is Sosy —— 


A2 
Impedance Pickup. 


NEW WEBSTER 
MAGNETIC PICKUPS 


HIGH FIDELITY 


Plays Both 78 and 
3343 R.P.M. Rec- 
ords. Frequency 
Response 100-7000 
-P.S. A Remark- 
able Pickup Value. 


MODEL 30-A2 


A new improved wide 
range pickup. Repro- 
duces extended frequen- 
cies for faithful re- 
sponse, Will clearly and 
brilliantly play all rec- 
ords up to 12 inches in 
size. Perfectly balanced 
for high fidelity repro- 
duction. 


STANDARD IMPEDANCE 


The 30-A2 Standard model has an impedance 
of 9,100 ohms, and delivers .5 volt cutput. Re- 
places any standard high impedance pickup. 
Colden-bronze finish. 

A2290. Without volume control. 
List, $8.75. YOUR PRICE....... 
face {. With volume control. 
List, $9.75. YOUR PRICE........ 


HIGH IMPEDANCE MODEL 


The new 31-A4 model has an impedance of 
36,500 ohms, and an output of 1 volt. May be 
used with low-gain audio amplifiers. Size and 
appearance same as Model 30-A2. 
A2292. Without volume control. 
List, $9.75. YOUR PRICE....... 


A2293. With volume control. 
List, $10.75. YOUR PRICE....... $6.05 


POPULAR RECORD 
ASSORTMENTS 
CARTONS OF 25 pat 
DOUBLE-FACED Ze 
RECORDS 


Famous brands American 
record assortments at real 
savings. Unexcelled for 
dealer demonstrations and 
public address use. Packed 
25 assorted records to the 
earton. Includes recordings 
by famous American artists; 
vocal, instrumental, band, 
dance orchestra, etc, These 
assortments represent un- 
usual value. Because these 
assortments reach us already 
packed, we cannot determine 
what titles are in each as- 
sortment; all recordings are, however, by famous 
artists, dance orchestras and hands, Shpg. wt., 


13. Ibs. 2 
A9999. Carton of 25 Assorted. - $Qz5 
YOUR SPECIAL PRICE........... 

FOREIGN RECORDS 
Popular selections of foreign language record- 


ings. 25 assorted to the carton, 
A9998. Spanish. PER ASSORTMENT 
ELS bs eters OF 25 RECORDS 
F an, 
. Bohemian, 
Agggs- Ferman. $HSO 
A9997. French. 


GENUINE RCA-VICTOR 
PHONOGRAPH NEEDLES 


A7613. Soft Tone. 100 to pkge. 

A7605. Half Tone. 75 to pkge. 

A7606. Full Tone. 100 to pkge. 

A7607. Loud Tone. 100 to pkge. 75¢ 
Per Pkge., 1O0c. 10 Pkgs. for......... 

608. Chromium. 78 RPM. 6 to pkge. 
reette Chromium. 33!4-RPM. 25¢ 
6. to. pkge. -PER PKGE:: Gocco ocues 
A7610. Tungstone. Full Tone. 8 to pkge. 
A7611. Tungstone. Loud Tone. 2 
8 to pkge. PER PKGE.......... jek ta 5§¢ 


A7612. Home Recording Needles. 
8 to pkge. YOUR PRICE PER PKGE.. ape 


PERMO POINT NEEDLE 
A7620. Plays over 2000 records. Fits record 
groove perfectly. Prolongs record life. 50c 
EACH, 6Oc. In Lots of 5, EACH.... 


NEEDLE CUP 


Attractive, well-made needle 
cup. Will fit any 1% inch 
round opening, 


A7601. NET 


A completely dependable Automatic Record Changer: 
two speed type; will play either 78 or 3314 R.P.M: 
Last record will repeat until mechanism is 
turned off. May be set to repeat or reject any record 
at will. Motor is governor-controlled, induction type. 
Available with either high 
impedance magnetic pickup or with crystal pickup, 
either type assuring the yery best fidelity of reproduc- 
For 110- Volts, 60 cycles A.C. operation. Avail- 
See be- 


records. 
Operates without noise. 


tion. 
able as mechanism only or in portable case. 


low for listings. 
MODEL K 


Mechanism only, less case. Will play eight 
10’ reeords automatically on one side; 12’ 
records may be played manually, Requires mount- 
ing space 12” long, 5%” high, and 12” wide. 
For 110 Volts, 60 cveles. Wt., 26 Ibs. 


A1oo8s5s 
‘2°72 


With Magnetic Pickup. 


A1lOO86. . 
With Crystal Pickup. 
List, $45.00. EACH....... 


MODEL L 


Mechanism only, Size 14” 


less case. 
x 15” long x 5%” high. Will play eight 10” 


wide 


records or seven 12” records automatically. 
Highly dependable in operation; will give excel- 
lent tonal response. Shpg. wt., 26 lbs. 


A!'too8s7 


With Magnetic Pickup. 

10088. $ 45 
With Crystal Pickup. 
List, $52.00. EACH....... 


> 


IN PORTABLE CARRYING CASES 


The Packard Record Charger mechanisms, as listed above, are also available in attractive black 


leatherette-covered carrying cases, of sturdy, durable design and construction. 


Ideal for use with 


portable public address systems, or for demonstration purposes. 


MODEL K 
A1OO90. With Magnetic Pickup. 
A1OO91. With Crysta! 


Plokup.5 (EACH =. Naw aweleonee $32.25 


MODEL L 
A1t1OGO92. With Magnetic Pickup. 
A10093. With Grystal 


Pickups EACHis Ga. 23s camseenice $37.20 


gg OUR PRICES ARE ALWAYS LOWER — WE WILL NOT BE UNDERSOLD 


" SPECIAL VALUE 
PHONO MOTOR 


fA brand-new self-starting synchronous type 
single speed phono motor. Designed along ad- 
anced principles. Absolutely dependable; quiet 
operation. Maintains constant’ speed regard- 
of line yoltage variations. Has 12 inch felt- 
covered turntable. Mounts easily with three 


screws. Shpg. wt., 5 lbs. . $5.85 


p2952. YOUR PRICE ONLY.... 


FAMOUS fone FLYER 
~~ PHONO MOTORS 


SINGLE SPEED—7s R. P. M. 
_A high quality phonograph motor for 78 R.P.M. 
records. Heavy-duty governor-controlled induc- 
tion type motor. Operates quietly at constant 
Speed. Equipped with 10 inch turntable and 
speed control lever. 
50-60 cycles A.C. Mounting, 644x4%”. Com- 
mio with mounting hardware. 

9070. List, $13.00. 


Al $*735 
YOUR PRICE ......... ea —— 
Heavy-duty type as above. Plays both 33% 
and standard 78 R.P.M. records. Lever shifts 
speed instantly. 12” turntable. Mounts in 84x 
5%” cutout. Mtg, center, 344x614. ° 110 volts, 


60 les. 
0072. List, 16.50. $Qgz° 


A10072. 

12” Turntable. N 

Boot: sage, 2 above, but with 10” turn- 
table. st, -00. 

UNIVERSAL 110 V.A.C.-D.C. -: 


Single speed 78 R.P.M. type. Has A.C. to 
D.C. changéover switch. With 12’’ turntable. 


foun enice sis. veces $11.47 


6 VOLTS D. C. 
Two-speed type. Operates from 6 volt storage 
battery at 2.8 amps. Has 12 inch turntable. 


| 
| 
| 
. 


Dit $2408; NET...«+.:,..:. 914-10 


WEIGHTED 12’ TURNTABLE 
For a special heavy turntable for 3344 R.P.M. 
Peidbrds add $1.03 to above prices. 


NEW SHURE ‘“‘ZEPHYR”’ 
CRYSTAL PICKUP 


A new crystal pickup with many features. 
form frequency response from 50 to 10,000 cycles. 
80,000 ohms impedance; connects direct to grid. 
**Aero-Stream’”’ design. New “‘needle-tilt’’ feature 
keeps needle tangent to, and centered in the 


Uni- 


record groove. This feature together with the 
low needle pressure of 2% ounces, makes for 
minimum wear and lowest possible background 


noise. In bakelite housing; 
with 3%’ cord $s 06 
A7736. List, $12.00. NET...... — 


RCA-VICTOR 
PICKUP HEADS 


Genuine RCA-Victor re- 
placement heads. 
A9496. RCA 9676, for 
RE 45 and RE 75. Imp. 


400 ohms. 

YOUR PRICE.. 9pe>O 
A9495. RCA 9666. For Model 331. Imped- 
ance 0 

YOUR PRICE vsssseceeserecteecss DpepO 
A7326. New Pick-up Transformer. 30 ohms 


to grid. A’ well-made unit. $2 20 
e 


YOUR PRICE 


Se ad 


For operation on 110 Volts, . 


An ingenious and inexpensive little 
instrument built by RCA-Victor. Makes 
an ideal record player for use in adapt- 
ing radio sets to fine phonograph per- 
formance, May be used in conjunction 
with the RCA RK24 Phonograph Oscil- 
lator, or may be directly connected to 
the radio receiver. In sets with low 
audio gain the Oscillator must be used. 
The ready portability of the RCA Record 
Player also adapts it for effective use 
with portable A.C. sound equipment, 


PORTABLE 

ELECTRIC OPERATION 
The RCA Record Player consists of an 
electrically driven, constant speed turn- 
table capable of playing either ten- or 
twelve-inch records, and a modern elec- 
trical pickup. Motor operates on 110 
volt 60 cycle current. A volume control 

extends out of one end of the case. 


RCA-VICTOR RECORD PLAYER 


CAN BE USED WITH ANY RADIO RECEIVER 
Sell extra entertainment profitably by means of the RCA-Victor Phonograph Record. Player. 
Housed in an attractive walnut. finished chest, only 


. $10.72 


Easily connected to any radio receiver. 
10%x8x5 inches. 
A9499. MODEL R-93. 


PHONO ; MOTOR AND 
PICKUP ASSEMBLY 


An exceptionally compact motor and pickup of 
excellent design, same as used in the RCA-Vic- 
tor Model 300 Radio-Phonograph Combination. 
May be used with any amplifier or radio set 
where space is limited. Synchronous motor is 
only 7” in diameter, 244’ deep. Manual start- 
ing. Operates constantly at 78 R.P.M. for stand- 
ard record reproduction. For 105-125 volt 60 
eycle operation. The pickup is only 6%” long, 
but its performance equals a standard unit. Has 
excellent frequency response. Imp. is 2500 ohms. 


A9447. MIDGET MOTOR. 
Part No. 9038. For 105-125 volt $ Bo 
60 cycle operation. List, $8.00. NET. a 
MOTOR MOUNTING ASSEMBLY 
Consists of all necessary hardware and rubber 
bushings for. mounting the RCA motor described 
above. 


AO4AG, List, $1.68. NET........ 91000 
A9448. MIDGET PICKUP. Part No. 6592. 


634” Jong; 2500 ohms Impedance. S 
Elstea$5.6522: NET oot tite odes alee 3-39 


NET EACH.......... 


ee eo 


SELL 
PROFITABLE 
PHONO 
INSTALLATIONS 
TO RADIO 
SET OWNERS 


set eweeece 


RCA RK 24 PHONO 
OSCILLATOR 


Designed by RCA-Victor to insure good pho- 
nograph reproduction when used with practi- 
cally any receiver. Sell extra entertainment 
profitably by installing the RK24 Phonograph 
Oscillator. May be connected in a few minutes. 
Requires no changes in the receiver wiring. 
Sells itself to your prospeets upon demonstration 
by “tuning in’’ phonograph reproduction just 
like a radio station. 


SIMPLIFIED INSTALLATION 

Leads are arranged to slip under.receiver tube 
prongs. While the RK24 Oscillator is designed 
especially for use with the RCA-Victor Record 
Player, any electrical pickup may be used. Acts 
as a miniature transmitting station modulated 
by the phonograph pickup. Has a tuning range 
of 1400 to 1700 K.C. Requires the use of a 6A7 
tube with sets using 6.3 Volt tubes, or a 2A7 
with sets using 2.5 Volt tubes. Furnished less 
tube; with directions, Easy to install; dependa- 
ble in operation, 


A9497. 
List, $9.75. 
YOUR PRICE ..... vlad vie’e vie ards o'e 


DEAGAN MUSICAL 
STATION CHIMES 


A new four bar chime 
which produces four per- 
fectly pitched notes. Cre- 
ates delightful mellow tones 
at any random tapping. 
Ideal for home use, and for 
amateur or broadcast sta- 
tions. Chromium-plated 
screws and black tubes, 
Free book of music sup- 
plied complete with tapping 
mallet, and FREE book of 80 
Poms and musical selections. 


fiz; 330. Model 201. Sg5o 


YOUR PRICE 


eee eeee 


AUDAX MAGNETO 
CHROMATIC RIckure 


Wi. 
nt i i 


Re urs pickups built on 
the Magneto-induction principle. 

Frequency range is well beyond 

the limits of commercial records, 
liant reproduction. Ball-bearing mounted. Has 
low center of gravity. High impedance, high out- 
put type. 


AzzBt... Type ER EG. 
‘or ali 10” to 18” records. S11 80 
e 
$8.75 


assuring bril- 


List, $35.00. YOUR NET PRICE. 
A2250. Type HR-64. 
For all 10” and 12” records. 


List, $24.50. YOUR NET PRICE.. 


GREEN FLYER RECORDING cided ta 


A heavy-duty double-motor and turntable designed es- SE 


pecially for recording requirements. 
78 and 3344 R.P.M. recording. 
ernor-controlled, induction motors. 


in oil and by oversize self-lubricating bearings. 


turntable to use with high grade recording and play-back 
head on either 
Will record and play back 
Has absolute uniformity of speed under 
Supplied complete with speed shift lever, all necessary hardware, 


equipment. Ideal for recording with any 
pregrooved or blank dlises. 
standard 78 or new 33%4 R.P.M. records. 
recording drag. 
and special weighted 12” turntable. 

A1OO75. List, $35.00. YOUR PRICE.... 


Two speed type for 
Has constant speed, gov- 
Lasting powerful silent 
performance is assured by spiral-cut gears running sealed 


Just the 


' 


RECORDING EQUIPMEN 


UNIVERSAL PORTABLE RECORDER 


A new portable recorder. 


the ordinary layman can operate it. 


torical happenings for permanent record. 


time. Will record any blank up to 17” 


. side to in,’ 


plied with A10401, can be used for monitoring, 
grained leatheroid case measures 20”x24”x12”, 
volts, 60 cycles. Shpg. wt., 80 lbs, 

A1O0402. Universal Portable, less pickup. 
A1O0401. 


YOUR NET" PRICE soesconcaitew thes oo ncitacaele 


Assures the 
Finest 
Recordings 
Possible 


A10400. 
YOUR PRICE 


°375° 


Precision workmanship and highest quality 
material combined with the knowledge gained 
through years of recording experience, make this 
the very finest recorder obtainable. A heavy 
“rock-solid’’ piece of precision machinery for 
long and continued use. Designed for the most 


Developed in response to : 
demands from universities and from radio station studios | 
for a truly reliable portable recorder, light enough to 
be catried anywhere and yet designed to produce highest 
fidelity recordings. Simple enough in operation so that 
Can be used in 
Radio studios for making recordings of today’s _his- 
Speech and 
dramatic schools will find it of great value in correct- 
ing defective speech. A complete program as delivered 
over the air can be recorded and played back at any 
at either 78 or 
334%, R.P.M. Can be instantly changed to cut either 
90, 110 or 130 lines per inch, ‘‘inside to out’’ or ‘‘out- 
Has 15 ohm Professional cutting head de- 
scribed below. The full frequency playback peng sup 
ack 
For 110 


NET... 
Universal Portable with 500 ohm pickup. 


RMN i nea ...... $266.00 
UNIVERSAL PROFESSIONAL 


RECORDER 


Will record on Aluminum, Silveroid, Acetate 
or Nitrate discs. Built to rigid specifications. 


exacting recording requirements, Write to our | The 16” turntable weighs 110 lbs. and is rim 
Sound Engineering Division for full details, driven iv a 100% Brnehrqnoie. Sresine pater, 
Complete manually started. uns either 78 or. 33} 
Prbfenional Recorder. $% a6 R.P.M, Shipping weight of complete recorder 
less cutting head........ is’ 290 Ybs, Supplied less cutting head, See 
Crating charge extra..... gs nbicbivap eve *\ $2.50 listing below for correct cutting head. 
PROFESSIONAL FLOATING 
RECORDING HEAD RECORDING 
A scientifically designed record- HEAD 


ing head, for recording on acetate 
or aluminum discs. For use with 
Professional Recorder above or 
other recorders of similar con- 
struction, Frequency response flat 
from 30 to 8000 CPS. Has finest 
3 Cobalt steel permanent magnet; 
y Armature is balanced double-coil 
type, having independent adjust- 
able dampers in each of four pole pieces, Fin- 
ished in crackle aluminum. 
A7230. 15 ohm impedance. 


MET cS ei od Say a $42.00 


Designed for Ace- 
tate and wax re- 
cordings. Fre- 
quency response 30 
to 8000 cycles 
within 2 DB. 
is made of duralumin for minimum weight. 


En- 
ergized by a new nickel aluminum permanent 
magnet, giving 20% greater strength. For use on 
Professional Recorder listed above; can also be 
used on other similar equipment. 


NET... $68.00 


These heads come in 50, 200 or 500 ohm models, at same prices as above, on special order. 
pine eippbhceancinenisininsociow—esbarereelarnahcoteuetansnietremsipsseanepanebagiaig ieassaatssanasiaes uniaicocieaiames eee eae aS eae 


UNIVERSAL MODEL 12 RECORDER 


— 


RECORDING NEEDLES 


SAPPHIRE 
Of high grade sapphire, 
precision-ground and pol- 
ished. Recommended for 


A i B Ay 
fi ui long wear and fidelity. 


A7584,. Type A. For blank aluminum 


dises, List, $4.00. ’ 

NES PACH sour seeeuit genie $2.35 
A7585. Type B. For pregrooved aluminum 
and composition discs. 

List, $4.00, NET EAGH........... $2.35 


A7586. Type D. For Silveroid, Professional 
and other semiplastic discs, 


NED EACH. oS ccace $3.53 


List, $6.00. 

A7612, RCA-Victor Steel Home Recording 
needles, For pregrooved discs. 

8 to @ package. YOUR PRICE....... 25¢C 


Consists of a powerful, rubber-mounted motor for 
78 or 3344 R.P.M. use; weighted turntable; remov- 
able 98 line per inch leadscrew; Professional cobalt- 
magnet cutting head of 15 ohms impedance. 
tractive wooden cahinet equipped with volume control, 
volume level 
record and full instructions are supplied. 
for making records of speech and all types of music 
on blank aluminum dises. 
ings on discs up to 12” in size, 
cycles A.C, Also available in 50, 200, or 400 ohm 
models at the same price. 


{0096. 


Wt., 28 Ibs. 
ie “$QZso 
MOUR PRICES Ie. cece veces were oe 


In at- 


meter, and ‘‘on-oft’’ switch. Sample 


Designed 


Will make brilliant record- 
For 110 V., 50/60 


PROFESSIONAL STEEL 
CUTTING STYLI 


Special alloy steel; hand-finished to a mir- 


ror polish and razor edge. For cutting Sil- 
veroid, Nitrate, or Acetate discs, 
A7273. For 33% R.P.M. 

A7274. For 78 R.P-M. $476 
EACH, PACKAGE OF 10.......... oT 
STROBOSCOPE Sie, 

SSS eee: ss 


Checks the speed of any 


Willy, 
Why, 
i) 


turntable. Place Strobo- 223™ SS 
re F : Sain TRING 
scope on turntable and “Sajrmmunmosss™ 


illuminate by any light 
operating on 60 or 25 cycles. 6” in diameter, 
of heavy cardboard. 


A7293. YOUR PRICE........... 15¢ 


OUR SOUND ENGINEERS ARE ALWAYS AT YOUR SERVICE 


RECORDING DISCS 


“ 


% 
SS Shi 


Made of a special hardened aluminum alloy; 
mirror-polished. Assure maximum yolume and 
brilliancy of tone with long life. 


PREGROOVED 
Double-faced, pregrooved discs. May be re-~ 
corded on both_sides. Use Type B Sapphire, 
or Steel Home Recording Needles, 


Ay280 6” oo aren 
a Se 
A7283 12” 1.00 55¢ 


Blank Discs Standard W eight 

Ungrooved dises for all recording purposes, 

For use with a good cutting head and lead- 

screw. .0215” thick. Use Tr 5 cutting aa 
s 


No. Diasa5: t eT 
A7284 6” $0.24 4c 
A7285 8” 36 Ic 
A7286 10” +48 28c 
A7287 12” -60 35c 

Heavyweight ; 

Extra-heavy aluminum dises, .0335 in. thick, 
Ideal for Professional recordings, 

No. ia. List ~ NET 
A7251 6” $0.30 {8c 
A7252 8” 50 29¢ 
A7253 10” +75 44c 
A7254 12” 1.00 59¢c 


SILVEROID DISCS . 


Ideal blanks for instantaneous recording and 
play-back. Will give high quality full fre- 
quency reproduction; needle scratch is reduced 
to a minimum. Ungrooved. Use type D pee 


Ayzss. lw SiD 805 
A7289 — 12” 1.50 2-85 
A7235 13%” 2.65 1.59 
A7294 16” 2.90 he 
A7236 17 3.40 2:0 
UNIVERSAL 


PROFESSIONAL DISCS 


Highest quality Professional recording discs, 
Feature wider frequency response, heavier coat- 
ing, absolutely silent background, do not de- 
teriorate with age, Cellulose-coated aluminum, 
plage finish, 


A7344 10" Sito 0-6 

A7245 12” 1.50 50.95 
A7237 1344” 2.65 1.59 
A7246 16” 2.90 1.74 
A7238 1h 3.40 2.04 


CUTTING LUBRICANT 


A7247. For use on dise surface before cut- 
- Reduces surface noise, and pro- 
longs stylus life. In 1 oz, vials. NET. 29¢ 
a ne 
RECORD PRESERVATIVE 
A7248. For application to record after cut- 


ting. Polishes grooves, and preserves by sealing 
off newly exposed material, 


1. ‘og... cans. MET .2. Gewieeeee ve BIS 


RECORD RECONDITIONER 
A7249. A gas-liberating chemical Tor soft- 
ening Nitrate or, Acetate blanks. Reconditions 
old records, or softens new blanks 


before cutting. 1 oz, cans, NET..... 29¢ 


_ We can supply all types of recording discs 
including Presto, Mirror, ete. Send in your 
order with deposit or write for prices. 


PLAYBACK NEEDLES 
A7589. BAMBOO REPRODUCING 
NEEDLES. For playing all types of / 
recorded discs. PACKAGE OF i00.... 59 
A7278. RED CACTUS NEEDLES. The 
most durable non-metallic needle. | 
Plays 5 to 15 records, PKG. OF 10... 59¢ 
A7272. RED SHANK STEEL NEEDLES. 
For maximum number of playbacks on Acetate 
coated discs, .002 radius at point, 15 


PACKAGE OF 10.. 
A7279. “TRAILING SHOE” NEEDLE. Fo: 


Silveroid, pregrooved composition, or cellul 
records when played with a head whose 
is less than 30° from the vertical. 


PACKAGE OF 1G. ... 25. tee ey +") . 


neuen oes shee y petanes 2 


% pert. PERMANENT MAGNET 
DYNAMIC SPEAKERS 


An entirely new line of permanent magnet 
dynamics. 
_, “‘Alnico,’’ the new high permeability material 
used in most high grade P.M. speakers. 
of seamless, 
type frame construction used throughout. 
Holes on rim spaced so as to be interchange- 
able with all standard makes. The 5” and 6” 
speakers, in most cases, will give better re- 
production than similar sized dynamics in 
AC-DC sets. 
ideally suited to all P.A. 
extension speakers, 


. Speaker magnets are made: of 


Cortes 


non-resonant, material. Girder 


The 8” and 12” speakers are 
installations as 
Can also be used as ex- 


ee tension speaker to various rooms in the home. 


, 5 INCH MODEL 
An ideal midget set replacement 
aker. Has full %” pole piece; 
ohm voice coil. Will handle 3 
ssa. remarkable fidelity. 
» Shpg. wt., 
iba: NET... 2.6... $2.65 
8 INCH MODEL 
An ideal replacement speaker 
or all battery sets, or for speaker 


xtensions. 5 ohm voice coil. 
Vill easily handle 4 waits. 


Ae NET... $3049 


Equipped with universal output transformers, 


6 INCH MODEL 
For. set builders and for use in 
small table model sets. 4” pole 
piece; 5 ohm voice coil. Handles 
31% watts without distortion. 
A9534. Shpg. wt 


245) Ibs; 4 NET... s2:. $2.79 
12 INCH MODEL 

May be used: as P.A. extension 

speakers or 

ohm voice coil. Will handle 
7% watts without distortion... 


othe NET... $4074 


WRIGHT-DECOSTER UNIVERSAL 
REPLACEMENT DYNAMIC SPEAKERS 


“yf 


A high grade line of speakers for uni- 
srsat application. Among the many de- 
Sizes for every re- 
Uni- 
Ideal for 
1 replacement or custom-building re- 
wirements which demand high qual- 
Universal field coils: 
500, 2200, 1800, 1500, 1000, 700 and 
May 
with 
Output 
ansformer matches any single or P.P. 
Every Service Shop should 
ave several of these speakers to take 
ire of emergency replacement calls. 


rable features are: 
wirement; Universal field coil; 
arsal output transformer, etc. 


y reproduction, 


300 ohms tapped at 300 ohms. 
3 used to replace any speakers 
eld resistances listed above. 


itput tubes. 


6 INCH MODEL 
Ideal for midget sets. Will im- 
rove quality of reproduction with- 
at distortion at full volume, 
99590. Shpzg. wt., 
Beis. “NET... 2:.-- $2.40 
10 INCH MODEL 
Will amply handle the output 
’ most 6 to 10 tube radio sets. 
‘as unusually fine tone. 


9592. Shpg. wt., 


fits, ANET.......- $3.38 


8 INCH MODEL 
For use as replacement speak- 
ers in small consoles and larger 
table model receivers, 
A9591. Shpg. wt., 


4% Ibs. NET........ $2.89 


12 INCH MODEL 
Equipped with the famous Para- 
Curve diaphragm. Ideal for large 
radio sets and small P.A. sys- 
tems. 
A9319. 
814 Ibs. NET 


Shpg. wt., 


Patcel $4.85 


NEW WRIGHT-DECOSTER 
NOKOIL DYNAMIC SPEAKERS 


school, 


6 INCH MODEL 
Excellent for small portable ra- 
los, battery sets, office, inter- 
mmunication systems, etc. Wt., 


$300. List, $5.82 


Ye I 
SUR PRICE......... 92085 


io INCH MODEL 
Here’s an ideal unit for those 
edium powered replacement or 
iginal installations. Will han- 
le 31% watts. Wt., 4% Ibs. 


. List, $7.82. 
oun PRICE....... 9383 


NO FIELD COIL—NO FIELD DRAIN 

A permanent magnet dynamic of radically 
new design. 
places bulky field coils and older type magnets. 
Capable of performance usually 
from electro-dynamic speakers. 
ments for old style magnetic speakers in battery 
operated radio receivers. 
quires less than normal amount 
may be used for car radios, battery sets, 


A tiny magnet of new type fe- 


expected only 
Ideal replacé- 
Small in size; re- 
of space and 
hotel, 


and hospital central radio systems, and 
many other similar uses. 
put transformer to 
Voice coil impedance 5.43 ohm at 400 cycles. 


With. Universal out- 
match all output tubes. 


8 INCH MODEL 
Yor table model radio sets, call 
Systems, or small P.A,. systems. 
Will rahe ei input up to 
AO3O1. List,’ $6.82. 
Viahls 
OU eae hee ox cs $3.34 
12 INCH MODEL 
Full range super-sensitive 
speaker for large radio sets, or for 
multiple speaker call systems, 
Wt., 744 Ibs. 


A9595. List, $9.82. 
YOUR PRICE... $4.81 


FULL RANGE 12 INCH MODEL 


A full-range 7% watt reproducer designed for large radio sets, record 


layers, sound distribution systems, 


ith highest possible efficiency. 
nother large speaker.’’ Wt., 8 lbs 


9596. List, $13.80. 


ALLIED RADIO CORPORATIO 


ete. Provides maximum sensitivity 
A real musical device rather than ‘‘just 


YOUR PRICE.................... $6.76 
, 833 W. 


‘ers. Fine frequency response, 


for larger radio sets. . 


KNIGHT DYNAMIC SPEAKERS 
OUTSTANDING VALUES 


“Universally accepted by discriminating Servicemen and Custom-Build- 
sturdy construction, and ample “power: 
handling ability make this line of speakers suitable for practically every. 
speaker requirement. Developed to fill the need for high quality speakers: 
at moderate prices, they incorporate every worth-while feature of modern 
design. Workmanship and materials are of the finest grade; assemblies 
are unusually rugged to insure long life even under continuous service. 
Cone and yoice coil assemblies designed to give maximum efficiency with 
freedom from annoying rattles and distortion. All speakers are equipped 
with universal output transformers, 


' KNIGHT 6 INCH DYNAMIC 


A compact dynamic speaker capable 
of surprisingly smooth performance. 
Will adequately. fulfill all require- 
ments for superior reproduction in 
medium-sized sets where space is lim- 
ited. Carefully assembled of highest- 
quality components; rigidly inspected 
to assure a speaker mechanically. and 
electrically correct in every detail. 
The sturdy construction of this 
speaker assures long trouble-free oper- 
ation. Voice coil, 34” diameter; im- 
pedance, 3% onms at 400 cycles. 
Available with field coils to fill all 
requirements of either replacement or 
original installations. Each speaker 
equipped with universal type trans- 
former for matching any single or 
push-pull output stage, 


A9256. 6 Voli Field. 


Se 
A9257. 1000 Ohm Field, 
A9258. 1800 Ohm Fielag® 
tapped at 300 Ohms, 
A9259. 2500 Ohm Field. ee 
YOUR PRICE EACH........ 


pins bh Se 814 INCH DYNAMIC 


An ideal speaker for use with console re- 
eeivers and small public address systems. Will 
handle full volume without overloading or dis- 
torting. Cone assembly designed to permit 
maximum fidelity of reproduction without ob- 
jectionable resonant, points. Correctly aligned 
yoice coil and cone assure inexivum, eo 

yoice 


ciency. Heavy rigid frame assembly 
coil, 7%” diameter; impedance, 3 ohms at 400 
cycles. 8%” overall diameter; only 4%” 


deep. With universal output transformer, 


A9260. 6 Volt Field. 
A9261. 1000 Ohm Field. 
A9262. 1800 Ohm Field Tapped at 300 


Ohms. 
A9263. 2500 Ohm » S40 


YOUR PRICE EACH. 


KNIGHT 5 INCH DYNAMIC 


Developed especially for use in the new 
compact receivers where space is at a 
premium, 6 volt model is ideal for use 
as replacement speaker in auto radios. 
An inexpensive speaker for replacement 
purposes in small midget or portable sets 
where cost must be held to a minimum, 
or where only limited space is available. 
Has excellent frequency response and will 
handle a surprisingly large amount of 
volume. Correct design and alignment of 
free moving cone and yoice coil assembly 
largely eliminates distortion even when 
delivering full volume. Voice coil, 4” 
diameter; impedance, 3% obms at 400 
cycles. Only 5” diameter, and S: deep. 
Supplied with universal trans- 
former to match all tubes. 
nose 4. 6 Volt Field. 

3000 Ohm Field. 
tits PRICE EACH: chat awe 


KNIGHT 12 INCH DYNAMIC 


An exceptionally well-built reproducer 
with excellent power handling ability. 
Designed to render the highest type of 
faithful reproduction and tone quality. 
Will handle up to 8 watts with a mini- 
mum of distortion and complete elimina- 
tion of annoying rattles and ‘‘blasting.’’ 
Ideal for use in large console type re- 
ceivers, or for small indoor public address 
systems, call systems, etc. Sturdy con- 
struction combined with careful selection 
of materials assures maximum perform- 
ance, Overall sensitivity far superior to 
similar speakers of the same _ physical 
characteristics, Equipped with universal 
output transformer to match any single or 
push-pull output stage. Shpg. wt., 6% 
Ibs. 


A9530. 6 Volt Field. 

A9531, 1000 Ohm Field. 
A9532. 2500 Ohm Field. 
YOUR PRICE EACH........ 


CKSON BLVD., CHICAGO, ILL. 


demand. 


A sturdy and powerful, small size mag- 


netic speaker, only 6” in diameter. Has 
heayy pressed steel frame and large mag- 
net. Latest improved armature design; ex- 
tra flexible diaphragm. Will handle up to 
1 watt output. DC resistance, 1000 ohms. 


RADIO’S GREATEST SPEAKER VALUES. 


ALLIED presents a remarkable selection of ma 
enviable reputation for fine tone ‘quality, 
The many advanced features in 
speakers make them ideal for a multitude o 


5 INCH 
MODEL 


A925! 


A well-designed. midget 
type speaker suitable for 
use with battery, small 
AC-DC and AC sets 
where space is very lim- 
ee ited. Only 5 inches in 
diameter. Pressed steel frame is of rigid design. Has 


$43 siz 


gnetic speakers which have already achieved an ~~~ 
These high-quality all-purpose speakers are in constant 
corporated in these highly efficient KNIGHT magnetic 
f uses. Stronger construction; more reliable. ‘ 5 


814 INCH | 
MODEL | 


A9253 


Similar in construction to the smaller mod- 
els, but is 8%” in dia., 35g” deep. Has ex- 
tra flexible diaphragm and heayy-duty magnet. 
Will easily handle up to 1% watts of audio. 
without distortion. Carefully assembled to in- 
sure long life and freedom from rattles and | 
objectionable vibration. DC resistance, 1000 


Especially recommended for battery and AC- | generous sized magnet. 
DC set use, as an extension speaker, or in 
multiple-speaker installations, An ideal high 
quality all-purpose unit constantly in de- 
mand and priced low for profitable installa- 
tions, Shipping weight, 4 Ibs, 


Wright-Decoster HYFLUX 
MAGNETIC SPEAKERS 


A magnetic speaker with many unusual features, 
All parts are fully shielded and protected against 
dust, grit, etc. Rigid one-piece pressed steel frame 
is of new design. Compact assembly allows easy, 
rapid installing in battery sets, auto radios, mul- 
tiple extension speaker systems, etc. Frequency 


low price, 


response is unusually good. 6 
A9317. 6 Inch Magnetic, I 
List, $4.00. YOUR PRICE...... . Ss 9° 


A9318. 8 Inch Magnetic. 


List, $4.50. YOUR PRICE......... $2.20 


METAL WALL CABINETS 
WITH 8-INCH MAGNETIC SPEAKERS 


The Hyflux speaker chassis mounted in an attractively finished steel 
wall type cabinet. The perfect speaker for centralized radio installations, 


or for extension speakers in the home, 
FLUSH MOUNTING SURFACE MOUNTING 


DC resistance is 1000 ohms. 
Unusually fine tonal response. 
ment unit for all compact-type radio sets, or for use 
in multi-unit installations and as extension speaker. 
Well-built for good service. 
Shipping weight, 3 lbs, 


A wonderful yalue at our 


Mounts flush with wall surface, 
12”x14”"x5%4". Provided with ap- 


proved conduit box, 


Projecting or surface type wall 
cabinet, with walnut finished trim. 


ohms. Ideal for battery set use and as ex- 
tension speakers in hotel, school, and similar 
multi-speaker installation. The scientific de- 
sign and construction of this fine magnetic 
speaker results in excellent tonal performance, 
Shipping wt., 4 lbs. 


KNIGHT 3 INCH MIDGET 
MAGNETIC SPEAKER 


Here’s the smallest efficient speaker you can buy. 
‘\ A high quality, well-designed magnetic speaker meas- 
uring only 3 inches in diameter. Intended especially 
for use in pocket-sized midget receivers, two-way 
communication systems, and small portable short- 
wave receivers, Strong, permanent magnets and coils, 
of full size, are mounted on a midget rigid pressed 
steel frame. May be mounted from front or back, 


in any position desired. Shpg. wt., 1 1b, | 
MoU PRICE 22 Nao os See Be 
8’, INCH MAGNETIC SPEAKERS 
GOTHIC CABINET MODEL se 


A fine table model magnetic speaker. Com- 
bines attractive appearance and excellent tone 
quality. Handsome walnut-finish cabinet is 11” 
high, 103” wide, and 6%” deep.. A high qual- 
ity magnetic speaker chassis is mounted in the 
cabinet. Speaker chassis is 8%” diameter, 354” 


An excellent replace- 


deep; has pressed steel frame, large magnet and 


$Ga9 | no302°*" $454 


List, $9.26. NET... 


UTAH SPEAKERS 
ORTHOVOX PM TYPE 


New type permanent magnet speaker at a really 
attractive price. Provides high quality reproduc- 
tion which compares yery favorably with that of 
the best electro-dynamics. Cone and driver as- 
semblies are perfectly aligned, insuring freedom 
from rattles and yibration eyen at full volume. 
Equipped with chrome-steel permanent magnets 
and heavy-duty laminated armature, enclosed and 
protected from dust, grit, etc. Because no field 
excitation is required, this speaker is ideal for 
multiple speaker installations, or as an extension 
, speaker for radio sets, etc, Available in several 
popular sizes, with output arrangements to match practically any tube 
combination. For types listed refer to Output Tube Data below. 


Model §X-5” Diameter Model 8X-8’ Diameter 
Ideal for use in A,C.-D.C. midget Will handle up to 3% watts. 


A9303. 
List, $9.16. 


NET... 


sets. Will handle 14% watts. Shpg. Shpg. wt., 4 lbs. An. excellent 
wt., 2 Ibs, value. 
A245: Tr & A225 eek ag 
E pe B. . Type B. 
A9221. Type. $2z0 A9227. Type C. y 
List, $3.75. EACH.. List, $4.50. vec S 6S 


Model 6X-6'4’ Diameter 
Will handle up to 2 watts. A 
sturdy popular speaker, Shpg. wt., 


Model 12X-12’ Diam. 
Will handle up to 6 watts. 


3 Ibs. : Heavy duty model. Shpg. wt., 5 ibs, 
A222 yee 8 A228. Te 

- Jype &. : . ype b. 
A9224- Type C. $235 A9230. Tyec. SAAIZ 
List, $4.00. EACH... =— List, $7.00. EACH... ee 


OUTPUT TUBE DATA 


Single. 01A-39-49, 
Type A Push-Pull. 12A-81-33-38-41-42-47-2A5-6F6, 
Class B.* 6A6-19-49-53-79-89. 
Single. 2A5-6F6-10-12A-31-33-41-42-47, 
Type B | Push-Pull. 43-45-71A. 
Single. 43-45-71A, 
Type C Push-Pull, 243-48. 


* For Class B operation, connect a { watt resistor across two outside 
speaker terminals. The resistor value in ohms should be at least 5 times 
the total plate-to-plate load impedance. 
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WE CAN SUPPLY SPEAKERS FOR EVERY PURPOSE. WRITE US 


improved armature structure. 1000 ohms DC re- 
sistance. Equipped with 5% ft. cord. This high 
grade speaker is ideal for use with battery sets, 
multiple speaker systems, extensions, etc, 


S298 
WALNUT SPEAKER CABINET ONLY 


Cabinet only as illustrated above. Very sturdy. Has beautiful walnut. 
finish and attractive design. Will accommodate any speaker not over 816” 


in diameter. 11” high, 103” wide, 6%” deep, 
A9445. YOUR PRICE.................05. eiseevsee Ge GO 
SQUARE CABINET MODEL 


A sturdily built modern, handsome square- 
type speaker cabinet finished in rich dark wal- 
nut. Equipped with new, improved 814” dou- 
ble-magnet magnetic type reproducer. An ideal 
extension speaker. Has gold-bronze silk grille, 
both pare ond back. Complies with 6 ft. 
cord. ize, 4” square x A” 
deep. Shpg. wt., 5 lbs. $305 
AS4SSet NED cwcsic tes cece ‘aaunnceiial 
AS484,. Same as above, but with Volume 
Control and ‘‘On-Off’’ switch. Load resistor is 
thrown oie line at “‘Off’’ position, so that 
volume of other speakers on same 
line is not affected. S 50 
NET — 


JENSEN PERI-DYNAMIC 
SPEAKERS 


Absolutely new. ‘The ‘‘Peri-dynamic’”’ (enclosed 
dynamic) principle permits superior baffling of the 
speaker, provides improved performance and positive 
speaker protection. The principle follows the theory 
of the operation of speakers in air-tight enclosures. 
The enclosure and the new Jensen 8” PM type ‘‘C”’ 
electro-dynamic speaker were designed for best 
acoustic results. The performance of the new Peri- 
dynamic is amazingly fine, and it is easily capable 
of handling a full 5 watts continuously without dis- 
tortion, Enclosed in a wood cabinet finished in black 
lacquer and walnut, 1244” wide x 16%” high, 

A9682. With 6 ohm voice coli. s 


vere 


1220 


With adjustable output transformer, 4500, 
7000, 10000, 14000 ohms CT. List, $22.00. NET EACH. GLBeQG 


EXACT DUPLICATE 
FIELD COILS 


~ Replacement field coils which exactly dupli- 
cate the originals physically and electrically. 
Perfectly impregnated against moisture, 


s “ 


We can supply field coils other than those 
listed below. lf possible send sample with 
deposit, or specify inside dia, of hole, out- 
side dia. of coil, length of winding, and re- 


used; noted for enduring, 
wound yoice coil is included with each cone. 


long life. 
all specifications. 


if the cone you require is not listed below, your cost can be 
generally determined by the following schedule: 5” 
\ to 12” cones—$1.95. 
Cones 13” and over will be duplicated at a cost not to exceed 
Please send in your old cone with remittance. 


cones—$I.10; 7” to 9” cones—$i.50; 10” 


$2.75. 
entire speaker is sent in for cone installation, add 75c to above 
prices to cover installing and cleaning. 


‘sistance and we will supply or quote Catalog Outer YOUR 
promptly. - No. For Model Dia., In. PRICE 
Cat. Set or Rie VoURe nose LAK Fy No lt, 
coh Srnker: hie PRICE |B. 8. oe Std 
A2990. Apex-Gloritone 20... 5,935, $1.47 | A9362. ‘A-K. Pt. No. 14374, 
A2950. Apex-Gloritone 26...11,500 1.47 mod. 43, 46, 56, 60, 64, 66, 67, 
A2951. Apex 26A .......... 11,500 ey Ne A SAG Re ire ee A oe oan or 10% 1.18 
A2952. Apex 26P (Spkr. A9363. "AK. Pt. “No: | 19465 
DGB) bie ic vcelc cies evee 0's -. 11,500 1.47 mod. 80, 82, 84, 558; 627, 87, 
A2953. Apex 26P (Spkr. 90, 92. Early 83, 85........... 8% 1.03 
BOA Vai. teeta Saige acts wisae's 11,500 1,47 ; ; —— 
N2954. Apex 27 ; 11,000 1:47 | A937Z71. Brunswick D, 11, 12.. 9 1.47 
3 eat 8 Ty ‘ A9372. Brunswick 15, 22, 32.12 1.71 
12955. Apex-Gloritone 8A.. 6,600 1.47 ee Fo 4 
A2991. Apex-Gloritone 10B. 6,600 1.47 Bates: Brunswick 14, S14... .12 1.71 
A9367. Brunswick 24, 17, 16, 
A2992. AK 46, 47, 53...... 1,700 3.53 Loc OSMOD ee eee ako .& Sa bier 12 1.71 
A2956. PAR Ray, SOU x12 disvsisine 1,100 3.53 A9368. Brunswick 81, 82, S81, 
42993. Brunswick 16....... 2,400 2.35 $82, 14, 21, 31, S14, S21," $31.12 1.71 
A2994. Crosley 269 ........ 10,000 2.25 } A9369. Crosley M45 Mod. 262, 
A2958. Crosley M45 ....... 2,500 2.82 | 40S, 42S, 628, 30S.....-....-. 8% 1.47 
A2995. Jensen D7, D8...... 1,500 2.59 . Grunow 650, 651, 661, 
AD960.. Jensen D7, DS8...... 2500 2:94 | Penh ee 1.47 
N2OOG.. Lyric 9 .c.ses..-ss. 5,000 4.12 | A9443. Grunow 520 ........-. 5 -88 
A2964. Magnavox 9” ...... 2,500 3.82 | A9374. Jensen D4, D5 ....-. 9% 0.2718 
A2965. Maicstic Gl ....... Pea te nose serotonin sted 
A2966. Majestic G2... 2,730 3.15 SWIGEN oe Oa es ke 1% 1.71 
A2967. Majestic G3 .. 2,730 4.41 A9377 “Jensen D9 (Inside p i 
42969. Majestic G5 ... 7,650 4.70 spider)" oe Me 1 Ietet ts ED 
A2997. Majestic G19F 7101.59 | ag3g2. ‘Jensen Did, Dil, Air- ~ ‘ 
42975. Oxford Medium..... 1,000 2.79 line §3, Kennedy 42........... 8% 1.41 
eas: Oxford Medium .... 2,500 3.53 | A9378. Jensen D12, Dl4...... 8k 1.41 
42977. Oxford Medium .... 1,000 3.53 | A9379. Jensen D15 .......... 814 1.32 
42978. Oxford Auditorium... 1,500 2.25 | AQ9380O. Jensen D16 ......... 1.32 
42979. Oxford Auditorium... 2,500 2.75 A9381. Jensen Aud. DA5, DAG. .13 2.94 
A2980. Oxford Auditorium.. 4,000 1.95 A9383. Jensen D19 (Short 
A29S1. Philco 20 .......... 3,100 1.18 SAP ty Spider) cee te sk vw rolsia let 1.62 
42982. Philco 86, 87, 65, 95, A9384. Jensen Jl, J2, 
a CR fy En 3,200 2.65 Stewart Warner 206A.......... 6% 1.03 
42970. Philco 70 .......... 3,600.18 | fo347. Magnavox 130, 136, 
PIGS ROA AG Ceo deine os 2,500 2.35 Airline 360, Crosley 369, 
19986. RCA 106........... 6,000 2.94 Zenith wa ME LO ee iy os sateie < weye 8% 1.47 
A2987. RCA Photo ........ 1,000 7.44 A9348. piaeeayan ay 158. ay 8, 1.47 
- - 950. 94 . Magnavox D7, . , 
42984. Stewart Wamer 950.10,000 4.70 Oo Los, Sparton 737, 931, 
A239 85. Stewart Warn 
TORE Ee eee 10,000 2.35 Eveready 30, 40, Bosch 29A, 8% 1.62 
8. Temple (All) ...... 2,250 4.12 Sr SET ETT pee 
42988. Victor RES2, 45, 75. 21950__2°82 | AQ38S. Majestic Gi --....--. 3 ‘ee 
_— AC-DC FIELD COILS | A9388. Maiestic G3 ......... 10 1.18 
Cal For midget 5” and 6” speakers. Asser: ware te Sescueley 19, gs 
Nee i” inside dia.; 2” outside dia. A9392. Majestia Gt ke 94 1147 
— %” high. Supplied with 3 gaskets | ge a OR age 7% 118 
MS {6 permit secure installation. ADSBG. Macca GIL one 10 Ea 
42690. 1,000 Ohm. A9397. Majestic G13 ........ 12 1.32 
12691. 1,500 Ohm. List, $1.50 | AQ398. Majestic Gl4 ........ 12 1.18 
412692. 2,000 Ohm. ser A9399. Majestic G19 ........ 10 1.18 
42693. 2,500 Ohm. A9400. Maiestic G22 ........ 12 1.18 
12694. 3,000 Ohm. S8c A9385. Majestic G24 ........ 6 .88 
POUR PRICE, EACH. 30... cbc ete A9394. Majestic G26A ...... 5 .85 
We can supply field coils other than those 
isted. Please specify resistance. FIELD 
2EPLACEMENT DIAPHRAGMS EXCITER 


FOR DYNAMIC UNITS 


For all Racon and Western Electric units. 
*IBase specify model, type, and serial number of 
‘our unit. Unit may be shipped to us for in- 
tallation of proper diaphragm at an additional 


ost of $1.50 net. 
cach. 9294 


42672. For Racon Units. 
42673. For W. E. Units. 
SPEAKER 
CENTERING SHIMS 


Celluloid spacers for centering and 
adjusting speaker voice coils and 
armatures. Flexible and tough. Kit 
includes: 4 shims-.005; 4 shims- 
-0075; 4 shims-.010; 4 shims-.0125. 
In handy compact leather case with 
separate marked compartments, 


A2999. 
NOUR; PRIGER Oe to 42.4. 36c 


A useful field supply 
unit, using a type 80 tube 
as a rectifier. For con- 
yerting a D.C. field speaker 
for A.C. operation. Fur- 
nishes 15 watts under nor- 
mal use. Special filter reduces speaker hum. 
With 110 volt, 60 cycle seo ee Size 34%x 


9x44” high. Wt.,5 Ibs. Less tube. 
A0482. YOUR PRICE.) 3. sai $2.94 
SPEAKER CONE CEMENT 


A service necessity. In convenient metal 
tude containing 3 ounces. No waste. 
Readily cements cones, paper rings and { 
felts to speaker frames. Dries quickly, and | 
holds permanently.. A necessary item in | 
the serviceman’s kit. E 


A2931. YOUR PRICE........ 24c; 


ALLIED RADIO CORPORATION, 833 W. JACKSON BLVD., CHICAGO, 


EXACT DUPLICATE 
SPEAKER CONES 


Duplicate replacement cones accurately designed and carefully 
constructed to match the originals. One piece seamless material is 
non-resonant quality. 
Cones are precisely 
molded by patented process to secure excellent tonal quality and 
Voice coils are also exact duplicates of the originals in 
For improved tone quality, 
speaker cones with these reliable exact duplicates, 


replace your old 


An accurately 


to 6” 


If, the 


Catalog Outer, YOUR 

No. For Model Dia., In. PRICE 
A9402. Oxford (3 point 

BPEL) sie Pe dase. euredales.. Josie Sta! 

403. Oxford (2 point 

BIGGER) ites ce ue Ateeaeh es pie Papen 1.41 

404. Oxford (3 point 

SHIGGPY eres eee ok nce Cacce 9% 1.47 
A9405. Oxford Auditorium 71314 2.35 
A9436. Philco Pt. No. 02861, 

med. 5, 48, 50,52, 80, 81..... 5% -59 
A9406. Philco 87, 65, 95, 76, 

96, 77, 40, 111,90, 112....... 10% .82 
A9407. Philco 90, 3, 7, 20, 21, 

Hattale srese bikes aelcld aid Mag ties > ta 856 .73 
pala RCA LOS, G3.05% eesa Gi 8 1.18 
A9409. RCA 106, R80, R82, 

R86, R35, R39, - REST, - R34, 

BEBO SRDS hier fie alfa Vator ae 10% 1.18 
A9410. RCA 48, RY, R7A, R8, 

R10, R11, R12, R15, R18, R19, 

R20, R23, R42, R14, REI7. ~. 10% .88 
A9290. RCA Pt. No. 9023, 

mod. M34 M105... 2. aii ses os 5 -59 
A9291. RCA Pt. No. 8987, 

mod. R28, R28P, K22, R28EW, 

RE40, RE40P, 100, 101, 110, 

111, 114, 115, M116, 300, 301.. 5 .59 
A9292. RCA Pt. No. 9428, 

mod. R37, R37P, R38, R3sP, 

112, 120, 121, 122, 124, 126B, 

142B, 241B, 310, 320......... 616 .59 
A9293. RCA Pt. No. 8921, 

mod, R71, R71B, SWA3, R24.. 7% 73 
A9294, Rola F4 ............ 5 82 
A9295. Rola F5 ............ 614 1.03 
A9296. Rola F6, F8.... ety ee) {1.18 
A9297. Rola D9, D110.. 93% 1.62 
A9298. Rola Series K........ 7% 1.47 
A9413. U. S. Apex-Gloritone 

ZEA TASDEL LS 2460) 6 SOO Ss oie tae’ 734 1.18 
A9414. U.S. Apex-Gloritone 

SAR CSDEE 2BUL)s Aa voaee eke see 7% 1.32 
A9415. U.S. Apex-Gloritone 

AOMNODEE.) 2200) h Coss cleeaw cece 816 1.18 
A9416. U. S. Apex-Gloritone 

26P (Soke. QTBS) hie dah onenee oe 7% {.18 

9417. U. S. Apex-Gloritone 

D6P. (Spkr. 2925))......--eeece 7% {:32 
A9419. U. S. Anpex-Gloritone 

Die (SETI OBO) Mesvcc osc ates 8% 1.18 
A9420. U.S. Apex 10B 

(Spkr. ZROZ inser cetaioe woes erularevere 10 1.47 
ag ana Utah Stadium (66A- 

RcuAae w earthaie s oiatestieran 11% {.70 
Moats. Utah i2B (3 point 

spider, 16 ohm voice coil)..... 12 1.70 
A9429. Utah 12A (inside 

BVAUIST)\ lulose vdis aie oe/eh Selelagus aahedk 1.62 
A9422. Utah Isodyne ........ 7% 1.18 
A9423. Wright DeCoster 107..12 1.71 
A9424. Victor RE32, 45, 75.. 9 .95 
A9425. Victor RE5S7, 34, 35, 

(RGAWIOG) occas. ees cane cee 10% 1.18 
A9441. Zenith 52, 72 (LL18).12% 1.70 
A9426. Zenith 52, 72 (Oxford) .12 1.70 
A9427. Zenith 92 (Jensen D9) .11% 1.62 


REPLACEMENT CONE 
VICTOR RE32, RE4S 
75 AND 72 


Made of seamless reinforced 
fabric, coated with a_ special 
metallized lacquer. Truly non- 
resonant and. designed for long 
life. Has accurately wound, per- 
fectly centered yoice coil. Ad- 
vanced type of construction is a 
distinct improvement over the orig- 
inal. Cone size 9 inches, 
A9424. YOUR NET PRICE..... 


ILL. 


95¢ 


RCA RK-40 ALL-WAVE 
ANTENNA 


ASSEMBLED 
AND WIRED 


GIVES ALL-WAVE 
COVERAGE 
IMPROVES BROAD- 
CAST RECEPTION 
COMES COMPLETELY 
ASSEMBLED 

EASY TO INSTALL 


A scientifically designed 
All-Wave antenna of the 
Universal Doublet type. 

: : Completely assembled, ready 
to install; tetal span is only 68 feet. Noise pickup is eliminated by use 
of twisted pair transmission line. Improves reception on all bands, 


HOW THE SYSTEM WORKS 
The antenna itself acts as an efficient pickup medium. giving high 
signal strength on all short wave and broadcast bands, The transmis- 
sion line-conyeys this energy to the coupling unit which automatically 
matches the line to the input circuit of the receiver. 


KIT CONSISTS OF: 
1 Complete antenna assembly, with end insulators, 75 ft. transmis- 
sign line, hermetically sealed antenna junction box, all completely as- 
sembled; 1 Receiver matching transformer; 2 Porcelain nail-on knobs: 


1 Percelain lead-in tube, 1 Adjustable ground clamp. 
A7598. S30 
List, $5.50 


WotR. PRICE. ccacces feces Uae Re Ae Be 


A7597. RCA RK-40-A ANTENNA. Same efficient aerial & 

as RK-40, but less the receiver coupler, NET............ $2. 5 
A7593. __ 12855 COUPLER ONLY. Matching unit for RK-40-A An- 
tee Gas GN E Treo. s loan akiones cn cdbusto ses te es rp Bel 45c 


RCA 4738 TRANSMISSION LINE 


Additional transmission line designed for use with the RCA RK-40, 
and RK-40-A antennas or with any other doublet type antenna system. 
This special transmission line assures the maintenance of proper line 
impedance and provides correct impedance match between antenna and 
receiver matching transformer. 80 ft. coil. 


A7615. YOUR PRICE, PER COIL..................... $2.09 


TOR AND ti 


RCA 
SPIDER-WEB 


on’ 


@ FACTORY EM- 
INSTALL—RUGGEDLY CONSTRUCTED. 
@ EXTREMELY WIDE FREQUENCY RANGE, LESS NOISE. 


This remarkable new transoceanic communications type antehna sys-- 
tem consists of a series of doublet antennas and an improved trafs-. 
mission line. Completely assembled with special fittings to maihtain: 
proper tension on the leads. Easy to install—requires a span of only’ 
38 feet; vertical clearance necessary is only 12 feet. Ruggedly built: 
with seven strand No. 22 copper wire. Additional doublets may be: 
added to increase the frequency range to 70,000 ke. (4 meters). 


FULL WAVE COVERAGE 

The RCA Spider-Web Antenna functions as a ‘““T’’ type antenna from’ 
140 to 4,000 ke,, and as a multiple tuned doublet antenna from 4,000 ke. 
to 23 megacycles. Its unique multiple doublet design insures greater | 
signal pickup on eyery receiving band—bringing in more stations than. 
you ever heard before. Works especially well on the short wave bands. 

KIT CONSISTS OF: 

Complete assembly including: 6 coils of antenna wire of various: 
sizes; 2 hangers; {| coil of lead-in wire; | antenna receiver coupling 
transformer; | Spider-Web terminal transformer; 7 “‘U”’ clips: 2 an-. 
tenna transformer connections; complete, detailed in- 

AZESO, List Seas.” $37 
i ist, $8.95. 
YOUR PRICE 


ULTRA HIGH FREQUENCY KIT FOR ABOVE 

The Ultra High Frequency Kit increases the range of the Spider-Web 
Antennd from 23 megacycles to 70 megacycles, with full noise reduction. 
This feature is especially important because of the increased frequency 
range of modern all-wave receivers. This kit may be added at any time 


after antenna is installed. | 
A7581. List, $1.50. YOUR PRIGE. -.......0ccreceeeenees OG 


ANTENNA INSULATORS 


BEE-HIVE INSULATOR PORCELAIN INSULATORS. 
F or supporting Glazed porcelain: 


Wiring, or instru- corrugated for mini- 
ments. Made of mum leakage. Extra 
glazed porcelain. Strong. 

2” dia.; 21%,” high. A6G192, 2%. inches 
Extra strong and long. 

weatherproof. May 10 FOR 22c. 


be used outside to 
support lead-in or 


ANTENNA EQUIPMENT 


AIRPLANE INSULATOR TRANSPOSITION BLOCKS 


Streamlined strain 
Made of glazed 


insulators, made of ; 
low-loss glazed ceramic material. 


white porcelain. Correctly designed to 
Ideal for breaking prevent twisting of 
up antenna guy transposed lead -in; 
wires. Size 14%x%”. reduces electrical loss 
AG2!17. Wt.,-3 to minimum. 2%%”x 


ai 
te 


oz. 
10 FOR 29¢. 


ground wires. A !93. 4 inchese 
A6190. Cc ~ 
BAGH ek isc ance 
10 FOR 84c,  EACH........ 9 AG194. 5 Inches. 
10 FOR 85c. EACH....... 


STAND-OFF INSULATOR 
Highest quality 

porcelain construction. 

4 in. high. For effi- 

cieht antenna installa- 


STAND-OFF INSULATORS 
h-grade glazed 


n construction 
corruga- 


PORCELAIN TUBES 
Durable, non-absorbent porcelain, 
with smooth finish inside and out. 
Flanged at one end to avoid drir- 


ing in too far. Inside dia. %¢”. 
AG2!12. 3” Long. 

18.ter Jae.” EACH 20.5 o22-0 2c 
A6213. 6” 


Long. 
EAGH Acyl Ae: 3¢ 


10 for 24e, 


FOR AMATE 


PYREX INSULATORS 


Strong rugged insula- 
tors, with low power loss 
and low surface conduc- 
tivity. Built to withstand 
heat, cold, and other at- 
mospherie conditions. 


A3750. 3%” long. 
cr Receiving 
Aerials. EACH. 2OC 


AS37511. 7%” long. 
Will handle up to 250 


watts, 

NET-EACH .... 7§C 
GLASS INSULATORS 
Absolutely climate- 


proof. Extremely effi- 
cient; designed for great 


strain. 3 in. long. In- 
expensive sturdy in- 
sulators. 

AGI96. 10 FOR 28c. 
100 FOR $2.65. 


NET 


EACH ............ 9 © 


EYE WALL INSULATOR 


Bakelite center mounted in gal- 
vanized screw eye. 


A3430. 3 INCH. 1 
10 FOR 2ie. NET EA... 3 


A3431. 7 INCH. i 
10 FOR 39e. NET EA... 45€ 


YOUR PRICE 
EACH .../i-2 4¢ 


PORCELAIN NAIL KNOBS 


Sturdy split knobs 
of glazed white porce- 
lain for holding lead- 
in and ground wire 
away from walls. Have 
alligator jaws for sure 
grip of wire. Leather 
washers prevent split- 
ting. 1%” high, 144” 
diam. Shpg. wt., % Ib. ea. 
A3418. 10 FOR 2lc. 1 
(00 FOR $1.80. EACH... a7 


STRAIN INSULATOR 


Brown porcelain 
construction, 2%” 
long, 1%” dia. Un- 
usually strong. 
A6G195. 

10 LOTS, 54ce. 


EACH Bocce. accu 6c 


iy 


ANTENNA INSULATORS 


Made of white glazed, wet 
process porcelain. Have great 
dielectric and tensile. strength. 
Very low capacity, low. leakage. 
For transmitting or receiving 


aerials. All 1” diameter. 
A3415. 7 in. long. 

MET RACH: .).cae4 20c 
A3416. 12 in, long. 

MET EACH «05. chascace 29c 
A3417. 


NET EACH 


A6215. Wt., 3 oz. 
10 FOR 57 


7c. - - 

YOUR PRICE 6 
EACH BLOCK —c.c..eeeee 
CAGE AERIAL SPREADER 

Porcelain spreaders 
for Cage aerials. 
Sturdily constructed 
of special moisture- 
proof porcelain. Un- 
glazed. High in in- 
sulating properties, 
with long leakage 
path, 234”x2%4"x4”. 
A6216. Wt., 3 oz. 
YOUR PRICE 
EACH..... Be A eee 


Designed for use 
with double-doublet 
antenna systems, 
Made of a low-loss 
ceramic compound. 
Glazed. Will not 
absorb moisture. 


A554s8. 
EACH..... ay { 


FEEDER SPREADER 


Made of high-grade white glazed 
porcelain. For correct spacing of 
parallel antenna feeders. Redtices 


electrical loss. %” 


wide x %” 
thick. 


AG218. 3%.” long. , 
NET-EACH 0.2305 ’ en C3 
A6G219. 6%” long. ; 


NET EACH 


OOKS SEE PAGE 134 


_ KNIGHT UNIVERSAL 
- ANTENNA KIT 


A complete kit of essential parts. Enables you 
erect the most efficient type of antenna for 
Ur particular set. Includes sufficient material 
© an antenna of the ‘“‘Marconi,’’ ““Doublet,’”’ 
le-Doublet,” or ““Matched Impedance” 
Whichever you prefer. A low-priced ef- 
t universal antenna kit which will improve 
r pickup on any type of radio receiver. 


KIT CONSISTS OF: 


Se ft. coil stranded aerial wire; 50 ft. coil 
ibber-covered twisted transmission line; Porce- 
lin crossover block; 4 glass insulators: 2—6” 
rew eyes; Doublet type lightning arrester: Dou- 
fet window strip; | ground clamp; | antenna 
mupler; complete instructions. An unusual yalue. 


3380. 
ist, $4.00. Sqs1 
A eee 450 ae 


KNIGHT CUSTOM-BUILT 
ANTENNA KITS 


Now there is available maximum all-wavye recep- 
tion from popular sets. These new Knight Anienna 
Kits have been scientifically designed to exactly fit 
the ‘requirements of the particular set for which 
they are listed. Each component unit is of the 
highest quality. These kits are noise- reducing and 
famous for greater signal pickup. A worth while 
investment for improved set performance. 


FOR PHILCO SETS 
Fully assembled, ready for immediate erection. 
Off-center-fed doublet type designed to offer an 
exact match to the Philco input circuit. Has 


scientifically correct receiver SQse 


coupler, 
ASSES $55 MET Se ee eects 
FOR GRUNOW SETS 


An All-Wave type antenna. Designed to operate 
at. peak efficiency with Grunow All-Waye sets. 
Will pep up reception on all bands and reduce 
extraneous noises. Supplied in kit form. 


A3382. 


FOR ZENITH SETS 
Balanced doublet type with noise 
pe ing =p line. Permits greater distance re- 
tion on all bands. Designed for maximum 
pevtorptance With Zenith sets. 


A3383. NET 


rejecting 


FOR RCA-VICTOR SETS 
A complete efficient double-doublet all-wave 
antenna. Developed especially fer use with RCA- 
Victor sets. Provides maximum signal pickup en 


all bands. Eliminates interfering 
noises. $232 
ASSS4“ REDS 


FOR GENERAL ELECTRIC SETS 


Scientifically designed ““V"" type doublet an- 
tenna. Fully assembled, ready for immediate 


erection and use with General Electric sets. De- 
yelops uniform reception performance on all ware 


AS3i NET $2.32 


A3385. 
FOR CROSLEY SETS 
A balanced doublet antenna | wit th trans posed 
two wire lead-in. Re Five i 
h with inp 


Sut eC 
Crosley 3 rece 


A3386. 


ALL-DIRECTIONAL AERIAL 


Increases the selectivity and 
sensitivity of any set. un- 
usually efficient antenna of 
new design. Permits absolutely 
All-Directional reception. Will 
materially improve reception 
on. short wave bands; makes 
possible improved efficiency on 
standard broadcast band. May 
Te sey ee with ‘ 
screwdriver. liminates all 
SS masts, poles, long aerials, 
——@ dangling wires, etc. Requires 
only a yery small space for 
mounting. Furnished with 


mounting hardware. Weight, 
Ibs. 
» ALOOIO. 
List, $2.75. SI 62 
YOUR PRICE... 


TENSION INSULATOR 


A double-purpose insulator which holds antenna 
tight by means of a heavy spring. May be used with 
any antenna. 
Al 1712. YOUR PRICE................... 7¢ 
GUY ADJUSTABLE 
WIRE | ANCHOR 
50 foot coil J 
of special uy , % 
galvanized ca Za 
steel wire. Dough and] .ajus 
nhon-stretching. Annealed | — Fa . alle 
for easy handling. For| #>le anchor for keeping 
use with steel masts. zuy wires tight. Rustproof 
Alt7il paner. 
+s pr 1§C| asizio. ner..9e 


Sturdy, neat-appearing, 


wea 


aerial supports. Mad 
steel — combini th 
light weiz 2 : 
enamel ‘Each section is 334 feet long. 
Base fit - any 
pat oie a 
i to a rease hei ow in 
Essential f installa- 
No. Length Extended NET 
Alooo! 342 ft. $0.59 
Ailooo02 7 ft. 1.03 
Al0003 iO ft. 1.62 
Alooo4 13 ft. 2.20 
AlOOO5. 3 ft. sectional extension 


te-increase height of any of 
above masts. EACH......... 59c 


AERIAL ACCESSORIES 
ie peer = 49 


WINDOW LEAD-IN 


MUELLER CLAMP 
Durable and rigid 

because of channeled 

construction. Case- 

hardened screw. Cad- 

mium plated. 

Lots of 


A3 
STRAP CLAMP | °* 
Will fit any pipe or 
rod. Grips securely 
to make a positive 
ground contact. 
A3426. PER 100, 
$2.25. 
NET 


27. 
100, $2. 
NET heat. 


oe inch. 


EACH 
‘RIPPER GROUND CLAMP 


This heavy-duty clamp 


may be used on any 
pipe or rod up to 114” 
in diameter. Pointed 
screw assures positive 
contact through paint 
or rust. 

A3599. 

EACH ........ 3c 
SEN eS wa > slat 25¢c 


—— es 
<NOC-OUT GROUND CLAMP 
An efficient and easily at- 
tached clamp which makes 

sure contact. 
A3429. Per 10, 35c. 
NET EACH 


INSULATED STAPLES 


Saddle type insulated 


staples. Sturdy, durable, 
and very useful. Packed 100 
to the box. 

A3975. 


Per Box of 100.. 10c¢ 


Per 1000 (10 Boxes)..95¢ 


DOUBLE- WINDOW LEAD-IN 

Designed for use with any two- 
wire lead-in, or trans ion line. 
Completely i d; with screw 


terminals; 12” lon: 

A6 198. YOUR price.. 9S 
OEE O) 

AERIAL SPRING ADJUSTER 


Prevents antenna sag. Po ywerful, 
compression type rust-proof spr 
With porcelain insulator end rings. 
Especially suited for doublet type 


antenna to prevent swaying. 
£2599- 

ist, Cc. 
YOUR PBIGE...u.-<.. 29¢ 


SPRING AERIAL 


Especially desirable where space 
is limited. Easy to erect. [ I 

directional. Stretch of 15 ( 
With two fibre end insulators. 


9c 


A3433. 
YOUR PRICE 


12 FOR $1.00. 


RESTER 


EACH.. 


melee YOUR PRICE 


AG199. 10 FOR 65c 
100 FOR $6.25. EACH.. 


Te 


, loc 


Sade 


ALLIED RADIO CORPORATION, 833 W. JACKSON BLVD., CHICAGO, ILL. 


TACO ALL-WAVE 
AERIAL 


MODEL 200 
ASSEMBLED 


A completely assembled 
noise-free doublet antenna 
system. Particularly de - 
signed to reduce interfer- 
ence to an absolute min- 
imum, Due to a novel, ef- 

‘ ficient automatic coupling 
SS y y transformer, signal strength 
is increased on all fre- 
quencies. This kit comes 
to you completely factory- 
assembled, with all con- 
nections soldered. For use 
with any receiver. Extremely simple to erect. Consists of: 2—30 ft. 
rolls armored antenna wife, automatic antenna coupler, 75 ft. twisted 
pair transmission line, 2 antenna insulators, all rep le 7 
automatic receiver coupler, 2 stand-off insulators, 1 screw 
eye and complete instructions. Shpg. wt., 4 lbs. S 


A7904, List, $6.75. YOUR PRICE.. 
MODEL 500 JUNIOR ALL-WAVE KIT 


This new factory-assembled All-Wave antenna kit is designed for 
maximum signal pick-up on all frequencies, with minimum noise. Auto- 
matic receiver coupler completely eliminates the necessity of switching 
the antenna from one band to another. Completely assembled kit con- 
tains: 2—30 ft. rolls armored antenna wire; |—antenna transfer unit; 
75 ft. transmission line; 2 antenna insulators; 2 stand-off insulators: 
1 screw eye, | receiver transformer, and complete ee 


A7Z907,_ ‘List, $4.50. $264 
YOUR PRI Cex. eR oa oe © of Doan San pane hes ea. — 


MODEL 301 MASTER ALL-WAVE KIT 


An All-Wave antenna kit scientifically designed to provide noise-free 
reception to as many as 25 receivers, with efficient signal pickup on all 


bands. Ideal for hotels, hospitals, etc.; also for dealers’ demonstration 
rooms. Master Foundation Kit contains: !—80 ft. and i—22 ft. coil 
of 7x20 tinned copper aerial wire; {| Transfer coupler; I—35 ft. coil 


transmission line; 3—7 inch insulators, 2—strain insula- § 53 
tors, and i—double lighting arrester, 353 
A7905. List, $6.00. YOUR PRICE.........;.... 

RECEIVER rage Phare he ge 301 TACO AERIAL, 47 
A7908. Type 302. For exposed wiring. wlesisin 
A7909. Type 303. For conduit wirlng. YOUR PRICE..... #.18 


INSTALL > ANYWHERE 


Ty 
watric “'* 


DX LIFETIME AERIALS 


Efficient non-directional antennas, fully-assembled. Designed to in- 
crease selectivity and reduce interference. Especially suitable for suc- 
cessful short wave reception. Convenient form makes installation easy 
anywhere. Built of 7/24 stranded enamel copper wire with zine spacer 
rings, Assembled with two porcelain insulators and with 25 feet of 
rubber-covered lead-in wire soldered on. 


No. 60 No. 20 
Lenath, 50 ft. 6 spacer A9137. Lenath, 20 ft. 5 spacer 


Age sg ti) oe ns 250 ft. wire. eines: Ge af ns 100 ft. wire. 
Shpg. wt., Ss, beg. W Ss. 

YOUR hd YOUR $45 
PRIGE ih +00 cunts «wie PRICE a eacaece ns tee — 


46 DOUBLET SYSTEM 


A new doublet type cage antenna designed for noise-free Short-Wave 


Ideal for use with any All-Wave or Broadcast set. Con- 
sists of: 2~—20 ft. cage aerials completely assembled with 25 ft. twisted 
pair lead-in, Each cage has 3 spacer rings and contains 100 ft, of wire. 
Should be used Mine an All-Wave Coupler for maximum 


reception. 


ficiency, Weight, lbs, 
A9138. YOUR SPECIAL A LU) Se Pees 5 es by AL! 
a ci Le Ee eR 


No. 25 DOUBLET SYSTEM 

A noise-reducing aerial for use with all-wave receivers Where space 
is at a premium, Only 10 feet long. Each 5 foot cage contains 25 ft. 
of wire, connected to 25 ft. of twisted pair weather-proof lead-in wire. 
Includes 4 antenna insulators and instructions, $1 & 
A9144, YOUR SPECIAL PRICE..... als Wath Eb c'e's slate giage-s:< 4 
A9146. NO. 50 DOUBLET SYSTEM. Same as above $1 6 
but with 50 feet of twisted pair lead-in. NET.............. °7 


RECEIVER MATCHING 
TRANSFORMER 


A compact and well-made unit for matching the 
transmission line of any doublet aerial to any All- 
Wave or Short Wave receiver. Provides a very effi- 
cient match between ahtenna and receiver. Works 
with transmission line to eliminate noise and increase 
signal strength on all bands. Has changeover switch 


for all-band operation. Will give very ef- 
Sic 


Douste tid 
ANTENNA 


fective results in increased sensitivity and 
power, 


A5545, List, $1.50. YOUR PRICE... 


ALL-WAVE 


TOBE 
AERIAL 


A newly engineered 
Tobe product, de- 
signed to eliminate 
interference and to 
increase receiver effi- 
ciency, Intended for 
use on all frequen- 
cies from 20 to 600 
meters. Uses a sin- 
gle wire antenna for 
easy installation but 
may be employed 


with any doublet antenna if desired, 


; 
5 


Complete kit contains: 


Aerial Wire; 4 Insulators; { Aerial Transformer; 50 ft. Twisted eat 


Transmission Line; 1 


8400. List, $6.95. 


Youn PRICE Viren ys deletes te ceeeccneweccseeceseees 


Receiver Coupler; .{ 
cies all necessary hardware and instructions. 


Power Line 


LINE NOISE FILTERS 
and AERIAL ELIMINATORS 


AC-DC POWER 
LINE FILTER 


An easily installed 
Tobe capacity type 
line filter which will 
effectively eliminate 
line noises. Plugs 
into electric light 
socket or wall recep- 
tacle. Receiver pow- 
er cord plugs into top 
of filter unit. Efficient in opera- 
tion. Materially reduces disturb- 
ing radio interference from power 


Power Line 
Filterette 


Designed 
by Tobe to f£ 
eliminate ra- f 
dio noises 
coming 
through the 
power line. = 
Effective  fil- 
ter action is attained through com- 
bining capacity and inductance in 
one carefully engineered unit. For 
installation between set and power 
line. For use where line yoltage 


line. For 110 volt lines. Shpg. does not exceed 130 volts, Ship- 
wt., 1 Ib. ping weight, 3 lbs, 
A8406. | 
List, $1.00, © | A8405. $290 
YOUR: PRICE... 2. <... List, $4.95. NET..... boa 
DOUBLE-TUNED TACO 
AERIAL ELIMINATOR NOISE REJECTOR 
This care- New Ta- 

fully designed co variable 

unit will help | i m p e- 

to increase the dance- 

selectivity of | Matching 

any radio. antenna 

Ideal for AC- | Unit de- 

DC sets to in- signed for 

crease power use with 

and distance | any dou- 

reception, }| Dlet an- 

Compact and tenna re- 


efficient; elim- 
Easy to install. Has 


inates noises, 
movable arms to match impedance 
; ino. 


ys. 559° 


gardless of design, | Background 
noise is absolutely eliminated by 
matching antenna to receiver, 
Quickly adjusted by means of knob 
on top. Wt., 1 Ib. 


A7902. 


ANN oe 


Ayrenvateol_ 


TU 


AERIAL ELIMINATOR 
and ANTENNA TUNER 


This new device operates as a 
noise reducer when used with an 
outside aerial, May also be used by 
itself as an indoor aerial, Easily in- 
stalled; works with any receiver; 
will improve reception; increases 


yolume on weak stations, 
A5554, A $1.00, & ¢ 
oratt PRICES sags.es 


ALL-WAVE TUNING 


COUPLER 


This unit will couple any doublet antenna 
receiver, 
Ideal for providing proper matching between 
your set and any aerial kit listed in this 
catalog which has no receiver coupler. 
increase antenna efficiency by providing stronger 
signals on every band. An inexpensive device 


to any All-Wave or Short 


that really helps reception, 
A6G6O4. List, $1.00. 
NE 


LOWEST PRICES—HIGHEST QUALITY—BEST SERVICE 


Wave 


DYNATROL FILTER | 
and INDOOR ANTENNA 


Combination indoor aerial - and 
line noise filter, Plugs into light 
socket. May be used with regu- 
lar aerial to gain increased pick- 
up. Reduces noise and improves 
set sensitivity, Highly efficient, 


A P 
bist $130. $3° 


YOUR PRICE......... 


Will 


> 


id 
et 


__ Highest grade soft-drawn copper wire, uniformly insu- 
» lated.  &ach spool one continuous length, uniformly 

- ‘drawn, Standard.B & S gauge. Ideal for winding coils, 
» chokes, ete. On convenient small-sized metal spools, Ab- 
~ solutely the finest quality magnet wire you can buy. 


DOUBLE COTTON 
Y, LB. SPOOLS 


PLAIN ENAMELED 


00 asss0 “is oe stat 
Asoey 20 150 144 
03 AsaE3 yet "Be 
4 A3954 26 558 165 
5 6 | A3955 28 842 :78 
6 41 AsaeS 3 1321 .93 
4 44]A3957 . 32 ~~ 1889 1.13 
49!1A3958 34 2746 1.41 

’ Y, LB. SPOOLS Y, LB. SPOOLS 
09 82 1271 $0.34 A3959 28 421 $0.46 
19 34 2021 411A 269 30 660 -49 
36 3205 -49 | A396 32 945 .63 
912° 38 5118 .65 | A3962 34 1373 77 
913 40 6834 .90' A3963 36 1900 .98 


: DOUBLE SILK 
ag EB SPOOLS Y, LB. SPOOLS 
Ze 


No. Feet NET No. Size Feet NET 
sep as 87-88 / 09982 HS 80-31 
ge cleo eae 
33 2 620 ‘90 A395\ 32-1207 83 
i383 28 962 02 | A3992 34 1828 i 
6 30 1550 19 | A3993 36 2668 tse 

Celanese-Wrapped 

f®\ Push-Back Wire 


No. 20 Solid 


An unusually high grade 
hookup wire for all radio 


(\UBBER-COVERED , for all radi 
purposes, onductor is 
MULTIPLE CABLE No. 20 solid tinned copper. Push- 


ligh grade, rubber-covered multi- | back insulation is double-wrapped 
ductor cable. Individual con- | Celanese; has lacquered colored 
‘tors rubber covered, cotton | braid covering. In 25 foot spools. 
tipped and an overall jacket of No. Color 


wy, flexible rubber. AZ450 Red | at 
. 2 Conductor. : ue 

3900 di. PER FOOT....3c Asae2 Green 

! 91. 3 Conductor. A2453 Black 20¢e 

“Ft. $3.53. PER FOOT....4c¢ | A2454 Yellow 

*392. 4 Conductor, No, 20 Stranded 


| Ft. $4.27,.. PER FOOT....5c¢ Same as above, but conductor is 
1393. 5 Conductor. 10 strands No, 30 tinned copper 
ER FOOT..6!2c | wire. 


| Ft. $5.29. P Géler 
—— ane Sete Red NET 
HIELDED CRYSTAL Gree as 
reen 
: Black 
“MIKE”? CABLE BB Pate 2Z1c 
finned copper (13x36) conductor. : . 
« layers celanese and cotton in- (4 Celanese 
on pa ge + | bene Wrapped 
ober-jacket overall, | gee 
SINGLE CONDUCTOR Feber yeti Lead 
2470. 100 Feet $3.76. 4iec Wire 
fe re ere Developed especially for use in 
DOUBLE CONDUCTOR heavy-duty filament circuits. No. 


2471. 100 Feet $7.45. 


14 conductor made up of 41 strands 
of No. 30 tinned copper wire. Has 
Roose eg eb 
A2460, 25 Ft. Spool, 

Black. .MET (ocpesiec vas: 42¢ 
A246. 25 Ft. Spool, 

Reds NEG chet bakes e 42¢ 


IHIELDED RUBBER- 
COVERED CABLE 


Oxtremely high-grade multiple 
iductor, shielded, rubber-covered 
ile. For microphones, speakers, 
» For indoor or outdoor nee 


All-Rubber Cord Sets 


The modern safe cord for replace- 


No. Cond. Per Ft. ~ 100 Ft ment on lamps, radios, etc. Small 

1462 2 5c $4.4 { | soft rubber plug and brown No-Fray 

i439 3 6c fod cord. 744 ft. approved cord. 22¢ 

'464 4 7c S.17 A2447,. EACH ........ 

ae : 9¢ £5 ats ter TORE tara: sat Be 82 
Cc : 7 ame as above bu 

igo? , Re 9.65 | ft. long. NET EACH....... 276 


AUTOMOBILE CORDLITE 


A handy light for emergency road service, shop 
and garage use. Quickly clips to any 6 volt 
storage battery. Has 15 ft. No, 18 rubber cord 
with rubber socket, handle and heavy battery 
clips. End-opening guard has 
Mm hook and reflector. S Si 
9 A2484. With 6 Volt 25 watt — 
Ds REBT k Pe Sets elt Gh bio Jim ores 
A2483. Belden No. 1720. Household type. 
For 110 Volts A.C. or D.C. As above, but with 


rubber plug in place of clips. Less 
bulb. NET $1.21 


Rol PSX Radio Pro 


BELDEN ALL-WAVE 32.9" 


AERIAL KITS 
No. 8906 


A new noise-reducing antenna. of latest 
design; two sections of different length 
provide maximum response to all fre- 
quencies. Variable receiver coupler al- 
lows accurate adjustment to meet vary- 
ing conditions. Completely assembled, 
ready to erect. Kit contains: 1—48’ coil 
and !—I6’ coil 7x24 Beldenamel wire; 
75’ twisted pair lead-in; 25’ twisted pair 
interior lead-in; antenna coupler; 25’ 
gtound wire; 6—insulated staples; 2—~ 
6’’ stand-off insulators; ground clamp; 
nail-on knobs; 2—glass insulators; double : 
lead-in strip; doublet lightning arrester; All-Wave receiver 
coupler, and instructions. Shpg. wt., 7 lbs. $ 91 
A2414. List, $8.35, } — 
MOURsPRIGE SG Sy cctusc tra Stee lee aeolian ntie tivteenes oasowees 


[VARIABLE 
cousien 


} 
Vea Ww } 
STRIP 


= Sem 


BELDEN JUNIOR KIT 


An excellent All-Wave Aerial Kit; also suitable for low power Amateur 
transmitters, with slight change. Complete kit includes: 2—56’ coils 
No. {4 solid Beldenamel Aerial wire; [—50’ coil twisted pair lead-in 
wire; 2—3’’ glass insulators; 2—nail-on knobs; 2—screw eyes. Shpg. 
wt., 4 Ibs. Ss 56 
A2408. BELDEN No. 8914 JUNIOR KIT. —— 
List,:$2:65.0sYOUR “PRICE... 4s cccucouscccceanwks e ogicls eaters 


BELDEN ASSEMBLED ANTENNA SYSTEM 


A completely assembled All-Wave Antenna System of the double- 
doublet type; provides noise-free operation of any radio set, and in- 
creases signal pickup. Factory assembled kit consists of: 2—30%4’ 
and 2—19” coils 7x24 enamel wire; 75’ twisted pair lead-in; 25’ twisted 
interior lead-in; 25’ ground wire; crossover block; lead-in strip; light- 
ning arrester; insulators; nail-on knobs; ground clamp; variable receiver 
coupler; hardware; instructions. Easy to install. Shpg. wt., 614 Ibs. 


A2407. NO. 8912 BELDEN ANTENNA $ 482 
SYSTEM. Pasized 
List, ; $8.20. YOUR PRICE... seae.s0ininsccdestatecdesssiee 
LEAD-IN WIRE AERIAL WIRE 
ALL-RUBBER BELDENAMEL 
Stranded wire in- High 'con~ 


. oath 
ductivity’ cop- FAN \ 
per aerial wire, Buin A 
Idea] fer o ral Wi | 
types of Broad- a | 
cast, All-Wave bu A 
and Short- 


sulated with special 
rubber compound 
easily stripped for 
quick splicing and 
easy soldering. 


Wave aerials, - \ 
fi 250 tt ot S53 either’ single 
16 50 ft. .39 | wire, double or a : 
16 =. 250 ft. 1.80 cage types. Smooth enamel covering 


prevents apg and ‘‘weather- 
ing.”” Does not lose its conduc- 
SHIELDED tivity even after extended periods 
Heavy rubber insula- | Of time and atmospheric changes, 
tion over stranded con- 7x22 ENAMELED 


ductor. Overall shield 
braided - | A2410. 75 ft. 
Se ne eta Iced: | List, 930. NET........... Dae 
A241i1.. 100 ft 


Ideal for shielded lead- 
ET Uistrae la cere NE Ais cae cess 712¢ 


in use, Weatherproof. 


agd27 ‘14 sore, «S27 | Aa S150 ft 
dee BE Sha Rete. net. SEAM 
A2430 16 250f. 4:25 | List sittco, NET.... 9 2ekd 


Aa TED 
List, $2.35. NET..... $1.38 


A2416. 1000 ft. 
List, $23.50. NET.. $13.80 


Low impedance doublet type 
twisted-pair lead-in. Flexible No. 
20 (10x30 tinned) conductors, rub- 
ber-covered. Black weather-proofed 
cotton braid over-all, 


SOLID ENAMELED 
A2418. No. 10. 


ARRESTER 


Underwriters approved. Will pro- 
vide positive protection. Sturdy 
and compact. Suitable for installa- 
tion either indoors or outdoors. Has 
molded bakelite body with mount- 
ing holes at ends. WNickel-plated 
terminals with lock washers to se- 
curely fasten leads. 


DOUBLET ARRESTER 


For use with any doublet antenna 
system. Provides complete protec- 
tion. Sturdy brown porcelain cas- 
ing with convenient mounting 


holes: A2403. 10 FOR 
A2409. NET ....:...:. 2Zic $1.50. EACH *:...¢ccc.05. 16c 


VALUE 


ily 


Ibs. 
A3486. YOUR SPECIAL PRICE... 


location. Shpg. wt. 6 


AERIAL KITS 


DE LUXE AERIAL KIT 


An exceptionally fine kit. 
erection of an efficient ‘“Marconi type”’ 
antenna which will. improve reception 
of any radio set, 
of 7 strand copper aerial wire; 40 feet 
of rubber covered lead-in wire: 25 
feet of insulated ground wire: four 
porcelain. insulators; 
insulators; one lightning arrester: one 
window lead-in strip; and one ad- 
justable strap-type ground clamp, Eas- 


Permits 


Contains 100 feet 
two 


screw-eye 


installed in any 


STANDARD AERIAL KIT 


A real value in a complete aerial kit. 
*“Marconi type’ antenna for use with any receiver, 
25 feet of rubber covered lead-in 
two porcelain insulators; two nail knobs: 
and an adjustable strap-type ground clamp, Conveniently boxed. 


of 7x26 stranded copper aerial. wire; 
wire; window leadtin strip; 


ping wt., 4 lbs. 


1 
A3485. 3 ¢ 
YOUR SPECIAL PRICE........... SE et tas = SRF eS 
phdsaii Rad reticle deeds Hobie tds Seles aot ga avael debt 


Includes all materials for a 
Consists of: 90 feet 


Ship- 


ALL-PURPOSE LEAD-IN WIRE 


RUBBER COVERED 
LEAD-IN WIRE 


Solid Wire 
High quality No. 16 
rubber covered lead-in 

wire. Weatherproof. 

Ft. 10 for EACH 
25 $1.15 $0.12 
50 -25 . 

100 4.40 ° 

000 et rrennids E 


Stranded Wire 
'. Stranded No. 18 rub- 
ber-covered lead-in wire. 
Flexible and easy to 


work, 
Ft. 10 for EACH 
25 $1.05 $0.1! 
100 5:00 FI 
00 . . 
LODO ease .96 
SHIELDED 
LEAD-IN 
For broadcast use. 
No. 18 stranded 
tinned wire, with / 
tough, live rubber 


covering; tinned 
woven flexible copper braid over all. 


A3492. 50 f 
YOUR PRICE ......... ..A9C 
A3493. 75 ft. 
YOUR PRICE ............ 76c 
A3494. 100 ft. 
YOUR PRICE. ous 96c 


Sr 


TWISTED LAMP CORD 

Underwriters approved. No, 18— 
Yeo rubber insulation with black 
cotton braid. 


A3592. Per foot. 
ER Ts ue Seabee 2c 


BELL WIRE 


Thoroughly impregnated with par- 
affine. Barber pole color, cotton 
serving. 


A2908. % ib. Coils. 
Neroe Hee Mas re Bi hee 10c 


LITZ WIRE 


Superior quality for low loss coil 


winding. 10 strands No. 38 enam- 
pee copper wire, white silk-coy- 
ere 
A2927. 100 Ft. Spool... Lae 
A2928. 1! Ib. Spool. 

ee .$1.00 


(1100 Ft.) 


98 


SHIELDED TWISTED 
PAIR LEAD-IN 


Forall--. - 
Wave or SSS om. 
short - wave pega 
aerials, Sol- 
id copper conductors; weather- 
proof insulation with closely woy- 
en copper shielding overall, 
A2487. 50 Ft 
YOUR PRICE 


LLP” = 


WEATHERPROOF 
TWISTED PAIR LEAD-IN 
For use as low-impedance trans- 
mission line with noise-reducing 
aerials. Two stranded copper con- 
ductors, rubber covered, Paraf- 
fined braid over all. 


A2432. 100 ft. coils. 

NET EACH voce ees 95¢ 
coils. NET EACH.... 9404 
A243 (2eoPer ft wwe. ! { 


a = Fees (= = 
RUBBER TWISTED 
PAIR LEAD-IN 

For all noise-reducing aerial 
systems employing doublet or 
double-doublet antennae. Low im- 
pedance No, 20 twisted black rub- 
ber covered multi-stranded con- 


ductors. 

AZ488. 50 ft. ....... 45¢c 
A3489. 100 ft. 

YOUR NET PRICE...... 88c 


A3490. 200 ft. 


YOUR NET PRICE.. She] > 


Per ft. 


AS48722: Por iats RIES fc 


HANDYCORD 
LAMP CORD 
Rubber-jacketed flexible cord; 
each conductor is No. 18 stranded 
copper wire, separately insulated 
in tough rubber sheath that splits 


down center when pulled apart. 
Fine for lamps, radios, etc. 


nesta af eB td 
. ack, 
A3413: whit. U5 
Raat: bea 

7 reen. 
PER 100 FEET...... $1.25 


TEST-LEAD WIRE 


Extra flexible No. 18 test lead 
wire (41 strands of No. 34 tinned 
copper wire cotton wrapped). Has 


Yao” wall of rubber insulation. 
Waxed finish, 
A238: its 
. ack. 
PER 25 Ft. COIL......., 29c 


copper wire. 


high conductivity. Excellent for 


doublet or cage type. 


7x26 ENAMELED 


A3447. 50 ft. 
10 for $1.25, EACH... LGC 


A3448. 100 ft. 
10. for $2.40, EACH... ROG 
A3449. 200 ‘ft. 

10 for $4.75. EACH... SLC 


7x22, ENAMELED 


A3444. 50 ft. 
10 for $2.40. EACH... &5C 
A3445. 


100 ft. 
10 for $4.80. EACH...49C 
A3446. 200 tt. 
10 for $9.35. EACH...9§C 


7X20 ENAMELED 


Tough and strong for tong tife 


Heavy dutsemize, ns Smeteney: 
YOUR PRICE «-..........49@ 
YOUR PRICE ......,.....9ZC 
Your price ........ $1.80 
‘Your Price ....... $445 


PHOSPHOR BRONZE 
AERIAL WIRE 


Strongest aerial wire made. Used 
commercially on all ships. Will not 
stretch. Has high conductivity. 
This is ‘‘lifetime’’ aerial wire, and 


. Will not break under extreme strain, 


No, Size Ft. NET EA. 
A3460 7x22 100 $1.10 
A3461 7x22 200 2.15 
A3462 7x24 100 [75 
A3463 7x24 300 1:45 
A3464 7x26 = 100 ‘60 
A3465 7x26 200 1.15 

COMBINATIO 

$<~\)\ AERIAL AND 
. J LEAD-IN WIRE 
" 4A 


10 strands of No. 


30 copper wire, in- 
sulated with Gutta Percha. Free- 
stripping. Non-corrosive. An all- 


purpose wire for aerial, lead-in and 
set hookup. 


No. Length NET 
A3468 1000 ft. $4.65 
A3469 100 ft. 48 
A3470 25 
A347! 3 


AUTOIGNITION CABLE 


7 M.M,. 16 gauge stranded wire 


covered with high tension rubber 
compound, Lacquered cotton braid 
over rubber. Also furnished with 
woven copper shielding over lac- 
quered cotton braid, 


A3495. Unshielded. 
10 Foot length..... 00.05.04 2d4c. 


A3496.. Shielded, 


10 Moot: length toivsne oases §0c 


LOOM 


nd weather- 


proofed. For shielding auto antenna 
lead-ins, cables, and grouped leads. 
Inside Per Per 

Asio3 Dia, S Ft. Ft. 
846” $2.05 5c 

A3424 qi" 3. 7c 

CORD 
SET 


= A high grade 
line cord for use on radios, lamps, 
fans, amplifiers, etc. .6 foot cord 
with rubber plug. 

A3498. YOUR priceE.. LOC 


FOR COMPLETE INDEX SEE PAGES 135-13 


AERIAL WIRE VALUE 


Exceptionally high quality hard-drawn 
Has very little ‘‘stretch.’’ 
Enameled wire will not corrode and nas 

a 
‘aerial requirements—All Wave, Short- 
Wave, or Broadcast, either single-wire, * 


’ “No. Ga. Ft. 
0 100’ 


\\ AA 
\ 


7X26 STRANDE 


A3438. 50 ft. j 
10 for $1.15. EACH..mae 


A3439. 100 ft. : 
10 for $2.10, EACH..ayaee 


A3440. 200 ft. 
10 for $3.80. EAcH..GOe 


7x22 STRANDED 


‘< 


A3435. 50 ft. 
10 for $1.95. EACH..aOG 
A3436. 100 ft. 


10 for $3.80. EACH... DOG 

A3437. 200 ft. 

10 for $7.35. EACH. 754 
71x20 STRANDED 


A3472. 50 ft. 
10 for $3.40. EACH..pS4 


A3473. 100 ft. 
10 for $6.65. eacn.. O86 
A3474. 200 ft. 


10 for $13.10. EACH. Meda 
SOLID ENAMELED 


May be used for either trans: 
mitter or receiver aerials. 


A345! 10 200’ 
A3452 10 500’ 
A3453 12 100’ 
A3454 12 200 
A3455 14 100 
A3456 14 200’ 


ANTENNA 
WIRE 
For AC-DC and Midget sets. 
Moisture-proof. Neat brown cot- 
ton covering for inconspicuous in- 


stallation, 
A3483. 100 Feet..... @5€ 


232) ae 


@) 


RUBBER SERVICE CORD 
Round flexible weather-proof 
cable. No, 18 (16/30) stranded 
wire conductors, each rubber coy- 
ered and coded, with cotton wrap- 
ping and outer live rubber sheath. 
A2435. 2 COND. c 
100 FT. $2.55. PER FT... | 
A2436. 3 COND. 
100 FT. $3.55. PER FT....@@ 


FLEXIBLE Oe 


SPAGHETTI 
Fine Cambric tubing impreg-: 
nated with varnish, | 
A2895. Black. ” 
A2896. Yellow, Per 30” Lath. 
5 ed, 
282s. reen, 6c 


COPPER SHIELDING 


Tinned shielding, Very flexible. 


For use on amplifiers, speakers, 
auto radio. Easily soldered. 
Diam. Per Per 
No. Open 50 Ft. Ft. 
A3595 “in. $0.95 2426) 
A3596 * in. 10 3c 
A3597 ‘in. 1.65 4c 
A3598 35 6c 


- ‘magnet wire. 
for easy handling. 


and small motors. 


SINGLE COTTON 
ENAMELED MAGNET 
_, An exceptionally high grade 
Properly annealed 
Cotton wrap 
Over enamel insures adequate in- 


ulation for use in winding coils, transformers, 
Each spool holds one con- 


on spools in continuous lengths, 


schools, laboratories, ete, 


MAGNET WIRE ON SPOOLS 


Insulated copper wiré of highest quality for all radio and electrical purposes. Wound 

, ; _Hxcellent for winding armatures and field coils, 
receiver and transmitter coils, rewinding power transformers and chokes. 
Standard B. & S, Gauge. 


: ‘ dard ze. We can supply magnet wire in 
all sizes and types of insulation in larger quantities than listed below. Write for 
attractive prices which will save you money on quantity purchases of magnet wire. 


For shops, 


Honous, uniformly drawn and insulated length. | PLAIN ENAMELED DOUBLE COTTON DOUBLE SILK 

& S gauge. 44 LB. SPOOLS 14 LB. SPOOLS 4% LB. SPOOLS. 

_74 LB. SPOOLS jae er Ons No. | Size | Ft. | NET No. | Size | Ft. | NET No. | Size | Ft. | NET 

0. t. | NET 
ee ie | aggog | 14 38 | $0.20 A3533| 14 36 | $0.25 A3546| 18 49 | $0.26 

A1013| 78| $0.41) A3521| 16 63 | .23 A3534| 16 61 | .27 A3547| 20 73|" .29 
Ai014| 98| .421.A3522| 18 | 101 | .26 A3535| 18 96 | :30 A3548| 22 | 126 | 34 
A1015| 124) :43].a3523| 20 | 159] 28 A3536! 20 | 150] :33 A3549| 24 | 196| 134 
A1016| 156| [44] .A3524| 22 | 253| (29 A3537| 22 | 234| [36 A3550| 26 | 310| 4.39 
A1017) 198| .45 | A3525 | 24 402 | :30 A3538| 24 | 362] [43 A3551| 28 | 486| 148 
A1019| 312} '52]A3526| 26 | 640| .32 A3539| 26 | 558 | .52 A3552| 30 | 775.|  .55 
A1020| 392/ [551.A3527| 28 | 1013 | 35 A3540| 28 | 842 | ‘61 A3553| 32 | 1207 | .72 
A1021| 490| ‘58]A3528| 30 | 1602] .38 A3541| 30 | 1321 | [79 A3554| 34 | 1828 | 1.37 
A1022| 772| :671.A3529| 32 | 2543 | .41 A3542| 32 | 1889 | [90 A3555| 36 | 2668 | 1.41 
A1023| 1209| 73] A3530| 34 | 4042 | .45 A3543| 34 | 2746 | 1.14 A3556| 38 | 3875 | 1.68 
A1024| 1876] 89] .A3531| 36 | 6410 | .56 A3544| 36 | 3801 | 1.40 A3557| 40 | 5825 | 2,25 

, ee EA Sheol died OR PUSH-BACK HOOK-UP WIRE 


- SPECIAL WIRE 
x FOR FARM 
POWER PLANTS 


Weatherproof single conductor 
wire for use with Windcharger or 
Farm Power plants. Solid copper 
conductor; triple cotton - covered 
and impregnated. For battery 
charging, use wire as follows: At 

distance of 75 feet from charger 

battery, use No. 6; at 50 feet, 
use No. 8; at 25 feet, use No. 10; 
at 15 feet, use No. 12. For a sin- 
le 6 volt 25 watt lamp: 150 feet 
rom battery, use No, 8; 75 feet, 


use No. 10; 50 feet, use No. 12; 
30 feet or less, use No. 14. 

- No. Size {00 Ft. Per Ft. 
eeaee 6 $5.25 5lac 
2491 8 4.5 8 
249 ' 3.1 3'2c 
a4° 12 2.65 3c 
2496 14 1.25 lec 


TELEPHONE WIRE 


High grade No. 19 solid tinned 
popper; rubber insulation with 
zlazed cotton braid overall. Evenly 
bwisted. 442 inch insulation, 

94, 2 Conduotor. 

ae 500 Ft. 1000 Ft. 

$1.70 $8.10 $15.40 


. 8 Conductor, 
Bags 500 Ft. 1000 Ft. 


00 Ft. 
$2.15 $10.15 $19.40 


A ae 
MULTI-CONDUCTOR 
CABLES 


Well-made. For battery, speak- 
ar, and analyzer connections, Cot- 
ton braid overall, 


414 Foot Cables 
Conductors 


PPP 
NI 
OOO 

| 0000 
| aon— 

Conoco 


EXTENSION CORDS 
With Connector 


Flexible braid-covered cord for 
use with extension speakers, etc. 
Has phone tips and plug. 


A5555. 20 Ft. Cord. 
YOUR PRICE ........... 32¢ 


A5556. 30 Ft. Cord. 
OUR PRICE 00. ost eis oe cin 45c 
A5557. 50 Ft. Cord. 
mOUR PRICE ©. .cans 5...) 63c 


A5558. Extra Connector....8¢ 


High quality cable for almost 
every indoor or outdoor réquire- 
ment. Each conductor is No. 18. 
Color-coded; flexible; made of best 
materials. 


COTTON BRAI 
OVERALL 


No. 18 stranded conductors, each 
covered with rubber jacket with 


brown cotton braid over all. Any 
length, ET 
Per 10 NET 
Na. Cond. Feet 100 Ft. 
A3500 2 {8c -$1.45 
Asbol 3 25c 2.25 
A3502 4 32c 3.00 
A3503 5 4ic 3.65 
A3504 6 46c¢c 4.25 
A3505 7 52c 4.50 


= 


WOVEN SHIELDING 
OVERALL 


Tightly woven overall shielding 


of fine tinned copper wire. Each is 
No. 18 conductor, insulated with 
rubber jacket. Any length. 
NET NET 

No. Cond. Per Ft. 100 Ft. 
A3507 2 346 $2.75 
A3508 3 4c 3.55 
A3509 4 alec 4.20 
A3510 5 5l2c avo 
A3511 6 6/2¢ 6,15 
A3512 is 726 6,60 


= oy a 
SHIELD and RUBBER 
JACKET OVERALL 


Heavy rubber jacket over tinned 


copper shielding. Ideal for out- 
door and heavy duty service. 
NET 

No. Cond. Per Ft. {00 Ft. 
A3514 2 3c $2.70 
A3515 3 4c +63 
A35!1I6 4 Blac .90 
A3517 5 SA 5.70 
A3518 6 726 6.85 
A3519 7 8l2c6 7.95 


CRYSTAL MICRO- 
PHONE CABLE 


Shielded, rubber-jacketed cable. 
Conductor is of fine stranded cop- 


per; extremely flexible. Available 
in two types, single or double con- 
ductor. Low-loss. 

Single Conductor 
A2499. 100 Ft. ....... .45 
PER 
POO Cather abs Seka dy «sce aalente c 

Doubie Conductor 
Aes98. Ce A ae 5 6.40 
FI) We vet aiikicn cunvaiies Cl dean 7¢ 


ALLIED RADIO CORPORATION, 833 


SOLID TINNED | 
COPPER CORE 


Double cotton-covered, 
with paraffin treated damp- 
proof braid which pushes 
back easily. Solid tinned 
No. 20 copper wire core, A 
color for every circuit. 


25 FOOT ROLLS 


A3560. Black PER 
A3561. Yellow 

A3562. Red. ROLL 
A3563. Green. e€ 
A3564. Blue. 

10 FOR 99c. 

100 FOOT ROLLS 
A3565. Black PER 
A3567. Red. 

A3568. Green. ¢ 
A3569. Blue 
10 FOR $3.55. 


1000 FOOT SPOOLS 


Solid push - back wire as de- 
scribed above in 1000 ft. continu- 
ous rolls in any color listed. 
Specify color whén ordering, 


STRANDED TINNED 
COPPER CORE. 


Core consists of miulti- 
strand tinned No. 20 copper 
hook-up wire with cotton 
insulation. Flexible; easy to 
manipulate. Braid pushes 
back easily. 


25 FOOT ROLLS 


A3580, Black. 

A3581. Yellow. pen 
A3582. Red. ; 
A3583. Green. Cc 
A3584. Blue 

10 FOR $1.15. 

100 FOOT ROLLS 
A3586. Yellow. ROLL 
A3587. Red. 

A3588. Green. ¢ 
A3589. Blue. 
10 FOR $4.25. 


1000 FOOT ROLLS 


Stranded push-back hook-up wiré 


A3570. 

1000 FT. NET........90>5 
=> COLORED 
iia“! RUBBER 

HOOK-UP 
WIRE 


RUBBER COVERED 
<2, 
25 * BEET 


Stranded tinned 
No. 20 coppéer wire 
with flexible rubber 
insulation. Easy 


to skin. Five colors. 

25 FOOT COILS 
A3572. Red. NET 
A3573. Green, EACH 
A3574, Blue, 

A3575, Black. 13° 
A3576, White. 

10 FOR $1.15. : 
A3577.. 1000 FT. ROLLS. 
pecify color, 

NET 1000 FT. ...... $4.20 


in 1000 ft. lengths, Available. in 
colors listed. Specify color when 
A3590 
1000 FT. NET........93090 - 
Vie > 
PUSH-BACK li ~ 
WIRE ; 


Ideal for wir- 
ing transmitters, 
power amplifiers, 
auto radio sets, 
etc. Conductor is tinned No. 14 
soft-drawn solid copper. Moisture- 
proofed; newly developed insula- 
tion has high breakdown voltage 
factor. Consists of 2 wrappings of 
Cellulose-Acetate treated textile; 
with waxed cotton braid overall. 


A2870, Black. 25 FT. COILS 
A2871. Red. NET EACH 

A2872. Green. 

A2873. Blue. Cc 
A2874. Yellow. 

Sei Py covoR. Re ees 
NET EACH ...<...... $1.07 


HEADPHONE AND 
SPEAKER CORDS 


Good quality replacement cords for 
Cop- 
per tinsel inner conductor covered with 
closely woven cotton braid;. firmly an- 
chored in terminating tips. Flexible and 


headphones and magnetic speakers. 


long-wearing. 
SINGLE CORDS 


A2932. 4 foot cord. Tips on 
one end; spades on other. . For 
speakers, 

A2933. 
both ends. 
YOUR PRICE, sc 
EACH 


Ce ee 


4 foot cord. Tips on 


ee dee eeee 


DOUBLE CORDS 


A2934. Spades on one end. 
Tips on other. 5 foot cord. 


A2935. Tips on both ends, 5 
foot cord. 


YOUR PRICE, 19¢ 
EACH, «+-4ach: EE 
10 for $1,75 100 for $16,95 


LITTLEFUSES 


Designed for the protection of 
delicate test instruments. Will break 
the circuit long before the equip- 
ment is harmed- Widely used. 1” 
long, 4” dia. May be used on 
A.C. or D.C. Fuse is glass en- 
closed, Protect with Littlefuses. 


Max. 
Stock Amps. Load PRICE 
No. RatingM.A. EACH PER 
Ages 1/32) 25 112 me 
32 Lars 
AG2s2 1/16 | 60212 $1.32 
ogo 


A6233 1/8 _ Res. .12 

A6234 1/8 100 

ee _ 200 08) PER DOZ. 

A62 2/83) 

A6237. 1/2 400 09 09 | $1.00 

A6238 3/4 600 . 

A6239 1 1000 . 

A6240 2 2000 06) 65c 
FOR RADIO AND 
AMPLIFIER USE 

For use in 105- 120 volt primary 

line. Underwriters’ approved. 114” 

long, %4” diameter. 

No. Amp. Volts aon 
1 


Doz. 


:| 50c 
09 
: $1.00 


3/4 500 .0 
Littlefuse Mountings 
Black mould- 
ed bakelite. 
Tinned ter- 
1% x 
56 x 46”. For 
4 instrument Lit- 
Single hole mount, 


tlefuses. 


A oO. 
PER DOZ., 98c. EACH..... 9c 
Panel type mounting. 


PEF doz., $1.30 
BACH Sin at: cookaes es .., 12¢ 


A6255. For mounting on bind- 
ing post back of meter, 
1” x14" x14”. 


PER DOZ., $1.30. EACH 12¢ 


Extractor Fuse Post 
A6258. Underwriters’ Approved. 
Black Bakelite; for all panels up 
to 4%”. No exposed parts; requires 
tool to renew fuse. 

NET .. 


Metal-Covered Fuse 
Mountings 
Metal = coy- 
ered 3AG fuse 
mounting, de- 
signed for the 
J new metal tube 
sets, paaierweltane approved, Cad- 
mium- a ater bakelite base. Size, 
; has 6-32 mounting screws 


PER DOZ. $1.30. EAcH.. L&C 
FUSE CLIPS 


Single hole mount for 
small auto or radio 
tubular fuses, 


Patentan- plated separable metal 
container for fusing a line. Used 
extensively for auto sets. Takes 
1” or 11%” fuse.- Also suitable- for 


aerial connector, 
AG252. EACH. GA ESC 


MUELLER 
BATTERY CLIPS 


Strong channel construction. No 
solder required. For screw or lug 


connections. 5 and 10 amp, types 
cadmium-plated; balance lead- 
coated steel. 


MESH TEETH TYPE 


AG500. 1% in. long. 5 amps. 
45. 7 lb, spring. 


er EACH, 4c, 

Box of 10, scceosteseioe MOO 
AG501. 2 in. long. 10 amps. 
No, 48B. 10 Ib. spring, 


NET EACH, 5c. 
Box OFFID 55 coreeeens 


AG502. 27%” 25 amps. 


long. 
. 17 Ib. spring. 
NET EACH, 8c. 


Box of 10.  evcceceneeee DOC 


6503. 4” long. 50 amps. No. 


A6 
Q1A. 33 Ib. spring. 
NET EACH, 


6c. 
Box of 08% $1.08 


A6504. 55%” long. 100 amps. 


No. 11A. 38 Ib. ‘spring. 
NETABACH Miya oce ce. ...34C 
Solid Copper one 
For H.F. work. WNon-ferrous. 

1%” long: §0 amps. 


AG480. Type 45-C. 
NET EACH, 8c. 


BOX OF 10 vevecleseeees DAE 


ALLIGATOR CLIPS 


Small clips with slender elon- 
gated jaws. Have screw terminals; 
with barrel ends to fit banana 
plugs. Less insulators, 

A6477. Clip only. Box of 10, 


49c. 100 Lots, $3.92. 
BEACH ccascrectseres acaeeale 6c 


Colored rubber insulators for 
above clips. Will not slip off. In 
red or black. 

A6478. RED. 

A6479. BLACK. Ac 
YOUR PRICE, EACH........ 

Box of 10.. . 
100: Lots. . wacsvecascate pes et $2.70 
(Pkd. 2 RED, and Vp BLACK.) 


Lead-Coated 
Battery Clips 


Sturdy, non-corrosive 
lead-covered battery 
clips. Take small space 
and have. strong springs. 
Will give long depend- 
able service. 

AG505. 15 amp. 
10 lots 29c¢. Each.. 
AG506,. 25 amp. 
10 lots 42c¢., Each... 


11 SE 
AG5O7. 50. amp. 
10 lots 85c. Each.......L0€ 


Ga. >— 


Leader Hydrometer 

A large, accurate and dependable 
hydrometer. Beaded float. Bulb of 
live, resilient rubber. Shpg. wt., 


A3971, YOUR PRICE 28c 
pichadiadill, SUR dA ible wh steiy caddy 


We can supply all types of radio 
hardware. Write to us, describin 
your needs, stating size, etc., and 
we shall be glad to ship what you 
want promptly at the lowest prices. 


MAKE ALLIED YOUR RADIO SUPPLY 


vee A 


1000 Piece 
Hardware 
Assortment 

A bargain as- 
sortment that 
will prove inval- 
uable to every 
Serviceman,Ama- 
teur, or Experi- 
menter. Contains a quantity of 
rivets, grommets, fibre washers, flat 
and round head machine screws in 
assorted sizes and lengths, nuts, 
eyelets, washers, lock-washers, 
small brackets, soldering lugs, ete. 
1,000 pieces of hardware use- 
ful around eyery ‘shop or work- 


bench. 
A2ti1. Your price,. 95 
Bracket 
Assortment 


Consists of 28 
popular-sized an- 
gles and brackets 
for radio work. 
Nickel - plated 
Shpg. wt., 1 Ib. 


brass. 


A2077. YOUR PRICE. 2OC 


~< Screw Assortments 

: For all radio 
service and set- 
building needs. 
Each kit con- 
tains 85, 6-32 
screws from % 
to 1 inch long. 


Shpg. wt., 14-1 
A2911. No 1 Kit. 85 round- 
head = screws, 
A2912. No. 2 Kit. 85 flat- 


head screws, 


EACH KIT .......000... pe 


Fibre Washer 
gna crac 


pox. 
A2913. ~ 
NET, PER BOX........ 


26c 


5 
SOLDERING LUGS 


Tin coated for easy soldering. 

A2080.. Sei). PER 

. yle 1, 
A208!1. Style 2. BOX. OF 
AZ083.  Sivle 4: 

+ Style 
A2084. Style 5 : 20 
HEXAGONAL 

NUTS 


Standard 5,” nuts, 


of eae a -plated steel. Shpg. 
wt > y 

ses: £% : 
PER: 1006.82 Sua lec 18¢c 


LUG SCREWS 


For mounting shield cans, 
etc. Cadmium-plated ; 6-32 
thread, 


A7007. PER 100..37c 


ae 


NET .2c; 
RUBBER GROMMETS 


For insulating holes 
in metal chassis plates 
and other electrical 
parts. Tough, strong 
vulcanized rubber, For 
metal. stock about 46 


Stock Fits Inside Per 
No. Hole Diem: “ay 
A2918 Me 


A3823 38 


ran 


HEADQUARTERS 


LIPS-HAROWARE = 


TUBULAR 
FUSES , 


gi ape 
Ze, . 
x in. 
tect radio 


sets, test in- 
struments, etc, 


> 
Ds 
000002 
fo} 
= 


pt PPS>yp 
xX AAAH 
nee 


PORN Feat 1 65) 
Fractional Sizes — 


22. AMD. es aeeaes 
23.454: AMD.) se nemeee 


Cadmium Piated 


Machine Screws 


Standard thread, good 
quality. Buy in gross lots 
and save money, 


1 Gross in Each Box 
6-32 ROUND HEAD 


—= 
= 
—= 
— 
= 
=| 
—= 
= 
— 
— 


No. Length Gross 
A7010 4" 1 6c 
A701 i 4” 18c: 
A7O012 i) 20c: 
A7013 Ag 22c: 
A7014 i’ 26¢: 
A70I5 14" 3 ic: 
A7016 144” 356: 
A7017 284” 950: 

8-32 ROUND HEAD 
A7019 BA 9” 
A7020 : 28c: 
A7021 35” 32c: 
A7022 154” 59c: 
METAL TAPPING ‘ 
SCREWS 


Designed for joining and 
fastening light sheet metal 
sheets not heavier than No. 
16 gauge. Cut their own 
threads as they are turned 
in with screw driver. Uniformly 
hardened, round head, gimlet point | 


type. 

SIZE 6 SIZE 8 - 
Stock Per Stock Per 
No. Gross Lgth. No. Gross: 
A7035 30c %” ‘ { 
A7036 32c %” A704 34c 
A7037 35¢c ” -A7042 36c¢ 
A7038 37c¢ %%” A743 38c 
A7039 40c %” A7044 40¢ 

§ 

ORNAMENTAL . 
HEAD SCREWS 
Rosette head; statuary 
bronze finish. Size 6-82 


Doz. 
A7000 ik” 8c 


A700 ace 
A7002 age 1Oc : 
GRILL CLOTH : 
Speaker grill 
cloth of finest 
tapestry material. 


Pleasingly designed 
of interwoven black 
and gold, For use 
behind speaker 
grills. Specify size, j 
only in 1, 2, 3 or 4 foot widths, 
any length. 

A2916. NET, 

PER’ SQ. “FT. ix vosen ween 


Switch Points 
and Stops 


Solid brass. Heav- 
ily nickel-plated with 
% in, x 6-32 nut. 


Switch points. 
A20 
PER 


poz, ... S@ | bos 


Switch steps. 
A2063 


ean posts with 


removable, engraved 
14", Screw is 
a, 0 Sar 
4081. Gnd. 
4052. Input. 
O56. Plain. 
4083. Output. 
Adogs: i 
i, 2 200. NET TACH,...L&e 
Fs eas $1.35 
Sa ASIGN 


BINDING POST 


The top section of this 
binding post will receive 
any standard banana type 
elt screw part will take 

or be Fixed top. 


BI toe ne 

= 30c, EACH.....:.- 7¢ 

coy TWIN BINDING 
i POSTS 


Consists of stand- 
ard Ant. and Gnd. 
Eby posts mounted 
on laminated or 
mo se bakelite strips. 2 in. 

wide. Insulated posts. 
4058. Moulded bakelite 


ist, 350., NET......-... 22 
Ag O59. Laminated bakelite 


et 25c.. NET..<...4..: 14c 
_COMBIN ATION 


New type re- 
versible cap de- 
signed to fit both 
standard glass 
tubes and new 
metal tubes. 11” 
leads have stand- 
ard phone tips. 

2147. Red. 


12148. Black. 


A 
BET EAOH ssc. ccc0.. 03 12¢ 


INSULATED 
GRID CAPS 


#} Well-made spring 
i clips. Colored compo- 
| sition insulation. Have 
7% inch wire leads. 

B} Make sure contact. 


STANDARD | For 866 TUBE 
20 A2075. 


A2076. 
BLACK. 
aa sas $1.25. 


GRID CLIPS 
Sure contact spring clips. 
\ is for standard tubes; Type B 
s for new metal tubes. 


Tyne 


Tyne A. 
Type B. EACH.. 1c 


ie a ee 


12079. 
12054. 
2 FOR 


2 FOR ee BC 
Triple A.C. Extension 

Handy triple 
electric outlet. 
Of live rubber. 
With 10 foot 
cord. Special 
plug_ provides 
added outlet. 
A342 


NET. ‘48c 


“Rubber Handle Cap 


Unbreakable soft rubber 
attachment plug Gaps, 
Firm brass blades, Ap- 

y proved type. 
A3978. NET.... 


: c 1 

FIG. A. Of laminated bakelite 
construction, with sure-grip con- 
Ideal for headphone, phonograph or 
speaker connections. 2”x5%”, 
A4062. PHONO. 

A4063. PLAIN. 
SS 
TRIPLE TIP JACKS 
Laminated bakelite, For micro- 

A4068. Plain. 

10 FOR B2c. EACH......9e 
FIG. B. Of molded bakelite; 

attractive, durable. 2”x54”. 

Phono. 
A406, Phin. cach... 15C 
SHORTING TYPE 
point-to-point analyzers, Circuit 
automatically closes when cord tips 


LAMINATED TYPE 
tact springs. Easy to mount. 
SPEAKER. 
i0 FOR 65c, EACH......0C 
phones, speakers, etc. 
MOLDEDTWIN JACKS 
Speaker. 
Particularly designed for. use in 
are removed. Single mounting 


peel ah Similar construction to 
above, 
A6303. YOUR price.. LSC 


MOUNTING STRIPS 


Handy insulated strips to sup- 
port resistors,. junction connec- 
tions, etc.,. on metal chassis to 
prevent grounding one shorting. 


NO. LUGS EACH TEN 
A2655 2 rac 22c 
A2656 3 3c 25c 
A2657 4 5c 40c 
A2658 5 5c 45c 
A2659 6 5c 45c 

TERMINAL STRIPS 
w fats fe EARS eae 

; ite 
Rtoe with e S 


securely fas- 
tened screw 
terminals. Good connections. may 
be made quickly. The special lugs 
prevent wire from- slipping out 
when tightening the screw. Mount- 
ing holes are provided at ends of 
strip ies oe ot ea for 
amplifiers, radio sets, etc 

i Term Each TEN 


Fahenatock C: Chunectocs 


Makes connections by holding 
wire firmiy in spring grip. 


A250. Single, 1” long. 
NET PER. DOZ,<<..353508 Lic 
A2151. Single, 34” long. 
NET PER DO2Z........... 10c 
A2152. Double, 134” long. 
NETLPER. DOZ...;.....:; 26c 
A253. Double, 1/2” tong. 


NET PER DOZ........... 25¢ 


EAGLE INDICATING 
FUSES 


New type fuse which 
shows ‘‘OK”’ in window 


when fuse is good; 

“OK” vanishes when 

fuse blows. 

10 Amp. 

Is Amp. 5 FOR 
mp. 

sic; 20° 

30 Amp. 


f 


ALLIGATOR 
TEST CLIPS 


Long, thin-nosed clips, easy to 
get into tight places. Handy for 
all test instruments. Back of clip 


fits all banana plugs. Strong 
“A204 1 FIG. A. 2” 1 

. on . 
Per Doz., 38c : 


100 Lots, $3. i's. 


NET EACH 2 eek iehoke ei 


FIG. A, 234” 7 
pzoge: gag, M24" tn 


100 Lots, $4.25, 5¢ 
Insulated Type 
FIG. B. 2%” Jong. 
A2042. RED. 
A2043. BLACK. 
Per Doz, 80c. EACH... @© 
Pull «$3 ne long. 


v 
BANANA PLUGS 
AND JACKS 


A2048. FIG. A. New type 
plug, with tinned spring-brass 
plug-in prong. Ideal for use with 


any test equipment. 144” long. 
Per Doz., 41ic. 
100 Lots, $3.25. EACH.. 4c 


A2049, FIG. B. Nickel-plated 
brass jack to fit above plug. Com- 
plete with lug and nut. %” long. 
Per Doz., 41c. 


100 Lots, $3.25. EACH.. &C 
Insulated Type 


PLUGS JACKS 
pie | me een ah 
AZo4e BLACK A2047 
Per 100 Asstd.. $4.90. 
Per 10 Asstd., 55c, 6 
NETS BAGH ictanjsckaascieames Cc 
= la 
SSS S 
Slr 


SPLIT TYPE 
BANANA PLUGS 


FIG. A. New type plug with 
svrlit prong, giving much tighter 
contact between plug and jack. 
Will stand up under much heavier 
service than any other plug, 

2124. Doz, 38c. 


A 

100 Lots, $2.95. 

NETMEACH P2250. oc eiisets sows 4c 
Insulated type 


A21(25. RED. Fig. 
A2126. 


85c. 


BLACK. Fig. B. 
BACH SG SiC. Sc 


ei 
7m 


BABY BANANA 
PLUGS AND JACKS 


Doz., 


A new small banana plug and 
jack made especially for coil 
mountings. Made of hard brass, 
nickel-plated. 


Agi 2s, ‘ie es.ie Per Doz. 
Cc. er . 
MET EAGH. ciccsicduivedsies « 5- de 
Aa 26, He oss weet Doz. 
c. er » . * 
NEVLBACHS sece ond, ie 4c 
Insulated Type 

PLUGS JACKS 
A2129 RED A213! 
A2130 gBLAck A2132 
Per 100,’ $455 

er . 
NET EACH couse. cusses. 6c 


& 
TIP JACKS 


A2026. FIG. A. Nickel-plated 
tip jacks requiring @ minimum of 


panel mounting space. Bronze 
springs grip phone or speaker cord 
tips firmly for positive connection, 
Requires only 4” sr pieae ok hole, 
Will fit panels up to %” thick, 


Wt., 
: EACH.... 3¢ 


0Z. 
Per Doz, 32c. 
Heavy spring 


A2025. FIG. B. H 
contact with positive action. Short, 
compact. type for limited space. 


Requires 4.” mounting hole, Will 
fit panels up to 4%” thick. Full 
nickel-plated, 

Per Doz., 32c. EACH.... 3¢ 


INSULATED TYPE 


New type sure grip-contacts for 
smooth positive action. Insulated 
head and shoulder washer. Ideal 
for use on metal chassis or panels 
for headphone or speaker output, 
or for test equipment. 


A2032. FIG. C. RED. 
A2033. FIG. C. BLACK. 
Per Doz., 59c, 


100 Lots, $4.55, EACH., OC 


Banana Plug or Tip Jack 

FIG. D. Anew insulated jack 
arranged to take either, standard 
phone tips, or the new popular 
banana type plugs. Insulated head 


and shoulder washer. %4” mtg, 
A2036. RED. 

A2037. BLACK. 

Per Doz., 85c. 

(00 Lots, $6.50. EACH.. SC 


Yaxley Colored 


iw 


Tip Jacks FZ 

2 in a package, Rey 
Bakelite caps, one red, 
one black. Insulated 
type. Fits % in. hole. - Spring 
contact with solder lug connec- 
tions. Takes standard cord tip. 
A6305. Per set of 2 


List, 25c. 


NETS: '15¢ 
B 


IMP PLUGS 
A2027. FIG. A. A midget plug 
with screw-on solderless connec- 


tion. ea ee standard tip jacks, 
100 bows, $3.85 
Ots, . 
NE TARAGHITAY pttocoeed?-< ts 4c 
Insulated Type 
A2034. FIG B. RED. 
A2035. FIG. B. BLACK 


Per Doz., 59c. 
100 Lots, $4.55. EACH.. 


6c 


CORD TIPS 


FIG. A. Practical new design. 
Hole in: side allows a-quick and 
easy connection to be made; just 
insert. wire and apply solder to 


hole. 
A2030. Per 100, 72c. 


Per JO o.6s.8 65 .. 8¢ 


A2031. 
FIG. B, Standard size tip, 144” 


long. Solderless screw-on connec- 
tion. Made of. nickel-finished 


Per’ i00 $2.45 
er , . * 
A2040. EACH ....:..6e. 3¢ 
FIG. C. Standard nickel-plated 
brass cord tips; will fit any regu- 


lar tip jack. 
A2028. Per 100, 50c. 


A2029. Per 10 
ILL. 
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TOGGLE 
SWITCHES 


Underwriters 
approved; rated 
at 3 amps.—125 
V., 1 amp.—250 

d Vv. Oxidized 
bronze finish. Threaded stem, 
1542” dia. Supplied with two lock- 
nuts, Haye fibre insulation and 
solder lug connections. For sets, 
meters, lamps, etc. 


( 

No. Stem NET 
A5450. % in........ oa EOC 
ABSS (50% Ose: per ade 
ASGAS 2.) being ety 23c¢ 

SINGLE POLE DOUBLE 
THROW (3 LUGS) 
A5453. % in.......... ieee 
AS454. % in............ 24c 
A5455. -1 in............ 27¢c 

' DOUBLE POLE SINGLE 
THROW (4 LUGS) 
A5456. % in. 26c 
A5457. % in. 29c 
A5458. 1 in 30c 
DOUBLE POLE DOUBLE 
THROW (6 LUGS) 
A5459. % in............ 39c 
A5460. *% in............ 43c 
ABSG As inte 45c 
TOGGLE 
SWITCH 
PLATE 
An inexpensive ‘‘on’” 
and ‘‘off’”’ toggle 


switch plate. May be 
used with any stand- 
ard panel type tog- 
gle switch. Finished 
in statuary bronze. 1542” hole. 

A5467. 

NET EACH 


SWITCHES 
Positive contact 
rotary type power 
switches rated at 3 
am ps.—125 V., 1 
amp.—250 V. 
Shaft %” long, 4” dia. 
stems for panel 
mounting. , Supplied with lock- 
nuts, Underwriters approved. 


cased. 
33” threaded 


A5462. Single Pole, Single 
Throw. 2 contacts. 

WET cy eee ce 17¢c 
A5463. Single Pole, Double 


Throw. 3 contacts, 
NETS 2 see ADk Seer 23¢C 
Double Pole, Single 
Throw. 4 contacts, 
“Tapia ys 39¢ 
A5465. Double Pole, Double 
Throw. 6 contacts, 


NET Sons Ae ee 44c 


On and off 

: ! switch, With 
8” insulated leads. Rated 3 amps., 
125 volts. Shaft extends 14 in. be- 
yond bushing. Complete with 
bakelite knob. Underwriters’ ap- 
proved. Outstanding value, 


A2915. 
10 Lots, BAGH 2iisiecs 9c 


80c. 


loud 
speakers in hotel rooms, ete. Key 
can be withdrawn only in locked 


For automobile radios, 


position. Nickel plated, % in. 
diameter of body. Switch is not 
grounded. With two keys. Has 
tumbler lock. Single pole, two ter- 
minals, Controls one circuit. 


List, $1.00. 


A2905. 
NET 


PORCELAIN KNIFE 
SWITCHES 


BOF. 
avy 
opper 
: blade with 
Machine screw 
terminals are provided, 


AGI85. S.P.S.T. 
145246", NED sosseee BO 
AGI86. S.P.D.T. 

14"x35¢”. .NET yee © 


AG187. D.P.S.7. 
24673294", NET soos ee 
AGI88. D.P-D.T. 

Deere”. NET (wows came _.25C 


MIDGET KNIFE 
SWITCHES 


For panel or 
base mount, 
Nickel - plated 
blades and 
contacts; bake- 
lite base. Re- 
liable switches, 


A 5. S.P.S.T. 
esi Pipe 


Ya xo NET, 
A6G516. S.P.D.T. 
¥%"x11%4", NET weseeere SC 


A6517. D.P.D.T. 
V'x144", NET esesceessee age 


MIDGET PORCELAIN 
KNIFE SWITCHES 


Neat-and 
compact; 
mounted on 
glazed por- 
celain base. 
Blades have 

= = insulated han- 
dles. With screw terminals. For 
open or concealed wiring, 
0. Type 
A1275. S.P.S.T. 
1”x21%”., 


E 
A1276. D.P.S.T. 
1967x196" NET ee cs ...£7e€ 


A1277. S.P.D.T. 
D7x206"S . NET! ds <s ..1Z¢e 


A 3 P.D.T. 
DLP XI5G O SNET es 45¢ 
PUSH- 
BUTTON 
SWITCHES 


~ Cadmium - plated 
Positive, non-corrosive 
Fully insulated. Bake- 
hole mounting. 


springs, 
contacts. 
lite knobs. 3” 
Locking type makes contact with 
knob pushed in. Non-locking type, 


with knob pushed in; returns 
to open when pressure on knob is 
released. 


LOCKING TYPE 


No. Type List NET 
A8960 = S.P.S.T. $0.99 $0.53 
A896 -D.P.S.T. 1.20 -71 
A8962. SS. P.D.T. 1.00 .59 
A8963. -D.P.D.T. 1.50 .88 

NON-LOCKING TYPE 
A8964.  S.P.S.T. $0.90 $0.53 
A8965 _D.P.S.T. 1.20 A. 
A8966  S.P.D.T. 1.00 .59 
A8967_ _-D.P.D.T. 1.50 .88 


DOUBLE PHONE PLUG 


Molded of brown bakelite. Hard- 
ware brass nickel plated. Takes 2 
sets Of cord tips which are held 
firmly in place with screws. 
Rugged and will stand hard usage. 


veel PRICE 19¢ 
FLAT TYPE 
PHONE PLUG 

Automatic, nothing to 


take apart; just push in 
cord tips and plug is 


EXO) ready for use. 
SY 3072. net. LBC 


UG 


YAXLEY GANG SWITCHES _ 


New type universal switches for use in test instru- 
ments, Short Wave sets, and for general radio and — 
Jaboratory use. All switches are provided with one 
permanent stop ard one adjustable stop. Adjustable 
stop may be set permanently at any position desired, 
Rigidly built; no play or weaving. Has laminated 
bakelite insulation and phosphor-bronze springs. 744” 
mounting hole. Gangs spaced 14” apart. Complete 
with knob but less dial plate. 


SINGLE GANG SWITCHES 


No. No. E 
Shorting Non-Shorting List NET 
Tyne Type Poles Pos. Each EAC! 
A6307 A6312 1 1-6 $1.00 $0.55 
A6308 A6313 1 1-11 1.15 8) 
AG6309 AG314 2 1-5 1.25 My 
A6310 A6315 3 1-3 1.35 7! 
A63I1 A6316 : 1-2 1.45 783 
a TWO GANG SWITCHES ; 
A63'18 A6323 2 1-6 $1.60 
A6319 A6324 2 1-11 1.75 
A6320 A6325 4 1-5 2.00 
A632! A6326 6 1-3 2.10 
A6322 A6327 8 1-2 2.25 


PLATES FOR YAXLEY SWITCHES 


Attractive numbered dial plates with numbers etched 


in white. For use with Yaxley switches above or with 
volume and tone controls, etc. Have 34” center hole, 
No. Marking N Marki 

A6329 01010 | aessg ene 

A6330 lto 15 A6339 1 to 10 

AG33 1 lto 2 A6340 1to1l 

A6332 lto 3 A634! 1 to 12 

A6333 lto 4 A6342 Off—ito 3 

A6334 1to 5 A6343 Off—ito 4 A634 

A6335 lito 6 AG6344 Off—ito 5 A634 

A6336 lto 7 A6345 Off—ito 6 , A634 

Ya ARCA 8 A6346 Of—1lto 7 A6328 Volume 

EACH SWITCH PLATE. ss 41:.0..000++50 0008 g0s bade ota 
YAXLEY i= YAXLEY 
1§ POINT We Y CIRCUIT 
swirca | jaa Swircr 

Khe 
& Aashayein Circuit breaking 
any multiple switch, Useful ip 

switching re - building or moderniz:: 


quirements, 15 
positions, with shorting type se- 
lector blade. Single hole mount- 
ing. Supplied with bar knob and 
etched dial plate. Wiping contacts 


ing test equipment. Will open ¢ir- 
cuit and insert milliammeter,. re- 
sistor, etc., in series with any one 
of 12 circuits. 2%” diam. 1%”’ 
deep. 2” shaft. Single hole mount,! 


Pree corrode. 2%” diam. 1” ee he ca ag bar knob, 
a . ist, -50. 
AG370. NET..........88© | Youn price’ $2.65 
INDUCTANCE SHORT WAVE: 
SWITCHES SELECTOR’ 
A well made —\ SWITCHES: 
compact switch. Designed 
Used in test equip- Saas for 
ment, etc. Nickel- Me 8@ ta new 
Plated ty pe with from Swoside tied 
pointer knob, 3% wave bands, 


é Sturdily constructed 
with self-wiping contacts of short- 
ing type. Bushing 36” dia i 


in. hole mtg, 


3] NET , *», ‘ 
34”x14” steel shaft. Laminat d 
EACH ,.... 59c hakelite insulation. Supplied orte 
9) NET c mounting nut and lock washer. 
12§.EACH ..... 73 0. Gangs Poles Pos. — NET 
A4070 1 3 3 ~$0.38 
A407! 1 4 2 238 
non: | 7s 34 8 es 
SHORT A4074 3 6 & 4°38 
JACKS A4075 4 8 5 1.58 
x j “4 1] 
bute etsy bale CARTER JACK 
lite insulators, _ _=*% SWITCHES 
1. Open Circuit, Compact, 


Cad- 


——wie springs. Posi- 
tive in action. Equipped with bake- 
lite pointer knob and lock nut. Re- 
liable jack switches that give posi- 


tive action and long wear, 


3 POSITION 
All double throw types, with eén- 
ter ‘‘off’’ positions. 74, in. mount- 


CARTER FLAT 
PLUG 


Popular flat. plug. 
Only 144.6 in. dia., 


in,. thick. Ideal for wall : 

plate connection. Cord we 1% an Rite to NET 
tips held tightly by screws. Polarity A8969 c $0.85 $0.50 
shown, Of molded bakelite. A8970 2 1.20 > 
ASOSG,.. List, 500. 28 A897i 3.55 A 
YOUR PRICE ........... © | R383h. 2 fe ge 


NDERSOLD 


_ SHIELDED 
ABLE CONNECTORS 
Exceptionally rugged construction. 
isulated steel cap snaps over Clip- 
ite socket (or plug) ; provides. per- 
et electrical shielding. Has rub- 

grommet in end to protect cable. 
contacts assure perfect connec- 
Black japan finish. Diameter 
*: only 144” long. 


NEW CLIP-TITE 
BAKELITE SOCKET 


A new type sturdy socket made of 
molded bakelite, with long contacts 
which grip the tube prongs firmly. 
May be mounted in any position, 
Each socket is mounted in a special 
universal adapter plate, which en- 
ables you to replace any wafer 


MALE CONNECTORS socket, 3 egardless of mounting cen- 
r) Prong ith ee EACH 
A2015 4 e 
Ae 
A20i18 7 medium 10 LOTS 
eeeee bv eee eure i A2019 7 small 65c 


CONNECTOR 


va NET 
EACH 


A2020. Combination 7 Medium 


—— 
8 Prong Octal Socket 
A new molded bakelite socket of 
same construction as aboye, to fit 
new octal base tubes. 


A2021. 10 lots, 85c 
YOUR PRICE EACH.......-- 9c 
—_——_———— 


NEW CLIP-TITE 
STEATITE SOCKETS 
The ideal 


socket for 
Short wave 


Cadmium-plated steel shells; de- 
igned to slip over connectors listed 
bove and screw together. Ideal for 
ublic address use. 


Set, 2 nieces, ,, LSC 


11640. receivers 
en canes. and trans- 
7 CHASSIS TYPE mitters 
Same design as type | New low - 


loss design j “a ‘ 
of glazed steatite. With special uni- 
versal mounting plate. 


listed above, except that 
the female section has a 
flange to fit under Clip- 


Tit ket, hen 
; MODnLAY on, a pniiskis. AIS95 es EACH PER 10 
Mrovides locked connection. 15c Ai996 5 24¢ 
11988. Set of 2 pieces.. Al 997 > $2.25 
RUBBER PLUG | A1999_ ™ Cc 
A1994 8 Octal 29 $2.75 


HANDLE 
A heavy rubber plug 
handle designed to fit 
snugly over the shielded 
cable connectors, male and 


BAKELITE MALE 
CONNECTOR PLUG 


female, listed above. A sturdy neat two 
Made of tough, flexible | piece molded bakelite 
5 rubber. connector plug for 
A1i989. EACH. 9c speaker connections, etc, 
No. Prongs 
CHASSIS TYPE Al 836 
CONNECTORS | ais3s 6 
Completely shielded | AI839 7™M 
cable connectors. Posi- | Al1840 7S 
tive connection pro-| AI8S41 8 (Octal) 
vided by cadmium 
plated bronze contacts. 
Shielded coupling ring locks male 
nd female units securely. 
Octal 
41990. Male, 8 prongs and 
tuide key. 
41/991. Female, 8 holes and cen- 
er keyed guide hole. i am 
42010. Malenmatn , — 
| : ale, RM prongs. 
A2ZO11. Female, RMA 6 holes. TWO PIECE 
Bech CONNECTORS 
eee” Connectors of two piece molded 
bakelite construction. Sure grip 
handles; sturdy contacts and pins. 
Ideal for microphone or speaker 
plugs, ete. 
Male Connectors 
No. Prongs 
CAB < P Alts07 4 EACH 
For connecting extension cables | AI808 5 
ogether. Cables cannot pull apart; | Al809 6 
‘ouplings lock securely with threaded | AI81O ™ I c 
‘ing. AIsit 7S 
iy Octal A(806 8& (Octal) 
992. Male, 8 prong, guide key. +7 Fike =e 
41993. Female, 8 holes. “ Female Connectors 


: Standard Prongs: EACH 


3 

Be 

&  =7™ RAS 
7 Ss 

8 

R 


O12. Male, RMA 6 prongs, 4 
vith coupling ring. a 
42013. Female, RMA 6 prong 


vith threads. 
VET EACH 


escesteereeee DDE 


8 (Octal) 


SUB-PANEL 
SOCKETS 


_Laminated bakelite construc- 
tion. Sturdy and reliable. Top 


BOTTOM VIEW 


(o9) 
TOP VIEW 


entirely insulated. Full floating contacts, self-aligning, and of one piecs 
construction for low resistance connection. Sturdily made for enduring 


service, 


STANDARD SIZE 


12745’ Mounting Centers 


No. — Prongs EACH PER 10 
A4020 4 
rete 5 
ts 2 6 

4933 ™ 
A4024 78 


Fach socket has tube locating ring for quick tube insertion. 


MIDGET SIZE 


{¥%2’" Mounting Centers 


No. — Prongs EACH PER 10 
402 4 

4027 5 |§C 45e 
4038 7M 55 

4028 7 1 @e S86 


NEW OCTAL SOCKET 


A new small size socket of wafer construction designed to accommoda 


all of the new octal base tube types. 


te 
A single socket will fit all metal, 


metal-glass and octal base glass tubes having 4, 5, 6, 7 or 


8 prongs. mounting centers. 


A4099. 


14%" 
10 FOR 55c. 


ALDEN ‘TUNING FORK’ 
CONTACT SOCKETS 


New. type molded bakelite sockets 
for test equipment use. Silver-plated 
floating ‘‘tuning fork’’ contacts as- 
sure long life, even under severe 


use. Mount above or below panel. 
11%45"" mounting centers. 

No.  Prongs EACH. PER 10 
A1!690 4 
Aes. 
Aleos 7M ZAC s2.30 
Al694 7S 
A1695 8 Octal 

EAR TYPE 

SOCKETS 

A small size 
molded bakelite 


socket with ears aw 
for mounting under panel or chassis. 
Especially suitable for use in test 
instruments. 11942 inch mounting 


centers. 

No. Prongs NET EACH 
Algae OS 
Ai787 6 15¢ 
A1\788 7M 10 FOR 
At789 7S $1.40 


COMPOSITE TYPE 


Composite panel mount sockets for 


modernizing test instruments. 
No. Prongs NET 
aiges ft | gacn 
ley’ Bs 
ai3e Des | 2S 
-6-75 
10 FOR ....:. pes. ae ba $2.75 
HEAVY-DUTY 
RUBBER 4 
HANDLE PLUGS 2 


Molded bakelite plugs 
and sockets mounted in 
pliable unbreakable 
rubber handles. These 
plugs and sockets -pre- 
vent wire breakage. 
Handles are 244”" long. 


MALE PLUGS 


No. Prongs NET 

hey ied ai Ups 
vo 
A4037 6 1§¢c 
A4039 7 
FEMALE SOCKETS 

No. Prongs 
A4040 4 NET 
er a ie 
A4043. 7M 23¢ 
A4044 7S 


YOUR PRICE, EACH......... .... ¢ 


EBY BAKELITE 
SOCKETS 


One-piece molded black bake- 
lite construction. Suitable either 
for baseboard or sub-panel mount- 
ing. Sturdy contact guides. 1149” 
mounting centers. 

No. Prongs 
A4000 4 
A409! 5 
A4002 6 
A4003_ 5 a 
A4004 7M &7S 
A4005 
A4006 


Each ....48c¢ 


SOCKETS 


Molded _ bake- 
lite sockets for 
sub-panel mounting. 


Base of sock- 


et is laminated bakelite plate. 
Mounting centers, 1444.5”. 

No. Prongs EACH PER 10 
A4007 4 {2c $1.15 
A838 | 
A4og8 ws [h5C tas 
A40O(t ™ 
A4012 8 Octal 18c {1.65 

EBY 
ISOLANTITE (= 
SOCKETS 

Ideal for H.F. 
use. Large posi- 
tive’ contacts. 


Oval holes for 11%,_” to 12742” 
mounting. 


No. Prongs EACH PER 10 
A40I5 ¢ 29c $2.85 
Ag|o 
pacts ae 32¢ 3.10 
A4014 & Octal 35¢ 3.40 

BASE 

MOUNT 
SOCKETS 

A molded 
bakelite socket 
for panel or 


baseboard 
mounting. Rugged contacts will 
withstand severe usage, 1%” diam- 
nickel - plated knurled 
Ideal for experi- 


eter, with 
binding posts. 
mental use. 


His EACH 


6 lete $1.95 


Each....44¢ 
103 
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POPULAR LENK 
BLOW TORCHES 


HI-HEAT 
BLOTORCH 


This heavy-duty blow torch 
assures perfect results. Wea- 
tures flame control, shut-off 
valye, and non- clogging burn- 
er. Fool-proof in design and 
construction; self - cleaning 
type. Generates quickly 
from asbestos-filled drip-cup. 
Produces a 2000° F. flame. 
The tank is of heavy gauge 
seamless drawn brass, with 
funnel shaped bottom for easy 
filling. Height 714 inches; diameter at base 3 
inches. Two models are ‘available, either for 
alcohol ay gasoline fuel, 


. Type 104, Uses gasoline. $qis 


A6224 

List, $2.00. YOUR PRICE 
AG223. Type 105. Uses alcohol. 

List, $2.25. YOUR PRICE........ $1.32 


DUO-DUTY BLOTORCH 
MODEL 350 


A substantially built, heavy- 
duty alcohol Blotorch, Ideal 
for all heavy soldering jobs. 
Equipped with double burner: 
one for needle-point flame, 
and one attachment for heavy, 
intense flame. Filter screen in 
jet keeps orifice from plug- 
ging; cleaning pin is kept 
conveniently in ‘handle, Shpg. 
wt., 2 Ibs, 


A62 
List, $4.00, 


25. 
SPECIAL........ $Z35 
MODEL 145 BLOTORCH 


A sturdily built gasoline 
torch for all heavy solder- 
ing jobs. Special burner 
gives hot blue flame; new 
needle-valve design prevents 
enlargement of orifice. 
Pump is completely en- 
eclosed and _ leak-proof. 
Tank holds a quart of fuel. 
Has heat-resisting Bakelite 
valve wheel. Shpg, ba 


lbs. 
A6229. SZeo 
YOUR PRICE. 


AG214. Type 144, 
handy gasoline torch for 
Has top-filling heavy brass 


light-duty work. 


tank; efficient burner and safety pump. Capaci- 
ty, one quart. 
WW be SADE. oN E Dice eres Sonne eee sh at 
ee eee 
MODEL 24 
BLOTORCH 


Entirely aufomatic in operation. 
Uses alcohol for fuel. Has cop- 
per heat conductor for quick gen- 
eration of gas., Made of hiekel- 
plated brass. Solid leakproof 
pases Sato for shop use, Handy 


2x1 inches. 
69° 


IMP GASOLINE 
HAND TORCH 


Entirely automatic gasoline hand 


torch. Flame temperature is over 
2000°. No pumping or blowing nec- 
essary. Ideal for use where a fus- 


ing or brazing heat is desired. 


NEW G-L MICROMETER 


Just the thing for the home work- 
shop, Precision-built and guaran- 
teed accurate within 1/1000 of an 
inch, Anyil and spindle of hardened 


steel; accurately calibrated. Zero 
Setting in anvil. Finished in hard, 


polished chrome. Standard 1” size. 


€5 175. 
rou oe Brae QLe 


/ 
KRAEUTER PLIERS 


Known everywhere; used everywhere. Per- 
fectly made of quality materials. Scientifically 
heat-treated and. hardened, Popular types are 
listed below. Equipped with famous ‘‘Don’t- 
Slip’’ handles. Will give life-time service. Cut- 
ting surfaces are designed 1o clip a great number 
of materials without nicking, American-made, 


A7806. Type B. 
6 Inch pees: Nose Side Cutter, 
YOUR PRIC 


A7807._ Typ 

6% Inch Electrician’ Ss Type. 
YOUR PRICE 
A7808 
AY, Inch 
YOUR 


8.Type C. 
Diagonal Cutters. 
RICE 


A7805. Type C. 
5% Inch Diagonal Cutters, 
YOUR PRICE 


RADIO PLIERS 


Well-made handy pliers for 
radio and electrical work. 
Made of fully-polished forged 


tool steel. Diagonal cutting 
type (514” long) -has hard- 
ened and tempered cutters 


with knurled gun-metal finish 
handles. Thin nose type (6” 
long) are nickel plated. 
Stoutly built to give lasting 
service. Excellent tool values. 


A780OO. Diagonal Cutting Pliers, 


A78O1. Thin Nose Type. 
YOUR PRICE EACH 


SPECIAL LONG NOSE 
SIDE-CUTTING PLIERS 


High quality pliers carefully made of hardened 


and are 
5 inches long. 


forged steel. Knives are well fitted, 
ground to make a clean easy cut, 


Particularly useful in radio construction and re- 
pair work, 


A quality tool at a low price. 


NEW MULTIPLEX TOOL 


A handy, indispensable tool with 101 uses. 
Useful- as a small screwdriver or pliers; does 
many other jobs, such as holding small | pieces 
for soldering or for assembling. Does a quick 
job of starting screws and nuts in hard-to-get-at 


places. No ee as or experimenter should be 

without this too. 

A644. oy | 32 

YOUR? PRICE iiancieicaedeswebask — 
FRICTION TAPE 


Made of good quality fabric 
impregnated with adhesive. rub- 
ber compound. With high in- 
sulation qualities, Made espe- 


cially for radio and electrical 

work, Easy to apply; will not 

dry out. 

B1gz0- 2 OZ POU Y NET. caisccenbis 40 6c 
BABZZ 1.402; rol. CNET Sh cee eee 9c 

Aloe: 8 oz.;roll. UMETAO ete ae 17c¢ 


SCOTCH ELECTRIC TAPE 

A neutral paper backing, touch-sensitive ad- 
hesive. Will adhere to any surface. 1%" wide, 
Al266. 
YOUR PRICE, 


Revolving tongue engages screw slot and hold 
screw firmly. Instantly released or locked by 
a en movement of the thumb. Length 9%’, 
overa. 


For Screw Sizes 


art ACH... ae 


2 - 
ET: OF A2au nee sine Sears oo gene ile 


NON-SKID 


NON-SKID SCREWDRIVER — 


Shock-proo?, with ribbed points, Handy foun. 
tain pen style with clip, 


RERS eS 3-inch blade. 
NE 


eee tees 


1 
FIRM-GRIP SCREWDRIVERS | 
Forged chrome-vanadium alloy steel blades): 
accurately ground to fit screw slot; tough ham: 
ADE pet ae BLADE. 
257 
YOUR PRICE cesses. FAG 
A2575. 6 INCH BLADE, ri 
YOUR Rog Se ine tas " 
A2576. 8 B ; 
YOUR .PRICE*<auekenirdaae veceveeess. GRO 
Te cereeseiiastndiinasieteataietadienttneiattalietttiaieat taieartietitarieaieiiee diate ontee te 
HANDY LOW COST 
SCREWDRIVER KIT 
A popular kit of three screwdriv- » 
ers in the most useful sizes. Comes 
in convenient leatherette holder for 
shop wall mounting. Each ‘screw- 
driver has insulated handle and fin- 
ti pare Blades measure 514”, 
eye 
Hap & 
NET, PER 'SET.%. sce 3 e 


INSULATED BLADE 
SCREWDRIVER ee 


A 5 inch’ serewdriver with attractive mottle 
red and black composition handle, designed ta: 


give a comfortable, sure grip. High quality steel 
blade is insulated almost its entire a 
length; withstands 10, Py: iirc 16¢ 
A2577. YOUR PRICE........ 


FLEXIBLE SHAFT 
SCREWDRIVER 


Bere is a screwdriver that will 
eliminate a lot of skinned knuckles, 
Special flexible shaft allows its use — 
in many awkward places where an- — 
other screwdriver couldn’t reach. Has 
insulated movable screw locator, fluted 
molded handle. 8%” long 


{Ginn 8S 
YOUR PRICE hae theca kee oe 


POCKET TOOL CASE 


A high grade, two partition case 
that you can carry in your hip fl 
pocket. Will hold a great number 
of small tools, Made of genuine § 
leather, double sewed, with snap-on ff 
flap. Saves wear and tear on your 


pockets. 5 
A1643. c| % \ 
YOUR) PRICE: 042.3% eee bs 


END WRENCH SET 


A handy little wrench set with many 
uses. Wrenches stamped from high 
grade steel, properly hardened for 
long service, Cadmium-plated; can- 
not rust. Wrenches are 14” 7x54 4", 
34 x7) and 4%” with alligator 


jaw. 
A2078. Complete set of 10c 
3 wrenches, Date tae & 


” 
16 + 


‘accurately and quickly. 


or hand-brace. 
set-builders, 
penters, 


cutter, 


softer materials, 


No..4. Cuts holes 1 to 


| 


5 - | 346 inch A2 6 2 
WE or inion oe) | Vein ence... SUSB | “hiss AaSee Cu | ABBEE OMGh | ARETE ech 
| SURI 4 inc 
BNP Lian nance ge | ABI 77. Ne 8 iit Gg gy | ost ABBES aoe | A288 120 | £2873 12¢ 
} . . No. 5. ;- inc 
ET princes 4 dismncter. o7 ee Stun, NET EACH..,.9LeOO Ys inch A2060 A2067 ¢ A2074 
. Extra cutters for No..4 and No. 6 tools, 2 4c Per Set of Per Set of Per Set of 
METRES cee tice Pacay cule ¢e'cslat sacimec'sseseacwaiee ss cs Six’ ee Se Pe Seevincete SS Gyr SIX acces Od Cols Sik. pases. Gee 


A5182. 


GOODELL-PRATT 
HAND DRILL 


Highly serviceable with solid steel 
frame and single speed, cut gears. 
Equipped with three-jawed chuck 
holding any size drill up to 4”. 
Large gear, red enameled. Mahogany 
finished hardwood handle.  Solidly 
built te give good service. A rare 
value in a good American-made tool. 
Length, 105 in, Shpg. wt., 3 Ibs. 


A5185 


YOUR PRICE .............- 9 QE 
ASSORTED DRILL SET 


A real yalue, High quality 
twist drill set containing the 
popular sizes necessary for radio 
and other work. Set consists of 
9 carbon poe drills ranging 
from 14g to 3%¢@ sizes in 44 inch 
size graduations, American- 


ATE. NET...... SLC 


A7720. 


NEW SERVICE KIT 
Includes the following: 2 !ong prod handles, 
2 short prod handles, 2 phone tips, 2 phone tip 
Jacks, 2 spade lugs, 2 alligator clips, 6 ft. red 
and black flexible wire; 2 insulated screwdrivers 
Be" and 242”); 6 socket wrenches (2—6”, 2— 

2—offset type) ; hardware kit (tips, jacks, 
oa caps); leather ‘kit of 3 open end wrenches; 


3 in 1 neutralizing tool, and 
$2.95 


Compensating screwdriver. 
Ate tadas easel BACKS AW. 


A2107. List, $5.50. NET..... 


A real bargain in a fine American-made tool. 
The handle is made of wood, shaped for easy 
gripping; very sturdy, and highly polished. The 
heayy, rigid frame is fully nickel- plated and is 
adjustable to accommodate all blades from & in. 


to 12 in. size. With 8 in. blade. 
A7722. YOUR PRICE............age 


QUALITY HACKSAW BLADES 


OF A HACK SAW BLADES ra) 


Flexible blades of special alloy steel, heat- 
treated to produce toughness. Teeth are case- 
hardened, set and filed. 24 teeth per inch, 
A7724. 8” BLADE. 

Reyes 0” Srrtty ENke es sig sae 39c 
. . 45¢ 


YOUR COST, PER DOZEN........... 
A7726. 12” BLADE. 
YOUR COST, PER DOZEN,.......... 


Designed to. cut large holes 
May be 
used in slow-speed drill press 
Ideal for radio 
servicemen, ¢ a r- 
Type No. 5 is designed 
for heavy-duty work; Type No. 
4 is a standard professional 
heavy bar construction; 
Junior type is for light work on 
These tools will 
cut holes in wood, bakelite, hard rubber, tin, sheet 
metal, etc, Low- -priced. American-made. 


No. 5. 


radio requirement. 
surely. 


grasp and use. 


Square shank. 


SOCKET AND 
CONDENSER PUNCHES 


Punches clean round holes in sheet 
metal (chassis. bases, panels, etc.). 
Easy to use, saves time; no pre-drill- 
ing necessary. Made of highest grade 
rustproof hardened steel to give last- 
ing service. New pin - point center 
piercing pin e¢uts through without 
drilling; contour edges cut clean, ac- 
curate holes. All punches are die- 
reamed and oil-tempered. These 
punch sets are all American-made 
‘tools and will prove invaluable to 
radio builders and servicemen, 


A 1649. ne VY,” Holes. Fhe 
AIG45. For 134” pops eal peta ree .Oo6 
yeas: Fe ir tie 

. For %’ Holes, 
Ai648. For_34” Holes. & 69 
List, $3.00. baie 
YOUR PRICE EACH......... 
SET OF 5 PUNCHES.... OO SA -.-$7.50 


May be used to start nuts and screws in out- 
of-the-way places; serves as test clip in inacces- 
sible spots,.or may be used as a prod contact. 
Consists of universal clip mounted in a long in- 
sulated tube. Push-button on the top opens and 


closes clip, RED 
CK: EACH S178) 39c 


AG6483. 
A6484. BLACK. 
MORRIS COIL WINDER 
Universal 


eoil - winding 
machine, Will 
wind Honey- 
comb, Spider 
Web, Solenoid 
coils, etc., in 
different widths 
and diameters 
and will handle 
wire of differ- 
ent gauges. 
Makes precision 
coils that equal factory accuracy. Has recorder 
with adjustable pointer for counting number of 
turns. An ideal machine for the experimenter or 
small factory. Shpg. wt., 4 Ibs, 


Nh ee ee ek SASS 


KIT 


You can re- 
pair scratched, 
dented, or 
marred furni- 
ture with this 
new kit. Con- 
tained ina 
compact dura- 
ble leatherette 
case, 94x4tx 
2% inches. 
Contains: 1! 
can Refco (cleaning oil); 1 can of Valvoline for 
rubbing; { assortment sandpaper; | assortment 
stick shellac; 2 packages aniline stain pew cares 
{ touch-up brush; | spatula; | rubbing block; 
instruction sheet. Shpg. wt 


A7618. het shies Wes 8 Ibs Cop OG 


ALLIED RADIO CORPORATION, 833 W. JACKSON BLVD., CHICAGO, 


sions 5 hex sockets in 


SPIN-TYPE SOCKET Sageenican Nig 


‘A complete selection of high grade 
hexagonal socket wrenches for every 
Sockets are of 
hardened tool steel designed to grip 
Shankg -are of heavy steel 
with ribbed wood handles, 
All wrench shanks 
are cadmium-plated. Offset type is handy for reaching into tight places. 
Sizes listed below will handle all standord nut sizes used in radio work, 
Order a complete set of these American-made tools. 


A TYPE AND SIZE FOR EVERY RADIO PURPOSE 
6” Straight 
O55 


easy to 


9” Straight 6” Offset Type 
2062 A2069 


HOLLOW HANDLE 
WRENCH SET 


© 


American-made a A " A & 


Ideal for shop and tool bag. Hollow handle 
holds all sockets. Sizes %”, oe. 4B”, Ae”. 
%” and screwdriver socket. 714” long. Handle 
heavily knurled for good gripping surface. White 
nickel finish. 


A5183. YOUR PRICE...........-- 55cC 


LOCK - SOCKET WRENCH 


SET AND SCREWDRIVER 


A set of 9 sockets 
in assorted sizes . to 
handle hex, square 
and round nuts. Con- 
sists of I—Y%4” hex 
socket mounted on 
334” straight exten- 


Aas 3” , he’s 
sizes, 2 square 
sockets in %4” and 
5498” sizes, | round 
nut socket, { ‘‘L’* shaped extension 4” long and 
{ screwdriver wrench handle. Patented locking 
device holds tools firmly to handle, 

American-made, 


A5516. YOUR PRICE.. 


3 & ie e - American- trade 
cy 


A set of five detachable sockets of fine wrought 


Complies with wrench handle. In popular 
sizes, 4, 546, %, "Ag and % in 


A2585. YOUR PRICE......... ..37C 


FLEXIBLE DRIVE 
SOCKET SET 


Flexible laminated steel shaft 
will bend around corners. Per- 
mits handling of nuts which are 
inaccessible to ordinary tools. & 
Has comfortable fluted wood 
handle, 10” long; equipped with 
six, hexagon sockets >pives Ke”, 


steel. 


==, 


ur 5 ue 3%", 3” and 34”. ©) 
Nicketed ’s ocke ra Baty inter- © ) 
changeable. 

A5170. ver $1.76 


RADIO TOOL CHEST 


Inexpensive 
tool chest, 
Contains 10 
practical 
tools. Ideally 
suited for the 
service man 
and set build- 
er. Each tool 
of sturdy con- 
struction. 
Comprises 
those tools which are constantly in need—3 and 
5 inch screwdrivers, scriber, reamer, countersink, 
pliers, center-punch, socket wrench sets for hex- 
agon and knurled nuts, and 3 wrenches for hexa- 
gon nuts from 4 to 2 in. Wt., 2 lbs Ameri- 


RIBAO UNET OX ccdsecnee $2.25 


A2580. 
ILL. 105 


NEUTRALIZING TOOLS-TEST LEADS: FITTINGS 


SERVICE TEST LEADS AND KITS 


PENCIL PROD TEST KIT 


A serviceable kit that meets every testing need. 
Handles are 6” long with 5 foot leads attached 
to banana type plugs. Each kit contains 2 alli- 
gator clips, 2 needle point tips, and 2 spade lug 
tips, all of which fit tightly on banana tips of 
test leads. Interchangeable tips-make this kit 
ideal for all types of testing. 
Wt. 3-Ib, 


A2106. 
Elst, Si0r cM eeberwen dcitesccriotee 


TEST KIT 


A complete test kit with innumerable uses. 
Consists of: 2—4’", 2—216” and 2—1%" test 
prod handles with banana type plugs, each pair 
red and black; 2 needle-point, 2 alligator clip 
and 2 spade lug solderless tips—designed to fit 
banana plugs of handles. Also 
1 red, 1 black banana jacks. 


A21I2t, 
YOUR PRICE. cocaces. chonee ik 
NEEDLE-POINT TEST LEADS 


Equipped with needle points for 
making good contact through insula- 


tion or pitch. 4” handles; %%” 
thick. 45” leads. 

WITH KINKLESS WIRE LEADS 
A5496. ehens Tips, 

A5497. Spade Tips. 
PER=PALR Aish ooneemanen 29c 
A5498., Alligator 

Terminals. PER PAIR... pOC 


ALIGNMENT 
TOOL KIT 


Tiere is a tool kit that 


every Serviceman should 
have. Provides the cor- 
rect tool for neutralizing 
or aligning any type of 
receiver, Contains: | pair 
test prods; | flexible tuning wand; |¢ alligator 


wrench with screwdriver tip; 1—'4’ socket tool 
with screwdriver; 1—6” insulated screwdriver; 
i—9’ balancing tool; |—3-in-! neutralizing tool; 


{ trimmer for new meial tube sets. SBis 


A2i 22. 
YOUR PRICE 


NEUTRALIZING and 
ALIGNING TOOL KIT 


Has a tool for every type of 
receiver. 12 separate parts 
cover multiple functions. These 
units telescope into each other 
forming four separate tools for 
easy carrying in handy leath- 
erette yest pocket case. In- 
cludes (1) alligator wrench; 
6” insulated screwdriver with 
metal nib; 54,” and 44” nut 
wrench; square nut 


ee ee eee 


(2) 4%” § 
wrench; 44” hex. side wrench; 


2!" screwdriver with metal 

nib; (3) 4%” hex. slotted 

wrench; metal screwdriver; 

Se’ hex. nut wrench; 5” 

screwdriver with metal nib; © ue 
(4) 6” insulated screwdriver. Shipping weight, 


1 Ib. 
A5532. SB35s 
YOUR PRICE ..... ave duawsis cielo €6i ar a 


Alligator Tips Tips 


HEAVY DUTY LAB MODEL 
WITH KINKLESS WIRE LEADS 


All-purpose leads for practically any test need. 
Flexible, rubber-covered kinkless wire fitted into 
heavy 74, inch handles, one red and one black. 
Handles are 5% inches long with pointed tips. 
Leads are 40 inches long, 


A5490. Phone Tips..... ea 
A5491. Spade Tips......{PAIR 
A5492. Alligator Terminals, 

PER PAIR 


UNIVERSAL TEST LEADS 


High-grade test leads with solderless phone 
tips at one end and banana type plugs at other 
end. Sturdy handles; one red, one black. Kink- 
less leads are 44 inches long. 
fit all banana type jacks. 


Plugs 
A2i2O. YOUR PRICE..:........ 5 3c 


> =——— 
SERVICE TEST LEADS 


Popular test prods with solderless phone tips. 
4” handles; 3” thick. 45’ wires. Prod wire 
is securely tightened by knurled nut. 


WITH KINKLESS WIRE LEADS 


A5493. Phone Tips..... UPER 

A5494. Spade Tins...... SPAIR |... 25¢ 
A5495. Alligator Terminals. 

PERPRALRE oo. ca eat aie <s.0% Pereptiesisg 35¢c 


ALIGNING AND NEUTRALIZING TOOLS 


METAL NIB NEUTRALIZING TOOL 


Two valuable tools, One is a 6”x%%” tube, 
on each end of which are heavy brass nickel 
plated socket wrenches for 5,4” and %” hex. 
nuts. The other tool fits into the tube tool. Has 
a strong screwdriver blade at one end with the 
other end of special magnetic steel, 


A5528. YOUR PRICE.............. 69c 


INSULATED NEUTRALIZING 
SCREW DRIVER 


This handy tool has a grip-rite handle with 
pocket clip. Completely insulated. Ideal for 
neutralizing and alignment work. A useful tool 
for servicemen. Colorful insuloid construction. 
5% inches long. Narrow 54, inch diameter en- 
ables “this screw driver to be used in tight 
places, 


A&503... YOUR PRICES. 5...) -.5.20 an 


5-IN-I NEUTRALIZING 
and ALIGNMENT TOOL 


A handy fountain-pen style kit 
that will prove an invaluable tool. 
Consists of 4%” and 54,” nut 
wrenches, miniature blade screw- 
driver for neutralizing jobs, and full 
size sturdy all-purpose screwdriver. 
Polished black bakelite with pocket 
clip. Shpg. wt., 4 oz. 


AS527. YOUR PRicE.. JOC 


mai € a 


SHAFT FITTINGS 


For Every Purpose 1% 


Split Bushing 


Coupling 
COUPLINGS and EXTENSIONS 


Couplings are designed for extending shafts of 
volume controls, condensers, etc., or for ganging 
single units, even when shafts are not of same 


diameter. Extenders are for decreasing or in- 


creasing shaft diameter and for extending shaft 
length. 


STOCK NO. 
SIZE KIND INSULATED BRASS 
Wx" Coupling A2085 A209! 
36x56 Coupling A2086 A2092 
Ux” Coupling A2087 A2093 
% to 4” Ext. A2088 2094 
5% to 4/" Ext. A2089 095 
% to %” Ext. A2090 A2096 
Bei fpogh | NET 
er er 
ST Ba eT URmatH Ge 


6” long. 
12” long. 
6” long, 
12” long, 


. Fibre. 


to %”. Brass, 
O0.D.—i44” long. 


a4’ T.D.—%” 5c 
A2097. Per 10, 35c. EACH.../ 


Needle-point test prod with insulated handle. 
Completely solderless. Wire clamps tightly in 


prod. 514” long, 
BACH). ccmiedioseitmets 1§¢ 


A2104. Red. 
A2105. Black. 


Neutralize any set without removing chassis. 
May be screwed into 4 in 1 below. Only 214” 
long. Ideal for working in close quarters, Off- 
set 4’ hex, socket; steel neutralizing screw-— 
driver. 


A5526. YOUR PRICE...... aoe Seunla, 23¢ 


“ 
ie UT wRENEK 

4-IN-1 SERVICE (5—— \————$— ~ 

ZIEZZ TREADS INSIDE 

Alignment Tool’ ean 

Combines in one fountain pen size too 
Serviceman’s necessities—4%” and 5), 

wrenches, neutralizing screwdriver and key slot 


grip. Insulated handle with pocket clip, 
A5523. Shpg. wt., 3 oz. 

YOUR’ PRICE: <.2. .vikeoe use 29¢ 
A5524. Crosley attachment, 

A5525. Majestic attachment. y 
EACH is. fee oie. aut aise «! pn epee vi se 10c 


FLEXIBLE SHAFT TUNING WAND 
——— 


: 
Excellent for checking alignment of radio cot 
without disturbing the adjustment of the trim-~ 
mers. Shaft is of flexible catgut; has brass eyl- 
inder at one end, fine iron core at the other. 7 
A5534. 

YOUR PRICE 


NEUTRALIZING WRENCH 
Hex broaching runs entire length, End may™ 
he cut off when worn. Fibre rod. Fits 4” nut.) 


A2616. A2617. 
SINGH. ae g INCH....... LOG 


Wrench 

For those hard-to-get-at trimmer adjustments, 
especially those in RCA-Victor R32, R35, ete. 
Flexible shaft is fitted with case-hardened oval 


socket. 7 
ASS: YOUR PRICES......... Sok "4 


A5531. 


a La Se + 7. = 

4 * \ . ~ 

- 

¢ 55 WATT MODEL 

| A well-designed high quality KNIGHT 55 watt iron suitable for every 
atvice use. Has a dependable, quick-heating wire-wound element in a 
aramic tube. Heats up quickly and stays’ hot. Two types of tips are 
pplied with the iron to handle all work from fine soldering to the tin- 
ng of chassis bases. ‘Tips are % and %¢@ inch in diameter, 114 inches 
- The well-shaped handle remains cool even when iron is continu- 
sly used. Equipped with 5 ft. heater cord and rubber plug. Two tips 


juded. This KNIGHT iron is an outstanding value at our price, 
opular with hundreds of Radio Servicemen and builders. 


i 5. 
(OUR SPECIAL 65c 


100 WATT KNIGHT SOLDERING IRON 

A high quality all-purpose iron. Has % inch diameter removable 
screw-on) copper tip. With black insulated handle and 6 foot heater 
ord. You get your money’s worth in this fine iron. 

\7635. YOUR SPECIAL PRICE...........06...c0ec.002-., QJ 


SOLDERING IRONS 


Underwriters Tested and Approved. A sturdy 
ependable iron for all shop or Service require- 
ients. With an ‘‘Masy-Grip’’ non-tiring wood 
andle. Heating elements are of highest-grade 
ichrome wire wound on genuine amber mica; 
saches soldering heat quickly. Removable 
lunger type tip with set screw adjustment. 
Vith 6 foot approyed cord and unbreakable plug. 
203. 80 WATT. Length 13”; tip diam- 


ter 36/7. Wt., 144 lbs. 
st, $3.15. YOUR PRICE........ 9LeO§ 
2204. 100 WATT. Length 1214” ; tip diam- 
er 3%’, Wt., 1% lbs. 


ice. 
ist, $3.75. YOUR PRICE........ 92eRO A5520. 
2205. 200 WATT. Length 14”; tip diam- 


ist, ici, VoUR PRICES’. .....$3-95 
= A5521. 


and properly built. 


hours, 
cleaning or 


for radio work. 
List, $3.50. 


TT, 48 


length. Shpg. wt., 


List, $5.00. 


SOLDERING IRONS 


‘2000. Type 3138. Adapted for production 
wk on radio, ignition, telephone, etc. 100 Watt; 
,0z.; length 12%” ; tip dia. %’”’. 6 foot cord. 


st, $7.20. Your PRICE.......... $ $085 


2001. Type S-76. Light and compact. Heats 
tickly. Screw type removable tip. 50 Watt. 
0z.; length 115s” ; chisel point tip 74’". With 


st $4.50. YOUR PRICE.......... Se45 


Can holds 3 to 4 oz. 


“Hot Spot” _ 
75 Watt Iron ™ 


An inexpensive, well-built soldering iron ideal 
f practically all jobs. Heats quickly; solders 
sanly and effectively. Approved by Underwriters’ 
thoratories. Supplied with 4%” removable tip. 
jmplete with cord and plug. 


2201. 
JUR SPECIAL PRICE.......... 


SOLDERING IRON TIPS | wey 


High lit J t plunger 
erobner tbe in popula sizes, | SOLDERING IRON HOLDER 


Pe copper tips in popular poke 

splace your old tips with these 

P A A sturdy, well-built soldering iron 
holder measuring 7 inches long. Use- 


ardy new units and make your old 
Idering iron as good as new again. 


0. Size NET EA. | ful in the shop, lab., or on service 

5997 5) gx27&% calls. Prevents scarred or burned 
998 *gx4 Ue i 20c¢ surfaces. 12c 
999 ¥ox3Y4 30c |! A2206. YOUR PRICE... 


ALLIED RADIO CORPORATION, 833 


ICA QUALITY 
SOLDERING IRONS 


A new, practical soldering iron, well-designed 
I Heating element is of the 
highest quality resistance wire, wound on heat 
resisting bobbin of machined and threaded In- 
sulex. »Will heat-in three minutes. 
mains cool even after the iron has been on for 
Plunger type tip is easily removed for 
replacement, 
keeps tip. firmly in place, and provides for ad- 
justment of tip length. 
Reasonably priced. Will give long reliable sery- 
A real iron for men who want-the best. 


60 WATT. Developed 
Shpg. wt., 2 lbs. 
YOUR PRICE....... 


a 


110 WATT. Heavy Duty type: has 
“6” plunger type tip of adjustable 


2 Ibs. 
YOUR PRICE..... rs 


Makes dependable lasting joints. 
This reliable solder will 


KESTER SOLDE 


ACID 2s 
ROSIN 
ALUMINUM ia Reins 


Eer¥Y 


Three types of solder compounded of the highest grades of tin and lead 
available. Flux filling assures perfect permanent joints free from cor- 
rosion. Widely used by Servicemen. A Class ‘‘A’’ Solder, the finest that 
can be bought. The convenient one pound spool is an exceptional value. 


ACID CORE | ROSIN CORE | ALUMINUM 

Of purest virgin Kester Solder with -A flux-filled Solder 
metal with properly pure plastic rosin that will absolutely 
prepared acid flux core flux, hen Aluminum, 
core. - 

; A6177. 6179. 

A6175. 1 Pound 
I Lb. Spool.. LE | | Lb. spool... JC spool... eG 
AGI76. AG178. A61 80. 


Per Tin... £5C Per Tin....,. L5C 
KESTER SOLDERING PASTE 


A new improved soldering paste. Does a clean, non-cor- 
rosive job of soldering. Excellent for radio work. 1 
AGISI. 10 FOR $1.05. PER TIN..........eaC 


=a 
SES a 


JACKSON 
SOLDERING IRONS 


A high grade line of electric soldering irons. 
Elements are wound on amber mica insulation 


over steel core. Available with plunger tips or 
with removable screw tips. All types are sup- 
plied with 6 foot cords. Shpg. wt., 1% lbs., each. 


WITH PLUNGER TYPE TIP 
A6OOO. 75 Watt. With 54.” copper rod tip 


with set screw. Nickel-plated tube. 
YOUR PRICE ........ $1.65 


AG6GOOI. 100 Watt. With 24” copper tip. 
124%4’’ long, with removable black 


VOURSPRIGES 4 255 aoa $2.20 


Handle re- 


A heavy. set screw 


With cord and plug. 


handle. 
$is9 A6OO2. ise Watt. With 746” copper tip with 
meme | SCt screw. 12” long. 
WOU RRR Cetin... ose secs sees, SB045 


WITH REMOVABLE SCREW TIP 
A6003. 75 Watt. With 7%. removable cop- 
per tip. 12’’ long. Nickel-plated 


SZes tube “YOUR PRICE? 6.7. ec $1.15 


GARDINER 
RADIO 
SOLDER 


A new rosin-core 
solder especially de- 
veloped for delicate 
electrical and radio 
work. Pure rosin-core 
flux. assures freedom 


MAGIC STYLU: 
SOLDERING PENCIL 


A new, small, easy-to-handle soldering tool, 
ideal for soldering small parts in hard-to-get-at 
corners. Heats quickly. Insulated handle with 
cork finger guard provides cool handling always. 
Tip is easily removed for cleaning or replace- 


Tips for American Beauty Irons give excellent results and saye you money. ment. With 5 ft. cord. Underwriters’ Approved. 
2002. Extra %” tip for 39¢ | 46!8s. 12¢ | 46150. 110 VOLT A.C. OR D.C. 
pe 3138 iron. NET..............++.. PERC CAN... ciccongsesceccmunonace cee AGI51. 6 VOLT D.c. 
2003. Extra tip for Type S-76 2ic A6184. 6 (Storage Battery.) Ze 
Beering Tron, NET... ceccsscccccsses { LB. SPOGOL..... WE s biietw cdl ln ee diane 3¢ NEQGRAGH fe crccnceicc cies toe a'venee 


MARVEL 
ELECTRIC 
SOLDERING IRON 


A neat, compact soldering iron of high quality construction. Wide ac- 
ceptance and great volume production make our remarkable low price 
possible. This iron should be in every serviceman’s kit. 10 inches long. 
For 110 volt A.C. or D.C. operation. Ideal for all radio work. Easy to 
use; retains heat efficiently. 


PORCELAIN INSULATED ELEMENT 
UNDERWRITERS’ APPROVED CORD 


This quality iron has a Nichrome wire element, mounted in a twin 
sleeve porcelain tube. Equipped with a good quality copper tip, 2 inches 


long. With brown finished well-designed stay-cool handle and 3. foot 
Underwriters’ approved flexible cord. A well-balanced unit. Suitable for 
general radio and light soldering work. A value that is unbeatable. 


Dealers: Buy these irons in quantities for fast turnover and larger profits. 
A real fast-moving soldering iron value. 


99 
LOTS... 95005 


W. JACKSON BLVD., CHICAGO, ILL. . 107 


AB POWER PACK 
A10046. Type 5897AB. For use with 2.5 volt p20 


model HRO Junior. 
50/60 cycles A.C. Wt.,.16 Ibs. 
Less 80 tube. NET..... ore 


Heavy-duty type for 110 V. 


.... $15.90 


A90 


Fan. Ample sensitivity and selectivity. with single tuning control. Smooth, 
Features: 2 IF stages, air-tuned; full- noiseless regeneration. Volume control 
vision dial with seven inch scale; front calibrated in ‘‘R’’ units. Crinkle finish 
panel plug-in coils; complete shielding cabinet 9% x9’"x7’’. Wt. 17 lbs. 


and filtering for signal stability; 
tron-coupled oscillators. 
has built-in crystal filter. 


912. Set of coils covering 7 
A9014. 
and 80 meters.) YOUR PRICE PER SET........ 


NATIONAL FB7A' 
AND FBXA RECEIVERS 


Two popular 7 tube communication 
type receivers for the Amateur and SW 


Model FBXA 


NATIONAL HRO JUNIOR 
AMATEUR RECEIVER 


A communication receiver with all the features of the HRO Senior except. for tuning | 
meter and crystal filter.. Maximum gain and high signal-to-noise ratio attained | 
with two tuned R.F. stages and two air-tuned I.F. stages. Accurately calibrated. - 
ganged plug-in coils. Micrometer dial with 500 divisions assures ample bandspread | 
(although not as great as the HRO Senior). The HRO Junior is supplied with coils | 
tuning from 10 to 20 meters (2 amateur bands). Additional coils listed below. — 
Housed in a black crystal steel cabinet, 83%4x16%x10”. Shpg. wt., 35 lbs. Our Time » 
Payment Plan makes it easy to own an HRO Junior. Write for details. 


A1OO65. For 2.5 volt A.C. operation. Supplied complete with RCA tubes (4—58, | 
3—57, 1—2B7, and 1—2A5), and one set of coils (10 to 20 meters). Less speaker and | 


power supply. 
A1lo For 6 volt battery operation. Supplied complete with RCA tubes (4—- 
6D6, 3—6C6, 1—6B7, and 1—42) and one set of coils covering the Amateur 10 and | 


20 eis ites Less speaker and batteries, : 

Lit an $ 00) 

YOUR PRICE EIFHER MODELS. 0535 di tees Pelee 
HRO JUNIOR COILS 


to 14.4 M.C. (2 Amateur bands. 40 and 20 meters.) 

Set of coils covering 3.5 to 7.3 M.C. (2 Amateur bands, 80 and 40 meters.) 

Set of coils covering {.7 ta 4 M.C, (2 Amateur bands, 160 $9 90 
of e 


Ce ee 


NATIONAL SW-3 
RECEIVERS 


A favorite with Amateurs and SW 
Fans for years. Efficient TRF circuit, 


elec- 


A1O0O53. AC-SW3. For A.C. opera- 


Sets .meas= tion. Uses 2—58 and 1—27 tubes. Less 


ure 11%4x12x8”, Shpg. wt., 29 Ibs. Page Sones cee POW cece, See 
A10044. FB7A. Complete as described above, less crystal filter. Re- A1OO54. 6DC-SW3. For 6 volt | 
quires 2—58, 1—57, 1—56, 2—24A, 1—59 tubes. Supplied less tubes, D.C. operation. Requires 2—36 and : 
coils, and power supply. See coils below. 1—37 tubes, Supplied less tubes, coils and batteries. Coils listed below. 
WEN. icasat FA ceil Weoos, schae ial A eee $41.70 | aiooss.  200-sws. | For_2' volt, battery operation. 00. 
A10045. FBX-A CRYSTAL MODEL. With crystal filter for single | Uses 2-32 and 1—30 tubes. Less tubes, coils and bat- 21 ; 
signal nveentions Lessi tubes, coils and power supply. S 57 00 teries.. YOUR PRICE EACH.........ceeecesssecsveves —e 
NET g aisvsie ie gis Wits Ui oid va teil nav eace kh ohh Sin wR St ee et e 
A10046. HEAVY: DUTY POWER PACK type 5897AB >5 maximum | AlOO56. 5880 AB Power Supply. 115 volt 60 cycle. $17.70) 
nerformance. For 110 V. . 50/60 cycles. Less 80 tube.. Wt. $1 r) Requires 80 tube. List, $29.50. NET.......cc.ccesvences 
bao RL] eens ee rem eR rit ae Ls cares Mabe» 59 A10057. 3580 “BY Power Supply. Has electrostatic shield and dou- 
A10047. POWER SUPPLY. Type 5887AB. For use with above sets ble section filter. Supplies 4 “B” vyoltages—22-45V, 45-90V, 90-135V 


for headphone operation only. 
80 tube. Wt., 16 lbs. 


FB-7A COILS 


General Coverage and Band- 
Spread Coils for FB7A and 
FBXA receivers. Forms are R39; 
windings are covered with protec- 
tive sleeve, metal end and handle. 
With built-in air dielectric con- 


densers. Both types of coils in- 
terchangeable. 
BAND-SPREAD COILS 
; Band Range pen ein 
A6929 {0 meter B.S. - 
ASSs0) ane gs) | 
: e & 5 
A6932 | -80 meter B.S. $6.00 
A6933 {60 meter B.S. 
GENERAL COVERAGE COILS 


34,000 to 18,000 Ke. 


19,500 to 11,400 Ke. NET 
EACH 
11,700 to 7,000 Ke. EACe 


7,300 to 
4,200 to 
2,500 to 
1,500 to 


4,000 Ke. 
2,400 Ke, 
1,500 Ke. 


900 Ke. $6.00 


S-101 AUDIO 
COUPLER 


For coupling output of screen 
grid detector to grid of audio 


tube. Consists of 700 henry 
f plate coupling choke, .01 cou- 
bh pling condenser, and 250,000 


ohm resistor in a case. 
AG8O6. 


YOUR TERIOR dct ie $3.60 


NATIONAL GRID GRIPS 


Unique construction assures per- 
fect contact with grid cap, yet is 
easy to remove. 

For Standard Glass Tubes. 
For Metal Tubes. 


AG877. 
A6876. 
NET EACH 
A6878. 
NET EACH , 


For Transmitting Tubes. 


110 V. 50/60 cycles. 


Less 


$14.70 


and 180V. 
List, $22.50. 


Requires 80 tube. 
NET.... 


see 


$13.50 


SW-3. COILS 


Low-loss coils for National SW3 
receivers. Wound on R39 forms. 
Z Series ‘‘10’’ for use in_ original 
3 A.C. and D.C. SW8, A.C. SW5, 

A.C. SW45. Series ‘‘60’’ for pres- 
ent Model A.C, SW3 and A.C. 
Sw58. Both General Coverage and 
Bandspread types are available. 


General Coverage Coils 


STEEL CABINETS 


For housing home-built. receivers or special 


equipment. Used with such sets as National 


FB7, SW-3, SRR, PSK, HRO, and NC100. Un- 


ae gees 4 ooane pide ss PER PAIR drilled panels and sub-bases. Black crinkle fin- 
AG835 AG843 d-15> |. | ish, Complete with sub-base and bottom cover. 
A6836 A6844 5-25 No. Type Size ; NE 
A6837 AG6845 23-41 00 A9692  C-SRR 7%x7 x7%"” §2.10 
A6838 A6846 40-70. ® A9G93 C-FB7 11%x8 x12” 4.20 
A6839 A6847 11 A9694 _ C-PSK 6.7x8 x1gl? 3.60 
AG6840 AG6848 115-200 AIs28 C-SW3 9%x7 x 9” 3.30 
AG841 A6849 | 200-360 AlO310 C-I10 1l-x7 x 7%" 2.70 
AG842 A6850 | 350-550 $3.30 A1O311 C-HWR 13%x7 x74” 3.00 
BAND-SPREAD COILS niest2 CHRO Ot aeieeee at ie ee 
AGEEO TT 10313 4x8%x11%" — 5.10 
AG6881 AG6886 


FOR COMPLETE INDEX SEE PAGES 135-136 


ing parts on metal chassis bases. 
8-32 each end. GS6 and GS7 tapped 10-24 each 


$3.00 


NATIONAL AA-3 SPREADER 


Bye oh A6622. Stearite oe peed aS long, 
ATORS 34° diameter. Extremely efficient; low 
AGG627. Fig. A. loss. List, 30c. YOUR PRICE..... Ae; 
Small Isolantite in- 


sulators designed for 
extreme electrical ef- 


ficiency, Make ideal forms for H.F. and U.H.F. 

ae Equipped with metal mounting feet. 

NET. cae Ree, Aden ee As STRAIN INSULATOR 

AG628. Fig. A. GS2. 2%” high, 1 AG6G23. Aircraft type compression strain in- 
We 2 Gini ~ NE Dey wists babs viacea heels oie 2 © | sulator. Very strong. .18¢ 
16629. Fig.B. A Steatite insulator for mount- List, 30c. YOUR “PRICE:..... once eee 


GS5 tapped 


end, GS5. 1%” high. Tl 
NET Pee eA ates ot ee Adlon ae eee 1§¢ re 

A6630. Fig. B. GS6. 2" high. NET. -27¢ AA-6 ANTENNA INSULATOR 

. Fig. B. « 8” high. i c 

A6632. Fig. C. GS8. A smail Steatite m- | AGG624. Steatite insulation, Length 4%4/"x 
sulator, suitable for use in Low Loss H.F. Cir- ay eee. Small in.size, but strong and 
cuits for coil mountings, ete. Base has sturdy. 

14%” mounting centers. NET........... 2ic List, 35c. YOUR PRICE.............- Me 


3 


‘chased on an attractive time-payment plan. 
is low and the balance may be paid in either six or ten 
months. Complete details will be sent on request. 
“HRO “‘Senior’’ now and enjoy its marvelous performance while 


NATIONAL HRO “SENIOR” 


Baiency «<ommunication, 


single control tuning; 
pitch beat oscillator. 


pression of image frequencies. 
-Al0062 

7, and 1—2A5 
-M.C. Less speaker and power supply. 


A1lOO63. FOR 6 VOLT BATTERY OPERATION. Complete with 4—6D6, 3— 
With ganged 
Less speaker 


YOUR PRICE, EITHER MODEL.... 


—6C6, 1—6B7, and 1—42 R.C.A. tubes, 
plug- -in coils covering 1.7 to 30 MC, 
and batte 

List, $299.50. 


The National HRO ‘‘Senior’’ 


paying for it on our easy deferred payments, 
TYPE ‘‘B’’ 4’ 

A compact dial with a smooth 
variable ratio drive. Dial scale 
is read through a window in the 
black bakelite case, 

¥AG904. Scale 0-100-0, 180°. 
Rotates in either direction. 
AG9O5. Ae 200-0, 360°, 
counter-clockwise. 
NET EACH $1.65 
A6906., Iiluminator for dial, 
with bracket, g c 
List, 50c. NET BAGH coo Wiese: 3 
ee reas fo ee ee 
TYPE ‘‘BM’? 3” 
Smaller than the “B’”’ dial; similar in ap- 
ance, but with fixed ratio vernier. 
6908. Scale 0-100-0, 180°, universal. 
AG909. Scale 200-0, 360°, $1 0 
counter-clockwise. EACH... a & 
TYPE ‘‘N*’ 

Precision dials, with ma- 
chine-divided scales and_ ver- 
niers of solid’ German Silver. 


smooth planetary mechanism; 5 
to 1 ratio. 
AGOII. Scale0-100, 180°, c.c. 
AG912. Scale 100-0, 180°, clockwise. 
west s: Scale 150-0, 270°, clockwise. 

9 


14. Scale 200-0, 360°, coun- $4 05 
e 


EACH 
TYPE ‘‘H’? DRUM DIAL 


Has positive dial.cord drive, Scale 
is projected on ground glass screen; 
! no parallax. Operates at right angles 
to condenser shaft. 

920. Scale 0-100, 180°, c.c. 
921, Scale 100-0, 180°, c. 
922, Scale 150-0, 270°, c. 


DS aS $3.30 | A697 


TYPE ‘A’? 4” DIAL 


An exceptionally smooth ‘‘Vel- 
vet Vernier’ dial, entirely free 
from backlash. The vernier 
mechanism is contained within 
the bakelite knob. Ratio 5 to 


5 
g 
g 
= 
& 


1. 4” dia.; black bakelite. 
== A6900. Scale0-100, 180°, c.c. 
AGOOT. Scale 150-0, 270°, ¢. 


YOUR PRICE EACH $1.80 


rere se see ie 

TYPE HRO 1%” DIAL 
AGGGO. Neat etched silver dial 
as used on the HRO receivers. 
Marked 0-10 over 180° clockwise. 


15g” diam.; for 44” 45c¢c 


Sati UNE TAY, <\ Pecelks 
TYPE ‘0°’ 3%” DIAL 


AGG6GGI1. Attractive circwlar- 
grained German Silver dial 
34%"" diam. Reads 0-100 over 
180° €.C. Large fluted finger- 


grip knob for easy tuning. Fits 


all 4%4” shafts. 


NATIONAL HRO KNOB 
24. Large professional tuning knob. 


5ic 


A69 
25% diam. Tor 14” shaft. 


IED RADIO CORPORATION, 833 W. 


ee er 


AMATEUR RECEIVER — 


_A nine tube superhet that meets the most exacting requirements of 
Embodies such desirable features as: 
‘Blages; crystal filter with adjustable selectivity; calibrated ganged plug-in coils $ 

signal strength meter calibrated in 
Micrometer type dial with 20 to 1 worm drive has 500 divi- 
sions for absolute bandspread and accurate tuning. 
is amazing. Usable sensitivity and selectivity are extr emely high with complete sup- 
Complete descriptive literature available on request. 


FOR 2.5 VOLT A.C. OPERATION. 
R.C.A. tubes. With ganged plug-in coils covering 1.7 to 30 


Receiver may now be pur- 
Initial payment 


Dial is 4” in diameter with a’ 


of high-fre- 
Two tuned R.F. 


“S”’ units; variable 


The performance of this receiver 


Complete with 4—58, 3—57, 


‘1.7970 


EXTRA COILS 


Plug-in. coil assemblies for the 
rae 

Fi - Pe | 
A9016. 500-1000 K. eS: 30 
A9017. 900-2000 K.C.. 12.00 


Get your 


AB POWER SUPPLY 
A1O0046. Type 5897AB. Heavy- -duty power 
pack anh use with the HRO ‘‘Senior.’’ -For 
10 VY. 50/60 cycles. Requires 80 tube (not 


mipplied). Wt., 16 lbs, $15 90 
e 


List, $26.50. -NET............% 


Peo AL RECEIVING CONDENSERS 


SE 270° 


This well-known con- 
denser has straight. line 
frequency plates, 270° 
rotation. Steatite insu- 
lated. Plates and frame 
are aluminum; two 
» bearing rotor with front 
Ag bearing insulated. Ro- 
tor contact is through 
constant-impedance pig- 
tail. 15 mmf. and 25 


mmf, condensers have thick plates with rounded 
and polished edges. All other types have cut 
plates; edges are not polished. 


CAP. 


NO. OF) AIR 


EXPERIMENTERS 
TYPE 
CONDENSERS 


. A superior low- 

priced midget condenser for SW 
set builders and experimenters. 
Sturdy, all-brass construction 
with bakelite insulation. Rotor 
and stator plates may be easily 
removed. Single hole mounting. 

M NET, EACH 


Low-Loss 
ISOLANTITE 
SOCKETS 


For use in HF receivers 
and low power stages of trans- 
mitters. Isolantite insulation 
assures low loss, 6 prong Special Socket for 
National Coils is square; others as illustrated. 


No. Prongs List, 60c. 
NET 
EACH, 


Octal for Metal 
MAIDOS 5/5 610 'd 75% hie ale'e oe 
(For National Coils)......45¢c 


50 WATT SOCKETS 


GQ CNOaH 


A high grade moderately 
priced socket; has glazed ce- 
ramic insulation and metal 


shell. Binding post terminals. 


A6655. XM-50. $1.05 


List, $1.75. NET... 
A6898. XC-50. ALL-STEATITE. Low-loss; 
provides safety from arc-over, Contacts are only 


metal in entire assembly, $2 10 
3 ® 


List, $3.50. NET.. 


~ 
Peewee eerereeeene 


JACKSON BLVD., CHICAGO, ILL. 


ST 180° 

Similar to type SE, 
but with 180° Straight- 
Line-Wavelength plates, 
and somewhat more 
compact. 15, 25 and 
50 mmf. condensers 
with .018” spacing 
have single bearing. 
Others have two bearings, 


STOCK) CAP. |NO. OF| AIR NET 

No. |_ MMF, |PLATES| GAP | EACH 
A6820 15 3 018” |$ .84 
A6821 25 4 -018” -90 
A6822 50 7 018” -96 
A6823 35 9 -026” .90 
A6824 50 11 -026” 1.08 
A6825 75 15 026” 1.20 
A6826 100 20 026” 1.35 
A6827 140 28 -026” 1.50 
A6828 150 29 026” 1.50 
A6829 200 27 -018” 1.65 
A6830 250 32 -018” 1.80 
A6831 300 39 .018” .| 1.95 
A6832 335 43 -018” 2.10 

SPLIT STATOR MODELS 
A6833) 50-50 11-11 .026” | $2.10 
A 6834! 100-100| 14-14 .018” 2.70 
ULTRA-MIDGET 
TYPE UM 

CONDENSERS 

Compact midget con- 
densers. For Ultra 
H.F. use in receivers 


and transmitters, and = 
for padding or neutralizing, 
Tuned exciter stages of 
mitters. Isolantite insulation. 
rear for easy ganging. 
SINGLE-SPACED 


and for Fixed- 
band-switching trans- 
Shaft extends at 


Stock ap. Fact. NET 
No. Mmf. Type EACH 
A6800 15 UM- 15 $0.75 
A680I 35 UM- 35 .90 
A6802 50 UM- 50 96 
A6803 75 UM- 75 1.02 
A6804 100 UM-100 1.14 
DOUBLE-SPACED 
AG807 25 UMA-25 «ff 
BALANCED STATOR 
SINGLE-SPACED 
A6808 25 UMB-25 Lait 
POWER PENTODE SOCKET 


Large wafer type _ Isolantite 
socket for the RK28 and 
RCA803 power perttodes. Rigid 
three point mounting. Has 
rugged _ side-wipe contacts. 
Equipped with standoff in- 


sulators, 2.16 


A6899. NET EA. 
AG875. As above, but less stand 


6ff <insulators., «NET .2¢sssdscessoe $1.89 


ACORN TUBE 


SOCKETS 


A6643. FOR 
TRIODES. Five con- 
tact clips on Isolantite. 


g0c 


NET iN cece cetnve Mrice seis vice hie Se timate 
AG644, FOR PENTODES. | Tias aluminum 
base with all-contacts by-passed to 

ground. NET Sais. Hede weetas - $1.20 


109 


Type 65886 power supply for 110 re- 


AlLOOG6!I. 
ceiver. For 115 volts, 60 cycles. 
tube. List, $26.50. 


r signal-to-noise ratio, 


Requires 80 


NET. Seat renee seobtees4 $17.70 


NEW NATIONAL ‘‘ONE-TEN” 


ULTRA HIGH FREQUENCY 
RADIO RECEIVER 


An improved super-regenerative ultra-high- 
frequency receiver, Designed to meet present 
day needs for stable operation over the entire 
range of from 1 to 11 meters. Accurately 
engineered for maximum sensitivity, high 
and extremely simple 
operation. Uses 1—954 tuned R.F. stage, 1— 
955 self-quenching detector, 1—6C5 and 1— 
6F6 audio stages. Panel controls include 
micrometer dial, Regeneration, Volume and 
R. F. trimmer controls, stand-by switch and 
phone jack, Complete with 
six sets of plug-in coils, less 


tubes, speaker and power . 
supply. $5 qoo 


A1OO6O. NET........... 


NATIONAL TRANSMITTING CONDENSERS 


TYPE TMS—LOW POWER 


ee Precision type con- 
& densers, rigidly con- 
structed, for use in 
low-power stages of 
transmitters. Low C 
condensers are rated 
at 2000 Volt Peak; 
others are 1000 Volt 
Peak. Conical . front 
bearings; single ball 
thrust, radial rear 
bearing. Insulation is 
Steatite-Isolantite. 
For Oscillators, Buffers, Doublers, Etc. 


No. Mmf, Plates ET 
A6635 100 10 .50 
AG636 150 1 1.65 
A6637 250 23 1.80 
ae a re 
Aees9 100-100 9-9 2:70 

For Low C. Type 210 Amplifiers 
A6640 35 8 [-80 
A664 I 50 11 95 

NEUTRALIZING CONDENSERS 

TYPE TCN 


A heavy-duty neutralizing 
condenser with a peak volt- 
age rating of 6000 volts. 
Maximum capacity 25 mmf. 
For use with 203A, 852, 204A 


like tubes, 
AG874. NET.SmeGO 
TYPE NC-800 


For use with the RCA 800 or 
other tubes which require small 


neutralizing capacity, Isolantite 
insulation, Screwdriver adjust- 
ment with lock nut. Max. ca- 


Aces, NeT.... 9180 


TYPE NC-150 
A high-voltage condenser for neutralizing the 
HK-254, RK-36, 300T, 852 and like tubes. Max. 
capacity 12 mmf. Adjustable from .2 to 1.6”. 


y 2 mami | 
ABOGHC NET cidecncs, $3.90 


ROTOR CLAMPING DEVICE 

Designed to clamp the rotor shaft of any 
National transmitting condenser. 
Holds rotor firmly in place. 


A694i. 


Easy to mount. 


NEP Sees cate. 5ic 


FLEXIBLE 
SHAFT COUPLING 


Flexible shaft with 
1%4” hubs for driving 
offset shafts up to 90 
degrees without back- 
lash, TX-12 has 
isolantite insulated 


Wee 75¢ 


List, 85c. 


A6620. TX-12. 
AG621. TX-11. 
sulated. NET 


AIR-TUNED PADDERS 


Extremely compact, sturdy 
condensers for use in high- 
frequency receivers, or in fixed- 
tune stages of low-power trans- 
mitters. Aluminum shield 


measures 134” diameter and 
1%” to 144” high 

No. Mmf. NET 
A6872 15 $1.35 
A6873 100 1.50 


TYPE TMC—MODERATE POWER 


For use in power 
stages of transmit- 
ters where the peak 
voltage does not ex- 
ceed 3000 volts, 
Extremely rigid 
framé; Steatite- 
Isolantite insula- 
tion, Aluminum 
plates have buffed 
edges; air-gap is 
.077”, Have conical front bearing and radial 
rear bearing with single ball thrust. Stator 
of split-stator model is supported at both ends. 

For RK-18, RK-10, RCA-800 
830, 203A, 210, ETC. 
Mnf. ee 


N 
A6645 
A6646 100 
AG6647 150 
A6683 300 
A6648 100-100 


A larger model of 
the TMC condensers 
listed above, Isolantite 
insulated. All plates 
are of aluminum with 
rounded, buffed edges. 
Peak voltage of air - 


gaps: .077, 3000 V.; 
.171, 6000 V.; .265, 
9000 V.; .859, 12000 V. 

No. Mnf. Airgap NET 
A6667 300 07 $ 7.20 
A6668 200-200 077 9.00 
A6669 0 171 3.90 
A6670 100 171 6.00 
A6671 150 171 7.20 
AG672 230 171 9.60 
A6673 50-50 171 6.60 
AG6674 100-100 171 10.50 
A6675 265 8.10 
AG676 150 265 10.20 
AGG677 60-60 265 14.10 
A6678 0 +359 4.8 
A6679 100 +359 8.7 
A6680 40-40 359 8.10 

VARI-GAP 


CRYSTAL HOLDER 


Permits tuning over a range of 
6 KC when used with special 3.5 
MC crystal (12 KC on 7 MC, 24 
KC on 14 MC). R-39 holder for 
socket mounting supplied with six 
inch flexible shaft, 0-10 dial, knob, 
and panel bushing. This holder 
cannot be used with X or Y cut 
crystals, 


AG6685. Holder only.......... $5.70 


AGG686. With crystal 
CRYSTAL HOLDER 


Mounts crystal in vertical 
position, allowing it to vi- 
brate freely. Permits rapid 
change of crystals, Molded & 
R-39 body, with metal shield. 
Less_ crystal. 

AG6864. Resonator Type 
CHR 


AG&S65. Transmitting Type ¢ 
CHT, | NET EACH 300; can. cee: $1.50 
TYPE XS-6 


HF BUSHING 


A small Steatite shoulder- 


type flat bushing: Measures = 
56’ diam., 3%,” thick with %” hole. 
A6633. NET EACH..............5. 9c 


EVERYTHING FOR THE RADIO AMATEUR 


PRECISION GANGED | 
CONDENSER WITH: 
MICROMETER DIAL 


A preci- 
sion con- 
denser as- 
sembly for 
H.F, cir- 
cuits, Rug- 
gedly built, 
with four bearing 
shaft. Insulated 
rotors have brush 
type contacts. Sta- 
tor insulated with 


Steatite. Has 20 to 1 worm drive with microm- 
eter dial. S.L.F. plates. : 
175 MMF. PER SEC, 225 MMF. PER SEC. 
No. Sections No. NET 
A6890 -~=— 2 A6893 $12.00 
A689 i 3 A6894 14.40 
A6892 4 A6895 , 16.50 


AG6942. Complete Drive Unit. Consists of en- 
closed worm drive and micrometer Ss 00 
dial described above. NET......... 9. 

Above condensers are also available in single 
section types, in capacities of 150, 200, 350° and 
500 mmf., single spaced. 


EACH NET nnn >.) 
a TLS 


NATIONAL COIL FORMS 


RECEIVER FORMS 


Low-loss R-39 forms which are ex-¢@ 
tremely popular with Amateurs and Ex- § 
perimenters. Easy to drill and groove. 
Measure 134” diameter, 2%” long. ff 
Finger-grip rim. -- 
A6852. 4 Prong. 
5 Prong. 
6 Prong. 


NET EACH. .ssceeeeeeess OO 


List, $0.75. 
TRANSMITTER FORMS 


Ceramic forms for winding low-loss 
transmitter inductances, Grooved and 
drilled. 

AG6862. XRIOA. 20 or 40 
meter/= :NET <2...» 356 "GO 


. XRI2A. 80 
A6863 aie 8 * $1.50 


160 meter. NET.......-- 


AIR-TUNED 
I. F. TRANSFORMERS 


Efficient IF transformers with air 
dielectric condensers. Steatite in- 
sulation; aluminum plates. Coils 
are Litz wound. Adjustments are 
on top of shield can. Oscillators 
are tuned by a knob. 


450-550 KC IF. 

96. 450-550 KC Beat Oso. 
AG6927. 175 KC IF, 
A6928. 175 KC Beat Ose. 


ist, $5.00. 
NET EACH. ..scss-scscsetssesse cane 
DIODE TRANSFORMERS 


Designed for use in the new noise 
silencing circuits, or in detector and 
A.V.C. circuits for coupling to diode 
detector tube. Air-tuned primary; 
untuned, close-coupled secondary for 
push-pull output. Isolantite insu- 
lated; moisture-proofed coils, En- 
closed in aluminum shield. 


AG9I8. 175 K.C. 


AG9I9. 450-550 K.C, 
YOUR PRICE EACH .SBeLO 


LOW FREQUENCY 
OSCILLATOR COIL 


For use in super-regenerative 
receivers as  interruption-fre- 
quency oscillator, Consists of 
two separate inductances, 
closely coupled, mounted in an 
aluminum shield. Mounts eas- 
ily by means of two spade lugs. 


ductance is 6.25 mh. Tunes to 100 KC with 
-00041 mfd. condenser, 


A6857. List, $1.50. NET......-....9O€ 
XTS COIL FORM 


Low-loss Steatite form for R.F. 
chokes, precision resistors, ete. 
Four sections; wire slot between 
sections and to terminals, Mount- 
ing hardware supplied, 


A6866. NET EACH........ 


Secondary in- 


ATIONAL R-100 
_ RF. CHOKE 


_ Ideal for high frequency circuits. Extensively 
used in receivers and low-power stages of trans- 
mitters. Has continuous 4 section universal 
winding on isolantite form. Inductance 242 MH; 
distributed capacity only 1 mmf. Current rating 
125 MA; D.C, resistance 50 ohms. Pigtail con- 
nections. 


AG6879. List, 60c. & ec 
BROURGPRICE Crem 5 cl. ek: cle 
ia: es ee 


TRANSMITTING 
TYPE CHOKES 


4 Universal chokes with honey- 
_ comb-type windings in five sec- 

sa tions. Rated at 600 MA continu- 
a Inductance, 4 MH, 10 ohms 
ate - resistance. R152 is for the 
SS “s 160 meter band, and R154 for the 


ce 40 meter band, 

AGS855. R152. 

| . R154. $435 
: NETSEACH Fo". rena 


‘List, $2.25. 


AGS858. Ri54U. For 20, 40 and 80 meter 
bands. Five section honeycomb type coil on 
_ Isolantite core, with solder lugs. Rated at 
' 600. M.A. continuous, 1 mh. inductance, 6 ohms 
.C. resistance. 


- AND SOCKET 


A new low-loss coil form 
assembly for use in me- 
dium and low-power 
transmitter stages. Iso- 
lantite coil form is 134” 
r j dia., 3%” long; drilled 
cf for wire leads. R39 coil 
_ plug with five prongs is easily attached to coil 
form by two screws. Molded R39 socket equipped 
_ with five rugged side-wipe contacts, Ideal for 
_ oscillator and buffer stages. 


Description NET 
Complete Buffer Form 

Assembly ..... S (asaee secu be 6oO 
Coil Form only..... Lis aeweewe, + AGO 
Coil! Plug only ........... 5 .45 
Coil Socket only............ .45 


An exceptionally heavy- 
duty type condenser for 
use in all high-voltage cir- 
cuits. Insulation is finest 
selected mica; complete 
assembly hermeWcally 
sealed in glazed porcelain 
case. Voltage ratings are 
Ri conservative ; capacity re- 
“Mains constant under all load conditions. 
These units are recommended for use in 
fank circuits, for antenna- coupling, as 
plate or grid blocking units, or in any cir- 
cuit carrying heavy current. Size 414.6” 
“Wide, 244” deep, 3°%42” high. Mounting cen- 
ters 314”. 


Designed for dependability. These 
transmitting type filter condensers 
are built of the finest materials 
available. Dielectric is 100% pure 
inen paper impregnated with oil. 
Section is surrounded by protective 
oil bath in hermetically sealed 
round metal can. High-tension pil- 
lar insulators are used for terminals, 
insuring adequate insulation at high 
é operating voltage. Mounting rings 
supplied. A size for every transmitter filter re- 
quirement at a moderate price. 


,AEROVOX OIL-IMPREGNATED CONDENSERS 


ALLIED RADIO CORPORATION, 833 W. JACKSON BLVD., CHICAGO, ILL. © 


NATIONAL NC-100 
ALL-WAVE RECEIVER 
30 MC TO 540 KC 


An amazingly efficient 12 tube superhet for the dis- 
criminating Amateur or Short-Wave Listener, Capable 
of extremely high performance over its entire fre- 
quency range of from 540 to 30,000 KC. Has many : 
unusual features of design, including an ingenious pate 

Ls 


coil-changing mechanism. Incorporates the efficiency 
of individual plug-in coils with a smooth, rapid 
band-change switch. The micrometer dial and worm- 
drive tuning mechanism provides an accuracy of 
tuning that amazes the operator. Panel controls are 
grouped for easy operation and include: Range Selector: A, VY. C.-Manual Volume-Beat Oscillator 
control switch; Combined A.C. on-off, and Stand-by switch; R.F. and Audio Gain Controls; Tone 
Control, etc. Crystal filter model also has variable filter and phasing control. The NC-100 has a 
tuned preselector stage which operates on all bands. Power supply is built in and is hum-free. 


ELECTRIC EYE FOR ACCURATE TUNING 


Tubes used are: 4—6K7, 3—6J7, 1—6C5, 2—6F6, 1—6E5 and 1—80. The calibrated electron- 
eye tube on front panel accurately indicates strength of incoming signals. Antenna input is arranged 
for either doublet or single-wire antenna, 10” electro-dynamic speaker is mounted in black crinkle- 
finish metal cabinet; receives field excitation from power supply built into receiver. The NC-100 is 
housed in a black crinkle-finished steel cabinet 1714/x1114"x9". Shpg. wt., 65 lbs. For 110 volt, 
50/60 cycle operation. 

AlO0O48. MODEL NC-100 COMPLETE with tubes and built-in power sup- 
ply, and 10 inch dynamic speaker, in metal cabinet. 


NET : 
AlO0O49. MODEL NC-100X. As above but with new type National crystal filter built in. Filter - 


ESC Ne Nha een tena D > ee di rin Ws ig (ae. 


AlO315. BATTERY MODEL NC-100. Same as the NC-100 described above but without built-in 
power supply. Uses only 10 tubes: 4—6K7, 3—6J7, 1—6C5, 1—6F6 and 1—6E5, Requires 6 volt 
storage battery for filament supply and ‘‘B’”’ batteries for plate supply. Supplied complete with 
matched set of tubes, and 10” dynamic speaker in metal cabinet. 


NEV ree ere st spree a ake A i pe PREITY an PEN SONS Ya 6 $121.60 
NEW NATIONAL NC-101X RECEIVER 


A special Amateur Model of the now famous NC-100 using the ‘same efficient 12 tube circuit. 
Tuning ranges cover only the 160, 80, 40, 20 and 10 meter Amateur Bands. Calibration curves 
supplied are accurate to .25% of the operating frequency. The NC-101X is supplied complete with 
tubes, built-in power supply, crystal filter, and 10” dynamic speaker mounted in metal table cabinet, 
A10O316. -YOUR PRIC 


Wawesdeitid U Outiel Mragreke co ae 
NATIONAL CATHODE RAY 
OSCILLOSCOPE 


Now every Amateur Radio Station can have an oscilloscope at 
a moderate price. The new National Model CRM is designed to 
provide a graphic picture of actual operating conditions in trans- 
mitter circuits.. Uses the new 913 Cathode -Ray tube with one 
inch screen. Has a built-in power supply and 60 cycle sweep 
circuit; also has provisions for the use of an external sweep if 
desired. The CRM requires only two tubes: 1—913 and 1—6X5 
rectifier. Easily operated, has Focus, Brilliancy and Sweep 
Amplitude controls on front panel. Fills FCC requirements for 
checking modulation of Amateur ‘phones; patterns are easily 
interpreted. _Completely self-contained in sturdy metal case, 
44%,’"x64%’"x8"". Small enough to be easily handled, yet capable 


of doing a real job in any ‘“‘Ham’’ station. $ 

For 110 yolt, 50/60 cycle A.C. operation, U 1° 
A1O317. Less tubes. List, $18.50. NET..... o—— 
A1O318. RCA tube kit for CRM Oscilloscope. NET..$6.4[ 


FIXED TRANSMITTING CONDENSERS 


SANGAMO MICA 
CONDENSERS 


to Cap. Max. 

Nee Mfd. D.C. Volts NET dieing ee raniears Abe 

Bs here -F., by-pass, an 
neoss hoot. eat? 0 coupling _condensers in transmitter circuits. Ac- 
fas Pepi e curate within 10%. Finest ruby mica dielectric: 

Reece Wage faean 2.50 containers of molded. bakelite, 

. if eV s 
5586 001 12500 3°94 | 1000 Vv. DC TEST 2500 V. DC TEST 
Azess 0015 12500 3.23 0. Mfd. NET No. Mfd. NET 
A7988 002 12500 3.82 | AZ7650 .00005 $0.24 | A7672 00005 $0.41 
A7989 .003 10000 4.70 A7651I 0001 24 A7673 =. 0001 41 
A7990 .004 10000 5.29 | A7652— .00015 ‘24 | A7674. "0002 “4 
A7991 005 10000 5.59 | A7657_—.0002 .24 A7675 —.00025 41 
A7992- 001 7000 2.50 A7653—s 00025 .24 A7676 = .0005 41 
A7993 0015 7000 9.79 | A7656 = .0005 24 A7677_—.001 53 
A7994 002 7000 3:09 | A7658 —.001 “99 | A7678 "002 “39 
A7995 003 7000 3.53 | A7659_—.0015 -29 A7679_—.004 | 
A7996 004 7000 4.41 | A7660 002 29 A7680 = 005 1.03 
A7997 005 7000 4.12 | A266! .003 .35 A7681 006 1.03 
A7998 01 7000 5.59 | A7662 ~~. 004 35 A7682_— 008 1.32 
A7663 .005 41 A7683 01 1.65 
she 006 ro 5000 V. DC TEST 
766 .008 a) 797 . 

Agoar © fox. fag | (AaaES, 00006 8 
ra00G NDI NET A7668 = .015 73 | 7977. 00015 59 
A Hie vere ~ el $1.59 A7666 -02 1.09 A7978 = .00025 62 
A1259 2 9 x5iuZ i'o7 | A7669 — .025 1.35 | A7979 0005 73 
Al 358 4 244x516 2.85 A7655_— 03, 1.47 ptt sy 001 88 
1500 VOLT. ‘ A7671 05 2.26 981 -002 {.32 
A126! i 2 x5% 1.68 | A7670. Resistor clips. | A2982 — -003 N62 
A | 262 2 916 x5\y, 2 29 RES A7983 .005 1.94 
2000 VOLT ; Net, per pair...... 6c ! A7984 01 2.41 
A1263 2 .x5l% 2.09 We can also supply 2500 and 5000 Volt San- 
A1l264 2 216x5% 2.79 gamo condensers with ‘‘dead”’ terminals on one 
Mounting ring furnished with each of the | side, suitable for panel mounting at no addi- 


tional cost.. Specify when ordering. 


above units. 
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LATEST HALLICRAFTERS 


LOW PRICED 
SKY BUDDY 


for the amateur or short 
wave fan who has always 
j wanted a professional type 
TUNING receiver, af an inexpensive 
price. Has all the features 
of the larger sets, and is 
capable of real professional 
performance, New circuit 
makes five tubes do the 
work of eight. Tunes from 
18 to 555 meters, in 3 bands. Features include iron core I.F.: A.V.C., 
which can be turned off for CW reception; calibrated dial, with 36 to 1 
ratio bandspread action; shielded beat oscillator, controllable from 
panel; and built-in power supply. and speaker, Arranged for use with 
either straight antenna or doublet. Headphone jack and all controls are 
mounted on the front panel. Uses tubes as follows: 1—2A7, 1—69F7, 
1—75, 1—42 and 1—80. Housed in rugged, hand- 


some metal cabinet. An éxceptionally fine receiver Ss 50 
at a low price. For 110 Volts, 60 cycles A.C, 

A 

YOUR PRICE, With Tubes.. 


3 oon Qo 
AVG. 


SKY-CHIEF 


A new communication type 
receiver of superior design 
and construction. An efficient 
superheterodyne circuit makes 
use of seven tubes to give ten 
tube performance, Among the 
features of this "remarkable 
set are: Band switching, to 
tune from 17.6 MC. to 540 
KC., covering amateur, short 
wave broadcast, police, and 
regular broadcast bands; vari- 
able, beat oscillator controllable from —_ panel; 6G5 signal strength 
indicator; iron core I.F, stage; A.V.C.; R.F. and audio gain controls; 
mechanical bandspread; built-in speaker and power supply, and stand-by 
switch. Headphone jack, as well as all other controls are mounted on 
front panel, Uses 1—78, 1—6A7, 1—6F7, 1—-75, 1—42, 1—6G5, and 


i—80 tubes. In attractive, rugged metal ‘cabinet, S 5 
445° 


For 110 Volts, 60 cycles A.C, 
SKY 


Od Pa ShicE, With eTuhess, 36. . a8 acise ewes 
CHALLENGER 


The latest addition to the Fa- 
mous ‘‘Hallicrafter’’ line. The 
“Sky Challenger?’ embodies many 
of the salient features of the 
higher-priced ‘‘Super Skyrider.’’ 
Has been engineered to satisfy 
the most critical Amateur. Cov- 
ers all frequencies from 40,000 to 
535 K.C, (7.5 to 560 meters) with 
no gaps. Uses smooth continuous 
electrical band spread, a feature 
included. only in the more ex- 
pensive receivers, Features in- 
cluded are: Iron core LE’ 8S; air-trimmed R. F. colls; nine tubes as 
follows: 1--6C5, 4—6K7, 1—6L7, 1—6Q7G, 1—6F6G, and 1—80; Single- 
Signal action (crystal Suitonelhd Headphone jack; A.V.C. switch; Send- 
receive switch; Beat Oscillator Pitch control; Tone control; Antenna 
circuit arranged for either doublet or conventional antenna ; 4 watts of 


¥)9° 


Tinie 


» OFF Ad 
TRO 


BEATOsC VOU_CONTE 


audio power, etc. With tubes, Less speaker, 

A10385. Model S-165, $&y So 
less crystal .. avers arateeh CW aB eaie be Selb'e ov niet tims oc bee ee eel 
AtO386. Model SX-15 with creel 

NET aem San oo cctie cies pra pitts tesckete o 0 Wis 16,0 bial Us ave Sovie aici COLE $79.50 


A1l0O387. 8” P.M. 


Here is the ideal receiver ¢ 


RECEIVERS 


SHORT WAVE RECEIVERS | 


SUPER 
SKY-RIDER 


An 11 tube amateur-profes- 
sional receiver incorporating 
all of the latest’ developments. 
Among the many features of 
the new Sky-Rider are: Cali- 
brated Duo-Micro-Vernier 
bandspread tuning; 2 iron 
core I.F. stages; 6G5 field 
strength indicator; air : 
trimmed R.F.’s; 338 degree 
main tuning dial; keying relay connections for break-in work; iuappoved 
10 meter performance; A.V. C.; two 6L6 tubes develop 14 watts output. 
Rack mounting panel with attractive leather finish and_ steel dustproof 
cabinet. Covers from 40 megacycles to 535 KC. in 5 bands, Tubes used 


are; 4—6K7, 1—6L7, 1—6C5, 1—6R7, 2—6L6, sgg5o 


1—6G5 and 1—5zZ3. With tubes, 
A1O155. MODEL Sx-I!, AS ABOVE but with crystal vee peaked 


A10154. YOUR PRICE, Jess speaker......... 


at factory. New filter circuit design gives true single 
signal: action, (NET ici ccccs. cc nets . 2 ho Soha ae Bees S 0) $995° 
A1O388. 12” P.M. SPEAKER.. In metal cabinet. NET...$12.00 


AlO389. SPECIAL SOLID WALNUT SET CASE. Beautiful solid, 

hand-rubbed, walnut cabinet for the “‘Super Skyrider.’’ Copper-lined . 
for perfect shielding. Makes the ‘‘Super Skyrider’’ a piece of furniture 
that will do justice to any living room. ET .:c..:5 vases Sree ete - 


A10390. WALNUT SPEAKER CABINET. Walnut speaker cabinet 
to match above receiver cabinet. Takes 12” speaker. NET.......$5.50 


SKY-RIDER COMMERCIAL MODEL S12 


A1O156. An 11 tube commercial receiver ideal for ship and aircraft 
use. Tunes 29.25 meters to 3000 meters, covering the 40, 80 and 160 
meter amateur bands, as well as many broadcast and 

commercial wave lengths. 1.F, frequency used is 1600 50 
KC. With tubes as above. NET... 


Ce . 


AIOI57. MODEL SX-1I2, As above but with eR ena filter; 


.. $1145° 


NET....$12.00 


spetary= -peaked, for true single signal operation, 


POOH E OHO e ree eee ress oetiusereereoseessssnceese 


A1lo38s. 12” P. M. SPEAKER. In metal cabinet. 
ULTRA SKY-RIDER 


Designed for use on the 3.76 
to 58 meter bands. Covers the 
5, 10, 20 and 40 meter bands. 
Features include: Iron core 
I.F.’s; R.F. and Audio gain con- 
trols; ‘‘Send-Receive’’ switch, etc, 
Uses 10 tubes as follows: 2—6IX7, 
2—6L7, 1—6J7, 1—6C5, 1—6R7, 
1—6Q7, 1—6F6 and 1—5Z4. In 
handsome black metal cabinet. 
AIlOt52. Model S-10. S 50 
oe speaker. With tubes. 


Al o 153. wont SX. 10. As above but with crystal filter and panel 
controlle crystal phasing condenser. 

HET po ia. at hee ede ssssvsvses, 914.50 
A1O388. 12” P.M. Speaker in metal cabinet. NET...... $12.00 


PEAK PRE-SELECTOR 
AND PRE-AMPLIFIER 


A new improved model of the famous Peak 
Preselector, Will add increased efficiency to 
any Amateur or SW receiver by increased sen- 
sitivity to weak signals, Permits complete con- 
trol of R.F. sensitivity, rejects images, and 
greatly increases signal-to-noise-ratio, Tunes 
from 9 to 200 meters in four bands, Uses 
2—58 tubes. 714”x914”x10"”, 


10183, Less tubes. SI Qseo 
YOUR P AS ans. Ricoh 


MODEL 21-AA 


A new ‘‘Super”’ by Sargent. One 
of the finest communication receiy- 
ers built today. Tunes 9.5 to 550 
meters in 5 bands; 9.5 to 16, 16 
to 33, 33 to 70, 70 to 200, 200 to 
550 meters. Amateurs and commer- 
cial operators will be pleased with 
the new and outstanding features 
incorporated in this receiver, Ex- 
tremely selective; easy to handle; 
has a new regenerative R.F. stage which is easy to manipulate and non- 
critical, Rugged, durable, vibration-proof construction; panel will fit 
standard relay rack, Has large calibrated dial; regenerative input; 
Tron core I.F.’s; Band spread; C.W. Oscillator, Panel beat-frequency 
control; Separate R.F. gain control; Manual volume or Amplified A.V.C.; 
heavy-welded steel cabinet, etc, Not only goes down to 10 meters but 
“brings them in’’ when it gets there, Uses 12 tubes: 4—6K7, 3—6J7, 
1—6L7, 1—6C5, 1—6F6, 1—6E5 and 1—5Z3, Complete with tubes and 
speaker in metal cabinet. 


Al0392. MODEL 2IAA, 110 V. 60 cycle SIZZs° 
AC ee pid aleteie'ese Css cata b.sin/aa art's kishe\wrea wins wien 
A10393. MODEL 2IAF, 


to 180 volts *‘B’’ batteries, With tubes and speaker. 
1 5 ARR RGB a eo $125.44 


NEW SARGENT RECEIVERS 


MODEL 11-AA 


Standard all-wave communication 
receiver for the Amateur or Short 
Wave fan. Uses five highly efficient 
tubes in a modern stable T.R.F. 
circuit, No plug-in coils are used; 
bands are selected by switching. 
Tas built-in power supply; break-in 
switch and headphone jack on 


panel; precisely calibrated main 
tuning dial; smooth, silent regeneration control; built-in Jensen dynamic 
speaker, Covers all Amateur, Short Wave Broadcast, Commercial and 


wegular Broadcast bands from 9,5 to 550 meters. Uses 1—6C6, 1—6D6, 
1—76, 1—42 and 1—80 tubes, Housed in attractive, sturdy metal cab- 
inet, finished in dark crackle enamel, For 110 yolts, 60 cycles AC 


operation, With tubes, 
ALOIGS. Model 11-AA. $4595 
NEL SOCCER EEE EEE Eee —— 
A1tO394. Model t!-AD. For use on 110 volts D.C, 
INET citer cgielecieeete ARAIS biol d.0,nye-v eete tie ecieeaes ota gia aint $51.94 
A1oO395. Model a For use with 6 volt storage battery and 
135 to 180 Its ‘‘B’’ batteries, 
oO volts i $48.02 


NE Picscs oa6 jek a gitedes cater cast sGe pasts, Maisie mae ve 


69 SINGLE 
SIGNAL 
SUPERHET 


A precision-built receiver 
for the Amateur and Short- 
Wave Listener. Improved cir- 
cuit develops exceptional effi- 
ciency across entire frequency 
range of receiver. Has two 5 
inch illuminated dials; one 
- calibrated in megacycles for 
, easy accurate tuning, and one 

Calibrated for bandspread. Finger-tin tuning is provided by planetary- 
_ yernier dial drive. Weatures: carrier level meter calibrated in DB and R 
“units; modulation monitor built-in; tuned preselector stage; three-posi- 
tion crystal filter; coil assembly permanently shielded; electron-coupled 
_ oscillators, etc. Band switch provides rapid selection of any frequency 
‘band from 550 to 32,000 K.C. High-gain preselector stage eliminates 
_ image Signals; increases selectivity and sensitivity to weak signals. Each 
~RME-69 is individually hand made. All major parts, I.F. coils, etc., 
are laboratory-built and subjected to rigid tests. Workmanship is of the 

highest quality throughout. Tubes used are: 5-6D6, 1-6C6, 1-6B7, 1-42 
and 1-80. Every RME-69 is completely laboratory-built and_ tested. 

Tubes included with each set are those used for final laboratory tests, 

which assures you that the set you receive is perfectly aligned and ad- 

justed for maximum performance. Illustrated with Noise Silencer which 


‘is extra. See’listing and price below. 
AlolI75., Pye in cabinet; $1§12° 


~ a YOUR 

76. 

Complete with tubes, less speaker, a 40 

YOUR PRICE es, tess speaker, = SS 34 
ee re es 


The RME-69 Receivers listed ahove are available with built-in LS-1! 
Noise Silencer and tubes at an additional price of $11.40 net. Specify 
“With Built-in Noise Silencer’? when ordering. 

WRITE FOR DETAILS OF OUR TIME PAYMENT PLAN 


PEAK MODEL X-4 10 WATT 
= 56-60 MC PHONE 
TRANSMITTER 


Rack mounting type with beau- 
tiful black wrinkle finish “Dn panel 
and protective steel cabinet. - Uses 
1-6A6 as a unity coupled oscil- 
lator. Carrier power 10 watts, 
Speech amplifier uses 1-76, 1-6A6 
driver, and. 1-6A6 Class ‘‘B’’ 

; modulator, capable of 100% mod- 
ulation. Input for either single or double button carbon mike. Meter 
with handy plug and cord indicates plate current of oscillator or modulator. 
Panel contains: Gain control, stand-by switch, mike current switch, fre- 
quency adjustment control handle, plate current meter, and pilot light, 
Panel size 83x19”; cabinet size 8%” high, 17” long, 7” deep. Does 
not include power supply, tubes, microphone or antenna, Ss g 70 


Bnet GOs pecs tubes. NET,....00 5.0. Ceasacdeccccccce 


AIO18i. X3P POWER SUPPLY. For use with the X4 transmitter 
above. Supplies 300 volts at 200 M.A.-D.C., 6.3 volts at 3 amps. Uses 
i—83 tube. Rack mounting panel with cabinet. For 110 V. $2 oO 
/60 cycle A.C. Size 8%”x19". Less tube. NET.......... 3-4 


NEW IPS RUBBER CRYSTAL 


Do you let the heavy QRM “‘lick’’ your trans- 
missions? You can make every QSO 100% with 
this new remote-control exciter unit; slide out 
from under interfering signals; put your own sig- 
nals on the exact frequency of that DX station 
you want to hook; move around in uncrowded 
portions of the band—all as easy as tuning your 
receiver. The IPS Rubber Crystal can be placed 
on the operating table and link-coupled to your 
buffer stage. Bandspread tuning permits shift 
of frequency as great as 50 KC each side of any 
chosen spot frequency. Output is sufficient to 
drive a pair of RK-20s, 802s, 10s, T55s, 35Ts or 
similar tubes. Easily attached to your present 
: transmitter; just remove crystal and link-couple 
= the ‘‘Rubber Crystal’? to the plate coil of the 
Oseillator, or to the grid of the buffer stage. QSY can be made grad- 
Ually so listening station can follow you into a point of least QRM. Uses 
2—-6L6 tubes. Complete with 80 meter coils. S$ 

10330. Rubber Crystal complete with 80 meter coils, 285° 
ss tubes and power supply. NET.}....2 cc eccecescsceccs 
AiO331. Heavy-Duty Power Supply (less 83 tube), NET...$15.90 


ADDITIONAL COILS FOR RUBBER CRYSTAL 
A1O332. 160 meters. | ALO334. 20 meters. NET $2 00 
A1O333. 40 meters. |A10335. 10 meters.f EACH SET. ® 


TRIPLETT MODULATION MONITOR 


An absolute necessity in every Amateur Phone Sta- 
tion. Provides visual indication of carrier shift. Accu- 
Tately measures percentage of modulation. Moré effi- 
cient than antenna meter calculations, aural modula- 
tion checks, and loop-and-light measurements. Accu- 
rately calibrated at factory; uses type 76 tube which 
can be replaced without affecting calibration. By means 
of easily adjusted inductive coupling this unit may be 
used with phone rigs of any. power rating. Tip-tilt dual 
IMeter can be read from any angle. Size, 7%”x65e"x 


So Ri 


$ 


455”. Wt.,11 lbs, With tube. For 110 V. 60 cycle A.C, 
A9328. "List, $37.25. $2 33 
YOUR PRICE .......... FS Te FT eR PAL YS Saige 


‘COMMUNICATION _. 


ALLIED RADIO CORPORATION, 833 W. 


NEW RCA ACR-155 AMATEUR 


RECEIVER 


A new up-to-the-minute 
communications receiver. De- 
signed not only to fill your 
receiver needs, but also to fit 
the ‘‘budget’’ of the average 
Amateur, or SWL. Here is a 
nine tube super with features 
that make it a welcome addi- 
tion to any ‘‘Ham Shack’’ or 
“Listening Post.’’ All con- 
trols grouped on front panel make operation easy and untiring. Has 100-1 
tuning ratio; Calibrated band-spread for positive logging; RF and Audio 
gain controls; AVC “‘on-off’’ switch; Standby switch; Range selector; 
Beat oscillator on-off and pitch controls; Tone control; and many other 
features. Inserting the ’phones in front panel jack mutes the speaker. 


TUNES 520 TO 22,000 KC 

‘Three band, continuous tuning range from 520 to 22,000 KC for world- 
wide reception of Broadcasts. Amateur bands clearly defined with ample 
bandspread for all Amateur communication work. Tuned R.F. stage on 
all bands for high signal-to-noise and high signal-to-image ratio. Inter- 
fering Stations operating at frequencies near the 460 KC IF frequency are 
eliminated by Rejection Filter in the antenna circuit. Tuning dial shows 
calibrated scale for ofily the range in actual use. The ACR-155 comes 
complete with tubes, built-in power supply, built-in 6” dynamic speaker, 
and complete ‘instructions, ‘Tubes used are: 2—6K7, 2—6J7, 1—6L7, 
1—6H6, 1—6F5, 1—6F6, and 1—5W4, Ventilated metal cabinet finished 
in two-tone wrinkle gray finish measures 2454”x1294"x10%”. Shpg. wt., 
59 Ibs. For 110 Volt 50/60 cycles. P $ 
Al10O399. Complete with tubes, and built-in So 
Dower supply and speaker. benmroren 
YOUR PRICE We f3.4522 ecg a c.cceis es eceig es pees! 


RCA ACR-175 RECEIVER 


A new RCA Receiver that will do credit to any Amateur Station. Incor- 
porates every desirable feature of design and construction, Tunes 5 to 600 
meters continuous. Has new crystal filter, ‘“Magic Eye’’ tuning indicator, 
Iron Core IF’s, 11 new tubes, 2 IF stages, built-in power supply and high- 
gain preselector. Signal-to-noise ratio is extremely high. New improved 
A.V.C. and increased band-spread make operation of the RCA-175 a real 
pleasure. Has separate electro-dynamic speaker. New type velvet drive 
tuning control is absolutely free of backlash. Built in a handsome, rugged 


metal cabinet. Power transformer operates on Ss 50 
ROD 


A Tor7't with Tubes, Grystal and Speaker, NET 
NEW RTL 56-60 MC DUPLEX 
TRANSMITTER- > 
RECEIVER 


Tyne TR6AG. A complete transmitter 
and receiver that permits Duplex opera- 
tion in the Amateur 5 meter band, Re- 
ceiver and transmitter each use newest, 
high efficiency circuits; individually [i 
shielded. The operator may talk and 
listen without throwing a switch as is 
required in transceivers, thus enabling 
duplex or break-in ‘operation. Entire 
unit housed in a single sturdy steel case 
measuring 15” long, 744” deep and 744” 
high. Transmitter uses unity-coupled 
6A6, with Class “‘B’’ modulation; carrier 
power 10 watts. Four tube super-regenerative receiver has tuned R.F. 
stage and pentode output with built-in dynamic speaker. Power require- 
ments are 250 to 300 volts at 175 MA, and 6 volts at 3.6 amps. May be 
used for portable-mobile or permanent station. Tubes required are: Trans- 


mitter, 2—6A6, 1—6E6; Receiver, 1—78, 2—76, 1—42. ~ 

Less tubes, mike, power-supply and antenna. 16% Ibs. % 75 
AltO190. Less tubes. YOUR PRICE......... aay TST DP 
AIOI9f. 110 VOLT A.C. POWER SUPPLY. For use with TR6A6 


described above. Complete with cables and plugs. Provides 300 volts D.C. 


* at 175 MA, and 6.3 volts at 5 .; also 2.5 volts at 
at a an volts a amps. also voits NET. $25.00 


14 amps. Requires 1—5Z3 rectifier tube. Less tube. 
A7560. Universal Single Button Handi-Mike with 6 Ft. 


COPGLANET. J dedectten crac ees rece sheds aan Neils eMeseseoes $5.88 


RTL “THE COMPACT” 56-60 MC 
Portable Transmitter-Receiver 


A portable unit that is ‘‘at: home’’ any- 
where you may také it. Permits Duplex or 
Break-in QSO’s without switches. Transmitter 
employs 1—30 as input amplifier, 1—19 as 
Class B Modulator, and 1—19 as push-pull 
oscillator. Carrier, 2 watts, 8 watts peak. 
Non-radiating receiver uses 1—34 or 1—1A4 
TRE stage, 1—30 super-regenerative detector 
and the 2 watt audio system of the transmit- 
ter. Both the transmitter and réceiver operate 
from the same antenna. Entire unit housed in 
1214”x15”x15” crackle finished steel case with 
leather carrying handle. Batteries fit in lower 
compartment. Requires 3 portable type 45 volt 
“B”’ batteries, 2 dry cells, and 1—4% volt 
**C” battery. Weighs only 25 lbs. with all 
batteries. Weight less batteries 12% Ibs. 
A1O192. The Compact, Battery-operated Portable 


f S dup a 
Transmitter-Receiver. Less tubes and accessories...... é 265° 


A1O194. TELESCOPING FLEX-STEEL ANTENNA. Reinforced. For 
use with the Compact described above. 


Has special nickel- 
plated base as illustrated. Adjustable from 31% to 9 ft. NET... $2.40 
JACKSON BLVD., CHICAGO, ILL. 113, 


}fammarlund 


Qnectticn PRODUCTS 


SEPARATE POWER SUPPLY 


Power supply is external and equipped with 
long connecting cable. Eliminates annoying 
hum and A.C. modulation of signals. Power 
supply cabinet finished to match receiver 
proper. Size 13”’x714"x8%”. Has separate 
rectifier for grid-bias; supplies excitation for 
field of dynamic speaker. For operation from 
110 yolts 60 cycles. 


A10O50. Hammarlund Super Pro complete 


with 8” speaker, power supply and tubes, 
Shpg. wt., 90 Ibs. 
List, $405. 00. WET Stites cake sae tea tee 


err IEEepererd 
The Super Pro is also available with rack mounting panel and dust 
Write for prices. 


cover; or with power supply for other voltages. 


Me 


NEW “100” SERIES “SUPER PRO” | 


FINEST PROFESSIONAL TYPE COMMUNICATIONS RECEIVER 


Two T.R.F. Stages on All Bands. 
Noiseless Band Switching. 

Visual Tuning Meter. 

Four Air-Tuned t.F. Transformers. 
Calibrated Band-Width Control. 


5 BANDS—15 TO 560 METERS 


‘Performance Plus” is the keynote of the 
latest and finest Hammarlund receiver. Sixteen 
tubes; eight metal and eight glass type tubes 
are incorporated in the most amazing communi- 
eations receiver ever produced. Designed specifi- 
cally for the exacting requirements of Govern- 
ment, Commercial, Airport, Police, Marine and 
similar services, this new Super Pro is so simple 
to operate that even the novice can easily tune 
in stations from any point in the world. Five 
wave bands provide continuous coverage from 
540 KC*to 20 MC. (15 to 560 meters.) 


$23814 10051. 


and tubes, 
List, $435.00. 


@ Bandspread on Four H.F. Bands. 
@ Continuously Variable Selectivity. 
@ Calibrated Beat Oscillator for C.W. 
@ Electrostatically Shielded Input. | 
® C.W.-Modulation Switch, 


EXCLUSIVE FEATURES 


Many exclusive features combine to produce 
maximum efficiency. 12 to 1 ratio main tuning 
dial calibrated in KC and MC; calibrated beat 
oscillator pitch control; calibrated control of 
band width from 3 to 16 KC; send-receive 
switch; isolantite mounted coils; A.V.C. and 
manual controls; separate control for I.F. sensi- 
tivity; noiseless band switching that shows only 
the scale in use on the main tuning dial; ex- 
treme bandspread on, all H.F, bands; and a host 
of other features. Receiver unit is housed: in 
crystalline finished steel cabinet 1846"x1434”"x 


ws $25578 


A Super Pro with built-in variable 
selectivity crystal filter, 
NET 


Buy your Super Pro now on. our convenient deferred payment plan. 
_ Complete schedule of time payments will be sent on request. 


speaker, power supply 


HAMMARLUND TYPE ‘‘T’’ 
I.F. TRANSFORMERS 


Specially designed for experimen- 
tal and replacement purposes. Dou- 
ple-tuned, with mica compression 
type condensers on isolantite base. 
Adjustable from top of can. Coils 
are litz-wound and wax- impregnated. 
Aluminum shield can is 24%” dia., 
34%" high, Base mounting by 
threaded lugs on 2” centers, 


Un- Fre- 
tapped quenc Git, s 
A5350 175 AS53521. List, $1.45. 
Aes29 12 AB383 i wet cacn.. SSC 


A5355 465 Beat Oscillator. 
List, $1.45. YOUR PRICE............. 85¢ 


TYPE ‘‘ST’? MIDGETS 


As above but in compact can, ie” square, 
by 2%” high. Mtg. centers, 1546”. 
Untapped Frequency a ap List, $1.45. 
175 
Apk NET 
465 AB359 Fach, BSC 
‘SAIR-TUNED’? I.F. 
TRANSFORMERS 


For use where absolute stability is 
necessary. Air-tuned, with Litz- 
wound coils. Provide gain in ex- 
cess of 200 per stage with unequalled 
selectivity. Designed particularly for 
Screen Grid type tubes. Beat Oscil- 
lator has tuning lever to vary beat 
note, Can, 2%49” dia.; 5” high. 


Un- 


Fre- 
tapped quency C.T. 
bag? ub grag? ne race 
AS366 163 Beat Oscillator. GBeOSH 


VARIABLE COUPLING 
I.F. TRANSFORMERS 


L 3 P 
“a sic Type VT. A great improvement in TF 
transformer design. Permits contin- 


uously variable selectivity from sharp 
peak to flat top required for fidelity. 
Consists of new triple pie-wound coils 
and air dielectric condensers, with va- 
riable coupling. Coupling may be 
fixed, or varied from front panel. 


aa 


Measure means 


REIS. WES 
: ibiee: 
List, $5.50. NET EACH...... ... 93-23 


A5385. VTC. Variable coupling mechanism 
for panel control of up to 1 
4 transformers. NET............. Ss A7 


CONDENSER COUPLING 


Bakelized canvas insulation; brass 
bushings. © Flexible; for ganging con- 
densers, etc., without need of exact 
shaft alignment. For 14”. shafts. 


1%" 


4"" diameter. 
A5323. List, 60c. 4 
WOU RP RICE catsuit ss oe 


NEW IRON CORE 


All 


pu Ni 


A new iron core I.F. transformer 
ai which provides maximum gain per 

‘Stage coupled with extremely sharp 
selectivity. Core is of high per- 
meability magnesium alloy; rust- 
proof and non-corrosive. Isolantite 
mounted trimmers, Size 134” square, 
41%,” high. Mounting centers 15g”, 
465 KC. 
Single stage input. 
Single stage output. EACH 
Two stage input. 
Two stage interstage.” 


$476 
Two stage output. — 


HAMMARLUND TRIMMING 
AND PADDING CONDENSERS 


EQUALIZERS 


NET 


For balancing, neutralizing 
and. trimming purposes. Mica 


dielectric; bakelite base. 114”x 


~ ask ie Adjusting screw in 
A5374. 3-35 MMF. “List, 30c, 

WOURMPRICE cy meyivniexee ste aes 6 "., 18¢ 

A5375. 25-80 MMF. 

List, 40c. YOUR PRICE........ ese AS 

‘MEX’? EQUALIZER 

Extremely small low-loss. con- 

denser. Screw adjustment. Iso- 


lantite base, with mica dielectric 
and phosphor bronze plates. 3 to 


30 mmf. 5”x%%”, 
AS376. List, 30c. NET.............48€ 


TYPE IBT 


A high grade mica padding 
condenser on a 1%4¢ inch di- 
ameter Isolantite base. Main- 
tains original capacity setting, 
resisting moisture, tempera- 
ture and vibration. With 4-36 
mounting studs on 154¢” cen- 
ters. 


News sn Miele List NET 
10-70 c Cc 

AB421 i140 = hles=Ct=t«‘«‘a 
AS422 140-220 70c Alc 
AIR PADDING 

CONDENSERS 


High quality air-di- 
electric condensers; 


compact in size. Par- 
ticularly adaptable to 
S.W. and Ultra S.W. 
work. Isolantite base. 
Air gap .015”. Will fit 
1%” dia. cans. Screw- 
driver adjustment. 

No. Muni. List NET 
A5324 25 $1.30 $0.76 
A5325 50 1.50 .88 
A5326 75 1.70 j :00 
A5327 100 1,90 1.42 
A5442 140 2.25 1.32 


HAMMARLUND TRANSMIT- 
TING CONDENSERS 


TIsolantite insu- 
lation throughout 
for highest effi- 
ciency..-.C ast, 
heavy-weight end 
plates provide 
rigid, vibration- 
less assembly and 
thorough  shield- 
ing of condenser. 
Non-inductive self-cleaning phosphor bronze ro- 


tor contact. 1%” shaft extends 1%” from 
a mounting bushing. Width 41146”, height 

SRS aint Cap. Air  Voitage 

No. Plates Mmf. Gap Rating NET 
A5283 7 30 192 6500 2.94 
A5284 11 50 ~192 6500 3.82. 
A5285 21 100 .192 6500 5.59 
A5286 3 150 192 6500 7.35 
A5287 47 225 192 6500 9.41 
A5288 11 100 -080 38000 3.23 
A5289 17 150 -080 3000 3.82 
A5290 23 225 -080 3000 4.70 
A5291 43 83. -100 3500 7.06 
A5292 47 450 .080 3000 7.06 
A5293* 23 295 .080 2000 3.53 
A5294* 19 350 .038 1000 2.94 
A5295* 27 500 03. 1000 3.23 

* Plain\ edges. Others are rounded. 


Heavy-duty con- 
struction. May be 
mounted directly 
on metal panels 
with rotor at 
ground potential 
reducing hand ca- 
pacity; permits 
use of balanced tank circuits for permanent 
neutralization, Stators may be connected in 
series, providing a total capacity of one-half the 


SPLIT-STATOR CONDENSERS 
8) 


capacity of one section at twice the breakdown 


voltage, Plates Capacity _ 
Per Per Plate 

No. Section Section Spacing NET 
A5260* 13 240 .038 $4.70 
A5S261* 27 500 038 5.29 
A5262* 11 100 -080 5.29 
A5263* 23 225 .080 6.47 
A5264 11 50 192 7.06 
A5265 ZL. oy -192 10.58 

* Plain edges. Others are rounded. pas 

H.F. DUAL 
CONDENSERS 

A new dual condenser 


for use in low-pow- 
ered transmitters, etc. 
Hias_ Isolantite base, 
new gplit rear bear- 
ing; individual wip- 
ing contact for each section; shield between sec- 
tions for grounding. Cadmium plated brass 
plates soldered to 14” shaft. 140 mmf. size only 


1%” high x 334” long. 
Capacity 
No. Per Sec, List NET 
A5437 50 $2.75 Si ‘$2 
A5438 100 3.25 4-3 
A5439 140 3.75 2.20 
A5440 30 3.25 {1.91 


RADIO HEADQUARTERS FOR THE AMATEUR 


a 


CONDENSERS 

High quality midget 
_ condensers. Insulated 
€@ with Isolantite. Brass 
P plates .0225" thick with 
an .0245” air gap are se- 
curely fastened to the 4” 
shaft. Wide bearings at 
front and rear provide ex- 
tra good contact. Clock- 
wise rotation. Shaft ex- 
tends beyond rear to fa- 


MIDGET > 


, cilitate ganging. 

<< . Min. Max. x 

_ No, Plates Mmf. Mmf. List NET 
5300* 3 45 20 $1.40 $0.82 
5301* 5 5 35 1.50 .88 
5302* 7 6 50 1.60 94 
5298 7 6 50 1.60 .94 
5303* il 7 80 2.00 1.18 
5304 11 6.5 - 80 2.00 1.18 
5305* 14 7.5. 100 2.25 1.32 
5306. 14 7 100 2.25 1.32 
5307 19 8 140 2.50 1.47 
5299* 19 9 140 2.50 1.47 
5308 27 10 200 2.75 1.62 

A5309 34 11 260 3.00 1.76 

A5310 43 320 3.50 2.06 


* 
wn 


{ 13 fs 
emi-circular plates. All others are Midline. 


DOUBLE-SPACED MIDGETS 


Have special bearings and Isolantite insulation. 
Exceptionally efficient at ultra-high frequencies. 


No. Mmf. Mnf, List NET 
Bar2 20 6.5 $2.00 $1.18 
5 6* 20 7 2.00 1.18 
5317* 32 7 2.25 1.32 
esis 32 7.5 2.25 1.32 
5319* 50 9.5 © 2.75 1.62 

| #220 50 9 2.75 62 

Semi-circular plates. All other are Midline. 


DUAL MIDGET 
CONDENSERS 


Rigid, high quality two- 
gang midget condensers, de- 
signed especially to provide 
added efficiency at ultra- 
high frequencies. Plates are 
.0225” ‘brass, with .0245” 
air-gap, Overall length be- 
hind panel, 314’. 


50 MMF. PER SECTION, 


Plates. Min. cap. 5 mmf, 
List, $3.00. NET EACH............ $1.76 
AS53111. 100 MMF. PER SECTION. Midline 


Plates. Minimum capacity 6 mmf. 

G5346._ 100 rhe gs Pereor ron: Semi- 
sircular Plates. in. cap. 6.5 mmf, 

List, $3.50. NET EACH........ $2.06 
A5312. !40 MMF. PER SECTION. Midline 
Plates. Minimum capacity 7 mmf. 

A5347. 140 MMF. PER SECTION. Semi-cir- 
vular Plates. Min. cap. 8 mmf, 


List, $4.00. NET EACH............ $2.35 


re ren 
- Double-Spaced Dual Midgets 
Similar to above dual condensers, but have 
tir-gap of .0715’’ between adjacent rotor and 
itator plates. Ideal for compact 5 meter trans- 
nitters using 45’s or 10’s in push-pull. 


Semi-cir- 


Max. Min. 

No. Mmf. Mmf. List NET 
A5321 3 6 $3.50 $2.06 
45322* 31 6.5 5 2.06 

*Semi-circular plates. Other is Midline. 

BANDSPREAD 
MIDGETS 
: For use as_ bandspread 


tuning condensers in short 
Wave receivers and for 
amateur frequency meters. 
“T an k’’ gection may ‘be 


\ 
ae 
locked, and all tuning may 


—] 
ve done with bandspread section. 


Tank Tuning ; 
Stock Cap., Cap., List NET 
No. Mmf Mmf. Price PRICE 
415313 100 18+ $3.00 $1.76 
45314 100 50 3.25 {1.91 
_ ALUMINUM 


TUBE SHIELDS 


» Complete isolation is afforded by this 

i shield for the new high-gain RF pentodes. 

Drawn-in neck completes shielding be- 

j tween grid and plate of tube. Special de- 

i sign affords maximum cooling, 45," high, 
1%” diameter. 12745” 


A5398. NET...... gb A 24¢ 


HAMMARLUND CHOKES 


For receivers and transmitters. Small size 
adapts these units to many uses where space is 
at a premium. Universal-wound. Thoroughly 
impregnated. Center core is of isolantite. May 
be mounted by its own leads in any position. 
D.C. resistance, 35 ohms, Rated at 
2.1 MH, 125 MA. 


Size, 144”xi”. 
A5S344. List, 60c. NET...-...- pC 
et er 


CH-8 

Low-loss 8 mh, R.F, 
choke. Ideal for all 
short-wave receivers 
and transmitters. Sec- 
tion-wound on com- 
pact isolantite spool. 
Moisture-proof wind- 
ings are protected by lacquer and cellophane. 
Equipped with flexible leads and reversible end 
brackets for universal mounting. Especially 
suited for grid-choke use in multi stage trans- 


ee aren ree a nye Current 
rating 12 . Size, oie 2 ‘ 
A5343. List, $1.10. Ge e 
DEM aratters igen ciitee ceteris Swit aise se 
SHIELDED CHOKE 

CH-10-S 


A new shielded choke 
for use in high gain cir- 
cuits. Completely enclosed 
in aluminum shell; has 
minimum external field. 
Eliminates circuit in- 
stability through stray fil Sy 
coupling. Universal- : 
wound; thoroughly impregnated. High induct- 
ance type with very low distributed capacity. 
Diameter, 15%4’’. Has removable mounting legs. 
Inductance, 10 mh, D.C, resistance, 65 ohms, 
100 MA. capacity. 


81. List $1.00. 


3 
YOUR PRICE... lespause ey EOE 


X’MITTING CHOKE | 
CH-500 


A heavy-duty choke. For 
use in high power transmit- 
ters employing parallel feed.- 
Equally effective on any ama- 
teur band. Universal-wound 
on Isolantite core. Has re- 
movable mounting brackets. Inductance 2% mh; 


continuous rating. 
A5345. List, $1.75. NET....... 


NEW HAMMARLUND 


ISOLANTITE SOCKETS 


STANDARD 
SOCKET 


Low-loss isolantite sock- 
ets ideal for all high fre- 
quency requirements. 
Have long leakage paths 
with positive eevee 
ide-gripping contacts.._ 
tne guide groove for rapid insertion. Glazed 
top and sides. For sub-panel or base mounting. 
Standard 12742” mounting centers. 


List, 60c. 
4 prong. 
A340. 5 pron. NET, EACH 
Ags42. 7 prong (Medium). 35¢ 
Ss rong (Small). 
Resss: 8 areng (Octal)... .ee-ee- ede, 446 


ACORN 
TUBE SOCKET 


Designed for the new 
RCA 955, 956 and 954 Acorn 
type tubes which are 
extremely popular in 1 to 
10 meter receivers. Low- 
loss. Glazed isolantite base. 
sistivity. 


High surface re- 
Silver-plated bronze spring clips are 
double-grip type and cannot loosen with use. 
1%” in diameter with two mounting holes, 


A5338. List, $1.50. 
YOUR PRICE 


ALLIED RADIO CORPORATION, 833 W. JACKSON BLVD., CHICAGO, ILL. 


‘Wamoabliad Mneciiicn PRODUCTS 


HAMMARLUND “STAR” 
MIDGET CONDENSERS 


A popular low priced midget 
for set builders, experimenters 
and laboratories. Sizes for 
short wave tuning, regenera- 
tion, antenna coupling, ver- 
niers, etc. Single hole mount. 
144" shaft. Size, 1% 6’? x1%4/ 
high and up to 1%” deep be- 
hind panel, depending on capacity. 


aneae he Mnf. List NET 
- 15 15 0.8 

A5329 SM- 25 25 x ant 49c 
A5330 SM- 50 50 .90 53¢ 
A5331 SM-100 100 1,00 59¢ 
A5332 SM-140 140 1.25 73¢ 

“STAR”? DOUBLE-SPACED 

CONDENSERS 


Similar to standard ‘‘STAR’’ condensérs listed . 
above, but with greater air-gap between ad- 
jacent rotor and stator plates, allowing use in 
low-power transmitter circuits. 


A5333. Max. capacity 35 mmf. 

LisGrSLDOS NET it creer tn ce mbries §9c 
A5335. Max. capacity 50 mmf, 
List, $1.25. NET 


HAMMARLUND “‘SWK’’ 
S.W. PLUG-IN COILS 


Efficient, well-designed S.W. coils.. Wound on 
low-loss XP-53 forms. High frequency coil sec- 
ondaries have heavy silver-plated wire. Others 
have heavy enameled copper wire. For use with 
140 mmf. condenser, 


4 PRONG COILS: {7-270 METERS. Kit of 4, 
two-winding coils, 


A5367. List, $3.00. NET........ $1.76 
6 PRONG COILS: 17-270 METERS. Kit of 4, 


three-windi ils. 
$368, List, $3.75, NET........ S&eRO 


A5S368. List, $3.75. 
Sete Se SS Sa 
INDIVIDUAL “SWK’’ COILS 


4 prong coils have two windings; 6 prong have 
three windings. For 140 mmf. condenser, 


Range 4 Prong 6 Prong — 
10-20 Meters A539 
17-41 Meters AB390 Asses 
33-75 Meters A5391 A5393 
NET 
EACH iS a5 i). 59c 73¢ 
66-150 Meters A5394 A5396 
135-270 Meters A5395 A5397 


NET 

EACH .........| Q@4@C | §9€ 
Broadcast Coils: 250-560 Meters 

A5369. 4 PRONG, two-winding coil. 

CAGE eS Us LOwte INE Ds Si oot :sc. fine ace Saleen 73¢ 

A5370. 6 PRONG, three-winding coil. 

List, $1.50. NET........ ob 6 die ow steee acets 88c 


NEW SWF LOW-LOSS 
COIL FORMS 


Rugged low-loss forms; of XP-53. 
Ribbed for air-spacing, with flange 
srips. Have shelf inside for mount- 
ing padding condenser. 1%” dia. x 
2%" long. Natural amber color. 


ASS72: 5 PRONG | Ea. BAC 
A5373. 6 PRONG.......... 24c 
HAMMARLUND 
ULTRA SHORT WAVE 


COIL FORMS 


Isolantite coil forms designed ‘for 
maximum efficiency at ultra-high fre- 4 
quencies.. Forms are 11%” in diani- ij 
eter, 2’’ long exclusive of prongs, and 
have holes drilled to permit almost 
any type of experimental winding. 
Made only in five prong type. Ideal for céils 
tuning the 28 and 56 megacycle bands. 


A5382. List, 75c. 


YOUR PRIGE « as2(o) sca, Atha des. ,.44C 
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You can assemble these fine trans- 
mitter units in a few hours’ time 
with only a screwdriver, pliers, and 
soldering iron. Every detail of lay- 
out and wiring is worked out for 
you and the finished job not only 
looks but performs just like the fin- 
est commercial transmitters. 


THE LATEST 


*& BUILD YOUR OWN * 


ALi:STAR 
UNITS and KITS 


40 WATT RF UNIT 


The ideal transmitter for the begin- 
ner, or for the old timer who wants 
to modernize his station, Consists of 
a 47 crystal oscillator and an 802 
buffer driving the push-pull 802 am- 
plifier. Provides four band operation 
with only two crystals, Band changing 
is by plug-in coils. Blocked grid key- 
ing of the amplifier stage effectively 
prevents key clicks. Complete kit con- 
tains all necessary parts, drilled and 
finished panel and chassis base, coil 
formis, condensers, etc. Less tubes and 


crystal. Requires 1—47 and 3—802 
tubes. Instruction book furnished. 
A8510 


40 WATT KIT. 


oA PRIGE:.,. 252 $3305 


LOW VOLTAGE POWER SUPPLY KIT 
Complete kit of parts for the low yoltage Dower supply; for use with 
the 40 watt R.F. unit. Has all necessary parts. Requires one type 83 
tube. For 110 V. 50/60 cycles. 


ASG 14. Less: tubes NET A eucieges ves se nepeccite $29.65 


SPEECH AMPLIFIER AND POWER SUPPLY 
AS85122. May be used as a modulator for the 40 watt RF unit or as 
driver amplifier for the 200 watt modulator. Supplied with either T7994 
modulation transformer or T8054 driver transformer, Hus input for carbon 


or crystal mike. Uses 2—6C6, 2—-76, 2—42, 1—83, and $ 
J—82 tubes. Kit complete with T7994 transformer. % 85 
ET => 


Less tubes and mike, 


AS513. Same as above but with T8054 driver transformer. Adequately 
excites the class “‘B’’ 838 tubes in the 200 watt me § 8 
Wigtorto’ full-output \ NETS caches). casicioss dle. see apitin 35- 5 


500 WATT R. F. AMPLIFIER 


Any amateur with a low power transmitter can, by 
use of the All-Star 500 watt RF unit, increase power 
economically. Designed for use with the 40 watt RF 
unit described at top, or any RF unit furnishing 15 
to 25 watts for excitation. Uses two 838 tubes in push- 
pull. Panel and chassis base are drilled and finished. 
Even the beginning ‘‘Ham”’ can build and operate the 
completed job, Kit contains panel, chassis base, hard- 
ware, condensers, chokes, insulators, ,meter; everything 
except the tubes and plate coils. No need to spend 
hours deciding how to build a high power amplifier for 
your present rig or for the 40 watt All-Star transmitter. 


ee ay by EC 
NES RS Serra 's aceite h pete: ti, atapete oly, Simeide tana PRS 
HIGH VOLTAGE POWER SUPPLY 


For use with 500 watt R.F. amplifier above. In- 
cludes panel, chassis, transformers, chokes, condensers, 
insulators, etc. Requires 2—866 tubes. Complete; ready 


to assemble and wire. $ 
Fi Anitacamemereee tai cS 5245 
200 WATT MODULATOR 


Will 100% modulate the 500 watt R.F. amplifier, or 
your present 500 watt CW rig. Requires the speech am- 
plifier at top (A8513) or similar unit as a_ driver am- 
plifier. Uses 2—8388 tubes in Class “‘B.’’ Kit contains 
panel, chassis, transformers, sockets, ete. -No power 
supply included. Obtains ‘‘B’’ volt- 

f age from High Voltage Power Supply. 


$2675 
@AS516. Less tubes. NET.......... . ——— 


A9938. 38 INCH RACK. Standard 19” relay rack; has ample 
oe for the 40 watt RF unit, low voltage power supply, and the speech 
amplifier-modulator units. 


Shipped knock-down. wee’ § ”7 
FE iy8: PINE, Ties O8Sc «bie Shia note apc Wee: eoab yy ERAN Setiath of ets to eared 8. 0 


A9939. 


for complete 500 watt CW, 400 watt phone rig. 


Shipped 
knovked-down. ‘Wt:,. 40) Ibsy. NEB Tas os sive Pucjdae day ae $10.70 


Johnson Inductors For Above Transmitter 
Especially designed, high efficiency plug-in inductors. Durably “ere 


wa 


No. irl Meee A 

ING cree APNG: Soersatlie caiks eo kaa 6 c 
ASGas. rR cpl Cae aaa MENU Ti 634 40 3°23 
AS GE Bire ie: kin Fi ates etaieur ose laaek 632 80 3.67 
BOGE eek he ces Ueositinees 630 160 4.88 


ALL-STAR INSTRUCTION BOOK 


16 complete pages of assembly data for the All-Star Transmitter. 
Clear concise instructions, photographic layouts, and detailed wiring 
diagrams make construction easy. 


AT1002.. YOUR \PRICE.,... i0lics/ aula bw seeio a 15¢ 


NEW UTAH 
80 WATT CW 
TRANSMITTER KIT 


Here is the answer to your new 
transmitter problem. For the begin- 
ner it’s an ideal starting rig, a base 
on which to build to a complete 400 
watt station. For the advanced Ama- 
teur it’s a peach of an auxiliary unit to 
allow operation on several bands 
without disturbing the ‘‘big rig.’’ It’s 
new and up-to-the-minute; uses a 
6L6 as crystal oscillator and a paral- 
lel 6L6 RF amplifier. Will deliver 
full 80 watts to the antenna. Attrac- 
tive steel cabinet 18”’x16”x914” is 
finished in black crystal. Circuit de- 
sign produces maximum ‘‘sock” with- j 
out excessive power requirements. Easy to assemble; all drilling and’ 
punching already done for you; in fact the kit comes to you with many’ 
of the parts mounted in place. AJl parts carefully selected; power sup-- 
ply units have ratings that will insure maximum performance even under: 
continuous operation. -Don’t delay building your new rig—start your: 
Utah Add-A-Unit transmitter with the 80 watt Unit now. Kit comes: 


Rioase. co met nen dy for assembly. : y 

. Complete Kit, less only tubes, crystal 

and meters, v $4g75 ) 
And that isn’t all—more Utah kits are coming to enable you to build! 

the complete 400 watt CW-Phone rig. ALLIED will have them as fast' 

as they are released. Write for literature and details. 


SECTIONAL RELAY RACKS 


An ingeniously designed rack that fits every transmitter or 
other equipment requirement, Start with the base unit and 
add a section at a time as you build. Side sections, front 
panels, and back panels are available in standard rack sizes 
(see the complete listings below). Sturdy, rigid assembly; 
louvres provide ample ventilation, Made of heavy stee] finished 
in black crinkle enamel. Basic section can be placed on your 
desk or table; then as sections are added, rack may be placed 


on floor. 
A5670. Base. Heavy cast | A5G71. Top Cover. In- 
verted tray type; baked black 


steel. Size 20x15%x2%. Bolt 
holes provided for floor 


431, 


wl 


SIDI. 
ILLLIISS 


mounting. Black crinkle fin- ce finish, Size 20x14%x $i ae 
ish. : wa 
NET ............ $3.23 NET eceseses, PLGA 

SIDE SECTIONS BACK SECTIONS 

N a * oe No. Size NET EACH 

0. Size wo Sides = (3 
A5672 °° ssxtdk"- 81.18 | Resoe cian ee 
A5673 = 554x144 1:32 | ae393 Naor “Ba 
A5674 7 xl4% 1.47, | ng3o4 83, x1 " 
A5675 _8%x14i0 1:76 4 4x19 73 
A5676 = 10%x14%4 i:o7 | A6395 1014x19 .88 
A5677 1214x1414 2°35 A6396 12% x19 1.03 
A5678 14 x14% 2°50 | A6397 14 x19 1.18 
A5679 = 15%x14% 5°65 | A6398 15%4x19 1.32 
A6388 1714x1414 2.94 | A6573 174%4x19 1.47 
A6389 1914x1414 3.09 | A6574 1914x19 He 
A6390 21 x14% 3.23 | A6575 21 x19 1.76 


CHASSIS FOR RELAY RACKS 


These chassis bases are designed to fit all standard relay racks. Four 
sizes take care of every requirement. Made of auto body steel; zinc-coat- 


ing prevents rust. Sides 3 in. high. Readfly machined. May also be 
used for receiver chassis bases, 

No. Size. NET No. Size NET 
AG576 2%"x17"x3" $0.88 A6578 10”’x17"x3” $1.03 
AG577 7 x17”x2% -97 A6G579 = 18”x17”x3” {.4 

RELAY RACK METER PANELS 
BRACKETS No need to scatter meters over 


Provides easy mounting of 
chassis. bases and sub - panels to 
relay rack panels. Made of sturdy 
auto body steel with black crystal- 
line lacquer finish. Will absolutely 
prevent sagging of shelves which 
are heavily loaded. Supplied in 3 
sizes. 


all the panels in your rack These 
panels allow all meters to he! 
grouped together presenting a neat 
appearance. Made of heavy steel, 
finished in black crystalline; slotted 
to fit standard relay racks. Size 
5144x19”, ! 


A7024. 5” Base 35¢ Cat. No. of Meter ; 
ei PER PAIR.... No. Holes Size NET 
A7025. 8” Base A7028..... 5. ea oS ee 
Brackets. PER PAIR..... 56c A7O29..... 3. 2 oe art | 
A7026. I!” Base 7 ec A7030..... 5A Bie - 1.45) 
Brackets. PER PAIR..... 3 A7O31..... x a Sa Sager a 98 


GUARDIAN RELAYS 


Model B-100 Break-in relay. D.P.D:T. tyne. 
Designed to provide rapid switching from receiy- 
ing to transmitting with minimum number of 
switches. Can be used in a number of methods 
to permit fast break-in operation, Operates 
from 110 volt AC. Exceptionally heavy mag- 


net and return springs for $ gst 


clean high-speed break. 

A7707.. Model B-100. NET ..... ’ 
A770O6: Model K-106. <A _ single-pole-single-throw type relay for all 
keying circuits. Pure silver contacts break clean; positive return spring# 
allow high-speed keying without sputtering, 4 
WET ose Shro cs Cn es the SAEs bles io oe Cocercnbevece Cesc ovase 


BLILEY | 
MOUNTED 
CRYSTALS 


“Cut from. the finest raw 
Brazilian quartz; accepted 
as standard by Amateurs 
throughout the entire world. 
Precision ground in the 
world’s finest crystal labo- 
Tatory. Breduesey: calibrations given. are ar- 
ged at by comparison with a standard which 
iS.accurate to two parts in ten million, result- 
ing in a precise, accurately calibrated crystal. 


TYPE LD2 


A new crystal with many features, Frequency 
“drift is less than 4 cycles per megacycle per 
degree C.; eliminates need for oven equipment; 


has greater activity. Calibration is within .03%. 
RPESUEREY: WITHIN 5 KC, 

ZB 40 ao d MC -° NET EACH 
A254 3.5 
ay} g4.80 
“me EXACT EReGveNncy 
wanes pear ltgl NET EACH 

: 3.5 
Ageas =| «$5.90 

TYPE H¥F2 


Specifically designed for the higher frequency 
bands. Available in two ranges: for 20 meter 
operation, and for multiplying into the 10 and 
5 meter bands, ‘‘C’’ cut crystal has drift of 


only 20C/MC/°C; mounted between stainless 


steel machine-lapped electrodes in a holder of 
‘molded Victron G. For socket mounting. 

No. Frequencies Within EACH 
A2547 14.0to14.4MC 15 KCL § 6.50 
A2548 14.4to 15.0 MC 30 KCS 
A2515 14.0toi44MC 5 KC 10.00 
A2516 14.4to 15.0 MC 5 KC 15.00 


TYPE BC3 


Type BC3. Accurately calibrated X-cut crys- 
tal mounted in a molded bakelite holder, hav- 
ing exposed heat-radiating electrode. Plugs into 
5 prong tube socket. Calibration is within .03%. 
Specify frequency when ordering. 


stoc K | Frequency Band NET 
NO. Within MC EACH 
A2528 | = 5 KG 7.0 
a2s29 | + 5KG 35 |$3-95 


53 | $4.95 


VARIABLE 


FREQUENCY UNIT 
TYPE VF-1 


Yasily adjusted variable crys- 
tal. Can be shifted up to 6 KC 
at the fundamental 8.5 MC fre- 
quency, Drift less than 4 
e/Mc /°C._ Plug-in socket mounting. 


518. -Exact specified 3.5 
MC frequency. 


BLILEY CRYSTAL 


HOLDERS 


Molded bakelite holders for 
inch square crystals, Threaded 
screw top. Plugs into tube 


oe 0 socket, Mounts in any position. 
A2537. 20-40 meter, 
A2538. 30-160 meter, EACH...... 95c 


INSULATED GRID CAPS 


A2051. Standard size for receiv- 
ing tubes. Black insulation. 


Be ET EACH 
A2076. Large size for transmitting 
tubes such as 866, etc 


.X-MITTING GRID LEAKS 


Adjustable 200 watt vitreous enamel resistors. 
Seale on side, With brackets and slider. 


neig00 | Qhms NET EACH 
am ““$poe 
25°00 | y LL 
50,000 [ oe 
100,000 | 
Extra sliders, AGI orice gecrstenen Sc 


A2505 Psa : igh, %” Gia. 

base; fits 46” hole, 

MENG cca es 18¢c 
A2506. ye out gh, %” -dia 
base; fits 746” hole. 

NET ....:. MRE Whigs: 15¢c 


A2517. Within 5 KC of’ speci- 
fied 3.5 MC frequency. NET...... $8.00 ; 


MIDGET STAND-OFF 
INSULATORS 


Small glazed porcelain units. 
Inexpensive and efficient insulators 
for multi-stage rigs. 
AG1I42. 2 inches high. _Body 
Be «” with 10-32 nickel plated brass 
hardware. 71¢ 
NET (EACH. oo sojitaire tides 
A6143. [%” high, Body 1” 
nickel plated brass hardware. 

NEF: EACH ee cet bit ta ne 
A6G144, 134,” high. 
hardware. A tiny unit. 
NET EACH Heels on avec enous wine 20h Sicle 


JACK TYPE 
An assembly of 2” stand-off 
insulator and light duty jack. 
For low-power use. 
AG6145. 
NEY EACH 


FEED-THRU STAND- 
OFF INSULATORS 


The ideal method of bringing 
leads through chassis bases, or 
through sub-panels,. Sturdy insula- 
tors of glazed porcelain. Universally 
accepted for transmitter use. 


Equipment 


with 8-52 


ae 


AZ502. 1/4” high, 7%” dia, base. "Fits 
“6 ole. 
NET EACH ........ ; hal hse 
A2 503. %” high, 34” dia. base, Fits 
6” hole. 
RET EACH a aOR 12¢c 
A2504. %" high, %” dia. base. its 
716 ole, 
SETIEACH {Oe 7¢ 


JACK TYPE FEED-THRU 

Same units as-listed above, but 

fitted with built-in jack on top. 
Jack fits standidrd GR plug. 


GR TYPE JACKS & sh 

Banana type 
plugs. Prongs of 
spring brass, 
A2049, METAL JACK. 
A2048. METAL PLUG. 
DO24 1 0. EACH S55. 027.426 me 
; Insulated Type 
044 RED 
045 BLACK 


BACH fcc scescest 


TRANSMITTING 


CONNECTORS 


AGI46. JACK, 1%” high. 
Mounts with a 10-32 screw. 


NET 
CACH. .). ee Reis 12¢ 


A6G147,. PLUG. Fits above 
jack, 14” diameter. with 10-32 
nut; has hole in end, Fits 
4%” copper tubing. 

NET EACH 


LO-LOSS TRANSMITTING 
50 WATT SOCKET 


For 50 watt tubes; flush 
mounting type. Positive con- 
tacts. Isotex insulation, 


(ist, $160, NETss..: 59¢ 


List, $1.50. 
JOHNSON 
X-MITTING 
SOCKETS 


A61 40. UX BASE. 
For type 10, 52. or 
other UX hbase tubes. 
Porcelain insylation; 
heavy spring contacts. 
List, $1.00 


NET 413, Fal 37 59c 


JACK 


AGt{41t. 50 WATT socket. Porcelain base 
with haa dual pee bronze contact 
springs. Jadmium plated. 

Lit piso, NETAGa..1: ue... 88c 


ALLIED RADIO CORPORATION, 833 W. JACKSON BLVD., CHICAGO, ILL. 


TRANSMITTING 
COIL FORMS 


An ideal inductance form for 
transmitters and for numerous other 
uses, Bakelite body, 2%” diame- 
ter, 8%” long, with molded fin- 
ger grip rim, Winding space, 314”. 
Ribs extending 4%” insure low-loss 
air-core’ winding. Two .styles: 
plain and grooved. Grooved forms 
are threaded 12 turns per inch, 


Plain Forms | Grooved Forms 
No. _ Prongs No. Prondgs 
A2650 4 A266 1 4 
A265 1 2662 5 
A2652 Asees 6 
NET NET 
it, Baers, 


COIL FORMS 


Low-loss coil forms of Insu- 
lex. Particularly adapted for 
20 and. 10 meter operation. 
Threaded for No. 10 wire with 
plenty of holes for wire and 
supports. 20 and 40 meter coil 
forms 244”x5”, 80 and 160. meter coil forms 


4x6 44”, 

FOR 20 AND 40 METERS. 
Less supporting legs.......-$0 
7. With supporting legs....... 


FOR 80 AND 160 METERS 
8. Less supporting legs........ Si, 
9. With supporting legs....... { 


COIL 
MOUNTINGS 


Jack and plug strips for 
use with above coil forms. 
Strip is of genuine Mycalex. 
The ideal high frequency 
plug-in arrangement for mul- 
ti-stage transmitters, Furnishes rapid means of 


changing pre- adjusted coils. 
A5600. Plug-in base 57%,6”.......... 68c 
A5602. Plug-in base 6347............ 3c 
A560!. Jack base 574¢”. Fits both 
SSPE E ROVE ie iewin Xs wie Koc & Badass pete ohe oekia eee 9c 
SOFT-DRAWN 
COPPER 
TUBING 
For winding your own inductances. Made of 
Seamless soft drawn copper, annealed. Bends 
easily. 142” wall. Maximum lengths, 25. feet. 
Stock Outside NET 
No. Diam PER FOOT 
PABA LE 6 tov aie creeks oc SEES CASEY te 4c 
AQABA Gi ditvecssvcs GA 6 yneceiocdth tlaie aie - SC 
BQAA A caer scives pA apa See ee 6c 
BQO BS. 25.6064 .38 OL ale or eR oe 8c 
B2479....-. cccre.. Bie. eraevas reine 9c 
PEABO s cee sca WaT neat cia. bap Bang 13c 


FLAT COPPER STRIP 


May be wound flat or edgewise; for winding 
transmitting inductances. 


PERE 6c 
COTO 
CONTROL 
WHEEL 
A new line of dials 


and indicators especially 
suited for use on Ama- 
teur transmitters. Com- 
bine the advantages of 
both pointer and dial in 
an attractive professional 
type control. Wheel is molded black bakelite 
fitted with aluminum pointer; for .4” shaft. 
Dial scale is black-finished aluminum with pol- 
ished aluminum marking. Name plates attach 
easily with two small pins. 3%” wheel has 
pointer radius of 1%”; scale width 544” diam. 
244” wheel has pointer radius of 14"; scale 
width 353” diam. Name plates available as fol- 
lows: OSCILLATOR; OSC. PLATE; BUFFER: 
BUFFER PLATE; DOUBLER; DOUBLER 
PLATE; BUFR... DBLER. PLATE; GRID 
PLATE; TANK; NEUTRALIZE; PWR. AMP. 
GRID; PWR. AMP. PL ATE; ANTENNA. 
Specify name plate desired when ordering com- 
plete control, 


A2665. 3/4” Control Wheel. 

With name plate. NET........... $1.47 
A2666. 34” Control Wheel only, 
With pointer: (NET. ..... 1. wensbee 


A2667. 2'4” Control Wheel, 

With name plate. NET...-....... 1.18 
A2668. 2/4” 
With pointer. NET 


117 


RAYTH EON 


TRANSMITTING TUBES 


A “‘special’?’ 6L6G for use in A 


Ruggedly built to give excellent service and long life at full rated output. 
6L6GxX 


3 
beam - power transmitting 


EIMAC TUBES 


Designed especially for heavy 
service, this line of tubes has a 
reputation for being able to “‘take 
a beating’? and for long life. 
Plates and grids of tantalum; 
envelopes of hard Nonex glass. 
Will operate efficiently at either 
high or low frequencies. Real 


se Paciat telanttn caine poe | Ru net wes Sc raise seed 37 eta oa 
use_in place of metal 6L6 in all | 750 V. at 80 MA. max, Power TYPE 35T 
pase et $1 90 output 20:to 30 watts. $3 50 Low-power general-purpose triode. Fil 7V. 
Beis te cists e : : \< Bone 
A475. NE wee ee SN AGGS~ NEF cv css . at 4 A.;,Plate voltage 200 to 1900; Plate dis: 
Sipation 35 watts. e or use as H.F. oscil- 
TRIODES aoe aiid ; lator or doubler. SB 80 
ass 0. ABs S57 e 
Type | No. | Plate Diss.'| Service | NET | Type | No. | Plate Diss.| Service | NET | 4!089- Weta pes ‘ f 
RK10 | A4i4 12 W. B-C_ |$ 3.50 ee rei vn a one Merce General-purpose triode. Amplification factor 
RK16 | A419 10 W. A-C 4. RK23 | A426 10 W. G 4.50 — 12. Plate dissipation 100 W.; Class C. power 
RK18 A417 35 W. B-C ete RK25 | A427 10 W. G 4.50 output up to 400 W. For R.F. service or Class 
RK24 | A422) 1.5 W. yy -25 | RK28 | A452 | 100 W. Given 41° 34 5g | oe OIE 
RK30 | A454 35 W. B-C 10.00 RK39 | A463 20 W AltO92. YOUR PRICE ..... ry) 
RK31 | A455 40 W. B 10.00 | gréax| ‘Aazs tint Cc 3.50 : “2 
RK32 | A456 50 W. C 12.00 : Cc 1.90 TYPE 100T-HI 
RK34 | A457 10 W. B-C 3.50 RECTIFIERS General-purpose triode. Amplification factor 
BES ae ae Ks 5 a Max 30. —S a6 ph he oo neces ne Beivies 
E 2 “ : power and lower bias, Especially suited for use ~ 
RK37 | A461 35 W B-C 8.00 | type | No. | Peak Volts) Amps. | NET | in diathermy equipment. $1 r) 
Huss | Adez | 100 w: | BC | aes | Ree] As | 150 | Og |S 7se | Atoo3. your Price....... Sk Sep 
841 A459 12 W. Cc 3.25 | RK22 | A451 1250 0.3 7.50 TYPE 250T-LO 
842 A460 12 W. A 3.25 866A A423 10,000 0.6 4.00 High-power general-purpose triode. Low am- 
864 A425 | Preamplifier A 1.60 872A A424 | 10,000 2.5 16.50 plification factor. Plate casotoe nee. at W. ha 
xcellent ass 


CLASS OF SERVICE: CLASS A: Audio amplifier; 
Class.B R.F. amplifier; CLASS C: R.F. Oscillator, 


MIDWAY 


Sturdily built, compact, variable condensers. 
Aluminum plates and frames; Radion insulation. 
Double bearings assure perfect alignment. Peak 
yoltage ratings for each type are at 4 MC. Shaft 
is %”x1” long. Overall mounting space 3”’x21,”. 


RECEIVING 


TYPE TRANSMITTING TYPE 
Airgap .031”; peak voltage 1000. For medium power transmitters 
May also be used in low power up to 100 watts C.W. or 30 watts 
.ransmitters, ’Phone. Airgap .070”: peak v., 
No. Type Minf. NET | 3000; polished plates, rounded edges. 
A2840 MR- 25-BS 26 $1.35 No. ype Mmf. NET 
A284{° MR-50-BS 50 1411A2850 MT- 20-GS 20 $1.68 
A2842 MR- 70-BS 70 1.50] A285 MT- 35-GS 3 1.82 
A2843 MR-105-BS 105 1.56] A2852 MT- 50-GS 50 =. 2.06 
A2844 MR-150-BS 150 1.62]A2853 MT- 70-GS 70 2.32 
A2845 MR-260-BS 260 1.65] A2854 MT-100-GS 100 2.59 
A2846 MR-365-BS 365 1.94 'A2855 MT-150-GS 150 © 3.23 
MIDWAY DOUBLE CONDENSERS 

CAT. TYPE MMF. | PEAK Y. | PLATES : 

NO. .- NO. Per Sec. Per Sec. Per Sec. NET 
A2863 MR- 25-BD 25 1200 3 $2.32 
A2864 MR- 50-BD 50 1200 5 2.47 
A2865 MR-150-BD 150 1200 15 2.82 
A2833 MR-100-BD 100 1200 11 2.70 
A2866 MR-260-BD 260 1200 25 2.94 
A2867 | *MT- 20-GD 20 3500 5 2.97 
A2868 | #MT- 50-GD 50 3500 11 2°43 
A2869 | *MT- 70-GD 70 3500 15 82 
A2834 | *MT-100-GD 100 3500 21 4.70 
A2835 | MO-180-BD 180 2000 29 4.70 
*Rounded Plate Edges. 

Gi CARDWELL TRIM-AIR 


MIDGET CONDENSERS 


For use wherever high-quality midget condensers are 
required. Rigid assembly; mounted on Isolantite for 
minimum losses, For use as midget tuning or low 
power neutralizing condensers, Suitable for ganging. 


Mmf. NET No. Peak V. Mmf, NET 
10 $0.73 A2860 750 75 $1.00 
15 By ge A2861 750 100 1.03 
25 : A2862 50 140 1.85 
35 88 A2847 3000 30 1.09 
50 .94 A2839 4900 4 1.09 
4 Purpose Condenser. For ultra high frequency use. 


CLASS B: Class 
Buffer, Doubler, or Amplifier. 


‘CARDWELL CONDENSERS 


C power output up to 600 W. 


B Modulator or PS Gitdivia tor 


$24.50 | 


A1o94. YOUR PRICE....... 
WitiT sq? TYPE 250T-HI 
| | II f MERRILL LOW ‘Cc Same as 250T-LO above but with high am- 
i TRANSMITTING INDUCTORS plification factor. Easier to drive. 52 4 6 
HE l Designed for maximum efficiency in either high or low power trans- | ALO98. YOUR PRICE....... 5 
ania nT mitters, Low dielectric losses; rigid construction. More efficient and 
| | less bulky than copper tubing coils. ‘‘T’’ series coils which are wound 
\ with No. 10 wire will stand 1 KW input. ‘‘B”’ series coils are for me- OHMITE 
\\I dium power rigs; ‘“‘A’’ series are for Antenna Coupling. ULTRA 
No. Turns Dia. NET No. Type Turns «Dia. NET 
Age poe. 80:69 Raeeh ee Bee ee ae ae 
A26 12 4% "80 | Azess «Ty POO ee ee ond ronsmitiea i 
A26 16 5 1.10 A2684 40T 20 3% 1.25 microhenries; resistance 0.85 ohms. Will carry 
A26 an 25% .70 A2685 80T 28 4, 1.50 1000 MA. Size 134’x54—”. 2” tinned 
A26 22 2% .80 ! A2686 160T 42 5 2.00 . 16" « 15¢ ; 
* For use with 75 mmfd. capacitator. Other “B’’ and ‘‘T” coils use 35 mmfd. leads. NET ....00sesse00eeenst erak Serene 


TRANSMITTING 


Extremely rugged, accurate and reliable. 
Rigid and vibration-proof. Peak voltage 
ratings are at 4 MC. Condensers rated 
at 4000 volts and over have polished, extra 


heavy plates with rounded edges. Im- 
proved brush type contacts. Compact size. 

CAT. TYPE CAP. PEAK 

NO. NO. MMF. VOLTS NET 
A2828 XT-220-PS 220 3500 $ 2.35 
A2829 XT-440-PS 440 3500 4.12 
A2815 +XP- 90-KS 90 4000 .65 
A2816 +XP-165-KS 165 4000 B82 
A2817 +XP-290-KS 290 4000 5.59 
A2818 XP-330-KS 330 4000 5.83 
A2819 XE-240-KS 240 4250 5.388 
A2820 XG-110-KS 110 5250 5. 3 
ASS) +TJ-150-US 150 5200 13.5 
A2822 +TJ-315-US 315 5200 | “32 
A2811 | +TZ- 80-RS 80 12000 ps 

DOUBLE TRANSMITTING CONDENSERS 

CAT. TYPE MMF. Per} Peak Volts 

NO, NO. Section Per Sec. NET 
A2837 XT- 80-PD 88 3500 $ 2.94 
Age 38 XT-210-PD 214 3500 4.70 
A2831 +XP-325-KD 325 4000 12.94 
A2823 XG- 50-KD 50 5250 5.88 
A2824 +XG-110-KD 110 5250 8:33 
A2836 | +tTZ- 40-RD 40 12000 5.2 


+Mycalex standard. All others available with Mycalex insulation 


at slight additional cost. 


HIGH FREQUENCY CONDENSERS 


A new series of condensers developed for use in high-power, high fre- 
quency circuits, Ideal for 5 and 10 meter transmitters or for diathermy 


machines, Special construction for high efficiency with minimum losses, 
CAT. TYPE CAP. PEAK 
NO. NO. MMF. VOLTS NET 
A2825 *NP-35-GD 35 4000 $3. 32 
A2826 JD-28-GD 28 4600 
A2827 JP-48-GD 48 4000 3: ‘33 
*tsolantite Insulation. 


CARDWELL ROTOR LOCKING DEVICE 


For use where dial or knoh adjustment from the front of panel is not ~ 
required. Locks rotor section securely to prevent yibration from disturb- ~ 


(1) 3 pl ate condenser, 2 segment stator, (2) 3 plate condenser, single 
stator, (3) 2 plate condenser, 2 segment stator and (4) 2 plate "7 c ing condenser setting, 35¢ 
condenser; “single = stator. NET so cashes -hnee vdeibew se tebe la sleie 3 / A2849..,. Ust, G00.) + NER ions. -nken sgniect ol eee na 


ALLIED’S AMATEURS ARE AT YOUR SERVICE 


? 


NEW RCA-807 
BEAM POWER TUBE 


Designed for RF service. Plate 
connection at top; ceramic base 
Improved shitlding eliminates neu- 
} tralizing. Plate dissipation 21 
Fil. 6.3 volts at 0.9 Amp. Max. plate 


at 95 MA. $3.90 


NET ......... SMa ialnets'> 


‘Type | Cat. Plate Class of 

‘. : No. Dis. Service| NET 
203A A210 100 W. B-C |$ 15.00 
204A A211 250 W. B-C 97.50 
PSI A212 75 W. A-B-C 15.00 
- 800 A213 35 W. B-C 0.00 
801 A214 20 W. A-B-C 3.45 
802 A239 10 W. Cc 3.90 
803 A24 125 W. Cc 34.50 
804 A270 40 W. Cc 15.00 
805 A271 125 W. B-C 15.00 
id A269 150 W. B-C 24.50 
7 A261 21 W. Cc 3.90 
808 A262 50 W. B-C 10.00 
hg A265 60 W. B-C 10.00 
3 4 A266 50 W. Cc 12.50 
37 A272 12 W. Cc 8.50 
838 A242 100 W. B-C 16.00 
840 A243 1 Ww. A 6.00 
841 A216 15 W. A-B-C 3.25 
842 A217 12 W. A 3.25 
843 A218 15 W. A-C 12.50 
844 A219 15 W. C 18.00 
845 A220 75 W. -B 15.00 
849 A221 300 W. A-B-C | 160.00 
850 A222 100 W. r¢ 37.50 
852 A224 100 W. C 16.40 
860 A225 100 W. C 32.50 
864 A227 | Preamplifier A 1.00 
865 A228 15 W. C 12.75 
868 A229 Photo-tube |....... 3.70 
917 A244 Photo-tube |....... 4.75 
918 A245 Photo-tube |....... 4.50 
919 A268 Photo-tube |....... 4.75 
920 A273 Photo-tube |....... 5.25 
954 A246 | Acorn Pentode C 5.00 
955 A230 | Acorn Triode C 3.00 
956 A263 |Acorn Pentode C 5.00 
1602 A275 12 W. A-B-C 2.75 
1603 A276 | Preamplifier A +25 


CLASS OF SERVICE; CLASS A: 
RF amplifier: CLASS C: 


OSCILLOSCOPE KIT 


Build your own 
oscilloscope. In di- 
cates audio distor- 
tion, R.F. wave form, 
percentage of modu- 
lation, etc. Kit con- 
tains neon tube with 
mounting clips, 3”x 
23 5” unbreakable mir- 
for with -motor shaft adapter and 
complete instructions. $300 

6227. Oscilloscope Kit.......... — 

6228. 

YOUR PRICE 


Neon tube oniy, 


ae $1.50 


RCA DeFOREST 
TRANSMITTING TUBES 


The complete line of RCA. deForest transmitting tubes offers a tube 
for every Amateur need. Accepted by Amateurs all over the world. 


Audio amplifier. 
RF oscillator, RF amplifier. 


NEW RCA-913 
CATHODE RAY TUBE 


A new low-voltage cathode ray 
tube of the electrostatic deflection 
type. Has one inch screen. Espe- 


ZG, MER iolh tide a, $5.60 


RECTIFIERS 
Catalog |Peak Inv.) Max. 

Type. | Number Volts Amps NET 
217A A247 3500 0.6 $20.00 
217C A250 7500 0.6 20.00 
836 A267 5000 0.25 11.50 
866 A206 7500 0.5 1.75 
866A A231 10000 0.5 4.00 
872 A232 7500 2.5 14.00 
872A A233 10000 2.5 16.50 
878 A234 20000 .005 11.00 
879 A240 7500 .007 3.00 
885 A235 Gas Triode 2.00 


CATHODE-RAY TUBES 


903...A251. 9 in. Electromagnetic 

Doflection 22.40 licsccck eee 6.00 
904...A236. 5 in. Electrostatic- 

Magnetic Deflection .,........ 52.50 
905...A237. 5 in. Electrostatic 

DONOCUON stint ee kmet es Paes 45.00 
906...A238. 3 in. Electrostatic 

Dotloctivns 6 occa hie eos os 15.00 
907...A252. 5 in. Electrostatic 

Doneotione—- oats. eiicsnctchee 48.75 
908...A253. 3 in. Electrostatic 

Denevtiotr oi.) ele mists s cae 18.00 
909...A277. 5 in. Electrostatic 

DoOnsctlonie tN ater ie nce woe 49.00 
910...A278. 3 in. , Electrostatic 

Dollections, 63s <.ccewosasinaes « 21.25 
91f...A279. 3 in. Electrostatic 

Dollection ius dee ake orcs 22.50 
912...A280. 5 in, Electrostatic 

Deflection coc os sieneece este e 163.40 
913...A264. [ in.. Electrostatic 

Denecrtony (asc citets cenrtoebece 5.60 

CLASS B: Class B Modulator, Class B 


RCA TUBE DATA BOOK 


A248. Contains valuable technical and oper- 
ating information on RCA-deForest 
Amateur Transmitting tubes. NET...... 10¢ 
TECHNICAL SUPPLEMENT 
Contains information on these new tubes; RCA 
801, 802, 838, 850, 954 and 955, 
A249. NET 
BOTH FREE WITH TUBE PURCHASE 


CATHODE RAY TUBE DATA 


A complete booklet on the operation of Cathode 
Ray tubes. Detailed data of real value. 


A256. YOUR PRICE................ 25¢ 


SPEED-X TRANSMITTING KEYS 


NO. 301 AMATEUR’S KEY 


A good standard 
key, sturdily con- 
structed. Moulded 
bakelite base. Coin 
silver contacts. Arm 
and binding post 


$1.12 


throme plated. 


BIGONET. 0) 0. 2o-Me coca tt. a 
NO. 320 HEAVY DUTY KEY 
Has % inch solid coin silver contacts. Well 


(msulated. Black base. All other parts chrome 


plated. 
47962. List, $3.00. NET....... $1.76 
NO. 310 STANDARD KEY 
Skeleton design, 
Well constructed. 


Coin silver contacts. 
Black hbase with 
chrome plated parts. 


oh ie $1.32 


NO. 300 
Well-made low - 
cost practice key. 
A7960. 
NET 


HI-SPEED AUTOMATIC KEY 
NO. 501 = 


A profes- 
sional key 
fully adjusta- 
ble from 8 
words per min- 
ute to as high 
as desired. s 
Will hold adjustment at all speeds. Coin silver 


contacts. NET..:<... $7.35 


A7964. 
JUNIOR HI-SPEED KEY 


Similar to No. 501 but smaller. A_ favorite 
among amateurs. Black lacquered finished base. 
Other parts chrome finish. 


A7965. List, $9.50. NET....... $5.89 
SPEED-X BUZZER 


A professional constant fre- 
quency buzzer. Will hold its ad- 
justment. Resistance 2 ohms, 
Works on 2 dry cells, or 1 “ 
battery, 


A7966. 


List, $12.50. 


TRANSMITTING 
TYPES 


New Ultra H. F. Tubes 
Oscillator, R.F. Amplifier, 
T2z0 Modulator, Plate dissipates 
20 watts, 
A1o74. net. 92045 
TS5 Oscillator, R.F. Amplifier. 
Plate dissipates 55 watts. 


AlO85. NET ............. $8.00 


T1IS§§ Oscillator, R.F. Amplifier. Plate dissi- 


pates 155 watts, $19.50 


AIO86. NET........ 
T200 Oscillator, R.F. Amplifier. Plate dissi- 


pates 200 watts. $21.50 


A!l087. NET 


GENERAL PURPOSE TUBES 


866 Jr. Half-Wave mercury vapor 
6 Adee atet A1073. NET... 92000 
866 Half-Wave mercury vapor 
rectifier. AI1O75. NET... PLeOS§ 
756 Oscillator, Doubler, Modulator, Dissipates 
825 


inte ee $4.95 


A1O088s8. 
Amplifier, Modulator. 


Oscillator, 
Dissipates 40 watts, 
AlO76, NET ...-.5.0c03: $4.95 
203B (Metal Plate.) Audio and low power 
R.F. Amplifier. Diss. °¢§ rv) 
watts. A1O8O. NET..... 75 
S41A H.-F. Oscillator, Doubler, R.F. Ampli- 
fier. Dissipates 50 watts. $7 00 
RiOS2s NEV coors ks e 
S45 Audio Amplifier, Modulator. Delivers 22 
to 28 watts Class A. $12 rv) 
AlO83. NET ‘ he 
Oscillator, R.F. Amplifier, Modulator. 
203A Dissipates 100 watts. $12 0 
AlO77. NET 5 
211C H.F. Oscillator, R.F. Amplifier, Modu- 
lator. Diss. 100 watts. $12 rv 
A(O8t, NET 5 
HD203A Oscillator, R.F. Amplifier, Mod. 


Diss. 


Al1O79, NET....947050 


@2zZ (Super HD203A.) Osc., Ampl., Mod, Dis- 


sipates 200- watts. $18.50 


A1O84. NET 
GAMMATRON HK354 


A medium power general purpose tri- 
ode with Tantalum elements, Tungsten 
supports, and Nonex glass envelope. 
Fil, 5 V. at 10 A, Plate voltage 1000 
to 4000 volts; dissipation 150 watts. 
Power output Class C, 300 to 950 watts. 


$24.50 


A new UHF tube. Fil. 


HK154 5 V.@6.5 A. Plate 1500 
V. Dissipation 50 W. For Class ‘‘B” 


Mod. and R. F. Service. 
A1O53. NET 


MAC-KEY 


Built by T. R. Mc- 
Elroy, world’s fastest 
telegrapher. Heavy 
cast base anchors key 
firmly to table. Con- 
tact points perfectly 
alignable. Vibration- 
less and stutter-proof, 


Easy to use and non-tiring. 
A7968._ List, $13.25, NET..... D9 9eQS 
MAC OSCILLATOR 
For the beginner learning the code. Provides 


pure tone adjustable at 600, 800 or 1000 cycles. 
Requires 2—76 tubes. Shpg. wt., 2 Ibs. For 110 


A7070._YOUR PRICE......... 99092 


A Signal key and ad- 
justable buzzer on pol- 
ished wood base, 
Reproduces high- 
pitched eode signals. 


Ney o>... $2.00 
TEST BUZZER BUTTON 


Pearl button held in 5% in. hole by 


spring clasps. 
A3977. NET 16c 
LL. 


eee sess enerees 


THORDARSON 
TRANSFORMERS—CHOKES 


A pular Amateur line offering a 
complete variety of transformer equip- 
ment for dependable power supplies. 
Heavily constructed; conservatively 
rated for assured long-lived perform- 

ance. Types listed below are for 110- 
115 Volts, 50-60 cycles. 25 cycle, 110 
volt primaries are available at 60% 
net additional. 220. volt, 50-60 cycle 
primaries can be had at 30% extra. 


PLATE TRANSFORMERS 


THORDARSON HIGH — 
Ltn Lee ere ee re tranis- é 


. 50/60 cy 
at 200 M.A.-C.T.; 7.5 V. at 3A.-C.1.; 5 V. 
10 A.-C.T.; fully shielded; 
Tnsu- 
12 tbs. 


mitters. Primary, 110 
1200 V. 
at 3A.-C.T.; 2.5 V.. at 
lug terminals on all secondaries. 
lated leads on primary. Shpg. wt., 


ALttai. NET 


Secon “see 1 


KNIGHT PLATE TRANSFORMERS 


A5152. 


High quality, moderately priced plate 


Filament transformer for medium and low-power transmitters, 
Eat. ~ Were ne ote ER et NET Fully enclosed in cast case with standoff insulator jf 
o. ype ) olts Ze type terminals. Secondary, 1000-750-0-750-1000 
A11156 | T6280 | 1450 C.T. 525 150 614 x414x4%” | $ 5.29 Volts at 300 M.A. Primary, 110 V. 50/60 cycles. 
peat nial ry ey ngs ats ei xii" yr et Sturdy construction; well-insulated. An exceptional 
sae . Shpg. 22 
artis | Talay | oop Cr] © 00. | gia) Saat |e Pyoun $9795 
ass x6 34x : 
ae ote eyes hone 500 11 x6 34 x64” 20.58 PRICE teeter eee ee ed 
: 250 or 
2580 C.T. 1000 280 8 x634x7'4” 13.52 Lh alee fei ge i 
A11163 |*T6283 | 4700 C.T 2000 250 |11 + x634x61%” 21.17 former th at cased  trans- 
A11164 |*T6284 | 4840 C.T. | 2000 500 j11 x694x8%4” 32.93 will fill many | former built 
_A11165 *T6285 | 6260 C.T. 3000 380__j11__x6%4x10" 38.22, requirements of for real serv- 
aS aaee “eH C. ee ee ano By 8 36% = Tie er Amateur trans- ice in ‘Ham’ 
Alties | T5305 | 950 cr. | 400 | 150 | 8 “3ocxaig” 4.12 pan bay iG 110. #50760 
A11169 | T6095 | 1090 C.T. 450 250 | 614x414x356" 5.88 750 Volts at L$) sec. 
*Primary has 220 V. tap which may be used on 110 V. to reduce secon- 200 M.A, Uni- 1000 - 750 - 
dary voltage 50%. versal peaus ts td Po re 
ing. rimary, 750- a 
FILAMENT rere Sipe we, HOY. 507/00 | 300M.A. Cnl- 
Cat. Secondary Insu- cycle. Shps. W., verse) aanorar 
No, Type Volts Amps. lation Size™ NET S.3hs.) MET cee $2.75 15 Ibs. NET......+1-DOeRQ 
muntay | Tease | bat G5 |” 1600 | Syatreae | | seet NIGHT FILTER FILAMENT 
2 Sat 2. } 214x3 x3 ¥ . 
A11185 | T6414 10.0 at 6.5 1600 3 34x35 guar’ 3.23 K GHT KNIGHT L , 
Aliis¢ T6415 11-0 Be 10.0 1600 B Yaxd ia x4 96" 4.41 CHOKES TRANSFORMERS | 
643% 2.5 at 10. 7500 34X3 34% . 
A11188 | T7046 5.0 at 3.0 EL Ce ae Cth ba hd eh 
z t. fs P “ . 
30 at 6.0 5000_| 334x4_ x4” 4.56 designed for input | Amps. For 2— 
* = rr _ ~ - choke of transmitter 866’s, or for sev- 
12189 | T7428.) Caiman 100T) | 1600 | 33¢x33¢x4" 2.94 AI ole ers FA PIA Oe 
; (Euin : 98X93 793 - supplies. apact tubes. Insula- 
A11190 | T7424 5.25 at 20.0 s , Ne 200 M.A.; induct- | tion 5000  yolts. 
(Eimac 250T) 1600 4x3 Kx4% 4.12 ” 
A11191 | T6185 6.3 at 2.5 nets : RU aac pa Mir Eo 
SeRG at 30 Fully cased; insulated wire leads. | Weight 2% Ibs. 
or 2.5 at 3.0 1600 | 2 x25¢x214" 4.18 | A real value in a high-quality NET $1 
A11192 | T5469 2.5 at 5.0 1600 | 2. x2 x24" 1.18 | swinging choke. Size 3%6°x3%4"x 35 
A11193 | T6432 2.5 at 10.0 1600 | 276x3_ x35" | 2.35 | 4%”; weight 6 Ibs. AB ISS. 7.5 Volts at 4 Amps: 
“A11194 | T6399 5.0 at 3.0 1600 |"234x3x347 | 2.06 | A5S149. Smoothing Choke. For | And 2.5 Volts at 5 Amps. Ideas 
A11195 | T6417 7.5 at 6.5 use as second choke in all me- rigs or speech - amplifier - modae 
7.5 at 4.5 % pe dium or low-voltage power packs. lators. 214”x21"x3”; 
=“ 25 at 4.0 1600 | 374x414x454 5-29 | Inductance 30 henries at 200 M.A.3 | wt ai, tbs, NET... ..SdLeS> 4 
A11196 | T6094 ~~ ae ae 100 ohm D.C. resistance. Shielded A5I56. 6.3. Volts at: 4 Amn 
25 at 3.5 1600 | 33¢x31¢x454" 2.79 ae insulated wire leads. Size. | Designed: tor the -newcOLe Bean: 
A11197 | T5466 7.5 at 2.5 5g"x8%4" x4”. An efficient ter Power tubes, and for multi-tubi) 
75 at 2.5 1600 23453. x394" 1.91 choke of highest quality at an ex- ee Wansiaita: 2144x216; 
eeptiona 4 3”; wt. 246 Ibs. 
‘SWINGING CHOKES NET EACH... $2.10 | ner ee. $1.30) 
Cat. | 
__No. | Type | Henries MA | Ohms} Size NET CORNELL-DUBILIER 
A11198 | T6405 “10-30.3. 150-0 200 314 4x33% x45" 2.94 Mi IN 
A11199 | T6315 | 12.3-38.4 280-0 175 4 *x4 Ue x6 te x +e 00 MICA TRANS TT G 
A11200 | T6316 | 8.2-17 500-0 70 | 5 x53¢x6%6% 8.23 CONDENSERS 
FILTER CHOKES acncinaier, Neh Grade ons : 
A11201 | T6409 19.7 150 275.) Sux x415" | $3.23 = age rating is conservative, 
A11202 | T6408 23.6 280 190 | 41ox414x6%"” 5.88 Small in size but giants in per- T 
A11203 | T6410 16.5 500 | 110 | 619x654x75" | 10.00 Type 3 formance. Can Be Supplied in yee. 
meee se eat ra aah : cS Yan F8. : 2.94 Special hotel Loss Bakelite Cases at {5c¢ Each Additional. 
: ach eS “79 r000 VOLTS D.C. TEST—600 VOLTS D.C. WORKING 
New Plate Modulation Transformer TYPE 9 TYPE4 — 
“Cat. | +~+| +Modulator | To .) Sec. | Sec. |Max| No, Mfd. NET No. Mfd, NET 
No. | Type Tubes Modulate| Imp. | M. A. |Watts) NET A3915 Aa tek A2720 -00005 
‘A11207/T8470|2-6L6 ClassAB |. | 2500 | 150 ee Sian onns BRAC | A272) over 
2-35T Class B [ss | 5000 200 $5.88 ASS is “0008” Raoas “O00” 
bas = ate 5 0005 
|_7500_ | 250 | A3919 ool $0.29 | A2724 — vv 
Plate and Screen Modulation Transformers Boose “508 “41 nesse tO8 
Have double secondaries for simultaneous modulation of plate and screen A3922 006 .50 A2727 -006 
of R, F. Pentodes. Will allow complete modulation at high level. A3923 01 .67 A2728 OL 
A11105)17994 |2-42 or 2A5 5000 Pl] 100 | A3924 02 1.09 | A2729 .02 
IC ‘lass AB + 2-802 800 Se. 50 40 $3.23 
A11106/T7861|2-46 or 59 | 1-RK20 13300 Pl 73 ; OIL-FILLED CONDENSERS 
a lass B...... jor 1-805 532 Se. 40 40 4.70 Ideal amateur transmitting condensers. Filled and im- 
A11107/T7826 | 2-801 2-RK20 6600 Pi. 150 ’ pregnated with ‘‘Dykanol,”’ a special oil with a very high di- 
|\Class B or 2-804 264 S' 120 2 
A11108'17827 | D800 siete 1_-REK28 13300 PL 5 00 9.41 electric constant. This special non-inflammable impregnator 
| Class B. or 1-803 | 21308 * ye 200 provides a maximum safety margin, and allows extremely 
wee pistes C. 0 12.94 “aacacepee light-weight construction. Equipped with glazed 
porcelain high-tension insulators. Mounting lugs at, bottom, 
ae ae eer Modulation Transformers Rmaller capacities. mogsure-i#194ax124a" 5: lagna aan ae 
( 7 TYPE TJ 
ani bd Class A, ie U Rr Pr 10 $2.35 No. Mfd. Volts Ht. NET No. Mfd. Volts 
A11139/T6774|2-45 or 54,8 
PAS CL ABA bl 4 5000 |... | 20-| 2r04 | Aaa) Bi bog: aero arbg | 2 e888 | LaetneOiienas 
3 who : A3869 2 1500 
THORDARSON TRANSMITTER MANUAL A392 $< 800 Bg”! 2.68- 1 nsa79 1 RO 
Al 1206. Contains a wealth of data on new up-to-the-minute A3944 2 1000 4” 2.65 A3871 1 2000 
circuits, tubes, transformers, coils, modulation, etc. NET oo gece 9¢ A3945 4 1000 41846” 4,12 A3872 2 2000 


FOR COMPLETE INDEX SEE PAGES 135-136 


TRANSFORMERS 
AND CONDENSERS 


js elem tye TRANSFORMERS && 
AND CHOKES 


High quality power supply com- 
ponents, Sturdily constructed. All 
units have 110-115 Volts, 50-60 
cyele primaries. They may be had 
for 25 cycle, 110-115 Volts at 60% 
net additional, and for 220 Volts, 
50-60 cycle at 15% net additional. 
All- secondary windings are center- 
tapped. 


Filament PLATE TRANSFORMERS Plate 
Cat.No.| Type atdeptl DC Volts MA Mtg. Area NET 


A11210 | XP3010 | 105-115 | 500 or 400 at 175 4x34” |$ 4.70 
A11211 | XP3011 | 105-115 ig tes ui or 600 at 


_ FILAMENT & PLATE SUPPLY _ 
ii XRANSFORMERS 


An entirely new line of Amateur 
power supply components. Built to 
last and rated conservatively. Over- 
sized construction throughout. ~All 
primaries are for 115 Volts, 50-60 
cycles. All secondaries are center-. 
tapped. Adequate insulation assures 


freedom from breakdown. 4x5” $8.82 
A11212 | XP3012 | 105-115 | 1000 or 750 at 400 | 61¢x7” 14.70 
labs AMENT TRANSFORMERS A11213 | XP3013 | 105-115 | 1250 or 1000 at 500) 7x7” 23.52 
In- A11214 | XP3014 | 105-115 | 2000 or 1500 at 250) 7x63” 29. 43 
Secondary sula- NET A11215 | XP3015 | 105-115 | 2000 or 1500 at 500 7x6 34 if 30.87 - 
Type Volts Amps. tion 
o_o ae ae FILAMENT TRANSFORMERS 


2-0-at 5.25 Cat. Secondary 
5 No. Type Volts Amps. | Insulation |} Mtg. Area NET 
A11275 | XP4018 Teo at wep 1500 2IBX3 3%" st AR. 
A11217 | X P3021 10.0 at 6.5 1500 314x314" 4.1 
7.5 6.5 4 ‘4 A11218 | X P3026 5.0 at 3.0 1500 P 23¢x254" 2.06 
10.0 at 7.0 5000 ‘ A11219 | XP3025 2.5 at 10.0 7500 24% x28" 2.53 
A11276 | XP4017 5.0 at 3.0 
PLATE TRANSFORMERS 6.3 at 3.6 1500 2 34x2%” 2.06 
ese DCG | A11220 | XP3030 on a ea ae 31¢3015 2.94 
, - | “UU a a x LS Fa . 
“No. Type _Ac Volts Volts MA Size NET A11221 | XP3032 5.0 at 3.0 a 
6121 | 465-151 850-C.T. 350 125 | 3%¢x4 5.0 at ° 3. ernie 
thax 465-161 | 1500-C:'T. | 650 | 150 | 3%x4_ x45<" a Ce 9 ae | hae Ah et pry 
_ AG6123 465-171 | 1770-C.T. | 750 200 | 4 x534x5i% E 7.5 ne 2.5 
2.5 at 5.0 1500 | 34x21 2.94 
CHOKES SWINGING CHOKES 
Machine-wound for accu- Cat.No., Type |Henries) MA | Insulation, Mtg. Area }| NET 
racy; thoroughly impregnated. A11223 | XC1400 | 8-40 175-0 2000 | 234x254" | $1.79 
Accurately rated to assure A11224 | XC1401 8-30 200-0 2000 QI Lx2IE" . | 2.23 
adequate filtering. Types for A11225 | XC1402 | 8-30 | 250-0 2000 2134x314” 2.38 
every transmitter and receiver A11226 | XC1403 | 8-25 300-0 3000. | 4. x3%4" 3.94 
requirement are listed below. A11227 | XC1404| 5-25 | 400-0 5000 4 434" 4:94 
A11228 | XC1405 5-20 500-0 5000 614x6" 9.40 
FILTER CHOKES 
FILTER CHOKES 
a. A11229 | XC1421 25 140 1000 236x294" $1.82 
oO. Type Henries MA Res. Size | NET Peper ease 20 ae Shae 2 5x2 96" | 3:88 
= ; em or Xx 8 2000 2144x214" : 
\ 466-230 50 60 1400 | 214x2%4x4” ($0.88 | Aqq525 =CAA19~ 950 |e Qing hepa cal 
6041 [466-260 5 130 | 450 | 1sgaasenav” [SO2BB | 412232 | XC14IZ | 1g | 250 | 2000 2haxsuT | 2.4] 
6039 |466-220} 10 150 200 | 2%4x2%5x4” | 1.03 | A5953a | xci4ia | 10 soa th < Shen yemsts f ad 
dessa, 12 | 00 | tao | ase | 3:83 TF GuDee 
& : 50 | 414x33ex44"|_ 2, 
SWINGING CH Sikes > LATEST STANCOR TRANSMITTER GUIDE 
: A1i240. A new manual full of circuits for C. W. and phone trans- 
 AG6127 |466-190; 8to2.7| 50to 150) 80 314% x2%x25%” |$1.32 mitters. Designs range from inexpensive low-power rigs to more com- 
~A6128 466-300] 6 to 3 | 120 to 200 | 75 3144x234x2%" | 1.47 plicated and costly circuits, Important transformer peace ion fl 
¥ A6129 466-320| 15 to 5 70 to 200 334x44x44"| 2.94 charts included. Every Amateur should have this book. Oc 
CONTINENTAL GENERAL ELECTRIC , SPECIAL 4 MFD. 
‘TRANSMITTING PYRANOL 1000 VOLT 
CONDENSERS TRANSMITTING PAPER CONDENSER 


Compact, high-voltage, non-in- CAPACITORS 


ductive condensers especially de- Reis We 

signed for use in Amateur trans- | , Attractive, durable 
mitters. Conservatively rated; will | ttansmitting condensers of 
give maximum life and perform- | the best quality. These 
ance. Will withstand heavy -over- | Condensers will give excep- 
loads. Completely wax-impreg- | tional service and long lite. 
: nated, ~ ‘‘W’” type condensers have Filled and treated with 
ding post terminals mounted on highly effi- Pyranol, a non-inflamma- 
t porcelain stand-off insulators, eliminating | ble, non-explosive  sub- 


A popular size for use in Ama- 
teur transmitting power supplies. 
High quality at an exceptionally 
low price, Conservatively rated at 
1000 Volts D.C. working, 2000 Volts D.C. test. 
In attractive metal case; 446”x4%4"x2%4", with 
heavy insulated wire leads. Easy to mount. 
Will give long, dependable service, Shpg. wt., 


78099. $q95 


kdowns and flash-overs at the condenser | Stance of unusual dielec- ; 5 | YOUR SPECIAL 
inals. Condensers equipped with ears to | ttic, qualities. Hermetically sealed, with DOTS FPL UAE LRTI chick vascicra ly eceiaistaNdinia co 00d 
tate mounting. celain lead-out bushings. Equipped with 
= W-TYPE mounting lugs for easy upright mounting. MALLORY OIL-FILLED 
=> « 
a rolts oe . Mode . Volts » NET 
* No. Mid. Yolts Size MET Oe oe aemeeto ne ete $1.61 | TUBULAR CONDENSERS 
Bee) ee me 16a | AB4O4 .~9CEOA22 2 ‘600 2:06 TYPE OT 
A7882 4 1000 5x234x2%” 2°85 | A5402 9CHSA24 4 600 2.65 Designed especially for severe serv- 
7883 1 1500 5x2%x1 %% 1.71 | n5403 9CE5A30 1 1000 1.76 | ice, in Amateur transmitters and with 
9 BALA * 
7884 2 1500 5x2%x2% 2.29 | a5404 9CE5A31 2 1000 2.65 | many types of vibrators. Non-induc- 
cece ‘ aah Beziexl% e 3:8 A5405 9CE5A33 4 1000 4,12 | tive, of by meh nasa and a 
a 2 . Raper ower actor, ay be usec he oy 
ES SSS CSE a ere am a Bre ETM ape 
< x4x3” . uot - 2 . Oil filled and oil-impregnated, care- 
H-TYPE A5408 9CE5A43 4 1500 5.29 | fully and effectively sealed in metal 
oudeet our sone Per Haas he j reas eh to A} Sees 9CE5A50 1 2000 3-09 reatericns Unbeatable values at these 
ve, but with solder lug terminals on white 5410 9CE5A51 2 2000 ; Bll 
porcelain, insulators. Non-inductive; wax-im- | AB41 | 9CEIA53 42000 6.46 Working Voltage 2000 Volts 
> conservativ ‘Gh . é - Size 
Anished nity Aenaatnen ei LETT rye 2 a cae aan ; pee i ropa’ A26I 8 Mes 14x") poh 
0. . Volts N B5A6 2 “ Ux be” 
7875 1° 1000 81-03 AS414 _oCusAGL 42500 14:70 Adeso “01 1s" 32¢ 
7876 2 1000 1.47 G. E. Pyranol Transmitting Capacitors are | A262 1 “02 34 35c 
7877 4 1000 2.65 | available in voltage ratings up to 5000 volts | A2622 03 38c 
7878 1 1500 1.32] D.C. Write for complete descriptions and | A2623 04 41ic 
7879 2 1500 1 “9 { 1 prices A2624 .05 44c 
Cc 21 


RADIO 


“BUILDERS” SUPPLIES | 


CRYSTAL-FINISHED CABINETS 


WITH HINGED LIDS 
Sturdy steel cabinets finished in black crystal- 
lized lacquer, 
easily removed. 


Front and back panels, or bottom, 
Front panels may be replaced 


with bakelite or other material, Ideal for re- 
ceivers, transceivers, monitors, frequency meters, 
etc. Supplied knocked-down for easy . shipping. 
Can be easily assembled in a few minutes with 
only a screwdriver, 

NO. EEG WIDTH HEIGHT NET 
AQ5G64.......:... | en eee seree Br seen eens 1.45 
AQ56G5....:...... LA ta Watdele whe Ge 8 hee pele tes Se datelabaldie o 9a 85 
AOQO5G2......... 10” eee veees FRO ey yin LO ce eee ees 2.00 
AQ56G6........-.. 2” Soe sete tints ineee SC bw Lier Shee 2.13 
A9Q563....:. vee LQ eee sored es eee sees rd spe Aaah este) 224d 
AQ5G7...-cieeee- Mattpeesees + Br eee eee SAA 7” pice He Aiea 4 
AOBGS:... cxateie. TRO Dace Sone TOs ce oleiaane se casiatea seat 3.42 


TUBE SHIELDS AT LOW PRICES 


CLOSE-FITTING 
ieee SHIELDS 


For ST12 Bulbs 

Space-savers, Re- 
place old shields; also 
for spray-shield- type 
tubes, Body consists 
of two snug fitting 
identical half shields 
with cap and base as- 


suring perfect fit: For 
large and small dome- 
sized. tubes such as 
1A6, 2A7,. 38, 75, 89, 12A5, 57, 
58, ete. 
A5255. For short tubes with 
grid caps, as 1A6, 2A7, 38, 75, 
89, etc. 
A5256. For short tubes with 
out grid caps, as 6Y5, I2A5, 27, 
30, 31, etc. 
A5257. For long tubes with 


grid caps, as 6C6, 6D6, 57, 58, etc. 


Tia For long tubes with- 
ry grid caps. 

PACH Sr Rind cod ain aie ele seal c 
LOT SOM LO Haiecc slatraite nobel s 50c 


For S14 and ST14 Bulbs 
A5253. For Sl4 straight side 
tubes such as 24A, 27, 32, 35, etc. 
A5254. For STI4 dome-shaped 
tubes such as 24A, 32, 35, 2A5, 
os 26, 45, 71A, etc, 


UNIVERSAL 
METAL CHASSIS 


An ideal.chassis base for ex- 
perimenters, Has speaker cutout, 
mounting slots and holes for va- 
rious parts, and 5 socket holes. 
Measures 914”x5” with 114” sides. 
May be used for 4 or 5 tube set 
and many other applications. 
Parts may be mounted to fit in 
any position.. Stamped from heavy- 
gauge steel, 


AQ 122. 
YOUR PRICE ONLY.....L9C 


A9123. Bracket for 
Volume Control 


A9124. Mounting bracket. 
Suitable for coil 
Shipld, fetdiis. cs axe siecle bitrate 5C 


VENTILATED 
3 PIECE SHIELD 


For ST12 bulbs, such. as 
55, 57, 2A7, etc. Made of 
aluminum; well-ventilated, 
with curled-in neck to hold 
tube. Shell measures 15%” 
dia., 3%” high, 4%” 
high overall with cap which 
is slotted for grid lead. 
With base and cap. 


No. Mtg. Centers 
ABE ee 
ABIIS. 1idsa” c 


Lots of 10, 80c. 106 lots, $6.60. 


2 PIECE STANDARD 
TUBE SHIELDS 


Aluminum shields for 


24, 2%, 35, etc., ty pe 
tubes. 5144” high, 1%” 
diameter. Lug screws at- 


tached to bottom, Mount- 
ing centers 12%", 
Slotted for grid wire. 
Ventilated at top and 
bottom. 
A1960. 
NET EACH 


SHIELD CANS 
Shield cans 
made of non-cor- 
rosive non-mag- 
netic metal, with 
drilled and 
tapped corner 
posts. Easy to 
cut and drill. 
Shipped knocked 
down. 
No, 


w 
= 
° 


SSSSSSSSS> 
CIOIGIOCICIOICIOIOIO 
ADAAAARAAH 
NAWNN=—=—— 
O=NAWAQNN 
ANWOGCI=—NA—o 


CIOICICICIOIOICN No 
CQNOUAWN—O 


i l 
REPAIR CEMENT 
For repairing coils and speaker 

cones, Kit consists of one can of 

cement, one can of thinner and a 


handy brush. 
A2930. NET.......... 34c 


BAKELITE TUBING 


High grade smooth polished bakelite tubing. Natural finish. 


Excellent insulating 
Has %,@ inch wall. 


Dia. No. f 
1 in. | A647! 34c 
1% in. | A6472 45c 
2 in A6473 55c 
2% in, | A6474 63c 
3. in A6G475 74c 
A6476 80c 

LIE 


properties and high dielectric strength. 
Listing below gives inside diameter, 


{ Ft. Lengths 
NE 


3 In. Lonaths Per iia. 
No, NET No. NET 
AG465 9c |AGI65 3c 
AG466 12c|}AGI66 4c 
AG467 !4c|AGIG7 5c 
AG468 16c/|AG6GIi68 6c 
A6469 19c|A6!I169 7c 
A6470 22c |A6I170 8c 
is ADQUART 


RADIO METAL CHASSIS BASES. 


For use in constructing radio sets and amplifiers, 


Two types listed. 
steel. 


Ternplate is heavy lead-coated 
Solders easily. Electralloy is a rust-proof 


non-magnetic metal which is easy to drill and cut 


and which solders readily. 
3 inches_ high, 


sides. -Undrilled. Wts. 8 to 7 Ib 
TERNPLATE 
Yon Paige. ...40Cc 
ASSL, ce Age 
foun Puce: ise eats 50c 
Ag903, cre 546 
AS54, 0277S". BG 
YOUR PRICE ......... 85€ 


Chassis bases are 2 or 
with open bottoms, 


Folded on 4 
ELECTRALLOY 
YOUR PRICE. -.,.... 78 
$2757, cnt 
Your Price.’ $1.05 
A955; 9 ee See 
Sein ELE. SA 
3”, YOUR price... SLeJ > 


RUBBER PANELS 


Special black hard rubber com- 


pound panels. Smooth finish. 346 
inch thick, Will not warp. 

No, Size EACH 
A5S6I15 S68 coe atas vine $0.39 
A56I6 UX Oiwdpek ss bs 
A5617 Uh aD - .66 
A56!18 Px erat oe ae Pray fF & 
A5619 Tx1o eaepianen .98 
A562 TEU trarchiehte - §.14 
Asest (6 oH ers Hep’ =; 
A5622 [HIG 5-5 steveue ° ge 
A5623 if GlUBrr ocr ° 75 


BAKELITE PANELS 


High quality black bakelite pan- 


els. Smooth polished finish, %¢ 
inch thick, Supplied in standard 
sizes listed, or cut to size. 

No, Size EACH 
A5625 ENGR etapa $0.59 
A5626 OXEO baw een .85 
A5627 TED G sreitern oalete 1.15 
A5628 (5S are 1.30 
A5629 ib Ap AA 1.60 
hooey 1521 cross e, chs SO. 
A563 X28 eae det - 2,10 
A5632 I Soba ita ae 5:29 
A5633 MX28 Sah ala’ - 2.55 
A5634 TEBOS sires « 2.57 

CUT TO SIZE 1:¢ 
Per square inch,........ 4 


_ Please remit with order for spe- 
cial sizes, 


WRINKLE- 
FINISH 
VARNISH 


An attractive, mod- 
ern wrinkle-finish for 
all metal chassis, 
panels, ete, Air dry- 
ing: can be applied with brush or 
spray. Bottle contains % pint. 
Black, E 
Brown, 


VARNISH | 
bi DRYING 


WRINKLE: 


i - 
PER PINT, $ 
Specify color when ordering, 


Black 
Crystallizing 
Lacquer 


Will cover any 
metal surface with 
attractive black crys- 
talline finish. Wasily applied with 


ORYSTALLIZIRG 
Lacquer 


pie eg spray-gun, 20 minute 
YOUR PRICE’... BLC 
YOUR PRICE... 65c 
YOUR PRICE”... $1.25 


METAL PANELS 
Kise taney 


Non - magnetic, 
Stainless sheet 
metal, Ideal for 
all radio work 
requiring metal 
panels. Has 
beautiful dull 
silver finish. 
Easy to drill and 
cut, No, 
thick. 

No. 


PPPSPPSSp>p 
Honan 
DADAAARAAAAA 
————OOOSS 
WN—-OOONAU 


16 gauge, 


Size 
7x10. 


about 14,4” 


EACH 
seeeeee BOQ 42° 


Cut to Size son 


We can supply 


electralloy panelgi: 


cut to any size, at {c per square 


inch. Minimum order..... --95c | 
Aluminum ae 


Hard.- tempered, 
pure aluminum sheets, 


commercially” 
Have 


bright silver finish. Very popular 
with set-builders and Amateurs.” 


Durable and _ attractive. 


No. 18% 


gauge about 14, in, thick. 


SESSSSypB 
CIONGIOIOIOT oo 


CUT TO SIZE" 


" EACH! 
santos me) 


ne 
ar | 


About 4, inch thick, Per er : 


Foot 


~ + “oie alacant 95 ce 


{Minimum order, 95c} > 


FINISHED METAL A 
PANELS ‘3 


Heavy 
gauge cold 
rolled sheet 
steel finished 
on both sides 
in. beautiful 
black crackle. 
Popular sizes 
to go with 
chassis _ bases 
listed above, 


No. 
A5645 
A5646 
A5647 
A5648 


CHASSIS SERVICE 


A new ALLIED service for set-builders, 
will form and punch any chassis to your specifi- 
Drilling small 
holes over '/2” 
holes 
design 
Transformer cutouts, 25¢e each; cutting, notching andl 
Minimum charge is 95c. 
Blank chassis bases, or sheet Elece 
Send scale drawing with 
Chassis bases are made up 


cations. Charges are as follows: 
holes up to '4”—20c per dozen; 
S 136” inclusive—l0c each; 
Vie or cutouts of special 
slightly higher, 

forming chassis, 35c. 
the chassis base (or metal for it). 


tralloy and Aluminum are listed on this page. 
dimensions and hole sizes clearly marked, 
on final sales basis only; deposit of 95c must accompany order. 


We 


larger than 
are priced 


ERS FOR RADIO BUILDERS 


This does not include — 


: 
{ 
” 
} 
' 


“POPULAR BROWNING 35 
_ ALL-WAVE RADIO KIT 


An easy-to-build 
H TOBE Cm) All-Wave Kit for dis- 


criminating: S.W. fans. 
Includes the completely 
assembled, wired and 
tested Tobe tuning unit. 
Tunes 13.3 to 550 me- 
ters. continuously in 4 
ful bands with no 
skips. Sensitivity and 
selectivity are extremely 
high. Has 40 to 1 
ratio micro-vernier dial 
calibrated in’ me ga- 
cycles; with — separate 
scale for vernier cali- 
bration. Built-in pre- 
selection and _ double 
band-pass I.F.’s provide unexcelled se- 
lectivity on all bands. Uses 1—2A7, 1— 
2A6, 1—2A5, 1—56, 2—58, and 1—80 
om tubes. Send for FREE CIRCULAR 
2 showing parts list and wiring diagram. 


oF COMPLETE BROWNING 35 KIT 


Contains all necessary parts for the complete receiver except tubes, 
peaker, and cabinet. Includes: drilled and finished chassis and panel, 
jlete Tobe tuner unit, I.F. transformers, condensers, resistors, wiring 
ams, detailed instruction book, etc. 

ly except tubes and speaker. 


Nothing else 
£6339: YOUR PRICE ......... eset pe Seat $399° 


Browning Kit as above, but metal tube model. Requires 
—6A8, 2—6K7, 1—6C5, 1—6F5, 1—6H6, 1—6F6 and 
PMC IOIWE: Tistatdict eras cialis wo. ose e's dele erase vas svowcen $41.65 


EE 
TOBE 35 TUNER UNIT 

Completely assembled, wired, tested and aligned All-Wave tuner unit; 
wo color bakelite dial, dial cards, pointers, es- 

liteheons, dial light, bracket, grommets, etc. ST goo 
MWO232. YOUR PRICE. aise — 
BASIC UNIT KIT 


hg 
Contains drilled and finished chassis and panels, 2—I.F. transformers, 
at Oscillator, power transformer, 5 full-size wiring diagrams and in- 


iction book with detailed construction data. 
M234. YOUR PRICE. <:<22).0i.002 0.00. 200 case. $11.60 
4 618. Wright-De Coster 10” Dynamic speaker........... --- $4.10 
O233. Black Damaskene Metal Cabinet. 1734x9%x11%4”...$4.80 


‘* TOBE AMATEUR RECEIVER KIT 


Designed exclusively for Amateur Band operation and for adjacent chan- 
els.. Based on, and very similar to the Browning 35. All critical cir- 
its air-trimmed for extreme stability. Features exceptionally wide band- 
bread on the Amateur 160, 80, 40 and 20 meter bands; fractional micro- 
gif sensitivity; extreme selectivity; I.F. gain control; AVC (on or off); 
ingle tuning control; adjustable pitch Beat Oscillator; stand-by switch, 
Many other outstanding features. Kit contains all parts necessary 


ith exception of tubes, speaker and cabinet; with con- $ 49740 


uctional data. FREE PARTS LIST ON REQUEST. 
10235. COMPLETE KIT, YOUR PRICE........ 


Cc 
404. Raytheon 6E5 Cathode Ray tube. For receivers using 7"71¢ 
411. Raytheon 2E5 Cathode Ray tube. For receivers using 
MEME RRSS aD Eee 2S. Goes oa sv Lv aie a te awe u ale 3 77¢ 


R 
LOW-PRICED PURE D.C. POWER PACKS ey arei 
ot SP ome MODEL XPC MODEL 0-1 POWER PACK Will ehahiay ou to 
ii A9I90. For A power supply for the Amateur X-mitter us- | listen to code signals or 
es Short Wave re- ing 3 or 4—210 tubes. 450 V. D.C. at 150} tune in weak signals on 
| : ceivers or small M.A. and 7% V. C.T. at 5 A. Steel chassis, | any broadcast or S.W. 
transmitters using black crackle finish. Operates on 115 V. 60 Super. Requires 1— 
2—45 tubes. De- cycles. Requires type 82 tube. 58, or 1—6D6 tube. 
livers 300 vol ts Weight, 13 lbs. $ gS Range 415-700 K.C, 
Purp gee “1 ad A9196. YOUR PRICE.......... wom 77X23, "XT", 
i ACh: tapped -a etaeapeeenaseteisaniemseasuaansecinen antenna 
0, 90 and 22% Volts. Also supplies 2% Volts | MODEL 00-1 POWER PACK |'76'7. $7.50 
Bat 3 Mount age Alaments, en ape type For use with Class ‘‘B’? Modulators or X- es ¥° 
e. ounted on a sturdy steel chassis. mitters using 4—46 or similar type tubes. 450 
@rS7. Same as above, except V. D.C. at 150 MA. and 2% Vo cn at6 a. | LISTENING 


type 82 tube. 


as filament winding for 6.3 volt Wor 15 sv 
ibes, at 1.5 amps. $25 a eas 


60 cycles. aS 95 MONITOR 
é 7 A compact, well- 
eee PHuilt unit for amateur 


MEISSNER ALL-WAVE 
8 METAL TUBE KIT 


A brand new All-Wave receiver 
kit with every modern feature. Easy 
to build; you need only a screw- 
driver, pliers and a soldering iron. 
Comes to you with all coils, con- 
densers and trimmers completely as- 
sembled and factory balanced. Fea- 
tures: Continuous tuning range from 
540 K.C. to 25 M.C. (15 to 550 me- 
ters) in 4 bands; iron-core I.F. 
transformers; micromatic electrical 
band-spread; calibrated tuning dial; 
beat oscillator; automatic volume 
control; preselector stage; 3 gang condenser; 
sensitivity, tone and volume controls; 8 all- 
metal tubes: 1—6C5, 2—6K7, 1—6A8, 1— 


6H6, 1—6F6, 1—6F5, 1—5Z4. Operates on 
110 yolts, 50-60 cycles. 
COMPLETE KIT OF PARTS 
Consists of: Foundation Unit (described below), coil and condenser 
kit, and all necessary resistors,‘ condensers, switches, sockets, wire, hard- 
ware, diagrams, etc., for the complete .construc- 
tion of the Meissner All-Wave Metal Tube Re- § 45 
ceiver, Less only tubes’ and speaker. 
A10320. YOUR PRICE 2s : 
AlO321. FOUNDATION UNIT. Consists of drilled and. punched 
chassis base, finished -front panel, and complete constructional data, 
which shows how to assemble and wire the entire receiver. $2 GBS 
NE TP er re detare Cae Scere Du eee ce Roh c Acne ere ees Seale Ws e 
A1O322. COIL AND CONDENSER KIT. Consists of antenna coil, 
RF coil and oscillator coil, assembled with band change switch and 
aligned; 2 iron-core I.F. ‘transformers; peat oscillator coil; DeJong 3 
gang tuning condenser with calibrated dial. 
1:5 SPU POLA A SBRIRE tae See REET PER sete ee $17.92 
A9599. KNIGHT 84” DYNAMIC “srlhat ie bie for above kit. Output 
transformer matches 6F6; 1000 ohm field. 
WET cit tou an tivity mentee ae $2.90 
seaiarasspssmeesmnsepeesicetibiearntosricteeeeresantseseeniesesotases sheets ects tgnspeitaisneaienauianeatnassis-onaaaenos 
Gen-Ral Super DX8 Professional 


SHORT WAVE KIT 


A. completely engineered profes- 
sional. type 8 Tube Short Wave 
Superhet, ready for construction. 
Tunes 17 to 200 meters (1.5 to 18 
megacycles) in 4 bands. Features 
continuous Bandspread Tuning, 
Beat Oscillator for C.W. reception, 
Tuned R.F. stage, stand-by switch, 
manual or Automatic Volume Con- 
trol, latest tubes, pi-wound I.F.’s, 


optional Crystal Filter, etc. Uses 
2—58, 1—2A7, 1+-2A6, 1—2A5, 2 
56, 1—80 tubes. The Coil Kit is completely assembled, wired and 


aligned, Bandspread Condenser Unit and Airplane Dial are assembled. 
Send for detailed Parts List and Wiring Diagram. 


COMPLETE KIT OF PARTS 


Consists of Foundation Unit including drilled chassis base and fin- 
ished front panel; assembled 4 band Short Wave Coil and Switching 
unit; assembled 3 gang condenser and dial unit; transformers, condensers, 


resistors, sockets, hardware, instructions, diagrams, 

etc. Less speaker and tubes. S$ 215 
A1tO325. YOUR PRICE.............. SP ae « peetnnats 
A1O321. FOUNDATION UNIT. Consists of drilled and punched 
chassis 


base, finished front panel and constructional . data, \ 
NETS eet icieg Stbte evlatalela’y ai dictate tel CR dialed oe arate Pars Viekereqael se WiotSiaxe “ $2.06 
A1O326. COIL AND CONDENSER KIT. Consists of assembled 
Gen-Ral 4 band short wave coil unit, with 2—I.F.’s, beat $18 
oscillator, and DeJong bandspread condenser. NET....:;.. 25 
A9598. Matched 8/2” Dynamic speaker, with 4 ft. cord 

and pings) NET... cmaa a. steroid eine aie ee cemiare ules io Fs Sage DN $3.10 


@on. PRICE, EACH............ A9I197. YOUR PRICE......... 
use; useful for station 

MODEL XC POWER PACK FOR S. W. SETS | noitoring, checking 
9191. An ideal power supply for low-power A9198. MODEL J. For Short Wave Receiv- | quality of emitted sig- 
ansmitters or for crystal or buffer stages, De- ers. Hum-free, Substantially and neatly built. } nal or phone carrier, or 
vers 300 Volts pure D.C., untapped, at 65 Delivers 250 Volts D.C. at 40 M.A., tapped at ff for frequency drift 
.A., and 2% Volts A.C. center-tapped at 4 22144 and 90 yolts; 2% Volts C.T, at 5 amps. |check. (Not a re- : Y 
nps. for filaments. Built on-steel chassis. For for filaments. Chassis size, 74%x4x11% inches, | ceiver.) Furnished complete with coils for 20, 


{5 Volts, Requires type 80 tube. 
88. Same as above, except 


91 

as filament winding for 6.3 voit 

ibes, at 1.5 amps. $q2s5 
S eieiemiaeedl 


‘OUR PRICE, EACH....... BE Schone 


60 cycles, Weighs 4 Ibs. 


A9189. 
tubes, at 2 amps. 


Requires one 80 tube, 
Same as. above, 


has filament winding for 6.3 ™$H25 


YOUR PRICE, EACH 
ALLIED RADIO CORPORATION, 833 W 


40 and 80 meter amateur bands. In rugged steel 
case, 5x7x10”. Requires 1—99 tube, 1—3 V. 


“CO” battery and 1—22% V. “B” 

matory tack aropHied).. Sqis 
A9193, YOUR PRICE........ 
ACKSON BLVD., CHICAGO, ILL. 123 


except 


With 4 Metal Tubes 


An extremely efficient, easy-to- 
build four tube short-wave receiver. 
Latest design, improved circuit uses 
‘4 all-metal tubes to give 7 tube per- 
formance, Exceptional sensitivity 
and selectivity results from. the use 
of regeneration in the first and sec- 
ond detector stages; single-signal 
action on C,.W. signals, The new 
6L7 mixer tube, with special injector 
grid, allows absolute decoupling be- 
tween oscillator and first detector, 
besides providing an extreme increase 
in sensitivity. Features: Bandspread 
tuning, dual regeneration control, 
iron core J.F. transformer, Isolan- 
tite coil paket and adequate shielding. Low current drain allows the 
use of either batteries or the special A.C, power supply listed below. Com- 


plete kit includes punched chassis base and front panel, special shield, 
tube and coil sockets, resistors, condensers, “05. S Tt: diagrams 
and instruction, ete. Requires 1—6L7, 1—6C5, & 
1—6F5 and 1—6F6. f 
A9505. Complete kit of parts with pt 
80 meter coils, less tubes. NET......ceceseeecvevee 
A9506. SET OF COILS... 8 coils, to. cover the 10,20, 40 and 160 
meter bands, with adequate overlap for short wave $3 40 
broadcast band coverage. NET..,...+eeeeeeeees - e 

A. C. POWER SUPPLY FOR SUPER-GAINER 
A9507. Complete kit of parts. Output 240 V. D.C. and 6,3 V. at 
1.6 A. Kit includes punched chassis base, transformer, chokes, condensers, 
sockets, cable, diagrams 


, instructions, etc, Requires : 
1—80 tube (not supplied). NET........ NS aR ir bateiein eas $4.95 


NEW KNIGHT VOLUME EXPANDER KIT 


A sensational new device for. giving back to 
your loudspeaker all the fine points .of music 
originally broadcast by the orchestra at the 
studio. True reproduction can be realized and 
depth can be recreated because the yolume ex- 
pander serves to further amplify fortissimo 
passages and make the pianissimos softer. 
Easily attached to any radio set or amplifier. 
The degree of expansion is controllable, Com- 
plete kit includes all necessary components for 
building. Uses 1—6L7, 2—76’s and 1—80 ° 
tube not supplied. $ 95 
A9508. Complete kit, less ag 
Your PRICE Hii vcveccacs Bia tings: reer av 


MEISSNER NEW 14 TUBE: 
ALL-WAVE KIT 


es es 


@ 56 WAVE BANDS—3.8 TO 555 
METER 

@ ACCURATELY BALAMCES 
AND ALIGNED TUNING AS- 
SEMBLY | 

® CALIBRATED INCH AIR- 
PLANE DIAL, WITH MICRO- 
MASTER BAND SPREAD 


A powerful’ 14 tube ‘‘Communi- 
cations’” receiver kit. Especially de- 
signed for Amateurs and set build- 
ers who want splendid results over 
all the bands, Starts at 5 meters 
and includes all the Amateur and 
broadcast bands. Some of the fea- 
tures are: Crystal Filter—Beat Fre- iol 

uency Oscillator with cut-out switch and pitch control—Nolse ail 

ircuit—Variable Electrical Band Spread—Amplified A.V.C.-Variab” 
Sensitivity Control—Iron Core I.F, Transformers—Audio Volume * Contr 
—P, Beam Power Output Tubes, etc. The completely wired and ac 
curately balaneed and aligned tuning assembly includes the Meissne: 
Multi-Wave coil assembly, band change switch, variable: gang condense: 
tube sockets (for tuning unit) and a calibrated 6” aeroplane dial wit! 
‘“Micromaster’’ mechanical bandspread. Set builders will find this ,a; 
ideal set to install in their customers’ expensive consoles. Uses 14 méti: 
tubes: 3—6K7, 2—6J7, 2—6L7, 1—6R7, 1—6C5, 2—6H6, 2—6L6, lar 


COMPLETE KIT OF PARTS 
Includes punched and drilled black crackle-finished chassis base, i 


necessary condensers, resistors, switches, sockets, plugs, transformers 
hardware. “The only tools you need are’ a screw-driver, soldering iron an) 
a.pair of side-cutting pliers. Furnished with mS set of DPE: 


and detailed instructions, _ Less only tubes and S68 $2: 


speaker, 
A10237. 
YOUR PRICE ........ 
‘COIL AND VARIABLE CONDENSER KIT. 

Includes completely wired and aligned tuning units; Band switch; A 
brated 6” dial; Noise silencer I.F. coils; Beat- -frequency Ose. col 
Matched pair of crystal filter trans.; Iron-core I.F, output and i 
expansion coils; 6 R.F, chokes; instruction sheets and diagrams. 263 


YOUR PRICE ssss.-se+e -Suavecstecareat el Gest saas Saeea 


A10O236. Punched and drilled Black Crackle chassis base. 273 
138”’x17’x3”. NET tteGh eos 
KNIGHT 12 INCH DYNAMIC SPEAKER i 
A 12” Knight. speaker especially selected to work with above set, i 
capably handle the output of the P. P, 6L6’s. Equipped with 1250 ht 


field coil, output transformer, cord and plug. Ss 4 
eo “55 


A1O239.4“YOUR™ PRICE? 3.5... ites ee 


LEADING 
HURRICANE RECEIVER 
KIT NO. R-234 


Described in the February, 1937, issue of 
Popular Mechanies magazine. An ideal. receiver 
to have when power sources and communications 
systems fail. A dandy portable receiver for 
campers, Boy Scouts, tourists, etc., for getting 
news, weather reports and broadcasts when 
away from home. Requires no ‘‘B’’ batteries, 
Derives all its ‘‘A’’ and ‘‘B’’ power from any 
6 volt battery; has a total drain of only one 
ampere. Will bring in Broadcast stations as far 
as 500 miles away with ordinary antenna. Non- 
critical antenna coupling permits the use of. any 
length of antenna without seriously affecting the tuning 


of the set. 
Uses 2 of the new metal tubes, 6J7 and 6F6, in a highly efficient cir- 


cuit. Two midget 3 volt batteries will run the set for about 12. hours. 
A storage battery will run for about 75 hours. before requiring recharge. 
Supplied in kit form, complete with drilled 5”x6” panel, punched and 


drilled 5”x5”" chassis base and -all- necessary: parts s 35 
43s 


and instructions for assembling, 


A9614. Complete kit, less tubes and headphones. 

YOUR PRICE ......... Vous Ge Mech Ate aT eee ie nots 
Ae 3 TUBE ALL-WAVE 
17—550 RECEIVER 


This~ set was described in Pop- 
ular Mechanics Magazine for June, 
1936. It has become one of the most 
popular models. Built on a simple 
breadboard, with built-in loudspeak- 
er. Covers -the. regular broadcast 
band, all American and foreign 
short wave bands, airplane and po- 
lice calls, etc. A stage of R.F. be- 
fore detector helps a great deal in 
reaching out for those weak signals. 
5 sets of Hammarlund coils cover 
from 17 to 550 meters. Coils are 
wound on low-loss coil forms. The 
detector stage is followed by a. stage 
A convenient twin tip jack is incorporated 
phones or speaker can be used. Low-loss coil forms and 
May be used with external A.C. 
“‘B’’ batteries, whichever is desired by the 
Uses 1—6D6, 1—6C6 and 1—38 tubes. Comes complete with all 


including panel cut and drilled for S2O55 


METERS 


of impedance-coupled audio. 
so that either 
Isolantite sockets are used throughout. 
power pack, or with ‘‘A’’ and 
builder. 
necessary parts, 
speaker but less tubes, 


With coils, 
AOGI5. Complete kit, less tubes and batteries... 
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QUALITY KITS AT ATTRACTIVE PRICES 


“POPULAR MECHANICS KITS 


“LITTLE GIANT” 
4 TUBE AC-DC 


Popular Mechanics No. R-220° Ki! 
The 1936 model of the most popular. 
tube set ever described in Popular Me: 
chanics. Traveling men, tourists, stu 
dents, etc., will find this the ides 
companion set.. Has excellent tone 
qualities: coupled with distance-gettin 
ability. Simple and inexpensive t! 
build and will operate from any 11 
volt AC or DC supply. An pies de 
pendable radio receiver. J 


A POPULAR EFFICIENT SET 

Anyone can build this highly efficient, portable AC-DC set with on 
a few tools. Detailed easy-to-follow blue print shows both pictorial 
schematic. diagrams. Kit contains ali necessary parts, speaker and” 

structions for construction of the improved Little SQ7 


ASO TS. wd ane nee Fy rep ea 
omplete, less tubes and cabinet 
YOUR PRICE a 


es 
TWO-WAY INTER-ROOM od 
COMMUNICATION KIT Seis: | 


Popular Mechanics No, R-221 Kit. An 
efficient inexpensive inter-room communica- 
tion gystem which saves time and effort. 
You merely push a button to talk and re- 
lease it to listen to a person in another 
room, May be used between rooms and 
floors in homes and offices; suitable for pag-~ 
ing and calling between store and stock- 
room, house and garage, etc. Compact and 
portable; easy to build. Two units are re- 
quired, one at each point between which 
communication is desired, 


SCORES OF USES 


These easy-to-build two-way inter-room communication kit units on: 
erate on 110 Volts, A.C, They each use 1—38 and 1—25Z5 tubes am 
incorporate a single button carbon microphone and 5 inch magneti 
speaker. Each kit unit includes all necessary parts, mike, speaker, ete. 
less only tubes and cabinet. Cabinet pictured is priced below, or yo. 
may build ee own individual cabinet, 


A8914, R-221 KIT for | unit only. (2 required.) $ 1¢ 
Complete, less tubes and cabinet. — 
Anes nao cman es ae os ee ee : 

abinet only, as shown in illustration. NET....... 
A3502. 4 conductor connecting cable. Per 10 ft. Nee 2.4 


NEW UNIVERSAL 
‘5S METER HANDSET 


Compact, lightweight combination 
earphone and microphone handset. 
Rugged and fully protected against 
rough handling. Highly polished 
molded bakelite case contains the 
special high output. single button 200 
ohm microphone with highly efficient 
Sensitive receiver. Complete with 6 
ft. 4 conductor cord with individual 
leads for microphone and _ receiver. 
Especially designed and developed 
use with high-frequency transceivers, 


69. With 2000 dhm receiver, 
: 3: With 75 ohm receiver. $58 
'R PRICE, EACH....... once 


tee eee 


Vertical type antennae for ultra H.F. 
use. Telescoping sections of hard alu- 
minum tubing with force lock to hold 


adjustment. Ideal for mobile and 
portable use. 

| A9183. '% wave 4 section. Less 
a — at a direct mount- 
ng. xtends te 52’ 
WitE TK se atic: wiles ce cis $1.18 
A9184. ‘/, wave 3 section. With 
ee Length closed, 18”; extends to 


A186 Y, wave 3 section. Less 
base. Binding post mounting. Ex- 


NET cece rsseeveez.e SLoLZ 


AOT86. Yz wave 3 section. With 
insulator. base. Length closed, 36”; 


e extends to 102”, $1.32 


KNIGHT ONE TUBE 
oh ALL-WAVE KIT 


“the lowest priced all-wave kit on the market. 
ipact, yet sensitive and simple to build. A 
| tube battery operated receiver which brings 
a police signals, amateurs, broadcast stations 
lots of distant stations. All terminals are 
r-coded and no wiring diagram is necessary. 
an attractive modernistic stained wood base 
pedestal. Uses a type 30 low drain tube. 
plete kit includes all parts, base, hardware, 

fire, 2 coils for 190 to 550 meters, earphone 

pea clear instructions. Tube and batteries not 


19515. Kit of parts as $474 


tbed above. 
TE GS a 
\9516, TUBE AND BATTERY KIT. Con- 
Pais volt dry cells, 1—45 volt “‘B” 


se $1.64 


_ KIT OF S. W. COILS 

15565. Short-Wave coil kit for use with 

cae set. 4 coils cover range from 16 to 217 
rs, 


WORLD TIME CHART 


AND SHORT WAVE 
STATION LIST 


Indicates time in 122 
countries instantly, Lists 
111 Short Wave stations. 
Valuable for the amateur 
and SW listener, 


KNIGHT 5 METER TRANSCEIVERS 
TWO-WAY 56-60 MC 
AMATEUR PHONE KITS 


These popular Amateur 5 meter transceivers were designed 
by Frank C. Jones. Easy to build and operate; the range is 
entirely dependable. Ideal for local ‘‘horizon-range’’ commu- 
nication and for experimental field work. Uses a single type 
19 tube in an efficient push-pull unity-coupled oscillator cir- 
cuit, grid modulated. For reception the same tube acts as 
push-pull super-regenerative detector. Simple quarter or half- 
wave rod may be used for the antenna. Complete diagram ~* 
and parts list available at 5c to cover handling and mailing. 


CHASSIS KIT OF PARTS 


All necessary parts for building the chassis model 
illustrated above. Includes panels, baseboards, dial, 
condensers, resistors, isolantite socket, hardware, etc, 
Complete kit less tubes, batteries and handset. 


SES58 
A9656. YOUR PRICE.........-..00.00. Pitt ae &58 
DE LUXE PORTABLE KIT 


A complete kit of parts which includes everything necessary to build the 
Knight De Luxe Portable Transceiver. Contains all necessary resistors, 
condensers, panels, dials, cable, etc., including special split case as shown in 


illustration. Easy. to build and operate. Accessories required S 32 

are tube, batteries and, handset listed below. 

ASG54.~ YOUR PRICE.......ccccccscccces eneessieg'e cneeee — 
TUBE AND PORTABLE UNIVERSAL 
BATTERIES CASE HANDSET 
Consists of 1—Ray- Durable, leatherette New Universal 5 me- 

theon 19 tube, 2 Bur- | covered split case for | ter handset. Compact 


gess 5308 portable | Knight transceiver. | and lightweight. IJllus- 
““B’s’”? and 2 Knight | Bottom holds batteries; | trated and described at 
dry cells. transceiver in top. upper left. 

A9659 A7569 


NET... SSeL7 
ST aNBenD 2 TUBE 
DX-ER 
KIT 


Still one of 
the most popu- 
lar low-priced 
kits for the 


NES $3.75 NET). .<: $5.88 


KNIGHT METAL TUBE 
DX-ER 
KIT 


An extremely 
efficient, easy- 
to-build re- 
ceiver of mod- 


ern, up-to-date 
short wave be- | design. Uses 
ginner, Oper- | two metal 
ates from Dry tubes, 1—6J7 
Batteries. De- | and 1—6C5. 
scribed in | Features full 
A ee i band - pyess 
lanics, tuning; elec- «UL. 
“Short Wave | tron-coupled BATTERY 
Craft,” and detector; OPERATED 
other leading | shielded chassis construction; ultra smooth re- 


radio magazines, Uses two type 30 tubes in an | generation control; non-critical antenna input. 


efficient regenerative circuit with one audio stage, May be operated from batteries or A.C. power 
supply. Requires 6.3 volts at 1.5 A., 90 to 185 
COMPLETE KIT OF PARTS volts for plate supply. Special power supply 


available in kit form, listed below. 


COMPLETE KIT OF PARTS 

All necessary parts for building the Metal Tube 
DX-ER, including punched and drilled metal 
chassis and_panel, sockets, condensers, resistors, 


All parts for the DX-ER, including panel, 
baseboard, condensers, shielded transformer, etc., 
with complete wiring diagram. Coils, tubes, bat- 


teries and phones are extra and $ 95 
42> 


are listed helow. 


A9520. YOUR PRICE.......... wiring diagrams, etc., less only 
tnbess coils, batteries and head- $@7 at) 
PLUG-IN COILS phones. AO5I1. i WE error ee 


PLUG-IN COILS 


Set of 4 low-loss coils covering from 16 to 


A5235. 
YOUR I Oc; * 
PRICE....... 


ALLIED RADIO CORPORATION, 833 W. JACKSON BLVD., CHICAGO, 


217 meters. 


A5574. YOUR PRICE........ 9LeOD 


ACCESSORIES 
A952. Consists of 2 Raytheon 30 tubes, 2— 


{Y% volt dry cells and 2—45 volt $2 95 
@ 


Be Batterless] NET cs clits se e200 
A2800. Brandes 2400 ohare 
headphones. YOUR s00 chs $11.59 


Set of 4 plug-in coils for the Metal Tube 
DX-ER. {6 to 195 meters. 


AQ5 12. YOUR: PRICE.) vce. a... $1.25 


A. C. POWER SUPPLY 
AO513. Complete kit of parts for the A.C. 
power supply. Contains punched chassis base, 
transformer, chokes, condensers, etc. Requires 
1—1V tube (not included). Output 100 V. D.C., 


WET srsiuicnegh A cise vesesssss 9 5eHO 


KNIGHT METAL TUBE 6 VOLT ean SUPER 


A complete kit for building a highly 
metal 6 Volt superheterodyne. 
storage battery. Tunes from 15 to 545 meters. 
complete with trimmer and padding condensers, 
sembled and aligned. 
LF; 
lectivity. 
0Z4 tubes. 


Requires 2—6K7, 1—6A8, 1 


condensers, complete diagrams, etc, 
tubes, speaker and vibrator. 
AQ5 14. Complete Kit. 


AaGa7. Electronic No. 470 Vibrator. 


efficient six tube all 
Operates entirely from a 6 yolt 
Coil assembly, 
is factory-as- 
Has four position band switch; 
transformers for unusually high gain and exceptional se- 
6Q7, 1—6F6 and 1— 
Includes punched and drilled receiver and power 
supply. chassis bases, all wave coil, switch assembly, resistors, 


Less $2 


NET.... 


iron core 


375 


ILL. 


INSTRUMENT DIALS 


Chrome silver dials with eiaited 


2” DIAL PLATES 


Handsome, professional dial 


Satin finish and engraved blac plates finished in silver grain satin 

numerals and calibrations. Vernier | finish, with calibrations engraved 

grip knob for 4” shaft. Reads | in black. Calibrated 0 to 100. 

0-100. Complete with vernier Fluted finger grip pointer knob fits 

marker, all 44” shafts, These plates lend a 
234 INCH DIALS commercial appearance to your re- 

A5733. 325 Degrees. ceiver, transmitter, etc, 325° 

A5734. 180 Degrees. style ideal for use on volume con- 

NET FACH 255.).-<--. Fic trols, on amplifiers, modulators, etc, 
4 INCH DIALS A5483. 180 Degrees. 

te 7e8. a28 Pegrees. Sh ty Brite Degrees. 

5736. 0 Degrees. , 
your Price, EACH... 9Q4@@ | each ..... rivchecessee- PAGO 


CHROME SILVER 


Engraved numerals and calibra- 
tions on chrome silver. Dial plate 
reads 0-100. ‘Supplied with Finger 
Grip flange knobs for 14” shafts. 
34% INCH DIAL PLATE 

A5737. 180 Degrees. 

A5738. - 325 Deorees. 
NET-EACH 9222, ic.:.2.- Cc 


4 INCH DIAL PLATE 
oh fil Bd Bbucses. 

57 . egrees, 
NET-EBAGH 2 ise oaes 9ic 
STEEN 
DIAL PLATES ONLY 
Above plates less knobs. 

180 DEGREES 


DIAL Molded of 
black Insuloid. 

PLATES For ed keying. 
FLAN Se" high: 1944” 

& GE dia. of lower skirt 
KNOBS 8-32 screw. 
Attractive | A5535. 

grain satin fin- | NET EACH......¢© 

ish. Have 

black  Etcho- 


NAVY KEY KNOBS 


ETCHED METAL 
NAME PLATES 


©) MICROPHONE @ 


STANDARD SIZE 


name plates de- 
signed. to give your equipment a 
professional appearance. Made of 
brass with characters and borders 
chromium-plated; backgrounds are 
etched dull black. Available in 
104 different markings, among 


High quality 


No. ia, which are the following: Micro- 
AS741 i pI phone, Phono Input, Oscillator, 
A5742 814” 42c Transmitter, 1st Buffer Grid, Pow- 
A5743 ” 48c er Amp. Plate, Antenna, Plate 

325 DEGREES Voltage, Filament Voltage, Key, 
A5744 2” 28c | Rectifier, A.C. Input, Modulator 
A5745 31" 42c Plate, Gain Control, Input, ete, 
A5746 4” 48c Write for free complete list of 

name Faded ae Pas gt 
size plate is 14%x% inches. This 
VERNIER size a especially suited a Se 
AI and Test Equipment. Furnishec 
MANK ERS teaecan PM SE Ll: machine 
screws. S SIFY MARK- 
ING DESIRED WHEN 

Attractive SIOT TEES for ae ORDERING. Cc 
curate tuning, ‘hrome. silver wit 
grained satin. finish. Simple to A2885. NET EACH.. 


mount on all panels; supplied com- 
plete with mounting screw. 
Cc Dial. 


NET 
Degrees EACH 
325. 


DE LUXE SIZE 
Similar in design and markings 
to above but larger—2%4x\% inches. 
Especially designed for transmit- 
ters, etc. WRITE FOR COM- 


PLETE LIST. 10¢ 


A2888. NET EACH.. 


No longer need your reception be 
disturbed by static, motor noise or 
other forms of interference. This 
new noise silencer kit will effectively 
eliminate noises of practically every 
type. Signals unheard of before 
may be brought up to a comfortable 
level. Designed to work with any 
short wave or all-wave superhet 
having 465 or 456 KC I.F.’s, ‘this 
noise silencer incorporates an extra 
I.F. stage. Supplied complete with 
all necessary parts, instructions and 
1—6H6, 1—6J7, 1—6K7, and 1— 
6L7 RCA metal tubes. Black 
crinkle-finished base measures 514”x 
ii oe and has all holes cut and 
rilled, 


e218: yoo, SIZ 


YOUR PRICE...... 
STANDARD MODEL KIT me 


A8909. Same as above, but without extra IF. stage; designed ft 
sets having two or more I.F, stages, Kit includes 1—6H6, 1—6J7 ar 
1—6L7 RCA metal tubes and full instructions, s \ 
For sets with 456 to 465 KC. LF. NET:...00.5....ccscect 5-9” 


EBY PHOTO CELL EQUIPMENT © 


A new type 
of photo cell de- 
Signed for long 
life and maxi- 
mum sensitivity. 
Ideal for light- 
controlling circuits, and for general 
experimental purposes, Entire unit Ideal for photo 
is shock-proof and moisture-proof. vacuum tube amplifier circuits, efe. 
Unaffected, by continuous exposure due to the low power necessary» 
to lights of strong intensity, and 
will operate on voltages as high as 


Designed for 
direct, or for full 
or half-wave rec- 
tified current 
circuits, where 
the operating 
power is small, 


tacts carry 2.5 ¢ 

250 volts without damage to cell. A.C., or Lb ta us os 
Response curve covers visual spec- A4045. 1000 ohm coil, 4 
trum, and extends far into infra- A4046. 2500 ohm coil. 

red. Measures 14%” dia., %” high. A4047. 5000ohmcoil, | 
Mounts in standard A4048. 10000 .- . 
four prong socket, $294 ohm coil, $s 
A4032, NET...... Re = NET. EACH. -.....0¢e6 = 


EXPERIMENTAL KIT 

Necessary parts for building ya 
rious Electric Eye circuits, In 
cludes the Eby Electrie Eye; + 
sitive relay; tube and eye sock 
resistors, condensers, circuits °a' 


ELECTRIC EYE HANDBOOK 


A4033. 32 pages of new mate- 
rial pertinent to photo electric 
cells; gives hints and diagrams on 
adaptations of Electric Eye. Just 


the book for the experi- information, 
menter or engineer, neET.. 30C A4049. NET ...... 98 a 


PHOTO CELL AND RELAY 


An efficient light-controlled instrument with many 
valuable uses. Contains a_ sensitive photo-cell and 
quick acting relay. Can be used to actuate automatic 
door opening mechanism, for grading and counting 
packages on production lines, for controlling lights, or 
for a host of other applications. Size 4”x4”"x5". Suit- Oy. 
able light source is listed below. With g ri) QM: 
photo-cell. For 110 V., 60 cycles, 14 7 Ce 
F4680. NET \\ S oe 

EERE 3 
LIGHT SOURCE FOR PHOTO CELL 
A4681.. A ruggedly built light source for use with the above or sini 
ilar photo-cell relay units. Operates from 110 Volt 60 cycle supply. Usé 
standard 6-8 yolt 32 C.P. auto bulb. Light beam is focused _by meam 
of movable brass tube fitted with high grade optic lens, 
Size 2%” square, 556” high. With bulb. NET.-.......-.. SS 


Ripa 


PHOTO-ELECTRIC CELLS 
CETRON CE-3 


Al 070. e ay BNSte Ot 
tric cell suitable for a variety 0} 
“ THERMO- applications. May be used to re- 
Ve COUPLE place W.E. type for sound film 
AMM work. Connections are made by 
RIP KNOBS Resi ard ene of feeds vith phone = 
Molded of black bakelite; for % inch shaft. for high) fence | eee ai. avetage icnisiie mines 
Attractive, professional of hitmen Fluted rim work, these Sutecorante of 135 V & onizing ag 
gives positive grip for de icate adjustment. Sup- are accurate to within ; CE-1 CELL 
plied with flange, with pointer, or plain. 2%. Ideal for use in amateur transmitters or A i EF 2p] z : 1 t 
WITH POINTER wherever currents of radio frequencies must be | A!O71._ For replacement in such equipment 
A5475. 1% Fig. A. EACH ......, 23¢ | measured. External couples will stand 50% | 4S Acme Simplex, Edco, Moviola, RCA. Photo- 
A5476, 1%”. Fig. A. EACH ....... 28c | overloads and are easily replaceable. Moulded | Phone, Powers, etc, 4 prong plug-in type base 
A5477., 2%”. Fig. A. San Fans Oke 34C | bakelite case, flange mounting type, 3344” size. | °%2” high, with cathode area of .94”. : 
WITH FLANGE CE-2 CELL 
f » 246”. Fig. B. EACH ...... 
Ab4zS 3” Fig. Rul EACH fn cas55 356 MODEL 341 A1072. A shorter, wider cell, with cathode 
‘ LESS POINTER No. Amp. NET area of 1.33”. For use with Argus, Bestone,. 
Similar to Fig. A, but less pointer. A8s90 __ 0-1 $10.00 EACH ete see Pacent, and Universal type 
A5480. 1%” PRICE EACH ......,.. [7c |} A889 0-1.5 10.00 Height, 2%. 4 Teak asa s 0 
A5481. 1%”. PRICE EACH (1. °'7’ 23c }A8892 0-25 10.0 SSB ght, 2%”. . ’ 
A5482. 2%”. PRICE EACH ......... 28c | A8893 0-5 10.00 — YOUR PRICE EACH.............. ; 


TTL) 


MC 


Wy 


mmers may be placed on 
ased to 36" 


ge 4, 5, 6 or more ganged sections. 
» provid 


elds measure 2%"x314”, 


; 9 st GANG acne MMF.—3 GANG ¥ condenser closes to the bite Geos 
552. 456 KC. A2 " 175 Ke. (VERy. 3h oie eee 100 |}NET EACH 
; Pe aCH nKc.} $1.03 AseaS: 456 ke. | $1.52 Aa | 16 RMSE SNS. Set eae atiow 150 | e 
MMF,—2 GANG 420 MMF.—3 GANG Rai 17 ea errant 7 
E Aga $1.12 ri Cae alae $1 65 yt: SG = Seopa be Ree! 450 
q coerce. pe Ome ag | NET EACH ...... ‘Ne e 
PRECISION 150 MMF. 
MIDGET TRANSMITTING GANG CONDENSERS 
CONDENSERS . 
Compact condenser assemblies designed 
Perfectly suited for use in tank circuits in especially for short waye use. Special bake- 


low and medium 


contact springs. 
ing brackets. 


Max, Cap. Min.cap, Air Gap 
85 9 095” 


BAND-SPREAD 
CONDENSERS 


New band-spread 
tuning unit with 
one dial control. 
Main condenser 
drives one pointer; 
other pointer is 

Mi driven by band- 
fad condenser section. One knob controls both 


00 on top scale and 0-10 on bottom scale. 
lo Gangs MMF, 


NET 
goo! 1 $6.17 
moi ft $6.90 


3704. 3 gang, 420 mmf. Dial is specially 
librated for Gen-Ral Kit on 


BS NET oa. .2.-55.,-25.+. $6.90 


” TRIMMER 
CONDENSER 


A new small-size trim- 
mer condenser, ideal for 
balancing, trimming, néu- 
tralizing, antenna cou - 
eS pling, ete, Of sturdy con- 

jon on low-loss bakelite base measuring 
ha’ x%"xlig".  Full-plate type, with high- 
‘ade mica dielectric. 5-35 mmf, 


mec. NET....:..... ee ae 6¢ 


TRIMMER AND PAD- 
DING CONDENSERS 


For HF, IF, and Oscillator cir- 
cuits. First quality mica-insu- 
lated; isolantite base. Screw driver 
adjustment. May he shunted by 
fixed mica condensers to increase 
; maximum capacity, Solder lug 
pe connectors; fits in small space or coil form. 


Cap. Mmf. © 


GANG CONDENSERS 


A tuning condenser of truly universal a!’ 
application. Has 4” shaft extending out 


adly and carefully constructed to maintain accuracy. 


I VISE OR COUNTER-CLOCKWISE IN ONE UNIT! 
€s6 universal condensers solve every replacement or original gang 
denser problem. Easy ganging of 2'or more 2 or 8 gang units for ob- 
: 5 4 ‘ Hither end may be used as 
ing either clockwise or counter-clockwise rotation in a single 
Slotted end plates for complete alignment of all circuits. 
TRE type, all sections alike, for TRF or padded osc, circuits, 
thet type, with special cut section for unpadded oscillators. High 


power 
Solidly built; extremely compact; highly ef- 
ficient at all frequencies. 
insulation; smooth operating phosphor bronze 
Have %4” shaft, and mount- 


use, 
56” thick. 


rigidity. 
bakelite insulation 


Two front- bearing 


Measure 3144”x1%". 


transmitter stages. 


Genuine Isolantite 


Slotted end plates 


alignment, 
: smooth, frictionless tuning. 
Pk. Volts NET mounted on long side; may be. easily moved 
2000 $1.18 to other side, or removed altogether, 
2000 1.47 shields measure 344’ x1%"”. 
1.76 A2567. 2 GANG. 
1.76 YOUR PRICE ........ 


KNIGHT COMPACT 
CONDENSERS 


New, easy-to- 
mount compact 
condenser assem - 
blies of superior 
design and precise 
construction, Trim- 
mers are mounted 
on both sides, 
Plates slotted for 
accurate alignment. 
Maximum capacity, 
370 MMF. Clock- 
wise rotation. Available for either TRF and 
padded oscillator circuits, or with specially cut 
section for tracking unpadded oscillators, %4/ 
shaft extends 144", End shields measure 234/x 


TWO GANG 
RF 


A2562. TRF. 
A2563. 456 K.Cc. & Cc 
OUR NET PRICE.............. te 


ee GANG 
5. 456 K.C. 


CONDENSER COUPLINGS 


Insulated flexible shaft coupling. 
Permits tandem operation of con- 


densers, etc. Bakelite insulation. 
For 44” shafts. c 
A2615. 21 

Ly =p PP rrr ere - 


DUAL TRIMMERS 


Latest development in 
trimmer design. May be 
used in any IF, oscillator, 
or similar circuit. Extremely 
small; may be mounted in 
tight places, Best mica 
dielectric and precise tuning 
adjustment give unequaled 
performance, 

Cap. Mmf. 


No. Each Section 


OUDAWNN > 
AWN—NO mr 
Oo0og0o0o0e + 


ALLIED RADIO CORPORATION, 833 W. JACKSON BLVD., CHICAGO, ILL. 


USL MIDGET CONDENSERS 


A small, well-built condenser, ideal for Short Wave 
44" shaft extends %’ from front of condenser. 
bushing allows. rigid mounting on panels up to 
Single hole mount; fits 34” hole. 


158”. deep. 


lite insulation reduces loss to a minimum, 
Of new, advanced design; solid bar con- 
struction assures the utmost rigidity. 
allow easy, 
Ball-race bearings provide 


85c 


Overall 


from both ends. Clockwise—or counter- size with plates open, 1%”x1%". Attractively priced, » 
clockwise application in a single unit; high quality units. 
solid, bar type construction; front and Min. Max, Min. Max 
rear ball-race bearings; high end plates; No. Plates Mmf. Mmf. NET No. Plates Mmf. Mmf. NET 
high-grade low-loss bakelite insulation; A4j/25 3 8 15 35c A4132 12 6 80 A7c 
rotor grounding springs for each section. A4126 5 4 30 38c A4129 15 7 100 48c 
Holes are provided at front, rear and bot- A4!127 7 5 45 Alc A4133 18 8 125 53c 
tom, for bracket or spade bolt mounting. A4128 9 6 60 44¢ A4130 20 8:°140 57c 
either side, or may be shen areas. DOUBLE SPACED MIDGETS ——_ 
4 8. can, 
using A2097 bushing on page 106, i A4 I 23 11 6 35 58c I A4 i 24 14 : 7 50 79c 


PRECISION SINGLE CONDENSERS 


General purpose single unit, condensers of high quality, Compactly dé« 
signed; new bar-type construction gives extreme , 
Precision-built to maintain accuracy; 
assures 
gives smooth 
binding. Bronze contact spring maintains steady, 
quiet contact with rotor. 


low-loss. Ball-race 
operation with no 


¥y%” shaft, 1%” long. 
Clockwise; — 


critical 
Trimmers 


End | hs 
A2568. 3 GANG. 
YOUR PRICE Si: Phe BS 


Iron-CoreR. F. Chokes 
New High-Q RF chokes; may 
used in place of air-core 
chokes for higher efficiency. Pro- 
vide greater gain and selectivity 
in either tuned or untuned plate 
load circuits. 


Asyes on dee 
Cc 

A5786 32 34c 
AS787 5% 37c¢ 
A5788 10 43c 
POLARIZED 


R.F. CHOKES 


A new efficient, popular 


priced R.F, choke of the 

sectionalized winding type. 

Thoroughly . impregnated to 

minimize effects of mois- 

ture. 

A2640 see eegesccese 

BO BAA Sow ce ation csec.et 
PAD A teeta ace. 
Pe EP Siew ees cake on. 
BPGABR icc ace cabo em 5. 
Pe Behe is eh oie fb ocd ; 
AP OAG ie ciciech seas cates 


ee 
RADIO FREQUENCY CHOKES 


Compact, easy -to- 
mount R.F, chokes of 
high quality. High 
impedance, lattice- 
wound type, Thor- 
oughly impregnated 
for dependable trou- 
ble-free service. Ac- 
curately rated, Wound 
with silk-covered wire 
on hard maple core. Two types: 


Shielded or 


unmounted. 
Unmounted MH Shielded 

A5589 PA 5596 
A280 mi ABE? 
EACH..... LC \ EACH..... 26c¢ 
AG4o2 ik. REBES 
EACH,.... LC EACH 29c 
A5584 30 A5591 4ae 
EACH...,, @9O EACH..... Hae 
A5585 60 A5592 

A5590 


8 
EACH... 39C) 


|EACH..... 49c 
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IRON CORE I.F. 
TRANSFORMERS 


A new development in IF trans- 
formers. The use of a finely pow- 


dered iron core, with each iron 
particle insulated from the others, 
results in a much higher ‘‘Q’’ than 
was heretofore possible. Gain and 
selectivity approximately double 
that obtained with air cores. Ideal 
for replacements and set building. 
Double-tuned from top.  Instrue- 
tions included. Cans measure 1%” square xX 
3%” high. Mica insulated trimmers. 
PCE Ay pages ar on aaa 
A5802. 370 KC 
A5803. 456 KC. $qis 
A581 2. 3000 KC. 
OUTPUTS 
RROD ES KLE KEY.S MET EACH 
A5806. 370 KC. 
A5807. 456 KC. $qis 
A583. 3000 KC. 
CENTER-TAPPED OUTPUTS 
A5837. 175 KC. 
Rese a dee eet BAGH, se. $1.15 
STANDARD I.F. 
TRANSFORMERS 


Standard high gain IF trans- 
formers of superior design. Ideal 
for replacements and new set build- 
ing. Lattice wound primary and 
secondary tuned by mica insulated 
compression type condensers from 
top of can. RMA color-coded leads. 
Aluminum cans measure 134” square 
x 314” high. 


DOUBLE TUNED INPUTS 


A5815. 175 KC. NET EACH 
A5816. 262 KC. 
A5817. 370 KC. Wy 
A5818. 456 KC. 
A5823 3000 KC. 

DOUBLE TUNED OUTPUTS 
A5819. 175 KC. NET EACH 
A5820. 262 KC. 

A5821. 370 KC. 73° 
A5822. 456 KC. 
A5824. 3000 KC. 
CENTER-TAPPED OUTPUTS 
‘ 175 KC. 
ABS4s: 456 Kc.s EACH JSC 


HIGH GAIN THREE PI 
I.F. TRANSFORMERS 


New type IF transformers with 
three pi windings on primary and 
secondary. Exceptionally high gain. 
For best results, only one should 
be used in a receiver. Double- top- 


tuned. Cans measure 13¢x13¢x340”. 

Color-coded leads, 
INPUTS 

370 KC.? NET 

456 KC.‘ EACH... QC 
OUTPUTS 

370 KC.2 NET 

456 KC. § EACH... dQ 


Pentagrid Oscillator 


A compact unshielded oscil- 
lator coil particularly designed 
for the new Pentagrid tubes. 
Single hole mount. For use 
with 370 mmf. TRF tuning 


Ss condenser, 
A5833. 175 KC. (Use 1125 mmf. pad cond.) 
A5834. 456 KC. (Use 425 mmf. pad cond.) 
YOUR PRICE 
EA CHG hoe a itieds le bartott chai thai item 39¢ 


Adjustable Replacement 


Iron Core Antenna Coil 

Will replace burned-out antenna 
coil in any standard Broadeast re- 
ceiver. Inductance is variable by top 
adjustment. Will track perfectly with 
all other stages; setting remains per- 
manent once set. For 370 mmf. con- 


denser. Fully shielded, Size 1%x1%4x2”, 

A5845. 

YOURUPRICE *oaescwes Ge L esse $qis 
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NEW MEISSNER 
AIR-TUNED 
IRON CORE 

I.F. TRANSFORMERS 


A new line of IF transformers 
having iron cores for greatly in- 
creasing gain, sensitivity and selec- 
tivity. .Tuned with air-dielectric 
condensers for stability. Once the 
transformer is tuned, it will hold 
its setting regardless of change in temperature 
or humidity. Ideal for use wherever exceptional 
stability is desired.. Size 2x2x4%4. 


INPUTS | 
Asest. rake) Sie tee 
A5682. 370 KG. 

A5683. 456 KC. SZos 
A5684, 3000 KC. oe 

OUTPUTS 

A5685. 175 KC NET EACH 
AseBs. 370 KE & 
A5688. 456 KC. S$Qes 
A5689. 3000 KC. 


NOISE SILENCER 
I.F. TRANSFORMERS 


A close-coupled IF transformer, sin- 
gle tuned, with center-tapped secon- 
dary, especially designed for use in 
the currently popular new. noise si- 
lencer circuits, 


A5690. 175 KC. NET EACH 
569 t~ 262. KC. 

A5692., 370 KC. ssc 

A5693. 456 KC. 

A5694. 3000 KC. 


NEW MILLER COILS 


VARIABLE SELECTIVITY 22 
I.F. TRANSFORMERS _— -; 


Especially designed to meet the de- JK 
mand for a transformer capable of pro- 
viding a high degree of selectivity for 
DX, and a broad band for high fidelity 
reception. Simple electrical method for 
varying selectivity eliminates mechani- 
cal movements, Available with iron or air cores, 


IRON CORE 
Renee: ab Koc} EACH $1.47 
AIR CORE 
5 KC. 
ste Ket EACH $1.18 


IRON CORE R.F. COILS 


Small size R.F. coils, especially 
desirable for use in auto or other 
sets where a high gain coil of small 
physical size is required. In ‘shield 
cans measuring 1144” dia. x 2” high. 
For use with 370 mmf. condenser. 


A6584. Ant. coil? . 
A6585. R.F. coilfS EACH 88c 
KC.) 


Oscillator coil (465 
pad.) YOUR PRICE..... 73c 


AC-DC COILS 


HIGH GAIN 
MIDGET COILS 


Unshielded coils particular- 
ly designed for the popular 
midget TRF receivers. Pro- 
vide uniform high gain and 
sensitivity over entire broad- 
east band, Duo-laterally wound on %” diame- 
ter forms; only 144” long. For use with 370 


mmf. condenser, 
A6587._ SET OF 2 COILS. IIc 
YOUR» PRICE J.205 2.342 ese eee 
harps SOLENOID COILS 
Extremely - efficient midget 
solenoid type coils, wound 
with enamelled wire on a 
special tubing. Ideal for re- 
placement in midget TRE 


AG586. 
(Use 400 mmf. 


NEW 


sets. Primaries are adjust- 
able. . Unshielded. Tapped 
cails enable amateur and 
police reception. For use 
with 370 mmf. condenser. 540 to 1600 KC. 
A6588. SET OF 2 COILS. 
YOURS PRICE < \o.eeuchausanises eee ce 29c 
A6589. TAPPED FOR 2400 KC. 1!—Anten- 


na coil and 


YOUR pane ce pesial'e xin 4 3§¢ 


GUR PRICES ARE ALWAYS LOWER—WE WILL NOT BE UNDERSOLD 


Enables you 
to build a sen- 
sitive receiver 
tuning from 18 
to 55 meters 
and 175 to 565 
meters, In- 
cludes all im- 
portant — short- 
Wave and 
standard broadcast bands. Coil’ “ assembly, i 
completely wired and ready to install, Kit con= 
tains: 2 band antenna coil and 2 band oseil 
lator coil mounted on a 2 position band-chang 
switch; padding condenser mounted on a 
bly, 2 double tuned 456 KC IF transforme 
Requires a 2 gang 370 mmf. _ tuning conden 
Diagram is included, 
A2707. 

YOUR PRICE 


GEN-RAL 
COIL 


ASSEMBLY 


Antenna, RF and 
Osc, coils, assem- 
bled and wired 
with 4 point wave- 
change switch, for 
building an All- 
Wave receiver. 
Tunes 15 to 545 
meters in four 
bands with 370 
mmf. 3 gang condenser. Includes 2—456 } 
IF transformers and diagram. te 


A5190. COMPLETE KIT 
as described above. 

YOUR PRICE . 
A519. Less 1.F. transformers. 
YOUR PRICE 


HIGH GAIN T.R.F. COILS 


Bank wound with Litz wire, per- 
mitting unusual sensitivity and uni- 
form gain over entire wave band. 
Round shielding can 2% in. high, 1% 
in. diameter. Use with 370 mmf. con- 
denser. Covers 1760 to 540 KC. Low 
impedance primaries. 
A5828. ANTENNA COIL. Small 
but highly efficient. 

A5829. R.F. COIL. Same size 
and mounting as above. 

NET EACH 00: cgi es aerate ; 
A5830. 4 ‘TUBE KIT. Contains 1 An 


Coil and | R.F, Coil, \ 
NET ee ees secesesassssoo COE 
A583 I. 2° ote BS eee Contains 
oil an -F. Coils. 89 


NET 
(All kits include schematic diagrams.) : 


x 


ANTENNA AND R.F. COILS 4 


High gain fully shielded coils; 
for use with screen grid ‘tubes. 
High impedanee primaries. RF coil 
has primary at 90°, For 370 mmf. 


condenser, Antenna coil is illus- 
trated, Equipped with coupling 
rings, Cans measure 2”x2’x3”. 


Cover entire broadcast band, 
A5825,. Antenna Coil. 
A5826. R.F. Coil. 

NET EACH 


COMPOSITE OSCILLATORS | 


A compact, efficient combination 
oscillator assembly and ist IF trans- 
former, for use in circuits where 


first detector is also used as Os- 
cillator. Tunes from top. Meas- 
ures 2x2x3”, For use with 37 
mmf, TRF type condenser, Dia- 
gram supplied to assure proper 
connections, 
Renee 175 KC, 
3; 456 KC, 
2 Ssrice BACH Sete ucts 
PRESELECTOR 


A high-gain shielded band-pass 
preselector unit for the Broadcast 
band. Tunes 540-1700 KC with 370 
mmf. condenser. Mounted in square 


aluminum can 2”x2”3”, e QS 
A5835. & 
UR PRICE 


- FORMS -COIL KITS 


» Bakelite Coil Forms 
_.. RIM TYPE FORMS 


' Smooth molded  bakelite; low-loss, 
with high dielectric strength. Univer- 
‘sally used. Moulded rim handle for 
easy grip. 134” diameter and 234.6” 
high. Fit standard tube sockets, Me- 
chanically strong; electrically efficient. 


“~~ Prongs 


4 NET 
5 ‘PRICE 10 
; ince BOc 


7M .850) NET 
7S = (4750 PRICE 
7g (w)| Brice = a Se 


RIBBED FORMS 


Genuine molded bakelite; 156” 
diameter, at high. Have molded 
ribs for low-loss winding. Rim 


handles, ; 

aay Prong NET EACH 
ordeal & 

; | 4c 


ES 
LARGE LOW-LOSS 
RIBBED COIL FORMS 


Well-designed plug-in coil forms 
of molded bakelite. Have eight- 
ribbed surface for low-loss coil 
windings. 114” diameter with 242” 
winding space. Rim molded on top 
for easy handling, Listed in four 
colors, Fit standard tube sockets. 
Easy to wind, Strongly built for 
long life and electrical efficiency. 


ACH..... 
» LIQUID COIL DOPE 


Provides tough, moisture-proof film 
on RF coils, chokes, etc, Dries fast, 


carne 4 K 


5 & e .4 

a Wiring Diagrams 
yeu D-YouR- 
| 

i OWN’? KITS 
Clear, easy-to-read 
diagrams with com- 
plete parts lists. En- 
able you to “build- 
your-own,’’ using latest 
type tubes and modern 
efficient circuits, Care- 
fully designed and capa- 
ble of ‘“‘factory built’’ 
performance, 


aps. 
(721. 2 TUBE DX’ER SHORT WAVE 
TERY SET. 
2.. 2. METAL TUBE DX’ER. FOR 
TERIES OR A.C. 
4 TUBE A.C. BROADCAST TRF. 
_.4. TUBE A.C.-D.C. BROADCAST 


3 
ay 
N 


~“ 


Bis 


‘4 METAL TUBE “‘SUPER-GAINER.” 
§ TUBE A.C. BROADCAST SUPER. 
5 TUBE SKIP-BAND A.C, SUPER. 
5 TUBE A.C. BROADCAST TRF. 

6 TUBE BROADCAST BATTERY 


6 TUBE ALL-WAVE A.C. SUPER. 


1715. 6 METAL TUBE ALL-WAVE SU- 
=R (6 VOLT BATTERY OPERATED). 
f708. 8 METAL TUBE ALL-WAVE SU- 


1709. 8 TUBE S.W. PROFESSIONAL A.C. 
IPER. 


1723. KNIGHT 5 METER TRANSCEIVER. 
1718. 2 STATION INTER-OFFICE COM- 
UNICATI 


ON SYSTEM, 
1716. 3 TO 6 STATION INTER-OFFICE 
JMMUNCATION SYSTEM. _ 
1707..VOLUME EXPANDER FOR RADIO 
-P.A, AMPLIFIER, 
NCH DIAGRAM: os.55...ceceeseeees fac 
_ (Ta cover handling and mailing cost.) 


- _ 


PLUG-IN CO 


Small, high effi- 


ILS 


ciency, space - wound 

coils for Short-Wave 

receivers. For use with 

140° mmf. condensers. 

Forms are smooth 

bakelite, 1144”’ :\diam- 

eter and 2%” high; rim-top for easy handling. 
4 PRONGS—2 WINDINGS 

A5565. Short Wave Coil Kit. 4 coils cover 

range from 16 to 217 meters. 8 

List: SEGG NET. Oct si bsccenteeas cn 5¢ 

A5S566.. Broadcast Coil Kit. 2 coils cover 

range from 190 to 550 meters. 8 

List, $1.§0. WET GEL ocd © 

AG567. Paha ere ae Coil. Covers 

range from 9.5 to 21 meters. ; 

List, 65c. NET. cccccsessscycceecces. DRC 
5 PRONGS—2 WINDINGS 
A5582. Short Wave Coil Kit. Four coils 
pee is ta to 217 it dn Use with band- 

spread coils for general coverage. 

NET coisa bees $1.08 
6 PRONGS—3 WINDINGS 
A5568. ° Short Wave Coil. Kit. Primary, sec- 
ss we okier tac iat gi Cover 16 to 200 

meters. 4 coils in - 
List, $2.50. NET soos cecececeesvee POSS 
A5569._ Broadcast Coil Kit. 2 coils cover 
190 to 550 meters. 8 
List) (QUQhon NET aeSteke. does coco anaes 7c 
A5570.,. Ultra Short Wave Coil. Covers 9.5 
to 21: meters, 8 
List,<:750:). NET . 4% .02 0% HOA Rnrae aD & 
he REE, 
BAND-SPREAD COILS 

5 prong coils complete with ceramic. base band- 
setting. condenser mounted on top. Spread 
crowded amateur bands over large part of dial. 
For use with 140 mmf, condenser. 

No..- Meters. Range-MC NET EACH 
A1920 zy “~~ -44.0-14.4 | 


A1l92i 7.0- 7.3 
BI 222 80 $.5--4.0 

1923 160 17+ 2.0. — 
A1I924. Kit of 4 coils.............. $1.90 


_ Five prong band-spread coils for the crowded 
international short wave broadcast bands. 


No. Meters Range-MC NET EACH 
Ai925 19 A 
Al 338 25 
A1927 31 
A1l928 49 
A1929. Kit of 4 co 


Genuine | molded 
bakelite, 1%” diam- 
eter. and. 244” high, 
with molded. ribs. for 
low-loss winding, 
With rim handles, 


Uniform precision- 
spaced windings for high efficiency. 
ard sockets, 


Fit stand- 
For. use with 140 mmf. condenser. 


4 PRONGS—2z WINDINGS 


AS&574.. Short Wave Coil Kit. Set of four 
coils covers range of 16 to 217 meters. Grid and 


tickler. windings. \ 
BhateS STAD ANE To Sie cic cee cua $1.0 


rh A eco Reeds Aets Minar i 5 oP 
RE S6" Ultee Short Wave’ Coit.” S4e 
VE CNETA eae: 38c 

BAND-SWITCHING 


COILS 


Anew unit which gives com- 
plete coverage from 16 to 550 
meters. No plugging-in; band 
changing easily accomplished by 
switching, Units are easily 
ganged by means of 14” shaft. 
= With 4 prong base for rapid 

: mounting Complete with 
pointer knob, dial plate and diagrams, 


For 140 
mmf... condenser. SBso 
AS5SGG61.. List, $4.25. NET..... omen 


aS 
SUPERHET OSCILLATOR COILS 

Serves as oscillator coil when used. with the 

above unit acting as antenna coil; both form 


tuning unit for Superhet. 16 to 550 meters. For 
456 KC LF. With diagrams. SZso 
AB5BG62. List; $4.25. NET.....,; — 


COMPLETE SUPERHET KIT 
Kit consists of one each of above units, both 
ganged together and adjusted ready for use, 
For 456 KC IF. With knob, dial plate and 


diagrams, $ 44° 
A5663.. List, $7.50. NET....... ays <= 


_ ALLIED RADIO CORPORATION, 833 W. JACKSON BLVD., CHICAGO, ILL. 


MAJESTIC 
I. F, TRANSFORMER COILS 


Designed to replace the originals used in yva- 
rious Majestic receiver models. Will fit in orig- 
inal Majestic shield cans without change. Well- 
constructed; unaffected by climate. Thoroughly 
impregnated; moisture-proof. Wound of dou- 
ble-coated enameled wire on-paper tubing, Coils 
are supplied less tuning condenser and can, 


Cat. Majestic NET 
No. Part No. Model EACH 
A7150 4428 15, 15B, 150 $0.35 
A7I51 8384 15, 15B, 150 .40 
A7155 4429 15, 15B, 150 .40 
A7152 5326 25 .40 
A7180 5327 25 48 
A7181 5601 25B .40 
A7182 5602 25B 48 
A7154 6506 55 .40 
A7183 10589 66 .40 
A7184 10591 66 .40 
A7185 9361 116 .40 
AZ158 6250 200 .40 
A7159 6254 200 48 
A7160 6119 210 .40 
A7161 6123 210 .40 
A7162 6127 210 -40 
A7186 7821 390, 310, 330 .40 
A7163 7812 390, 310, 380 .42 
A7164 9094. 360 .40 
A7165 9669 400 .40 
A7168 10149 460 .40 
A7169 10253 800 .bO 
A7170 10843 500 .40 
A7!169 11014 800 50 
A7t75 7187 Primary coil used 
as RF plate coil in Models 290, 300, 


310, 380, 460, 520 and 800,,..,...... .40 
| oeneeeenieniiieeemmmeene eee 
COIL ASSEMBLIES IN CANS 


Exact Majestic replacement I.F. transformers 
mounted in shield cans and laboratory pre- 
tuned. No adjustment necessary, 


at. Majestic NET 

No. Part. No, Model EACH 
A7190 4428 15, 15B, 150 $1.35 
A7I 33 8384 15, 15B, 150 .88 
A719 8995 310A, 310B .85 
A7(193 10149 460 .85 
A7194 10843 500 1.25 


We can supply other exact duplicate Majestic 
1.F. Transformers in cans complete. with trim- 
8 gt Albee Spb for prices, or order with 
eposit, stating model number of set, a 
number of transformer. perpor bent 


We can supply exact duplicate, or 
replacement coils for any set. When yt ae 
state name, model and type of set, where coil is 
used, bands covered, condenser type, tubes used 
etc. Cost depends on coil spees, Send old coil 
with $1.50 deposit for replacement or quotation, 


DIMMER REACTOR 
TRANSFORMER 


FOR MAJESTIC 
An exact duplicate of the 
original Majestic Part No, 7785, 
used in late model Majestic re- 
ceivers as _a resonance indicator. 
Fits chassis exactly. 


A7104. List, $1.95. NET.......... 


THREE CIRCUIT 
TUNERS 


Has primary, secondary, 
and yariable tickler wind- 
ings. Covers 200 to 570 
meters using 350 or 500 
mmf. condenser, 
A1700, For 350 mmf. 
A17Ot. For 500 mmf, 


YOUR PRICE 
EACH: 4.22.6305 73¢ 
R.F. COILS TO MATCH 


For 350 mmf. Condenser, 
For 500 mmf. Condenser. 


A1702. 
A1(703. 
NET EACH 
TAPPED FOR SHORT WAVE 
New three circuit tuner -and R.F. Coil as 
above, but tapped for S. W. reception with 350 


mmf. Condenser, 
YOUR PRICE....... 78¢ 


POCO eee eee seme seaewaewneeeeeenee 
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HIGH GRADE BAKELITE KNOBS 
=" KNOBS MODERNISTIC TYPES 


hole. Set 
screw in side, Pol- 
ished black finish. 
Fluted design, with 
white reference pointer 
on side, 


ROUND TYPE | A6202. 1%” across 
including Pointer... 34” 
Two tone effect and | high. 144” hole. © Set 

y 211 F propane: screw in side. 

yj Appropriate for most 52 112," 

receiver designs. Ag z03: Ps i ook 
Smooth, polished fin- | Octagon Pehl ere 
¥ ish. For %” shaft. | Walnut finish. Set 

as206. Tag. @ screw in side. 
10 Lots, 55c. EACH....., c Ie Sor’ age tne eet 


OCTAGON TYPE 

7 Modern octagon- 
shaped knobs in pleas- 
ing two-tone walnut 
and oak finish, Set 


wLtA - We" Dia. 
screw type. For % det eh e. yeas, 


shaft, Two popular sizes, 
AG209. 1%6”. 


A6210. 1546”. 
10 Lots, 55c. 
EACH 


PUSH-ON KNOB 
Attractive bakelite 
knob for 4 inch 
shafts. Push-on type. 
Excellent for volume 
controls, switches, 
etc, 136” dia. 


Flat Type. Walnut fin- 
ish. Set screw in side. 
An attractive knob, 

10 for 45¢ 

YOUR PRICE e 


STREAMLINED 
BAR KNOBS 


A2914 I ae 0 For test instruments. “Give a pro- 
LOTS OF 10... +102. 306 EERE ESE EA c feptinnal shecnnane? ° ony appa- 
ratus. Jith white pin-line indi- 
NEW OCTAGON KNOB cator. Fit %4 inch shafts. Black 
A handeomne pao or brown finish. 
octagon knob of mod- ” 
ern design in rich AgSaS- Broun res 
walnut finish. Will] poz. St oo. 
harmonize with prac- YOUR PRICE EACH. Cc 
tically any cabinet. A864 Black, 24 
Diameter, .%”. For a 648. fies ae . 
standard %4” shaft. |] A8649. Brown, 2%”, 
Basson on | Bahia Bhid@'cxcn.. ... LOC 
WicdenGne ce! 8c ROUND TYPE SWITCH 
aes |: PLATES 
POINTER KNOB Pheer ss Fe si 
Attractive, tapered | plates, finished in 
black bakelite knurled |etched aluminum 
knob. %4 in. bushing. | with black back- 
White arrow pointer | ground. Dia. 114”. 
etched on face. 1% in. A4\o6. “M1- 
re CRO-PHONO.” 
NET EACH A4107. “OFF-ON.” qc 
LOTS: OPrl0z ae aera 40c * YOUR PRICE EACH....... 


WALNUT AND MAPLE KNOBS ® 


Genuine wood knobs, beautifully 
made and finished. For 14” shafts. 
Brass bushing inset, with side set 


screw. 
No. Fig. Width Wood 
A3765 A i” Walnut 
A3766 B 4%” Maple 
A3767 B mB” Walnut 
Paice 8 
BACHE ar Seo abilan pecnmiee’ ae % € 
PER }04:355.. (Bie aed oe voseeZOG 
A3768 A NG Walnut 
A3769 A 14% Walnut 
A3770 B ng Maple 
A3771 c a Walnut 
AS772\ (Brain top) Walnut 
A3763 D Ih Walnut 
A3764 D 144” Walnut 
PRICE 
EACH Se clas ntetintnns take esis S 
PER 10'27 Seen ae apa ..76¢ 
ETCHED METAL DIAL | KURZ KASCH VERNIER 
PLATES DIAL 
Attractive black dial Made of pol- 
plates with etched alu- | ished black bake- 
| minum figures. Suitable | lite. Universal 
Saji for use on amplifier |] 3c ale reads 0- 
panels, etc. Measure}100-0. Has 
2%” high x 11146” | smooth, positive 
Ghcgesey) Wide. For 300° rota- friction-drive ver- 


tion. nier action; no 
*Record.’” 


A4100. 0-10. back lash. Avail- 
A4101. ‘‘Microphone.” 0-10. able in two sizes, 
A4102. “Gain.” 0-10, both to fit %4” 
A41{03.. “Tone.” 0-10. shaft. Ideal for all equipment 
A4104. ‘Master Gain.’’ 0-10. quiring a smooth, free-tuning pane io 
A410O5. Plain. 0-10. mount dial. Very easy to mount. 
YOUR PLATE sb & 25 4 inch dial has tuning ratio of 13 
EACH PLAT sie atottals e sb 5 ee ee es 9 to 1 ratio. 
SRCTEPUALE | sic octane Se a Re either size, Oz. ‘ 
DRUMTYPE | ne20 1. 45c E 
DIAL 4 Inch Diam. NET.. ee 
Smooth, posi- A6200. 3 Inch Diam. V 
i v ie ning NE Ve ois id chetvale ceo eee ee ‘s , 
rum dial wit 
translucent cal- GEAR REDUCTION UNIT 
ibrated scale. 6 TO f RATIO 
Ratio 3% to 1. For use with any 
Fits 36” con- | condenser not 
denser shaft. | equipped with reduc- 
With pilotlight | tion gear. Has dou- 
Ws socket and] ble-driven gear and 
PAGE! escutcheon, sni beak spring. F 
A418 S. 0-100. Clockwise. 4” drive s onsen 
A4187. 100-0. AGI tt. For Ya” shaft. 
Co ARE clockwise. Sc A4108. For %” shaft. 35c 
NETEAC Hii ios owes NET + BACH +3. 27.) ses F , 


AUTO RADIO ye eae CONTROL ACCESSORIES ,. 


“REMOTE-O-CABLE” 
REPLACER 


Here is the solution to your 


Auto Radio Cable replacement 
jobs. . Enables you to repair 
or replace worn cables or fit- 
tings without delay. Cuts 


cable or housing cleanly; 
swedges cable to prevent un- 


Cy _ 
NR ms 


raveling; removes or replaces 
fittings. _No need to wait— cores cneen 
get repair jobs out quickly 


and boost your service profits. 
A small stock of fittings, cable, cable housing, 
fittings, together with the Remote-O-Cable Replacer 
are all that is necessary. Wt., 23 Ibs. 

A1O405. List, $47.50. YOUR PRICE............ 


peallollbel lh 


AUTO RADIO ‘CABLE. FITTINGS 


Exact duplicate fittings as used in the. majority of present day auto 


housing ends, and gear 


53744 


radios. Will enable you to repair any cable. When ordering, match old 
fittings with illustration and refer to type listed below for correct item. 
Type No. Type NET 
PON rye EACH 


akwn— 
PSSSSED 


We will assemble cables at right above in any lengths, with any fit- 
tings shown, at a net charge of $0.50 plus material costs as listed above. 
Specify exact length and fittings desired when ordering. Full remittance 
must accompany order. 


FOR COMPLETE INDEX SEE PAGES 135-136 


CUMMINS 
CONTROL CABLE ‘AND “HOUSING 


The same high-grade cable and cable-housing as used by leading auto= ; 
radio, manufacturers. Flexible cable with swedged ends to prevent unis 
raveling; .150 gauge. Housing is Parkerized to prevent rust. s 

CABLE ONLY HOUSING ONLY oA 
AI5(5. 18” long. NET...24¢ | A1523. 18” long. NET.. Bo \ 
AI516. 24” long. NET.1:29c¢ | A1524. 24” long. -NET...24¢ _ 
AI517. 30” long. NET...36¢ | AI525, 30” long. NET...26¢ _ 
AI518. 36” long. NET...42c |] A1526. 36” long. NET...31¢ 
AI519. 25 Ft. Rol A1527, 25 Ft. Roll, - 

NET 4 cameras side oe. $2.92 | NET <.2.45. toast . -60— 
A1520. 50 Ft. Roll. A1528. 50 Ft. Roll. a 
NET Gta een myn. 73 {NET-... .¢ oe 00 
AI521. “Cut ‘lengths over Ai529. Cut lengths over od 
36 inches. Per Ft......... {6c¢136 inches. Per Ft. ....... 2¢% 
< 
ete : (= GEAR FITTINGS 

= (=) Accurately 

machined re- im 3 
A (e B D E placement il P 

r 7 ] i 
HOUSING ENDS formes pon, LAM | 

Exact duplicate, accurately made] Ular auto Sy 
end fittings for cable housing. Fit pg cable © 
perfectly, assemblies, PS Gl G2 G3 p4 3 
A1537. Type A. | A540. Type D. Alsat: Type Pe. NET..:-..60@ 
A1538. Type B. | AiS4I. Type E.| A} 232. The Gl. | NET EACH, 
Ai539. Type C. & Al 534. Type G3. 

YOUR PRICE EACH........ Ci al2s2: Be: | Zde- 


Handy assortment of cable fittings and gears, 
Sturdy metal box contains 120 pieces for repairs 
of cables for Philco, Motorola, R.C.A., Bosch, 
United Motors, Crosley, Arvin, Sparton, ae 
art-Warner, Zenith and other auto radios. 
AI513. List, $13.50. 


YOUR PRICE ...... veseseseve 9 0G 


ENUINE EVEREADY 
MAZDA PILOT 
LIGHT BULBS 


_ Genuine Eveready Mazda pilot light 
bulbs. Famous for quality and depend- 
able long life, These lamps are made 
to operate from the voltages indicated. 
Excellent for all pilot lamp require- 
ments. Will give long continuous serv- 
ice, Suitable for all standard radio 

and devices, Wt., 1 oz. 


PRICE} PER 
Volts} Amps.| EACH 10 


eee 


Sposa 
eoeeeeteve#es¢ 
CUweAENON 
PBNONSNOA 


a 
oo 
rae 


ndicates miniature ‘bayonet ase. 
thers have miniature screw base. 


SPECIAL BULB FOR 


RCA-VICTOR RE32Z 


-$tf. A 115 volt bulb with interme- 
diate base; special for RCA-Victor RES2. 


10 watt. 
AG449. NET EACH........ 20¢ | w 


bi light sockets for all radio requirements. 

h quality construction, Carefully assembled 

jith silver-plated lugs for easy soldering. Spring 
ct in the socket holds lamp firmly in place. 
“eh may be mounted in different positions. 
y 1 02, 


80. Type A. 
3): cd B: 
. Type C. 
16378. Type D. Bayonet Shell Type, 
16379. Similar to type D, but mounting 


p Saar 
eae $3.70. NET EACH......... Be 
JEWELLED PILOT LIGHT 
% BRACKET © 


Has red jewel window. . Lets 
you know when equipment. is 
in operation. The’ socket 
mounted on the bracket takes 
regular pilot bulbs, Requires 
a single hole mounting. 
Ideal for use as_ indicators 
on power amplifiers, relay 
racks, test instruments, etc. 


| with jewel. 
16383. YOUR PRICE.......... .16¢ 


a 
JEWELS FOR PILOT LIGHTS 


Attractive colored jewels with mounting nuts 

panel use. Easy to mount on panels up to 

daneh thickness.. Require 44” hole.’ Have 
threaded 8 eke 3g” long, 


b 
\ 5 ed, 
MSSe. Amber. EACH ...-. 10c 


“DIAL LITE COLORING KIT 


Easily applied transparent colors. For use on 
and dial light bulbs, Kit contains one 
tie each: Green, Blue, Red and Brown; with 
bottle of solvent for cleaning bulbs. 2 Cc 
Pepa NET PER KIT......°,.0 x 9 


BeetbED SILK DIAL CORD 


Durable dial cable of pure: Japanese 
silk, with water-proof. finish. Wlex- 
pa non-kinking. - Easy to fom 


0. Length NE 
A6O080 5 ft. $0.22 
A608 1 25 ft. F 
A6O082 50 ft, 50 
A6083 100 ft. a 


ISTIC DIAL 


An attractive modernistic 
square type airplane dial with 
handsome bronze escutcheon. 
Positive non-slip friction drive. 
For 3” shaft, but supplied 
with %” to AD reducer for use 
on condensers with %4” shaft. 
Tuning ration of 10-1 assures sharp easy tun- 
wise or counter-clockwise condenser, Complete 
ing. Universal scale for use -with any clock- 


with id ay light brackets, 

Shpg. wt., 1 Ib. ec 
A4180. NET EACH Se enes fate 

= 5\4 INCH 
ay AIRPLANE DIAL 
a A large strikingly hand- 
some dial. Glass protected 
pyralin face carries two 
scales, 0-100 and 100-0 for 
use with either clockwise or 
counter clockwise condensers, 
Dual. pointers travel with 
rotor of condenser; 10-1 
tuning ratio, Has two pilot 
light brackets and brown 


bakelite escutcheon plate, For 9” shaft. Equipped 
with split bushing for use on condensers having 


ae a 
hai77. EACH THe Ae wae eats $447 
4INCH 
AIRPLANE DIAL 


A high quality translucent 
dial with universal scale. 
Positive friction drive, will 
not slip, Tuning ratio 9 to 
1, for smooth easy tuning. 
Dial pointer travels with 
“condenser, Will fit 3” 
shaft, With two-pilot light 
sockets, escutcheon plate and 
bushing for 44” shafts. 


CROWE DeLuxe 


Micromaster 

A brand new MICRO- 
MASTER dial combin- 
ing extremely beautiful 
appearance with excep- 
tionally fine tuning. 
Glass protected peach 
and brown pyralin scale 
is calibrated 0-100. Two 
speed planetary drive has 
slow-tuning ratio of 100 to 1 .and fast ratio of 
about, 18 to 1 in 360°. Secondary pointer makes 
about 36 revolutions to 1 of the main pointer, 
Complete with 5%” x 8%" bronze escutcheon, 
two brown knobs, and & Sar light sockets. 


A3752. 0-100 CLOCKWI SE, 
A3753° 100-0 COUNTER. SHSs 


CLOCKWISE. NET EACH....... 


MODERN DIALS | 
31, INCH MODERN: | GIANT 61, INCH 


$193 


BANDS|PREAD 


DIAL 


A beautiful 64%” band- 
spread dial for use in All- 
Wave Receivers, Test Os- 
cillators, etc. New Divide- 
a-meter two speed plane- 
tary drive provides band- 
spread equivalent to 11% - 
feet over 180 degree rotation of santa Ratio 
22 to 1 over 360 degrees, Planetary ratio 110. to 
1, Dual calibrated on broadcast band, for use 
with 365 mmf. or 420 mmf, condenser, Three- 
colored scale; two pilot light brackets. May be 
used with either clockwise or counterclockwise 
condenser, Beautiful 744” vlass bezel with bronze 
escutcheon. Overall size 9” high, 7” wide, 2344” 
deep, Complete with mounting = brackets and 


eianeer a either 4” or 34” shaft. 
Shpg. 2 Ybs. 2522 
pate A Le ee __ 


A4190. List, $6.75. NET. 


34 INCH 
AIRPLANE DIAL 


A positive - action, 
smooth-tuning dial, Dual 
translucent universal scale 
is protected by convex 
glass bezel. Tuning ratio 

to 1. Pointer: travels 
with condenser, Supplied 
with pilot light socket and 
handsome bronze finished 
escutcheon, Fits %@ con- 
denser shaft. Equipped 


with split bushing for use 

on %” shafts. Shpg. wt. 1 Ib. 719¢ 

A4182.. YOUR PRICE.......... 

ne ee 
25, INCH 


AIRPLANE DIAL 


A smooth, positive-action fric- 
tion-drive dial, with a tuning ra- 
tio of 5% to i. Has dual trans- 
lucent dial calibrated with a 
universal scale, 0-100 and 100-0, 
protected by convex. glass bezel. 
With escutcheon and single pilot 
light socket. Fits .34” shaft. 


A4175. 
VOUR PRIOR $045 1.53 200i ase dens 


CROWE MICROMASTER 
BANDSPREAD DIAL cal yy 


A beautiful modern dial for 
All-Wave or Short-Wave Re- 
ceivers. Two-speed planetary 
drive provides a slow speed ‘of 
44 to 1 and a fast speed of 
9 tol. ‘Second hand’’ pointer 
ratio is 16 to 1, 334” diam. 
dial scale, protected by glass 
bezel; in bronze escutcheon. 
A3773. Scales: UPPER, 

0-100. LOWER, 100-0, BAND SPREAD, 1-12. 


A3774. Scales: UPPER, 100-0, 
LOWER, 0-100. S53 


YOUR PRICE EACH........... 


2 SPEED PLANETARY DRIVE 


To be used as auxiliary speed re- 
ducer on many controls; Mounts on 
condenser, back of panel, or on knob 
shaft of dial; Slow ratio 7 to 1, and 
fast ratio 1 to 1. Requires dual knob. 


Fits 44” shaft. : 
A3756. YOUR PRICE....88C 


Knobs for Planetary Drives 


For drive unit listed at left. Large 
knob fits 74,4” high speed shaft; small 
one fits Y - slow speed shaft, 


A3757. Walnut. 
AS758, Black. 


PHOSPHOR BRONZE DIAL CABLE 


The 42 Strand Cable is made up of 6 individual cables each consisting 
of 7 strands of the finest grade of phosphor bronze wire around central 
linen core, The 16 Braided Cable is made up of 16 strands of fine bronze 


wire woven together. Minimum stretch. 
42 BLRARO ED NET 


16 BRAIDED NET 
5 ft. 


0.20 A6074 6c 
Reort 25 ft. 174 A6075 25 ft. 22c 
A6072 50 ft. {1.39 A6076 50 ft. 36c 
A6073 100 ft. 2.50 A6077- 100 ft 60c 


EXACT DUPLICATE DRIVE CABLE -BANDS- BELTS 


Exact duplicates in size, material and design 
as the originals. We can supply any type of 
cable, band or belt on special order, Send in 


old dial cable, or state make and model of. set. 
We will supply the proper replacement promptly. 
Majestic (Cont.) 


Stock No. Model NET Brunswick A6O096, No. 270, 
Atwater- Kent AGIO4. S14, 21, 31..15¢ 71,-Taine es OC 
AGOSS* (e003 s terete [5c A6G1IQO5, 15, 22 Front.24¢ AGOO7. 52, 60 ...... {5c 
AGOS86. 382 ....... +--24¢c AGIO6, 15, 22 Rear..24c AGIO3, 180 .....0+.15e 
AG6GO87,. 35, 37......-15c Crosley Philco 
AGOSS... 64-7: i... war c AGO93. 40s, 60s, 804. Lec AGOOS,. All i.vccwee.s i3c 
AGO89, 46 ...... {5c A6094, 601. 602, 607,.2I1c RCA 
AGOOO wi .B5.. ccs cccnes [5c . Majestic A6GIOO, 16. 17, 18, 
. Columbia AG6O95. No. 1—70, 33 seaneces {5c 
A6GO92, All ......... Sic Ce Ppa OP AGIO{. 80, 82, 86...2I1¢ 


ALLIED RADIO CORPORATION, 833 W. 


JACKSON BLVD., CHICAGO, ILL. 131 


r seredehese’ wack the ape 


ACME 
FEATHERWEIGHT 
HEADPHONES 


A VALUE 

LEADER 

An exceptional 
value. Sensitive 
and practical for 
every head set use, 
“Light as 2 
feather.”’” Each 
unit weighs less 
than 1% ounces. 
Total. weight only 
five ounces, Well- 
made and durable. 
Sensitive to even the faintest signals. Recom- 
mended especially for Amateurs, Short Wave 
fans, hard-of-hearing, and multiple phone in- 
stallations. Case is made of non-breakable alu- 
minum with light tension flexible headband. 
Cord is 4% foot braid covered.’ A highly sen- 
sitive and practical headphone set at a remark- 


ably low cost. 

A1190. 4,000 Ohms. (2,000 $120 
per phone.) YOUR PRICE........ 

AL{t9Qt. 2,000 Ohms. 


(1,000 per phone.) 
WOU R LC Erect (kin Son screened ste 95¢ 


SINGLE ACME HEADSETS 


A lightweight single unit phone with head- 
band exactly as described above. Can be worn 
with comfort for hours. With cord, 


At{92. 2,000 Ohms. ‘ 
YOUR PRICE. .2. |... aocuce sk ceudees 70c 


A1l193 


. 1,000 Ohms. 
YOUR PRICE..)...:..2. oe 59c 


DIAPHRAGMS FOR ABOVE 
Ati94. For Acme Featherweight 
phones", NET -EACH:. «0.05 ost eee 5c 


Well-known nayy 
type phones of excel- 
lent quality. Extremely 
sensitive; respond to 
the faint signal. 
Made of fieht- weight 
aluminum, with un- 
breakable caps. <Ad- 
headband is scientifically shaped; can 
hours without fatigue. Has lock 
nut for permanent setting. Equipped with 
5 foot ‘Shielded Radio Frequency’’ cord, which 
-will not unravel. Standard phone tipa will fit 
any phone plug. Phones measure 2548” across 
for maximum ear comfort, Resistance is 2400 
ohms per pair. Recommended for use wherever 
good quality phones are required. 


justable 
be worn for 


Shpg. wt., 2 Ibs. 
A2800. $459 
VOURSPRICE Go.) an cena ee 


Many superior features are 
incorporated in Frost phones 
which add greatly to their 
efficiency and quality of re- 
production. They are light 
in weight and comfortable to 
wear; easily adjusted to fit 
the head. Headband is dou- 
ble type, with woven fabric 
coyers. Units haye aluminum 
shells and hard tbber caps. 
Cord terminals are inside of 

accidental shock. With cords. 
2 Ibs. 
nine OHMS, 


case, 


to prevent 
Shipping weight, 


A3251. 
YOUR PR 
A3250 


at ltl 
| 0 H 
YOUR PRICE ss $1.48 


DIAPHRAGMS AND CAPS 


A3252. DIAPHRAGMS. 8 
YOUR “PRICE? ‘EACH. :.. .ociceuataenes Cc 
A3253. HARD RUBBER CAPS. 

YOUR PRICE WEACH 2-3 Sexe eee 18c 
HEADPHONE CORDS 
AS254; Good quality standard length dou- 

ple headphone cords, Cotton-covered. 
YOUR. PRICE). Four Soa 33¢ 


132 


COMPLETE SETS 


Complete set consists of 2 Realphones with 
buzzers, and 35 feet of wire. Additional wiring 
may be added. Available in four colors. 


A1t98soO. Black. YOUR NET PRICE 


aiaas: Green. PER SET OF 2 

a ilver. 

Al 983. Chinese Red. 1 
pli Som Each, $3.82. $qiz 


MULTIPLE PHONE SYSTEMS: Write for Serv-U-Phone literature, showing pri 
vate telephone systems having from 2 to 10 stations. 
types of private telephone systems using multiple telephone units for use in hotels 
offices, factories, theatres, hospitals, between house and garage, in the home, . 
Write to us, furnishing full specifications, and we shall quote to meet your ne 


is 
RIMM FEATHER- 
WEIGHT PHONES 


Extremely compact. Weight is only 4 ounces, 
Noted for unusual sensitivity and comfort. 
Bakelite shells and caps, with forged magnets 
of best grade Cobalt steel. Spring steel head- 
band is adjustable. Diameter only 2344”. 
Custom-built for Amateurs, Aircraft, Eardoof- 
Hearing, etc. ‘The standard phones are ideal 
for general purpose work. The Special (24000 
ohms impedance) phones are designed espe- 
cially for Short Wave work and haye a 36% 
Cobalt steel magnet, 


5270. 4000 Ohms Standard 
A5271. 24000 Ohms Special 


A : fe “SB8s 
10,00. Scaasee 
BAGH? BAIMRSc on te cise t -euae 


List, $ 
SINGLE UNIT 
FEATHERWEIGHT PHONES 


HEADBAND STYLE 
With adjustable steel headband. 
group hearing-aid installations. 


A5273 


List, Poe da Se eee es $3.67 


LORGNETTE HANDLE 


Single unit phone as above, but with lorg- 


Ideal for 


nette handle. Particularly suited for group 
hearing-aid systems in churches, Handle ex- 
tends 14 inches. 

A5275. 2000 OHMS. 3 97 
List, $6.75. YOUR PRICE....... Ss ® 


TRIMM 
PROFESSIONAL 
PHONES 


A high quality stand- 
ard ty pe headphone, 
suitable for battery, 
crystal and short-wave 
sets, as. well as for 
multiple installations. 
Has bakelite case and 
cap. Perfectly matched 
units assure long life. 
With cords. Cord ter- 


NET EACH 
minals are inside case. 
A5276. $920 
A5277. atten 
List, $3.75 


3000 OHMS, 
4000 OHMS. 


We can supply Trimm Featherweight 
phones in any special resistance desired, 
from 1 ohm to 2400 ohms, each unit, at no 
extra cost. Enclose deposit with order. 


MAKE ALLIED YOUR RADIO SUPPLY HEADQUARTERS 


New two-way rebel eek. aa th 
operate on dry cell batteries; compact, attra 
tive, modern. Furnished in pairs —all rea 
for use. Only 2 standard dry cells. ba e 
set need to be added. t a 

fe | 
’ 


Ss 


PRACTICAL—USEFUL : 


_ Practical at home or at work, especially con 
venient as room-to-room or house-to-garay 
telephones, Equally ‘useful. in offices,’ factori 
public garages, restaurants, stores, “ete. mie 
instructions for rapid connection are included. ot 


ACCESSORIES _ 


The only accessories required, for either 
door or outdoor use, are listed below. eg 
A1tt50. Dry Cells for use with © 4 
Realphones. NET, EACH..... ent ty 
A1984. 100 feet 3 conductor connector ci 
ble “for outdoor use. : 
NET A. 4s oeeteee Ashi Cy £ 


Ai985. $1.3 


’ 


100 pest cable for in- 


door use, Pare 


We can also supply many 


CANNON BALL 
MASTER 
HEADSETS 


An improved, high 
resistance type headset 
of excellent quality. 
Ideal for DX. work. . 
Heavy bar magnet as- 
sures maximum sensi- 
tivity. Terminals are 
inside case. Has: ad- 
justable headband and 4% foot. cord. 
A2805. 5000 OHMS. 


YOUR, PRICER 230 os 2c eieey 


A2804. 
3000 OHMS. 
YOUR: PRICE So. e ees ore 


CAPS AND DIAPHRAGMS | 
A2801. CAPS. 
YOUR PRICE, EACH.....ccsseceeeees 
A2802. DIAPHRAGMS. “ 
YOUR PRICE, EACH....... Bement fe) 


BRUSH CRYSTAL 
HEADPHONES . 


High sensitivity headphones 
of new piezo-electric design. 
For Amateurs, Short Wave 
fans, monitoring, measure- 
ment work, ete. Has unusu- 
ally high impedance and wide 
frequency response between 60 
and 10,000 cycles. These 
phones are ideal for all ap- 
plications. When used in cir- 
cuits carrying direet current 
a small blocking condenser is 
required. Weight including 
band and cord only six ounces, 


A1200. List, $9.00. 
YOUR PRICE 


Single Unit Brush Crystal Phomn 

A1t2O1. Single phone with metal headband 

List, $5.00. 

“77 Peer. ee 
A1202. Single phone with lorgnette handf 

List. $6.50. 

NETH. cece neces uae aie ee 


HEARING-AID 
CONTROL BOX 


Designed for use in multiple 
hearing-aid installations in 
schools, theatres, churches, ete, 
Permits adjustment of volume 
to suit individual hard-of-hear- 
ing needs. Resistance, 10,000 
ohms, Small and compact, only 
1x2x3” Corners and edges 
smoothly rounded to prevent 
catching or tearing clothing. 
Available in either glossy ivory, suitable for the 
atres, or brown crystal for churches, school! 
etc. (Use Knight 8 and 18 watt High Gal 
Amplifiers for suitable group-hearing use.) 
A5280. Brown Crystal Finish, 
A5281. Glossy Ivory Finish. sT9 
YOUR PRICE, EACH BOX....... 


— 


AMERICAN BELL 
‘MEADPHONES 


SENSITIVE UNITS 


These unusually sensitive 
and efficient headphones are 
the product of one of Amer- 
ica’s foremost manufacturers, 
and are noted for fidelity and 
clarity of tone. Their alumi- 
num shells and light alumi- 
num caps make them light in 
weight. The fine magnet gives 
added retentivity. D.X. fans 
will be delighted with the fine 
reception made possible with 
these quality headphones. 


“Wt., 2 Ibs. 
BiP0r. 
ms. 
YOUR PRICE. SheRS> 
2000 Ohms 97Cc 
3000 OHMS WIT DIAPHRAGMS 
: A2s809. 
BAKELITE CAPS ' YOUR PRICE, EACH.....:.. 5c 
Same sensitive headphones as —_——_—_—_—— 
love, but equipped with bakelite EXTRA ALUMINUM CAPS 
stead of aluminum Caps, A2808 


PRICE, EACH 


AMERICAN BELL 
SINGLE HEADPHONE 


A comtortable dependable single unit headphone 
which is easy to wear. Has a single spring steel 
headband. Unit is of lightweight construction. May 
be used on any set equipped for phones; ideal for 
multiple hearing-aid installations. Complete with 
ee An outstanding epee value, 


66c|fien:,.. 7Qe 


A2 
tbat a: 
YOUR PRICE 


OPEN TYPE GLASS 
DETECTOR ENCLOSED 
Universal Joint CRYSTAL 
on swivel arm pro- DETECTOR 


vides quick, aeccu- 
rate adjustment on 
ahy point of the 
very sensitive crys- 
tal. Handsome pol- 
ished metal finish. 
Complete with crys- 


A dust-proof glass 
enclosed detector com- 
plete with supersensi- 
tive crystal, Standard in 90% of 
the crystal sets made. A fast sell- 
ing item. Shpg. wt., 8 oz 


S08 I2c POUR PRICE.......... 22¢ 
Bde R teri e.csiprs cittenes FEDERAL 
SENSITIVE FIXED 
CRYSTAL 
MOUNTED DETECTOR 
CRYSTAL 


Will give more se- 
lectivity to crystal 
sets or reflex circuits. 


Carefully tested mounted 
crystal. Sensitive galena. 


tsall standard is ae: Sensitivity is permanently fixed. 
$151. Per 10 Mounted in small bakelite case 
T EACH tat teeter eee ene Abi screw connectors. Pre-tested. 
oO. 
List, $1 fi 60. 53 3c 
= CRYSTAL =e | NEE: Sie 
; These crystals are tested CAT-WHISKERS 


in laboratory on very sen- 
7 sitive meters. Crystal is 
of genuine Galena com- 


Set of three. Cor- 
rectly designed and 
made of the finest 


position. Fit all crystal 
cups. 1 @ Perce. 
A4i50. g 52. 
NET EAGH.. YOUR PRICE... 9© 
PHILMORE NEW 
FIXED COMFORT 
CRYSTAL EARPHONE 
DETECTOR CUSHIONS 
Extremely sensi- A real necessity for 


tive. Selected crys- 
tals are meter-tested 


thoge who wear head- 
phones: constantly. 


ad permanently adjusted. Housed | Makes them comfortable and easy 
t compact bakelite case. Elimi- | to wear. Made of soft sponge rub- 
ates bother of continual adjust- | ber. Sanitary and practical. Will 
(ent for sensitive spot. Pre-tested. | fit all types of phunes. & 
7063. A2810. YOUR 22 
ist, $1.00. e PRICE, PER PAIR. 

et EACH «.......-- IDUPAURS ode ours ees $1.95 


LLIED RADIO CORPORATION, 833 


PHILMORE CRYSTAL SETS 
THE SELECTIVE 


Designed to give most efficient results and pos- 
sessing unusual selectivity. Built with a tapped coil 
matched with a .00035 Mfd. variable condenser. The 
reception on this set is loud and clear. It is excep- 
tionally sensitive and very easy to tune. It has dou- 
ble connection posts making possible the use of two 
pairs of headphones at one time. The next thing to 
a tube set at the lowest possible price. Contained 
in a crackle finish cabinet Uda § & panel of modern- 


istic design. Shipping weight, 3 Ibs. 
A7053. SB35 


List; .$5:00%cNETs. oe pe eves 


THE BLACKBIRD 


‘Blackbird”’ 


The 
set presented at the lowest possible price. It 
requires no tubes or batteries and delivers pro- 


is a first quality crystal 


grams loud and clear without distortion. 
Housed in crystalline finish metal cabinet with 
attractive front panel. It employs a dust-proof 
glass-enclosed supersensitive crystal detector 
making possible the best of results. A fast 
seller everywhere. Accessories of good quality 
are listed below, Shpg. wt., 3 Ibs. 

050. $ 

$3.00. 


A7 
List, 
NET 


LITTLE GIANT 


A well-constructed crystal set which will 
sive unlimited service. Offers the utmost in 
entertainment on local stations with the ex- 
tensiye chain programs now being broadcast 
from stations all over the country. <A sen- 
sitive crystal is enclosed in a dustproof glass 

casing, Entire aang mounted in bakelite 


y case. Shpg. wt., 2 Ibs. 
! 7051. 
ize SISOS NET ato canis sca 69c 


CRYSTAL SET ACCESSORY KIT 


Complete equipment for operating any of the above crystal sets. Con- 
sists of a set of good quality headphones, aerial and ground wire, lead- 
in strip, lightning arrester, insulators and all necessary parts for a 


perfect aerial installation. Shpg. wt., 4 Ibs. 
AT OS 42-5 YOUR< PRICE si6 ere eae Soe ee cee leeues $1.41 
ee NS... 


PHILMORE—1-2-3 TUBE SETS 


Efficiently designed battery operated sets us- 
ing the new type ’30 and ’31 Tubes. Economical 
to operate, batteries last twice as long. These 
new circuits embody the use of a variable con- 
denser and spider web coil assuring easy tuning, 


selectivity, sensitivity and plenty of volume. 
ATOES. ) TUBE SET 
oO 7 ‘ 
Aer $7.50. Pere Bete: NER cee $4.03 
7056. 2T SET. 
List, $9.00. YOUR PRICE......... $5.20 
A70O57. 3 TUBE SET. 
List, $13.50. YOUR PRICE........ $7.35 
Above sets priced less tubes, batteries and 
headphones. 


TUBE AND BATTERY EQUIPMENT 


A7058. For Tube Bae Sees of one type ‘30 tube, one 45 Volt 
ns Battery and one 1 Jolt Dry Cell. Wt., 6 Ibs. 

NET ee ee ree $1.45 
A7O59. For 2 Tube Set. Consists of two type ’30 tubes, one 45 Volt 


“B”’ Battery and two 144 Volt Dry Cells. Wt., 16 Ibs. $1 99 
ser P eset ee eee ee eeee ett Reeessee eet eens eeesrt ees eesetes e 


NET 

A7OGO. For 3 Tube Set. Consists of two type ’30 tubes, one type ’31 
be; one. 22% Volt and two 45 Volt ‘‘B’’ Batteries, and two 1% Volt 
Dry Cells. Shpg. wt., 32 Ibs. 

Ne ft aa Cae cet 7 sal Bae Sv RNa 2 (Reins ee Ne ay gr eee, AR RANA SLY $3.88 


PHILMORE PORTABLE 
BATTERY SET 


A fine new portable receiver that is 
light, easy to handle, and a splendid per- 
former. Covers the complete - broadcast 
band. Single tuning control makes it easy 
to tune. Uses a specially designed high 
**Q”’ coil system for maximum sensitivity 
and selectivity. Has tapped antenna set- 
ting for maximum pickup selection. Tubes 
used draw less than one milliampere for 
economical Batteries re- 
quired: volt dry cells, 3 small 


battery life. 
2 small 142 


4% volt ‘‘C’’ batteries. Uses one type 30 
and one type 49 tube. Fibre carrying case: 
compact, 544x8144x7%”. Less tubes, bat- 
teries and accessories. 
A7O6G5. List, $11.00. S§ eB 
VOURSP RICE Coe pie ee ee 
COMPLETE ACCESSORY KIT 
Kit includes 1 type 30 and 1 type 49 tubes, complete set of five 
Burgess batteries, 1 set of sensitive headphones and 25 ft. of aerial wire. 
These items all fit in same case with the set. FW) 
A7ZOGGAi YOUR, PRICE. vuncn-s0s¥orrivees ss <ccsavanuses $3.4 


W. JACKSON BLVD., CHICAGO, ILL. 2, 


LATEST A.R.R.L. BOOKS 


These authoritative books are selected from the Technical Series compiled and edited by the 


American Radio Relay League. 


code, abbreviations, 


dope on keying methods, 
design, power supplies, 

tices and field organization. 
time chart, DX tables, 


tions, electrical characteristics formulae, etc. Fully illus- S$ 00 
Si Shipping weight, 344 lbs. 


trated. Size, 6144”x9%”. 


They are the outstanding books for the Amateur. 


RADIO AMATEURS HANDBOOK 
LATEST REVISED EDITION 


The established guide of practical Amateurs. 
edge of Amateur Radio is considered and described in detail in the 536 
pages of this book. Has many new chapters; 
re-written and brought up-to-date. 
new how-to-make receiver design chapter; transmitter design section; latest 

radio telephony, ultra-high frequencies, 
eathode ray, ete. 


All the accumulated knowl- 


all former material has been 
Includes new data on vacuum tubes; 


antenna 
Also discusses operating prac- 
Has valuable data appendix containing ‘‘Q’’ 
ham _ regula- 


A2175. 
YOUR: PRICES fcc Session een coeur nag Siaaioneaces 
RADIO AMATEURS LIGHTNING 
LICENSE MANUAL CALCULATORS 


This clearly written, easily 
understood book tells you ex- 
actly what is required to se- 
cure an Amateur License. 
Gives complete information 
en how to apply for a license 
and how to pass the exami- 
nation. Also contains com- 
plete regulations governing 
operation of Amateur radio 
stations. Question and an- 
swer ‘section thoroughly coy- 
ers all probable questions likely to be asked at 


li caminations. Shpg. wt., 2 lbs. 
A2177. YOUR PRICE.............- 25¢C 
HOW TO BECOME A 
RADIO AMATEUR 


The standard guide for the prospective ama- 
teur. Describes the construction and operation 
of a simple, inexpensive transmitter and re- 
ceiver. Contains other information of extreme 
value for those who wish to enter this fascinat- 
ing field. Describes steps in obtaining a license; 
gives important hints. Over a hundred illustra- 


200 METERS 
AND DOWN 


Here is the book that all Ama- 
teurs have waited for. A com- 
plete history of Amateur Com- 
munication from the days ‘‘way 
back when’’ up to the present 
time. A fascinating story of prog- 

F ~ ress, written under supervision of 
the ARRL, and accurate in every detail. De 
Luxe edition bound in blue cloth. 


A2173. Standard Edition ..... 
A272. De Luxe Edition............ $2.00 


) 

HunoneD METERS} { 
= AND DOWN ‘i 
Tre sToRVOF <7 

AMATEUR RADI +) 


Ingenious devices which rap- 
idly and accurately solve mathe- 
matical problems encountered 
in radio and allied work. Give 
direct answers easily; time and 
trouble-savers for engineers, 


servicemen, amateurs and ex- 
perimenters. 
RADIO CALCULATOR 

A2180. Type A. Solves problems involving 
frequency, inductance and capacity in any cir- 
cuits from high-powered transmitters to simple 
receivers. 

“™ OHM’S LAW CALCULATOR 
A2170. Type B. Gives direct-reading an- 


swers to calculations involying current, resistance, 
voltage, and power 


NET, EACH...... 5 eee $1.00 


A. R. R. L. LOG BOOKS 
Bound in heavy paper covers. 84x11”; spiral 
binding. Contains 39 log pages and 39 blank 
pages for notes. Also have ‘a list of ‘*Q’’ signals, 
message number sheet and a sheet of cross-sec- 


tion paper for charts, etc, 
Bach: joccteiet 3 35c¢ 


A2178. 3 for $1.00. 
A. R. R. L. RADIO MAP 


A necessary item for every Amateur ‘‘Shack.’’ 


Size, 30”x40” on heayy map paper. Shows 
Countries, Prefixes, WAC and World Time 
Zones, U. S. Districts, etc. The only world 


map made expressly for the Amateurs. Made 

by Rand-MecNally; in six colors. 

ASEVEJENET. |. 5... coe $1.25 
RADIOGRAM BLANKS 


Newly designed message blanks to lend dis- 
tinction to your radiograms, Attractively printed, 
with space for all required information. 
A2179. Pad of 100 sheets. NET... 


RADIO DESIGN PRACTICE 
] By James Millen 


For engineers, experimenters, 
and designers. Gives specifica- 
tions and descriptions of relay 
racks, coil forms, condensers, 
inductances, receivers, transmit- 
ters; complete tube characteris- 
tics. Spiral bound. 6x9”. 


Shpg. wt., 3 Ibs. ‘$1 00 
e 


A6601. NET. 


TELEVISION WITH 
CATHODE RAYS 


Practically a complete 
course of instruction in mod- 
ern television methods. Con- 
tains full explanations of the 
cathode-ray tube and its ap- 
plication to television. Writ- 
ten in clear, understandable 
language, for the beginner 
and engineer alike. Ap- 
pendix exbiking mathematical language used by 
technical writers. Price shown includes supple- 


ments f for one year. 
A2168. YOUR PRICE......... $2.75 
JONES ANTENNA HANDBOOK 


Conceived and written by Frank Jones, to help 
every operator of transmitting equipment. Con- 
tains detailed description of every known type 
of antenna system, feeder systems, methods of 
coupling, ete. More than 125 diagrams and pic- 


tures. Latest data on directional and ‘‘beam’’ 
antennae. Every Amateur will find the answers 
to the “how and why’’ of receiving and trans- 


mitting antenna systems in this book. 
AZO75.° NET Gta 50c 


HAMMARLUND S. W. MANUAL 


Gives complete constructional details for build- 
ing 13 of the best, inexpensive 1935 Short Wave 
receivers. Includes band-spread and 5 Meter de- 
signs. More than 70 illustrations. 32 pages. 


6x9 inches. 
YOUR PRICE, .ic000d00s%% 10c 


A53386. 


RADIO AMATEUR 
NEW COMER 


The most complete beginners’ 
book ever written. Tells how to 
get into Amateur Radio, how to 
build beginners’ receivers and 
transpritters, model Amateur 
Stations; shows how to learn 
code and secure license, etc. 
Has complete chapters on Fed- 
eral Communications Commis- 


sion Regulations. A valuable book. 
A7073. 2 Cc 
YOUR PRICES. 02 erieciecs ee 


JONES RADIO HANDBOOK 


Formerly the ‘‘Radio’’ Handbook, 
handbook ever published. 
cover to cover. 
mitting equipment. Has complete chapter 
equipment for the amateur. 
on one particular branch of radio. 


chapters on Service and Test equipment, 
acteristics, etc. Every Amateur, 
menter should have a copy 
456 pages. Wt. 2-lbs. 


BzO74. 


this new third edition is the greatest 
Greatly enlarged and completely revised from 
Contains a wealth of valuable information never before 
published on the newest and latest in all types of receiving 
1 on Television and television 
Seventeen chapters, each a complete treatise 
Tells how to build everything from 
a one tube receiver to the most complex 1 KW transmitter with other 
Antenna, 
Serviceman. or ae 


LATEST caniod 


Lists over 40,000 U. S. A. 
and Foreign Amateurs. 
Contains a complete, ac > 
curate list of all high-fre- 
quency Commercial and 
Broadeast stations. Gives 
accurate schedules of Time, 
Weather and Press reports 
from _ principal stations 
throughout the world. In- 
cludes international abbre- 
viations, Q, R, & T. signal 
report tables, international prefixes, postal ri 
to foreign countries, U. S. inspection dis: 
and other valuable information, 
Extremely helpful to every Ama- 
teur and Short-Wave Listener. 


A7079. 
YOUR PRICE 


HOW TO BUILD 

AND OPERATE 

SHORT WAVE > 
RECEIVERS 


Prepared by Short Wave Craft 
Magazine. Describes dozens of 
successful Short Wave sets and 
converters, showing wiring and 
layout diagrams. Clearly writ- 
ten for the Short. Wave fan to 
assure the successful construc- 


76 pages. 
AS5S200. NET}. icau..s octet pee : 


i 
101 SHORT WAVE HOOK-UP 


Contains complete diagrams and explanatid! 
of all the important short wave hookups of t 
last five years, including the ‘19’ Twinph 
‘“‘Globe-Trotter,’’ 2 Tube Pee-Wee, Regenerat) 
Oscillodyne, and many others. Shows pic 
diagrams for many of the sets. 


AS204. NET. 2.3 eee Sox 


Covers every bit of information on coil-win) 
ing that has appeared in print during the pi 
two years. Contains illustrations galore gi 
full instructions and showing modern me 
for winding all types of coils. 


A5205. YOUR PRICE...........°.. 


SHORT WAVE 
BEGINNERS BOOK 


Easy to understand. Explains 
fundamentals, radio symbols, 
how to wind coils and construct 
5.W. sets and aerials) Has 
valuable tube and wire charts. 


A5203. 
YOUR PRICE 


JONES ULTRA 
H. F. HANDBOOK 


New fourth edition. Formerly 
“5 Meter Telephony.’’ Written 
by Frank Jones and crammed 
full of meaty U.H.F. informa- 
tion never before published, 
Covers receiving and transmit- 
ting equipment from 5 meters 
down to the ‘‘Micro- Waves.” 
Over 150 illustrations. 


A7076. 
NET 


and trans- 


Theory, Tube char- 
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86 |. OVERSEAS CUSTOMERS 


1.03 Competent attention is given to export 
orders. Please refer to page 3 for terms. 


assure you of the fastest and safest de- ~ 
livery. The same fast service applies to $ 


ESESS i cilities, and accurate intelligent handling, 
2 2.37 . 


32 

the valuable personal aid we render with- 

PALES out any cost to you on all of your radio 
problems and inquiries. Whatever your ‘ 
radio needs may be ALLIED SERVES ~ 
YOU BETTER. E | 


igg ALLIED RADIO CORPORATION, 833 W. JACKSON BLVD., CHICAGO, ILL. 


. 


a ReaD s Box No. 
State 
Please Give Shipping Point if Different from Post Office 
State County 


re Our terms are cash. We ship C. O. D.; new cus- 

‘tomers should accompany order with 20% deposit. 
and cash discounts have already been deducted in our 
_ quotations. All prices are net, f.o.b. Chicago or factory. 


Cable Address: ALRADIO 


All Phones 
HAY market 6800 


| o ND 
—6833 WwW. JACKSON BLVD. CHICAGO, ILL. 
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On Parcel Post Shipments Be 

Sure to !nclude Enough for 

Postage; Any Excess Will Be 
Promptly Refunded. 


SEE INDEX PAGE FOR “HOW TO ORDER” 
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TRANSPORTATION ALLOWANCE ON 
ORDERS OF $25.00 OR MORE 


Make your order $25.00 or more and you may deduct 2% from the 
total as a transportation allowance. This applies to shipments made 
anywhere in the United States on all radio merchandise described 
in this catalog, except National Company merchandise. (Foreign 
orders excepted.) Whether you desire your shipment to go forward 
by Express or Parcel Post or Freight the same 2% allowance will 


ae, 


be made. This offer makes our low prices even more attractive, 
assuring you bigger margins of profit on every erder. Take 
advantage of our liberal Transportation Allowance. It will pay 


you to make your order come to $25.00 or more. 


ON FREIGHT OR 
EXPRESS -ORDERS 


If your station has an 
agent do not send 
money for shipping 
charges. If no agent, 
send money to pay 
the charges in ad- 
vance. Charges are 
the same either way. 


| AMOUNT FOR GOODS 


(We Refund Every Penny Not Used) 
See AMOUNT FOR PREPAID 
Note FREIGHT OR EXPRESS 


|| 


AMOUNT FOR PARCEL POST | | ; 


TOTAL AMOUNT ENCLOSED | 
If currency be sure to send by i] 
Regis ed Mail. - 


INDICATOR MULTIPLE 
FUSES 


e 6 FUSES IN f. 


e INDICATOR GLows & 
WHEN FUSE BLOWS. 


@ TURN OF KNOB ENe- 
GAGES NEW FUSE, 


A new improvement in fuse design. 
Contains 6 links; has neon light indie 
eator. When fuse blows neon light 
glows permitting its easy location; no 
more guesswork. <A turn of the knob on 
top of fuse engages new link. Fuse has 


six lives. Underwriters’ approved. 
A6795. 10 Amp. A6798. 25 Amp. 
A6796. {5 Amp. A6799. 30 Amp. 
A6797. 20 Amp. 
YOUR PRICE 2 c 
RACH Sie Se ears 
LOTS OF 5, EACH. cccncccscecteeons 19¢ 

NEON wh NON> 

VP) ]&BREAKARLZ 


Tattlelite NEONS 
GUL 


Indicates D. C. 
polarity, A. C. or 
D. C. circuits, 
blown fuses, live 
lines, etc; has 
many other test 
uses. Also serves as 
R. F. indicator, 
and to test spark 
plugs and ignition 
circuits, Consists of 
a small neon bulb 
in non - breakable 
holder with 2 color- 
coded leads and 
phone tips. Leads 
are heavily -insu- 
lated. Protective 
resistor is built in. 


A6256. 


Ner....... DOS 


TOBE NO-TENNA 
AERIAL ELIMINATOR 


Tobe engineers hare 
developed this highly 
efficient aerial elimina- 
tor after thorough and 
painstaking research. 
Will bring in the 
broadcast wave with 
undiminished energy 
and without noise and 
interference. Small and 
F well made. May be 

put in the. radio cabi- 
No tools needed. 


Zz 
TEST Tips 


net. Easily attached. 
A840s. 
List $1.00, e 


AIRMETER 
TELLS HUMIDITY AND 
TEMPERATURE 


For your health and 
comfort, know the con- 
dition of the air you 
breathe. The Airmeter 
tells at a glance 
relative humidity 
temperature with un- 
usual accuracy. Chrome \ 
case with black dial 
face and contrasting 
aluminum figures and 
pointers. Size 314%4x3”. 
A3967. 

YOUR PRICE EACH 


Lots of 6, 


EACH........ 


Automatic 3-Heat 
Electric Pad 
‘ RR 


A high grade Underwriters’ Approved 


heating pad with three heat ranges. Full 
size 12”x15", with soft camel hair cover 
Automatic double-thermosta positively 
preyent overhe ¢ Heat range se 


n bakelite switch in 
stalled in Rayon covered cord; with rub- 
ber plug For 110 V. AC or DC. 55 


Perera: es eee: © Z 35 
~-+ A Me 


YOUR PRICE...... 


lected by 4 pos 


vACULAT ER | 
COFFEE BREW clear~ 


L, NET... 
MOOT Electric 
Stove only, 


MIDDLEBURY 
AVALON Electric CLOCK 


A beautiful 
time-piece ap- 
propriate for 
use in any 
room in the 


bedroom, etc. 
Case is of 
: solid walnut 
- with hand-rub- 
bed finish and heavy walnut~-block base. 
Dial face is in attractive goldine; hour 
and minute hands are finished in black. 
Has a sturdy reliable motor, designed to. 
operate continuously with minimum care. 
Available in two models, time movement 
only, and time movement with alarm. For 
110 yolt, 60 cycle AC. & 
A10460. Time Movement. 3.09 
YOUR: PRICE 


Ai0461. With Alarm, 
YOUR PRICE... cccscccoses 


$3.41 


house. Smart, 
modern design 
lends itself 
well to the 
furnishings , of. 
living room, 
dining room, 


distine- 


wage clock of de- 
ag smart, weeny atte to ats 
rane eta 
sive: SEC beautify Kitehe?, white 
sighize with 1° Giameter. ‘numerals: 
case Taree: easy” omitted wit sire 
dial has and el. En 
awe’ ing seconC. chr beze vat greasy 
ex crystal sealed t St i a 80 
ment i Available 45 volt, § 
ate and di * shes For 1 
va 1 


“A307 OE EACH nnn 


= your 


VIDRIO 


An efficient little labor-saving assist- 
ant for the housewife. It beats, whips 
and mixes, swiftly and smoothly. For 
eggs, salad dressings, meringue, cream 
and countless other foods. Motor is 
completely encased by metal housing. 
Portable motor driven beater may be 
used -.anywhere. . Detachable beater is 
very easy to clean. Glass measured- 
capacity jar holds 1 pint. For 110 
V. 50/60 cycles; complete with cord and 
plug. A very inexpensive, dependable 
electric beater that will find innumer- 
able uses in every kitchen. Worth many 
times our price. 


A9163. 
YOUR: PRICES on Sq 13 


LOTS OF 6, 
YOUR PRICE EACH... ccesescessseee 108 


$ ele ac 20 
$1.60 ais Yarn, $3. 
$1.0 


For Lights, 


Appliances, 


ot Natt ip i” ay ch an ene. “ae a 


mers 
gy ee 


tor. 
wi. 4 Ibs. 
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SA ayes the greatest POS _ 
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New Haven Electric 
Time Switch Clock — 


Trini 


Electric 


etc. 


reaatay ¥ 
Serves as a high grade electric 


keeping accurate time and also as an auto- 
matie control for many types of electric 
appliances. 
at a pre-determined time; also controls” 
fans, heaters, night lights, store window 
lights, ete. 
“ofp? 

Can be set for any period ‘‘on” or ‘“‘off’” 
from 10 minutes to 5 hours. 
able applications. 
brown bakelite case. 
nroved, 


Will switch radio on or off 


Easily adjusted for ‘‘on’’ or 
action by small dials on face. 


Many valu-— 
Housed in attractive 
Underwriters’ Ap-. 
For 110 volt 60 cycle AC. 


AS150. List, $7.50. NET scscsssccaresrsees 04s 17 
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© LATEST CIRCUIT 
* LOW DRAIN 
* POLICE CALLS 


OPERATES ON 3 VOLT DRY 
“_2 VOLT STORAGE OR 
AIR CELL BATTERY 


Re TTT 


CONSOLE MODEL 


The Knight 5-Tube Battery Superhet is offered also 
‘the handsome console cabinet illustrated above. Fluted 
lasters set off a front face of matched stump walnut. 
landed corners in the modern manner and recessed speak- 
grille enhance its beauty. Graits are carefully brought 
in lustrous finish. Cabinet dimensions are 214” wide, 
10%” deep, 38” high. All batteries can be conveniently 
housed inside cabinet. This console model incorporates 
same new Superhet circuit described above, and in- 
es new low-drain tubes, full 8” special alloy P.M. 
amic speaker, reception range from 175-550 meters, 
AN.C., practical oval airplane dial with easy-to-read 
librations and visual “on-off” indicator, etc. The Knight 
5 is a real ‘“‘battery-saver’; its cost of operation is un- 
This set has been built to bring farm- 


an 
Wt., 46 Ibs. Code: FANCY, 


i57 1 See $53.50. aa $9589 


1. Retail Value, $52.50. 


A superb new farm radio ottering a com- 
bination of powerful reception, real economy 
in operation, sharp selectivity, and rich life- 
like tone. This Knight 5-Tube 2 volt 
battery-operated Superhet incorporates 
the newest features in battery radio. Tuning 
range covers 175 to 550 meters for depend- 
able reception of American standard broad- 
cast stations plus upper Police channels. New 
large easy-to-read oval Airplane dial is clear- 
ly calibrated in kilocycles; dial includes 
visual ‘“‘on-off’’ indicator to show when the 
set is in operation. Five of the newest low- 
drain twhes conserve battery energy yet pro- 
vide for strong reception. A full-sized 6” 
newly-developed alloy P.M, dynamic speaker 
assures flawless clarity at full-volume or ata 
whisper, for splendid radio tone. Automatic 
Volume Control provides uniform volume 
on all stations; eliminates fading. 

LOW DRAIN 

The Knight 5 may be operated efficiently 
from either a 3 volt dry ‘‘A’”’ battery, a 2 
volt storage battery, or an Eveready. Air 
Cell. When operated from a 3 volt “A’’ 
battery, drain is only .5 amps. from PAS 
battery and 14 M.A. from ‘‘B”’ battery. This 
means greatest economy in operation and 
makes the Knight 5 inexpensive to operate, 
by assuring maximum battery life. Visual 
“Oon-off’’ indicator eliminates need for extra 
pilot lamp—saves more battery energy. Our 
listing offers the Knight 5 for money-saving 
operation with a 3 volt dry ““A’’ battery. 
(If ordered with Air Cell, add $1.88 to bat- 
tery kit price; if ordered with 2 volt storage 
“A” battery, add $1.74.) Battery cables 
have plug-in feature. 

POWERFUL NEW CIRCUIT 

An advanced R.C.A. and Hazeltine li- 
censed Superhet circuit is incorporated in 
the Knight 5. Designed for maximum effi- 
ciency and economy, it uses the latest low- 
drain tubes as follows: 1C6 as Mod.-Osc.; 
34 as L.F.; 1F6 as Det., A.V.C., Audio; 33 
as Power Output; 5E1 as voltage regulator, 
The 1F6 is a triple-purpose tube and does 
the work of 3 tubes so that the Knight 5 
actually offers 7 tube power with 5 tube 
economy. Other circuit features include: 
heavy-duty tuning condenser. A.V.C.; 
matched alloy P.M. dynamic speaker, etc. 


RCA & HAZELTINE LICENSED 


The Knight 5-Tube Battery Super- 
het in table cabinet pictured above, com- 
plete with 6” speaker and genuine R.C.A. 
tubes. Less batteries. Shpg. wt., 21 lbs. 
Code: FRANK. 

A9760. Retail Value, $34.50. 
WOURS PRICE. Maa ova tae eae 


A9898. Battery kit for Knight 5- 


Tube Superhet. Includes: 2—45 volt 
*B,” 1—22% volt “C” and 1—Burgess 
Dry “‘A’’ Batteries. Shpg. wt., 37 lbs. 

INE Reecte kiosk tie boboeee ae $4.40 


ATTRACTIVE CABINET 


The new laydown table cabinet shown 
above combines graceful beauty with 
perfect utility,, Measures 2044” wide, 12” 
deep, 1134” high; with space to accom- 
modate all batteries and eliminate un- 
sightly, inconvenient trailing wires. Cab- 
inet is built of choice, pleasingly grained 
walnut; has rounded corners and attractive 
speaker grille. Simple, but attractive oval 
dial escuttcheon harmonizes with modern 
design of cabinet. The Knight 5 is a 
radio to enhance the appearance of every 
rural home. 

BEAUTIFUL TONE 

Rich, faithful tone is another outstand- 
ing feature of the Knight 5 Battery Su- 
perhet. Clear, perfect tone is provided at 
every level of volume. The powerful 33 
output stage achieves full strength volume 
which is smoothly reproduced by the new 
6” special alloy P.M. dynamic. speaker. 
Full-bodied tone—brilliant and life-like— 
will meet the demand of today’s wide- 
awake battery-radio purchasers. To hear 
the Knight 5 in operation is to experience 
real radio enjoyment. 


CHASSIS MODEL 


The Knight 5 in chassis form 
offers an ideal replacement for 
' obsolete receivers. Its features 
are exactly as described above: 


reception range of 175-556 
meters, low-drain tubes, ad 
vanced Superhet circuit, oval 
airplane dial with visual ‘‘on- 
off’ indicator, A.V-C., 8” P.M 
alloy dynamic speaker, etc. 


Priced far below its real value. 
Chassis measures: 74x74x5% 
inches. Complete with R.C.A. 
tubes and 8” speaker. Less bat 


teries. Shpg. wt., 10 lbs. Code:* 
ENTER. 4 
A9762. Retail $ 5 
Value, $29.50 — 
YOUR PRICE 

A9898. Battery Kit. In 
cludes: 2—-45 volt “‘B,”” 1--22% 
volt “C" and 1—Burgess Dry 
““A’’ Batteries. Shpg. wt., 37 


‘S44 


3 


Ibs. 


RCA & HAZELTINE LICENSES 


broadcast programs. 


BAND 400-Wave 


BATTERY 
SUPERHET 


Tunes 3 Bands 
Airplane Dial 
Band Indicator 
Latest Tubes 
Tone Control 


The Knight 7 Tube 
3-Band Battery Su- 
perhet in laydown cab- 
inet with 6” P.M. Dy- 
namic Speaker and R. 
C. A. tubes. 
teries. 
Code: RURAL. 


A9764, 
Retail, $52.50. NET... 


A9899. Battery Kit (3—45 V. B’s and 1—Bur- 
gess Dry “‘A’’). Shpg. wt., 35 lbs. NET.$4.70 


The Knight 7 Tube 2 Volt Battery Superhet is a low-priced, sensitive, - 


16 to 550 Meters 


Low Drain 


e 
es 
* “On-Off” Indicator 
e 
® Full A.V.C. Action. 


Less bat- 
Shpg. wt., 28 


selective 3 band receiver that will meet with enthusiastic acceptance every- 
where in unwired localities where powerful reception, 
and economical operation are in demand. Tunes three full bands for gen- 
uine all-wave coverage: 16.6 to 51.7 meters for world-wide Short-Wave re- — 
ception; 51.7 to 166.5 meters for Amateur, Police, Ship and Aircraft sig- 

nals; and 174 to 555 meters for powerful standard American and Canadian 

Beautifully designed “laydown” cabinet shown at 


fine tone quality 


left measures 23 4 7x12”x11'4” and has plenty of space to hold all batteries. 
Splendidly matched and figured walnut is used on all sides of this fine new 
cabinet. Large, oval Airplane dial is accurately and clearly calibrated for 


OPERATES ON 3 VOLT DRY “A”—2 VOLT 


fast, easy tuning on all bands, and is equipped with exclusive “on-off’ 
dicator and wave band indicator. 


* in- 
Extremely low battery drain: “‘A™ bat- 


tery drain is only .420 Amps.; “B” battery drain is only 21 M.A. High 


STORAGE OR AIR CELL BATTERY 


LOW DRAIN 


One of the outstanding features of the 
Knight Battery 7 is its remarkable 
operating economy. The visual “‘on- 
off’ indicator saves battery drain by 
eliminating the necessity for an extra 
pilot bulb. The newest low-drain tubes 
are used for greater efficiency with min- 
imum drain. The set works from either 
a 3 Volt Dry “A,” a 2 Volt Storage, or 
an Air Cell Battery—no ‘‘C’’ batteries 
are required—and only 3+—45 Volt ““B” 
batteries are used! Convenient plug 
connectors are provided on the battery 
cables. Our listing offers the Knight 7 
for low-cost operation with a 3 Volt 
Dry “A” battery. (If desired with Air 
Cell, add $1.88. If desired with 2 Volt 
Storage battery, add $1.74.) The ver- 
satility of the Knight 7, plus its val- 
unable, practical features assure you of 
faster sales and bigger profits. 


CONSOLE MODEL 


The Knight Battery 7 is also avail- 
able in the beautiful console model shown 
at the left. The front face is of matched 
stump walnut, enhanced by fluted pilas- 
ters. Size: 387x22’x11". Has plenty 
of room for all batteries. Furnished with 
an over-sized 8” P.M. dynamic speaker 
for highest fidelity, this model offers 
superb radio entertainment on three 
complete bands from 16 to 555 meters. 
Outstanding features are: Big, oval Air- 
plane dial with clean-cut, accurate cali- 
brations; visual ‘on-off’ indicator; re- 
markably low operating cost; newly de- 
veloped low-drain tubes; Automatic Vol- 
ume Control; Tone Control; Wave-Band 
Indicator; Rubber-floated tuning con- 
denser; etc. Complete with R.C.A. 
tubes.. Less batteries. (See below for 
batteries.) Shipping weight, 50 Ibs. 


Aove WHEEL. $3485 


9765. 
Retail Value, $72.50. 
NET 
CHASSIS MODEL 


7" lg? 


Measures 10” x 7 


R.C.A. tubes. Less batteries. Shipping 
weight 12 Ibs. 

aoree $9185 
Retai} Value, $45.00. 

NET.a;. -a8ec.-7 es oe 
A989O9. Battery Kit for 7 Tube 
Superhet, Includes; a ad oo Dry 
“A” and Volt "“B” batteries. 
Shpg. wt. 35lbs. WNET........ $4.70 
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efficiency alloy P.M. Dynamic speaker reproduces all programs clearly 
and flawlessly; Automatic Volume Control prevents fading; Personal Tone 
Control allows you to emphasize either bass or treble. 


SPLENDID TONE 


; i 


25” 


Alloy P.M. Speaker 


‘Ft 


pret 


eth Bh 1h 


nell & Win ® 
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The Knight 7 Tube Battery Super-_ 


het achieves a true-to-life tone quality 
that is comparable to that of the finest 
all-electric receivers. 
put of the type 30 tubes develops strong 


The push-pull out- | 


power which is capably handled by the 


special alloy 6” P.M. Dynamic speaker 
(8” in console). This speaker produces 
rich, full tone at every sound level. 
Every part of the Knight 7 has been 
perfectly matched to bring about a har- 
monious combination of power and tone 
unequalled in battery radio. 


POWERFUL CIRCUIT 

The advanced superheterodyne circuit 
of the Knight Battery 7 is licensed by 
R.C.A. and Hazeltine—your assurance 
of the latest practical developments. 
The newest R.C.A. low-drain tubes are 
used _ as follows: 1C6 as Mod.-Osc.; 34 
as I.F.; 1F6 as Det.-A.V-C.; 30 as Audio 
Driver; 2—30’s as output; 4-1 as Regu- 
lator. A heavy-duty rubber-floated tun- 
ing condenser is used for sharper selec- 
tivity and smoother tuning; Automatic 
Volume Control prevents fading and 
eliminates distortion; 1G mv. sensitivity 
on the broadcast band assures keen re- 
sponse on every signal; Tone Control 
permits you to emphasize bass or treble 
as desired; special alloy speaker assures 
the fullest enjoyment of every program, 
reproducing high and low notes with ex- 
treme fidelity; thorough shielding of all 
vital components makes for greater safe- 
ty margin. 


RCA & HAZELTINE LICENSED 


3 FULL BANDS: 17-555 METERS 


‘The new Knight 6 Tube 6 Volt Battery Superhet offers powerful All- 
Wave reception on three full bands continuously from 17 to 555 meters, 
Times 17 to 52 and 52 to 175 meters for reliable Short Wave reception of 
een. programs as well as Amateur, Airplane signals and Police calis. The 
2 555 méter band covers all standard Broadcast American and Canadian 

ons. Tuning is simplified through use of a full-sized 644” illuminated 
airplane dial with vernier ratio of 15to i. All calibrations are large and easy- 
to-read; names of foreign countries are indicated on Short Wave band. 
*® Battery Miser. The Knight 6 is so economical to operate that it is ac 
lly a “Battery-Miser.” No “B” or “C” batteries are required. Low 
m tubes are used throughout to assure lowest operating cost without 
ificing maximum efficiency. Drain is only 1.25 amperes in average oper- 
fon from any 6 volt storage battery. In ordinary use, the Knight 6 saves 
from $18 to $25 a year on “B” and “‘C” battery costs alone. 
* Powerful Circuit. More than a dozen advanced features are built into 
this R.C.A. and Hazeltine licensed circuit. Full Automatic Volume Control 
tains smooth, steady level; continuously Variable Tone Control permits 
ihasis of bass or treble; extra-efficient low drain tubes are used, including 
116; i—34; 119; 230; 1—-32. _ Self-rectifying long-life full-wave plug- 
type vibrator furnishes all ““B” and ““C"’ voltages. Stability and depend- 
ity are assured by a heavy-duty rubber-mounted tuning condenser, 11 
: circuits, litz-wound high-gain coils, shielded circuit parts. 
Rich Full Tone. Highest fidelity tonal quality is attained with the full- 
Sized Permanent Magnet Dynamic speaker used in the Knight 6. This 
of speaker is equal to the best electro-dynamic units and handles full 
yolume without distortion. No longer need rural radio listeners put up with 
timny” distorted tone. The Knight 6 brings you—at a money-saving price— 
the pure tone of radio's perfect voice. 
‘ Practically Electric. Never before have battery radios offered all the 
Conveniences of this new Knight. A single 6 volt storage battery does all 
work to combine the advantages of all-electric operation with ideal 
Sconomy. The Knight 6 costs less to operate; requires only inexpensive, 
Occasional charging of the 6 volt “‘A’’ battery. 


3 THE CONSOLE MODEL 


‘The Knight 6 Tube 6 Voit All-Wave Battery Superhet, with all fea 
tures described above, is offered also in the modern console cabinet illustrated 
@t the right. Combines ‘‘streamline’’ simplicity with richly grained woods. 


Has center panel of matched figured walnut, fluted pilasters, and “roli-top”’ 
Size: 3914” high, 22” wide, and 12” deep. The console model ts 
ipped with an 8” P.M. Dynamic speaker for superb tonal quality. Cir- 
euit features All-Wave tuning from 17 to 555 meters; A-V.C.; Tone Control; 
6%" Airplane dial; low-drain—only_ 1.25 amps; multi-purpose tubes; 11 
u circuits; plug-in type vibrator for ““B"’ and “‘C”’ supply, etc. Knight 
6 Volt 6 Tube All-Wave set in console cabinet, complete 
” speaker and R.C.A. Tubes. Less 6 volt ““A”’ battery. $ 
Code: COUNT. Shpg. wt.: 50 Ibs. 5 
eRe Retail Value, $77.50. a 
o> a Ee ee eee aN 
Aloo} 5, Vesta 6 Volt Heavy-Duty 45 Plate Storage *‘A’’ battery: 
Poet a2 ips. . NET... ......- 3 Wakalettas SoD 
THE CHASSIS MODEL 
Perfectly suited for all replacement purposes. Measures 8°x8*x1l%4 v 
Supplied with 8” P.M. Dynamic Speaker and genuine R-C.A. Tubes. Covers 
all bands from 17 to 555 meters; has A.V.C., Tone Control, 639” illuminated 
airplane dial (with escutcheon), rubber-cushioned condenser, etc. Operates 
entirely from one 6 volt Storage battery. (No “B” or “C" 
batteries necessary.) Less 6 Volt “A” battery. Code: CIVI¢ S 
Shpg. wt.: 18 Ibs. 
A10015. Vesta 6 Volt Heavy-Duty 45 Plate Storage “A’’ Battery. 
0 SSSR, | ay SS Se ee es $5.95 


* LOW 1.25 AMPERE DRAIN 
* FULL A.V.C. ACTION 
* P.M. DYNAMIC SPEAKER 


_ The Knight 6 Tube 6 Volt 
Superhet in table model cab- 
inet. Complete with 6” speak- 
er and R.C.A. tubes. 
‘A’’ battery. 

Shpg. wt., 22 Ibs. 


26" 


Aio0o15. 
Heavy-Duty 45 Piate Stor- 
age Battery. 


BATTERY SUPERHET 


REQUIRES ONLY ONE BATTERY 


* 614 INCH 3 COLOR DIAL 
* VARIABLE TONE CONTROL 
* PUSH-PULL OUTPUT STAGE 


Now every home in unwired areas can enjoy 
modern, dependable radio performance. This 
Knight 6 Tube 6 Voit All- Wave Battery Super- 
het compares with the best all-electric receivers. 
It offers such refinements as: werful All-Wave 
coverage on 3 full bands from 17 to 555 meters, in- 
cluding Short-Wave Foreign, Amateur, Police, and 
Airplane bands together with excellent standard 
Broadcast reception; operation entirely from_a 
single 6 volt storage battery without “B” or “C” 
batteries; 614” illuminated, easy-to-tune airplane 
dial; expertly engineered Superhet circuit using 1— 
1C6, 1—34, 1—19, 2—30, and 1—32 R.C.A. tubes; 
full A.V.C.: variable Tone Control, etc. A full 6” 
P.M. dynamic speaker in the table model assures 
rich reproduction of both voice and music. The 
table cabinet shown at left is attractively built with 
two-tone walnut face and pleasing roll-top effect. 
All controls are marked and easily operated. Cab- 
inet measures 1514”x1216"x9". See below for full 
description of the many fine features in this set. 


Less 6 
Code: 


6 Volt Vesta 
NET...$5.95 


Costs Practically Nothing to Operate 
So economical is the Knight 6 to operate that ZZ 


the cost is practically negligible. Only one 6 volt AA 

Storage battery is needed and the set saves the cost dj ss — ~ 
of ““B”’ and ““C” batteries. For even greater sav- fi LS 
ings in operation, we recommend the Knight 6 for fy > 
use with the new Rurlpower Windcharger or gas / 7 

engine units described on page 140 and 141. i = 


See Pages 140-141 
For Complete 
Listing of Ruri- 
Power Gas En- 
gine and Wind- 
charger Units— 
ideal for Use 
with the Knight 
6 Tube 6 Voit 
Superhet 


“Plow-/ ECONOMICAL FARM LIGHTING 


POWER 


Rurlpower gives you light 
and power conveniently and 
economically. Supplies 
current for: radio and for 
real electric lighting. Oper- 
ates washing machines, 
pumps, churns, etc. A real 
necessity for farm homes, 
trailers, boats, camps, etc. 


POWER PLANT ~ 


AND LOW COST RADIO POWER ~ 


a 


‘OR LIGHTS 


Here is the new, improved DeLuxe Rurlpower 6-12 


Volt Plant designed to fulfill efficiently and inexpen- 
sively every light and power requirement of the farm, 
trailer, boat, sound truck, traveling show, etc.—where- 
Compact, portable, 
dependable, it charges 2 Volt, 6 Volt and 12 Volt storage 
batteries, developing 150-250 watts of direct current 
for quick, low-cost charging, to permit the operation of 
6 Volt bulbs, (see listing below), 6 Volt Radios (see pages 
139, 142, and 143), and 6 Volt Sound Systems; also has 
direct motor power take-off for driving many farm ap- 
Has both push-button and rope starting. 


ever electricity is not available. 


pliances. 


WHAT RURLPOWER DOES 


Rurlpower DeLuxe will keep your 2 
Volt, 6 Volt and 12 Volt storage batteries 
fully charged all the time for continuous, 
better radio performance and for big- 
city electric light convenience. Washing 
machines, cream separators, pumps, etc., 
requiring not more than 54 H.P. can be 
driven from the pulley attachment. At 
a remarkably low cost, Rurlpower will 
eliminate battery-charging worries, old- 
fashioned lighting methods and burden- 
some chores. Enjoy the comfort and 
convenience of electric power offered by 


RURLPOWER SPECIFICATIONS 


Rurlpower consists of a gasoline engine 
driving a direct-connected 6-12 volt gen- 
erator. Engine is famous Lauson 
“Smoothflo” 4 cycle cylinder ‘‘L’”’ head 
vertical type % H.P. type; aircooled, 
with suction type carburetor and low- 
tension ignition system. Has both push- 
button and mechanical auxiliary starter. 
Generator is shunt-wound, developing 
150-250 watts D.C., 6 volt or 12 volt at 
2356 R.P.M. Fully enclosed and pro- 
tected; has special field control knob to 
regulate charging output, positive circuit- 


15 


3 Ais 


STANDARD RURLPOWER MODEL 


This model is similar to the DeLuxe model in appear- 
ance, features and specifications, except that it charges 
2 volt and 6 volt batteries only, and has a rope starter. 
Compact, portable, efficient and reliable. Supplies 
150 watts, 6 volts DC to inexpensively charge storage 
batteries for the operation of 6 volt light bulbs, 6 volt 
radios, 6 volt sound systems, etc. By means of an 
auxiliary pulley, Rurlpower will drive washing machines, 
pumps, churns, and other appliances requiring not more 
than 54 H.P. Will charge one or more 2 volt or 6 volt 
storage batteries. Costs less than a penny an hour to 
operate-—will pay for itself in a few weeks in savings on 


- breaker and radio noise eliminator, Tank charging Costs, lighting expenses and time-wasting drudg- 

rer | 2nsh- saltcg € : L ging costs, lig g expe ig g 

etn EN ie oak placer a ua Spectres 1 qt. a ai ats in i crank- ery! You'll save—you’ll make more money poe yee 2! = 
3 y 4; 2 a 3 s : . Equi i i E i E in” i 

you can. carry it anywhere! Economy case ho /io gal. of oil quipped with ing storage batteries for others and in selling the unit 


runs 2-3 hours on a quart of gas! Prac- 
ticability—-hundreds of valuable uses! 
Rurlpower will save you enough time, 
money and effort to pay for itself in a 
few weeks. There are tremendous sav- 
ings and profits in Rurlpower! 


a itis RMSE 
TABLE LAMP 


built-in ammeter and auxiliary pulley. 
Wt., 52 Ibs. Size: 16’x11’x10’, 

A10034. Complete DeLuxe Gas En- 
gine and se Rbeeg rt ashes described, with 
ull instructions. pe. 
wt., 56 Ibs. List, $54.95. $3 575 
YOUR PRICE......... — 


Sd 
Cd 


{L} 4+ G2} G2} {i} G+ 


A complete kit of essential equipment for wiring the 


itself! Order a Rurlpower unit as a demonstrator—it’s 
the best answer to the rural light and power problem. 
Shpg. wt., 50 Ibs. 

A10035. 
Ruripower Complete. 


6 VOLT LIGHTING SYSTEM 


KEN-RAD 6 VOLT LIGHT BULBS 


These high grade G.E. licensed <= 
light bulbs give maximum light 
from a 6 volt storage battery. 
Ideal for use in farm lighting sys- 
tems, camps, lodges, house-trail- 
ers, etc. Made by KEN-RAD; 
nationally known for quality and 
life. Have standard Edison type 
; base; inside frosted bulb gives 
soft even light diffusion, Write 
for attractive quantity prices. 
(Also available in 12 volt type; 
see listing on page 21.) 
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An attractive table lz ee rural home, Enables you to take full advantage of electric R : | 
Slotomucdesian Somhieina. mete light obtained from 6 volt storage etd facta a No. Watts Drain EACH 
ing appearance with soft even dif- modern lighting at low cost. asily installed. volt bat- | 
fusion Of Light: Me oN ideal veadide tery charged by means of the Rurlpower light plant, or | A795. 15 2.5 Amp. 30c 
lamp. Overall height is 16” with none te La ferd ge: a pene = aa of eer A796. 25 4.2 Amp. 30c | 
‘olored parchment shade 10%" in | restful illumination. — ne complete lighting system kit * 
aaimntar: Gacoratedl Shae (areal : contains: 1—Porcelain double-pole entrance switch and A820. 30 8.5 Amp. 40c 
lophane-wrapped. Equipped with fuse block, 2—30 Ampere plug fuses, 100 ft. roll No. 8 A5469, PULL-CHAIN SOCKET. Pendant ~ 
standard Edison socket with on triple braid-covered weatherproof wire, 25 ft. roll twisted type, standard Edison socket with satin-finish 
off switch. Supplied with 6 foot | drop cord, 3—-25 watt and 3—15 watt 6 volt light bulbs, brass shell. Threaded at bottom of shell to ‘ace ig 
silk-covered cord and male plug 6—pull-chain sockets, 6—porcelain cleats, 6—porcelain | commodate screw-on type reflector. Heavily- © 
socket nail-knobs, 2—-6* porcelain tubes, 1—4 oz. roll friction insulated; with long life spring for positive “‘on- | 
A9162, $ 0 5 tape, 1—-4-oz. roll rubber tape, and $ 95 off” action. With 6” pull-chain. i 
Table Lamp Less este instructions. 
Bulb O22 OR ME Tie amare ae pence oe eee mms: | NET EACH. | oii it ee ies ae ‘ 


NEW RURLPOWER 
WINDCHARGER 


Get your power from the air—-FREE—with the most reliable Windcharger 
ever made! The new, perfected Rurlpower Windcharger offers true 
economy in storage-battery charging—costs nothing to operate. Keeps 
6 volt and 2 volt storage batteries fully charged for continuous, dependable 
radio performance. Puts the wind to work for you--eliminates bother and 
inconvenience. Delivers up to 16 amperes of direct 6 volt current. Import- 
ant new features make this America’s most dependable Windcharger. 
Employs a newly-designed, exclusive Delco-Remy generator which has 
been especially manufactured for Windcharger use—instead of the custom- 
ary re-built, re-wound automobile type generator. The new Delco-Remy 
generator means longer, more dependable service for you! The Rurlpower 
Windcharger offers a splendid combination when used with the new Knight 
6 Volt Receivers shown on pages 139, 142 and 143. Assures better radio 
performance because it eliminates the hazard of run-down batteries; pays 
for itself through savings in time and battery-recharging costs, Propeller 
and generator are automatically self-adjusting to wind-velocity through 
tip-back action. Protected against weather; ruggedly built for long life; 
carefully engineered with many distinct new refinements. 
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WITH NEW 
GENUINE 
DELCO-REMY « 


GENERATOR “ae : O 


e nee Delco-Remy Generator—especially designed for Rurlpower Wind- 
charger. E } 

Charges 6 volt or 2 volt-storage batteries at a rate up to 16 amperes. 

Generator has double-sealed ball bearings; low-wound to cut in at 350 R.P.M. 

Airplane type propeller protected by metal-sheathed leading edges. 

All electric outlets are fully shielded against weather. 

Pivoted equalizer bar assures proper spring tension. 

Swivel throw-out collar automatically corrects position for any wind. 

Rotogrip distributor maintains double tension contact—permits free rota- 

tion of power head. 

Generator is self-governing— mounted in offset tilting cradle. 

Ten foot tower is rigidly constructed, easy to assemble. 


CHARGES ANY STORAGE BATTERY 


The Rurlpower Windcharger quickly and efficiently charges any 6 Volt Storage ‘‘A” 
Battery, or, when used with the resistor below, will charge a 2 volt storage battery. 
Automatic cut-out prevents injury to battery. Governor controls speed of propeller 
to permit fullest use of generator. Easy starting and stopping is assured through the 
simple pull-down wire attached to the swivel-collar. To install, simply mount Wind- 
charger and 10 foot tower on any unobstructed roof or ina high, open place; attach wires 
from generator outlet to storage battery—the wind does the rest. May also be used 
for limited lighting service with heavy-duty batteries such as the types shown below. 
A10032. urlpower Windcharger complete. Includes Delco-Remy generator and 
head-mechanism, wired and ready to mount; includes 10 foot Tower, Propeller, Tail Vane, 
Ammeter on panel, Cut-out, Battery clips, etc. Complete instructions $] 975 


supplied. Shpg. wt., 75 Ibs. 

List price, $29.95. YOUR NET PRICE.......... 0. ee eee ea 

A O31. 2 Velt Resistor for charging 2 Volt Storage Battery from Windcharger BBG 
55¢ 


Complete 


~ 


6 VOLT LIGHT PLANT ACCESS 


LIGHT PLANT WIRE 


Weatherproof single conductor wire for use 
with Windcharger or Rurlpower plants. 
Solid copper conductor; triple cotton- 
covered and impregnated. For battery 
charging, use wire as follows: At a dis- 
tance of 75 feet from charger to battery, 
use No, 6; at 50 feet, use No. 8; at 25 feet, 
use No. 10; at 15 feet, use No. 12. Fora 
single 6 volt 25 watt lamp, 150 feet from 
battery, use No. 8; 75 feet, use No. 10; 
50 feet, use No. 12; 30 feet or less, use 


r= & 6 VOLT STORAGE BATTERIES 
Especially designed for use with Rurlpower units. 
Oversize plates and carefully sealed cells provide 
long efficient service for lighting use. 

A10021. 51 plate. For radio and not more 
than 1—25 watt lamp or 2—15 watt 1 0 45 
lamps. 55 lbs. NET..........--->> ° 
A10022. 63 plate, medium-duty type. For 
radio, and not more than 2—25 watt o 1 4 45 
4—15 wattlamps. 65 lbs.NET...... . 
A10023. 75 plate heavy-duty type. For 
radio, and up to 3—25 watt or 1 8 95 
6—15 watt lamps. 75 lbs. NET.... ° 
A10024. GLASS JAR DELUXE TYPE. Es- A A al 
pecially developed for farm lighting service. Has 
unusually heavy plates. Pilot cell indicates gravity 
test at all times. Supplied with a sturdy wood 
_protective case. 125 lbs. 
NET 


Knight 7 TUBE 200 Uave 
6 VOLT SUPERHET- Arnot Battoryless] 


POWERFUL & ECONOMICAL 
FOR UNWIRED HOMES 


© 3 BANDS: 16-550 METERS 
© ELECTRIC EYE TUNING 

© NEW ALLOY P.M. SPEAKER 
© VARIABLE TONE CONTROL 
© WAVE-BAND INDICATOR 
© FULL A.V.C. ACTION | 
© LARGE OVAL DIAL 

© 3-GANG CONDENSES 
© 


WITH ELECTRIC EYE 


Operating entirely from a single 6 volt The Knight 7- Tube 
storage battery, this new Knight 7-Tube Volt 3 Band Superhet 
All-Wave Superhet offers powerful offered in table cabinet, ¥ 
world-wide reception, remarkable econ- 8” speaker and R.C.A. low 
omy, and radio's latest refinements—to drain tubes. Less “A” bai 
every unwired home. Tunes the world in tery. Shpg. wt., 28 lbs. Cod 
three continuous bands: 16.7 to 52 meters SWEET 
for foreign and domestic Short-Wave pro- A9768. 
grams; 50 to 175 meters for Amateur, Retail Value, $67. 50. 
Police, See and Ship signals; 175-556 - YOUR PRICE 
for cross-country American and Canadian 


standard Broadcast. Combines power, 
performance, value and beautiful styling. 
The table model is offered in a richly-de- 


signed “‘lay-down” cabinet with front and 
top of one-piece neatly grained walnut 
enhanced by contrasting trim strip and d 
matched grained sides. Rubbed to a A10015. Vesta Heavy 
high, lustrous finish. Measures: 9” deep, Duty 45 Plate 6 Volt Stor- 
21” wide, 11” high. Features radio’s new- ane.P battery. Shpg. wt., 421 
est developments. 9") a) NO NE ae ee 3 


® Electric Eye. Exactly as used in newest all-electric receivers, 
Shows at a glance when your station is tuned in correctly. An accurate” 
visual way of tuning stations perfectly and conveniently. 3 


* Large Oval Airplane Dial. Every band has an individual scale, 
calibrated clearly in kilocycles for Broadcast, and in megacycles for 
Short-Wave. Easy to read; easy to tune on both Short-Wave and 
standard Broadcast. 4 


® Visual Wave-Band Indicator. Shows you instantly the band t 
is in use. Operates smoothly from wave-band knob. " 


* New P.M. Dynamic Speaker. Built of new special alloy to re# 
produce every sound richly and clearly and to provide tonal quality 
fully equal to A.C. electro-dynamic speakers. 


* Variable Tone Control. Permits you to accentuate bass or treble’ 
on any program to suit your individual tastes. b 


* Automatic Volume Control. Maintains constantly unifor 
volume level; completely eliminates annoyance of blasting or fadin 


* 3-Gang Condenser. Rubber-floated for stability. Provides selec 
tive tuning and enables you to separate stations sharply and easil 


¥ 

* Low Drain Circuit. Uses latest low-drain tubes for mesial 
economy of operation; incorporates 6A7 as Mod.-Osc.; 15 as I.F, 
76 as Det.-A.V.C.; 15 as 1st Audio; 76 as 2nd Audio; 19 as Power Out 
put; 6GS as Electric Eye. Total drain is only 2.8 amps. All tubes” 
are ruggedly constructed to permit operation of Rurlpower Wind- 
charger or Gas Engine Generator while radio is in use. Circuit is R.C.Ay 
and Hazeltine licensed, assuring you.of every new technical achieve 
ment from these world-famous radio laboratories. 


* Lamp Attachment. Chassis has socket at rear for connection to” 
6 volt table or floor lamp. Ideal for use with Rurlpower equipment 
shown on pages 140-141, to save you even more on operating costs. 


CONSOLE MODEL CHASSIS MODEL ~ 

The Knight 7-Tube 6 Volt Bat- The Knight 7-Tube 6 volt Su- 
tery Superhet is offered also in the perhet is available in deluxe chassis _ 
beautiful console illustrated at the form as illustrated. This chases 
left. Built of selected striped wal- worthy of the finest cabinet, 
nut, with gracefully fluted pilasters plied with full 8-inch P.M, dynam! ene 
and streamlined top beading. Has speaker. Full-sized; measures 11 
recessed grille for best acoustical inches wide, 614 inches deep, 8 
results. Size; 39” high, 25” wide, inches high. Reflects the highest ; 
11” deep. Complete with 8-inch type of workmanship and quality, 
P.M. dynamic speaker and RC.A, Supplied with genuine R.C.A low= 
low-drain tubes. Less volt ‘‘A’”’ drain tubes. Less 6 volt “ae ba 
battery. Shpg. wt., 3.0 lbs. tery. Shpg. wt., 


Code: TRIBE. MOTIF. 
A9769. § A9770. 
Retail Value, Retail Value, 
$92.50. $62.50 

YOUR PRICE. YOUR PRICE. 


A10015. Vesta 5 Heavy- Duty 45 Plate 6-voilt Sicraee “A” battery. 
Shpg. wt., 42 That NET. 0.6050 0 See Cie ee $5. 95 


6 TUBE ALL-WAVE ALL-ELECTRIC 


Some) 32 VOLT SUPERHET 
as 4 The Pinest in 32 Volt Radio/ 


Superhet is offered in the beau 3 FULL WAVE BANDS 
cated ait euiiiek aynateic 17 TO 555 METERS 
Faas 34 a ans a ae a DYNAMIC SPEAKER 
Raytheon tubes. For’ 32-volt AKE 
FULL A.V.C. ACTION 
TONE CONTROL 
GIANT AIRPLANE DIAL 
VERY LOW DRAIN - 


operation. Code: VICAR. 
Shpg. wt., 20 Ibs. 


A9724. Retail Value, $52.50. 
YOUR PRICE. 2.5.05 2000.45 


This Knight 6 is the finest 32 Volt Superhet built today—an out- 
standing combination of beauty, power, tone quality, economy and 
convenience. The attractive table model is built of choice, matched 
woods, designed in the latest “‘streamlined’’ style. Measures: 17’x 
13’x9”. The receiver features continuous All-Wave reception on 
three bands: 17-52 meters for foreign and Domestic Short-Wave; 52- 
175 meters for Police, Amateur and Aircraft signals; and 175-555 
—— f ; meters for powerful American and Canadian standard Broadcast programs. 
5 ae 0 9 : New “‘uni-coil”’ system assures uniformity in band coverage, selectivity 

ORT WANE . : : and sensitivity; large 644” Airplane dial is attractively colored and fully 
illuminated; heavy-duty 614” dynamic speaker produces clear, flawless tone; 


other features are described below. A wonderful 32 Volt value at an 
amazingly low price! 


LOW-COST 
32 VOLT 
RADIO 


RCA & HAZELTINE LICENSED 


Lf 


‘Works from Any 32 Volt D.C. Source. The Knight 32 Volt D.C. Superhet is 1 
itirely all-electric. No batteries, power units or vibrators are required; there is nothing : 
"go wrong. Uses the new type 48 tubes which operate directly from any 32 Volt 
yurce for genuine all-electric convenience, power and economy. Here is a luxurious 
Helectric 32 Volt receiver with every new and advantageous feature of the finest A.C. 
‘ts—offered at an unbeatable low price. 

Giant Airplane Dial. A giant-size colored Airplane Dial is used in the Knight 32 
iolt Superhet—614” in the table model, and 8” in the console. Fully illuminated and 
early calibrated—in kilocycles for the 52-175 and 175-555 meter bands, in megacycles 
if the 17-52 meter band. Popular Short Wave channels are clearly indicated. 


Latest Features. Every advanced feature found in the finest A.C, sets: full ANV.C. 
fe uniform volume and freedom from noise; Continuously Variable Tone Control for 
scentuation of either bass or treble; smooth, dependable wave-band switch; bar-type, 
ibber-cushioned tuning condenser; heavy-duty dynamic speakers—6!4” in the table 
iedel, 8” in the console; newest multi-function tubes; litz-wire pi-wound coils, 10 
ined circuits; etc. . 

Actual 8 Tube Efficiency. The new R.C.A. and Hazeltine licensed circuit employs 
ie following multi-function Raytheon tubes for actual 8 tube efficiency: 1—6A7 as 
iet.-Ose.; 1—6D6 as I.F. Amplifier; 1—75 as 2nd Det.-A.V.C.-Audio; 1—76 as Audio 
iriver; and 2—48's as Push-Pull Audio. Total drain is only 35 watts. Simply plug 
ie set into any 32 Volt D.C. line and you’re ready to enjoy radio at its finest. The 
night 6is the outstandingvalue in the finest, most economical 32 volt radio made today. 


_ CONSOLE MODEL CHASSIS MODEL 


The Knight 6-Tube 32-Volt Superhet The Knight 6-Tube 32-Volt Superhet 
Offered in the fine console illustrated at is also available in chassis form. Supplied 
ght. Built of choice walnut woods; 37” with 8-inch dynamic speaker and 8-inch 


gh, 20” wide, 1034” deep. With 8-inch dial. Size: 1114” wide; 9” deep; 734” high. 
teaker, 8-inch dial and complete set of Comes complete with Raytheon tubes. 


aytheon tubes. For 32-volt operation. Shipping weight, 17 lbs. Escutcheon and 
knobs are furnished. 


Rippin weight, 50 lbs. 


: CHANT. Code: RIVER. 
9725. A9726. NS 
@tail Value $74.50. 3 89 Retail Fine, $45.00, 4 [39 "a 
(OUR PRICE............. YOUR PRICE............. 


© Syma Yen s 


night 6 VOLT 6 TUBE SUPERHET 


TABLE CONSOLE CHASSIS 
MODEL 


The Knight 6 Tube Superhet is also available for 6 Volt operation in exactly the 
ime cabinets as illustrated above. This new Knight 6 Volt Radio combines the ad- 
antages of all-electric utility with the economy of operation from a single 6 volt storage 
attery. A quiet long-life vibrator unit furnishes “‘B” and ‘‘C’’ power supply, elim- 
lating bothersome ‘“‘B” and “‘C”’ batteries. Battery drain is only 1.8 amps. Complete, 
dntinuous All-Wave coverage brings in foreign and domestic Short Wave programs on 
he 17-52 and 52-172 meter bands; and powerful standard Broadcast programs on the 
72-555 meter band. Heavy-duty P.M. special alloy dynamic speaker delivers all programs 
early and faithfully. New low-drain ‘“‘heater’’ type tubes are used in the R.C.A. and Hazel- 
ne licensed circuit as follows: 1—6D8 as Det.-Osc.; 1—6S7 as I.F. Amp.; 1—6L5 as 2nd Det.- 
iV.C.; 1—6L5 as Audio; 1—6L5 as Driver; and 1—19 as push-pull output stage. Other 
‘atures include: large illuminated airplane dial; ‘‘uni-coil’’ system; full A.V.C.; Tone Control; 
ibber-floated tuning condense;; Litz pi-wound coils; 10 tuned circuits; Class “‘B'’ push-pull 
utput stage, étc. For greatest economy, we recommend the use of this Knight 6 with the 
lurlpower gas engines or the Rurlpower Windcharger described on pages 140-141, 


MODEL 

The Knight 6 
Tube 6 Volt Su- 
perhet with 64” 
speaker and Ray- 
theon tubes. 
Table model as 
above. Less “A” 


A9728. | 
Retail, $57.50. 


fp Sea 

$9765 
A10015. 
Battery. 


MODEL 
The Knight 6 
Tube 6 Volt Su- 
perhet in con- 
sole above, with 
&” speaker and 
Raytheon tubes. 


Less ‘‘A’’ bat- 
Len y:. 

Code: BEVEL. 
A9729 


Retail, $72.50. 


“98 


The Knight 6 
Tube 6 Voit Su- 
perhet in chassis 
form, with 8” 
speaker and Ray 
theon tubes. Less 
A battery. Size 


A9730. 
Retail, $54.50. 


"$9595 


Vesta 45 Plate Heavy-Duty 6 Volt Storag¢ 
Shpg. wt. 42 lbs. NET... 


A ore 5. 


FITS 


ANY CAR 


MATCHES 
ALL DASHES 


NEW 


_ The Knight 6-Tube Auto Radio 
is offered complete with 1—6A7, 2— 


6D6,1—75, 1 


trol mechanism and hardware. 


NET. PRICE EACH, $22.95. 


LOTS OF THREE, EACH.... 


41 and 1—84 Raytheon 
tubes. With flexible shafts, tuning con- 
(Less 
control mounting panel—see listing be- 
low for proper panel kit to fit your car), 
Shpg. wt., 2214 Ibs. Code: ELITE. 
A9780. Retail Value, $39.95. 


y 


SPECIAL CONTROL MOUNTING KITS 


A9796, TYPE A. Universal 
control which adapts tuning mech- 
anism of Knight 6 Auto Radio 
to fasten to lower edge of dash in- 
strument panel. Makes an attrac- 
tive installation in cars which do 
not have custom-control provision 
on dash. 

Y 
E 


A9797. TYPE B. Custom 
control for mounting on dash 
panel of cars equipped with ash 
tray compartment, When order- 


$1.15 


| CHEVROLET 


nig suppressorie 


hy, 


DASH MOUN 


et 
o< 


© ALL-ELECTRIC 

* NO SUPPRESSORS # 

* 6” DYNAMIC SPEAKER ¢ 

® 3-GANG CONDENSER ~ ° VERY LOW iN 

© MATCHES ANY AERIAL * NEW TYPE DIAL ie 
New! Thrilling! The finest 6-Tube Auto Radio money can buy 


Designed with the precision, ruggedness and quality demanded by th 
automotive industry. Unparalleled for tonal brilliance, large depend 
able power and outstanding new refinements. Complete Noise Sup 
pression is achieved by the use of a special multi-filter system whic 
assures the enjoyable noise-free operation provided by the finest hous 
type receivers. The Knight 6 Auto Radio fits any car easily (in 
cluding the Ford). Its compact size (8%x73<x7”) and single hol 
mounting feature adapt it for easy mounting in any one of four 
tions. Only 1 battery and 1 aerial connection are required. Wor 
with any auto antenna—matching perfectly to either low or higl 
capacity types. The rugged constructon of the entire receiver assure 
a secure and permanent vibration-free installation. The use of th 
newest tubes promotes stability and freedom from interference. Tun 
ing mechanism is fully illuminated. True A.V.C. prevents fading ant 
keeps volume at constant level. Variable Tone Control permits tona 
emphasis as desired. The large 6-inch electro-dynamic speaker is de 
signed to deliver flawless tone. 


9 TUBE EFFICIENCY—6 TUBE ECONOMY 


The new Knight 6-Tube Auto Superhet incorporates the latest RC/ 
and Hazeltine licensed circuit. The use of dual-purpose and triple-purpos 
tubes assures actual 9-tube efficiency with 6-tube economy. Has full 3 watt 
output which is beautifully handled by the built-in full 6” dynamic speaker 
A 3-gang rubber-cushioned condenser with a noise-reducing pre-selecto 
stage of R.F, amplification, a newly developed iron-core antenna coil am 
double-tuned I.F. transformers positively assure 1 microvolt sensitivity am 
10 K.C. selectivity. Has 6 tuned circuits. All parts (including fixed con 
densers) are securely bracketed to resist vibration. Case is of heavy-gaug 
rust-proof steel, well-ventilated, with complete dust-proof provision fo 
speaker and condenser. In handsome dark maroon finish, with smar 


chromium grille. Patented antenna circuit gives maximum efficiency wit! 
any type of auto aerial. The Knight 6 is really a Custom Auto Radio de 
signed to fit and match all cars by-the use of the special remote contté 
mounting kits listed below at left. No other 6-Tube Auto Radio offers th 
luxurious performance and exclusive features incorporated in the ney 
Knight 6. 


SPECIAL FOR FORDS 


FORD CONVERSION KIT 


Special accessory kit for For 
cars. Consists of special front cove 
to replace speaker cover on thi 
Knight 6-Tube Auto Radio. In 
cludes extension cord, plug and jae 
adapter, making it possible to re 
move the speaker furnished with thi 
Knight 6 from the speaker grille s 
that it can be installed in th 
header speaker plate in all lat 
model Ford cars. The tuning uni 
of the Knight 6 will easily fit i 
installation space available in th 
Ford. Makes a perfect installatior 
in any model Ford Car. 


A9795. Ford Conversion Kit. 
YOUR 


PRICE..:...35 5.50. seals hee 90% 


* 4 : 4 
| PLYMOUTH | PONTIAC . 


THE SENSATIONAL NEW 


PAGE (iminal TOUCH-O-MATIC 


SAFETY TUNING UNIT 
Wd / e ill é : : it ne 


J / / 5, 


| © TUNES BY PUSH-BUTTONS 
tr’. 
"* MAKES AUTO RADIO SAFE 


* 100% ACCESSIBLE 
_ ® TUNES WITH PRECISION 
® 5 STATIONS IN 5- SECONDS 
_® EASY TO INSTALL 
© COMPACT BAKELITE CASE 
® TUNING SAFETY AT LAST! 
THE TOUCH-O-MATIC UNIT—WHAT IT IS—W Pos fem init cie Arak eat Awl 
HAT IT DOES Safety Toning Waites Sree rears 
ALLIED leads again with the first real step toward TOUCH-O-MATIC tuni i , 4 Radio Safety Feature, is offered at a 
e Auto Radio tuning—a sensational new safety tuning. You actually olithe hee anon fake surprisingly how “Dither: mimes CON: 
ature! The exclusive new TOUCH-O-MATIC seconds—without once taking your eyes off the road plete with bakelite poshehuttee apes 
NING UNIT consists of a compact bakelite hous- Completely eliminates the hazard of auto radio tuning cantrot ‘box, conpre nus seas A cr 
i@ into which six smal! push-buttoms are incorpo- while driving. Takes the guessing out of tuning. The Sas tence ar Me The eat a es healt 
ed. Five of these buttons are for program logging, only Auto Radio Tuning Unit that is absolutely safe. caching device ever enctived . Show. 


‘ch controlling a separate station. The sixth button 9 

intended for channel clearing—it makes the change oO Wg pray say any had pa The T OUCH- wt., 4 Ibs. 

m push-button tuning to regular manual dial tun- e Eee eres oe Init. ‘will worl with. any A9799._ I. 

Mois versa, as ened Be merely. preasing auto radio recéiver. Only two connections are re- YOUR PRICE, ONLY............ 

y one of the five station-control push-buttons, you anined Hy pavic ie Cregeen ey nr honuikhad ae 

im accurately log the program being broadcast by cen Ra t vation fey Yn eat ches A + CUnLAS noe 

at station. Imagine it! You can tune the station whichis in turn fastened to the auto radio case. 3 

‘want with a simple movement of your finger— second connection is from this control box into the 
Simp. y 8 receiver. The TOUCH-O-MATIC Unit is especially 


fely, precisely—without taking your eyes off the . ‘ , 
7 ri ; ideal for use with Knight Auto Sets which have 
i That's safety for you—for the first time in been designed physically for the best possible instal- 
Rad : lation of this type. 
For Ali Stations. Any one of the five station © Easy to Install. The TOUCH-O-MATIC Unit 
ittons can be easily adjusted to any frequency or is amazingly compact. Dimensions: 514’x1l¢"x15¢". 
rf Station on the broadcast band. The five buttons Housing is of sleek black bakelite, designed to har- 
t adequately cover the most popular broadcast monize perfectly with the interior of the finest cars. 
tions in each locality. Stations come in perfectly Can easily be mounted on the steering post or under 
‘there is no chance of drift. the dash. (See illustrations.) 


® Amazing Low Price. The TOUCH-O-MATIC 
Unit is priced within the reach of every Auto Radio 
Comes complete with push-button unit, 


Regular Control Can Be Used. The regular 
anual tuning dial of the auto radio can be used by 
mply pushing the sixth button into the “oft” owner. 
co: This puts nee into aperenen og! use aoe hardware. 

‘th the regular control head to cover all broadcast List, 9S. 

ations, af YOUR PRICE, ONLY............... $5.35 


6 TUBE SET WITH TOUCH-O-MATIC TUNER 


ee Here we offer the new Knight 6 Tube Auto Radio described on 

, a the opposite page, complete with the sensational new TOUCH-O- 
MATIC Safety Tuning Unit. Features: All-Electric operation; no 
suppressors; built-in 6” dynamic speaker; tone control; automatic vol- 
ume control; pre-selector ; special antenna circuit to match all types of 
car aerials; 3 gang condenser; 3 watts output; latest type tuning con- 
trol mechanism; 6 tuned circuits; single hole mounting; latest tubes; 
low drain, etc. In handsome dark maroon finish. The Knight 6 Tube 
Auto Radio complete with Raytheon tubes as described, together 
with the TOUCH-O-MATIC Safety Tuning Unit (push-button de- 
vice, control box, cabie, hardware, etc.). Less only regular manual 
control panel. (See page 144 for proper control mounting kit to match 
your car.) Shpg. wt., 25 lbs. 
Code: HANDY. The Knight 6 
Auto Radio with TOUCH-O- 
MATIC Tuning is the. world’s 
safest Auto Radio. 


A9Q781.. Retail Value, $48.90. A close-up view of ee pn pipe 
it inc ated in the -0- 

NET PRICE, EACH, $27.95. Be TG eafety Tuning device,’ Shows 
y " y Safety Tuning device, Shows 

YOUR PRICE, LOTS OF 3, two of the station control push-but- 


nis i ARORA an | Sept eyp ee tons and the “off’’ button which puts 
the regular manual control back into 
operation whenever desired. Note the 
neat, compact design of the unit. 


DE SOTO 
145 


- ht SUPPRESSORLE 


SUPERHET 


* NO SUPPRESSORS * FULL A.V.C. ACTION 

° 5 WATTS OUTPUT * 7 TUNED CIRCUITS 

* 65%" DYNAMIC SPEAKER * 3 GANG CONDENSER ~ 
* TONE CONTROL * FITS ALL CARS 


* WITH LOCAL AND DISTANCE SENSITIVITY SWITCH 


Every outstanding Auto Radio feature has been incorporated in | 
new Knight 7 Tube Auto Set to assure superb tone, dynamic power out- 
put, wide distance reach, and easy, quick installation in any car. This 
auto radio is designed to bring you, while driving, all of the power and tonal 
beauty of the finest home type radio receivers. 7 
® Fits All Cars. The Knight 7 is completely contained in a single bronze 
crinkle-finished metal case with attractive chrome grille. Measures only! 
834"x7 34"x8". Has single hole mounting for quick easy installation. Just 
drill one hole, tighten the bolt and it’s on to stay. $ ; 
* No Suppressors. A special new multi-filter noise suppression circuit is: 
built into the Knight 7. There is no need for spark plug suppressors. 
Wherever you drive you are assured of enjoyable, noise-free reception, \ 
® Metal Tubes. Newest type tubes are used throughout the ad4 
vanced circuit of the Knight 7. Three of these tubes are the iatest: 
metal types (6K7, 6H6, 6C5). The others are super-efficient glass 
types (6D6, 6A7, 6V6G, 84). | 
* 5 Watts Output. The Knight 7 develops a full undistorted cut- 
put of 5 watts—the result of a powerful 6V6G output stage. It is this 
great audio power that gives the Knight 7 its marvelously full tone, 
* 654” Dynamic Speaker. The self-contained heavy-duty dynamic speaker 


RCA and Hazeltine Licensed 
CONTROL KITS 


A9796. Type A. Attractive 
controls which adapt tuning mech- 
anism of Knight 7 Tube Auto 
Radio to fasten to lower edge of 
dash instrument panel. Makes a 
very neat and convenient instal- 


NET. handles the tone of the Knight 7 with rare fidelity and richness. At all fre- 
EACH 90 ra The Knight 7 Auto Radio quencies, reproduction is wonderfully real and brilliant, bringing you the gen= 
Sid Sav IRD ASE Ral ght a5 eyes complete with Raytheon uine enjoyment you get from the finest home type radios. 3 
———————_-— ‘i res 29.95 Tone ees Continuously wenaule full-range beech ea is incorpo= 
et Each, $ i ‘~ rated in the new four-in-two control head. Permits individual adjustment 
A9797. Type B. Custom ees Your Price Lots of 3 tone to either bass or treble as desired. Adds enjoyment to every program: 
trol for mounting on dash panel Each “4 e =. . pe : i 
of cars equipped with ash tray or BCH So ee Full A.V.C. Automatic Volume Control has been brought to a high point 


of perfection in the Knight 7. There is no fading, no reduction of volume, no 
matter where you may be driving. You will admire the constant power, the 
absolute dependability of this reliable new auto radio. i 
* Local and Distance Switch. This switch is located on the new tuning 
head. In the “‘local’’ position it makes possible absolutely noise-free reception 
so desirable when driving in the city. The “‘distance’’ position is ideal for open 
country driving because it permits maximum sensitivity for powerful long dis= 
tance reception, f 4 
© No-Glare Dial. The splendid new dial of the Knight 7 is a real safety 
feature. It is easy to read—there is absolutely no glare and no distraction, 
Its soft lighting and clear calibrations make tuning while driving a pleasure 
* Antenna Matching Circuit. A new built-in antenna compensator matches 
the Knight 7 perfectly for use with all high or low capacity auto aerials without 
further adjustments. } 
© New Circuit Features. The Knight 7 Auto Radio incorporates splendid 
new refinements in its RCA and Hazeltine licensed circuit. A pre-selector R.F, 
stage reduces noise level and provides increased selectivity and sensitivity. 7 
tuned circuits are used. A’special image-rejector circuit is built-in. A rubber= 
floated 3 gang condenser gives real stability. Range is 535 to 1550 K.C. Bate 
tery drain is exceptionally low, making operation economical. : 

* A Great Car Radio Value. The Knight 7 Tube Auto Radio as described 
is offered complete with built-in speaker, Raytheon tubes, flexible shafts, tum=) 
ing mechanism and hardware. (Mounting panel and knobs shown in photo= 
graph not included. See listing at left for proper panel kit to 

fit your car). Shpg. wt., 24 Ibs. Code: BUILD, 


A9782. Retail Value, $49.95. $ 45 
NET PRICE EACH, $29.95. 


YOUR PRICE LOTS OF 3, EACH.....................: 


radio compartment. When order- 
ing, be sure to specify make, model 
and year of car, indicating whether 
de luxe or standard. We have 
matghing panels available for 
every car. 


NETEACH.......... $1.15 


THE Knight 7 is idea! for use with the sensational new TOUCH-G- 
MATIC Safety Tuning Unit. See Page 145 for complete description. 


might J TUBE Deluxe AUTO RADIO 


a with Separate 8 in. Speaker | 


The Knight 7 Tube Auto Radio is also available in de 
luxe Dual Unit design. This model is exactly the same as 


AS97383. Retail Value, $54.95. 
4 Y eae NET EACH, $32.95. 
146 aa = YOUR PRICE LOTS OF 3, EACH..... 


BETTER PICKUP—LESS NOISE 


ADJUSTABLE BRACKETS 


“Redhead’’ Auto Antenna has mounting 
: Bad malleable iron which are easily bent 
rm to any particular type of installa- 
idulekly adjustable over entire length of 
ha assembly. No drilling is required as 

Olts already in the running-board are used. 
tance of antenna below running-board is ad- 
le from 2” to 4%”, 


shock, 


ble length to 3944”. 
clamps, bolts, insulaters and instructions. 


14 
UR PRICE 


: FITS ANY CAR TOP 


19548. Highly polished. 
romium finish. NET.......... : 


$3.53 


“TUR-RETTE” 
AERIAL 


An ‘‘Over-the-top’’ 
auto antenna for all 
turret top cars hay- 
ing windshields that 
~ open. Quickly and 
Sily instalied without drilling. Permits maxi- 
iim signal pickup. Antenna of highly pol- 
chromium finished steel, mounted on 
sided standoff insulators. Non-directional. 5 


lead-in wire. Wt., 3 lbs. 
MNSS80. NET .*............. $2.50 
i, (2 en see ee 
“STRATOSPHERE AERIAL”’ 
“Designed for any turret top car having a 
windshield that does not open. Provides high 


‘ignal-to-noise ratio. Quickly installed; re- 
Tes no drilling of top. Chrome finished steel. 


At set. UP eae $2.94 


am LONG-RANGE TWINS 


A new twin auto 
antenna entirely 
sealed in rubber. 
Has pick-up power 
a equivalent to that 
any roof aerial. Absolutely weather-proof. 

ts under running boards. Is supplied com- 
approved low-loss lead-in wire. 


or 
3544. YOUR PRICE........ $2.35 


TOBE AUTO-POLE AERIAL 


Consists of a telescoping rod, insu- 
lated mounting bracket and lead-in. 
Comes pre-wired and assembled and 
can easily and instantly be attached to 
the rear bumper bracket of any car. 
Isolated from motor noises; has more 
effective signal pickup. Full height is 
8 ft.; telescopes to 3 ft. Less lead-in 


i AgsaS. NET......... $1.73 


Reduces Auto Radio 
noise; isolates aerial from 
noise sources by means 
of shielded lead-in. Kit 
contains: 1—Aerial Fil- 
terizer with 10 ft 
Shielded Lead-in; 1— 
Ammeter Filterette to by- 
pass noises from low ten- 
sion wires: 1—Dome 
Li ght (or Tail Light) 
Filterette to keep noise 


ff wires running near aerial 


48410. List, $2.95. NET ee, $1.65 


ALLIED RADIO CORPORATION, 833 W. 


No drilling required. Wt., 8 Ibs. 


Poe e emer att oem rereresssvesecios 


“REDHEAD” SENIOR AUTO ANTENNA 


An entirely new, scientifically de- 
signed running-board antenna of re- 
markable efficiency, Gives strong signal 
Strength with minimum pickup of igni- 
tion noise. Is of all-metal construction 
with new overall rubber covering which 
makes it waterproof and rust-resisting. 


EASY TO INSTALL 
Installation is quickly made. Entire stream- 
lined assembly is firmly welded and is vibra- 
tion-proof. There are no springs, wire, etc., to 
rattle or loosen, Has set-screw connection for 
antenna Jead-in. Completely insulated. Once 


installed, requires no further: $ a 47 


Hite ras ent, 46”; width, 
Ag at. ‘VOUR PRICE. <2), 
Capacity type, coupling to 
Reduces fading 


with fibre 
Sturdily constructed to withstand road 


KNIGHT DE LUXE AUTO AERIAL 


An excellent auto aerial. 
ground for maximum undistorted pickup. 
to a minimum. Rust-proof and rattle-proof, 
insulating washers. 
Ideal for use with any type of auto radio. All 
metal—adjustable. 
efficient. installation. Quickly and easily 
8 inches in width. May be raised or lowered. 


permanent and 
installed. Ad- 


sJr° 


Makes an absolutely 


Complete 


CARFLO AUTO AERIAL 


A new development in 
gives better reception, greater 
vacuum cups attach aerial securely to car. 
and is of one-piece construction. 
polished chromium finish, or polished copper finish which can be 
duco’d to match car finish, 


auto antenna design. Non-directional; 
efficiency. Easy to install; rubber 
Has pure copper base 
Furnished in two types: highly- 


Polished copper finish 


| UPS ate peas A $2.94 


A9549. 
can be duco’d. 


WARD AUTO AERIALS 


‘““FISHPOLE’’ AERIAL 


Consists of a telescoping steel rod 
with insulating bracket and lead-in 
wire. Easily attached to rear bumper 
bracket of any car. Isolated from 
motor noises; permits better signal 
pickup. Extends to eight feet; bends 
but cannot break. With 12 ft. lead- 
in, Wt 


Al i  NET...... 92006 


FLEXROD AERIAL 


Highly efficient, Fits door hinge of 
any car, Drawn from vanadium steel 
with polished chromium finish; flex- 
ible—will not break. Easy to install; 
will increase the signal pickup for 
better reception. Complete with 37” 
lead-in and mounting bracket. Wt., 


RID NE Tir etae $2.06 


A10383. 
ph ta AUTO ANTENNA 


A sensational auto antenna based on a fun- 
damental principle which assures maximum re- 
sults with any auto radio. A necessity on new 
all-steel and turret-top cars, Noise from nearby 
sources is eliminated by cancellation effect 
caused by shape of antenna. Universal mount- 
ing brackets. Shpg. wt., 4 Ibs. 


RCA STOCK NO. 9605. 
AQ545. List, $2.60. NET....... $1.55 
ROOF TYPE 


AUTO ANTENNA 


Can be installed any- 
where in car, Contains 
sheet copper in heavy 
neat felt covering. Rigid type; 
plete with mounting grommets. Gray or tan 
to match roof linings. 1% Ibs, 

A7574. Gray. 6§ 
A7571. Tan. NET, EACH ¢ 


AXLE TO AXLE AERIAL 


18”x26”. Com- 


High pick-up auto aerial for installation un- 
derneath car from front to rear axles. Fitted 
with straps for quick installation. Gives fine 
selectivity and adds plenty of yolume to your 


auto set. Wt., 2 Ibs. 
NET. ce cceee. 48c 


AQ143. List, $1.50. 


JACKSON BLVD., CHICAGO, 


B c D E 
KNIGHT AUTO RADIO 
SUPPRESSORS 


Sturdy, efficient carbon type suppressors for 
use on any automobile engine. Heat- and 
moisture-proof. Well-built to withstand con- 


Resistance element enclosed in 
polished bakelite case except Fig. ‘‘D'’ which 
illustrates new type for Ford V8. This unit 
replaces original distributor brush and acts as 
distributor suppressor. 


A6990. A. Spark Plug Type. 


stant vibration. 


pe23 i. 8. Distributor Type. 

6992. C. Cable Type. 

A6994. E. Short py Re 

eee oe - Mise destin eae vey 

SET OF Joc on & X. 
YOUR PRICE, EACH........ 

AG6G995. D. Special 50,000 ohm. Ford V8 
Brush Type. For 1933-1935 models. 

A6999. D. Special small type, 50,000 ohm. 


For 1936 and 1937 Fords. 
YOUR PRICES SEACH SG ois.cc. bee nan 


12¢ 


LOW RESISTANCE 
WIRE-WOUND SUPPRESSORS 


Extremely effective in eliminating motor 
noises. Positively will not affect operation of 
motor because of low resistance—30 ohms. 


Molded bakelite heat-resisting cases contain RF 
choke coils wound with enameled wire. 
ASSO. Piug type. 
A5561. Distributor type. 
10 FOR $2.55. EACH 


CONDENSER & CHOKE UNIT 


Consists of a .5 
ampere choke and 
dual % mfd. con- 
denser in compact 
metal case 2”x2’x 
%”, Especially 
suited to filtering 
of light cables. 


A2940. EACH 


AUTO RADIO 
FILTERS 


SINGLE 
CAPACITORS 
Metal-cased compact 

by-pass condensers for 
use on generators, am- 
meters, horns, light cables, etc., to 


noise. 
942. Y% MFD. 


A2 Round metal container 
%”’x2”, Single lead with lug 


Foe havnt SEACH bs ch tet an ees 15¢ 


A2943. ‘% MFD. Round metal container 
%4”’x2”, Single lead with lug 


For coil, EACH........-.... rte: 19c 


A2944. i MFD. Round metal 
1”x2%"”. Single lead with lug. 24 
For generator, EACH................ Cc 
A2945. |! MFD. 1%’x2%”. Heavy duty 
for use near motor 


For generator. EACH Fo seek haat aie Dy 32¢ 
DOME LIGHT FILTER 


eliminate 


Has % mfd. condenser 
and 5 ampere choke. 
Round insulated container , 
measures 7%%’x3”", With 38 ¥ 


insulated flexible leads. 
A2941. 
YOUR PRICE. EACH,............0..5. 


FORD V8 CONDENSER 
N 


Especially designed to fit the 
new Ford V8 distributor head. 
Special metal bracket assembly of 
filter unit exactly fits bolts which 
hold the bakelite distributor head 


in place. Required in all Ford 

V8 cars equipped with Auto Ra- 

dios. 

A5921. 27¢ 

VOUR: PRICES. /cijua.. O/ |S Naan 


ILL. 147 


Finest Quality REPLACEMENT VIBRATO R 


Jual 6, Twin 8 


253 


(A4550, 2. 


NP42 i A 


MALLORY UTAH 
Mfrs.| Our Mfrs. | Our 

Name and Model No. No. |NETI No. No. (NET 
AIRLINE 

62-166, 62-118....... 253 | A4550) $2.65] NP42 | A9052/ $2.65 
ARVIN 

15, 25, 35, 45 1st Ser. | 296 A4551| 2.65] NP6 A9050| 2.65 

15, 25, 35, 45 2nd Ser.| 292 A4552| 2.35} NL3 A9054| 2.35 

Vell, TIA LTE She 204. A4553) 2.65] NP42 | A9052) 2.65 
ATWATER KENT 

424, 534.............| 222 | A4554; 3.38] SL5 | A9064/ 3.23 

666, 776 296 A4551) 2.651 NP6 A9050| 2.65 

816 Be ney 226 A4557; 3.53] SLS5 AS064| 3.23 
AUDIOLA 

SSAG Ht yates oh Ress } 225 A4558) 3.53] SLS5 A9064 3.23 

6 OAs Bice ee ee oe, ah | 294 A4553| 2.65) NP42~+.A9052) 2.65 

33S6 (2 Prong)..i....| 312T | A4559} 4.44102. 

346, 347 (6 Prong)....| 297 A4560) 2.65) NP61 A9066| 2.65 
BELMONT 

566, 666, 670A.......| 294 A4553) 2.65] NP42 | A9052| 2.65 

660 (Vibrator only)...| 292 A4552| 2.35] NL3 A9054| 2.35 

580, 670.............| 296 | A4551) 2.65} NP6 | A9050| 2.65 
BOSCH 

140 (2nd-& 3rd Ser.)..) 271 A4561 3.53) SP53 | A9058) 3.53 

524A, 634-634A......| 253Y | A4562) 2.65] NP42 | A9052) 2.65 

150 (ist Series)......| 219 | A4563) 4.41] SPSH | A9059| 4.41 

150 (2nd Series)......} 271 A4561| 3.53) SP53 | A9058! 3.53 
CHEVROLET | 

3644420 eri 221 A4564| 2.65) NL3 A9054) 2.35 

600153 Series... .. 222 A4554| 3.38] SL5 A9064| 3.23 

601038 Series........ 273C | A4565| 3.23] SP51 | A9056) 3.09 

985100, 985200.......| 294 A4553) 2.65) NP42 | A9052! 2.65 

985300) ts Fe Se .| 273D | A4566; 3.23] SP52 | A9057) 3.09 
CROSLEY | : / 

98, 99, 102, 103, SA1.| 223 | A4567| 3.53] SLS_ | A9064). 3.23 

BAT SAS. GEL aes oleae A4568' 3.38] SP6 A9062' 3.38 
DETROLA / | : 

6A, 1100, J100A......| 220B | A4555} 3.82] NL3M!/ A9055| 2.79 

6M, :6R Ree | 294 | A4553) 2.65] NP42 | A9052) 2.65 

1934) 1035.) toe he A eee A4552! 2.35) NL3 A9054| 2.35 
EMERSON / 

965.) 66 acc es | 296 A4551! 2.65] NP6 | A9050| 2.65 

SA Ree | 277S | A4569| 3.53] SPo3 | A9067) 3.53 

678-1... 225 A4558) 3.53} SL5 | A9064) 3.23 

OA len oe oe 253Y | A4562) 2.65) NP42 | A9052) 2.65 
ERLA-SENTINAL ) / | 

SSOO MF ene 294 A4553, 2.65] NP42 | A9052) 2.65 

600, 602, 603.. 292 | A4552) 2.35] NL3 | A9054| 2.35 
FADA «| 

101, 102, 104, 104B.. 221 A4564; 2.65] NL3 | A9054! 2.35 

166. Re teal | 253Y | A4562! 2.65] NP42 A$052) 2.65 
FORD | } 

MAJESTIC 40--18805! 220B A4555| 3.82 NL3M} A9055| 2.79 

PHILCO 500P | A4577| 1.76] NP41 | A9051| 1.76 
FREED / | 

A7, A9 210 | A4563|) 4.41) SP5H | A9059) 4.41 
G.E. / | 

B40, C41, B52 271* | A4561; 3.53) SP53 | A9058! 3.53 

C60 253 A4550| 2.65) NP42 | A9052| 2.65 

D50, D51, D52 287M| A4570) 3.23] SP62 | 49061) 3.23 
KNIGHT | 

F9541, F9551 292 | A4552| 2.35} NL3 | A9054) 2.35 

U6 294 A4553| 2.65] NP42 | A9052) 2.65 
LEWOL 

9101-2 292 | A4552) 2.35) NL3 | A9054) 2.35 
MAJESTIC | 

66, 116, 116A, 118 220B | A4555| 3.82] NL3M/ A9055! 2.79 
MALLORY | 

201-2-3-4 201 | A4556| 3.97 Se ea eee 

10. 11,12, 13, 14 Ser.| 210 | A4563) 4.41] SPSH | A9059| 4.41 
MOTOROLA 

34, 50, 60, 90 294 | A4553; 2.65] NP42 | A9052! 2.65 

61, 88 302S | A4571) 4.41] _.. Paige ne ¥¢ 

77 230 | A4572) 4.41) SP5H | A9059| 4.41 

77A, 44A, 66 270B | A4573; 3.53] SP53 | A9058) 3.53 

55 231 A4574 4.26) SLH | A9065/| 4.26 

44 | 235 A4575) 4.261 SLH A9065| 4.26 

57,62, 75,79, 100, 110.| 253T | A4576| 2.65] NP4z | A9052) 2.65 

I 


a ¥ Sees TAM The 1 Ry ped ws 
_A complete listing of exact duplica vil 
uipment in many pops aut id 
Famous. for highcquatiey br bs: . 


i 


Set 2 
Mfrs.; Our Mfrs. 

Name and Model No. | No. No. 
MUSIC MASTER 

TEN-TENS 2ee3i 292 | A4552/$2.35} NL3 
PHILCO 

SIGE ocr Pete atk 500P, | A4577 NP41 

817, 818, 819.........} 501P A4578 NP44 

ALL OTHERS?) aa 294 | A4553 NP42 
RCA VICTOR 

5M, 6M, 6M2........| 249 A457 SP62 

M34, M105..........| 271* | A4561 SP53 

M107 & dienes int ol. 258 ASSO NP42 

M101, M-104, M108..} 287M! A4570 SP62 
SEARS-ROEBUCK 

7128 4 PRONG......| 294 A4553 NP42 

TALI TSS OAC ie ia 271 A4561 SP53 
SIMPLEX 

Dice, sea, ee eee 209 aa aCe NL3 
SPARTON z 

So S5A Sees 292% | A4552 NL3 

SOR See Ne ae 222 A4554 SL5 

296) SSRs ee 292 A4552 NL3 
STEWART-WARNER 

R112, 1121, 1122, 1123} 292 A4552 NL3 

R118, 1171, 1172, 1181] 294 A4553 NP42 
STROMBERG- 

CARLSON 

353 SSA Leonie one eae 236 A4563 SPSH 
UNITED MOTORS 

BUICK-OLDS- 

PONTIAC 

393884-5, 405045.....| 273C | A4565 SP51 

405046 Series........ 273C | A4565 SP51 

544267 Series........ 273C | A4565 SP51 
WELLS-GARDNER 

6U,6S 2.63: 253 A4550 NP42 

V6Z2226741 soe 292 A4552 NL3 

062, 062A 5.) eae 206 A4580) 3.97]... ...0/..2.5.1.. 8 

O72-072A2 ee ee ete A4563 SP5H 
WURLITZER | 

A605/460 ibn ee RPE, 292 A4552) NL3 
ZENITH 

460, 462, 6550HD.... .| 292 A4552 NL3 

JUNIOR Tie a 296 | A4551| 2.65} NP6 


*Add 30c net extra for special cup adapter. 


UNIVERSAL REPLACEMENT 
VIBRATORS 


New universal vibrators for replacement purposes. 
Same type of high quality workmanship and ma- — 
terials as used in the standard lines listed on this — 
page. Will enable you to service many types of 
vibrator equipped sets. 


NON-SYNCHRONOUS—STANDARD 4 PRONG 


A4582. MALLORY MU1. UTAH NP420. # 
List, $3.00. 


A9070, UTAH NP 450. 
| List, $3.50. 
NET 


Nebr e $2.06 


In Lots of 12, Each... 


List, $4.50. $2 65 List, $4.50 2 65 
Te rae. . | NET Ac eee ° { 

In Lots of 12, Each..... -- $2.20 | In Lots of 12, Each..... $2 +20 
SYNCHRONOUS--STANDARD 6 PRONG ; 
A4586.. MALLORY MU6, A990 oes UTAH SP660. | 
AS 04.9U, ; LAST, . le 
WE be ees $2.65 1 Wee ee $2.65 
In Lots of 12, Each.... ..-$2.20 | In Lots of 12, Each... + (GDR 
REVERSIBLE SYNCHRONOUS—SPECIAL 6 PRONG y 
A4583., MALLORY MU2, | A906. UTAH SP620. F 
Ast, $4.50. | List, .50, a 
1 Cote $2.65 | NET .025.ce eee $2.65. 
In Lots of 12, Each........$2,.20 | In Lots of 12, Each. is.54 8 -20 


4 Finest Car 


ELECTRIC © DUAL UNITS 


. e 
'8’P.M.SPEAKER °° FULL A.V.C. 
AETAL TUBES * PRE-SELECTOR 
WO-GLARE DIAL = * 
NO SUPPRESSORS © LOW DRAIN 
1 HOLE MOUNT © FITS ALL CARS 
WITH LOCAL AND DISTANCE SWITCH 


ures. * Dual Unit Design. 


fo 
$i zle-hole motunting. Chassis unit size, 
‘0 Suppressors. 
is used—no need for spark plug suppressors! 


the newest tubes as follows: 


ryan nd 
glass (6D6, 6A7, 2-6V6G). 
parate 8” Speaker. 


V.C. Action. 


Added features are: 


tance reception. New Circuit Refinements. 


WOK.C. Tuning range is 535-1550 K.C. 
atches Any Antenna. 


fin o: low capacity. Fits All Cars. 
easy to install, the Knight 8 will fit all cars. 
_@ Set Complete. 

ed complete with Raytheon tubes. 
‘fining mechanism and hardware. 
Wm photograph not included. 
Shpg. wt., 2634 lbs. Code:. 


| r car). . 
: rot, Retail Value, $59.95. 
RICE, EACH, $35.95. 


RCA-VICTOR M-34 


AU 


ASSEMBLY 


: A genuine R.C.A. 
a Replacement part. 
(Am exact replacement vibrator, 
Tm No. 7604, for the R.C.A. 
M-34 auto set. Sealed; fully 
@djusted and ready to install, 
operate on from 4 to 8 
its input. Rubber- mounted 
double aluminum can. Size 

* high x 244” diameter. 


B28. ET $3.60 


BASE FOR ABOVE 


RCA Part No. 6577. Capacitor and base as- 
sembly for vibrator No. 7604. Two .04 mfd. 


condensers. 
A7321. Part 6577. YOUR PRICE. 47 ¢ 


= 


= ANTENNA 
CONNECTOR 


For Auto Radio sets, to connect antenna 


Money Can Buy! 


TUBE SUPERHET 
AUTO RADIO 


TONE CONTROL 


7 TUNED CIRCUITS 


"The last word in powerful and luxurious auto radio entertainment. > 
entirely new de luxe dual unit Auto Superhet with outstanding 
Has separate chassis unit and 
ate speaker unit, both attractively housed in bronze wrinkle- 
ished metal cases with chromium trim—both for simple, 
only 834"x734"x7 14". 
A special multi-filter noise suppression cir- 


ithe latest R.C.A. and Hazeltine licensed circuit is employed, built 

4 metal (6R7, 6C5, 6K7, 0Z4); 
* 7 Watts Output. 
ees product of the mighty push-pull 6V6G output stage. 
| ? The very latest P.M. Dynamic type— 
lutifully toned—large and powerful, to reproduce the tone of the 
Knight 8 clearly, distinctly, with full brilliance. © Tone Con- 
4. Full-range Tone Control is incorporated in’ the new four-in- 
tuning head to permit emphasis of bass or treble as desired. 
There's no fading, no wavering in volume when 
re driving with the new Knight 8 in your car. 


i; NO FINER AUTO RADIO AT ANY PRICE 
‘For built-in dependability, convenience, economy and attractive- 
ness, the new Knight 8 Tube de fuxe Auto Radio has no equal. 
® Local and Distance Switch. Located 
m the new tuning head, a turn of this switch affords noise-free 
| jant performance in city driving. When out in the country it is 
adjustable so that it increases sensitivity enormously for long dis- 
A 3 gan 
ioned tuning condenser is used. One section is utilized or a pre- 
or R.F. stage to reduce noise level and to increase selectivity 
aa sensitivity. An entirely new image-rejector circuit is built-in. 
ere are seven tuned circuits. Sensitivity is 44 M.V. Selectivity is 
10 u ® No-Glare Dial. Gives 
you finger-tip control and safety tuning. Fully illuminated without 
4 Matche: A wide-range antenna com- 
ator is built-in to match any type of car antenna, whether of 
Compact in design and 


The Knight 8 Tube de luxe Auto Radio is 
_ Includes fiexible shafts, 
(Mounting panel and knob shown 
See listing at right for panel kit to fit 


Radio 


uick 
PRICE, LO 


Metal Tubes. 


Absolutely un- 


A9796. 


rubber- 
ment panel. 
NET 


A9797. 


partment. 


MAJESTIC "66" AUTO RADIO 
REPLACEMENT 


A complete vibrator re- 
placement unit for model 
“66’’ Majestic auto radio. 
vibrator, power 
and 84 rectifie 


Contains 
transformer 
tube. 


HEAD FOR MODEL 66-116 


This unit modernizes Majestic 66, 116 Auto 
Radios. Also for all Ford-Majestic sets, of non 
plug-in type. Replaces old-type head. 


FRONT WHEEL NOISE 
SUPPRESSORS 


Effectively eliminates all noises 
caused by static pick-up of front 


yheels of car. 
Aeas8. PER PAIR... 20C 


HAZELTINE LICENSED 


A9734. The Knight 8 Auto 
adio complete with tubes. 


NET EACH, Py . YOUR 
#2 G23; EAcn 


33° 


CONTROL KITS 


TYPE A. 
tractive control which adapts 
tuning mechanism of Knight 
8 Tube Auto Radio to fasten 
to lower edge of dash instru- 


90c 


TYBE B. Cus- 
tom control for mounting on 
dash panel of cars equipped 
with ash tray or radio com- 
When ordering, 
be sure to specify make, mod- 
el and year of car, indicating 
whether de luxe or standard. 


elses $3995 pach............-$1.15 


Tt i lie iarel 


TO RADIO ACCESSORIES 


At- 


MOTOR-NOISE FILTER 


A new scientifically designed Auto 
Radio noise and spark plug suppres- 
sor eliminator. Easy to install; does 
not interfere with the car ignition sys- 
tem. Assures noise-free auto radio 
reception. Unit consists of a combi- 
nation high-frequency filter and ad- 
justable balancing circuit which com- 
pletely eliminates use of spark plug 
suppressors. Filter is housed in 
shielded metal container fitted with 
mounting bracket. Installed in series 


with the antenna at receiver. $1 32 
. oa S e 


A5489. YOUR PRICE.... 


SHIELDED AERIAL LEAD-IN 


For 


efficient in- 
stallation of auto 
antenna. Filler 
wrapped around No. = 
18 conductor, with close-fitting shielding overall 


A2444, 4%” DIAM. 
Per ft..... ? Se St thay batho 5¢ 
100 FT..... é ; $4.35 
A2443. '%” DIAM. 
Per ft...... SAN BB Beate en) oan iV Ge 
900 Fit eee he ia oe esos $6.21 


Ultra Modern RADIO CO 
SPLENDID NEW DESIGNS se 
EXQUISITE WOODS 


To meet the demand for fine quality blank cabinets, ALLIED 
offers on this page a splendid trio of new consoles, distinguished 
for their up-to-the-minute design, their charming woods and sturdy 
construction. These modern ‘consoles have been selected with a 
view toward harmonizing in the most tastefully furnished homes. 
The quality of the woods used and the craftsmanship employed in 
the construction of each cabinet, assure years of enjoyable service. 
Each cabinet is spaciously built along liberal lines, and is specifi- 
cally designed and constructed to give the finest possible acoustical 
results. At our attractive low prices, these new consoles are sure to 
appeal to radio builders who are seeking fitting housing for the re- 
ceivers they construct and to those who are in the market for new 
consoles to replace damaged or out-of-date cabinets. 


IDEAL FOR 


ANY Knight 
CHASSIS 


Each of the fine new consoles 
illustrated on this page will 
make a splendid housing for 
any of the many Knight radio 
chassis described in this catalog. 
We can supply these cabinets 
with drilled front panel to ac- 
commodate any Knight chassis 
you may select. There is no 
additional charge for drilling 
these cabinets when they are or- 
dered with Knight chassis. 


A very low-priced console of pleasing new dei 
sign. Handsome matched butt walnut veneer i 
used for the instrument panel face. A gracefu 
innovation is to be found in the curved beades 
side pilasters which not only enhance the appear 
ance of the cabinet but increase its sturdiness a’ 
well. The recessed grille is covered by attractiv 
dull gold cloth and fronted by three matched wal! 
nut bar posts. Overall dimensions: 37” high; 20) 
wide; 10” deep. Inside dimensions: 35” high; 18! 
wide; 934” deep. Instrument panel area: 1544) 
wide; i134” high. Shipping weight, 34 lbs. ; 
A9737. The Marlborough. YW 4 


Retail Value $27.50. 


The finest butt walnut hardwood veneers are in 
corporated beautifully in this graceful new console 
Fine craftsmanship is reflected throughout its con 
struction. The handsome roll-top harmonizes splen 
didly with the shaped and fluted side pilasters. 4 
beautifully figured tasteful grille cloth is used behin¢ 
the shaped walnut grille opening. Overall size: 37” high; 20 
wide; 10” deep. Inside dimensions: 35” high; 18” wide; 914! 
deep. Panel area: 1214” wide; 1134” high. Shpg. wt., 35 Ibs 
A9738. The Regent. $ gi 
Retail Value, $32.50. 

YOUR PRICE............. i rater ee aes = 


A luxurious and spacious new console. Will house the larg: 
est receivers. Selected butt walnut is used for front and tox 
and is charmingly matched for rich effect. Sides are gracefully 
rolled and shaped and splendidly set off by a new curved and 
beaded pilaster design. Base is gracefully shaped and fluted, 
The recessed grille is covered by a dull gold cloth, fronted by: 


: three walnut posts. Overall dimensions: 39” high; 23” wide} 
1134” deep. Inside dimensions: 36” high; 21” wide; 11” deep, | 
Panel area: 1614” high; 12” wide. Shipping weight, 43 Ibs. ~ 
< A9739. The Coronet. i | 


Retail Value, $39.95. 
150 YOUR: PRICE. ce Se eee 
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“FEATURES —FEATURES—FEAT 


Tube Superhet than in any other radio built today. 


‘Three Full Wave Bands. Complete coverage of everything 
t’s broadcast in the world today. Gets everything with amazing 
e and power. 


‘Dual Dreadnaught Chassis. Built like battleships—one for 
ect R.F. tuning, the other for super-powerful audio amplifica- 
price components are used throughout, workmanship is 
erb. 


‘Two 12” Vita-Tone Speakers. The finest available, true- 
mned, powerful-——rendering highest fidelity tone at all volume 


p11” Magna-Span Dial. The dial with five exclusive features. 
éctric Eye,” Flywheel dialing, Wave Band indicator, ‘ Tell- 
ime”’ Scale, 340° concentric calibration. 


* Latest Tubes. Genuine R.C.A. tubes throughout—latest 
ulti-function all-metal types in the tuner chassis, glass types in 
le audio amplifier. Develop full 30 watts output, amazing sen- 
tivity, split-hair selectivity. 
* Automatic Tone Control. 
tween stations. 


‘Automatic Bass Compensation. Boosts the lowest notes to 
ng you the true full richness of both voice and orchestra. 


‘Automatic Volume Control. Effectively maintains uniform 
lume; prevents fading; guards against distortion. 


Continuously Variable Tone Control. Permits accentuation 
bass or treble as desired. Enhances the natural tonal beauty 
the receiver. 


"More Circuit Features: New R.C.A. licensed design. 3-gang 
Iber-floated condenser (heavy-duty type) for increased stability 
d selectivity; 16 tuned circuits; R.F. Pre-amplifier stage; Pre- 
ector stage; 1 M.V. sensitivity; 8 K.C. selectivity; full 30 
attsoutput. The Knight 19-Tube De Luxe A.C. Superhet, 
virtue of brilliant engineering, superb quality of materials and 
cision custom manufacture, is America’s first luxury radio— 
ailable now for the first time at a popular price. 


AMAZING NEW CIRCUIT 


The circuit used in the Knight 19-Tube 3 Band Superhet is a 

Product of the long experience of some of the country’s leading radio 
@ngineers. The latest type tubes are used as follows: In the R.I, 
tuner—6K7 as R.F. Pre-amplifier; 6A8 as Osc.; 6K7 as Ist I.F.; 
6K7 as 2nd J.F.; 6H6 as Diode Det.; 6F5 as Audio Amp.; 2—5W4's 
as parallel full-wave rectifiers; 6K7 as Automatic Tone-Control; 
6G5 as visual indicator. In the Audio Amplifier: 85 as 2nd Audio; 
42 as Triode driver; 6F7 as Automatic Bass Compensation; 4—45’s 
as Class ‘‘AB” push-pull output stage; 5V4G as power rectifier; 
80 as bias rectifier. All vital circuits are thoroughly shielded. An 
Oversize, shielded Underwriters’ Approved power transformer is 
used. Tuner size: 19” x 954” x 9”. Amplifier: 20” x 9” x 7344". 


Assures practically silent tuning 


1937's Kadios sensation 
vright |9 TUBE 
A-C SUPERHET 

peP QU The World! 


America’s most powerful and most beauti- 
ful radio. A magnificent new instrument 
into which every known circuit development, 
every worthwhile feature known to radio 
science has been incorporated. Absolutely 
the finest radio money can buy, built for 
the discriminating purchaser who wants the 
best. The new Knight 19-Tube De Luxe 
A.C. Superhet is the product of the finest 
efforts of radio engineering. Covers the 
whole world on three powerful bands. Tunes 
16.4 to 55 meters for world-wide Short Wave 
broadcasts; 55 to 180 meters for Short Wave Police, Amateurs, Ships and 
Commercial signals; 180 to 550 meters for all Standard Broadcast and upper 
Police channels. A performer without a peer—distinguished for its power, its 
tone and its beauty. Offers boundless sensivitity, magnificent power and 
radio’s simplest tuning arrangement. The R.F. Tuner chassis uses genuine 
R,C.A. metal tubes for strong signal pickup; the Audio Amplifier chassis uses 
glass type tubes for a mighty output of full 30 watts. 2-12” Vita-Tone speak- 
ers are provided. More than 40 distinctive features are incorporated. The 
console in which the 19-Tube Knight is housed is a gorgeous, massive crea- 
tion with rolled top and front of selected beautiful butterfly-grained butt 
walnut. Front panel slopes slightly to give convenient angle of vision to dial 
and controls. Upper pilasters are semi-rounded and continue in one piece 
from front to side; have marquetry inlay. Lower pilasters each have grille. 
Large center grille is rounded for better tonal depth and is covered with 


pleated silk grille cloth. The entire console is 
bs 4 


hand-rubbed to a high piano finish. 

sions: 45” high, 28” wide, 154%” deep. 
TWO GREAT CHASSIS — 
TWO GIANT SPEAKERS 


A9785. The Knight 19-Tube De Luxe 


A.C. Superhet in massive console illustrated, 
2 


Dimen- 


complete with dual chassis, 2—12” Vita-Tone 
dynamic speakers and genuine R.C.A. Tubes. 
Yor operation from 110 volts, 60 cycles A.C. 
Shpg. wt., 160 Ibs. Code: GRAIL. 

Retail Value, $225.00. 

YOUR PRICE, ONLY. 


No other radio, re- 
gardless of price, has as 
much to offer as the 
Knight 19-Tube 
World-Wide Super- 
het. It is presented for 
those discriminating 
radio buyers who are 
content with nothing 
less than the best 


RCA & 
HAZELTINE 
LICENSED 


CHASSIS MODEL 


The Knight 19-Tube 3 
Band Superhet is availablein 
chassis form, less cabinet. In- 
cludes dual dreadnaught R.F. 
Tuner and Audio Amplifier 
chassis; 2—-12-inch Vita-Tone 
Dynamic Speakersandcomplete 
set of R.C.A. tubes. 11-inch 
Magna-Span dial escutcheon 
and knobs are included. For 
operation on 110 volts, 60 cycles 
A.C. Shpg. wt., 70 lbs. Code: 
DRAMA. This Knight 19- 
tube Superhet is the supreme 
development in a radio instru- 
ment capable of providing end- 
less enjoyment. 


A9786. 


Retail Value, 
$165.00. $ 00 
YOUR PRICE oe 


ONLY geno ice 


151 


RCA & 
HAZELTINE 
LICENSED 


3 THRILL-PACKED 
RADIO BANDS 


Tune around the world with the Knight 15! 
Enjoy superb reception from stations all over 
the globe! The tuning range covets everything 
on three continuous bands from 17 to 555 me- 
ters; get interesting foreign programs on the 
Short-Wave band from 17 to 52 meters; Ships- 
at-sea, Airplanes, Amateur, and Police from 52 
to 172 meters; and all U.S. and Canadian broad- 
cast stations from 172 to 555 meters. Constant- 
ly reliable reception, thrilling tone, and maxi- 
mum enjoyment are assured by the perfectly- 
engineered circuit. Tunes smoothly and quickly 
with the gear-driven, 8” airplane dial with sec- 
ond-hand and new Electric Eye. Thrill to the 
rich, faithful tone produced by the new Utah 
12” super-dynamic speaker plus features such 
is bass compensation, dual Audio Channel, 


variable tone control, high-fidelity audio out- 
put, ete. The Knight15 isa truly distinguished 
musical instrument offered at a price that has 
never before been matched in radio. 


EXPORT MODELS 


FOR OPERATION ON ALL VOLTAGES 
FROM 35 TO 260 VOLTS, 25 TO 60 CYCLES 
A.C,, ADD $3.50. 


The Knight 15 Tube World-Wide ms 


All-Wave Superhet with heavy-duty 
12 inch Utah Dynamic Speaker is of- 
fered complete with Raytheon tubes in 
the magnificent console illustrated at 
left. For operation from 110 volts, 60 


cycles, A.C. Code: HAVEN. Shipping 
weight, 85 Ibs. 

A9733. Retail Value, $135.00. 
YOUR: PRICE. 3.3 ued. ih anes 


Here is_a magnificent new radio masterpiece—the Knight 15 Tube All 
Wave A.C. Superhet—offering more for your money than any other 15 Tube 
receiver made today. Powerful World-Wide reception! Stirring tonal qual 
ity! More features, more refinements, more value than you have ever seen at 
this price in a powerful multi-tube de luxe radio. ; 


® Three Full Bands—Covers everything on the air: 17 to 52 meters for foreign 
and domestic short-wave stations; 52 to 172 meters for short-wave Amate 
Airplane, Ship, and Police calls; and 172 to 555 meters for every stance 
Broadcast American and Canadian station. The Knight 15 is super-selective 
and super-sensitive—it brings the whole world of radio to your home—clearly, 
faithfully, powerfully. 

* 13144 Watts Output—The high-fidelity, high output audio system in the 
Knight 15 uses two 6F6 push-pull output tubes to develop a mighty 13 


| 


. watts output of rich, undistorted tone—reproduced with perfect clarity throug 


the new Utah 12” heavy-duty super-dynamic speaker, Every program is flaw- 
lessly re-created; the Knight 15 is a joy to listen to. ‘ 


*® Giant Dial—A full 8’ illuminated Airplane colored dial makes the Knight 
All- Wave 15 easy to tune on all short-wave and broadcast bands. Calibrations 
on every band are large and clear; the dial-indicator is gear-driven and has a 
second-hand for accurate vernier tuning action. The Electric Eye mounted 
directly above the dial shows, you visually when your station is perfectly tuned 
in. Anyone can tune this receiver—with perfect ease, without confusion. 


® Dual Audio Channel—This new development permits you to adjust the 
receiver so that the output matches the acoustical conditions of your home for 
most pleasing tonal quality. Dual audio channel is a feature never before 
available except in costly, custom-built receivers. The Knight 15 reproduces 
broadcast studio performances right in your own living room. 


® Circuit Features—Check these features; only the Knight 15 has them all: 
New R.C.A. and Hazeltine licensed Superhet circuit; new Uni-Coil system 
with separate coils for each band; new sensitivity control for ideal long-ra 
reception; new octal-base glass tubes for maximum power; new rubber-cush- 
ioned 3 gang condenser with low minimum capacity; smooth, easily-operated: 
wave-band switch; new bass-compensated Volume Control circuit; 2 stages of 
L.F.; full A-V.C.; variable Tone Control, etc. 


® Magnificent Console—-The Knight World-Wide 15 is beauti- 
fully presented in a luxurious cabinet of tasteful design. It is built of 
matched woods, having butt walnut face with inlay trim and V-matched 
walnut side pilasters. Has sloping instrument panel for greatest con- 
venience in tuning; recessed speaker grille gives proper tonal response. 
Size: 40%” high, 2444” wide, 13” deep. 


THE KNIGHT 
15 TUBE CIRCUIT 


The Knight 15 incorporates — 
the finest 15 Tube circuit ever 
designed, using the latest per-— 
Be) fected octal-base glass tubes as — 

aN follows: 6K7 as R.F. on broad-— 
ahr cast; 6A8 as Det.-Ose.; 6K7 as 
1st I.F.; 6K7 as 2nd I.F.; 6H6 as 
ia 2nd Det.-AVC.; 6C5 as 1st audio. 
es (treble); 6C5 as 2nd audio 
¥e (treble); 6CS as 1st audio (bass); 
ar) 6CS as 2nd audio (bass); 2— 

3 6F6 as Push-Pull output; 2— 
5Y3 as Rectifiers; 6H6 as grid 
current control; 6G5 as Electric 
Eye. Develops remarkable sen- 
sitivity and selectivity.~ Fea- 
tures new Uni-Coil system which 
is carefully pre-aligned and pre- 
checked before assembly; 3 gang 
low-minimum capacity, rubber- 
cushioned tuning condenser. 
New high output, high fidelity 
audio system provides a tre- — 
mendous 1314 watts output. 


CHASSIS MODEL “> 


The Knight 15 Tube World-Wide 
Superhet is offered also in deluxe chassis 
form. Incorporates the powerful new cir- 
cuit described above with 12” Utah elec- 
tro-dynamic speaker and 15 Raytheon oc- 
tal-base glass tubes. Measures 17 14”x12’x 
11”. Features expert workmanship and 
quality materials throughout; designed 
and built to set new standards for master 
radio construction. Supplied complete 
with speaker, tubes, knobs and escutcheon. 
For operation on 110 Volts, 60 cycles A.C. 
Shipping weight: 35 lbs. Code: BADGE. 


A value only AL- 

LIED can give you. 5 
A9734. Retail 

Value, $102.50. — 
YOUR PRICE..... 


A.C. SUPERHET 
3 FULL BANDS — 


cles A.C. Code: CHEER. 
hipping weight, 75 lbs. The 
reatest multi-tube radio 
alue offered in America to- 
ay! Retail Value, $89.50. — 


T PRICE EACH, $46.45. 
RICE IN LOTS OF 3, EACH 


TUNES THE WORLD. The Knight 11 is packed with 
ew features and value—offered by ALLIED as an un- 
sually low-priced ‘‘Leader.’’ This powerful metal 

be Superhet tunes three full bands smoothly, effort- 
essly and with high fidelity tonal reproduction. Covers 
6.4 to 55 meters for world-wide Short Wave reception; 
5 to 180 meters for Short Wave, Amateur, Police, Air- 
ft and Ship signals; and 180 to 550 meters for upper 
‘olice channels and coast-to-coast American and 
anadian standard Broadcast programs, 


° NEW 11” MAGNA-SPAN DIAL. Radio’s most prac- 
tical dial—with every new feature for easy and accurate 
tuning—Electric Eye—you ‘‘see’’ when your station is 
tuned perfectly; Visual Wave Band Indicator—you 
know which band is in use; Flywheel Tuning—elimi- 
mates slow laborious tuning; Minute-Hand Band- 
spread—gives you vernier selectivity ; Tell-Time Scale— 
makes it simple to return to popular stations. 


e METAL TUBE CIRCUIT. Powerful, super-efficient— 
R. C. A. and Hazeltine licensed. Every tube works; 
every tube contributes to develop the amazing power, 
keen selectivity and high fidelity tone which are con- 
sistently evident in Knight 11 performance. 


® 7 WATTS OUTPUT. Two of the new metal type 6F6 
tubes are used in the mighty power output stage of the 
Knight 11, developing a pure, undistorted output of { 
seven watts, assuring plenty of reserve power and the 
finest tonal quality at both high and low volume levels. 


e FINE TONE. Superb 
tone quality—true musi- 
cal beauty is an out- 
standing feature of 
Knight 11 performance. 
Every subtle overtone, 
eve note is fully re- 
R uced with startling 
life-like fidelity by the 
giant size 12 inch Elec- 
tro-dynamic speaker. 


RADIO CHASSIS «6S 


The magnificent Knight 11 Tube A. C. Superhet is also available in 
de luxe chassis form as illustrated above. A splendid replacement for 
even the finest cabinets, this new chassis is a masterpiece of quality 
radio building. It is constructed of the finest materials exclusively, 
and is built to exacting standards of performance. The chassis 
measures 19” long, 9” deep and 9” high. It is entirely rubber-floated for 
stable operation. Genuine R. C. A. tubes are used throughout. A 
12” giant Vita-Tone Dynamic Speaker is included together with the 
11” Magna-Span dial and escutcheon. Other features are A. V. C., 
Tone Control, 3 gang rubber-fioated condenser, R. F. Pre-Amplifier, 1 
My. sensitivity, 8 KC selectivity, etc. There is no finer eleven tube 
radio chassis built today. 

A9789. The Knight i1 Tube A. C. Superhet chassis with 12’ 
Speaker and R. C. A. tubes. For operation on 110 volts, 60 cycles, A. C. 
Shipping weight, 38 Ibs. Code: GAIN. 

Retail Value, $72.50 


YOUR PRICE INLGIS Op 3, BACH... esses PBS-95 


GIANT 12” 
SPEAKER 


METAL 11’ MAGNA-SPAN 
TUBES MAGIC DIAL 


: 
‘< ! 


Pez 
Me 


RCA AND HAZELTINE LICENSED 


WORLD-WIDE RANGE 


The Knight 11 Tube 3 Band A. C. Superhet with Il 
inch Magna-Span Dial and Metal Tubes is a wonderful 
combination of value, beauty and powerful perform- 
ance. Packed with features that give it complete 
mastery of everything on the air. Tunes 16.4 to 55 
meters and 55 to 180 meters for all Foreign, Amateur, 
Airplane, Police and Ship broadcasts. Tunes powerful 
standard American and Canadian Broadcast between 
180 and 550 meters. The Knight 11 is dependable and 
consistent because it embodies radio’s finest tuning 
system, highest quality components and skilled work- 
manship. This built-in quality is matched by its 
superb console with beautiful new rolled-top design of 
one piece vertically-striped walnut. Has attractively 
rounded and shaped pilasters and beautiful Roman- 
lyre design grille. Style finds a new rich expression in 
this splendid console. Dimensions: 3912” high, 234,” 
wide, 1314” deep. Never before in radio history has an 
11 tube receiver of such superior quality been sold at so 
low a price. 


POWERFUL METAL TUBE CIRCUIT 


The R. C. A. and Hazeltine licensed circuit of the new 
Knight 11 A.C. Superhet is expertly engineered to 
develop tremendous wer, hairline selectivity, excep- 
tional sensitivity and tek. luxurious tone. The latest 
genuine R. C. A. metal type tubes are utilized to create 
these valuable characteristics in the most efficient 
manner: 6K7 as R. F. Pre-Amp.; 6A8 as Ist Det.-Osc.; 
6K7 as Ist I. F.; 6K7 as 2nd I. F.; 6H6 as Diode Det. and 
A. V. C.; 6C5 as phase inverter; 6C5 as Ist Audio; 2-6F6 
as powerful push-pull power output stage; 5Z3 as 
rectifier. A 6G5 tube is used as the ‘‘Electric Eye.’’ 
Full seven watts output is attained by the mighty 6F6 
metal power output stage. This extraordinary power is 
handled ably and smoothly by the giant 12” auditorium 
dynamic speaker which reproduces at all times—-at any 
tone level—gorgeously rich, superlative tone quality. 
Metal tubes increase the sensitivity, especially on the 
Short Wave bands; the heavy-duty 3 gang condenser, 
R. F. pre-amplifier on broadcast, and 16 tuned circuits 
assure powerful, dependable performance on all bands. 
Full A. V. C. means freedom from distortion and noise; 
Personal Tone Control permits the selection of either 
treble or bass. These practical valuable features double 
radio enjoyment! 


The Knight 11 can be had in both console and chassis 
models for operation on all voltages from 110 to 250 
volts, 40 to 60 cycles, A.C., at $3.00 additions!. 


ght § TUBE AC SUPERHET 


A9750. The Knight Dual Wave 6 
—an Outstanding Value — com- 
plete with R. C. A. tubes. 


Retail Value, $35.00. 
NET PRICE EACH, $16.45. 
YOUR PRICE INLOTS OF 3, EACH 


Here’s the year’s biggest Radio Value—an entirely new Dual 
Wave Knight 6 Tube A. C. Superhet that’s months ahead of the 
field! Has exclusive, practical new features, big power and 
wide reach, splendid tone and fine looks. For built-in quality 
and reliable performance, the new Knight 6 beat. sets tiat are 
selling for twice as much today. Here’s proof again—that only 
ALLIED can give you Radio’s Outstanding Value! 

@ TUNES 2 FULL BANDS. The Knight 6 has magnificent 
coverage. It tunes from 47 to 130 Meters to bring in Short 
Wave police, aviation and amateur *phone, as well as thrilling 
foreign reception on the popular 49 meter foreign Short Wave 
channel. The second band covers from 174 to 556 Meters and 
tunes the upper police channel and all American and Canadian 
standard Broadcast stations. These two bands actually give 
you the advantage of three band reception. 

@ ELECTRIC EYE. The unerring Electric Eye, generally found 
only in the highest-priced sets, is incorporated in the new 
Knight 6. It provides the silent way to perfect tuning and 
better tone. You just watch the shadow in the glowing eye; 
when it is narrowest you are tuned in perfectly. 

e LARGE NEW DIAL. An exclusive easy-to-tune Knight ad- 
vancement. Has a handsome gold face which is fully illumi- 
nated from the sides. All calibrations are in large clear 
characters. Two easy-to-read scales are indicated, the upper 
calibrated in kilocycles for standard Broadcast tuning, the 
lower marked in megacycies for Short Wave logging. Allim- 
portant Short Wave bands are clearly designated. You will 
approve of this practical new radio dial. 

e@ TONE CONTROL. Here is a big extra feature never before 
incorporated in a 6 tube set at so low a price. Permits em- 
phasis of treble or bass response to suit personal tastes. Adds 
to the full clear beauty of Knight 6 tone. 

e 6 INCH DYNAMIC SPEAKER. A full-size 6 inch electro- 
dynamic speaker is used in the Knight 6. It faithfully repro- 
duces the fine tonal output of the circuit with flawless fidelity 
at any volume level. Power output is 4 watts! You will like 
the rich and stirring realism of tone created by the Knight 6, 
e LATEST CIRCUIT. The R. C. A. and Hazeltine licensed 
circuit of the new Knight 6 assures you of the latest develop- 
ments from these great laboratories. Latest type tubes are 
used as follows: 6A7 as Mod.-Osc.; 6D6 as I. F. Amp.; 75 as 
triple-purpose Diode Det.—A. V. C.—1st Audio; 41 as Pentode 
output; 80 as rectifier; 6G5 as Electric Eye. Other advantages 
include rubber-floated tuning condenser for stability, auto- 
matic volume control to maintain uniform volume, large 
chassis 1nd quality parts with ample safety factors. 

e BEAUTIFUL CABINET. The Knight 6 is fittingly offered in 
the latest laydown cabinet designed with gracefully rolled ends, 
Has front face of beautiful walnut finished in pleasing two-tone 
effect. Measures 1712 x 8x 91 inches. 

@A $35 VALUE. The Knight Dual Wave 6 is offered in the 
beautiful cabinet illustrated above, complete with R. C. A. 
tubes. For operation from 110 volts, 60 cycles A. C. Code: 

9750. Retail Value, $35.00. 

‘ET PRICE EACH, $16.45 

For operation on all voltages from 95 to 260 volts, 25 to 60 

cycles A.C., add $2,25, 


GLORY. Shipping weight, 181% Ibs. 
YOUR PRICE LOTS OF 3, BACHA UAL $1 5.65 


